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Title V Air Operation Permit Revision 

Permit No. 0250014-051-AV 

APPLICANT 

The applicant for this project is CEMEX Construction Materials Florida, LLC.  The applicant’s responsible 

official and mailing address are:  Luis G. Lopez, Plant Manager, CEMEX Construction Materials Florida, LLC, 

Miami Cement Plant, 1200 NW 137 Avenue, Miami, FL 33182. 

FACILITY DESCRIPTION 

The applicant operates the Miami Cement Plant, which is located at 1200 NW 137 Avenue, Miami, FL 33182.   

This facility consists of the following emissions units: 

ARMS E.U. ID No. Brief Description 

-001 Finish Mill System: Finish Mill No. 1 

-002 Finish Mill System: Finish Mill No. 2 

-003 Finish Mill System: Finish Mill No. 3 

-004 Cement Handling System: (32) Bulk Cement Storage Silos 

-005 Cement Handling System: Mortar Packhouse 

-006 Cement Handling System: Cement Packhouse 

-012 Finish Mill System: Finish Mill No. 4 

-013 Finish Mill System: Finish Mill No. 5 

-014 Stone Dryer & Soil Thermal Treatment Facility  

-015 Cement Handling System: Cement Truck Loading  

-016 Facility Wide Fugitive Emissions 

-017 Cement Plant Raw Material Handling (Baghouses) 

-018 In-Line Kiln/Raw Mill/Clinker Cooler/TIMS/Clean Biomass Feeder System 

-019 Clinker Handling and Storage System  

-020 Cement Plant Coal Handling System: Coal Mill System 

-021 Sweetwater Concrete Block and Concrete Batch Plants 

-022 Quarry Operations Subject to 40 CFR 60 Subpart OOO: Aggregate Plant Crushers   

-023 Quarry Operations Subject to 40 CFR 60 Subpart OOO: Other Affected Screening 

Operations/Belt Conveyors 

-025 Quarry Operations Not Subject to 40 CFR 60 Subpart OOO  

-028 Finish Mill System: Finish Mill 6 

-029 Two (2) Diesel Fuel Limited Use Reciprocating Internal Combustion Engines 

 

This facility consists of the following: a dry-process kiln with pre-heater, precalciner and clinker cooler capable of 

producing approximately 1,300,000 tons per year of clinker, a limestone quarry and crushing system, material 

receiving facilities (both by rail and truck), open short-term material storage piles, a storage building for 

intermediate raw material and clinker storage, a stone dryer & soil thermal treatment plant, a raw mill system, six 

finish mills, two packhouses, thirty two cement silos, a rail and truck bulk loadout facility, and a liquid fuel tank 

farm. CEMEX also operates a concrete batch plant and a concrete block plant (Sweetwater). The plant is located on 

the adjacent property to the CEMEX, Miami Cement Plant.  

Particulate matter emissions from most of the emissions units are controlled by baghouses. The stone dryer and soil 

thermal treatment (Emissions Unit 014) is equipped with a multi-cyclone, baghouse, and afterburner. Fugitive 

emissions are controlled by water sprinkler systems, chemical wetting agents, etc. Fuels used in the stone dryer soil 

thermal treatment are limited to used petroleum oil meeting the provisions of 40 CFR 266, Subpart E, propane, 

natural gas, No. 2 fuel oil for the dryer, on-specification used oil per 40 CFR 279.11, natural gas and propane for 
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the afterburner. Fuels fired in the pyroprocessing system (Emissions Unit 018) do not exceed a total heat input rate 

of 485 MMBtu/hr on a 24-hour average. Start-up fuels consist of bituminous coal, natural gas, petroleum coke, 

propane, No. 2 fuel oil, residual fuel oil, and on-specification and off-specification used oil. The pyroprocessing 

system utilizes continuous emissions monitors (CEMS) for compliance purposes for NOX, SO2, and Opacity.   

 

Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities. 

 

PROJECT DESCRIPTION 

 

The purpose of this permitting project is to revise the existing Title V Air Operation Permit for the above 

referenced facility. This project incorporates the terms and conditions of previously issued Air Construction 

Permit Nos. 0250014-046-AC, and 0250014-047-AC.  Air construction permit No. 0250014-046-AC was issued 

for the installation of a dust conveying system for the Clinker Handling and Storage System. Air construction 

permit No. 0250014-047-AC was issued to allow CEMEX to install a certified continuous emissions monitoring 

system in the kiln main stack to demonstrate compliance with the carbon monoxide emissions limit.  

 

PROCESSING SCHEDULE AND RELATED DOCUMENTS 

 

Application for a Title V Air Operation Permit Revision received June 4, 2014. 

Request for additional information July 1, 2014. 

Received additional information July 10, 2014. 

Received compliance plan July 24, 2014. 

Received revised compliance plan July 29, 2014. 

Received e-mail correspondence from Environmental Manager confirming incorporation of Air Construction 

Permit No. 0250014-047-AC received August 7, 2014. 

Received final compliance plan August 12, 2014. 

 

PRIMARY REGULATORY REQUIREMENTS 

 

Title III:  The facility is identified as a major source of hazardous air pollutants (HAP). 

Title V:  The facility is a Title V major source of air pollution in accordance with Chapter 62-213, Florida 

Administrative Code (F.A.C.). 

PSD:  The facility is a Prevention of Significant Deterioration (PSD)-major source of air pollution in accordance 

with Rule 62-212.400, F.A.C. 

NSPS:  The facility operates units subject to the New Source Performance Standards (NSPS) of 40 Code of 

Federal Regulations (CFR) 60. 

NESHAP:  The facility operates units subject to the National Emissions Standards for Hazardous Air Pollutants 

(NESHAP) of 40 CFR 63. 

CAIR:  The facility is not subject to the Clean Air Interstate Rule (CAIR) set forth in Rule 62-296.470, F.A.C. 

CAM:  Compliance Assurance Monitoring (CAM) applies to Emissions Unit 014 (Stone Dryer & Soil Thermal 

Treatment Facility), and 018 (In-Line Kiln/Raw Mill/Clinker Cooler/TIMS/Clean Biomass Feeder System. The 

facility currently has a CAM Plan in its Title V Permit, and this CAM Plan will be incorporated into this Title V 

Revision. Incorporation of the CAM Plan, Appendix CAM, for each pollutant specific emission unit (PSEU) 

subject to the CAM Rule (40 CFR 64), are as follows: 

a. The in-line kiln/raw mill/clinker cooler, EU-018, is subject to a specific PM emissions limit (0.10 

lb/ton kiln feed) pursuant to 40 CFR 63 Subpart LLL.  However, this EU is also subject to a PM 

emissions limitation (0.152 lb/ton of kiln feed) through Permit No. 0250014-016-AC/PSD-FL-324A.  



STATEMENT OF BASIS 

CEMEX Construction Materials Florida, LLC. Permit No. 0250014-051-AV 

Miami Cement Plant    Title V Air Operation Permit Revision 

Page 3 of 9 

The facility uses a baghouse control device to achieve compliance, and has potential pre-control 

emissions equal to or in excess of the major source threshold of 100 TPY.   

b. The soil thermal treatment facility, EU-014, has a VOC emissions limit of 22.8 lb/hr, uses an 

afterburner control device to achieve compliance, and has potential pre-control emissions equal to or 

in excess of the major source threshold of 100 TPY.   

 

PROJECT REVIEW 

Specific changes were made to the previous Title V Air Operation Permit No. 0250014-044-AV, and are in this 

PROPOSED Title V Air Operation Permit Revision. Such changes include FDEP consolidation of facility-wide 

condition numbers FW6 and FW7 into one condition addressing electronic annual operating report and Title V 

annual emissions fees, and removal of facility-wide condition No. FW11 since this condition is already included 

in Appendix CG. Additionally, recent organizational changes have occurred within the Miami-Dade County 

Government and the Permitting, Environment & Regulatory Affairs (PERA) was merged with another 

department. The consolidated name is now the Department of Regulatory and Economic Resources (RER), 

Division of Environmental Resources Management, Air Quality Management. As a result, references to PERA in 

the permit have been changed to RER.  

Items numbered 1-6 below represent the changes to the previous Title V Air Operation Permit. Underline text 

indicates additions. . 

 

1. Changes in Section III – Subsection B, Emissions Unit Specific Conditions, Emissions Unit 018 – In-Line 

Kiln, Raw Mill, Clinker Cooler, Tire Injection Mechanism System (TIMS), and Clean Biomass Feeder 

System. The incorporation of air construction permit No. 0250014-047-AC required that Specific 

Condition No. B.24. be modified as follows: 

 

  B.24.  Carbon  Monoxide (CO) Monitoring 

 

 a. Continuous Monitoring: Continuous monitors shall be installed for CO or O2 to insure proper 

combustion practices and for use in determining plant operating parameters to optimize emissions 

of CO, NOX, and SO2.  

  [Permit Nos. 0250014-002-AC, and 0250014-041-AC; 40 CFR 60 Appendix B; Rule 62-4.070(3) 

F.A.C.] 

  

  b. Continuous Emission Monitoring System (CEMS) for CO:   

 

The permittee shall install, calibrate, operate and maintain a CEMS to measure and record 

concentrations of CO in the kiln system exhaust stack in a manner sufficient to demonstrate 

continuous compliance with the CO emissions standards. Compliance with the CO emission 

limits of 2.81 pounds per ton of clinker (lb/ton) and 455 lb/hour shall be based on a 30-operating 

day rolling average. The CO CEMS shall express the results in units of lb/ton of clinker, and 

lb/hr. of CO emissions. The following requirements apply to the CEMS:  

  1.Certification of CO CEMS: The CO CEMS shall be certified pursuant to 40 CFR 60, Appendix 

B, Performance Specification 4 or 4A. Quality assurance procedures shall conform to the 

requirements of 40 CFR 60, Appendix F. The required RATAs shall be performed using EPA 

Method 10 in Appendix A of 40 CFR 60 and shall be based on a continuous sampling train. The 

CO monitor span values shall be set appropriately, considering the expected range of emissions 

and corresponding emission standards;  
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  2.Valid Hourly Averages: The CO CEMS shall be designed and operated to sample, analyze, and 

record data evenly spaced over the hour at a minimum of one measurement per minute. All valid 

measurements collected during an hour shall be used to calculate a 1-hour block average that 

begins at the top of each hour. Each 1-hour block average shall be computed using at least one 

data point in each fifteen-minute quadrant of an hour, where the unit combusted fuel (or produced 

clinker) during that quadrant of an hour. Notwithstanding this requirement, a 1-hour average shall 

be computed from at least two data points separated by a minimum of 15 minutes (where the unit 

operates for more than one quadrant of an hour). If less than two such data points are available, 

there is insufficient data and the 1-hour block average is not valid.  

 Hours during which there is no kiln feed and no fuel fired are not valid hours. 

 Hours during which the plant is firing fuel but producing no clinker are valid, but these 

hours are excluded from the production-normalized emission rate computation (pounds 

per ton of clinker). These hours are included in any pollutant mass emission rate 

computation (pounds per hour).  

 
3. 30-day Rolling Averages: Each 30-day rolling average shall be the arithmetic average of all 

valid hourly averages collected during the last 30 operating days. A new 30-day rolling average 

shall be recomputed after every day of operation for the new day and the preceding 29 operating 

days. For purposes of computing these emission limits, an operating day is any day that the kiln 

produces clinker or fires fuel.  

   
4. Data Exclusion: Except for monitoring system breakdowns, repairs, calibration checks, and 

zero and span adjustments, the CEMS shall monitor and record emissions during all operations 

including episodes of startups, shutdowns, and malfunctions. Malfunctions do not include process 

upsets that occur as normal part of cement production. The permittee shall minimize the duration 

of data excluded for such episodes to the extent practicable.  

 

5. Data Availability. Monitor availability for the CEMS shall be 95% or greater in any calendar 

quarter. Monitor availability shall be reported in the quarterly excess emissions report. In the 

event 95% availability is not achieved, the permittee shall provide the Department with a report 

identifying the problems in achieving 95% availability and a plan of corrective actions that will 

be taken to achieve 95% availability. The permittee shall implement the reported corrective 

actions within the next calendar quarter. Failure to take corrective actions or continued failure to 

achieve the minimum monitor availability shall be violations of this permit, except as otherwise 

authorized by the Compliance Authority.  

6. Excess Emissions Notification and Reporting. The permittee shall notify the Compliance 

Authority within one working day of discovering any emissions in excess of a CEMS standard 

subject to the specified averaging period. All such reasonably preventable emissions shall be 

included in any CEMS compliance determinations. All valid emissions data (including data 

collected during startup, shutdown and malfunction) shall be used to report emissions for the 

Annual Operating Report.  

   [Permit No. 0250014-047-AC, Rules 62-4.070(3) and 62-4.130, F.A.C.] 

2.   Changes in Section III – Subsection C, Emissions Unit Specific Conditions, Emissions Unit 019 – Clinker 

Handling and Storage System. The incorporation of air construction permit No. 0250014-046-AC 

required that the unit description be updated as follows due to the installation of the dust conveying 

system. 

  

ARMS Emissions Unit No. Brief Description of Emissions Unit 

019 Clinker Handling and Storage System 
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The Clinker Handling & Storage System is controlled by the following baghouses:  

Emission Point Descriptions of Emissions Points 

491-BF1 Clinker Cooler Discharge Pan Conveyor (Existing) 

491-BF2 Clinker Silo (Existing) 

491-BF3 Reject Clinker Bin (Existing) 

510-BF1 Clinker Silo Discharge and Transfer (Existing) 

510-BF2 Clinker Silo Discharge and Transfer (Vents Indoors) (Existing) 

510-BF3 Clinker Feed Bin (Vents Indoors) (Existing) 

510-BF4 Clinker Additional Transfer (Vents Indoors) (Existing) 

596-BF2 Mill Return Conveyor (Vents Indoors) (Existing) 

 

421-VE2 

421-VE3 

Dust Conveying System (New) 

Fan No. 1 controls emissions from dust bin 421-B11 

Fan No. 2 controls emissions from dust bin 010-211-B11 (Vents Indoors) 

{Permit Note: (New) and (Existing) status in above table apply to NESHAP LLL status.  Emission points venting 

inside a building are considered fugitive sources and only subject to NESHAP  visible emissions testing 

requirements. See conditions C.6.vi & vii, and C.9. requirements.} 

 

4. Changes in Section III – Subsection C, Emissions Unit Specific Conditions, Emissions Unit 019 – Clinker 

Handling and Storage System. The incorporation of air construction permit No. 0250014-046-AC 

required that some specific conditions be either removed or added as follows: 

 

 C.3. Emissions limits for affected sources other than kilns; clinker coolers; new and reconstructed raw 

material dryers. The owner or operator of each new or existing raw material, clinker, or finished 

product storage bin; conveying system transfer point; bagging system; and bulk loading or 

unloading system; raw and finish mills, and each existing raw material dryer, at a facility which is 

a major source subject to the provisions of 40 CFR 63 Subpart LLL must not cause to be 

discharged any gases from these affected sources which exhibit opacity in excess of ten percent. 

[40 CFR 63.1345, Rule 62-4.070(3), F.A.C., and Permit No. 0250014-046-AC] 
 

  C.4. a) Initial Compliance Requirements: The permittee must demonstrate initial compliance with 

the emissions standards and operating limits by using the test methods and procedures in 40 

CFR 63.1349 and 40 CFR 63.7. 

   b) Opacity Compliance:  The permittee must demonstrate initial compliance with the opacity 

emissions standards by using the performance test methods and procedures in 40 CFR 

63.1349(b)(2). The maximum 6-minute average opacity exhibited during the performance test 

period must be used to determine whether the affected source is in initial compliance with the 

standard. 

[40 CFR 63.1348(a)(2), and Permit No. 0250014-046-AC] 

 

 

 

  C.5. Opacity Monitoring Requirements for Existing Emissions Sources. This condition shall apply to 

this emissions unit up to and including September 8, 2015. Procedures to be used to 

periodically monitor affected sources subject to opacity standards under 40 CFR 63.1346 and 

63.1348. Such procedures must include the provisions of paragraphs (a)(4)(i) through (a)(4)(vii) 

of 40 CFR 63.1350. 

(i)  The owner or operator must conduct a monthly 1-minute visible emissions test of each 

affected source  in accordance with Method 22 of Appendix A-7 to 40 CFR 60. The 

performance test must be conducted while the affected source is in operation. 
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(ii) If no visible emissions are observed in six consecutive monthly tests for any affected source, 

the owner or operator may decrease the frequency of performance testing from monthly to 

semi-annually for that affected source. If visible emissions are observed during any semi-

annual test, the owner or operator must resume performance testing of that affected source on 

a monthly basis and maintain that schedule until no visible emissions are observed in six 

consecutive monthly tests. 

(iii) If no visible emissions are observed during the semi-annual test for any affected source, the 

owner or operator may decrease the frequency of performance testing from semi-annually to 

annually for that affected source. If visible emissions are observed during any annual 

performance test, the owner or operator must resume performance testing of that affected 

source on a monthly basis and maintain that schedule until no visible emissions are observed 

in six (6) consecutive monthly tests. 

(iv) If visible emissions are observed during any Method 22 performance test, of Appendix A-7 to 

40 CFR 60, the owner or operator must conduct a 6-minute test of opacity in accordance with 

Method 9 of Appendix A-4 to 40 CFR 60.  The Method 9 performance test, of Appendix A-4 

to 40 CFR 60, must begin within 1 hour of any observation of visible emissions. 

(v) The requirement to conduct Method 22 visible emissions monitoring under this paragraph 

shall not apply to any totally enclosed conveying system transfer point, regardless of the 

location of the transfer point. “Totally enclosed conveying system transfer point” shall mean 

a conveying system transfer point that is enclosed on all sides, top, and bottom. The 

enclosures for these transfer points shall be operated and maintained as total enclosures on a 

continuing basis in accordance with the facility operations and maintenance plan. 

(vi) If any partially enclosed or unenclosed conveying system transfer point is located in a 

building, the owner or operator of the portland cement plant shall have the option to conduct 

a Method 22 visible emissions monitoring test according to the requirements of paragraphs 

(a)(4)(i) through (iv) of 40 CFR 63.1350 for each such conveying system transfer point 

located within the building, or for the building itself, according to paragraph (a)(4)(vii) of 40 

CFR 63.1350. 

(vii)If visible emissions from a building are monitored, the requirements of paragraphs (a)(4)(i) 

through (iv) of 40 CFR 63.1350 apply to the monitoring of the building, and you must also 

test visible emissions from each side, roof and vent of the building for at least 1 minute. The 

test must be conducted under normal operating conditions. 

   [40 CFR 63.1350(a)(4)(i)-(a)(4)(vii)] 

 

  

   

       

       

     

  C.6.  Opacity Monitoring Requirements: For new emissions sources, this condition shall apply 

immediately upon startup. For existing sources, this condition shall apply to this emissions unit 

effective September 9, 2015. The permittee must conduct required emissions monitoring in  

accordance with the provisions of paragraphs (f)(1)(i) through (f)(1)(vii) of 40 CFR 63.1350 

below, and in accordance with the operation and maintenance plan developed in accordance with 

40 CFR 63.1347. 

(i)  The owner or operator must conduct a monthly 10-minute visible emissions test of each 

affected source in accordance with Method 22 of Appendix A-7 to 40 CFR 60. The 

performance test must be conducted while the affected source is in operation.  

(ii) If no visible emissions are observed in six consecutive monthly tests for any affected source, 

the owner or operator may decrease the frequency of performance testing from monthly to 

semi-annually for that affected source. If visible emissions are observed during any semi-
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annual test, the owner or operator must resume performance testing of that affected source on 

a monthly basis and maintain that schedule until no visible emissions are observed in six 

consecutive monthly tests.  

(iii)If no visible emissions are observed during the semi-annual test for any affected source, the 

owner or operator may decrease the frequency of performance testing from semi-annually to 

annually for that affected source. If visible emissions are observed during any annual 

performance test, the owner or operator must resume performance testing of that affected 

source on a monthly basis and maintain that schedule until no visible emissions are observed 

in six consecutive monthly tests.  

(iv) If visible emissions are observed during any Method 22 performance test, of Appendix A-7 to 

40 CFR 60, the owner or operator must conduct 30 minutes of opacity observations, recorded 

at 15-second intervals, in accordance with Method 9 of Appendix A-4 to 40 CFR 60. The 

Method 9 performance test, of Appendix A-4 to 40 CFR 60, must begin within 1 hour of any 

observation of visible emissions. 

(v) Any totally enclosed conveying system transfer point, regardless of the location of the transfer 

point is not required to conduct Method 22 visible emissions monitoring under this paragraph. 

The enclosures for these transfer points must be operated and maintained as total enclosures 

on a continuing basis in accordance with the facility operations and maintenance plan. 

(vi) If any partially enclosed or unenclosed conveying system transfer point is located in a 

building, you must have the option to conduct a Method 22 performance test, of appendix A–

7 to 40 CFR, according to the requirements of paragraphs (f)(1)(i) through (f)(1)(iv) of 40 

CFR 63.1350 for each such conveying system transfer point located within the building, or for 

the building itself, according to paragraph (f)(1)(vii) of 40 CFR 63.1350. 

(vii)If visible emissions from a building are monitored, the requirements of paragraphs (f)(1)(i) 

through (f)(1)(iv) of 40 CFR 63.1350 apply to the monitoring of the building, and you must 

also test visible emissions from each side, roof, and vent of the building for at least 10 

minutes. 

[40 CFR 63.1350(f)(1)(i)-(f)(1)(vii)] 

 

 C.8. Performance Test Results: Performance test results must be documented in complete test reports 

that contain the information required by paragraphs (a)(1) through (a)(10) of 40 CFR 63.1349, as 

well as all other relevant information. As described in 40 CFR 63.7(c)(2)(i), the site-specific plan 

to be followed during performance testing must be made available to the Administrator prior to 

testing, if requested. 

(1) A brief description of the process and the air pollution control system; 

(2) Sampling location description(s); 

(3) A description of sampling and analytical procedures and any modifications to standard 

procedures; 

(4) Test results; 

(5) Quality assurance procedures and results; 

(6) Records of operating conditions during the performance test, preparation of standards, and 

calibration procedures; 

(7) Raw data sheets for field sampling and field and laboratory analyses; 

(8) Documentation of calculations; 

(9) All data recorded and used to establish parameters for monitoring; and 

(10) Any other information required by the performance test method. 

[40 CFR 63.1349(a), and Permit No. 0250014-046-AC] 

 

C.9. Opacity Tests: The permittee must conduct opacity tests in accordance with Method 9 of 

appendix A–4 to 40 CFR 60 initially, and upon the Title V permit renewal. The duration of the 

Method 9 performance test must be 3 hours (30 6-minute averages), except that the duration of 
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the Method 9 performance test may be reduced to 1 hour if the conditions of paragraphs (b)(2)(i) 

through (b)(2)(ii) of 40 CFR 63.1349 apply. For batch processes that are not run for 3-hour 

periods or longer, compile observations totaling 3 hours when the unit is operating. 

(i) There are no individual readings greater than 10 percent opacity; 

(ii) There are no more than three readings of 10 percent for the first 1-hour period. 

[40 CFR 63.1349(b)(2), and Permit No. 0250014-046-AC] 

 

C.11. Report Submittal: As of December 31, 2011 and within 60 days after the date of completing each 

performance evaluation or test, as defined in 40 CFR 63.2, conducted to demonstrate compliance 

with 40 CFR 63 Subpart LLL, you must submit the relative accuracy test audit data and 

performance test data, except opacity data, to EPA by successfully submitting the data 

electronically to EPA's Central Data Exchange (CDX) by using the Electronic Reporting Tool 

(ERT) (see http://www.epa.gov/ttn/chief/ert/ert_tool.html/ ). 

[40 CFR 63.1349(d)(2), and Permit No. 0250014-046-AC] 

 

 

  

5. Changes in Section III – Subsection C, Emissions Unit Specific Conditions, Emissions Unit 019 – Clinker 

Handling and Storage System. The following specific condition is added to clarify the requirement for 

annual visible emissions testing: 

 

C.7. Annual Opacity Test Required: For each emissions point that does not vent indoors, the permittee 

shall have a formal compliance 30 minute test per Rule 62-297.310(4)(a)2 conducted annually for 

visible emissions during the federal fiscal year (October 1 – September 30).  (Test procedures 

shall meet all applicable requirements of Chapter 62-297, F.A.C.) The maximum 6 minute 

average opacity during the test must not exceed the opacity limit in Condition C.10. (i.e. 5% in 

lieu of particulate stack testing). Visible emissions testing, required for NESHAP LLL 

compliance, conducted upon permit renewal in Condition C.9. suffices for annual opacity testing 

of that year. If this option is chosen, the maximum 6 minute average reading during the first 30 

minutes of the test shall not exceed the 5% opacity standard.  

[Rules 62-297.310(7)(a)4.a&c, & 62-297.310(4)(a)2, F.A.C.] 

 

6. Changes in Section III – Subsection C, Emissions Unit Specific Conditions, Emissions Unit 019 – Clinker 

Handling and Storage System. Pursuant to Specific Condition No. 8 of Section 2 of Air Construction 

Permit No. 0250014-046-AC, to apply for a Title V air operation permit, the applicant shall submit the 

appropriate application form, compliance test results, and such additional information as the RER may 

require by law. Review of the facility records indicated that a compliance test as required by the 

construction permit was not conducted on emissions point 421-VE2 associated with the dust conveying 

system. The P.E. for the project requested that the initial V.E. testing be made as a Compliance Plan to be 

incorporated into the Title V permit, and submitted a Compliance Plan. The Compliance Plan will be made 

part of the permit as Appendix C.P.  

  As such, the following specific condition has been added: 

 

C.13. Compliance Plan: Based on the application, this emissions unit had not completed all the 

applicable requirements of air construction permit No. 0250014-046-AC at the time the 

application was submitted. Appendix CP, Compliance Plan, is a part of this permit to incorporate 

the uncompleted applicable requirements of the construction permit. 

   [Rule 62-213.440(2), F.A.C.] 

 

CONCLUSION 
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This project revises Title V air operation permit No. 0250014-044-AV, which was issued on March 2, 2012.  This 

Title V air operation permit revision is issued under the provisions of Chapter 403, Florida Statues (F.S.), and 

Chapters 62-4, 62-210 and 62-213, F.A.C. 


