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PM Emissions Controlled By A Wheelabrator
Baghouse




Compliance Assurance Monitoring Plan

Cupola w/Wheelabrator Baghouse

1. Background
a. Emissions Unit

Description: Gray Iron Cupola

Identification : EU 003

Facility : U. 5. Foundry and Manufacturing Corporation, Inc.
8351 NW 93" ST
Miami, FL 33136

b. Applicable Regulation, Emission Limitations and PRE_CAM Requirements

Regulations: 40 CFR63 Subpart EEEEE, Permit and FAC Rule 62-296.310 Process Weight
Table

CAM Emission Limit : 40 CFR63 Subpart EEEEE

PRE-CAM Requirements — none

¢. Control Technology, Capture System, Bypass, PTE

Controls: Reverse-air baghouse operated under negative pressure

Capture System: Closed-duct system

Bypass: Operation of the fan indicates that the baghaouses are not being bypassed.
PTE before controls: 1179 TPY (Based on 99% efficiency of the baghoue)

PTE after controls 11.79 TPY {Based on testing and 7884 hours of operation)

2. Monitoring Approach

The key elements of the monitoring approach are presented in the attached table. Normal
process operations will not produce conditions that adversely affect the baghouse without
affecting the Triboflow and cfm; therefore, no process operational paprameters will be
monitored.

3. Respense to Excursion

a. Triboflow alarm will trigger an inspection of the baghouse, and the isolation of the
affected compartment. Maintenance personnel will inspect the baghouse within 4 hours
of receiving notification and make needed repairs as soon as practicable. Baghouse
operation will return to normal upon completed corrective action

b. QIP Threshold: If any reference testing method indicates emissions exceeding the
particulate matter limit while-the Triboflow and cfm are within range a QIP must be
performed. { Note: Proposing a QIP threshold in the CAM submittal is not required).



Monitering Approach for Cupola Baghouse
(Wheelabrator Baghouse with 8 sections, 140 bags per section)

Indicator 1

Indicator2

I. Indicator

Triboflow Bag Leak Detection System

Baghouse Stack Visible Emissions

Measurement Approach

Intrinsic charge of dust particle hitting
prabe refated to dust loading; probe

located in exit stack

P

Baghause stack visible ernissions are
manitered using EPA Reference
Method 22 like procedures

II. Indicator Aange

An excwesion is defined as an alarm,
excluding periods of startup, shutdown
or malfunction, that indicates a relative
change in particufate concentration. An
excursion triggers an immediate
inspection, isolation of compartment
and repair/freplacement when
compartment is safe to enter.

An excursion is defined as any
visible emissions, excluding water
vapor and excluding periods of
startp, shutdown and malfunction.
An excursion triggers an immediate
inspection, isolation of the
compartment and
repairfreplacement when the
cormpartment is safe to enter.

IHi. Performance Criteria

a. Data Representativeness

Relative Dust Concentration

Vislble Emissions are made at the
baghouse outlet stack using EPA
Reference Method 22 like
procedures,

h. Veriflcation of Operation Status

NA

NA

. QA/QC Practices and Criteria

Annually: dump knaw quantity of talc
(100 gm/minute} in system until alarm
triggers to verify alarm status

The visible emissions observer is
familiar with EPA Reference Method
22 and will follow EPA Reference
Methad 22 like procedures

d. Monitoring Frequency

Continuous

a 6- minute EPA Reference Method
22 like observation will be
conducted as required once per
shift.

&. Data Collection Procedures

Alarms are logged

The EPA Reference Method 22 like
observation is documented by the
ohserver.

f. Averaging Period

NA

NA




Compliance Assorance Monitoring Requirements

Pyrsunnt to Rule 62-213 440(1)(b)1 n, F A C., the CAM plon that is included in [his appendix contains
the monitoring tequirements necessecy o satisfy 40 CFR 64 Conditions 1 — 12. ure generic conditions
opplicable to atl eraissions unily that are subject to the CAM requirements  Specifie raquiraments related
(o rach emissiona vnil are contsined in the atlached tables, 88 submittad by the applicant and approved by
the Diapartment.

40 CFR 64.¢ Apnroyal ek Moultoring.

i

3

4,

The aitached CAM plan, 13 submitted by the opplicent, {s approved for the prposes of satisfying the
sequirements of 40 CFR. 64.3
[40 CER. 64.G(n}]

. “The attached CAM plan inciude the following inforsation:

(i} The indicntor(s) to be monitored {such as tempomture, prossure drop, emissions, o sindlar
parameter);

{ii) The means o device lo be used ra messuee (he indieator(s) (such a3 tempeTofure measuremeht
devire, visua) abservation, or CEMB), and

{ifi) The performance requirsments establisied to sotisfy 40 CFR 64.3(b) or {d}, ns applicable

(40 CFR 64 6()(1)]

The atached CAM plan describe the means by which the owner or operatar will define an
sxceednnez of the permitied limils or m exeursion from the gtated indicotor Tanges and Rveroging
perfads for porposes of responding (o (see CAM Condltiois 5. - 9.) and reporting exceedanest or
exrursions (see CAM Conditfons 10.—-14.)

[40 CER 64.6{e)(2)]

The penmittes fa required to conduct the mowitoring epecified i the attachied CAM plan and shall
fulfill the obligations speeifiedin the conditions below (see CAM Conditions 5. - 17.).
[40 CTR 64 6(e)(3)]

48 CPR 4.7 Operation of Anprovat Monitoriigr.

5.

Carmeneement of speration. The owner or operator shall conduct the monitoring requived under this
oppendix tpon the effective date of this Title V permit
[40 CFR 64 A}l

Propar maigtenapes AL al times, the owner or opertor ghall mmintain the momitoring, tnchidmg but
not {iited to, muiniaining necessary patts for coufine reprits of the monitoring equipment.
[40 CFR 64. Kh)]

Continued_operation.  Except for, as applicablo, montloring malfimstions, assuciated repeirs, and
Tequired quality assuramce of control setivities (including, s applicable, calibration cheoles and
required zero and span adjustments), Lhe owner or operator shinll apnduct all monitating in continuaus
operafion {or shal] collect data at nil required intervals) sr all Gimes that the pollutont-spanific
smissions unit is operating  Datr tecorded during monitoring malfinotions, assoeiated repaiss, and
required guality assurnea ar contrl activies siall nof be vsed for pueposes of thia part, inelnding
data averages and caloulations, or fulfilling 2 minimut data avoilability cequiverment, if applicable.
The owner or aperator shalt use all the dnla ealleclod during all olher periods in assessing the



operation of the cantrol deviee End associated contral syslem. A monitoring malfunetion iz any
sudden, infroguent, not ressonebiy prevenwble failure of the menitoring to provide vaiid data
Monigoring dhilures that ore caused jn part by poor mainténance or earcless operation are Tl
malifunotions

(40 CFR 64.%c))

8. Regponse o excursions of exocedances.

a. Upon detecting en exclsion of exceedance, the awner or operaior dhall restore operation of the
poflutont-rpecific erpissions il (inohuding Lhe coniral devies and nssocinted caplure sysiewm) 19
fte narmal ar weun) mmmner of opesation 25 expeditiously ag practicable i secordance with good
aff polution contrel proctices for minimizing emissinne  The responsc shalt inclade mintmizmg
the peripd of sny saram, shutdgwn or it firction pnd Inking eny necessary comcstive astions Lo
sestore normel operation ond prevent the likely Teewrence of the cquse aof nn excorsian ot
axgeadance {other than thues oavscd by excused slartup or shutdown conditans, it aflowed by
this permit). Such astions may inelude nitial inspention nnd evaluation, recording fhnt pperations
jetuthed o wormal without operator action fsuch as flrough reépanse by o compuierized
diztribution confrel system), o SRy NECCII0TY {ullow-up sctions {n remrn operation to within the
indicator ssnge, designated condition, or below {he applicsble emission {imitetion or slandard, ns

~ applicatle.

b, Determimtion of whether the owmer er operator hag ysed aceeptable procedures in response io B
excursicn or excesdanee will be based on information availoble, whish moy include but is nat
limited tn, monitoring rasuits, Feviewy of operation and mnintenance prasedures and vapords, aod
inspection uf the contrel devics, agaciated caphure system, and the process.

[40 CFR 64. %dY(1) & 2))

I QQQWMM@E If the owner or oparator identifzed a fatlure to
nchieve complinnce with an smisston limitetion or standerd for which the approved monitoring did
not provide am indication of m excursion or £xceedanoy whils providing valid data, or the remults of
compliance or performance testing dacument a need to madify the existing indicalor ranges af
Aesignnted conditions, the awner of opemtor shall promptly notify the permitiing authodty and, if
aecestary, submit 8 proposed modifisation 1o the Title V permit to nddress the necessary moritosing
shanges  Such ¢ modificalinn may nelude, but is not limited ko, reestablishing indicator tanges ar
designated conditions, modifylng the frequency of aonducting menitering and callecting data, or the
mapitorinpg of additinny] paramelers '

[40 CFR 64.7(8)]
40 CTR 64.8 Ouality Impravement Flap Requirgmanis,

10. Baged on the resvlts of o determinniion mnde under CAM Condition 8.2., ohove, the penmitting
nuthopity may require the owner o1 aperatar (o develop and implement 3 QEP. Consistent with CAM
Conditlon 4., an accurmulotion of execedsnces ar exenrsions execeeding 5 percent duration of n
Po!lul:mt-spmiﬁc ciissions umits aporating time for a ropertlyg peried, way yequirg  The
implermentation of 2 QI The threshold mny be sct at a higher or lower painant or may 1ely on other
orfierin for purpases of indicating whother a pollutant-specific cmissions widt s being matntained and

opecated In wmanner consiatent with geod oir pollution ontzot proctices

[A0 CPR. 64.3(n)]

11. Elements of a QIE:
a. The awner gr cperalor slell malntain a writen QIP, if tequiced, and have it avaflable for
inspection.
b The plan initinlly selt include procedurcs for evelualing the conttol pecformence problems and,
Lyaged on the Tesulis of the ovaluation provedures, the owner of operatar shall modify the plan to
inglude pricedures for vondusting tne or more of the faflowlng antions, a8 spproprinte:




12

13

14,

40

15

16.

(i) Tmpraved preventive mainlenance practioes.
{if) Process oparation changes
(i) Approprini= improvements to eontrol methods. -
{iv) Other steps approprinte to correct control performance
() More faquant or improved menitoring {only in conjunction with one or more steps under
CAM Conditlon 11.b() through (iv), ebove).
[40 CER 64 8{b)]

If 2 QP i¢ required, the awner ot operator shalf develop and implement 2 QIP as expeditiously as
practiceble snd shall notify the permitting authordly if the poriod for conmpicting the irprovements
conteiined fo tha QIP axcesds 180 days from the date on which the need to implement the QP was
determined.

[40) CFR 64.8(c))

Fallowing mmplemeniation of a QIP, upon any suhsequent determitnation pursaent {o CAM Candition

B.b., B permitiing outhorily may require that uo avwner or operator malke reasomble ehangas lo e

Q1P if the QIP is found to have:

R Failed to address the cause of the vontral deviee performance prablos; or

b Failed to provide adequeie procedures for eomrecting contral davice performanee prohjema ps
expeditionsly ag practicable in secordsnoe with pood ale pollution conbrol practlnes for
minimizing emissions

[40 CFR. 64.8(d)]

Imptemertation oF a QTP shal) not excuse e pwner or oparater of 2 souree from compliance with amy
existing emission limitatien ar stondard, or any existing monitoring, testing, reperting or
senorilkeeping requirement that may apply under federal, state, or local law, or any other applicable
requirements under the Act.

40 CPRL 64.8(s)]

64.% Reporting And Recordleening Reguiraments.

Genera) reporing requirements
8. Onand sfter the date speeified In CAM Condition 5. by which the avwner or aperater must use
moniteeing that mects the requiversents of this appendix, the owner or opewtar shall submit

ménitoring reperts semi-annually to the permilting avtharity in oeosrdance with Qula 62-

213 A40(1)(b)3 2., F A C

b. A report for monftoring under this part shall include, ot a winimum, the infocmoation required
uader Ruie 62-2713.44001)()3.0,, F A C., and the fallowing infermation, as appiicable:

() Summary information tm the waober, duration wod cavse (including wolmown vause, i€
opplicebls) of exeirsions or exceedances, a8 applieahle, and the comective actiona takan;

(i) Summary information on the nuedber, duretion and cavse {iucluding unknown cowe, if
applicable) for monitor downtime incidents {ather Lhan downtime assozinted with zere and
span ot other doily calibration ehecks, if applicnbie]; and

(tii) A desaription of the ections inken ta implement o QI during the raporting perlod o5 speaified
in CAM Conditions 14, theough 14, Upen completion of a QIP, the owner or operator shal)
inolude in the rext summary report dosumentztion that the implementation of the plan has
heen oompleted and reduced the Yikelihood of similar {evels of exevrsions or cxezedances
oCocoming

[40 CFR 64.9(a)]

(Geners] recordkepping requirements
f. The owner or operator chall comply with e recordkeeping requitements spooified n Rule 62-
23440(1)M)2, F.AC The owner or operator sholl maintain records of monitoring data,



mandior performance dajs, comeclive autions faken, ony wrilten guality improvement plan
requited pursuant to CAM Cooditfons 10, through 14. and any gchivities underaken to
implement 0 quality inmrovement pian, awd olber supporting fnformation required lo be
yrainizined under this part (such 23 datn usert to document the adequaey of monitoring, or tecards
of monitaring mnintenanie or corrective antions).

Instead of paper records, (e owrier OF CPRLATOr MAY maintain records on altersative media, such
as wisrofilm, computer (iles, magmetic tape disks, o microfiche, provided thut the usz of sush
altermative medin allows for expeditions inspeotion end review, and doas not confiict with other
appliable recordlwepiag requliements

[40 CFR. 64 5(0)

40 CFH 64.10 Savinps Proyisions-

7. It showdd be noled thet nokhing in this appendiz shall:

Coal

Bxeuso (e wnet ox epcrator of a source from compliznee with any existing emission limilation
or standatd, or any exising monitoring, testing, reporting or reeordiecping reyuirenenit {hnt may
apply under federal, stale, or lozal I, or zny ofher upplinable requitements tmder the Act. The
requirements of this appendix shall not e usad o justify the appeaval of monitoring Tess slringent
than the monitering which is required vader scpatate Iepal sufharily and are not intendsd ta
estoblish minimtm requitements for the purposa of determining the monltating in be impoged
under sapnmate authaclty wnder the Act, incloding monitoring in permits isqued pursusot to title £
of the Ast The purpose of this part i te requira, as part of the issuznce of n permit under Tite V
of the Aet, improved or new monitering et those emissiuns unils where memnlaring requirsmicnts
do not exist or are inndequate to meet the requirements of this part.

Reshict or abrogate the awthority of the Admindstrator or the permilting authoriy (o fmpose
additlonal or more sivingent monitoring, recordkecping, festing, or reperting TEqUITEMENts O 30y
owner or pperalor of a spurce under any provigion of the Act, including but nak limited to seetans
11.4{0{ 1) and 504(n), o1 slate law, as applicablo

Resldot or nbrogate the ontherity of the Admindstator of permitting nuthority to fake any
enforcement sction under the Act for any violutfon of en apphiosbia requirement or of any person
to 12ke action undes seetion 304 of tha Act

[40 CFL 64.10]







U. S Foundry & Manufacturing Inc

Compliance Plan for Emission Unit 004

PM Emissions Controlled By A Dustex Baghouse
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Compliance Assurance Monitoring Plan

Sand Handling w/ Dustex Baghouse

Background
a. Emissions Unit

Description: SandHandling w/Dustex Baghouse
ldentification : EU 004
Facility : U. S. Foundry and Manufacturing Corporation, Inc.
8351 NW 93" 5T
Miami, FL 33136

b. Applicable Regutation, Emission Limitations and PRE_CAM Requirements

Regulations: Permit and FAC Rule 62-296.310 Process Weight Table
CAM Emission Limit : FAC Rule 62-396.310 Process Weight Table
PRE-CAM Requirements - none

c. Control Technology, Capture System, Bypass, PTE

Controls: Pienum Pulse Baghouse operated under negative pressure

Capture System: Closed-duct system

Bypass: Operation of the fan indicates that the baghouses are not being bypassed.
PTE before controls: 587 TPY {Based on 99% efficiency of the baghoue)

PTE after controls 5.87 TPY (Based on testing and 7884 hours of operation)

2. Monitoring Approach

3.

The key elements of the monitoring approach are presented in the attached table. Normal
process operations will not produce conditions that adversely affect the baghouse without
affecting the Triboflow and cfm; therefore, no process operational paprameters will be
monitored.

Response to Excursion

a. Triboflow alarm will trigger an inspection of the baghouse, and the isolation of the
affected compartment. Maintenance personnel will inspect the baghouse within 4 hours
of receiving notification and make needed repairs as soon as practicable. Baghouse
operation will return to normal upon completed corrective action

b. QIP Threshold: If any reference testing method indicates emissions exceeding the
particulate matter limit while the Triboflow and cfm are within range a QIP must be
performed. { Note: Proposing a QIP threshold in the CAM submittal is not required).



Monitaring Approach for Sand Handling/Leop 4 Baghouse
{Dustex Baghouse with 2 sections, 672 bags each, total of 1344 bags)

Indicator 1

Indicator2

I. Indicator

Triboficw Bag Leak Detection System

Baghouse Stack Visible Emissions

Measurement Approach

Intrinsic charge of dust particle hitting
prabe related to dust loading; probe
located in exit stack

Baghouse stack visitile emissions are
monitored using EPA Reference
Method 22 like procedures

II. Indicator Range

An excursion is defined as an alarm,
excluding periods of startup, shutdown
or malfunction, that indicates a relative
change in particulate concentration. An
excursion triggers an immediate
inspection, fsolation of compartment
and repairfreplacement when
compartment is safe to enter.

An excursion Is defined as any
visihle emissions, excluding water
vapor and excluding pertods of
startp, shutdown and malfunction.
An excursion triggers an immediate
inspectian, isalation of the
compartment and
repair/replacement when the
compartment 15 safe to enter.

11l. Performance Criteria

a. Data Representativeness

Relatlve Dust Concentratlon

Visible Emissions are made at the
baghouse outlet stack using EPA
Reference Methad 22 like
procedures.

b. Verification of Operation Status

NA

NA

¢. QAJQC Practices and Criteria

Annually: dump know quantity of talc
(106 gm/minute) in system until alarm
triggers to verify alarm status

The visible emissions obhserver is
familtar with EPA Reference Method
22 and will follow EPA Reference
Method 22 like procedures

d. Monitering Frequency

Continuous

a 6- minute EPA Reference Methad
22 like chservation will be
conducted as required once per
shift.

e. Data Collection Procedures

Alarms are logged

The EPA Reference Method 22 like

|observation is documented by the

observer.

f. Averaging Period

NA

NA




Compliance Assorance Monitoving Requirements

Pyrarant to Rule 62-283 4401)b)1 o, F A G, the CAM plin that is incinded in this eppendix cenfains
the monitoring tequirements neeessery to satisfy 40 OFR 64 Conditdons 1 ~ 17, ore generic conditions
npplicable to all emissions unity that are subtlect 1o the CAM requirements  Spesific requirements related

(o rach emissioua unit ate conlained in the stleched tables, as submiticd by the applicant and approved by
the Dsphrtment,

48 CFR 64,6 Approysl of Monfterine

1,

I

i1,

The attsched CAM plan, o8 submitted by the applicunt, is rpproved for-the pupeses of satisfying the
requircments of 40 CFR. 64.3
[40 CER 64.G(aY)

The attached CAM plan include the following information:

() The indicater{s) to be monitored {(such as temperivge, pressuee drop, amissions, of simifar
pakmeter);

{ii} The meane or device to be weed to measuse (e indicntor(s) (such ng \emperature measurement
devite, visua) abservation, or CEMBY, and

(ifi) The performance requiremenis esizhlisied to satis(y 40 CFR 64.3(b) or (d}, ns zpplicable

[40 CFR 64.6(c){1)]

The etached CAM plan describe the means by which (he owner or operntor will define an
exceednnez of (he permitied limits or in exetirsion fror the stated indicater Tanges and avernging
periods for purposes of responding to (see CAM Conditlons 5. - 9.) and reporting exceedances o
excursions (see CAM Cenditinns 10.~14.)

[40 CFR 64.6(¢){2))

The permities is requirad to conduct the monitoring specified in the atiachied GAM plan and shall
fulfill the oblipations specified in the vonditions Yelow (see CAM Conditions 5, - 17.).
[40 CER 64 8(2)(3)]

40 CFR 61.7 Operation of Apnrovatt Monitoringr.

5.

Commenvement of pperation. The owner or operotar shall conduuct the monitoring required onder this
nppendix upan the sffactiva date of this Title V permit
[40 CFR 64 %a)]

Proper roofgiepepcs. At off timas, the ownar or operator ghall maintain the mouitoring, tnehding but
not firrited to, mointaining necessary pacis for coufine repoirs of the monitoving emApment.
[40 CHR 64.7(h)]

Continued_apetation.  Bxenpt for, as applicable, monttoring mnlfimetions, assuciated repairs, and
vequired quality assurance or control activities (including, 05 applicable, calibration checks and
required zero and span adinetments), the owner ot aperater ghall conduet all monitacing tn continuons
operation {or shall coliect datn at il requited infervals) ar oMl times that the polfutant-spenific
armiseions Lnit is apetuting  Datn recorded during mnitering mal funstions, agsoeiated repairs, and
required qualily assirance or contrn] actvities ghall not be wsed for pucpnses of this pert, ineTuding
data averages and cajculatings, or fulfilling 2 minimutn dute aveilabiity requirement, if applicable.
The owner or apeator shall use all the dnta cellected during il olher periads in masessing Hie



openaition of the cantrol Jeviee and Associsted control systerm, A motdtering melfunction is any
swklen, infrégquent, not reasonobly preveninble failure of the menitoring to provide valid fata
wonitoring fnilures (hal e poused in past by peor walnténanac or carcless operation aze not
malfunoliona

{40 CFR 64.7(c)]

Responsz fo sxeursions of epcredanees .

a. Upon detecting an exclrsion ar exceedunae, the awaer or gperator ghall restore gperation of the
pollutoni-specific emissions wiil {inelutng the control davice and usgocinted coplure system) 1o
ite normual ar vaual menner of operation 28 engeditiously as practicable In aecardance with goed
aif pollution contra} prackices far minimizing emissions e respomse shall inciude minimizung
the perlod of ey slartap, shuedown or matfmetion and toidng any necussery corpeative Astions o
restore normal operation and prevenl the likely teourratioe of the cnuse af nn exeursisn of
exaeadance (other than thoss eavsed by sxcused siarup ar shuidown conditions, if aflowed by
tlie permis). Such actions may snclude initia inspaution nnd evaluntion, recording thnt opeitians
mmuthed To qotmal without vperator action {such 2s flrough rospatise by o compmiterd
distribution confsol System), of ANY ECEEEITY fallowy-up 2ctions to retun operation to within the
indicator 1angg, designated condition; or belaw the appliceble emission Jimitetion or slandard, ns
applisable.

b, Deterraination of whether the owner or operator hag ysed acuoptable procedures in esponse (o BN
txcursion o exceedance will ba based on information available, which muy include but is nat
fisnitod to, monitoring results, review of operwtion and tmaintemnce procedutes aad records, and
{nspection of e eonirol devics, assosiated caphire system, and the process,

[46 CFR 64 T(A)(1) & 2))

Documentation of need_for immrgyed monijoring  If the owndr ar oprrator identifies a failvre o
nchieve compliznce with en erission Hmitation or standard for which the approved monitoring did
riot previds ar indication of an excursion or exgeedanee while providing valid data, or the results of
complianse or performance tegting document a need to modify the exlsting indialor 1anget ot
designeted conditions, the owaer or operator shall promplly nofify ihe permitling authedty and, ¥
necesgary, submit o proposed modification ta the Title V permit to address the necessary moniterng
changes  Such a modification may inelude, but is not limited to, reestablishing fndioator 1anges or
destgnated eonditions, modifylng the frequency of conducting monitoring and callesting date, or {ha
manitorinp of additicnn] paratselzes

[40 CFR. 64.7(s)]

40 CFIL 64,8 Oualify Imiprovonent s Heqiirpmomis,

10. Based on the reguits of u delerminntion made under CAM Conditinz 8.1, ohove, the peritting

nutherity may sequire the awnert &1 operatar to develop mmd implament @ QIP. Consistent with CAM
Condition 4., an nccomulation of exceedances ar excursions exceeding 5 percent duration of a
poliutant-gpecific emisslons units operting time for 2 reporting  perfod, may fequire e
hr!plepxentaﬂnn of 2 QIP. The threshold may be sot of a higher or lower pescent or may rely on other
criterin for putpuses of fedieating whetlier 5 pollttimt-spocific cmissions wnit is being maimtaimed end
operated in  monner cunsigtent with good air pollutian eonlzot prootices

[40 CFR 64 2(n)]

11. Elements of p OIF;
1.

"]'hc. awner or operstor sliefl nwlntain a written QIP, if teqolred, and Have it available for
ingpecifon.

b The plan initintty sielt include procedures for evaloating the eanteol performance prablems and,
baged on the resutts of the cvaluation procedures, the awner of operutor shall tnodify the plen fo
‘include procedures for condusting one or mors of tho Foflewing actions, as spproprinte:




{i} Improved preventive maintesance practices,
{it) Procest operation changes
(i) Approprinie miprovements o conttol mathada.
{iv) Other steps appropriate to correct control performance
(v} More frequent or imptovad smnitoriag {only in confunction with une or more steps under
CAM Condl#on 11.b(5) thraugh (iv), above).
[40 CFR G4 8(b)]

12 if a QIP it required, the owner o¢ cgerntor shal} devalop and implement 2 {JIP as expeditiously as
practicable and shall notify the permitting avthority if the pariod for corapisting the Improvernents
saniained {o the QIP exceeds 180 days fram the dute on which lhe need to jmiplement the QIP was
determined.

{40 CTR 64.8(e)]

13. Foilowing imglementation of a QIF, upon any subsequent determination pursuent {0 CAM Candition
B.b., the pemmitting nuthority may requirs that an owner of oparatar make reasonable changes 1o the
QIF if the QIP i3 found to hove:
¢ Yniled to address the cause of the control deviee performame probloms; or
b Fuiled to provide adeguate proceduces for cowrecting coptrot davica performonce problema ps

expcditionsty as practipnble in accordence with pood afr pollution cantrnl practless fur
minirmizing emiesions
j40 CER 64.8(d))

14, hoptementation ofa QTP shal) not excuse the nwner ot operator of 2 souree from complianee with any
existing emigsion limitetion or stemdard, or any existing monitoring, festing, repecting or
reeorifkeeping requirzment that may apply vader federal, state, or loeal lavy, or any other applizabie
remuitemenls under the Ast,

{40 CPR. 64.8(e)]

40 64.9 Reportlng And Recordlkeeping Requirements.

15. General eportipe weouiremants
8. Onand afler the date speeified i CAM Condition 5. by which the owner or operater must use
monitpcing that meeta the requirernents of this appendix, the owner or opemtor shall submit

mamitoring eports semi-annuaily lo the permitfing oothority in pesordanee wilh Ruole 62-

234G s, FAL

b. A report for monitering under this part sholl inelnde, at a mipimum, to informntion raquired
undar Rule 62-213.440{1)()3.0, F.A 2, and the fallowing information, es npplicable:

() Summary inforrmation on the nmaber, duration mnd cnuse (Including unkwown, cause, if
opplicable) of excursions or exceadances, a8 appiicabie, and fho correstive actiomns laken;

(i) Susmary information on the number, duration and cavse (including unlmown cause, if
applicable) for monitor devmtime incidents (other than downtime assonipted with zero and
span or ather dazly calibration ehecks, if applicable); and

{tii) A desaription of the actions tnken ta impleméat 4 QUF during the reporting perlod us spesified
in CAM Conditiong 10, through 14, Upon completion af a QIF, the pwner or operator shall
inalude in the next summary report dogumentation that the implementation of the pinn hes
heen compleled and reduced the likeliliond of similer Jevels of excursions or exetedances
occuming

[40 CER 64.9(a)]

16, Genersl recordkeeping requivtinents
8. The owner or opstator shal comply with the recordkeeping tequirements speoified tn Rute 62-
213440013k}, F.AC The ¢wner or operator shell mraintain records of menitoring data,



menitor performance dais, ocorrective actlans taken, DRy wiitten quality improvement plan
required pursuant to CAM Conditions 10 throngh 14. md ony cetivities imdertaken to
implement o guality improvement pian, and olher supporting infornmtion required 1o be

. maintained under this part (such ag dota used to dozument the adequacy of monitoring, or records

of monitoting mainienance or chrrective actians)-
Tnstend of paper recopds, (he awrer ot operator muy maintain records ot plternative media, such
a3 micrefilm, camputer fifes, magnetic tape digks, ot wicrofiche, provided thut the wse of such

altermative media allows for expeditiows inspeotlan and tevizw, and doos not canfiict with ather
applicable recordieaping requitements

{40 CER 64 9(B))

40 CFTL 64,18 Suwings Proyisions.
17. It glould ba noled that nathing in this sppendiy shalk

1

Fxchse the ownet or aperator of a soures Fom compliance with any cxisling emission limitation
ar standard, or any exigting monitaring, testing, reporting ot recordlesping requirement thal may
apply umder feders), stale, o1 nsal Inw, or any ofhes opplisabile requirements wder the Act. The
requiremonts of this appandix shall mot be used o justify the nppraval of monitaring less slringerit
thin the monitaring which is required under scparate legal auffurity and sre not tendsd fo
establish minimitm requiements for the purpose of datermining the monltoring ta be imposed
under stgnase authority under the Aet, including manitoring in permils izaued pursuset to tite [
ol the Aot The purpose of this part s to require, ag pirt of the fssuance of o permit under Title ¥
of the Act, improved o new monitoring at these emisstons wails where moniloding TéqUitemcats
do not exist or are inedequte to meet the requirements af this part.

Resttict or abuogate the autharity of lhe Administratur or the parmitiing auihority (& impase
additlonal or mere stingent monitoriug, recardkeeping, festing, or teporting 1eGUiTCMEnts on any
owner or pperelor of # sobres under xny provision of the Ast, including kot not limited to seettms
114(a)¢ 1) and 504(), or state Iaw, as applicatle

Desitlst or sbrogate the outhority of the Adminiskator or permitting euthority to take any
enforcement action under the Act for my viclotion of an applicable requirement ar of any person
to take anfion under section 30 of tha Act

{40 CFR 64,10]







