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Initial testing requiremenss for all %w siiers subject to NEPS shall be in accordance w%‘t appiicabls uftg; iremant
the 40 CFR 60, Subpart De, and 40 CFR ¢
shall be as follows;

,i:a&;zi}g art AL Testing roquirements for botler nos. f*w

Testing for demonstration of complisnce shall be performed by accordance with Environmenial Protection Agenoy (EPAS
Reference Method (RM) 9 (a8 desoribed in 40 CFR 66, fkpg*u dix Ay, for the visual determination of opacity. The initial
vistble enussion complhiance test shall be a munimuwm of three (3) howrs in length while firing fuel oil.

Testng requivements for boiler no. 1 in bidg, 11 shall be as follows:

Tesiing for domonstration of comphiang e performed in accordance with Environmental Protection Agency (EPA)
Reference Method (RM} 9 {as descoribed in 40 TFR 60, Appendix A), for the visual determination of opacity, The iniual

visible emission compliance test shall be a minimum of thirty (303 minutes in length.

BACT Determination Rationale:
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This determination s consisient with other recent BACT Deternunations for srall boders (e, less than 100 1076 B
firing rate) and is more stringent thas Subpart Do, New Source Porformance Siandards,

Details of the Analysis May be Obtained by Contacting:

Jerry E. Woosley

Assoviate Pollution Control Engineer
Regulatery and Environmental Services Department
Alr & Water Quality Division

117 West Duval Street, Soite 225

Jacksonville, FL 32202
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