
GENESIS RAIL WALNUT HILL 0330289-002-AC 

ADDENDUM TO THE TECHNICAL EVALUATION AND PRELIMINARY DETERMINATION 

 

On May 10, 2013 Genesis Rail Services, LLC submitted comments to change the worst case Reid Vapor 

Pressure (RVP) for their crude oil at the Walnut Hill facility.  The following table and discussion of 

emissions reflect the change in worst-case RVP from 5 in the original application to 7 in the comment 

letter from the facility. 

 

Table A.  Potential Emissions (Tons/Year) and PSD Applicability 
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VOC 8.7  12.8 4.1 40 NO 

 

3.  APPLICATION REVIEW 

Discussion of Emissions 

For emissions calculations in this project, the crude oil is said to have a worst-case Reid Vapor Pressure 

(RVP) of 7.  This was a change from the RVP of 8 that was used in the first construction permit 

application to better reflect the worst-case RVP for the crude oil at the Walnut Hill facility. 

Potential emissions from the additional storage tank are 4.14 tons per year, and uncontrolled emissions 

from fugitive sources are 0.03 tons per year.  Facility wide VOC emissions estimates are based on a 

throughput of 23.36 million barrels per year, Tanks 4.09d, emission factors from AP-42 and EPA protocol 

for equipment leak estimates. 


