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PERMITTEE 

CEMEX Construction Materials Florida, LLC 

Central Power & Lime, LLC 

10311 Cement Plant Road 

Brooksville, Florida  34601 

PERMITTING AUTHORITY 

Florida Department of Environmental Protection (Department) 

Division of Air Resource Management 

Office of Permitting and Compliance 

2600 Blair Stone Road, MS #5505 

Tallahassee, Florida  32399-2400 

PROJECT 

Title V Air Operation Permit Renewal No. 0530021-029-AV   

CEMEX Brooksville South Cement Plant and Central Power & Lime Plant  

The purpose of this project is to renew Title V air operation permit No. 0530021-011-AV.   

NOTICE AND PUBLICATION 

The Department distributed an Intent to Issue a Title V Air Operation Permit Renewal on October 28, 2011.  The 

applicant published the Public Notice of Intent to Issue Air Permit in the St. Petersburg Times on November 4, 

2011.  The Department received the proof of publication on November 14, 2011.  The intent package included a 

draft/proposed permit document.  No requests for administrative hearings or requests for extensions of time to file 

a petition for administrative hearing were received. 

COMMENTS 

No comments were received from the applicant, the Department’s Southwest District Office, EPA Region 4 or the 

public at large concerning the draft/proposed permit package during the appropriate comment time period.  

However, on December 7, and 14, 2011, we received a few minor administrative correction comments from the 

applicant via e-mail.  These minor suggested changes were acceptable and were made to the permit document as 

noted below.  Strikethrough indicates deletions and double underline indicates additions to the original text. 

Comment 1:  Subsection A.  Facility Description. 

For the Clinker Receiving/Handling System, the fugitive particulate matter emissions generated from the transfer 

of clinker from the receiving hopper to the belt conveyor are controlled using a Johnston-Marsh an atomized 

water dust suppression system.   

Comment 2:  Subsection B.  Clinker Receiving/Handling System.  Description. 

The fugitive particulate matter emissions generated from the transfer of clinker from the receiving hopper to the 

belt conveyor are controlled by the use of a Johnston Marsh an atomized water, or equivalent, dust suppression 

system. 

Comment 3:  Subsection D.  In-Line Cement Kiln 2, Pre-heater, Pre-Calciner and Clinker Cooler.  Description. 

Portland Cement Line 2 is designed for 156 TPH of cement clinker production.  This amount of clinker when 

mixed is ground with calcium sulfate (gypsum) will to produce 240 tons of Portland cement at the rate of 240 tons 

per hour. 

 



FINAL DETERMINATION 

CEMEX Construction Materials Florida, LLC Permit No. 0530021-029-AC 

Central Power & Lime, LLC Title V Air Operations Permit Renewal 

Page 2 of 2 

 

Continuous emissions monitors are operated for opacity, NOX, SO2, total hydrocarbon (THC) and O2.   Line 2 

commenced operation on November 29, 2008.  The stack characteristics for this unit are:  Stack Height = 320 318 

feet, Exit Diameter = 13.6 10.1 feet, Actual Volumetric Flow Rate = 329, 700 acfm and Exit Temperature = 500 

235° F. 

Comment 4:  Subsection E.  Materials Handling Activities.  Specific Condition E.6. 

Particulate Matter Emissions Control and Limits.  Particulate matter (PM) emissions from these emissions units 

(except for EU-052 which is subject to the PM/PM10 emission limits of Specific Condition E.5.) shall not exceed 

0.01 grains/dscf, and PM10 emissions shall not exceed 0.007 grains/dscf. … . 

Specific Condition E.10. 

Annual Compliance Tests Required.  … Emissions unit 052 shall also be tested once every five years for CO, 

PM/PM10 and NOX. [Rule 62-297.310(7), F.A.C. and Permit No. 0530021-018-AC/PSD-FL-351C, Specific 

Condition B.3.; 0530021-033-AC/PSD-FL-351D, Specific Condition B.8.] 

Specific Condition E.12. 

Testing Requirements for Finish Mill (E.U. 052).  The finish mill shall be stack tested with the air heater on to 

demonstrate annual compliance with the emission standards for CO, PM/PM10, NOX and visible emissions as 

indicated in the table and Specific Condition E.10., above.  

CONCLUSION 

The final action of the Department is to issue the permit with the minor administrative changes indicated above. 


