SECTION IV. APPENDICES.

Contents
The Following Appendices Are Enforceable Parts of This Permit:

Appendix A - Glossary.

Appendix | - List of Insignificant Emissions Units and/or Activities.

Appendix RR - Facility-wide Reporting Requirements.

Appendix TR - Facility-wide Testing Requirements.
Appendix TV - Title VV General Conditions.
Appendix 40 CFR 60, Subpart A - General Provisions (electronic Link).
Appendix 40 CFR 60, Subpart WWW - Standards of Performance for Municipal Solid Waste Landfills.
Appendix 40 CFR 61, Subpart M — National Emissions Standard for Asbestos (electronic Link)
Appendix 40 CFR 63, Subpart A - General Provisions (electronic Link).

Appendix 40 CFR 63, Subpart ZZZZ - National Emissions Standards for Hazardous Air Pollutants for Stationary
Reciprocating Internal Combustion Engines (RICE) (electronic Link)

Referenced Attachments (Included for Convenience and Informational Purposes Only):

Figure 1, Summary Report-Gaseous and Opacity Excess Emission and Monitoring System Performance (40
CFR 60, July, 1996).

Figure 4, Waste Shipment Record (40 CFR 61, Subpart M)
Table H, Permit History.
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APPENDIX A

ABBREVIATIONS, ACRONYMS, CITATIONS AND IDENTIFICATION NUMBERS

Abbreviations and Acronyms:

°F: degrees Fahrenheit

acfm: actual cubic feet per minute

AOR: Annual Operating Report

ARMS: Air Resource Management System
(Department’s database)

BACT: best available control technology
BHP: brake horsepower

Btu: British thermal units

CAA: Clean Air Act

CAAA: Clean Air Act Amendments of 1990
CAM: compliance assurance monitoring
CEMS: continuous emissions monitoring system
cfm: cubic feet per minute

CFR: Code of Federal Regulations

CI: compression ignition

CO: carbon monoxide

COMS: continuous opacity monitoring system
DARM: Division of Air Resource Management
DCA: Department of Community Affairs
DEP: Department of Environmental Protection
Department: Department of Environmental
Protection

dscfm: dry standard cubic feet per minute
EPA: Environmental Protection Agency

ESP: electrostatic precipitator (control system for
reducing particulate matter)

EU: emissions unit

F.A.C.: Florida Administrative Code

F.D.: forced draft

F.S.: Florida Statutes

FGR: flue gas recirculation

FI. fluoride

ft: square feet

ft®. cubic feet

g: grams

gpm: gallons per minute

gr: grains

HAP: hazardous air pollutant

HP: horsepower

Hg: mercury

ICE: internal combustion engine

I.D.: induced draft

ID: identification

ISO: International Standards Organization (refers to
those conditions at 288 Kelvin, 60% relative
humidity and 101.3 kilopascals pressure.)

kPa: kilopascals

kW: kilowatts

LAT: Latitude

Ib: pound

Ibs/hr: pounds per hour

LONG: Longitude

MACT: maximum achievable technology

mm: millimeter

MMBtu: million British thermal units

MSDS: material safety data sheets

MW: megawatt

NESHAP: National Emissions Standards for
Hazardous Air Pollutants

NOy: nitrogen oxides

NSPS: New Source Performance Standards
O&M: operation and maintenance

O,: oxygen

ORIS: Office of Regulatory Information Systems
OS: Organic Solvent

Pb: lead

PM: particulate matter

PM,o: particulate matter with a mean aerodynamic
diameter of 10 microns or less

PSD: prevention of significant deterioration

psi: pounds per square inch

PTE: potential to emit

RACT: reasonably available control technology
RATA: relative accuracy test audit

RICE: reciprocating internal combustion engine
RMP: Risk Management Plan

RO: Responsible Official

SAM: sulfuric acid mist

scf: standard cubic feet

scfm: standard cubic feet per minute

Sl: spark ignition

SIC: standard industrial classification code
SNCR: selective non-catalytic reduction (control
system used for reducing emissions of nitrogen
oxides)

SOA: Specific Operating Agreement

SO,: sulfur dioxide

TPH: tons per hour

TPY: tons per year

UTM: Universal Transverse Mercator coordinate
system

VE: visible emissions

VOC: volatile organic compounds

x: By or times

Hernando County Utilities Department
Northwest Solid Waste and Recycling Facility

Permit No. 0530379-003-AV
Title V Air Operation Permit Renewal

Page A-1of2



Citations:

The following examples illustrate the methods used in this permit to abbreviate and cite the references of rules,
regulations, guidance memorandums, permit numbers and ID numbers.

Code of Federal Requlations:
Example: [40 CFR 60.334]

Where:
40 refers to Title 40
CFR refers to Code of Federal Regulations
60 refers to Part 60

60.334 refers to Regulation 60.334

Florida Administrative Code (F.A.C.) Rules:
Example: [Rule 62-213.205, F.A.C.]
Where:

62 refers to Title 62
62-213 refers to Chapter 62-213
62-213.205 refers to Rule 62-213.205, F.A.C.

Identification Numbers:

Facility Identification (ID) Number:
Example: Facility ID No. 1050221
Where:

105 = 3-digit number code identifying the facility is located in Polk County.
0221 = 4-digit number assigned by state database.

Permit Numbers:

Example: 1050221-002-AV, or
1050221-001-AC

Where:
AC = Air Construction Permit
AV = Air Operation Permit (Title V Source)
105 = 3-digit number code identifying the facility is located in Polk County
0221 = 4-digit number assigned by permit tracking database

001 or002 = 3-digit sequential project number assigned by permit tracking database
Example: PSD-FL-185

PA95-01
AC53-208321
Where:
PSD = Prevention of Significant Deterioration Permit
PA = Power Plant Siting Act Permit
AC53 = old Air Construction Permit numbering identifying the facility is located
in Polk County.
£ Back to Top
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APPENDIX |

LIST OF INSIGNIFICANT EMISSIONS UNITS AND/OR ACTIVITIES

The facilities, emissions units, or pollutant-emitting activities listed in Rule 62-210.300(3)(a), F.A.C., Categorical
Exemptions, are exempt from the permitting requirements of Chapters 62-210 and 62-4, F.A.C.; provided,
however, that exempt emissions units shall be subject to any applicable emission limiting standards and the
emissions from exempt emissions units or activities shall be considered in determining the potential emissions of
the facility containing such emissions units. Emissions units and pollutant-emitting activities exempt from
permitting under Rule 62-210.300(3)(a), F.A.C., shall not be exempt from the permitting requirements of Chapter
62-213, F.A.C., if they are contained within a Title V source; however, such emissions units and activities shall be
considered insignificant for Title V purposes provided they also meet the criteria of Rule 62-213.430(6)(b),
F.A.C. No emissions unit shall be entitled to an exemption from permitting under Rule 62.210.300(3)(a), F.A.C.,
if its emissions, in combination with the emissions of other units and activities at the facility, would cause the
facility to emit or have the potential to emit any pollutant in such amount as to make the facility a Title V source.
The below listed emissions units and/or activities are considered insignificant pursuant to Rule 62-213.430(6),
F.A.C.

1. Scrap Tire Collection Recycling Area, including two diesel engine-driven tire de-rimmers*.

2. Recyclable Materials Center for collection, processing and storage.

3. Household Hazardous Waste Collection Center for collection of residential cleaning chemicals, paints,
pesticides, fertilizers, and electronics.

3. Construction and Demolition (C&D) Debris Disposal Area.

4. Leachate Storage Tank (163,000 gallon capacity tank for storage of leachate from the Class 1 landfill disposal
area, periodically removed from the tank for disposal).

5. Maintenance Building Area activities, including two portable diesel engine-driven welders/emergency
generators*.

7. Yard Waste Collection, Processing and Storage Area.

8. Scrap Metal and White Goods Sorting and Storage Area.

9. Temporary used oil storage container.

11. Vehicle refueling and associated fuel storage.

12. Portable diesel engine-driven emergency light tower*.

13. Portable diesel engine-driven emergency storm water pump* (for use in new Cell 3).

14. Storage of engine coolant for the engine-generator set (EU No. 006) (stored in onsite drum quantities).

15. Storage of engine lube oil (new and used) for the engine-generator set (EU No. 006) (stored in on-site drum
guantities).

*  Power Engine Note — The portable diesel engines listed above are considered non-road engines and are not
regulated pursuant to the federal stationary source Reciprocating Internal Combustion Engine regulations
found in 40 CFR 63, Subpart ZZZZ, 40 CFR 60, Subpart Il and 40 CFR 60, Subpart JJJJ.

£ Back to Top
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APPENDIX RR

RR1.

RR2.

FACILITY-WIDE REPORTING REQUIREMENTS

(Version Dated 2/13/2014)

supersede any of the terms or conditions of this permit.

Reporting Schedule. This table summarizes information for convenience purposes only. It does not

Report

Reporting Deadline(s)

Related
Condition(s)

Plant Problems/Permit Deviations Immediately upon occurrence (See RR2.d.) RR2, RR3
Malfunction Excess Emissions Report | Quarterly (if requested) RR3
Semi-Annual Monitoring Report Every 6 months RR4
Annual Operating Report April 1 RR5
EAOR Title V Annual Emissions Fee | April 1 RR6
Invoice and Fee Payment
Annual Statement of Compliance Within 60 days after the end of each calendar year | RR7

(or more frequently if specified by Rule 62-

213.440(2), F.A.C., or by any other applicable

requirement); and

Within 60 days after submittal of a written

agreement for transfer of responsibility, or

Within 60 days after permanent shutdown.
Notification of Administrative Permit | As needed RR8
Corrections
Notification of Startup after Minimum of 60 days prior to the intended startup | RR9
Shutdown for More than One Year date or, if emergency startup, as soon as possible

after the startup date is ascertained
Permit Renewal Application 225 days prior to the expiration date of permit TV17
Test Reports Maximum 45 days following compliance tests TR8

{Permitting Note: See permit Section I1l. Emissions Units and Specific Conditions, for any additional
Emission Unit-specific reporting requirements.}

Reports of Problems.

a. Plant Operation-Problems. If the permittee is temporarily unable to comply with any of the conditions of
the permit due to breakdown of equipment or destruction by hazard of fire, wind or by other cause, the
permittee shall immediately notify the Department. Notification shall include pertinent information as to
the cause of the problem, and what steps are being taken to correct the problem and to prevent its
recurrence, and where applicable, the owner's intent toward reconstruction of destroyed facilities. Such
notification does not release the permittee from any liability for failure to comply with Department rules.

b. If, for any reason, the permittee does not comply with or will be unable to comply with any condition or
limitation specified in this permit, the permittee shall immediately provide the Department with the

following information:

(1) A description of and cause of noncompliance; and

(2) The period of noncompliance, including dates and times; or, if not corrected, the anticipated time the
noncompliance is expected to continue, and steps being taken to reduce, eliminate, and prevent
recurrence of the noncompliance. The permittee shall be responsible for any and all damages which
may result and may be subject to enforcement action by the Department for penalties or for

revocation of this permit.

c. When requested by the Department, the permittee shall within a reasonable time furnish any information
required by law which is needed to determine compliance with the permit. If the permittee becomes
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APPENDIX RR

FACILITY-WIDE REPORTING REQUIREMENTS
(Version Dated 2/13/2014)

aware the relevant facts were not submitted or were incorrect in the permit application or in any report to
the Department, such facts or information shall be corrected promptly.

d. “Immediately” shall mean the same day, if during a workday (i.e., 8:00 a.m. - 5:00 p.m.), or the first
business day after the incident, excluding weekends and holidays; and, for purposes of Rule 62-4.160(15)
and 40 CFR 70.6(a)(3)(iii)(B), “promptly” or "prompt" shall have the same meaning as "immediately".

[Rule 62-4.130, Rule 62-4.160(8), Rule 62-4.160(15), and Rule 62-213.440(1)(b), F.A.C.; 40 CFR

70.6(2)(3)(iii)(B)]

RR3. Reports of Deviations from Permit Requirements. The permittee shall report in accordance with the
requirements of Rule 62-210.700(6), F.A.C. (below), and Rule 62-4.130, F.A.C. (condition RR2.), deviations
from permit requirements, including those attributable to upset conditions as defined in the permit. Reports
shall include the probable cause of such deviations, and any corrective actions or preventive measures taken.
Rule 62-210.700(6): In case of excess emissions resulting from malfunctions, each owner or operator shall
notify the Department or the appropriate Local Program in accordance with Rule 62-4.130, F.A.C. (See
condition RR2.). A full written report on the malfunctions shall be submitted in a quarterly report, if
requested by the Department.

[Rules 62-213.440(1)(b)3.b., and 62-210.700(6)F.A.C.]

RR4. Semi-Annual Monitoring Reports. The permittee shall submit reports of any required monitoring at least
every six (6) months. All instances of deviations from permit requirements must be clearly identified in such
reports. [Rule 62-213.440(1)(b)3.a., F.A.C.]

RR5. Annual Operating Report. The information required by the Annual Operating Report for Air Pollutant
Emitting Facility [Including Title V Source Emissions Fee Calculation] (DEP Form No. 62-210.900(5)) shall
be submitted by April 1 of each year, for the previous calendar year, to the Department of Environmental
Protection’s Division of Air Resource Management. Each Title V source shall submit the annual operating
report using the DEP’s Electronic Annual Operating Report (EAOR) software, unless the Title V source
claims a technical or financial hardship by submitting DEP Form No. 62-210.900(5) to the DEP Division of
Air Resource Management instead of using the reporting software. Emissions shall be computed in
accordance with the provisions of subsection 62-210.370(2), F.A.C. [Rules 62-210.370(2) & (3), 62-210.900
and 62-213.440(3)(a)2., F.A.C.]

RR6. EAOR Title V Annual Emissions Fee Invoice and Fee Payment. Each Title V source permitted to operate
in Florida must pay between January 15 and April 1 of each year, an annual emissions fee in an amount
determined as set forth in Rule 62-213.205(1), F.A.C.

a. If the Department has not received the fee by March 1 of the year following the calendar year for which
the fee is calculated, the Department will send the primary responsible official of the Title V source a
written warning of the consequences for failing to pay the fee by April 1. If the fee is not postmarked or
electronically submitted by April 1 of the year due, the Department shall impose, in addition to the fee, a
penalty of 50 percent of the amount of the fee unpaid plus interest on such amount computed in
accordance with Section 220.807, F.S. If the Department determines that a submitted fee was inaccurately
calculated, the Department shall either refund to the permittee any amount overpaid or notify the
permittee of any amount underpaid. The Department shall not impose a penalty or interest on any amount
underpaid, provided that the permittee has timely remitted payment of at least 90 percent of the amount
determined to be due and remits full payment within 60 days after receipt of notice of the amount
underpaid. The Department shall waive the collection of underpayment and shall not refund overpayment
of the fee, if the amount is less than one percent of the fee due, up to $50.00. The Department shall make
every effort to provide a timely assessment of the adequacy of the submitted fee. Failure to pay timely
any required annual emissions fee, penalty, or interest constitutes grounds for permit revocation pursuant
to Rule 62-4.100, F.A.C.

b. Any documentation of actual hours of operation, actual material or heat input, actual production amount,
or actual emissions used to calculate the annual emissions fee shall be retained by the owner for a
minimum of five years and shall be made available to the Department upon request.
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APPENDIX RR

C.

FACILITY-WIDE REPORTING REQUIREMENTS
(Version Dated 2/13/2014)

A copy of the EAOR Title V Annual Emissions Fee Invoice generated by the electronic annual operating
report (EAOR) application, must be submitted along with the annual emissions fee payment.

[Rules 62-210.370(3), 62-210.900 and 62-213.205, F.A.C.]

RRY7.

a.

C.

Annual Statement of Compliance.

The permittee shall submit a Statement of Compliance with all terms and conditions of the permit that

includes all the provisions of 40 CFR 70.6(c)(5)(iii), incorporated by reference at Rule 62-204.800,

F.A.C., using DEP Form No. 62-213.900(2). Such statement shall be accompanied by a certification in

accordance with Rule 62-213.420(4), F.A.C., for Title V requirements and with Rule 62-214.350, F.A.C.,

for Acid Rain requirements. Such statements shall be submitted (postmarked) to the Department and

EPA:

(1) Annually, within 60 days after the end of each calendar year during which the Title V permit was
effective, or more frequently if specified by Rule 62-213.440(2), F.A.C., or by any other applicable
requirement; and

(2) Within 60 days after submittal of a written agreement for transfer of responsibility as required
pursuant to 40 CFR 70.7(d)(1)(iv), adopted and incorporated by reference at Rule 62-204.800, F.A.C.,
or within 60 days after permanent shutdown of a facility permitted under Chapter 62-213, F.A.C.;
provided that, in either such case, the reporting period shall be the portion of the calendar year the
permit was effective up to the date of transfer of responsibility or permanent facility shutdown, as
applicable.

In lieu of individually identifying all applicable requirements and specifying times of compliance with,

non-compliance with, and deviation from each, the responsible official may use DEP Form No. 62-

213.900(2) as such statement of compliance so long as the responsible official identifies all reportable

deviations from and all instances of non-compliance with any applicable requirements and includes all

information required by the federal regulation relating to each reportable deviation and instance of non-
compliance.

The responsible official may treat compliance with all other applicable requirements as a surrogate for

compliance with Rule 62-296.320(2), Objectionable Odor Prohibited.

[Rules 62-213.440(3)(a)2. & 3. and (b), F.A.C.]

RR8.

Notification of Administrative Permit Corrections.

A facility owner shall notify the Department by letter of minor corrections to information contained in a

cooe

g.

permit. Such notifications shall include:

Typographical errors noted in the permit;

Name, address or phone number change from that in the permit;

A change requiring more frequent monitoring or reporting by the permittee;

A change in ownership or operational control of a facility, subject to the following provisions:

(1) The Department determines that no other change in the permit is necessary;

(2) The permittee and proposed new permittee have submitted an Application for Transfer of Air Permit,

and the Department has approved the transfer pursuant to Rule 62-210.300(7), F.A.C.; and

(3) The new permittee has notified the Department of the effective date of sale or legal transfer.

Changes listed at 40 CFR 72.83(a)(1), (2), (6), (9) and (10), adopted and incorporated by reference at
Rule 62-204.800, F.A.C., and changes made pursuant to Rules 62-214.340(1) and (2), F.A.C., to Title
V sources subject to emissions limitations or reductions pursuant to 42 USC ss. 7651-76510;

Changes listed at 40 CFR 72.83(a)(11) and (12), adopted and incorporated by reference at Rule 62-
204.800, F.A.C., to Title V sources subject to emissions limitations or reductions pursuant to 42 USC
ss. 7651-76510, provided the notification is accompanied by a copy of any EPA determination
concerning the similarity of the change to those listed at Rule 62-210.360(1)(e), F.A.C.; and

Any other similar minor administrative change at the source.

[Rule 62-210.360, F.A.C.]
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APPENDIX RR

FACILITY-WIDE REPORTING REQUIREMENTS
(Version Dated 2/13/2014)

RR9. Notification of Startup. The owners or operator of any emissions unit or facility which has a valid air
operation permit which has been shut down more than one year, shall notify the Department in writing of the
intent to start up such emissions unit or facility, a minimum of 60 days prior to the intended startup date.

a. The notification shall include information as to the startup date, anticipated emission rates or pollutants
released, changes to processes or control devices which will result in changes to emission rates, and any
other conditions which may differ from the valid outstanding operation permit.

b. If, due to an emergency, a startup date is not known 60 days prior thereto, the owner shall notify the
Department as soon as possible after the date of such startup is ascertained.

[Rule 62-210.300(5), F.A.C.]

RR10. Report Submission. The permittee shall submit all compliance related notifications and reports required
of this permit to the Compliance Authority. {See front of permit for address and phone humber.}

RR11. EPA Report Submission. Any reports, data, notifications, certifications, and requests required to be sent
to the United States Environmental Protection Agency, Region 4, should be sent to: Air, Pesticides & Toxics
Management Division, United States Environmental Protection Agency, Region 4, Sam Nunn Atlanta Federal
Center, 61 Forsyth Street SW, Atlanta, GA 30303-8960. Phone: 404/562-9077.

RR12. Acid Rain Report Submission. Acid Rain Program Information shall be submitted, as necessary, to:
Department of Environmental Protection, 2600 Blair Stone Road, Mail Station #5510, Tallahassee, Florida
32399-2400. Phone: 850/488-6140. Fax: 850/922-6979.

RR13. Report Certification. All reports shall be accompanied by a certification by a responsible official,
pursuant to Rule 62-213.420(4), F.A.C. [Rule 62-213.440(1)(b)3.c, F.A.C.]

RR14. Certification by Responsible Official (RO). In addition to the professional engineering certification
required for applications by Rule 62-4.050(3), F.A.C., any application form, report, compliance statement,
compliance plan and compliance schedule submitted pursuant to Chapter 62-213, F.A.C., shall contain a
certification signed by a responsible official that, based on information and belief formed after reasonable
inquiry, the statements and information in the document are true, accurate, and complete. Any responsible
official who fails to submit any required information or who has submitted incorrect information shall, upon
becoming aware of such failure or incorrect submittal, promptly submit such supplementary information or
correct information. [Rule 62-213.420(4), F.A.C.]

RR15. Confidential Information. Whenever an applicant submits information under a claim of confidentiality
pursuant to Section 403.111, F.S., the applicant shall also submit a copy of all such information and claim
directly to EPA. Any permittee may claim confidentiality of any data or other information by complying with
this procedure. [Rules 62-213.420(2), and 62-213.440(1)(d)6., F.A.C.]

RR16. Forms and Instructions. The forms used by the Department in the Title V source operation program are
adopted and incorporated by reference in Rule 62-213.900, F.A.C. The forms are listed by rule number,
which is also the form number, and with the subject, title, and effective date. Copies of forms may be
obtained by writing to the Department of Environmental Protection, Division of Air Resource Management,
2600 Blair Stone Road, Tallahassee, Florida 32399-2400, by contacting the appropriate permitting authority
or by accessing the Department’s web site at: http://www.dep.state.fl.us/air/rules/forms.htm.

a.  Annual Operating Report for Air Pollutant Emitting Facility [Including Title VV Source Emissions Fee
Calculation] (DEP Form No. 62-210.900(5)) (Effective 12/31/2013)

b. Statement of Compliance Form (Effective 06/02/2002).

c. Responsible Official Notification Form (Effective 06/02/2002).

[Rule 62-213.900, F.A.C.: Forms (1), (7) and (8)]
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APPENDIX TR

FACILITY-WIDE TESTING REQUIREMENTS
(Version Dated 9/12/2008)

Unless otherwise specified in the permit, the following testing requirements apply to each emissions unit for
which testing is required. The terms “stack” and “duct” are used interchangeably in this appendix.

TR1. Required Number of Test Runs. For mass emission limitations, a compliance test shall consist of three
complete and separate determinations of the total air pollutant emission rate through the test section of the
stack or duct and three complete and separate determinations of any applicable process variables
corresponding to the three distinct time periods during which the stack emission rate was measured; provided,
however, that three complete and separate determinations shall not be required if the process variables are not
subject to variation during a compliance test, or if three determinations are not necessary in order to calculate
the unit's emission rate. The three required test runs shall be completed within one consecutive five-day
period. In the event that a sample is lost or one of the three runs must be discontinued because of
circumstances beyond the control of the owner or operator, and a valid third run cannot be obtained within the
five-day period allowed for the test, the Secretary or his or her designee may accept the results of two
complete runs as proof of compliance, provided that the arithmetic mean of the two complete runs is at least
20% below the allowable emission limiting standard. [Rule 62-297.310(1), F.A.C.]

TR2. Operating Rate During Testing. Testing of emissions shall be conducted with the emissions unit
operating at permitted capacity. If it is impractical to test at permitted capacity, an emissions unit may be
tested at less than the maximum permitted capacity; in this case, subsequent emissions unit operation is
limited to 110 percent of the test rate until a new test is conducted. Once the unit is so limited, operation at
higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance
testing to regain the authority to operate at the permitted capacity. Permitted capacity is defined as 90 to 100
percent of the maximum operation rate allowed by the permit. [Rule 62-297.310(2), F.A.C.]

TR3. Calculation of Emission Rate. For each emissions performance test, the indicated emission rate or
concentration shall be the arithmetic average of the emission rate or concentration determined by each of the
three separate test runs unless otherwise specified in a particular test method or applicable rule. [Rule 62-
297.310(3), F.A.C.]

TR4. Applicable Test Procedures.
a. Required Sampling Time.

(1) Unless otherwise specified in the applicable rule, the required sampling time for each test run shall be
no less than one hour and no greater than four hours, and the sampling time at each sampling point
shall be of equal intervals of at least two minutes.

(2) Opacity Compliance Tests. When either EPA Method 9 or DEP Method 9 is specified as the
applicable opacity test method, the required minimum period of observation for a compliance test
shall be sixty (60) minutes for emissions units which emit or have the potential to emit 100 tons per
year or more of particulate matter, and thirty (30) minutes for emissions units which have potential
emissions less than 100 tons per year of particulate matter and are not subject to a multiple-valued
opacity standard. The opacity test observation period shall include the period during which the
highest opacity emissions can reasonably be expected to occur. Exceptions to these requirements are
as follows:

(a) For batch, cyclical processes, or other operations which are normally completed within less than
the minimum observation period and do not recur within that time, the period of observation shall
be equal to the duration of the batch cycle or operation completion time.

(b) The observation period for special opacity tests that are conducted to provide data to establish a
surrogate standard pursuant to Rule 62-297.310(5)(k), F.A.C., Waiver of Compliance Test
Requirements, shall be established as necessary to properly establish the relationship between a
proposed surrogate standard and an existing mass emission limiting standard.

(c) The minimum observation period for opacity tests conducted by employees or agents of the
Department to verify the day-to-day continuing compliance of a unit or activity with an
applicable opacity standard shall be twelve minutes.

b. Minimum Sample Volume. Unless otherwise specified in the applicable rule or test method, the minimum
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APPENDIX TR

FACILITY-WIDE TESTING REQUIREMENTS
(Version Dated 9/12/2008)

sample volume per run shall be 25 dry standard cubic feet.
c. Required Flow Rate Range. For EPA Method 5 particulate sampling, acid mist/sulfur dioxide, and
fluoride sampling which uses Greenburg Smith type impingers, the sampling nozzle and sampling time
shall be selected such that the average sampling rate will be between 0.5 and 1.0 actual cubic feet per
minute, and the required minimum sampling volume will be obtained.
d. Calibration of Sampling Equipment. Calibration of the sampling train equipment shall be conducted in
accordance with the schedule shown in Table 297.310-1, F.A.C.

TABLE 297.310-1 CALIBRATION SCHEDULE

when damaged

in wind tunnel D greater than 16”
and standard pitot tube

MINIMUM
ITEM CALIBRATION | REFERENCE INSTRUMENT TOLERANCE
FREQUENCY

Liquid in glass Annually ASTM Hg in glass ref. +/-2%
thermometer thermometer or equivalent or

thermometric points
Bimetallic Quarterly Calib. lig. in glass 5°F
thermometer
Thermocouple Annually ASTM Hg in glass ref. 5°F

thermometer, NBS calibrated

reference and potentiometer
Barometer Monthly Hg barometer or NOAA station +/-1% scale
Pitot Tube When required or | By construction or measurements | See EPA Method 2, Fig.

2-2 & 2-3

Probe Nozzles

Before each test
or when nicked,
dented, or
corroded

Micrometer

+/- 0.001” mean of at
least three readings; Max.
deviation between
readings, 0.004”

Dry Gas Meter
and Orifice
Meter

1. Full Scale:
When received,
when 5% change
observed,
annually

Spirometer or calibrated wet test or
dry gas test meter

2%

2. One Point:
Semiannually

3. Check after
each test series

Comparison check

5%

e. Allowed Modification to EPA Method 5. When EPA Method 5 is required, the following modification is
allowed: the heated filter may be separated from the impingers by a flexible tube.
[Rule 62-297.310(4), F.A.C.]

TRS.

Determination of Process Variables.

a. Required Equipment. The owner or operator of an emissions unit for which compliance tests are required
shall install, operate, and maintain equipment or instruments necessary to determine process variables,
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such as process weight input or heat input, when such data are needed in conjunction with emissions data
to determine the compliance of the emissions unit with applicable emission limiting standards.
Accuracy of Equipment. Equipment or instruments used to directly or indirectly determine process
variables, including devices such as belt scales, weight hoppers, flow meters, and tank scales, shall be
calibrated and adjusted to indicate the true value of the parameter being measured with sufficient
accuracy to allow the applicable process variable to be determined within 10% of its true value.

[Rule 62-297.310(5), F.A.C ]

TRG.

Sampling Facilities. Permittees that are required to sample mass emissions from point sources shall

install stack sampling ports and provide sampling facilities that meet the requirements of this condition.
Sampling facilities include sampling ports, work platforms, access to work platforms, electrical power, and
sampling equipment support. All stack sampling facilities must also comply with all applicable Occupational
Safety and Health Administration (OSHA) Safety and Health Standards described in 29 CFR Part 1910,
Subparts D and E.

a.

d.

Permanent Test Facilities. The owner or operator of an emissions unit for which a compliance test, other
than a visible emissions test, is required on at least an annual basis, shall install and maintain permanent
stack sampling facilities.

Temporary Test Facilities. The owner or operator of an emissions unit that is not required to conduct a

compliance test on at least an annual basis may use permanent or temporary stack sampling facilities. If

the owner chooses to use temporary sampling facilities on an emissions unit, and the Department elects to
test the unit, such temporary facilities shall be installed on the emissions unit within 5 days of a request
by the Department and remain on the emissions unit until the test is completed.

Sampling Ports.

(1) All sampling ports shall have a minimum inside diameter of 3 inches.

(2) The ports shall be capable of being sealed when not in use.

(3) The sampling ports shall be located in the stack at least 2 stack diameters or equivalent diameters
downstream and at least 0.5 stack diameter or equivalent diameter upstream from any fan, bend,
constriction or other flow disturbance.

(4) For emissions units for which a complete application to construct has been filed prior to December 1,
1980, at least two sampling ports, 90 degrees apart, shall be installed at each sampling location on all
circular stacks that have an outside diameter of 15 feet or less. For stacks with a larger diameter, four
sampling ports, each 90 degrees apart, shall be installed. For emissions units for which a complete
application to construct is filed on or after December 1, 1980, at least two sampling ports, 90 degrees
apart, shall be installed at each sampling location on all circular stacks that have an outside diameter
of 10 feet or less. For stacks with larger diameters, four sampling ports, each 90 degrees apart, shall
be installed. On horizontal circular ducts, the ports shall be located so that the probe can enter the
stack vertically, horizontally or at a 45 degree angle.

(5) On rectangular ducts, the cross sectional area shall be divided into the number of equal areas in
accordance with EPA Method 1. Sampling ports shall be provided which allow access to each
sampling point. The ports shall be located so that the probe can be inserted perpendicular to the gas
flow.

Work Platforms.

(1) Minimum size of the working platform shall be 24 square feet in area. Platforms shall be at least 3
feet wide.

(2) On circular stacks with 2 sampling ports, the platform shall extend at least 110 degrees around the
stack.

(3) On circular stacks with more than two sampling ports, the work platform shall extend 360 degrees
around the stack.

(4) All platforms shall be equipped with an adequate safety rail (ropes are not acceptable), toe board, and
hinged floor-opening cover if ladder access is used to reach the platform. The safety rail directly in
line with the sampling ports shall be removable so that no obstruction exists in an area 14 inches
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below each sample port and 6 inches on either side of the sampling port.
e. Access to Work Platform.
(1) Ladders to the work platform exceeding 15 feet in length shall have safety cages or fall arresters with

a minimum of 3 compatible safety belts available for use by sampling personnel.

(2) Walkways over free-fall areas shall be equipped with safety rails and toe boards.
f. Electrical Power.
(1) A minimum of two 120-volt AC, 20-amp outlets shall be provided at the sampling platform within 20
feet of each sampling port.
(2) If extension cords are used to provide the electrical power, they shall be kept on the plant’s property
and be available immediately upon request by sampling personnel.
g. Sampling Equipment Support.
(1) A three-quarter inch eyebolt and an angle bracket shall be attached directly above each port on
vertical stacks and above each row of sampling ports on the sides of horizontal ducts.

(@) The bracket shall be a standard 3 inch x 3 inch x one-quarter inch equal-legs bracket which is 1
and one-half inches wide. A hole that is one-half inch in diameter shall be drilled through the
exact center of the horizontal portion of the bracket. The horizontal portion of the bracket shall
be located 14 inches above the centerline of the sampling port.

(b) A three-eighth inch bolt which protrudes 2 inches from the stack may be substituted for the
required bracket. The bolt shall be located 15 and one-half inches above the centerline of the
sampling port.

(c) The three-quarter inch eyebolt shall be capable of supporting a 500 pound working load. For
stacks that are less than 12 feet in diameter, the eyebolt shall be located 48 inches above the
horizontal portion of the angle bracket. For stacks that are greater than or equal to 12 feet in
diameter, the eyebolt shall be located 60 inches above the horizontal portion of the angle bracket.
If the eyebolt is more than 120 inches above the platform, a length of chain shall be attached to it
to bring the free end of the chain to within safe reach from the platform.

(2) A complete monorail or dual rail arrangement may be substituted for the eyebolt and bracket.
(3) When the sample ports are located in the top of a horizontal duct, a frame shall be provided above the
port to allow the sample probe to be secured during the test.
[Rule 62-297.310(6), F.A.C.]

TR7. Frequency of Compliance Tests. The following provisions apply only to those emissions units that are
subject to an emissions limiting standard for which compliance testing is required.
a. General Compliance Testing.

(1) The owner or operator of a new or modified emissions unit that is subject to an emission limiting
standard shall conduct a compliance test that demonstrates compliance with the applicable emission
limiting standard prior to obtaining an operation permit for such emissions unit.

(2) For excess emission limitations for particulate matter specified in Rule 62-210.700, F.A.C., a
compliance test shall be conducted annually while the emissions unit is operating under soot blowing
conditions in each federal fiscal year during which soot blowing is part of normal emissions unit
operation, except that such test shall not be required in any federal fiscal year in which a fossil fuel
steam generator does not burn liquid and/or solid fuel for more than 400 hours other than during
startup.

(3) The owner or operator of an emissions unit that is subject to any emission limiting standard shall
conduct a compliance test that demonstrates compliance with the applicable emission limiting
standard prior to obtaining a renewed operation permit. Emissions units that are required to conduct
an annual compliance test may submit the most recent annual compliance test to satisfy the
requirements of this provision. In renewing an air operation permit pursuant to sub-subparagraph 62-
210.300(2)(a)3.b., c., or d., F.A.C., the Department shall not require submission of emission
compliance test results for any emissions unit that, during the year prior to renewal:

(a) Did not operate; or
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(b) In the case of a fuel burning emissions unit, burned liquid and/or solid fuel for a total of no more
than 400 hours.

(4) During each federal fiscal year (October 1 — September 30), unless otherwise specified by rule, order,
or permit, the owner or operator of each emissions unit shall have a formal compliance test conducted
for:

() Visible emissions, if there is an applicable standard;

(b) Each of the following pollutants, if there is an applicable standard, and if the emissions unit emits
or has the potential to emit: 5 tons per year or more of lead or lead compounds measured as
elemental lead; 30 tons per year or more of acrylonitrile; or 100 tons per year or more of any
other regulated air pollutant; and

(c) Each NESHAP pollutant, if there is an applicable emission standard.

(5) An annual compliance test for particulate matter emissions shall not be required for any fuel burning
emissions unit that, in a federal fiscal year, does not burn liquid and/or solid fuel, other than during
startup, for a total of more than 400 hours.

(6) For fossil fuel steam generators on a semi-annual particulate matter emission compliance testing
schedule, a compliance test shall not be required for any six-month period in which liquid and/or solid
fuel is not burned for more than 200 hours other than during startup.

(7) For emissions units electing to conduct particulate matter emission compliance testing quarterly
pursuant to paragraph 62-296.405(2)(a), F.A.C., a compliance test shall not be required for any
guarter in which liquid and/or solid fuel is not burned for more than 100 hours other than during
startup.

(8) Any combustion turbine that does not operate for more than 400 hours per year shall conduct a visible
emissions compliance test once per each five-year period, coinciding with the term of its air operation
permit.

(9) The owner or operator shall notify the Department, at least 15 days prior to the date on which each
formal compliance test is to begin, of the date, time, and place of each such test, and the test contact
person who will be responsible for coordinating and having such test conducted for the owner or
operator.

(10)  Anannual compliance test conducted for visible emissions shall not be required for units
exempted from air permitting pursuant to subsection 62-210.300(3), F.A.C.; units determined to be
insignificant pursuant to subparagraph 62-213.300(2)(a)1., A.C., or paragraph 62-213.430(6)(b),
F.A.C.; or units permitted under the General Permit provisions in paragraph 62-210.300(4)(a) or Rule
62-213.300, F.A.C., unless the general permit specifically requires such testing.

Special Compliance Tests. When the Department, after investigation, has good reason (such as

complaints, increased visible emissions or questionable maintenance of control equipment) to believe that

any applicable emission standard contained Department rule or in a permit issued pursuant to those rules
is being violated, it shall require the owner or operator of the emissions unit to conduct compliance tests

which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a

report on the results of said tests to the Department.

Waiver of Compliance Test Requirements. If the owner or operator of an emissions unit that is subject to

a compliance test requirement demonstrates to the Department, pursuant to the procedure established in

Rule 62-297.620, F.A.C., that the compliance the emissions unit with an applicable weight emission

limiting standard can be adequately determined by means other than the designated test procedure, such

as specifying a surrogate standard of no visible emissions for particulate matter sources equipped with a

bag house or specifying a fuel analysis for sulfur dioxide emissions, the Department shall waive the

compliance test requirements for such emissions units and order that the alternate means of determining
compliance be used, provided, however, the provisions of paragraph 62-297.310(7)(b), F.A.C., shall

apply.

[Rule 62-297.310(7), F.A.C]
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Test Reports.

The owner or operator of an emissions unit for which a compliance test is required shall file a report with

the Department on the results of each such test.

The required test report shall be filed with the Department as soon as practical but no later than 45 days

after the last sampling run of each test is completed.

The test report shall provide sufficient detail on the emissions unit tested and the test procedures used to

allow the Department to determine if the test was properly conducted and the test results properly

computed. As a minimum, the test report, other than for an EPA or DEP Method 9 test, shall provide the
following information.

(1) The type, location, and designation of the emissions unit tested.

(2) The facility at which the emissions unit is located.

(3) The owner or operator of the emissions unit.

(4) The normal type and amount of fuels used and materials processed, and the types and amounts of
fuels used and material processed during each test run.

(5) The means, raw data and computations used to determine the amount of fuels used and materials
processed, if necessary to determine compliance with an applicable emission limiting standard.

(6) The type of air pollution control devices installed on the emissions unit, their general condition, their
normal operating parameters (pressure drops, total operating current and GPM scrubber water), and
their operating parameters during each test run.

(7) A sketch of the duct within 8 stack diameters upstream and 2 stack diameters downstream of the
sampling ports, including the distance to any upstream and downstream bends or other flow
disturbances.

(8) The date, starting time and duration of each sampling run.

(9) The test procedures used, including any alternative procedures authorized pursuant to Rule 62-
297.620, F.A.C. Where optional procedures are authorized in this chapter, indicate which option was
used.

(10) The number of points sampled and configuration and location of the sampling plane.

(11) For each sampling point for each run, the dry gas meter reading, velocity head, pressure drop across
the stack, temperatures, average meter temperatures and sample time per point.

(12) The type, manufacturer and configuration of the sampling equipment used.

(13) Data related to the required calibration of the test equipment.

(14) Data on the identification, processing and weights of all filters used.

(15) Data on the types and amounts of any chemical solutions used.

(16) Data on the amount of pollutant collected from each sampling probe, the filters, and the impingers,
are reported separately for the compliance test.

(17) The names of individuals who furnished the process variable data, conducted the test, analyzed the
samples and prepared the report.

(18) All measured and calculated data required to be determined by each applicable test procedure for each
run.

(19) The detailed calculations for one run that relate the collected data to the calculated emission rate.

(20) The applicable emission standard and the resulting maximum allowable emission rate for the
emissions unit plus the test result in the same form and unit of measure.

(21) A certification that, to the knowledge of the owner or his authorized agent, all data submitted are true
and correct. When a compliance test is conducted for the Department or its agent, the person who
conducts the test shall provide the certification with respect to the test procedures used. The owner or
his authorized agent shall certify that all data required and provided to the person conducting the test
are true and correct to his knowledge.

[Rule 62-297.310(8), F.A.C.]
£ Back to Top
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Operation

TV1. General Prohibition. A permitted installation may only be operated, maintained, constructed, expanded or
modified in a manner that is consistent with the terms of the permit. [Rule 62-4.030, Florida Administrative
Code (F.A.C))]

TV2. Validity. This permit is valid only for the specific processes and operations applied for and indicated in
the approved drawings or exhibits. Any unauthorized deviation from the approved drawings, exhibits,
specifications, or conditions of this permit may constitute grounds for revocation and enforcement action by
the Department. [Rule 62-4.160(2), F.A.C.]

TV3. Proper Operation and Maintenance. The permittee shall properly operate and maintain the facility and
systems of treatment and control (and related appurtenances) that are installed and used by the permittee to
achieve compliance with the conditions of this permit, as required by Department rules. This provision
includes the operation of backup or auxiliary facilities or similar systems when necessary to achieve
compliance with the conditions of the permit and when required by Department rules. [Rule 62-4.160(6),
F.A.C]

TV4. Not Federally Enforceable. Health, Safety and Welfare. To ensure protection of public health, safety,
and welfare, any construction, modification, or operation of an installation which may be a source of
pollution, shall be in accordance with sound professional engineering practices pursuant to Chapter 471, F.S.
[Rule 62-4.050(3), F.A.C.]

TV5. Continued Operation. An applicant making timely and complete application for permit, or for permit
renewal, shall continue to operate the source under the authority and provisions of any existing valid permit or
Florida Electrical Power Plant Siting Certification, and in accordance with applicable requirements of the
Acid Rain Program and applicable requirements of the CAIR Program, until the conclusion of proceedings
associated with its permit application or until the new permit becomes effective, whichever is later, provided
the applicant complies with all the provisions of subparagraphs 62-213.420(1)(b)3., F.A.C. [Rules 62-
213.420(1)(b)2., F.A.C]

TV6. Changes Without Permit Revision. Title V sources having a valid permit issued pursuant to Chapter 62-
213, F.A.C., may make the following changes without permit revision, provided that sources shall maintain
source logs or records to verify periods of operation:

a. Permitted sources may change among those alternative methods of operation allowed by the source’s
permit as provided by the terms of the permit;

b. A permitted source may implement operating changes, as defined in Rule 62-210.200, F.A.C., after the
source submits any forms required by any applicable requirement and provides the Department and EPA
with at least 7 days written notice prior to implementation. The source and the Department shall attach
each notice to the relevant permit;

(1) The written notice shall include the date on which the change will occur, and a description of the
change within the permitted source, the pollutants emitted and any change in emissions, and any term
or condition becoming applicable or no longer applicable as a result of the change;

(2) The permit shield described in Rule 62-213.460, F.A.C., shall not apply to such changes;

c. Permitted sources may implement changes involving modes of operation only in accordance with Rule
62-213.415, F.A.C.

[Rule 62-213.410, F.A.C.]

TV7. Circumvention. No person shall circumvent any air pollution control device, or allow the emission of air
pollutants without the applicable air pollution control device operating properly. [Rule 62-210.650, F.A.C.]

Compliance

TV8. Compliance with Chapter 403, F.S., and Department Rules. Except as provided at Rule 62-213.460,
Permit Shield, F.A.C., the issuance of a permit does not relieve any person from complying with the
requirements of Chapter 403, F.S., or Department rules. [Rule 62-4.070(7), F.A.C.]
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TV9. Compliance with Federal, State and Local Rules. Except as provided at Rule 62-213.460, F.A.C.,
issuance of a permit does not relieve the owner or operator of a facility or an emissions unit from complying
with any applicable requirements, any emission limiting standards or other requirements of the air pollution
rules of the Department or any other such requirements under federal, state, or local law. [Rule 62-210.300,
F.A.C]

TV10. Binding and Enforceable. The terms, conditions, requirements, limitations and restrictions set forth in
this permit, are "permit conditions™ and are binding and enforceable pursuant to Sections 403.141, 403.727, or
403.859 through 403.861, F.S. The permittee is placed on notice that the Department will review this permit
periodically and may initiate enforcement action for any violation of these conditions. [Rule 62-4.160(1),
F.A.C]

TV11. Timely Information. When requested by the Department, the permittee shall within a reasonable time
furnish any information required by law which is needed to determine compliance with the permit. If the
permittee becomes aware the relevant facts were not submitted or were incorrect in the permit application or
in any report to the Department, such facts or information shall be corrected promptly. [Rule 62-4.160(15),
F.AC]

TV12. Halting Or Reduction Of Source Activity. It shall not be a defense for a permittee in an enforcement
action that maintaining compliance with any permit condition would necessitate halting of or reduction of the
source activity. [Rule 62-213.440(1)(d)3., F.A.C.]

TV13. Final Permit Action. Any Title V source shall comply with all the terms and conditions of the existing
permit until the Department has taken final action on any permit renewal or any requested permit revision,
except as provided at Rule 62-213.412(2), F.A.C. [Rule 62-213.440(1)(d)4., F.A.C.]

TV14. Sudden And Unforeseeable Events Beyond The Control Of The Source. A situation arising from sudden
and unforeseeable events beyond the control of the source which causes an exceedance of a technology-based
emissions limitation because of unavoidable increases in emissions attributable to the situation and which
requires immediate corrective action to restore normal operation, shall be an affirmative defense to an
enforcement action in accordance with the provisions and requirements of 40 CFR 70.6(g)(2) and (3), hereby
adopted and incorporated by reference. [Rule 62-213.440(1)(d)5., F.A.C.]

TV15. Permit Shield. Except as provided in Chapter 62-213, F.A.C., compliance with the terms and conditions
of a permit issued pursuant to Chapter 62-213, F.A.C., shall, as of the effective date of the permit, be deemed
compliance with any applicable requirements in effect, provided that the source included such applicable
requirements in the permit application. Nothing in this condition or in any permit shall alter or affect the
ability of EPA or the Department to deal with an emergency, the liability of an owner or operator of a source
for any violation of applicable requirements prior to or at the time of permit issuance, or the requirements of
the Federal Acid Rain Program or the CAIR Program. [Rule 62-213.460, F.A.C.]

TV16. Compliance With Federal Rules. A facility or emissions unit subject to any standard or requirement of
40 CFR, Part 60, 61, 63 or 65, adopted and incorporated by reference at Rule 62-204.800, F.A.C., shall
comply with such standard or requirement. Nothing in this chapter shall relieve a facility or emissions unit
from complying with such standard or requirement, provided, however, that where a facility or emissions unit
is subject to a standard established in Rule 62-296, F.A.C., such standard shall also apply. [Rule 62-
296.100(3), F.A.C]

Permit Procedures

TV17. Permit Revision Procedures. The permittee shall revise its permit as required by Rules 62-213.400, 62-
213.412, 62-213.420, 62-213.430 & 62-4.080, F.A.C.; and, in addition, the Department shall revise permits as
provided in Rule 62-4.080, F.A.C. & 40 CFR 70.7(f).

TV18. Permit Renewal. The permittee shall renew its permit as required by Rules 62-4.090, 62.213.420(1) and
62-213.430(3), F.A.C. Permits being renewed are subject to the same requirements that apply to permit
issuance at the time of application for renewal. Permit renewal applications shall contain that information
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identified in Rules 62-210.900(1) [Application for Air Permit - Long Form], 62-213.420(3) [Required
Information], 62-213.420(6) [CAIR Part Form], F.A.C. Unless a Title V source submits a timely and
complete application for permit renewal in accordance with the requirements this rule, the existing permit
shall expire and the source's right to operate shall terminate. For purposes of a permit renewal, a timely
application is one that is submitted 225 days before the expiration of a permit that expires on or after June 1,
2009. No Title V permit will be issued for a new term except through the renewal process. [Rules 62-
213.420 & 62-213.430, F.A.C.]

TV19. Insignificant Emissions Units or Pollutant-Emitting Activities. The permittee shall identify and evaluate
insignificant emissions units and activities as set forth in Rule 62-213.430(6), F.A.C.

TV20. Savings Clause. If any portion of the final permit is invalidated, the remainder of the permit shall remain
in effect. [Rule 62-213.440(1)(d)1., F.A.C]

TV21. Suspension and Revocation.

a. Permits shall be effective until suspended, revoked, surrendered, or expired and shall be subject to the
provisions of Chapter 403, F.S., and rules of the Department.

b. Failure to comply with pollution control laws and rules shall be grounds for suspension or revocation.

c. A permit issued pursuant to Chapter 62-4, F.A.C., shall not become a vested property right in the
permittee. The Department may revoke any permit issued by it if it finds that the permit holder or his
agent:

(1) Submitted false or inaccurate information in his application or operational reports.

(2) Has violated law, Department orders, rules or permit conditions.

(3) Has failed to submit operational reports or other information required by Department rules.
(4) Has refused lawful inspection under Section 403.091, F.S.

d. No revocation shall become effective except after notice is served by personal services, certified mail, or
newspaper notice pursuant to Section 120.60(5), F.S., upon the person or persons named therein and a
hearing held if requested within the time specified in the notice. The notice shall specify the provision of
the law, or rule alleged to be violated, or the permit condition or Department order alleged to be violated,
and the facts alleged to constitute a violation thereof.

[Rule 62-4.100, F.A.C.]

TV22. Not federally enforceable. Financial Responsibility. The Department may require an applicant to
submit proof of financial responsibility and may require the applicant to post an appropriate bond to guarantee
compliance with the law and Department rules. [Rule 62-4.110, F.A.C.]

TV23. Emissions Unit Reclassification.

a. Any emissions unit whose operation permit has been revoked as provided for in Chapter 62-4, F.A.C.,
shall be deemed permanently shut down for purposes of Rule 62-212.500, F.A.C. Any emissions unit
whose permit to operate has expired without timely renewal or transfer may be deemed permanently shut
down, provided, however, that no such emissions unit shall be deemed permanently shut down if, within
20 days after receipt of written notice from the Department, the emissions unit owner or operator
demonstrates that the permit expiration resulted from inadvertent failure to comply with the requirements
of Rule 62-4.090, F.A.C., and that the owner or operator intends to continue the emissions unit in
operation, and either submits an application for an air operation permit or complies with permit transfer
requirements, if applicable.

b. If the owner or operator of an emissions unit which is so permanently shut down, applies to the
Department for a permit to reactivate or operate such emissions unit, the emissions unit will be reviewed
and permitted as a new emissions unit.

[Rule 62-210.300(6), F.A.C.]

TV24. Transfer of Permits. Per Rule 62-4.160(11), F.A.C., this permit is transferable only upon Department
approval in accordance with Rule 62-4.120, F.A.C., as applicable. The permittee shall be liable for any non-
compliance of the permitted activity until the transfer is approved by the Department. The permittee
transferring the permit shall remain liable for corrective actions that may be required as a result of any
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violations occurring prior to the sale or legal transfer of the facility. The permittee shall also comply with the
requirements of Rule 62-210.300(7), F.A.C., and use DEP Form No. 62-210.900(7). [Rules 62-4.160(11), 62-
4.120, and 62-210.300(7), F.A.C.]

Rights, Title, Liability, and Agreements

TV25. Rights. As provided in Subsections 403.987(6) and 403.722(5), F.S., the issuance of this permit does not
convey any vested rights or any exclusive privileges. Neither does it authorize any injury to public or private
property or any invasion of personal rights, nor any infringement of federal, state, or local laws or regulations.
This permit is not a waiver of or approval of any other Department permit that may be required for other
aspects of the total project which are not addressed in this permit. [Rule 62-4.160(3), F.A.C.]

TV26. Title. This permit conveys no title to land or water, does not constitute State recognition or
acknowledgment of title, and does not constitute authority for the use of submerged lands unless herein
provided and the necessary title or leasehold interests have been obtained from the State. Only the Trustees of
the Internal Improvement Trust Fund may express State opinion as to title. [Rule 62-4.160(4), (F.A.C.]

TV27. Liability. This permit does not relieve the permittee from liability for harm or injury to human health or
welfare, animal, or plant life, or property caused by the construction or operation of this permitted source, or
from penalties therefore; nor does it allow the permittee to cause pollution in contravention of F.S. and
Department rules, unless specifically authorized by an order from the Department. [Rule 62-4.160(5), F.A.C.]

TV28. Agreements.

a. The permittee, by accepting this permit, specifically agrees to allow authorized Department personnel,
upon presentation of credentials or other documents as may be required by law and at reasonable times,
access to the premises where the permitted activity is located or conducted to:

(1) Have access to and copy any records that must be kept under conditions of the permit;

(2) Inspect the facility, equipment, practices, or operations regulated or required under this permit; and,

(3) Sample or monitor any substances or parameters at any location reasonably necessary to assure
compliance with this permit or Department rules. Reasonable time may depend on the nature of the
concern being investigated.

b. Inaccepting this permit, the permittee understands and agrees that all records, notes, monitoring data and
other information relating to the construction or operation of this permitted source which are submitted to
the Department may be used by the Department as evidence in any enforcement case involving the
permitted source arising under the Florida Statutes or Department rules, except where such use is
prescribed by Sections 403.111 and 403.73, F.S. Such evidence shall only be used to the extent it is
consistent with the Florida Rules of Civil Procedure and appropriate evidentiary rules.

c. The permittee agrees to comply with changes in Department rules and Florida Statutes after a reasonable
time for compliance; provided, however, the permittee does not waive any other rights granted by Florida
Statutes or Department rules.

[Rules 62-4.160(7), (9), and (10), F.A.C.]

Recordkeeping and Emissions Computation

TV29. Permit. The permittee shall keep this permit or a copy thereof at the work site of the permitted activity.
[Rule 62-4.160(12), F.A.C.]

TV30. Recordkeeping.
a. Upon request, the permittee shall furnish all records and plans required under Department rules. During

enforcement actions, the retention period for all records will be extended automatically unless otherwise
stipulated by the Department.

b. The permittee shall hold at the facility or other location designated by this permit records of all
monitoring information (including all calibration and maintenance records and all original strip chart
recordings for continuous monitoring instrumentation) required by the permit, copies of all reports
required by this permit, and records of all data used to complete the application for this permit. These
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materials shall be retained at least five (5) years from the date of the sample, measurement, report, or

application unless otherwise specified by Department rule.

Records of monitoring information shall include:

(1) The date, exact place, and time of sampling or measurements, and the operating conditions at the time
of sampling or measurement;

(2) The person responsible for performing the sampling or measurements;

(3) The dates analyses were performed;

(4) The person and company that performed the analyses;

(5) The analytical techniques or methods used;

(6) The results of such analyses.

[Rules 62-4.160(14) and 62-213.440(1)(b)2., F.A.C]

TV31l. Emissions Computation. Pursuant to Rule 62-210.370, F.A.C., the following required methodologies are
to be used by the owner or operator of a facility for computing actual emissions, baseline actual emissions,
and net emissions increase, as defined at Rule 62-210.200, F.A.C., and for computing emissions for purposes
of the reporting requirements of subsection 62-210.370(3) and paragraph 62-212.300(1)(e), F.A.C., or of any
permit condition that requires emissions be computed in accordance with Rule 62-210.370, F.A.C. Rule 62-
210.370, F.A.C., is not intended to establish methodologies for determining compliance with the emission
limitations of any air permit.

For any of the purposes specified above, the owner or operator of a facility shall compute emissions in
accordance with the requirements set forth in this subsection.

a.

Basic Approach. The owner or operator shall employ, on a pollutant-specific basis, the most accurate of
the approaches set forth below to compute the emissions of a pollutant from an emissions unit; provided,
however, that nothing in this rule shall be construed to require installation and operation of any
continuous emissions monitoring system (CEMS), continuous parameter monitoring system (CPMS), or
predictive emissions monitoring system (PEMS) not otherwise required by rule or permit, nor shall
anything in this rule be construed to require performance of any stack testing not otherwise required by
rule or permit.

(1) If the emissions unit is equipped with a CEMS meeting the requirements of paragraph 62-
210.370(2)(b), F.A.C., the owner or operator shall use such CEMS to compute the emissions of the
pollutant, unless the owner or operator demonstrates to the department that an alternative approach is
more accurate because the CEMS represents still-emerging technology.

(2) If a CEMS is not available or does not meet the requirements of paragraph 62-210.370(2)(b), F.A.C,
but emissions of the pollutant can be computed pursuant to the mass balance methodology of
paragraph 62-210.370(2)(c), F.A.C., the owner or operator shall use such methodology, unless the
owner or operator demonstrates to the department that an alternative approach is more accurate.

(3) If a CEMS is not available or does not meet the requirements of paragraph 62-210.370(2)(b), F.A.C.,
and emissions cannot be computed pursuant to the mass balance methodology, the owner or operator
shall use an emission factor meeting the requirements of paragraph 62-210.370(2)(d), F.A.C., unless
the owner or operator demonstrates to the department that an alternative approach is more accurate.

Continuous Emissions Monitoring System (CEMS).

(1) An owner or operator may use a CEMS to compute emissions of a pollutant for purposes of this rule
provided:

(a) The CEMS complies with the applicable certification and quality assurance requirements of 40
CFR Part 60, Appendices B and F, or, for an acid rain unit, the certification and quality assurance
requirements of 40 CFR Part 75, all adopted by reference at Rule 62-204.800, F.A.C.; or,

(b) The owner or operator demonstrates that the CEMS otherwise represents the most accurate means
of computing emissions for purposes of this rule.

(2) Stack gas volumetric flow rates used with the CEMS to compute emissions shall be obtained by the

most accurate of the following methods as demonstrated by the owner or operator:
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(a) A calibrated flowmeter that records data on a continuous basis, if available; or

(b) The average flow rate of all valid stack tests conducted during a five-year period encompassing
the period over which the emissions are being computed, provided all stack tests used shall
represent the same operational and physical configuration of the unit.

(3) The owner or operator may use CEMS data in combination with an appropriate f-factor, heat input
data, and any other necessary parameters to compute emissions if such method is demonstrated by the
owner or operator to be more accurate than using a stack gas volumetric flow rate as set forth at
subparagraph 62-210.370(2)(b)2., F.A.C., above.

c. Mass Balance Calculations.

(1) An owner or operator may use mass balance calculations to compute emissions of a pollutant for
purposes of this rule provided the owner or operator:

(a) Demonstrates a means of validating the content of the pollutant that is contained in or created by
all materials or fuels used in or at the emissions unit; and,

(b) Assumes that the emissions unit emits all of the pollutant that is contained in or created by any
material or fuel used in or at the emissions unit if it cannot otherwise be accounted for in the
process or in the capture and destruction of the pollutant by the unit’s air pollution control
equipment.

(2) Where the vendor of a raw material or fuel which is used in or at the emissions unit publishes a range
of pollutant content from such material or fuel, the owner or operator shall use the highest value of
the range to compute the emissions, unless the owner or operator demonstrates using site-specific data
that another content within the range is more accurate.

(3) In the case of an emissions unit using coatings or solvents, the owner or operator shall document,
through purchase receipts, records and sales receipts, the beginning and ending VOC inventories, the
amount of VOC purchased during the computational period, and the amount of VOC disposed of in
the liquid phase during such period.

d. Emission Factors.

(1) An owner or operator may use an emission factor to compute emissions of a pollutant for purposes of
this rule provided the emission factor is based on site-specific data such as stack test data, where
available, unless the owner or operator demonstrates to the department that an alternative emission
factor is more accurate. An owner or operator using site-specific data to derive an emission factor, or
set of factors, shall meet the following requirements.

(a) If stack test data are used, the emission factor shall be based on the average emissions per unit of
input, output, or gas volume, whichever is appropriate, of all valid stack tests conducted during at
least a five-year period encompassing the period over which the emissions are being computed,
provided all stack tests used shall represent the same operational and physical configuration of the
unit.

(b) Multiple emission factors shall be used as necessary to account for variations in emission rate
associated with variations in the emissions unit’s operating rate or operating conditions during the
period over which emissions are computed.

(c) The owner or operator shall compute emissions by multiplying the appropriate emission factor by
the appropriate input, output or gas volume value for the period over which the emissions are
computed. The owner or operator shall not compute emissions by converting an emission factor
to pounds per hour and then multiplying by hours of operation, unless the owner or operator
demonstrates that such computation is the most accurate method available.

(2) If site-specific data are not available to derive an emission factor, the owner or operator may use a
published emission factor directly applicable to the process for which emissions are computed. If no
directly-applicable emission factor is available, the owner or operator may use a factor based on a
similar, but different, process.
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e. Accounting for Emissions During Periods of Missing Data from CEMS, PEMS, or CPMS. In computing
the emissions of a pollutant, the owner or operator shall account for the emissions during periods of
missing data from CEMS, PEMS, or CPMS using other site-specific data to generate a reasonable
estimate of such emissions.

f.  Accounting for Emissions During Periods of Startup and Shutdown. In computing the emissions of a
pollutant, the owner or operator shall account for the emissions during periods of startup and shutdown of
the emissions unit.

g. Fugitive Emissions. In computing the emissions of a pollutant from a facility or emissions unit, the owner
or operator shall account for the fugitive emissions of the pollutant, to the extent quantifiable, associated
with such facility or emissions unit.

h. Recordkeeping. The owner or operator shall retain a copy of all records used to compute emissions
pursuant to this rule for a period of five years from the date on which such emissions information is
submitted to the department for any regulatory purpose.

[Rule 62-210.370(1) & (2), F.A.C.]

Responsible Official

TV32. Designation and Update. The permittee shall designate and update a responsible official as required by
Rule 62-213.202, F.A.C.

Prohibitions and Restrictions

TV33. Asbestos. This permit does not authorize any demolition or renovation of the facility or its parts or
components which involves asbestos removal. This permit does not constitute a waiver of any of the
requirements of Chapter 62-257, F.A.C., and 40 CFR 61, Subpart M, National Emission Standard for
Asbestos, adopted and incorporated by reference in Rule 62-204.800, F.A.C. Compliance with Chapter 62-
257, F.A.C., and 40 CFR 61, Subpart M, Section 61.145, is required for any asbestos demolition or renovation
at the source. [40 CFR 61; Rule 62-204.800, F.A.C.; and, Chapter 62-257, F.A.C.]

TV34. Refrigerant Requirements. Any facility having refrigeration equipment, including air conditioning
equipment, which uses a Class I or 11 substance (listed at 40 CFR 82, Subpart A, Appendices A and B), and
any facility which maintains, services, or repairs motor vehicles using a Class | or Class Il substance as
refrigerant must comply with all requirements of 40 CFR 82, Subparts B and F, and with Chapter 62-281,
F.A.C.

TV35. Open Burning Prohibited. Open burning is prohibited unless performed in accordance with the provisions
of Rule 62-296.320(3) or Chapter 62-256, F.A.

£ Back to Top
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860.750 Applicability, designation of affected facility, and delegation of authority.

(@) The provisions of this subpart apply to each municipal solid waste landfill that commenced construction, reconstruction
or modification on or after May 30, 1991. Physical or operational changes made to an existing MSW landfill solely to
comply with subpart Cc of this part are not considered construction, reconstruction, or modification for the purposes of
this section.

(b) The following authorities shall be retained by the Administrator and not transferred to the State: §60.754(a)(5).

(c) Activities required by or conducted pursuant to a CERCLA, RCRA, or State remedial action are not considered
construction, reconstruction, or modification for purposes of this subpart.

[61 FR 9919, Mar. 12, 1996, as amended at 63 FR 32750, June 16, 1998]

£ Back to Top
§60.751 Definitions.

As used in this subpart, all terms not defined herein shall have the meaning given them in the Act or in subpart A of this part.
Active collection system means a gas collection system that uses gas mover equipment.
Active landfill means a landfill in which solid waste is being placed or a landfill that is planned to accept waste in the future.

Closed landfill means a landfill in which solid waste is no longer being placed, and in which no additional solid wastes will
be placed without first filing a notification of modification as prescribed under 860.7(a)(4). Once a notification of
modification has been filed, and additional solid waste is placed in the landfill, the landfill is no longer closed.

Closure means that point in time when a landfill becomes a closed landfill.

Commercial solid waste means all types of solid waste generated by stores, offices, restaurants, warehouses, and other
nonmanufacturing activities, excluding residential and industrial wastes.

Controlled landfill means any landfill at which collection and control systems are required under this subpart as a result of
the nonmethane organic compounds emission rate. The landfill is considered controlled at the time a collection and
control system design plan is submitted in compliance with §60.752(b)(2)(i).

Design capacity means the maximum amount of solid waste a landfill can accept, as indicated in terms of volume or mass in
the most recent permit issued by the State, local, or Tribal agency responsible for regulating the landfill, plus any in-
place waste not accounted for in the most recent permit. If the owner or operator chooses to convert the design capacity
from volume to mass or from mass to volume to demonstrate its design capacity is less than 2.5 million megagrams or
2.5 million cubic meters, the calculation must include a site specific density, which must be recalculated annually.

Disposal facility means all contiguous land and structures, other appurtenances, and improvements on the land used for the
disposal of solid waste.

Emission rate cutoff means the threshold annual emission rate to which a landfill compares its estimated emission rate to
determine if control under the regulation is required.

Enclosed combustor means an enclosed firebox which maintains a relatively constant limited peak temperature generally
using a limited supply of combustion air. An enclosed flare is considered an enclosed combustor.
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Flare means an open combustor without enclosure or shroud.

Gas mover equipment means the equipment (i.e., fan, blower, compressor) used to transport landfill gas through the header
system.

Household waste means any solid waste (including garbage, trash, and sanitary waste in septic tanks) derived from
households (including, but not limited to, single and multiple residences, hotels and motels, bunkhouses, ranger stations,
crew gquarters, campgrounds, picnic grounds, and day-use recreation areas).

Industrial solid waste means solid waste generated by manufacturing or industrial processes that is not a hazardous waste
regulated under Subtitle C of the Resource Conservation and Recovery Act, parts 264 and 265 of this title. Such waste
may include, but is not limited to, waste resulting from the following manufacturing processes: electric power
generation; fertilizer/agricultural chemicals; food and related products/by-products; inorganic chemicals; iron and steel
manufacturing; leather and leather products; nonferrous metals manufacturing/foundries; organic chemicals; plastics and
resins manufacturing; pulp and paper industry; rubber and miscellaneous plastic products; stone, glass, clay, and concrete
products; textile manufacturing; transportation equipment; and water treatment. This term does not include mining waste
or oil and gas waste.

Interior well means any well or similar collection component located inside the perimeter of the landfill waste. A perimeter
well located outside the landfilled waste is not an interior well.

Landfill means an area of land or an excavation in which wastes are placed for permanent disposal, and that is not a land
application unit, surface impoundment, injection well, or waste pile as those terms are defined under §257.2 of this title.

Lateral expansion means a horizontal expansion of the waste boundaries of an existing MSW landfill. A lateral expansion is
not a modification unless it results in an increase in the design capacity of the landfill.

Modification means an increase in the permitted volume design capacity of the landfill by either horizontal or vertical
expansion based on its permitted design capacity as of May 30, 1991. Modification does not occur until the owner or
operator commences construction on the horizontal or vertical expansion.

Municipal solid waste landfill or MSW landfill means an entire disposal facility in a contiguous geographical space where
household waste is placed in or on land. An MSW landfill may also receive other types of RCRA Subtitle D wastes
(8257.2 of this title) such as commercial solid waste, nonhazardous sludge, conditionally exempt small quantity
generator waste, and industrial solid waste. Portions of an MSW landfill may be separated by access roads. An MSW
landfill may be publicly or privately owned. An MSW landfill may be a new MSW landfill, an existing MSW landfill, or
a lateral expansion.

Municipal solid waste landfill emissions or MSW landfill emissions means gas generated by the decomposition of organic
waste deposited in an MSW landfill or derived from the evolution of organic compounds in the waste.

NMOC means nonmethane organic compounds, as measured according to the provisions of §60.754.

Nondegradable waste means any waste that does not decompose through chemical breakdown or microbiological activity.
Examples are, but are not limited to, concrete, municipal waste combustor ash, and metals.

Passive collection system means a gas collection system that solely uses positive pressure within the landfill to move the gas
rather than using gas mover equipment.

Sludge means any solid, semisolid, or liquid waste generated from a municipal, commercial, or industrial wastewater
treatment plant, water supply treatment plant, or air pollution control facility, exclusive of the treated effluent from a
wastewater treatment plant.

Solid waste means any garbage, sludge from a wastewater treatment plant, water supply treatment plant, or air pollution
control facility and other discarded material, including solid, liquid, semisolid, or contained gaseous material resulting
from industrial, commercial, mining, and agricultural operations, and from community activities, but does not include
solid or dissolved material in domestic sewage, or solid or dissolved materials in irrigation return flows or industrial
discharges that are point sources subject to permits under 33 U.S.C. 1342, or source, special nuclear, or by-product
material as defined by the Atomic Energy Act of 1954, as amended (42 U.S.C 2011 et seq.).

Sufficient density means any number, spacing, and combination of collection system components, including vertical wells,
horizontal collectors, and surface collectors, necessary to maintain emission and migration control as determined by
measures of performance set forth in this part.

Sufficient extraction rate means a rate sufficient to maintain a negative pressure at all wellheads in the collection system
without causing air infiltration, including any wellheads connected to the system as a result of expansion or excess
surface emissions, for the life of the blower.

[61 FR 9919, Mar. 12, 1996, as amended at 63 FR 32750, June 16, 1998; 64 FR 9262, Feb. 24, 1999]
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860.752 Standards for air emissions from municipal solid waste landfills.

(@)

(b)

Each owner or operator of an MSW landfill having a design capacity less than 2.5 million megagrams by mass or 2.5
million cubic meters by volume shall submit an initial design capacity report to the Administrator as provided in
860.757(a). The landfill may calculate design capacity in either megagrams or cubic meters for comparison with the
exemption values. Any density conversions shall be documented and submitted with the report. Submittal of the initial
design capacity report shall fulfill the requirements of this subpart except as provided for in paragraphs (a)(1) and (a)(2)
of this section.

(1) The owner or operator shall submit to the Administrator an amended design capacity report, as provided for in
860.757(a)(3).

(2) When an increase in the maximum design capacity of a landfill exempted from the provisions of 860.752(b) through
860.759 of this subpart on the basis of the design capacity exemption in paragraph (a) of this section results in a
revised maximum design capacity equal to or greater than 2.5 million megagrams and 2.5 million cubic meters, the
owner or operator shall comply with the provision of paragraph (b) of this section.

Each owner or operator of an MSW landfill having a design capacity equal to or greater than 2.5 million megagrams and

2.5 million cubic meters, shall either comply with paragraph (b)(2) of this section or calculate an NMOC emission rate

for the landfill using the procedures specified in 860.754. The NMOC emission rate shall be recalculated annually,

except as provided in §60.757(b)(1)(ii) of this subpart. The owner or operator of an MSW landfill subject to this subpart

with a design capacity greater than or equal to 2.5 million megagrams and 2.5 million cubic meters is subject to part 70

or 71 permitting requirements.

(1) If the calculated NMOC emission rate is less than 50 megagrams per year, the owner or operator shall:

(i) Submit an annual emission report to the Administrator, except as provided for in §60.757(b)(1)(ii); and

(if) Recalculate the NMOC emission rate annually using the procedures specified in §60.754(a)(1) until such time
as the calculated NMOC emission rate is equal to or greater than 50 megagrams per year, or the landfill is
closed.

(A) If the NMOC emission rate, upon recalculation required in paragraph (b)(1)(ii) of this section, is equal to or
greater than 50 megagrams per year, the owner or operator shall install a collection and control system in
compliance with paragraph (b)(2) of this section.

(B) If the landfill is permanently closed, a closure notification shall be submitted to the Administrator as
provided for in §60.757(d).

(2) If the calculated NMOC emission rate is equal to or greater than 50 megagrams per year, the owner or operator
shall:

(i) Submit a collection and control system design plan prepared by a professional engineer to the Administrator
within 1 year:

(A) The collection and control system as described in the plan shall meet the design requirements of paragraph
(b)(2)(ii) of this section.

(B) The collection and control system design plan shall include any alternatives to the operational standards,
test methods, procedures, compliance measures, monitoring, recordkeeping or reporting provisions of
8860.753 through 60.758 proposed by the owner or operator.

(C) The collection and control system design plan shall either conform with specifications for active collection
systems in §60.759 or include a demonstration to the Administrator's satisfaction of the sufficiency of the
alternative provisions to §60.759.

(D) The Administrator shall review the information submitted under paragraphs (b)(2)(i) (A),(B) and (C) of this
section and either approve it, disapprove it, or request that additional information be submitted. Because of
the many site-specific factors involved with landfill gas system design, alternative systems may be
necessary. A wide variety of system designs are possible, such as vertical wells, combination horizontal
and vertical collection systems, or horizontal trenches only, leachate collection components, and passive
systems.

(if) Install a collection and control system that captures the gas generated within the landfill as required by
paragraphs (b)(2)(ii)(A) or (B) and (b)(2)(iii) of this section within 30 months after the first annual report in
which the emission rate equals or exceeds 50 megagrams per year, unless Tier 2 or Tier 3 sampling
demonstrates that the emission rate is less than 50 megagrams per year, as specified in §60.757(c)(1) or (2).

(A) An active collection system shall:

(1) Be designed to handle the maximum expected gas flow rate from the entire area of the landfill that
warrants control over the intended use period of the gas control or treatment system equipment;
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(2) Collect gas from each area, cell, or group of cells in the landfill in which the initial solid waste has
been placed for a period of:
(i) 5 years or more if active; or
(if) 2 years or more if closed or at final grade.

(3) Collect gas at a sufficient extraction rate;

(4) Be designed to minimize off-site migration of subsurface gas.

(B) A passive collection system shall:

(1) Comply with the provisions specified in paragraphs (b)(2)(ii)(A)(1), (2), and (2)(ii)(A)(4) of this
section.
(2) Beinstalled with liners on the bottom and all sides in all areas in which gas is to be collected. The
liners shall be installed as required under §258.40.
(iii) Route all the collected gas to a control system that complies with the requirements in either paragraph (b)(2)(iii)

(A), (B) or (C) of this section.

(A) An open flare designed and operated in accordance with §60.18 except as noted in 860.754(e);

(B) A control system designed and operated to reduce NMOC by 98 weight-percent, or, when an enclosed
combustion device is used for control, to either reduce NMOC by 98 weight percent or reduce the outlet
NMOC concentration to less than 20 parts per million by volume, dry basis as hexane at 3 percent oxygen.
The reduction efficiency or parts per million by volume shall be established by an initial performance test
to be completed no later than 180 days after the initial startup of the approved control system using the test
methods specified in §60.754(d).

(1) If aboiler or process heater is used as the control device, the landfill gas stream shall be introduced
into the flame zone.

(2) The control device shall be operated within the parameter ranges established during the initial or most
recent performance test. The operating parameters to be monitored are specified in 860.756;

(C) Route the collected gas to a treatment system that processes the collected gas for subsequent sale or use. All
emissions from any atmospheric vent from the gas treatment system shall be subject to the requirements of
paragraph (b)(2)(iii) (A) or (B) of this section.

(iv) Operate the collection and control device installed to comply with this subpart in accordance with the provisions

of §860.753, 60.755 and 60.756.

(v) The collection and control system may be capped or removed provided that all the conditions of paragraphs

(b)(2)(v) (A), (B), and (C) of this section are met:

(A) The landfill shall be a closed landfill as defined in §60.751 of this subpart. A closure report shall be
submitted to the Administrator as provided in §60.757(d);

(B) The collection and control system shall have been in operation a minimum of 15 years; and

(C) Following the procedures specified in §60.754(b) of this subpart, the calculated NMOC gas produced by
the landfill shall be less than 50 megagrams per year on three successive test dates. The test dates shall be
no less than 90 days apart, and no more than 180 days apart.

(c) For purposes of obtaining an operating permit under title V' of the Act, the owner or operator of a MSW landfill subject
to this subpart with a design capacity less than 2.5 million megagrams or 2.5 million cubic meters is not subject to the
requirement to obtain an operating permit for the landfill under part 70 or 71 of this chapter, unless the landfill is
otherwise subject to either part 70 or 71. For purposes of submitting a timely application for an operating permit under
part 70 or 71, the owner or operator of a MSW landfill subject to this subpart with a design capacity greater than or equal
to 2.5 million megagrams and 2.5 million cubic meters, and not otherwise subject to either part 70 or 71, becomes
subject to the requirements of §§70.5(a)(1)(i) or 71.5(a)(1)(i) of this chapter, regardless of when the design capacity
report is actually submitted, no later than:

(1) June 10, 1996 for MSW landfills that commenced construction, modification, or reconstruction on or after May 30,
1991 but before March 12, 1996;

(2) Ninety days after the date of commenced construction, modification, or reconstruction for MSW landfills that
commence construction, modification, or reconstruction on or after March 12, 1996.

(d) When a MSW landfill subject to this subpart is closed, the owner or operator is no longer subject to the requirement to
maintain an operating permit under part 70 or 71 of this chapter for the landfill if the landfill is not otherwise subject to
the requirements of either part 70 or 71 and if either of the following conditions are met:

(1) The landfill was never subject to the requirement for a control system under paragraph (b)(2) of this section; or
(2) The owner or operator meets the conditions for control system removal specified in paragraph (b)(2)(v) of this

section.
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[61 FR 9919, Mar. 12, 1996, as amended at 63 FR 32751, June 16, 1998; 65 FR 18908, Apr. 10, 2000; 71 FR 55127, Sept.
21, 2006]

£ Back to Top

860.753 Operational standards for collection and control systems.

Each owner or operator of an MSW landfill with a gas collection and control system used to comply with the provisions of

860.752(b)(2)(ii) of this subpart shall:

(@) Operate the collection system such that gas is collected from each area, cell, or group of cells in the MSW landfill in
which solid waste has been in place for:

(1) 5 years or more if active; or
(2) 2 years or more if closed or at final grade;

(b) Operate the collection system with negative pressure at each wellhead except under the following conditions:

(1) A fire or increased well temperature. The owner or operator shall record instances when positive pressure occurs in
efforts to avoid a fire. These records shall be submitted with the annual reports as provided in §60.757(f)(1);

(2) Use of a geomembrane or synthetic cover. The owner or operator shall develop acceptable pressure limits in the
design plan;

(3) A decommissioned well. A well may experience a static positive pressure after shut down to accommodate for
declining flows. All design changes shall be approved by the Administrator;

(c) Operate each interior wellhead in the collection system with a landfill gas temperature less than 55 °C and with either a
nitrogen level less than 20 percent or an oxygen level less than 5 percent. The owner or operator may establish a higher
operating temperature, nitrogen, or oxygen value at a particular well. A higher operating value demonstration shall show
supporting data that the elevated parameter does not cause fires or significantly inhibit anaerobic decomposition by
killing methanogens.

(1) The nitrogen level shall be determined using Method 3C, unless an alternative test method is established as allowed
by 860.752(b)(2)(i) of this subpart.
(2) Unless an alternative test method is established as allowed by §60.752(b)(2)(i) of this subpart, the oxygen shall be
determined by an oxygen meter using Method 3A or 3C except that:
(i) The span shall be set so that the regulatory limit is between 20 and 50 percent of the span;
(ii) A data recorder is not required;
(iii) Only two calibration gases are required, a zero and span, and ambient air may be used as the span;
(iv) A calibration error check is not required;
(v) The allowable sample bias, zero drift, and calibration drift are £10 percent.

(d) Operate the collection system so that the methane concentration is less than 500 parts per million above background at
the surface of the landfill. To determine if this level is exceeded, the owner or operator shall conduct surface testing
around the perimeter of the collection area and along a pattern that traverses the landfill at 30 meter intervals and where
visual observations indicate elevated concentrations of landfill gas, such as distressed vegetation and cracks or seeps in
the cover. The owner or operator may establish an alternative traversing pattern that ensures equivalent coverage. A
surface monitoring design plan shall be developed that includes a topographical map with the monitoring route and the
rationale for any site-specific deviations from the 30 meter intervals. Areas with steep slopes or other dangerous areas
may be excluded from the surface testing.

(e) Operate the system such that all collected gases are vented to a control system designed and operated in compliance with
860.752(b)(2)(iii). In the event the collection or control system is inoperable, the gas mover system shall be shut down
and all valves in the collection and control system contributing to venting of the gas to the atmosphere shall be closed
within 1 hour; and

(f) Operate the control or treatment system at all times when the collected gas is routed to the system.

(9) If monitoring demonstrates that the operational requirements in paragraphs (b), (c), or (d) of this section are not met,
corrective action shall be taken as specified in §60.755(a)(3) through (5) or 860.755(c) of this subpart. If corrective
actions are taken as specified in 860.755, the monitored exceedance is not a violation of the operational requirements in
this section.

[61 FR 9919, Mar. 12, 1996, as amended at 63 FR 32751, June 16, 1998; 65 FR 61778, Oct. 17, 2000]
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860.754 Test methods and procedures.

(@ (1) The landfill owner or operator shall calculate the NMOC emission rate using either the equation provided in
paragraph (a)(1)(i) of this section or the equation provided in paragraph (a)(1)(ii) of this section. Both equations may
be used if the actual year-to-year solid waste acceptance rate is known, as specified in paragraph (a)(1)(i), for part of
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the life of the landfill and the actual year-to-year solid waste acceptance rate is unknown, as specified in paragraph
(@)(1)(ii), for part of the life of the landfill. The values to be used in both equations are 0.05 per year for k, 170 cubic
meters per megagram for Lo, and 4,000 parts per million by volume as hexane for the Cymoc. For landfills located in
geographical areas with a thirty year annual average precipitation of less than 25 inches, as measured at the nearest
representative official meteorologic site, the k value to be used is 0.02 per year.

(i) The following equation shall be used if the actual year-to-year solid waste acceptance rate is known.

Moo = Z 2 kLM, (27%)( Ciggc )( 3.6 %107
ml
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where,

Mnmoc = Total NMOC emission rate from the landfill, megagrams per year

k=methane generation rate constant, year '

L, = methane generation potential, cubic meters per megagram solid waste

M; = mass of solid waste in the i"" section, megagrams

t; = age of the i" section, years

Cnmoc = concentration of NMOC, parts per million by volume as hexane

3.6 x 10"’ = conversion factor
The mass of nondegradable solid waste may be subtracted from the total mass of solid waste in a particular
section of the landfill when calculating the value for M; if documentation of the nature and amount of such
wastes is maintained

(if) The following equation shall be used if the actual year-to-year solid waste acceptance rate is unknown.
Mnmoc = 2L, R (eikc*eikt) Cnmoc (3.6 x 107

Where:

Mnmoc = mass emission rate of NMOC, megagrams per year

L, = methane generation potential, cubic meters per megagram solid waste

R=average annual acceptance rate, megagrams per year

k=methane generation rate constant, year '

t = age of landfill, years

Cnmoc = concentration of NMOC, parts per million by volume as hexane

c=time since closure, years; for active landfill c=0 and e *1

3.6x10—9=conversion factor
The mass of nondegradable solid waste may be subtracted from the total mass of solid waste in a particular
section of the landfill when calculating the value of R, if documentation of the nature and amount of such
wastes is maintained.

(2) Tier 1. The owner or operator shall compare the calculated NMOC mass emission rate to the standard of 50
megagrams per year.

(i) If the NMOC emission rate calculated in paragraph (a)(1) of this section is less than 50 megagrams per year,
then the landfill owner shall submit an emission rate report as provided in 860.757(b)(1), and shall recalculate
the NMOC mass emission rate annually as required under 860.752(b)(1).

(ii) If the calculated NMOC emission rate is equal to or greater than 50 megagrams per year, then the landfill owner
shall either comply with §60.752(0)(2), or determine a site-specific NMOC concentration and recalculate the
NMOC emission rate using the procedures provided in paragraph (a)(3) of this section.

(3) Tier 2. The landfill owner or operator shall determine the NMOC concentration using the following sampling
procedure. The landfill owner or operator shall install at least two sample probes per hectare of landfill surface that
has retained waste for at least 2 years. If the landfill is larger than 25 hectares in area, only 50 samples are required.
The sample probes should be located to avoid known areas of nondegradable solid waste. The owner or operator
shall collect and analyze one sample of landfill gas from each probe to determine the NMOC concentration using
Method 25 or 25C of appendix A of this part. Method 18 of appendix A of this part may be used to analyze the
samples collected by the Method 25 or 25C sampling procedure. Taking composite samples from different probes
into a single cylinder is allowed; however, equal sample volumes must be taken from each probe. For each
composite, the sampling rate, collection times, beginning and ending cylinder vacuums, or alternative volume
measurements must be recorded to verify that composite volumes are equal. Composite sample volumes should not
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be less than one liter unless evidence can be provided to substantiate the accuracy of smaller volumes. Terminate

compositing before the cylinder approaches ambient pressure where measurement accuracy diminishes. If using

Method 18, the owner or operator must identify all compounds in the sample and, as a minimum, test for those

compounds published in the most recent Compilation of Air Pollutant Emission Factors (AP-42), minus carbon

monoxide, hydrogen sulfide, and mercury. As a minimum, the instrument must be calibrated for each of the
compounds on the list. Convert the concentration of each Method 18 compound to Cywoc as hexane by multiplying
by the ratio of its carbon atoms divided by six. If more than the required number of samples are taken, all samples

must be used in the analysis. The landfill owner or operator must divide the NMOC concentration from Method 25

or 25C of appendix A of this part by six to convert from Cywoc as carbon to Cymoc as hexane. If the landfill has an

active or passive gas removal system in place, Method 25 or 25C samples may be collected from these systems
instead of surface probes provided the removal system can be shown to provide sampling as representative as the
two sampling probe per hectare requirement. For active collection systems, samples may be collected from the
common header pipe before the gas moving or condensate removal equipment. For these systems, a minimum of
three samples must be collected from the header pipe.

(i) The landfill owner or operator shall recalculate the NMOC mass emission rate using the equations provided in
paragraph (a)(1)(i) or (a)(1)(ii) of this section and using the average NMOC concentration from the collected
samples instead of the default value in the equation provided in paragraph (a)(1) of this section.

(i) If the resulting mass emission rate calculated using the site-specific NMOC concentration is equal to or greater
than 50 megagrams per year, then the landfill owner or operator shall either comply with §60.752(b)(2), or
determine the site-specific methane generation rate constant and recalculate the NMOC emission rate using the
site-specific methane generation rate using the procedure specified in paragraph (a)(4) of this section.

(iii) If the resulting NMOC mass emission rate is less than 50 megagrams per year, the owner or operator shall
submit a periodic estimate of the emission rate report as provided in 860.757(b)(1) and retest the site-specific
NMOC concentration every 5 years using the methods specified in this section.

Tier 3. The site-specific methane generation rate constant shall be determined using the procedures provided in

Method 2E of appendix A of this part. The landfill owner or operator shall estimate the NMOC mass emission rate

using equations in paragraph (a)(1)(i) or (a)(1)(ii) of this section and using a site-specific methane generation rate

constant k, and the site-specific NMOC concentration as determined in paragraph (a)(3) of this section instead of the
default values provided in paragraph (a)(1) of this section. The landfill owner or operator shall compare the resulting

NMOC mass emission rate to the standard of 50 megagrams per year.

(i) 1fthe NMOC mass emission rate as calculated using the site-specific methane generation rate and concentration
of NMOC is equal to or greater than 50 megagrams per year, the owner or operator shall comply with
860.752(b)(2).

(if) 1f the NMOC mass emission rate is less than 50 megagrams per year, then the owner or operator shall submit a
periodic emission rate report as provided in §60.757(b)(1) and shall recalculate the NMOC mass emission rate
annually, as provided in 860.757(b)(1) using the equations in paragraph (a)(1) of this section and using the site-
specific methane generation rate constant and NMOC concentration obtained in paragraph (a)(3) of this section.
The calculation of the methane generation rate constant is performed only once, and the value obtained from
this test shall be used in all subsequent annual NMOC emission rate calculations.

The owner or operator may use other methods to determine the NMOC concentration or a site-specific k as an

alternative to the methods required in paragraphs (a)(3) and (a)(4) of this section if the method has been approved by

the Administrator.

After the installation of a collection and control system in compliance with §60.755, the owner or operator shall calculate
the NMOC emission rate for purposes of determining when the system can be removed as provided in §60.752(b)(2)(v),
using the following equation:

Muwmoc = 1.89 x 10°° Qvrre Camoc

where,

1)

()

Mnmoc = mass emission rate of NMOC, megagrams per year

Qvrc = flow rate of landfill gas, cubic meters per minute

Cnmoc = NMOC concentration, parts per million by volume as hexane

The flow rate of landfill gas, Q,r¢, shall be determined by measuring the total landfill gas flow rate at the common
header pipe that leads to the control device using a gas flow measuring device calibrated according to the provisions
of section 4 of Method 2E of appendix A of this part.

The average NMOC concentration, Cymoc, Shall be determined by collecting and analyzing landfill gas sampled
from the common header pipe before the gas moving or condensate removal equipment using the procedures in
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Method 25C or Method 18 of appendix A of this part. If using Method 18 of appendix A of this part, the minimum
list of compounds to be tested shall be those published in the most recent Compilation of Air Pollutant Emission
Factors (AP-42). The sample location on the common header pipe shall be before any condensate removal or other
gas refining units. The landfill owner or operator shall divide the NMOC concentration from Method 25C of
appendix A of this part by six to convert from Cymoc as carbon to Cymoc as hexane.
(3) The owner or operator may use another method to determine landfill gas flow rate and NMOC concentration if the
method has been approved by the Administrator.
When calculating emissions for PSD purposes, the owner or operator of each MSW landfill subject to the provisions of
this subpart shall estimate the NMOC emission rate for comparison to the PSD major source and significance levels in
8851.166 or 52.21 of this chapter using AP-42 or other approved measurement procedures.
For the performance test required in §60.752(b)(2)(iii)(B), Method 25, 25C, or Method 18 of appendix A of this part
must be used to determine compliance with the 98 weight-percent efficiency or the 20 ppmv outlet concentration level,
unless another method to demonstrate compliance has been approved by the Administrator as provided by
860.752(b)(2)(i)(B). Method 3 or 3A shall be used to determine oxygen for correcting the NMOC concentration as
hexane to 3 percent. In cases where the outlet concentration is less than 50 ppm NMOC as carbon (8 ppm NMOC as
hexane), Method 25A should be used in place of Method 25. If using Method 18 of appendix A of this part, the
minimum list of compounds to be tested shall be those published in the most recent Compilation of Air Pollutant
Emission Factors (AP-42). The following equation shall be used to calculate efficiency:

Control Efficiency = (NMOC;, — NMOC,,)/(NMOC;,)

where,
NMOC;, = mass of NMOC entering control device
NMOC,,; = mass of NMOC exiting control device

For the performance test required in 860.752(b)(2)(iii)(A), the net heating value of the combusted landfill gas as
determined in §60.18(f)(3) is calculated from the concentration of methane in the landfill gas as measured by Method
3C. A minimum of three 30-minute Method 3C samples are determined. The measurement of other organic components,
hydrogen, and carbon monoxide is not applicable. Method 3C may be used to determine the landfill gas molecular
weight for calculating the flare gas exit velocity under §60.18(f)(4).

[61 FR 9919, Mar. 12, 1996, as amended at 63 FR 32751, June 16, 1998; 65 FR 18908, Apr. 10, 2000; 65 FR 61778, Oct. 17,
2000; 71 FR 55127, Sept. 21, 2006]
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§60.755 Compliance provisions.

(@)

Except as provided in 860.752(b)(2)(i)(B), the specified methods in paragraphs (a)(1) through (a)(6) of this section shall

be used to determine whether the gas collection system is in compliance with §60.752(b)(2)(ii).

(1) For the purposes of calculating the maximum expected gas generation flow rate from the landfill to determine
compliance with §60.752(0)(2)(ii)(A)(1), one of the following equations shall be used. The k and L, kinetic factors
should be those published in the most recent Compilation of Air Pollutant Emission Factors (AP-42) or other site
specific values demonstrated to be appropriate and approved by the Administrator. If k has been determined as
specified in §60.754(a)(4), the value of k determined from the test shall be used. A value of no more than 15 years
shall be used for the intended use period of the gas mover equipment. The active life of the landfill is the age of the
landfill plus the estimated number of years until closure.

(i) For sites with unknown year-to-year solid waste acceptance rate:

Qn=2L,R(e™—e™

where,

Qm = maximum expected gas generation flow rate, cubic meters per year

L, = methane generation potential, cubic meters per megagram solid waste

R = average annual acceptance rate, megagrams per year

k = methane generation rate constant, year '

t = age of the landfill at equipment installation plus the time the owner or operator intends to use the gas
mover equipment or active life of the landfill, whichever is less. If the equipment is installed
after closure, t is the age of the landfill at installation, years

¢ = time since closure, years (for an active landfill c = O and e ** = 1)

(if) For sites with known year-to-year solid waste acceptance rate:

Hernando County Utilities Department Permit No. 0530379-003-AV
Northwest Solid Waste and Recycling Facility Title V Air Operation Permit Renewal

Page 40 CFR 60, WWW - 8 of 16


http://www.ecfr.gov/cgi-bin/text-idx?SID=e2e2577beaf6e5542a94c59b83b431f8&node=40:7.0.1.1.1.90&rgn=div6

APPENDIX 40 CFR 60, SUBPART WWW

(b)

(©)

STANDARDS OF PERFORMANCE FOR MUNICIPAL SOLID WASTE LANDFILLS
O =2 2k L, M,[e ")
i=l
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where,

Qwm = maximum expected gas generation flow rate, cubic meters per year

k=methane generation rate constant, year '

L, = methane generation potential, cubic meters per megagram solid waste

M; = mass of solid waste in the i"" section, megagrams

t; = age of the i"" section, years

(iii) If a collection and control system has been installed, actual flow data may be used to project the maximum

expected gas generation flow rate instead of, or in conjunction with, the equations in paragraphs (a)(1) (i) and
(i) of this section. If the landfill is still accepting waste, the actual measured flow data will not equal the
maximum expected gas generation rate, so calculations using the equations in paragraphs (a)(1) (i) or (ii) or
other methods shall be used to predict the maximum expected gas generation rate over the intended period of
use of the gas control system equipment.

(2) For the purposes of determining sufficient density of gas collectors for compliance with 860.752(b)(2)(ii)(A)(2), the
owner or operator shall design a system of vertical wells, horizontal collectors, or other collection devices,
satisfactory to the Administrator, capable of controlling and extracting gas from all portions of the landfill sufficient
to meet all operational and performance standards.

(3) For the purpose of demonstrating whether the gas collection system flow rate is sufficient to determine compliance
with §60.752(b)(2)(ii)(A)(3), the owner or operator shall measure gauge pressure in the gas collection header at each
individual well, monthly. If a positive pressure exists, action shall be initiated to correct the exceedance within 5
calendar days, except for the three conditions allowed under §60.753(b). If negative pressure cannot be achieved
without excess air infiltration within 15 calendar days of the first measurement, the gas collection system shall be
expanded to correct the exceedance within 120 days of the initial measurement of positive pressure. Any attempted
corrective measure shall not cause exceedances of other operational or performance standards. An alternative
timeline for correcting the exceedance may be submitted to the Administrator for approval.

(4) Owners or operators are not required to expand the system as required in paragraph (2)(3) of this section during the
first 180 days after gas collection system startup.

(5) For the purpose of identifying whether excess air infiltration into the landfill is occurring, the owner or operator
shall monitor each well monthly for temperature and nitrogen or oxygen as provided in §60.753(c). If a well exceeds
one of these operating parameters, action shall be initiated to correct the exceedance within 5 calendar days. If
correction of the exceedance cannot be achieved within 15 calendar days of the first measurement, the gas collection
system shall be expanded to correct the exceedance within 120 days of the initial exceedance. Any attempted
corrective measure shall not cause exceedances of other operational or performance standards. An alternative
timeline for correcting the exceedance may be submitted to the Administrator for approval.

(6) An owner or operator seeking to demonstrate compliance with §60.752(b)(2)(ii)(A)(4) through the use of a
collection system not conforming to the specifications provided in §60.759 shall provide information satisfactory to
the Administrator as specified in 860.752(b)(2)(i)(C) demonstrating that off-site migration is being controlled.

For purposes of compliance with §60.753(a), each owner or operator of a controlled landfill shall place each well or

design component as specified in the approved design plan as provided in 860.752(b)(2)(i). Each well shall be installed

no later than 60 days after the date on which the initial solid waste has been in place for a period of:

(1) 5 years or more if active; or

(2) 2 years or more if closed or at final grade.

The following procedures shall be used for compliance with the surface methane operational standard as provided in

860.753(d).

(1) After installation of the collection system, the owner or operator shall monitor surface concentrations of methane
along the entire perimeter of the collection area and along a pattern that traverses the landfill at 30 meter intervals
(or a site-specific established spacing) for each collection area on a quarterly basis using an organic vapor analyzer,
flame ionization detector, or other portable monitor meeting the specifications provided in paragraph (d) of this
section.

(2) The background concentration shall be determined by moving the probe inlet upwind and downwind outside the
boundary of the landfill at a distance of at least 30 meters from the perimeter wells.
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(3) Surface emission monitoring shall be performed in accordance with section 4.3.1 of Method 21 of appendix A of
this part, except that the probe inlet shall be placed within 5 to 10 centimeters of the ground. Monitoring shall be
performed during typical meteorological conditions.

(4) Any reading of 500 parts per million or more above background at any location shall be recorded as a monitored
exceedance and the actions specified in paragraphs (c)(4) (i) through (v) of this section shall be taken. As long as the
specified actions are taken, the exceedance is not a violation of the operational requirements of §60.753(d).

(i) The location of each monitored exceedance shall be marked and the location recorded.

(if) Cover maintenance or adjustments to the vacuum of the adjacent wells to increase the gas collection in the
vicinity of each exceedance shall be made and the location shall be re-monitored within 10 calendar days of
detecting the exceedance.

(iii) If the re-monitoring of the location shows a second exceedance, additional corrective action shall be taken and
the location shall be monitored again within 10 days of the second exceedance. If the re-monitoring shows a
third exceedance for the same location, the action specified in paragraph (c)(4)(v) of this section shall be taken,
and no further monitoring of that location is required until the action specified in paragraph (c)(4)(v) has been
taken.

(iv) Any location that initially showed an exceedance but has a methane concentration less than 500 ppm methane
above background at the 10-day re-monitoring specified in paragraph (c)(4) (ii) or (iii) of this section shall be
re-monitored 1 month from the initial exceedance. If the 1-month remonitoring shows a concentration less than
500 parts per million above background, no further monitoring of that location is required until the next
quarterly monitoring period. If the 1-month remonitoring shows an exceedance, the actions specified in
paragraph (c)(4) (iii) or (v) shall be taken.

(v) For any location where monitored methane concentration equals or exceeds 500 parts per million above
background three times within a quarterly period, a new well or other collection device shall be installed within
120 calendar days of the initial exceedance. An alternative remedy to the exceedance, such as upgrading the
blower, header pipes or control device, and a corresponding timeline for installation may be submitted to the
Administrator for approval.

(5) The owner or operator shall implement a program to monitor for cover integrity and implement cover repairs as
necessary on a monthly basis.

Each owner or operator seeking to comply with the provisions in paragraph (c) of this section shall comply with the

following instrumentation specifications and procedures for surface emission monitoring devices:

(1) The portable analyzer shall meet the instrument specifications provided in section 3 of Method 21 of appendix A of
this part, except that “methane” shall replace all references to VOC.

(2) The calibration gas shall be methane, diluted to a nominal concentration of 500 parts per million in air.

(3) To meet the performance evaluation requirements in section 3.1.3 of Method 21 of appendix A of this part, the
instrument evaluation procedures of section 4.4 of Method 21 of appendix A of this part shall be used.

(4) The calibration procedures provided in section 4.2 of Method 21 of appendix A of this part shall be followed
immediately before commencing a surface monitoring survey.

The provisions of this subpart apply at all times, except during periods of start-up, shutdown, or malfunction, provided

that the duration of start-up, shutdown, or malfunction shall not exceed 5 days for collection systems and shall not

exceed 1 hour for treatment or control devices.

[61 FR 9919, Mar. 12, 1996, as amended at 63 FR 32752, June 16, 1998]
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§60.756 Monitoring of operations.
Except as provided in §60.752(b)(2)(i)(B),
(a) Each owner or operator seeking to comply with §60.752(b)(2)(ii)(A) for an active gas collection system shall install a

(b)

sampling port and a thermometer, other temperature measuring device, or an access port for temperature measurements

at each wellhead and:

(1) Measure the gauge pressure in the gas collection header on a monthly basis as provided in §60.755(a)(3); and

(2) Monitor nitrogen or oxygen concentration in the landfill gas on a monthly basis as provided in 860.755(a)(5); and

(3) Monitor temperature of the landfill gas on a monthly basis as provided in §60.755(a)(5).

Each owner or operator seeking to comply with §60.752(b)(2)(iii) using an enclosed combustor shall calibrate, maintain,

and operate according to the manufacturer's specifications, the following equipment.

(1) A temperature monitoring device equipped with a continuous recorder and having a minimum accuracy of +1
percent of the temperature being measured expressed in degrees Celsius or £0.5 degrees Celsius, whichever is
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greater. A temperature monitoring device is not required for boilers or process heaters with design heat input
capacity equal to or greater than 44 megawatts.
(2) A device that records flow to or bypass of the control device. The owner or operator shall either:
(i) Install, calibrate, and maintain a gas flow rate measuring device that shall record the flow to the control device
at least every 15 minutes; or
(if) Secure the bypass line valve in the closed position with a car-seal or a lock-and-key type configuration. A visual
inspection of the seal or closure mechanism shall be performed at least once every month to ensure that the
valve is maintained in the closed position and that the gas flow is not diverted through the bypass line.
Each owner or operator seeking to comply with §60.752(b)(2)(iii) using an open flare shall install, calibrate, maintain,
and operate according to the manufacturer's specifications the following equipment:
(1) A heat sensing device, such as an ultraviolet beam sensor or thermocouple, at the pilot light or the flame itself to
indicate the continuous presence of a flame.
(2) A device that records flow to or bypass of the flare. The owner or operator shall either:
(i) Install, calibrate, and maintain a gas flow rate measuring device that shall record the flow to the control device
at least every 15 minutes; or
(if) Secure the bypass line valve in the closed position with a car-seal or a lock-and-key type configuration. A visual
inspection of the seal or closure mechanism shall be performed at least once every month to ensure that the
valve is maintained in the closed position and that the gas flow is not diverted through the bypass line.
Each owner or operator seeking to demonstrate compliance with §60.752(b)(2)(iii) using a device other than an open
flare or an enclosed combustor shall provide information satisfactory to the Administrator as provided in
860.752(b)(2)(i)(B) describing the operation of the control device, the operating parameters that would indicate proper
performance, and appropriate monitoring procedures. The Administrator shall review the information and either approve
it, or request that additional information be submitted. The Administrator may specify additional appropriate monitoring
procedures.
Each owner or operator seeking to install a collection system that does not meet the specifications in 860.759 or seeking
to monitor alternative parameters to those required by §60.753 through §60.756 shall provide information satisfactory to
the Administrator as provided in 860.752(b)(2)(i) (B) and (C) describing the design and operation of the collection
system, the operating parameters that would indicate proper performance, and appropriate monitoring procedures. The
Administrator may specify additional appropriate monitoring procedures.
Each owner or operator seeking to demonstrate compliance with §60.755(c), shall monitor surface concentrations of
methane according to the instrument specifications and procedures provided in §60.755(d). Any closed landfill that has
no monitored exceedances of the operational standard in three consecutive quarterly monitoring periods may skip to
annual monitoring. Any methane reading of 500 ppm or more above background detected during the annual monitoring
returns the frequency for that landfill to quarterly monitoring.

[61 FR 9919, Mar. 12, 1996, as amended at 63 FR 32752, June 16, 1998; 65 FR 18909, Apr. 10, 2000]
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860.757 Reporting requirements.
Except as provided in 860.752(b)(2)(i)(B),

(@)

Each owner or operator subject to the requirements of this subpart shall submit an initial design capacity report to the

Administrator.

(1) The initial design capacity report shall fulfill the requirements of the notification of the date construction is
commenced as required by 860.7(a)(1) and shall be submitted no later than:

(i) June 10, 1996, for landfills that commenced construction, modification, or reconstruction on or after May 30,
1991 but before March 12, 1996 or

(if) Ninety days after the date of commenced construction, modification, or reconstruction for landfills that
commence construction, modification, or reconstruction on or after March 12, 1996.

(2) The initial design capacity report shall contain the following information:

(i) A map or plot of the landfill, providing the size and location of the landfill, and identifying all areas where solid
waste may be landfilled according to the permit issued by the State, local, or tribal agency responsible for
regulating the landfill.

(if) The maximum design capacity of the landfill. Where the maximum design capacity is specified in the permit
issued by the State, local, or tribal agency responsible for regulating the landfill, a copy of the permit specifying
the maximum design capacity may be submitted as part of the report. If the maximum design capacity of the
landfill is not specified in the permit, the maximum design capacity shall be calculated using good engineering
practices. The calculations shall be provided, along with the relevant parameters as part of the report. The State,
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Tribal, local agency or Administrator may request other reasonable information as may be necessary to verify
the maximum design capacity of the landfill.

(3) Anamended design capacity report shall be submitted to the Administrator providing notification of an increase in
the design capacity of the landfill, within 90 days of an increase in the maximum design capacity of the landfill to or
above 2.5 million megagrams and 2.5 million cubic meters. This increase in design capacity may result from an
increase in the permitted volume of the landfill or an increase in the density as documented in the annual
recalculation required in 860.758(f).

Each owner or operator subject to the requirements of this subpart shall submit an NMOC emission rate report to the

Administrator initially and annually thereafter, except as provided for in paragraphs (b)(2)(ii) or (b)(3) of this section.

The Administrator may request such additional information as may be necessary to verify the reported NMOC emission

rate.

(1) The NMOC emission rate report shall contain an annual or 5-year estimate of the NMOC emission rate calculated
using the formula and procedures provided in §60.754(a) or (b), as applicable.

(i) The initial NMOC emission rate report may be combined with the initial design capacity report required in
paragraph (a) of this section and shall be submitted no later than indicated in paragraphs (b)(1)(i) (A) and (B) of
this section. Subsequent NMOC emission rate reports shall be submitted annually thereafter, except as provided
for in paragraphs (b)(1)(ii) and (b)(3) of this section.

(A) June 10, 1996, for landfills that commenced construction, modification, or reconstruction on or after May
30, 1991, but before March 12, 1996, or

(B) Ninety days after the date of commenced construction, modification, or reconstruction for landfills that
commence construction, modification, or reconstruction on or after March 12, 1996.

(ii) If the estimated NMOC emission rate as reported in the annual report to the Administrator is less than 50
megagrams per year in each of the next 5 consecutive years, the owner or operator may elect to submit an
estimate of the NMOC emission rate for the next 5-year period in lieu of the annual report. This estimate shall
include the current amount of solid waste-in-place and the estimated waste acceptance rate for each year of the
5 years for which an NMOC emission rate is estimated. All data and calculations upon which this estimate is
based shall be provided to the Administrator. This estimate shall be revised at least once every 5 years. If the
actual waste acceptance rate exceeds the estimated waste acceptance rate in any year reported in the 5-year
estimate, a revised 5-year estimate shall be submitted to the Administrator. The revised estimate shall cover the
5-year period beginning with the year in which the actual waste acceptance rate exceeded the estimated waste
acceptance rate.

(2) The NMOC emission rate report shall include all the data, calculations, sample reports and measurements used to
estimate the annual or 5-year emissions.

(3) Each owner or operator subject to the requirements of this subpart is exempted from the requirements of paragraphs
(b)(1) and (2) of this section, after the installation of a collection and control system in compliance with
860.752(b)(2), during such time as the collection and control system is in operation and in compliance with
§860.753 and 60.755.

Each owner or operator subject to the provisions of §60.752(b)(2)(i) shall submit a collection and control system design

plan to the Administrator within 1 year of the first report required under paragraph (b) of this section in which the

emission rate equals or exceeds 50 megagrams per year, except as follows:

(1) If the owner or operator elects to recalculate the NMOC emission rate after Tier 2 NMOC sampling and analysis as
provided in 860.754(a)(3) and the resulting rate is less than 50 megagrams per year, annual periodic reporting shall
be resumed, using the Tier 2 determined site-specific NMOC concentration, until the calculated emission rate is
equal to or greater than 50 megagrams per year or the landfill is closed. The revised NMOC emission rate report,
with the recalculated emission rate based on NMOC sampling and analysis, shall be submitted within 180 days of
the first calculated exceedance of 50 megagrams per year.

(2) If the owner or operator elects to recalculate the NMOC emission rate after determining a site-specific methane
generation rate constant (k), as provided in Tier 3 in §60.754(a)(4), and the resulting NMOC emission rate is less
than 50 Mg/yr, annual periodic reporting shall be resumed. The resulting site-specific methane generation rate
constant (k) shall be used in the emission rate calculation until such time as the emissions rate calculation results in
an exceedance. The revised NMOC emission rate report based on the provisions of §60.754(a)(4) and the resulting
site-specific methane generation rate constant (k) shall be submitted to the Administrator within 1 year of the first
calculated emission rate exceeding 50 megagrams per year.

Each owner or operator of a controlled landfill shall submit a closure report to the Administrator within 30 days of waste

acceptance cessation. The Administrator may request additional information as may be necessary to verify that

permanent closure has taken place in accordance with the requirements of 40 CFR 258.60. If a closure report has been
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submitted to the Administrator, no additional wastes may be placed into the landfill without filing a notification of

modification as described under §60.7(a)(4).

Each owner or operator of a controlled landfill shall submit an equipment removal report to the Administrator 30 days

prior to removal or cessation of operation of the control equipment.

(1) The equipment removal report shall contain all of the following items:

(i) A copy of the closure report submitted in accordance with paragraph (d) of this section;

(if) A copy of the initial performance test report demonstrating that the 15 year minimum control period has
expired; and

(iii) Dated copies of three successive NMOC emission rate reports demonstrating that the landfill is no longer
producing 50 megagrams or greater of NMOC per year.

(2) The Administrator may request such additional information as may be necessary to verify that all of the conditions
for removal in §60.752(b)(2)(v) have been met.

Each owner or operator of a landfill seeking to comply with §60.752(b)(2) using an active collection system designed in

accordance with 860.752(b)(2)(ii) shall submit to the Administrator annual reports of the recorded information in (f)(1)

through (f)(6) of this paragraph. The initial annual report shall be submitted within 180 days of installation and start-up

of the collection and control system, and shall include the initial performance test report required under 860.8. For

enclosed combustion devices and flares, reportable exceedances are defined under 860.758(c).

(1) Value and length of time for exceedance of applicable parameters monitored under §60.756(a), (b), (c), and (d).

(2) Description and duration of all periods when the gas stream is diverted from the control device through a bypass line
or the indication of bypass flow as specified under 860.756.

(3) Description and duration of all periods when the control device was not operating for a period exceeding 1 hour and
length of time the control device was not operating.

(4) All periods when the collection system was not operating in excess of 5 days.

(5) The location of each exceedance of the 500 parts per million methane concentration as provided in 860.753(d) and
the concentration recorded at each location for which an exceedance was recorded in the previous month.

(6) The date of installation and the location of each well or collection system expansion added pursuant to paragraphs
(@)(3), (b), and (c)(4) of §60.755.

Each owner or operator seeking to comply with §60.752(b)(2)(iii) shall include the following information with the initial

performance test report required under §60.8:

(1) A diagram of the collection system showing collection system positioning including all wells, horizontal collectors,
surface collectors, or other gas extraction devices, including the locations of any areas excluded from collection and
the proposed sites for the future collection system expansion;

(2) The data upon which the sufficient density of wells, horizontal collectors, surface collectors, or other gas extraction
devices and the gas mover equipment sizing are based;

(3) The documentation of the presence of asbestos or nondegradable material for each area from which collection wells
have been excluded based on the presence of asbestos or nondegradable material;

(4) The sum of the gas generation flow rates for all areas from which collection wells have been excluded based on
nonproductivity and the calculations of gas generation flow rate for each excluded area; and

(5) The provisions for increasing gas mover equipment capacity with increased gas generation flow rate, if the present
gas mover equipment is inadequate to move the maximum flow rate expected over the life of the landfill; and

(6) The provisions for the control of off-site migration.

[61 FR 9919, Mar. 12, 1996, as amended at 63 FR 32752, June 16, 1998; 65 FR 18909, Apr. 10, 2000]
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860.758 Recordkeeping requirements.

(@)

(b)

Except as provided in §60.752(b)(2)(i)(B), each owner or operator of an MSW landfill subject to the provisions of
860.752(b) shall keep for at least 5 years up-to-date, readily accessible, on-site records of the design capacity report
which triggered §60.752(b), the current amount of solid waste in-place, and the year-by-year waste acceptance rate. Off-
site records may be maintained if they are retrievable within 4 hours. Either paper copy or electronic formats are
acceptable.

Except as provided in 860.752(0)(2)(i)(B), each owner or operator of a controlled landfill shall keep up-to-date, readily
accessible records for the life of the control equipment of the data listed in paragraphs (b)(1) through (b)(4) of this
section as measured during the initial performance test or compliance determination. Records of subsequent tests or
monitoring shall be maintained for a minimum of 5 years. Records of the control device vendor specifications shall be
maintained until removal.
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(1) Where an owner or operator subject to the provisions of this subpart seeks to demonstrate compliance with
860.752(b)(2)(ii):

(i) The maximum expected gas generation flow rate as calculated in 860.755(a)(1). The owner or operator may use
another method to determine the maximum gas generation flow rate, if the method has been approved by the
Administrator.

(if) The density of wells, horizontal collectors, surface collectors, or other gas extraction devices determined using
the procedures specified in §60.759(a)(1).

(2) Where an owner or operator subject to the provisions of this subpart seeks to demonstrate compliance with
860.752(b)(2)(iii) through use of an enclosed combustion device other than a boiler or process heater with a design
heat input capacity equal to or greater than 44 megawatts:

(i) The average combustion temperature measured at least every 15 minutes and averaged over the same time
period of the performance test.

(if) The percent reduction of NMOC determined as specified in §60.752(b)(2)(iii)(B) achieved by the control
device.

(3) Where an owner or operator subject to the provisions of this subpart seeks to demonstrate compliance with
860.752(b)(2)(iii)(B)(1) through use of a boiler or process heater of any size: a description of the location at which
the collected gas vent stream is introduced into the boiler or process heater over the same time period of the
performance testing.

(4) Where an owner or operator subject to the provisions of this subpart seeks to demonstrate compliance with
860.752(b)(2)(iii)(A) through use of an open flare, the flare type (i.e., steam-assisted, air-assisted, or nonassisted),
all visible emission readings, heat content determination, flow rate or bypass flow rate measurements, and exit
velocity determinations made during the performance test as specified in §60.18; continuous records of the flare
pilot flame or flare flame monitoring and records of all periods of operations during which the pilot flame of the
flare flame is absent.

Except as provided in 860.752(b)(2)(i)(B), each owner or operator of a controlled landfill subject to the provisions of this

subpart shall keep for 5 years up-to-date, readily accessible continuous records of the equipment operating parameters

specified to be monitored in 860.756 as well as up-to-date, readily accessible records for periods of operation during
which the parameter boundaries established during the most recent performance test are exceeded.

(1) The following constitute exceedances that shall be recorded and reported under 860.757(f):

(i) Forenclosed combustors except for boilers and process heaters with design heat input capacity of 44 megawatts
(150 million British thermal unit per hour) or greater, all 3-hour periods of operation during which the average
combustion temperature was more than 28 oC below the average combustion temperature during the most
recent performance test at which compliance with 860.752(b)(2)(iii) was determined.

(if) For boilers or process heaters, whenever there is a change in the location at which the vent stream is introduced
into the flame zone as required under paragraph (b)(3) of this section.

(2) Each owner or operator subject to the provisions of this subpart shall keep up-to-date, readily accessible continuous
records of the indication of flow to the control device or the indication of bypass flow or records of monthly
inspections of car-seals or lock-and-key configurations used to seal bypass lines, specified under §60.756.

(3) Each owner or operator subject to the provisions of this subpart who uses a boiler or process heater with a design
heat input capacity of 44 megawatts or greater to comply with §60.752(b)(2)(iii) shall keep an up-to-date, readily
accessible record of all periods of operation of the boiler or process heater. (Examples of such records could include
records of steam use, fuel use, or monitoring data collected pursuant to other State, local, Tribal, or Federal
regulatory requirements.)

(4) Each owner or operator seeking to comply with the provisions of this subpart by use of an open flare shall keep up-
to-date, readily accessible continuous records of the flame or flare pilot flame monitoring specified under
860.756(c), and up-to-date, readily accessible records of all periods of operation in which the flame or flare pilot
flame is absent.

Except as provided in 860.752(0)(2)(i)(B), each owner or operator subject to the provisions of this subpart shall keep for

the life of the collection system an up-to-date, readily accessible plot map showing each existing and planned collector in

the system and providing a unique identification location label for each collector.

(1) Each owner or operator subject to the provisions of this subpart shall keep up-to-date, readily accessible records of
the installation date and location of all newly installed collectors as specified under §60.755(b).

(2) Each owner or operator subject to the provisions of this subpart shall keep readily accessible documentation of the
nature, date of deposition, amount, and location of asbestos-containing or nondegradable waste excluded from
collection as provided in §60.759(a)(3)(i) as well as any nonproductive areas excluded from collection as provided
in 860.759(a)(3)(ii).
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(e) Except as provided in §60.752(b)(2)(i)(B), each owner or operator subject to the provisions of this subpart shall keep for

(f)

at least 5 years up-to-date, readily accessible records of all collection and control system exceedances of the operational
standards in §60.753, the reading in the subsequent month whether or not the second reading is an exceedance, and the
location of each exceedance.

Landfill owners or operators who convert design capacity from volume to mass or mass to volume to demonstrate that
landfill design capacity is less than 2.5 million megagrams or 2.5 million cubic meters, as provided in the definition of
“design capacity”, shall keep readily accessible, on-site records of the annual recalculation of site-specific density,
design capacity, and the supporting documentation. Off-site records may be maintained if they are retrievable within 4
hours. Either paper copy or electronic formats are acceptable.

[61 FR 9919, Mar. 12, 1996, as amended at 63 FR 32752, June 16, 1998; 65 FR 18909, Apr. 10, 2000]
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860.759 Specifications for active collection systems.
(a) Each owner or operator seeking to comply with 860.752(b)(2)(i) shall site active collection wells, horizontal collectors,

surface collectors, or other extraction devices at a sufficient density throughout all gas producing areas using the

following procedures unless alternative procedures have been approved by the Administrator as provided in

860.752(b)(2)(i)(C) and (D):

(1) The collection devices within the interior and along the perimeter areas shall be certified to achieve comprehensive
control of surface gas emissions by a professional engineer. The following issues shall be addressed in the design:
depths of refuse, refuse gas generation rates and flow characteristics, cover properties, gas system expandibility,
leachate and condensate management, accessibility, compatibility with filling operations, integration with closure
end use, air intrusion control, corrosion resistance, fill settlement, and resistance to the refuse decomposition heat.

(2) The sufficient density of gas collection devices determined in paragraph (a)(1) of this section shall address landfill
gas migration issues and augmentation of the collection system through the use of active or passive systems at the
landfill perimeter or exterior.

(3) The placement of gas collection devices determined in paragraph (a)(1) of this section shall control all gas producing

areas, except as provided by paragraphs (a)(3)(i) and (a)(3)(ii) of this section.
(i) Any segregated area of asbestos or nondegradable material may be excluded from collection if documented as

provided under §60.758(d). The documentation shall provide the nature, date of deposition, location and amount

of ashestos or nondegradable material deposited in the area, and shall be provided to the Administrator upon
request.

(if) Any nonproductive area of the landfill may be excluded from control, provided that the total of all excluded
areas can be shown to contribute less than 1 percent of the total amount of NMOC emissions from the landfill.
The amount, location, and age of the material shall be documented and provided to the Administrator upon
request. A separate NMOC emissions estimate shall be made for each section proposed for exclusion, and the
sum of all such sections shall be compared to the NMOC emissions estimate for the entire landfill. Emissions
from each section shall be computed using the following equation:

Qi =2k Lo M; (e i) (Cnmoc) (3.6 x 107°)

where,

Qi = NMOC emission rate from the i" section, megagrams per year

k = methane generation rate constant, year '

L, = methane generation potential, cubic meters per megagram solid waste

M; = mass of the degradable solid waste in the i" section, megagram

t; = age of the solid waste in the i" section, years

Cnmoc = concentration of nonmethane organic compounds, parts per million by volume

3.6x10? = conversion factor

(iii) The values for k and Cymoc determined in field testing shall be used if field testing has been performed in

determining the NMOC emission rate or the radii of influence (this distance from the well center to a point in
the landfill where the pressure gradient applied by the blower or compressor approaches zero). If field testing
has not been performed, the default values for k, Lo and Cymoc provided in 860.754(a)(1) or the alternative
values from §60.754(a)(5) shall be used. The mass of nondegradable solid waste contained within the given
section may be subtracted from the total mass of the section when estimating emissions provided the nature,

location, age, and amount of the nondegradable material is documented as provided in paragraph (a)(3)(i) of this

section.

Hernando County Utilities Department
Northwest Solid Waste and Recycling Facility

Page 40 CFR 60, WWW - 15 of 16

Permit No. 0530379-003-AV
Title V Air Operation Permit Renewal


http://www.ecfr.gov/cgi-bin/text-idx?SID=e2e2577beaf6e5542a94c59b83b431f8&node=40:7.0.1.1.1.90&rgn=div6

APPENDIX 40 CFR 60, SUBPART WWW

STANDARDS OF PERFORMANCE FOR MUNICIPAL SOLID WASTE LANDFILLS

(b) Each owner or operator seeking to comply with 860.752(b)(2)(i)(A) shall construct the gas collection devices using the
following equipment or procedures:

(1)

(@)

)

The landfill gas extraction components shall be constructed of polyvinyl chloride (PVC), high density polyethylene
(HDPE) pipe, fiberglass, stainless steel, or other nonporous corrosion resistant material of suitable dimensions to:
convey projected amounts of gases; withstand installation, static, and settlement forces; and withstand planned
overburden or traffic loads. The collection system shall extend as necessary to comply with emission and migration
standards. Collection devices such as wells and horizontal collectors shall be perforated to allow gas entry without
head loss sufficient to impair performance across the intended extent of control. Perforations shall be situated with
regard to the need to prevent excessive air infiltration.

Vertical wells shall be placed so as not to endanger underlying liners and shall address the occurrence of water
within the landfill. Holes and trenches constructed for piped wells and horizontal collectors shall be of sufficient
cross-section so as to allow for their proper construction and completion including, for example, centering of pipes
and placement of gravel backfill. Collection devices shall be designed so as not to allow indirect short circuiting of
air into the cover or refuse into the collection system or gas into the air. Any gravel used around pipe perforations
should be of a dimension so as not to penetrate or block perforations.

Collection devices may be connected to the collection header pipes below or above the landfill surface. The
connector assembly shall include a positive closing throttle valve, any necessary seals and couplings, access
couplings and at least one sampling port. The collection devices shall be constructed of PVC, HDPE, fiberglass,
stainless steel, or other nonporous material of suitable thickness.

(c) Each owner or operator seeking to comply with §60.752(b)(2)(i)(A) shall convey the landfill gas to a control system in
compliance with §60.752(b)(2)(iii) through the collection header pipe(s). The gas mover equipment shall be sized to
handle the maximum gas generation flow rate expected over the intended use period of the gas moving equipment using
the following procedures:

1)
(2)

For existing collection systems, the flow data shall be used to project the maximum flow rate. If no flow data exists,
the procedures in paragraph (c)(2) of this section shall be used.
For new collection systems, the maximum flow rate shall be in accordance with 860.755(a)(1).

[61 FR 9919, Mar. 12, 1996, as amended at 63 FR 32753, June 16, 1998; 64 FR 9262, Feb. 24, 1999; 65 FR 18909, Apr. 10,
2000]
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http://www.ecfr.gov/cgi-bin/text-idx?SID=c702706c53eee4a132b8b3e34253d364&node=40:14.0.1.1.1.1&rgn=div6
http://www.ecfr.gov/cgi-bin/text-idx?SID=e2e2577beaf6e5542a94c59b83b431f8&node=40:7.0.1.1.1.90&rgn=div6

ATTACHMENTS

(INCLUDED FOR CONVENIENCE)

The following attachments are included for convenient reference:

Figure 1, Summary Report-Gaseous and Opacity Excess Emission and

Monitoring System Performance (40 CFR 60, July, 1996).
Table H, Permit History.
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FIGURE 1

SUMMARY REPORT - GASEOUS AND OPACITY EXCESS EMISSION AND MONITORING
SYSTEM PERFORMANCE

[Note: This form is referenced in 40 CFR 60.7, Subpart A-General Provisions]
Pollutant (Circle One): SO, NOx TRS H,S Cco Opacity

Reporting period dates: From to

Company:

Emission Limitation:

Address:

Monitor Manufacturer:

Model No.:

Date of Latest CMS Certification or Audit:

Process Unit(s) Description:

Total source operating time in reporting period *:

Emission data summary * CMS performance summary *
1. Duration of excess emissions in reporting period due | 1. CMS downtime in reporting period due to:
to:

a. Startup/shutdown ...........ccooeeeieiees e, R a. Monitor equipment malfunctions .................... .

b. Control equipment problems ..............c.......... S b. Non-Monitor equipment malfunctions ............. -

C. Process problems ..o, A c. Quality assurance calibration ............cccccevnnee. -

d. Other KNOWN CaUSES .......ooerveereerie e . € d. Other KNOWN CAUSES ........cocevrveeririerieierieieneees -

€. UnKnown Causes ........ccevveeeeveciee v eereerieeennenn. - €. UNKNOWN CAUSES .......eovereeieiirieieieicscsie s -
2. Total duration of excess emissions .................. p 2. Total CMS DOWNLIME ....cccovvveiriieiisie e L
3. Total duration of excess emissions x (100) / [Total | 3. [Total CMS Downtime] x (100) / [Total source operating
source operating time] ............ccocoocoovvvrcvierrnence.. 067 | HINE] e %>

For opacity, record all times in minutes. For gases, record all times in hours.

For the reporting period: If the total duration of excess emissions is 1 percent or greater of the total operating time or
the total CMS downtime is 5 percent or greater of the total operating time, both the summary report form and the
excess emission report described in 40 CFR 60.7(c) shall be submitted.

Note: On a separate page, describe any changes since the last in CMS, process or controls.

I certify that the information contained in this report is true, accurate, and complete.

Name:

Signature: Date:

Title:
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FIGURE 1

SUMMARY REPORT - GASEOUS AND OPACITY EXCESS EMISSION AND MONITORING
SYSTEM PERFORMANCE
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FIGURE 4

WASTE SHIPMENT RECORD

1. Work site name and mailing address Owner's name Owner's
telephone no.
2. Operator’'s name and address Operator's
telephone no.
3. Waste disposal site (WDS) name, wDS
mailing address, and physical site phone no.
location

4. Name, and address of responsible agency

Generator
(8,

Description of materials 6. Containers |[7. Totgl qugntity
No. Type m3 (yd3)

8. Special handling instructions and additionai information

9. OPERATOR'S CERTIFICATION: I hereby declare that the contents of this
consignment are fully and accurately described above by proper shipping
name and are classified, packed, marked, and labeled, and are in all
respects in proper condition for transport by highway according to
applicable international and government requlations.

Printed/typed name & title STgnature Month Day Vear
10. Transporter 1 {Acknowledgment of receipt of materials)
Printed/typed name & title Signature Month Day Year
}
% Address and telephone no.
Q
2‘11. Transporter 2 {Acknowiedgment of receipt of materials)
-]
= Printed/typed name & title ~Signature Month Day VYear
Address and telephone no.
3112. Discrepancy indication space
v
~ (13, Waste disposal site
2 owner or operator: Certification of recefpt of asbestos materials
=4 covered by this manifest except as noted in {tem 12.
o Printed/typed name & title Signature Month Day VYear
o
(Continued)
Figure 4. Waste Shipment Record
Hernando County Utilities Department Permit No. 0530379-003-AV
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FIGURE 4

WASTE SHIPMENT RECORD

Waste Generator Section (Items 1-9)

INSTRUCTIONS

1.

NOTE:

Enter the name of the facility at which asbestos waste is generated and
the address where the facility is located. In the appropriate spaces,

also enter the name of the owner of the facility and the owner's phone

number,

If a demolition or renovation, enter the name and address of the company
and authorized agent responsible for performing the asbestos removal,
In the appropriate spaces, also enter the phone number of the operator,

Enter the name, address, and physical site location of the waste

disposal site {WDS) that will be receiving the asbestos materials. In
the appropriate spaces, also enter the phone number of the WDS. Enter
“on-site” 1f the waste will be disposed of on the generator's property.

Provide the name and address of the local, State, or EPA Regional office
responsible for administering the asbestos NESHAP program,

Indicate the types of asbestos waste materfals generated. 1f from a
demolition or renovation, indicate the amount of asbestos that is

- Friable asbestos material
- Nonfriable asbestos materfal

Enter the number of containers used to transport the asbestos materials
listed in item 5. Also enter one of the following container codes used
in transporting each type of asbestos material (specify any other type
of container used if not listed below):

DM - Metal drums, barrels
OP - Plastic drums, barrels
BA - 6 mil plastic bags or wrapping

Enter the quantities of each type of asbestos material removed in units
of cubic meters (cubic yards).

Use this space to indicate spectal transportation, treatment, storage
or disposal or Bill of Lading information. If an alternate waste
disposal site is designated, note it here. Emergency response
telephone numbers or similar information may be included here.

The authorized agent of the waste generator must read and then sign
and date this certification. The date is the datel of receipt by
transporter,

The waste generator must retain a copy of this form,

{(continued)

Figure 4. Waste Shipment Record
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FIGURE 4

WASTE SHIPMENT RECORD

NOTE:

12.

13.

NOTE:
also

Transporter Section (Items 10 & 11)
10. & 11. Enter name, address, and telephone number of each transporter

Disposal Site Section (Items 12 & 13)

used, if applicable. Print or type the full name and title of
person accepting responsibiiity and acknowledging receipt of
materials as listed on this waste shipment record for transport.
Enter date of receipt and signature,

The transporter must retain a copy of this form,

The authorized representative of the WOS must note in this space any
giscrepancy between waste described on this manifest and waste actually
received as well as any improperly enclosed or contained waste. Any
rejected materials should be 1isted and destination of those materials
provided. A site that converts asbestos-containing waste material to
nonasbestos material {s considered a WOS.

The signature (by hand) of the authorized WDS agent indicates
acceptance and agreement with statements on this manifest except as
ng}ed in item 12. The date is the date of signature and receipt of
shipment.

The WOS must retain a completed copy of this form. The WDS must
send a completed copy to the operator listed in {tem 2,

Figure 4. Waste Shipment Record
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TABLEH
PERMIT HISTORY

This permit history summarizes primarily projects issued after project number 016-AV. For previously issued projects, also refer to the Appendix H-1’s
referenced in Permit Nos. 1050233-001-AV and 1050233-016-AV posted on the web site.

E.U. ID No. | Description Permit No. Effective Date | Expiration Date | Project Type
006 (001) Timberline Energy permit to construct LFG engine | 0530376-001-AC 11/04/2008 12/31/2009 New Construction
006 (001) Expiration date extension 0530376-002-AC 02/27/2009 12/31/2011 Extension
007 (002) Addition of non-NSPS flare 0530376-003-AC 07/15/2009 12/30/2010 New Construction
001 - 003 Initial Title VV Permit for Landfill 0530379-001-AV 05/24/2010 05/24/2015 Initial Title V
Title V revision to incorporate LFG engine and
006 & 007 | flare permitted under 0530376-001-AC through 0530379-002-AV 11/07/2010 05/24/2015 Title V Revision
0530376-003-AC
001, 004, .
006, 008 Title V Renewal 0530379-003-AV mm/dd/yyyy mm/dd/yyyy Renewal
£ Back to Top
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