Appendix NESHAP 40 CFR 63 Subpart ZZZZ Applicable Requirements

RECIPROCATING INTERNAL COMBUSTION ENGINE (RICE) INVENTORY and NESHAP 40 CFR 63 SUBPART Z2ZZ APPLICABLE REQUIREMENTS FOR MAJOR SOURCES OF HAPS
(Chris*Craft, Facility ID: 0810077)

Thternal Combustion Engine (RICE) Information

40 CFR 63 Subpart 7777 Applicable (st all applicable )
Enaine indicate it Reportina (om 63.6650. &
Date of I Emergency | Emission Standards (fom  Operation / Maintenance Standards  Performance Testing (from
Ownedor  Engine Model Construction/  Power or orLimited || 63.6600, 63.6602, 63.6604, ~(from 63.6600, 63.6602, 63.6604, 63.6640 63.6612, 63.6615,Table 3 &
Rented? Number (bhp) _Fuel S Use* & Tables 2b & 2¢) &Table 2¢) Table 4) Monitoring (from 63.6625) (from 63.6655)
Emergency Fire Prior to June 12,
e Owned | Not Available | Not Available | 2006; Existing | 192 | diesel | CI [ Emergency
RICE Replace oil and oil fiter and inspect all

hoses and belts every 500 hours, air fiter

every 1,000 hours, or annually (whichever
comes first). Minimize the engine's time

spent at idle and minimize the engine's Install non-resettable hour
startup time at startup to a period needed meter. [40 CFR 63.6625(7)] | Work or Management practices by operating and maintaining the stationary RICE according to the
for appropriate and safe loading of the Proper Safelly operation and instructions: or develop and follow
NIA engine, not to exceed 30 minutes. [40 NIA and appropriately minimize | your own maintenance plan which must provide to the extent practicable for the maintenance and Per 63.6640(b)(e)

CFR 63 Subpart 2ZZZ Table 2c] Operate idle & startup time; not to operation of the engine in a manner consistent with good air pollution control practice for

for the purpose of maintenance checks and exceed 30 min. [40 CFR minimizing emissions. [40 CFR 63 Subpart ZZZZ Table 6, item 9]

readiness testing no more than 100 hours 63.6625(h)]

per year. Operate up to 50 hours per year

in non-emergency situations (these hours

counted towards the 100 hours per year).

[40 CFR 63.6640(1)]

NOTES: CI = Comression lanition: S = Soark lanition

Compliance Date for all existing Cl engines at area sources is 05/03/10

Startup or Malfunction Requirements for all existing CI engines: Minimize idle & startup time to <30 min.

* See 40 CFR 63.6675 for definitions of Emergency Stationary RICE, and Limited Use Stationary RICE (operates < 100hourslyear)
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