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The purpose of this permit is to renew the Title V air operation permit for the above referenced facility. The
existing P. L. Bartow Plant is located in Pinellas County at 1601 Weedon Island Drive, St. Petersburg. UTM
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SECTION I. FACILITY INFORMATION.

Subsection A. Facility Description.

Duke Energy Florida (DEF) operates the P.L. Bartow Plant, which is an existing power plant (SIC No. 4911).
The plant is located at Weedon Island approximately 83 km south of the PSD Class | Chassahowitzka Wilderness
Area. The placard page above indicates the exact geographical coordinates.
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Bartow Power Plant in the DEF System and Location of Weedon Island and Power Plant

This power plant currently consists of:

e Four Model SGT6-501F combined cycle combustion turbine-electrical generators (CCCT). This combined
cycle unit system (*“4-on-1"), designated as Unit 4, has a nominal generation capacity of 1,280 megawatts

(MW);

o Four natural gas fired fuel heaters; two diesel fuel storage tanks; and a diesel fueled emergency fire pump.
These emission units are part of the ancillary equipment for Unit 4; and

o Four simple cycle units designated as Gas Combustion Turbine Peaking Units Nos. P-1, P-2, P-3 and P-4 each

of which has a nominal capacity of 56 MW.

Subsection B. Summary of Emissions Units.

E.U.ID Emission Unit Description

Regulated Emissions Units
005 56 MW Gas Turbine Peaking Unit #P-1
006 56 MW Gas Turbine Peaking Unit #P-2
007 56 MW Gas Turbine Peaking Unit #P-3
008 56 MW Gas Turbine Peaking Unit #P-4
038 Unit 4A — One 215 MW (I1SO) Combustion Turbine with Duct-fired Heat Recovery Steam Generator
039 Unit 4B — One 215 MW (ISO) Combustion Turbine with Duct-fired Heat Recovery Steam Generator
040 Unit 4C — One 215 MW (ISO) Combustion Turbine with Duct-fired Heat Recovery Steam Generator
041 Unit 4D — One 215 MW (ISO) Combustion Turbine with Duct-fired Heat Recovery Steam Generator
044 Four Nominal 3 MMBtu/hr Gas-fired Process Heaters

Duke Energy Florida, Inc.
P.L. Bartow Plant

Permit No. 1030011-020-AV
Title V Air Operation Permit Renewal
Page 3 of 41



SECTION I. FACILITY INFORMATION.

E.U.ID Emission Unit Description

046 One Nominal 300 horsepower Diesel-fueled Emergency Fire Pump

Insignificant Emissions Units and Activities

Insignificant Emissions Units and Activities (See Appendix I-1.)

Miscellaneous unregulated/insignificant emissions units and/or activities including fuel storage tanks and gas
tanks that can be located at various DEF power plants.

Subsection C. Applicable Requlations.

Based on the Title VV Air Operation permit renewal application received May 19, 2014, this facility is a major
source of hazardous air pollutants (HAP). This facility is classified as a PSD major facility. A summary of
applicable regulations is shown in the following table.

Regulation EU No(s).

State Rule Citations

Rule 62-4, Florida Administrative Code (F.A.C.) (Permitting Requirements)

Rule 62-204, F.A.C. (Ambient Air Quality Requirements, PSD Increments,
and Federal Regulations Adopted by Reference)

; 5 - - - 005, 006, 007, 008, 038, 039,
Rule 62-210, F.A.C. (Permits Required, Public Notice, Reports, Stack Height 040, 041, 044, 046

Policy, Circumvention, Excess Emissions, and Forms)
Rule 62-213, F.A.C. (Title VV Air Operation Permits for Major Sources of Air

Pollution)

Rule 62-212, F.A.C. (Preconstruction Review, PSD Review and Best 038, 039, 040, 041, 044, 046
Available Control Technology (BACT))

Rule 62-214, F.A.C. (Requirements For Sources Subject To The Federal Acid 038, 039, 040, 041

Rain Program)

Rule 62-297, F.A.C. (Test Methods and Procedures, Continuous Monitoring 005, 006, 007, 008, 038, 039,

Specifications, and Alternate Sampling Procedures) 040, 041, 044, 046

Federal Rule Citations

40 CFR 60, Subpart A, NSPS General Provisions 038, 039, 040, 041, 046

40 CFR 60, NSPS Subpart KKKK 038, 039, 040, 041

40 CFR 60, NSPS Subpart 1111 046

40 CFR 63, Subpart A, NESHAP General Provisions 038, 039, 040, 041, 044, 046

40 CFR 63, Subpart DDDDD 044

40 CFR 63, Subpart YYYY 038, 039, 040, 041

40 CFR 63, Subpart zzz7 046

40 CFR 75 Acid Rain Monitoring Provisions 038, 039, 040, 041

40 CFR 96: Clean Air Interstate Rule 005, 006, 007, 008, 038, 039,

040, 041

Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title V Air Operation Permit Renewal

Page 4 of 41



SECTION II. FACILITY-WIDE CONDITIONS

The following conditions apply facility-wide to all emission units and activities:

FW1. Appendices. The permittee shall comply with all documents identified in Section VI, Appendices, listed
in the Table of Contents. Each document is an enforceable part of this permit unless otherwise indicated.
[Rule 62-213.440, F.A.C.]

Emissions and Controls

FW2. Not federally Enforceable. Objectionable Odor Prohibited. No person shall cause, suffer, allow or
permit the discharge of air pollutants, which cause or contribute to an objectionable odor. An *“objectionable
odor” means any odor present in the outdoor atmosphere which by itself or in combination with other odors,
is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the
comfortable use and enjoyment of life or property, or which creates a nuisance. [Rule 62-296.320(2) and 62-
210.200(Definitions), F.A.C.]

FW3. General Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions. No person
shall store, pump, handle, process, load, unload or use in any process or installation, volatile organic
compounds or organic solvents without applying known and existing vapor emission control devices or
systems deemed necessary and ordered by the Department. [Rule 62-296.320(1), F.A.C.]

{Permitting Note: Nothing is deemed necessary and ordered at this time.}

FW4. General Visible Emissions. No person shall cause, let, permit, suffer or allow to be discharged into the
atmosphere the emissions of air pollutants from any activity equal to or greater than 20% opacity. EPA
Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C. This regulation does not impose a
specific testing requirement. [Rule 62-296.320(4)(b), F.A.C.]

FWS5. Unconfined Particulate Matter. No person shall cause, let, permit, suffer or allow the emissions of
unconfined particulate matter from any activity, including vehicular movement; transportation of materials;
construction; alteration; demolition or wrecking; or industrially related activities such as loading, unloading,
storing or handling; without taking reasonable precautions to prevent such emissions. Reasonable precautions
to prevent emissions of unconfined particulate matter at this facility include:

a. Maintenance of paved areas;

b. Regular mowing of grass and care of vegetation; and

c. Limiting access to plant property by unnecessary vehicles.

[Rule 62-296.320(4)(c)2., F.A.C. and provided by applicant in Title V air operation permit renewal
application received May 19, 2014.]

Annual Reports and Fees

See Appendix RR, Facility-wide Reporting Requirements for additional details.

FW6. Electronic Annual Operating Report and Title VV Annual Emissions Fees. The information required by the
Annual Operating Report for Air Pollutant Emitting Facility [Including Title VV Source Emissions Fee
Calculation] (DEP Form No. 62-210.900(5)) shall be submitted by April 1 of each year, for the previous
calendar year, to the Department of Environmental Protection’s Division of Air Resource Management. Each
Title V source shall submit the annual operating report using the DEP’s Electronic Annual Operating Report
(EAOR) software, unless the Title V source claims a technical or financial hardship by submitting DEP Form
No. 62-210.900(5) to the DEP Division of Air Resource Management instead of using the reporting software.
Emissions shall be computed in accordance with the provisions of subsection 62-210.370(2), F.A.C. Each
Title V source must pay between January 15 and April 1 of each year an annual emissions fee in an amount
determined as set forth in subsection 62-213.205(1), F.A.C. The annual fee shall only apply to those
regulated pollutants, except carbon monoxide and greenhouse gases, for which an allowable numeric
emission-limiting standard is specified in the source’s most recent construction permit or operation permit.
Upon completing the required EAOR entries, the EAOR Title V Fee Invoice can be printed by the source

Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title V Air Operation Permit Renewal
Page 5 of 41



SECTION II. FACILITY-WIDE CONDITIONS

showing which of the reported emissions are subject to the fee and the total Title V Annual Emissions Fee
that is due. The submission of the annual Title V emissions fee payment is also due (postmarked) by April 1%
of each year. A copy of the system-generated EAOR Title VV Annual Emissions Fee Invoice and the indicated
total fee shall be submitted to: Major Air Pollution Source Annual Emissions Fee, P.O. Box 3070,
Tallahassee, Florida 32315-3070. Additional information is available by accessing the Title V Annual
Emissions Fee On-line Information Center at the following Internet web site:
http://www.dep.state.fl.us/air/emission/tvfee.ntm. [Rules 62-210.370(3), 62-210.900 & 62-213.205, F.A.C.;
and, 8403.0872(11), Florida Statutes (2013)]

{Permitting Note: Resources to help you complete your AOR are available on the electronic AOR (EAOR)
website at: http://www.dep.state.fl.us/air/emission/eaor. If you have questions or need assistance after
reviewing the information posted on the EAOR website, please contact the Department by phone at (850)
717-9000 or email at eaor@dep.state.fl.us.}

{Permitting Note: The Title V Annual Emissions Fee form (DEP Form No. 62-213.900(1)) has been
repealed. A separate Annual Emissions Fee form is no longer required to be submitted by March 1st each
year.}

FW7. Annual Statement of Compliance. The permittee shall submit an annual statement of compliance to the
compliance authority at the address shown on the cover of this permit within 60 days after the end of each
calendar year during which the Title V permit was effective. [Rules 62-213.440(3)(a)2. & 3. and (b), F.A.C]

{Permitting Note: As specified in Specific Condition RR7 of Appendix RR, the applicant shall use DEP Form
No. 62-213.900 (2) to comply with these requirements.}

FWB8. Prevention of Accidental Releases (Section 112(r) of CAA). If, and when, the facility becomes subject to

112(r), the permittee shall:

a. Submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention
Office (CEPPO) RMP Reporting Center. Any Risk Management Plans, original submittals, revisions or
updates to submittals, should be sent electronically through EPA’s Central Data Exchange system at the
following address: https://cdx.epa.gov. Information on electronically submitting risk management plans
using the Central Data Exchange system is available at:
http://www.epa.gov/osweroel/content/rmp/index.htm. The RMP Reporting Center can be contacted at:
RMP Reporting Center, Post Office Box 10162, Fairfax, VA 22038, Telephone: (703) 227-7650.

b. Submit to the permitting authority Title V certification forms or a compliance schedule in accordance
with Rule 62-213.440(2), F.A.C.

[40 CFR 68]
Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title V Air Operation Permit Renewal
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SECTION I1l. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Gas Turbines Peaking Units (E.U. 005, 006, 007 and 008)

The specific conditions in this subsection apply to the following emissions units:

E.U. ID No. Brief Description
005 56 MW Gas Turbine Peaking Unit #P-1
006 56 MW Gas Turbine Peaking Unit #P-2
007 56 MW Gas Turbine Peaking Unit #P-3
008 56 MW Gas Turbine Peaking Unit #P-4

The four gas turbines are natural gas and/or No. 2 fuel oil fired combustion turbines manufactured by General
Electric (model number MS7000) and are designated as Gas Turbine Peaking Units #P-1, #P-2, #P-3 and #P-4.
The manufacturer’s fuel flow and heat input ratings for each turbine are 5,174 gallons per hour of No. 2 fuel oil,
or 714 million cubic feet per hour of natural gas (corresponds to approximately 714 million Btu per hour , at 59
degrees F). The actual heat input rate of the turbine is a function of the ambient temperature. These combustion
turbines are used as peaking units during peak demand times to run a nominal 56 MW generator (each).
Emissions from the combustion turbines are uncontrolled. . Each combustion turbine has its own stack. Each
combustion turbine began commercial operation in 1972.}

{Permitting Notes: These emissions units are regulated under Rule 62-210.300, F.A.C., Permits Required. These
emissions units are not subject to 40 CFR 60, Subpart GG, Standards of Performance for New Stationary Gas
Turbines. Each combustion turbine has its own stack. Each combustion turbine began commercial operation in
1972}

The following specific conditions apply to the emissions units listed above:

Essential Potential to Emit (PTE) Parameters

A.l.  Permitted Capacity - Gas Turbines. The maximum heat input rate to each gas turbine is 714 MMBtu per
hour when firing natural gas or distillate fuel oil (based on a compressor inlet air temperature of 59° F, the
lower heating value (LHV) of each fuel, and 100% load). Heat input rates will vary depending upon gas
turbine characteristics, ambient conditions, alternate methods of operation, and evaporative cooling. The
permittee shall provide updated manufacturer’s performance curves (or equations) that correct for site
conditions to the Compliance Authority within 45 days of completing testing, maintenance or tuning sessions
that result in a need to reestablish the curves. Operating data may be adjusted for the appropriate site
conditions in accordance with the performance curves and/or equations on file with the Department. [Rule 62-
210.200(PTE), F.A.C]

A.2.  Emissions Unit Operating Rate Limitation After Testing. See the related testing provisions in Appendix
TR, Facility-wide Testing Requirements. [Rule 62-297.310(2), F.A.C.]

A.3.  Methods of Operation — Fuels. Only natural gas and/or new No. 2 fuel oil shall be fired in the
combustion turbines. New No. 2 fuel oil is defined as fuel oil that has been refined from crude oil and has not
been used and which may or may not contain additives. [Rule 62-213.410(1), F.A.C.; and, AO52-253215A,
AO052-253216A, A052-253217A & AO52-253218A]

A.4.  Hours of Operation. These emissions units may operate continuously, i.e., 8,760 hours/year. [Rules 62-
4.160(2) and 62-210.200(PTE), F.A.C.; and, AO52-253215A, A052-253216A, AO052-253217A & AO52-
253218A]

Emission Limitations and Standards

{Permitting Note: The attached Table 1, Summary of Air Pollutant Standards and Terms, summarizes
information for convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

Unless otherwise specified, the averaging time for Specific Condition A.5. is based on the specified averaging

Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title V Air Operation Permit Renewal
Page 7 of 41



SECTION I1l. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Gas Turbines Peaking Units (E.U. 005, 006, 007 and 008)

time of the applicable test method.

A.5.  Visible Emissions. Visible emissions from each turbine shall not be equal to or greater than 20 percent
opacity. [Rule 62-296.320(4)(b)1., F.A.C.; and, AO52-253215A, A052-253216A, AO52-253217A & AO52-
253218A]

A.6. Not federally enforceable. Sulfur Dioxide - Sulfur Content. The sulfur content of the No. 2 fuel oil
shall not exceed 0.5 percent, by weight. [AO52-253215A, A052-253216A, A052-253217A & AO52-
253218A]

Excess Emissions

Rule 62-210.700 (Excess Emissions), F.A.C. cannot vary any requirement of an NSPS, NESHAP or Acid Rain
program provision.

A.7.  Excess Emissions Allowed. Excess emissions from these emissions units resulting from startup,
shutdown or malfunction shall be permitted provided that best operational practices to minimize emissions are
adhered to and the duration of excess emissions shall be minimized but in no case exceed two hours in any 24
hour period unless specifically authorized by PCDEM for longer duration. [Rule 62-210.700(1), F.A.C.]

A.8.  Excess Emissions Prohibited. Excess emissions which are caused entirely or in part by poor maintenance,
poor operation, or any other equipment or process failure which may reasonably be prevented during startup,
shutdown or malfunction shall be prohibited. [Rule 62-210.700(4), F.A.C.]

Monitoring of Operations

A.9. Not federally enforceable. Fuel Analysis. The permittee shall demonstrate compliance with the liquid
fuel sulfur limit by means of a fuel analysis provided by the vendor upon each fuel delivery. See specific
condition A.15. [Rule 62-213.440, F.A.C.]

Test Methods and Procedures

{Permitting Note: The attached Table 2, Summary of Compliance Requirements, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this permit.}

A.10. Test Methods. Required tests shall be performed in accordance with the following reference methods:

Method | Description of Method and Comments

9 Visual Determination of the Opacity of Emissions from Stationary Sources

The above methods are described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800,
F.A.C. No other methods may be used unless prior written approval is received from the Department. [62-
297.401, F.A.C]

A.11. Common Testing Requirements. Unless otherwise specified, tests shall be conducted in accordance with
the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this
permit. [Rule 62-297.310(7), F.A.C.]

A.12. Annual Compliance Tests Required. Except as provided in Specific Condition A.16., during each federal
fiscal year (October 1% to September 30™), each emissions unit shall be tested to demonstrate compliance with
the emissions standards for visible emissions. [Rule 62-297.310(7), F.A.C.]

A.13. Compliance Tests Prior To Renewal. Compliance tests shall be performed for visible emissions once
every 5 years. The tests shall occur prior to obtaining a renewed operating permit to demonstrate compliance
with the visible emissions limit in Specific Condition A.5. [Rules 62-210.300(2)(a) and 62-297.310(7)(a),
F.A.C]

Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title V Air Operation Permit Renewal
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SECTION I1l. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Gas Turbines Peaking Units (E.U. 005, 006, 007 and 008)

A.14. Visible Emissions Test Method. The test method for visible emissions shall be EPA Method 9, adopted
and incorporated by reference in Rule 62-204.800, F.A.C., and referenced in Chapter 62-297, F.A.C. [Rules
62-204.800, 62-296.320(4)(b)4.a. and 62-297.401, F.A.C.]

A.15. Methods to Evaluate Fuel Sulfur Content. The fuel sulfur content, percent by weight, for liquid fuels
shall be evaluated using either ASTM D2622-92, ASTM D4294-90, or ASTM D7039-07, both ASTM
D4057-88 and ASTM D129-91, or latest edition, or ASTM D1552-95 or an equivalent method after
Department approval. [Rules 62-213.440 and 62-297.440, F.A.C.]

A.16. Visible Emissions Testing — Annual. By this permit, annual emissions compliance testing for visible
emissions is not required for these emissions units while burning:
a. only gaseous fuels; or
b. gaseous fuels in combination with any amount of liquid fuels for less than 400 hours per year; or
c. only liquid fuels for less than 400 hours per year.
{Permitting Note: Units would have to fire or co-fire on oil for more than 400 hours per year to require
compliance VE testing}
[Rules 62-297.310(7)(a)4. & 8., F.A.C.]

Recordkeeping and Reporting Requirements

A.17. Reporting Schedule. The following reports and notifications shall be submitted to the Compliance
Authority:

Report Reporting Deadline Related Condition(s)
Notice of Malfunctions Quarterly B.20.
Operating Reports April 1% B.21.

A.18. Other Reporting Requirements. See Appendix RR, Facility-Wide Reporting Requirements, for additional
reporting requirements.

A.19. Reporting Malfunction. In the case of excess emissions resulting from malfunctions, each owner or
operator shall notify the PCDEM in accordance with Rule 62-4.130, F.A.C. A full written report on the
malfunctions shall be submitted in a quarterly report, if requested by the Department. [Rule 62-210.700(6),
F.A.C]

A.20. Not Federally Enforceable. Operating Reports. The annual operating report shall be based on the
following:

a. The Btu heating value, sulfur content (percent by weight), API gravity and density of the fuel being fired
in the peaking units, shall be based on a weighted 12-month average (calendar year) and be calculated
from the fuel delivery receipts and the vendors fuel oil analysis.

b. Until further notice by the PCDEM, Duke Energy Florida shall calculate annual emissions (pounds per
hour and tons per year), for the Annual Operating Report, by multiplying the total million Btu from fuel
usage by the following emissions factors:

Pollutant Emissions Factors for No. 2 Fuel Oil
Pound per MMBtu
Particulate Matter (PM) 0.061 (Total)
PM10 0.48 PM
Carbon Monoxide 0.048
Sulfur Dioxide 1.01(S)
Nitrogen Oxides 0.698
Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title V Air Operation Permit Renewal
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SECTION I1l. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Gas Turbines Peaking Units (E.U. 005, 006, 007 and 008)

Hydrocarbons (TOC)

0.017

“S” denotes sulfur content, percent by weight. The sulfur dioxide emissions shall be based on a weighted

12-month average “S” value.

[AO52-253215A, AO052-253216A, A052-253217A and AO52-253218A]

A.21. Records of Fuel Consumption and Operating Time Required. The owner or operator shall make and

maintain records of the hours of operation and the total fuel oil consumption in sufficient detail to ensure
compliance with specific conditions of this permit. [Rule 62-4.070(3), F.A.C.]

Duke Energy Florida, Inc.
P.L. Bartow Plant

Page 10 of 41
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SECTION I1l. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection B. Combined Cycle Turbines (E.U. 038, 039, 040 and 041)

The specific conditions in this subsection apply to the following emissions units:

E.U. Emissions Units Comprising Combined Cycle Unit 4
ID

038 | Unit 4A — One 215 MW (1SO) Combustion Turbine with Duct-fired Heat Recovery Steam Generator
039 | Unit 4B — One 215 MW (ISO) Combustion Turbine with Duct-fired Heat Recovery Steam Generator
040 | Unit 4C — One 215 MW (1SO) Combustion Turbine with Duct-fired Heat Recovery Steam Generator
041 | Unit 4D — One 215 MW (1SO) Combustion Turbine with Duct-fired Heat Recovery Steam Generator

Emissions Unit 4 consists of four (“4-on-1") Siemens SGT6-501 F gas turbine-electrical generator set (Units 4A-
4D) with a generating capacity of 215 MW (each) for gas firing at ISO conditions when practicing power (steam)
augmentation. Exhaust from each gas turbine passes through a separate supplementary 500 MMBtu/hr gas fired
heat recovery steam generator (HRSG). Steam from each HRSG is delivered to the 420 MW single steam
turbine-electrical generator (STG).

Each combustion turbine (CT) has 2 stacks that are equipped with continuous emissions monitoring systems
(CEMS) to measure and record NOx in simple-cycle and CO and NOx emissions in combined-cycle, as well as
flue gas oxygen or carbon dioxide content.

Each CT within the combined-cycle unit system is permitted to operate in simple-cycle by directing the exhaust to
a bypass stack instead of the respective heat recovery steam generator (HRSG) exhaust stack. All 8 stacks
measure approximately 120 feet in height. Each CT is capable of firing backup low sulfur (<0.05% S) distillate
fuel oil for the equivalent of 1,000 hours per year (hr/yr). All CTs are equipped with evaporative coolers to
condition incoming air at high ambient temperatures.

Emissions of CO, PM/PM1, SAM, SO, and VOC are controlled by the efficient combustion of natural gas and
restricted firing of low sulfur distillate fuel oil. Unit 4 uses (as needed) a selective catalytic reduction (SCR)
system with ammonia injection in conjunction with Ultra Low-NOx (ULN) combustion (natural gas firing) and
wet injection (0.05% distillate fuel oil firing) to control nitrogen oxide (NOx) emissions

The total generating capacity of Power Block 4, which includes 4 combined-cycle CTs and STG is 1280 MW.
Theses units commenced operation in November and December 2008.

{Permitting Note: These emissions units were reviewed under the rules for the Prevention of Significant
Deterioration (PSD), Rule 62-212.400, F.A.C. Best Available Control Technology (BACT) determinations were
made for carbon monoxide (CO) and volatile organic compounds (VOC) in accordance with Rule 62-210.200
(Definitions). These units are also regulated under Acid Rain-Phase Il, 40CFR60 - NSPS, Subpart KKKK and
40CFR63 - NESHAP, Subpart YYYY; Rule 62-212.400 (PSD), F.A.C.}

Applicable Standards and Regulations

B.1.  NSPS Requirements. Each CT shall comply with all applicable requirements of 40 CFR 60, listed below,
adopted by reference in Rule 62-204.800(7)(b), F.A.C.
a. Subpart A - General Provisions, including:
e 40 CFR 60.7, Notification and Record Keeping
40 CFR 60.8, Performance Tests
40 CFR 60.11, Compliance with Standards and Maintenance Requirements
40 CFR 60.12, Circumvention
40 CFR 60.13, Monitoring Requirements
40 CFR 60.19, General Notification and Reporting Requirements

Duke Energy Florida, Inc. Permit No. 1030011-020-AV
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SECTION I1l. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection B. Combined Cycle Turbines (E.U. 038, 039, 040 and 041)
b. Subpart KKKK - Standards of Performance for Stationary Combustion Turbines: These provisions were
finalized on July 6, 2006 and include requirements applicable to duct burners located in HRSGs.

B.2. NESHAP Requirements. The CTs are subject to 40 CFR 63, Subpart A - Identification of General
Provisions and 40 CFR 63, Subpart YYY'Y - National Emissions Standard for Hazardous Air Pollutants for
Stationary Combustion Turbines. [Rule 62-204.800(11)(b), F.A.C.]

Equipment And Control Technology

B.3. Combustion Turbines (CTs). The permittee is authorized to tune, operate, and maintain four Model
SGT6-501F CT-electrical generator sets. Each CT shall include an automated control system and have dual-
fuel capability. Ancillary equipment includes an inlet air filtration system, evaporative inlet air-cooling
system and a nominal 120 foot exhaust stack for simple cycle operation. [Permit 1030011-010-AC; Design]

B.4.  Heat Recovery Steam Generators (HRSGs). The permittee is authorized to operate and maintain four new
duct-fired HRSGs that recover exhaust heat energy from four of the CTs and deliver steam to a nominal 420
MW steam turbine electrical generator. Each HRSG shall be equipped with a nominal 120 foot exhaust stack
for combined cycle operation. [Permit 1030011-010-AC; Design]

B.5.  ULN Combustion System. The permittee shall operate and maintain Ultra Low NOx (ULN) systems to
control NOx emissions from each CT when firing natural gas. Each system shall be maintained and tuned in
accordance with the manufacturer’s recommendations or industry standards. [Permits 1030011-010-AC &
1030011-019-AC; Design]

B.6.  Water Injection. The permittee shall operate, and maintain a water injection system to reduce NOx
emissions from each CT when firing distillate fuel oil. Each system shall be maintained and tuned in
accordance with the manufacturer’s recommendations or industry standards. [Permit 1030011-010-AC;
Design]

B.7. Selective Catalytic Reduction Systems. The permittee is authorized to tune, operate, and maintain a
selective catalytic reduction (SCR) system within each HRSG to control NOx emissions from each of the four
CT/Duct-fired HRSGs comprising the combined cycle unit. The SCR system consists of an ammonia (NHa)
injection grid, catalyst, ammonia storage, monitoring and control system, electrical, piping and other ancillary
equipment. The SCR system shall be designed, constructed and operated to achieve the permitted levels for
NOx and NHs emissions. Operation of the SCR systems is not required when the NOx emission limits can be
met without their use. [Permit 1030011-010-AC; Design, and 62-210.650 (Circumvention), F.A.C.]

B.8.  Oxidation Catalyst Systems. The permittee shall have designed and built the project to facilitate future
installation of an oxidation catalyst system within each HRSG to control CO and VOC emissions from each
of the four CTs/Duct-fired HRSGs comprising the combined cycle unit. The permittee may install oxidation
catalyst during project construction or, after notifying the Department, at a future date as described in Specific
Condition B.17.f. [Rule 62-213.440, F.A.C.]

B.9. Ammonia Storage. In accordance with 40 CFR 60.130, the storage of ammonia shall comply with all
applicable requirements of the Chemical Accident Prevention Provisions in 40 CFR 68. [Rule 62-213.440,
F.A.C]

Essential Potential to Emit (PTE) Parameters

B.10. Permitted Capacity - Combustion Turbines. The nominal heat input rate excluding steam for power
augmentation to each CT is 1,972 MMBtu per hour when firing natural gas and 1,876 MMBtu per hour when
firing distillate fuel oil based on a compressor inlet air temperature of 59° F, the higher heating value (HHV)
of each fuel, and 100% load. Heat input rates will vary depending upon CT characteristics, ambient
conditions, alternate methods of operation, and evaporative cooling. Operating data may be adjusted for the
appropriate site conditions in accordance with the performance curves and/or equations on file with the
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SECTION I1l. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection B. Combined Cycle Turbines (E.U. 038, 039, 040 and 041)

Department. [Application, Rule 62-210.200(Definitions - PTE), F.A.C.; and, Permits 1030011-010-AC &
1030011-019-AC]

B.11. Permitted Capacity - Duct Burners. The total nominal heat input rate to the duct burners (DBs) located
within each HRSG is 500 MMBtu per hour based on the higher heating value (HHV) of natural gas. Only
natural gas shall be fired in the duct burners. [Rule 62-210.200 (Definitions - PTE), F.A.C.; and, Permit
1030011-010-AC]

B.12. Emissions Unit Operating Rate Limitation After Testing. See the related testing provisions in Appendix
TR, Facility-wide Testing Requirements. [Rule 62-297.310(2), F.A.C.]

B.13. Authorized Fuels. Each CT shall fire only natural gas and distillate oil. The maximum sulfur content of
natural gas shall not exceed 2.0 grains of sulfur per 100 standard cubic feet of natural gas. The maximum
sulfur content of distillate oil shall not exceed 0.05% by weight. [Design; Rules 62-213.440 and 62-210.200
(Definitions — PTE), F.A.C.; 40 CFR 60, Subpart KKKK; and, Permit 1030011-010-AC]

B.14. Restricted Operation. The permittee shall not exceed the following parameters following shutdown of
Units 1, 2 and 3:

a. The hours of operation of the CTs are not limited (8,760 hours per year).

b. Distillate oil firing is limited to 4,000 hours total aggregate for all four CTs (based on an average of
1,000 hours per CT) during any consecutive 12-month period.

c. Operation of the DBs is limited to 4.7 billion cubic feet of natural gas per year for four DBs) during
any consecutive 12-month period.

d. Power (steam) augmentation shall be limited to 6,752 hours aggregate for the four CTs comprising
Unit 4 (based on an average of 1,688 hours per CT) during any consecutive 12-month period.

e. Other than startup, shutdown, fuel switching or documented malfunction, simple cycle CT operations
shall be at a load not less than 45% or that load at which compliance was demonstrated during the
initial compliance test, whichever is higher.

[Rules 62-4.070 (3) and 62-212.400(BACT), F.A.C.; and, Permits 1030011-010-AC & 1030011-019-AC]

B.15. Methods of Operation. Subject to the restrictions and requirements of this permit, the CTs may
commence commercial operation and thereafter operate under the following methods of operation.

a. Simple Cycle (SC) Operation. All four CTs may operate in simple cycle (SC) mode whereby the turbine
exhaust gas (TEG) exits through or is diverted to a stack unassociated with a DB-fired HRSG. This
method of operation will be an infrequent occurrence for the four CTs that will typically operate in
combined cycle mode as described below.

b. Combined Cycle (CC) Operation. The four CTs associated with combined cycle Unit 4 may operate in
combined cycle (CC) mode whereby the TEG is exhausted to their respective duct-fired HRSGs for
energy recovery in order to raise steam to drive the single steam turbine-electrical generator (STG)
subject to the restrictions of this permit.

c. Inlet Conditioning. In accordance with the manufacturer’s recommendations and appropriate ambient
conditions, the evaporative cooling systems may be operated to reduce the compressor inlet air
temperature and provide additional direct, shaft-driven electrical power.

d. Duct Firing. The DB within each HRSG may be fired with natural gas to reheat the TEG in order to
provide additional steam to the STG or the CTs for power augmentation.

e. Power augmentation. Power (Steam) Augmentation (PA): Steam for PA is taken from the HRSG and is
introduced into the CT compressor discharge, thus increasing the power produced by the expander portion
of the turbine.

[Rules 62-210.200(PTE) and 62-212.400(BACT), F.A.C; and, Permit 1030011-010-AC.]
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SECTION I1l. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection B. Combined Cycle Turbines (E.U. 038, 039, 040 and 041)

Emissions Standards

{Permitting Note: The attached Table 1, Summary of Air Pollutant Standards and Terms, summarizes
information for convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

Unless otherwise specified, the averaging times for Specific Conditions B.16. — B.19. are based on the specified
averaging time of the applicable test method.

B.16. New Source Performance Standards for NOx. Emissions of NOx shall not exceed the following emission
limits for each CT or CT/DB-fired HRSG determined pursuant to 40 CFR 60, Subpart KKKK.

4 CEMSP® Rolling Average
Pollutant Fuel Method of Operation opmvd (corrected to 15% O)
CT (SC) 42 on 4-hour basis
oil 42 on 30-operating days basis
CT (CC) 96 ppm on 30-operating days basis
NOx© (<75% peak load)
CT (SC) 15 on 4-hour basis
Gas CT (CC) 15 on 30-operating days basis
96 ppm on 30-operating days basis
CT &DB (<75% peak load)

a. CT (SC) means operation of CT in simple cycle mode. CT (CC) means operation of CT in combined
cycle without use of the DB. CT & DB means operation in combined cycle mode and using the DB.

b. A CEMS for NOx shall be installed on the CT stacks and on the HRSG stacks. Correction to 15% O; is
required consistent with the provisions of 40 CFR 60, Subpart KKKK, Table 1.
1. Natural gas — At 75% peak load or greater, the NOx emissions standard shall not exceed 15 ppm

@15% O..

2. No. 2 fuel oil - At 75% peak load or greater, the NOx emissions standard shall not exceed 42 ppm
@15% O,

3. Natural gas or No. 2 fuel oil - Below 75% peak load, the NOx emissions standard shall not exceed 96
ppm @15% O;.

c. Compliance with the continuous NOx standards shall be demonstrated based on data collected by the
required CEMS.
Refer to Appendix KKKK of this permit for the full NSPS requirements. [Permits 1030011-010-AC &
1030011-012-AC & 1030011-019-AC; and, 40 CFR 60, Subpart KKKK]

B.17. Best Available Control Technology (BACT) Emissions Standards for CO and VOC. Emissions of VOC
and CO shall not exceed the following emission limits for each CT or CT/DB-fired HRSG.

C
Stack Test, 3-Run Average CEMS
Method of Block Average
Pollutant Fuel Overation® .
P opmvd @ 15% O, | Ib/hr® ppmvd @ 15% O
Unit 4 HRSG Stacks
co il cT 8.0 40.4
Duke Energy Florida, Inc. Permit No. 1030011-020-AV
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g.

Subsection B. Combined Cycle Turbines (E.U. 038, 039, 040 and 041)

C
Stack Test, 3-Run Average CEMS
Method of Block Average
Pollutant Fuel Overation .
Gas CT 4.1 20.8 g
8 283 8.0, 24-hr
CT & DB ' ' 6, 12-month f
Oil CT 2.8 7.6
vOoC*®? CT 1.2 3.0 Not Applicable
Gas CT & DB 15 3.8
Unit 4 Bypass Stacks
co Oil CT 8.0 40.4 )
Gas CcT 4.1 20.8 Not Applicable
. Oil CT 2.8 7.6 )
VOC Not Applicable
Gas CT 1.2 3.0

CT means operation of a combustion turbine (CT) in simple cycle or in combined cycle without use of the
duct burner (DB). CT & DB means operation in combined cycle mode and using the DB.

The mass emission rate standards are based on a turbine inlet condition of 59° F and may be adjusted to
actual test conditions in accordance with the performance curves and/or equations on file with the
Department.

CEMS for CO are required only on the HRSG stacks. Other than startup, shutdown, fuel switching or
documented malfunction, simple cycle CT operations shall be at a load not less than 45% or that load at
which compliance was demonstrated during the initial compliance test, whichever is higher.

Compliance with the continuous 24-hour CO standards shall be demonstrated based on data collected by
the required CEMS on the HRSG stacks. The initial and annual EPA Method 10 tests associated with the
certification of the CEMS instruments may also be used to demonstrate compliance with the individual
standards for natural gas, fuel oil, or duct burner modes. Separate CO tests shall be conducted under
simple cycle mode on the CT stacks.

Compliance with the VOC standards shall be demonstrated by conducting tests in accordance with EPA
Method 25A on the HRSG stacks and, under simple cycle mode, on the CT stacks. Optionally, EPA
Method 18 may also be performed to deduct emissions of methane and ethane. The emission standards
are based on VOC measured as methane.

Rolling Average. Enforcement discretion may be exercised for up to 12 months with respect to the 6
ppmvd @15% O limit for any CT/Duct-fired HRSG upon notification by the permittee of intent to install
oxidation catalyst. The permittee shall have 12 months to complete the oxidation catalyst installation.
From time of notification to installation of the catalyst all partial or complete calendar months shall be
excluded from the 12-month rolling average.

Compliance with the CO CEMS based limits shall be deemed as compliance with the VOC limit.

[Rule 62-210.200(Definitions — BACT) and 62-212.400 F.A.C.; and, Permit 1030011-010-AC]

B.18.

New Source Performance Standard for SO,. Pursuant to §60.4330(a)(2), SO, emissions are limited in

NSPS Subpart KKKK by a prohibition on the firing of any fuels that contain total potential sulfur emissions
in excess of 0.060 Ib SO,/MMBtu heat input. Refer to Appendix KKKK of this permit for the full NSPS
requirements. [40 CFR 60, Subpart KKKK and Permit 1030011-010-AC]
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SECTION Ill. EMISSIONS UNITS AND SPECIFIC CONDITIONS.
Subsection B. Combined Cycle Turbines (E.U. 038, 039, 040 and 041)

B.19. Measures to Limit Particulate Emissions (PM/PMio/Fine Particulate Matter). The following measures
and limitations, in conjunction with decreases from other units, effectively limit combined annual PM/PMio
emissions to a level that ensures net emissions increases are well below the significant emission rate at which
PSD applies and a subsequent BACT determination is required. These measures also minimize fine
particulate emissions and formation:

a. Fuel Sulfur Limits. The sulfur concentration shall be limited to 2 grains per 100 standard cubic feet of
natural gas. The sulfur concentration in the distillate fuel oil used shall be limited to 0.05 percent.
Compliance with the fuel specifications shall be demonstrated by keeping records of the fuel sulfur
content.

b. Visible Emissions. Visible emissions shall not exceed 10 percent opacity for each 6-minute block
average. Compliance with the visible emissions standard shall be demonstrated by conducting tests in
accordance with EPA Method 9.

c. Ammonia Emissions (Slip) Limits. Ammonia emissions shall be limited to 5 ppmvd @15% O-.
Compliance with the ammonia slip standard shall be demonstrated by conducting tests in accordance with
EPA Methods TM-027 or 320.

[62-212.400(12)(PSD Avoidance); and, Permit 1030011-010-AC]

Excess Emissions

The following conditions apply only to the SIP-based emissions standards specified in Specific Condition B.17. of
this section. Rule 62-210.700, F.A.C. (Excess Emissions) cannot vary or supersede any federal provision of the
NSPS or Acid Rain programs.

B.20. Operating Procedures. The Best Available Control Technology (BACT) determinations established by
this permit rely on “good operating practices” to reduce emissions. Therefore, all operators and supervisors
shall be properly trained to operate and maintain the CTs, HRSGs, and pollution control systems in
accordance with the guidelines and procedures established by each manufacturer. The training shall include
good operating practices as well as methods of minimizing excess emissions. [Permit 1030011-010-AC;
Rules 62-213.440, F.A.C and 62-212.400 (BACT), F.A.C]

B.21. Alternate Visible Emissions Standard. Visible emissions due to startups, shutdowns, and malfunctions
shall not exceed 10% opacity except for up to ten, 6-minute averaging periods during a calendar day, which
shall not exceed 20% opacity. [Rule 62-212.400(BACT), F.A.C.; and, Permit 1030011-010-AC]

B.22. Definitions

a. Startup is defined as the commencement of operation of any emissions unit which has shut down or
ceased operation for a period of time sufficient to cause temperature, pressure, chemical or pollution
control device imbalances, which result in excess emissions. [Rule 62-210.200(245), F.A.C.]

b. Shutdown is the cessation of the operation of an emissions unit for any purpose. [Rule 62-210.200(230),
F.A.C]

c. Malfunction is defined as any unavoidable mechanical and/or electrical failure of air pollution control
equipment or process equipment or of a process resulting in operation in an abnormal or unusual manner.
[Rule 62-210.200(159), F.A.C.]

[Permit 1030011-010-AC]

B.23. Excess Emissions Allowed and Allowable Data Exclusions. As per the procedures in this condition,
limited amounts of CO CEMS emissions data may be excluded from the corresponding SIP-based compliance
demonstration, provided that best operational practices to minimize emissions are adhered to and the duration
of data excluded is minimized. As provided by the authority in Rule 62-210.700(5), F.A.C., these conditions
replace the provisions in Rule 62-210.700(1), F.A.C. For each CT/HRSG system, excess emissions resulting
from startup, shutdown, and documented malfunctions shall not exceed 120 minutes (non continuous) in any
24-hour period except for the specific cases listed below. A “documented malfunction” means a malfunction
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Subsection B. Combined Cycle Turbines (E.U. 038, 039, 040 and 041)

that is documented within one working day of detection by contacting the Compliance Authority by
telephone, facsimile transmittal, or electronic mail.

a. Steam Turbine/HRSG System Cold Startup: For cold startup of the steam turbine system, up to 480
minutes of excess emissions from any CT/HRSG system may be excluded in any 24-hour period. A
cold “startup of the steam turbine system” is defined as startup of the combined cycle system following
a shutdown of the steam turbine 24 hours or longer.

b. Steam Turbine/HRSG Hot Startup: For hot startup of the steam turbine system, up to 240 minutes of
excess emissions from any CT/HRSG system may be excluded in any 24-hour period. A *“hot startup of
the steam turbine system” is defined as startup of the combined cycle system following a shutdown of
the steam turbine lasting less than 48 hours.

c. Shutdown Combined Cycle Operation: For shutdown of the combined cycle operation, up to 180
minutes in any 24-hour period of excess emissions from any CT/HRSG system can be excluded.

d. CT/HRSG System Cold Startup: For cold startup of a CT/HRSG system, up to 240 minutes in any 24-
hour period can be excluded. “Cold startup of a CT/HRSG system” is defined as a CT/HRSG starting
up and blending into combined-cycle service after that CT/HRSG has been off-line for 4 hours or
longer.

e. Fuel Switching: For fuel switching, up to 120 minutes in any 24-hour period can be excluded.

{Permitting Note: During a cold startup of the steam turbine system, each CT/HRSG system is sequentially
brought on line at low load to gradually increase the temperature of the steam-electrical turbine and
prevent thermal metal fatigue. Note that shutdowns and documented malfunctions are separately regulated
in accordance with the requirements of this condition. The following table summarizes the excess emissions
allowable data exclusion hours during startup conditions.}

Start-Up Conditions Hours Off-Line Exces;ﬁmmsmns Data Exclusion
owance for Startup
Steam Turbine/HRSG Starts
ST/HRSG System Cold Startup >24 480 minutes
ST/HRSG Hot Startup <24 240 minutes
CT/HRSG Blend Ins
CT/HRSG Cold Startup >4 240 minutes
CT/HRSG Hot Startup <4 180 minutes

[Permits 1030011-010-AC & 1030011-012-AC and 1030011-019-AC]

B.24. Excess Emissions Prohibited. Excess emissions caused entirely or in part by poor maintenance, poor
operation or any other equipment or process failure that may reasonably be prevented during startup,
shutdown or malfunction shall be prohibited. All such preventable emissions shall be included in any
compliance determinations based on CEMS data. [Rule 62-210.700(4), F.A.C.]

B.25. ULN Tuning. CEMS data collected during initial or other major ULN tuning sessions shall be excluded
from the CEMS compliance demonstration provided the tuning session is performed in accordance with the
manufacturer’s specifications. A “major tuning session” would occur after completion of initial construction,
a combustor change-out, a major repair or maintenance to a combustor, or other similar circumstances. Prior
to performing any major tuning session, the permittee shall provide the Compliance Authority with an
advance notice of at least 7 days that details the activity and proposed tuning schedule. The notice may be by
telephone, facsimile transmittal, or electronic mail. [Design; Rule 62-213.440, F.A.C; and, Permits 1030011-
010-AC & 1030011-019-AC]
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Subsection B. Combined Cycle Turbines (E.U. 038, 039, 040 and 041)

Continuous Monitoring Requirements

B.26.

CEM Systems. The permittee shall calibrate, maintain, and operate continuous emission monitoring

systems (CEMS) to measure and record the emissions of CO from the HRSG stacks and NOx from all stacks
in a manner sufficient to demonstrate continuous compliance with the CEMS emission standards of this
subsection. Each monitoring system shall be installed, calibrated, and properly functioning prior to the initial
performance tests. Within one working day of discovering emissions in excess of a CO or NOx standard (and
subject to the specified averaging period), the permittee shall notify the Compliance Authority.

a.

CO Monitors. The CO monitors shall be certified pursuant to 40 CFR 60, Appendix B, Performance
Specification 4 or 4A within 60 calendar days of achieving permitted capacity as defined in Rule 62-
297.310(2), F.A.C., but no later than 180 calendar days after initial startup. Quality assurance procedures
shall conform to the requirements of 40 CFR 60, Appendix F, and the Data Assessment Report of Section
7 shall be made each calendar quarter, and reported semiannually to the Compliance Authority. The
RATA tests required for the CO monitor shall be performed using EPA Method 10 in Appendix A of 40
CFR 60. The CO monitor span values shall be set appropriately considering the allowable methods of
operation and corresponding emission standards.

NOx Monitors. Each NOx monitor shall be certified, operated, and maintained in accordance with the
requirements of 40 CFR 75. Record keeping and reporting shall be conducted pursuant to Subparts F and
G in 40 CFR 75. The RATA tests required for the NOx monitor shall be performed using EPA Method
7E in Appendix A of 40 CFR 60.

Diluent Monitors. The oxygen (O) or carbon dioxide (CO>) content of the flue gas shall be monitored at
the location where NOx and CO are monitored to correct the measured emissions rates to 15% oxygen. If
a CO, monitor is installed, the oxygen content of the flue gas shall be calculated using F-factors that are
appropriate for the fuel fired. Each monitor shall comply with the performance and quality assurance
requirements of 40 CFR 75.

[Permit 1030011-010-AC]

B.27.

a.

CEM Data Requirements.

Data Collection. Emissions shall be monitored and recorded at all times including startup, operation,
shutdown, and malfunction except for continuous monitoring system breakdowns, repairs, calibration
checks, and zero and span adjustments. The CEMS shall be designed and operated to sample, analyze,
and record data evenly spaced over an hour. If the CEMS measures concentration on a wet basis, the
CEM system shall include provisions to determine the moisture content of the exhaust gas and an
algorithm to enable correction of the monitoring results to a dry basis (0% moisture). Alternatively, the
owner or operator may develop through manual stack test measurements a curve of moisture contents in
the exhaust gas versus load for each allowable fuel, and use these typical values in an algorithm to enable
correction of the monitoring results to a dry basis (0% moisture). Final results of the CEMS shall be
expressed as ppmvd of NOx and CO corrected to 15% oxygen. The CEMS shall be used to demonstrate
compliance with the CEMS emission standards for CO and NOx as specified in this section. For purposes
of determining compliance with the CEMS emissions standards of this section, missing (or excluded) data
shall not be substituted. Upon request by the Department, the CEMS emission rates shall be corrected to
ISO conditions.

Valid Hour. Hourly average values shall begin at the top of each hour. Each hourly average value shall
be computed using at least one data point in each fifteen-minute quadrant of an hour, where the unit
combusted fuel during that quadrant of an hour. Notwithstanding this requirement, an hourly value shall
be computed from at least two data points separated by a minimum of 15 minutes (where the unit operates
for more than one quadrant of an hour). If less than two such data points are available, the hourly average
value is not valid. An hour in which any oil is fired is attributed towards compliance with the permit
standards for oil firing. The permittee shall use all valid measurements or data points collected during an
hour to calculate the hourly average values.

24-hour Block Averages. A 24-hour block shall begin at midnight of each operating day and shall be
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calculated from 24 consecutive hourly average emission rate values. If a unit operates less than 24 hours
during the block, the 24-hour block average shall be the average of all available valid hourly average
emission rate values for the 24-hour block. For purposes of determining compliance with the 24-hour
CEMS standards, the missing data substitution methodology of 40 CFR Part 75, subpart D, shall not be
utilized. Instead, the 24-hour block average shall be determined using the remaining hourly data in the
24-hour block. [Rule 62-212.400(BACT), F.A.C.]

d. Data Exclusion. Each CEMS shall monitor and record emissions during all operations including episodes
of startup, shutdown, malfunction, fuel switches and DLN tuning. Some of the CEMS emissions data
recorded during these episodes may be excluded from the corresponding CO CEMS compliance
demonstration subject to the provisions of Condition Nos. 24 and 25 of this subsection. All periods of
data excluded shall be consecutive for each such episode and only data obtained during the described
episodes (startup, shutdown, malfunction, fuel switches, ULN tuning) may be used for the appropriate
exclusion periods. The permittee shall minimize the duration of data excluded for such episodes to the
extent practicable. Data recorded during such episodes shall not be excluded if the episode was caused
entirely or in part by poor maintenance, poor operation, or any other equipment or process failure, which
may reasonably be prevented. Best operational practices shall be used to minimize hourly emissions that
occur during such episodes. Emissions of any quantity or duration that occur entirely or in part from poor
maintenance, poor operation, or any other equipment or process failure, which may reasonably be
prevented, shall be prohibited.

e. Availability. Monitor availability for the CEMS shall be 95% or greater in any calendar quarter. The
quarterly excess emissions report shall be used to demonstrate monitor availability. In the event 95%
availability is not achieved, the permittee shall provide the Department with a report identifying the
problems in achieving 95% availability and a plan of corrective actions that will be taken to achieve 95%
availability. The permittee shall implement the reported corrective actions within the next calendar
quarter. Failure to take corrective actions or continued failure to achieve the minimum monitor
availability shall be violations of this permit.

[Permits 1030011-010-AC & 1030011-012-AC & 1030011-019-AC and Rules 62-213.440 and 62-
212.400(12), F.A.C.; 40 CFR 75.]

B.28. Ammonia Monitoring Requirements. In accordance with the manufacturer’s specifications, the permittee
shall calibrate, operate and maintain an ammonia flow meter to measure and record the ammonia injection rate
to the SCR system by the time of the initial compliance tests. The permittee shall document and periodically
update the general range of ammonia flow rates required to meet permitted emissions levels over the range of
load conditions allowed by this permit by comparing NOx emissions recorded by the CEM system with
ammonia flow rates recorded using the ammonia flow meter. During NOx monitor downtimes or malfunctions,
the permittee shall operate at the ammonia flow rate and, as applicable for fuel oil firing, the water-to-fuel ratio,
that are consistent with the documented flow rate for the CT load condition. [Rules 62-213.440, F.A.C.; and,
Permit 1030011-010-AC]

Test Methods and Procedures

{Permitting Note: The attached Table 2, Summary of Compliance Requirements, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this permit.}

B.29. Test Methods. Any required tests shall be performed in accordance with the following reference
methods.

Method | Description of Method and Comments

1-4 Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content

Procedure for Collection and Analysis of Ammonia in Stationary Source. {Notes: This is an

CTM-027 - L Lo
EPA conditional test method.} The minimum detection limit shall be 1 ppm.
Duke Energy Florida, Inc. Permit No. 1030011-020-AV
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320 Measurement of Vapor Phase Organic and Inorganic Emissions by Extractive Fourier
Transform Infrared (FTIR) Spectroscopy
7E Determination of Nitrogen Oxide Emissions from Stationary Sources
9 Visual Determination of the Opacity of Emissions from Stationary Sources

Determination of Carbon Monoxide Emissions from Stationary Sources

10 {Notes: The method shall be based on a continuous sampling train.}

Measurement of Gaseous Organic Compound Emissions by Gas Chromatography
18 {Note: EPA Method 18 may be used (optional) concurrently with EPA Method 25A to deduct
emissions of methane and ethane from the measured VOC emissions.}

25A Determination of Volatile Organic Concentrations

No other methods may be used unless prior written approval is received from the Department. [Rules 62-
204.800, F.A.C.; 40 CFR 60, Appendix A]

B.30. Common Testing Requirements. Unless otherwise specified, tests shall be conducted in accordance with
the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this
permit. [Rule 62-297.310, F.A.C]

B.31. Annual Compliance Tests. During each federal fiscal year (October 1% to September 30™), each CT shall
be tested to demonstrate compliance with the emission standards for visible emissions.

a. \Visible Emissions Test: Annual emissions compliance testing for visible emissions is not required for
these emissions units while burning:
1. only gaseous fuels; or
2. gaseous fuels in combination with any amount of liquid fuels for less than 400 hours per year; or
3. only liquid fuels for less than 400 hours per year

b. Carbon Monoxide Test: Annual simple-cycle stack testing is only required while combusting natural
gas. In addition, testing in simple cycle is also required on each individual unit only if the unit
combusts No. 2 fuel oil for more than 400 hours in any calendar year. Combined cycle CO emissions
data collected during the required continuous monitor Relative Accuracy Test Audits (RATAS) may
be used to demonstrate compliance with the CO standards.

c. Ammonia Slip Test: Annual testing to determine the ammonia slip shall be conducted while firing the
primary fuel. NOx emissions recorded by the CEMS shall be reported for each ammonia slip test run.

d. VOC Test: Annual VOC test is not required. Compliance with the continuously monitored CO
standards shall indicate efficient combustion and low VOC emissions. The Department retains the
right to require VOC testing for the reasons such as exceedance of the CO limit or those given in
Appendix TR, Testing Requirements.

[Rules 62-212.400, 62-210.200 (243) (BACT), 62-213.440 and 62-297.310(7)(a)4, F.A.C.; and, Permits
1030011-010-AC & 1030011-019-AC]

B.32. Subsequent Compliance Determinations. The Department may require the permittee to conduct
additional tests after major replacement or major repair of any air pollution control equipment, such as the
SCR catalyst, oxidation catalyst, ULN combustors, etc. [Rule 62-297.310(7)(a)1, F.A.C. and 40 CFR 60.8.;
and, Permits 1030011-010-AC & 1030011-019-AC]

B.33. Continuous Compliance. The permittee shall demonstrate continuous compliance with the 24-hour and
12-month CO emission standards, and the NOx emissions standards based on data collected by the certified
CEMS. Within 45 days of conducting any RATA on a CEMS, the permittee shall submit a report to the
Compliance Authority summarizing results of the RATA. Compliance with the CO emission standards also
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serves as an indicator of efficient fuel combustion and oxidation catalyst operation, which reduces emissions
of particulate matter and volatile organic compounds. [Rule 62-212.400 (BACT), F.A.C., and Permit
1030011-010-AC]

Recordkeeping and Reporting Requirements

B.34. Reporting Schedule. The following reports and notifications shall be submitted to the Compliance
Authority:

Report Reporting Deadline Related Condition(s)
Notice of Excess Emissions Varied B.39.

B.35. Other Reporting Requirements. See Appendix RR, Facility-Wide Reporting Requirements, for additional
reporting requirements. [Rule 62-213.440, F.A.C.]

B.36. Monitoring of Capacity. The permittee shall monitor and record the operating rate of each CT and HRSG
duct burner system on a daily average basis, considering the number of hours of operation during each day
(including the times of startup, shutdown and malfunction). Such monitoring shall be made using a
monitoring component of the CEM system required above, or by monitoring daily rates of consumption and
heat content of each allowable fuel in accordance with the provisions of 40 CFR 75 Appendix D. [Permit
1030011-010-AC, Rules 62-213.440, F.A.C and 62-212.400(BACT), F.A.C.]

B.37. Monthly Operations Summary. By the 10" calendar day of each month, the permittee shall record the
following for each fuel in a written or electronic log for each CT for the previous month of operation: fuel
consumption, hours of operation, hours of duct firing, and the updated 12-month rolling totals for each.
Information recorded and stored as an electronic file shall be available for inspection and printing within at
least three days of a request by the Department. The fuel consumption shall be monitored in accordance with
the provisions of 40 CFR 75 Appendix D. [Permit 1030011-010-AC, Rules 62-213.440, 62-212.400, 62-
210.200 (38) and 62-210.200 (243)(BACT), F.A.C.]

B.38. Fuel Sulfur Records. The permittee shall demonstrate compliance with the fuel sulfur limits specified in
this permit by maintaining the following records of the sulfur contents.

a. Natural Gas Sulfur Limit. Compliance with the fuel sulfur limit for natural gas shall be demonstrated by
keeping reports obtained from the vendor indicating the average sulfur content of the natural gas being
supplied from the pipeline for each month of operation. Methods for determining the sulfur content of the
natural gas shall be ASTM methods D4084-82, D4468-85, D5504-01, D6228-98 and D6667-01, D3246-
81. More recent versions of these methods or other Department approved methods may be used.

b. Distillate Fuel Oil Sulfur Limit. Compliance with the distillate fuel oil sulfur limit shall be demonstrated
by taking a sample, analyzing the sample for fuel sulfur, and reporting the results to each Compliance
Authority before initial startup. Sampling the fuel oil sulfur content shall be conducted in accordance
with ASTM D4057-88, Standard Practice for Manual Sampling of Petroleum and Petroleum Products,
and one of the following test methods for sulfur in petroleum products: ASTM methods D5453-00,
D129-91, D1552-90, D2622-94, D4294-90 or D7039-07. More recent versions of these methods or other
Department approved methods may be used. For each subsequent fuel delivery, the permittee shall
maintain a permanent file of the certified fuel sulfur analysis from the fuel vendor or other fuel sulfur
analysis performed on each delivery. At the request of a Compliance Authority, the permittee shall
perform additional sampling and analysis for the fuel sulfur content.

The above methods shall be used to determine the fuel sulfur content in conjunction with the provisions of 40

CFR 75 Appendix D. [Rules 62-213.440 and 62-4.160(15), F.A.C.; and, Permits 1030011-010-AC &

1030011-019-AC]

B.39. Excess Emissions Reporting.
a. Malfunction Notification. If emissions in excess of a standard (subject to the specified averaging period)
occur due to malfunction, the permittee shall notify the Compliance Authority within (1) working day of:
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the nature, extent, and duration of the excess emissions; the cause of the excess emissions; and the actions
taken to correct the problem. In addition, the Department may request a written summary report of the
incident.

b. SIP Quarterly Permit Limits Excess Emissions Report. Within 30 days following the end of each
calendar-quarter, the permittee shall submit a report to the Compliance Authority summarizing periods of
CO emissions in excess of the BACT permit standards following the NSPS format in 40 CFR 60.7(c),
Subpart A. Periods of startup, shutdown and malfunction, shall be monitored, recorded and reported as
excess emissions when emission levels exceed the standards specified in this permit. In addition, the
report shall summarize the CEMS systems monitor availability for the previous quarter. A summary of
data excluded from SIP compliance calculations should also be provided.

c. NSPS Semi-Annual Excess Emissions Reports. Within thirty (30) days following each calendar semi-
annual period, the permittee shall submit a report on any periods of excess emissions of the applicable
NSPS that occurred during the previous semi-annual period.

{Note: If there are no periods of excess emissions as defined in NSPS Subpart KKKK, a statement to that

effect may be submitted with the SIP Quarterly Report to suffice for the NSPS Semi-Annual Report.

[Permit 1030011-010-AC, Rules 62-4.130, 62-204.800, 62-210.700(6), F.A.C.; 40 CFR 60.7 and Subpart

KKKK]
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Subsection C. Process Heaters (E.U. 044)

The specific conditions in this subsection apply to the following emissions unit:

ID Emission Unit Description

044 | Four Small Gaseous-fueled Process Heaters (3 MMBtu/hr)

This emissions unit consists of four small gaseous-fueled process heaters (3 MMBtu/hr) that serve Unit 4. The
four process heaters are used for the purpose of heating the natural gas supply. These units commenced operation
in November/December 2008.

{Permitting Note: These emissions units were reviewed under the rules for the Prevention of Significant
Deterioration (PSD), Rule 62-212.400, F.A.C. Best Available Control Technology (BACT) determinations were
made for carbon monoxide (CO) and volatile organic compounds (VOC) in accordance with Rule 62-210.200
(Definitions). These units are also regulated under 40 CFR 63, Subpart DDDDD NESHAP for Industrial,
Commercial, and Institutional Boilers and Process Heaters.}

Applicable Standards and Regulations

C.1. NESHAP Requirements. This unit shall comply with all applicable provisions of Appendix DDDDD,
which contains the 40 CFR 63, Subpart DDDDD requirements for Industrial, Commercial, and Institutional
Boilers and Process Heaters.

Essential Potential to Emit (PTE) Parameters

C.2.  Permitted Capacity. The maximum allowable heat input rate is as follows:

Unit No. MMBtu/hr Heat Input Fuel Type
044 3 MMBtu/hr each Natural Gas

[Rules 62-4.160(2), 62-204.800 & 62-210.200(PTE), F.A.C.; and, 1030011-010-AC (PSD-FL-381)]

C.3.  Emissions Unit Operating Rate Limitation After Testing. See the related testing provisions in Appendix
TR, Facility-wide Testing Requirements. [Rule 62-297.310(2), F.A.C.]

C.4.  Methods of Operation — Fuels. The only fuel allowed to be burned in these units is natural gas.
[1030011-010-AC (PSD-FL-381)]

C.5.  Hours of Operation. The gas-fueled process heaters are allowed to operate continuously (8,760 hours per
year). [1030011-010-AC (PSD-FL-381)]

Emission Limitations and Standards

{Permitting Note: The attached Table 1, Summary of Air Pollutant Standards, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this permit.}

Unless otherwise specified, the averaging times for Specific Conditions C.6 and C.8. are based on the specified
averaging time of the applicable test method.

C.6.  Visible Emissions. Visible emissions from these units shall not exceed 10% opacity. [Permit 1030011-
010-AC (PSD-FL-381)

C.7. Carbon Monoxide Emissions. Carbon monoxide emissions from these units shall not exceed 0.08
Ib/MMBtu. [Permit 1030011-010-AC (PSD-FL-381)]

C.8.  Fuel Sulfur Limit. The sulfur content of the natural gas combusted in these units shall not exceed 2 grains
of sulfur per 100 standard cubic feet. [Permit 1030011-010-AC (PSD-FL-381)]

Work Practice Standards

C.9.  Applicable Work Practice Standards. This unit shall conduct a tune-up every 5 years as specified in
863.7540. [40 CFR 63, Subpart DDDD, Table 3 and, Permit 1030011-019-AC]
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Excess Emissions

Rule 62-210.700 (Excess Emissions), F.A.C. cannot vary any requirement of an NSPS, NESHAP or Acid Rain
program provision.

C.10. Excess Emissions Allowed. Excess emissions from these emissions units resulting from startup,
shutdown or malfunction shall be permitted provided that best operational practices to minimize emissions are
adhered to and the duration of excess emissions shall be minimized but in no case exceed two hours in any 24
hour period unless specifically authorized by PCDEM for longer duration. [Rule 62-210.700(1), F.A.C.]

C.11. Excess Emissions Prohibited. Excess emissions which are caused entirely or in part by poor maintenance,
poor operation, or any other equipment or process failure which may reasonably be prevented during startup,
shutdown or malfunction shall be prohibited. [Rule 62-210.700(4), F.A.C.]

Test Methods and Procedures

{Permitting Note: The attached Table 2, Summary of Compliance Requirements, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this permit.}

C.12. Test Methods. Required tests shall be performed in accordance with the following reference methods:

Method | Description of Method and Comments
9 Visual Determination of the Opacity of Emissions from Stationary Sources

10 Determination of Carbon Monoxide Emissions from Stationary Sources
{Note: The method shall be based on a continuous sampling train.}

The above methods are described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800,
F.A.C. No other methods may be used unless prior written approval is received from the Department. [62-
297.401, F.A.C. and Permit 1030011-010-AC (PSD-FL-381)]

C.13. Common Testing Requirements. Unless otherwise specified, tests shall be conducted in accordance with
the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this
permit. [Rule 62-297.310, F.A.C]

C.14. Annual Compliance Tests Not Required. Regular testing to demonstrate compliance with the emissions
standards for visible emissions and carbon monoxide is not required; however, the provisions for special
compliance testing upon request still apply (see Specific Condition TR.7b.). [Rule 62-297.310(7), F.A.C. and
Permit 1030011-010-AC (PSD-FL-381)]

Recordkeeping and Reporting Requirements

C.15. Reporting Schedule. The following reports and notifications shall be submitted to the Compliance
Authority:

Report Reporting Deadline Related Condition(s)
Notice of Malfunctions Quarterly, If Requested. C.17.
Fuel Usage Annually C.18.

C.16. Other Reporting Requirements. See Appendix RR, Facility-Wide Reporting Requirements, for additional
reporting requirements.

C.17. Malfunction Reporting. In the case of excess emissions resulting from malfunctions, the owner or
operator shall notify PCDEM, in accordance with Rule 62-4.130, F.A.C. A full written report on the
malfunctions shall be submitted in a quarterly report, if requested by the PCDEM. [Rule 62-210.700(6),
F.A.C]
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C.18. Fuel Usage. The permittee shall maintain records of the sulfur content and the amount of natural gas used
in the heaters. These records shall be submitted to the Compliance Authority on an annual basis or upon
request. [Rule 62-213.440, F.A.C. and Permit 1030011-010-AC (PSD-FL-381)]
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Subsection D. Emergency Diesel Fire Pump (EU-046)

The specific conditions in this subsection apply to the following emissions unit:

ID Emission Unit Description

046 | One nominal 300-hp emergency diesel fire pump engine and 500 gallon fuel oil storage tank.

This emissions unit consists of one nominal 300-hp (224 kW) emergency diesel engine-driven fire pump and 500
gallon fuel oil storage tank that serves Unit 4. This unit commenced operation in November/December 2008.

{Permitting Note: This emissions unit was reviewed under the rules for the Prevention of Significant
Deterioration (PSD), Rule 62-212.400, F.A.C. Best Available Control Technology (BACT) determinations were
made for carbon monoxide (CO) and volatile organic compounds (VOC) in accordance with Rule 62-210.200
(Definitions). This unit is also regulated under NSPS, Subpart I111.}

The following table provides important details for this emissions unit:

Displacement

Date Date Date Model ; .

Manufactured | ordered | Installed Year I|ters€(I:/3(/:l)|nder Model No.

] ] Clarke Fire Protection Products,
1.35 liters/cylinder Inc. Fire Pump Model No.
September (Six (6) cylinders & 8.1 | JW6H-UF58 (The diesel engine
2007 2006 2008 2007 liters Total driving the pump is a John Deere
Displacement) Corporation Model No.
6081HF001)

This CI RICE is regulated under 40 CFR 63, Subpart ZZZZ, NESHAP for Stationary RICE and 40 CFR 60,
Subpart I111, NSPS for Stationary Compression Ignition RICE, adopted in Rules 62.204.800(11)(b) & (8)(b),
F.A.C., respectively. This RICE is a fire pump. This is a “new’” stationary emergency Cl RICE with a
displacement of less than 10 liters per cylinder, located at a major source of HAP, and that has a 2007 model
year. In accordance with provisions of 40 CFR 63.6590(c)(6), meeting the requirements of 40 CFR 60, Subpart
1111, satisfies compliance with the requirements of Subpart ZZzZz. Compliance with the lower NSPS sulfur limits
and other NSPS Subpart 1111 rule requirements assure compliance with the PSD permit requirements.}

Essential Potential to Emit (PTE) Parameters

D.1. Equipment. The permittee is authorized to operate and maintain one diesel engine driven fire pump

(approximately 300 hp) and an associated 500 gallon fuel oil storage tank. [Permit 1030011-010-AC (PSD-
FL-381)]

D.2.  Authorized Fuel. This Stationary RICE must use diesel fuel that meets the following requirements for
non-road diesel fuel:

a. Sulfur Content. The sulfur content shall not exceed = 15 ppm = 0.0015% by weight (ultra-low sulfur) for
non-road fuel.

b. Cetane and Aromatic. The fuel must have a minimum cetane index of 40 or must have a maximum
aromatic content of 35 volume percent.

c. Use of Existing Fuel. Any existing diesel fuel purchased (or otherwise obtained) prior to October 1, 2010,
may be used until depleted.

[40 CFR 60.4207(b), 80.510(b); and, Permits 1030011-010-AC (PSD-FL-381) & 1030011-019-AC]

D.3. Restricted Hours of Operation.

a. Emergency Situations. There is no time limit on the use of this emergency stationary RICE (fire pump) in
emergency situations.
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b. Maintenance and Testing. This engine is authorized to operate for the purpose of maintenance checks
and readiness testing, provided that the tests are recommended by federal, state, or local government, the
manufacturer, the vendor, or the insurance company associated with the engine. Maintenance checks and
readiness testing of such units is limited to 100 hours per year.

c. Non-emergency Situations. This engine may operate up to 50 hours per year in non-emergency situations,
but those 50 hours are counted towards the 100 hours per year provided for maintenance and testing.

[40 CFR 60.4211(f) and Permits 1030011-010-AC (PSD-FL-381) & 1030011-019-AC]

Emissions Standards

D.4. NOx+ NMHC Emissions. Emissions of NOx plus non-methane hydrocarbons shall not exceed 10.5
o/KW-hr (7.8 g/HP-hr). [40 CFR 60.4205(c) & Table 4; BACT for VOC'; and, Permit 1030011-010-AC
(PSD-FL-381)]

{Note 1. From Permits 1030011-010-AC (PSD-FL-381) & 1030011-019-AC -. Non-Methane Hydrocarbons
(NMHC) are a surrogate for VOC.}

D.5. CO Emissions. CO emissions shall not exceed 3.5 g/kW-hr (2.6 g/HP-hr). [40 CFR 60.4205(c) & Table
4; BACT for CO; and, Permit 1030011-010-AC (PSD-FL-381)]

D.6. PM Emissions. PM emissions shall not exceed 0.54 g/kW-hr (0.40 g/HP-hr). [40 CFR 60.4205(c) &
Table 4; and, Permit 1030011-010-AC (PSD-FL-381)]

Monitoring Requirements

D.7.  Hour Meter. The owner or operator must install a non-resettable hour meter if one is not already
installed. [40 CFR 60.4209(a)]

Testing and Compliance Requirements

D.8.  Operation and Maintenance. The owner or operator must operate and maintain the stationary CI internal
combustion engines according to the manufacturer's written instructions or procedures developed by the
owner or operator that are approved by the engine manufacturer. In addition, owners and operators may only
change those settings that are permitted by the manufacturer. This RICE must be maintained and operated to
meet the emissions limits in Specific Conditions D.4. through D.6. over the entire life of the engine. [40 CFR
60.4206, 4211(a)]

D.9.  Engine Certification Requirements. The owner or operator must comply with the emissions standards
specified above by having purchased an engine certified by the manufacturer to meet those limits. The engine
must have been installed and configured according to the manufacturer’s emission-related specifications.
Manufacturer certification shall be provided to the Department in lieu of actual testing. [40 CFR 60.4211(b)
and Permits 1030011-010-AC (PSD-FL-381) & 1030011-019-AC]

D.10. Compliance Requirements Due to Loss of Certification. If you do not install, configure, operate, and
maintain your engine and control device according to the manufacturer's emission-related written instructions,
or you change emission-related settings in a way that is not permitted by the manufacturer, you must keep a
maintenance plan and records of conducted maintenance and must, to the extent practicable, maintain and
operate the engine in a manner consistent with good air pollution control practice for minimizing emissions.
In addition you must conduct an initial performance test to demonstrate compliance with the applicable
emission standards within 1 year of startup, or within 1 year after an engine and control device is no longer
installed, configured, operated, and maintained in accordance with the manufacturer's emission-related written
instructions, or within 1 year after you change emission-related settings in a way that is not permitted by the
manufacturer. [40 CFR 60.4211(g)]
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D.11. Testing Requirements. In the event performance tests are required pursuant to Specific Condition D.10.,
the performance test must be conducted according to the in-use testing procedures in 40 CFR Part 1039,
Subpart F. Link to Subpart F [40 CFR 60.4212(a)]

D.12. Fuel Oil Sampling. Compliance with the distillate fuel oil sulfur limit shall be demonstrated by taking a
sample, analyzing the sample for fuel sulfur, and reporting the results to each Compliance Authority.
Sampling the fuel oil sulfur content shall be conducted in accordance with ASTM D4057-88, Standard
Practice for Manual Sampling of Petroleum and Petroleum Products, and one of the following test methods
for sulfur in petroleum products: ASTM methods D5453-00, D129-91, D1552-90, D2622-94, D4294-90 or
D7039-07. More recent versions of these methods or other Department approved methods may be used. For
each subsequent fuel delivery, the permittee shall maintain a permanent file of the certified fuel sulfur
analysis from the fuel vendor. At the request of a Compliance Authority, the permittee shall perform
additional sampling and analysis for the fuel sulfur content. [Permits 1030011-010-AC (PSD-FL-381) &
1030011-019-AC]

D.13. Common Testing Requirements. Unless otherwise specified and if required, tests shall be conducted in
accordance with the requirements and procedures specified in Appendix TR, Facility-Wide Testing
Requirements, of this permit. [Rule 62-297.310, F.A.C.]

Records and Reports

D.14. Hours of Operation Records. The owner or operator must keep records of the operation of the engine in
emergency and non-emergency services that are recorded through the non-resettable hour meter. The owner
or operator must record the time of operation of the engine and the reason the engine was in operation during
that time. [40 CFR 60.4214(b)]

D.15. Maintenance Records. To demonstrate conformance with the manufacturer’s written instructions for
maintaining the certified engine and to document when compliance testing must be performed pursuant to
Specific Condition D.11., the owner or operator must keep the following records:

a. Engine manufacturer documentation and certification indicating compliance with the standards.

b. A copy of the manufacturer’s written instructions for operation and maintenance of the certified engine.

c. A written maintenance log detailing the date and type of maintenance performed on the engine, as well as
any deviations from the manufacturer’s written instructions.

[Rule 62-213.440(1), F.A.C.; and, 40 CFR 60.4211(b) & (9)]

D.16. Testing Notification. At such time that the requirements of Specific Condition D.11. become applicable,
the owner or operator shall notify the compliance authority of the date by which the initial compliance test
must be performed. [Rule 62-213.440(1)]

D.17. Other Reporting Requirements. See Appendix RR, Facility-Wide Reporting Requirements, for additional
reporting requirements. [Rule 62-213.440(1)(b), F.A.C.]

General Provisions

D.18. 40 CFR 60 Subpart A, General Provisions. The owner or operator shall comply with the applicable
requirements of 40 CFR 60 Subpart A, General Provisions, as specified below. Link to 40 CFR 60, Subpart
A - General Provisions.

General Provisions Citation Subject of Citation
§60.1 General applicability of the General Provisions
§60.2 Definitions (see also § 60.4219)
860.3 Units and abbreviations
860.4 Address
860.5 Determination of construction or modification
Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title V Air Operation Permit Renewal
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SECTION I1l. EMISSIONS UNIT SPECIFIC CONDITIONS

Subsection D. Emergency Diesel Fire Pump (EU-046)

General Provisions Citation Subject of Citation
8 60.6 Review of plans
§60.9 Availability of information
§60.10 State Authority
860.12 Circumvention
860.14 Modification
860.15 Reconstruction
§60.16 Priority list
§60.17 Incorporations by reference
§60.19 General notification and reporting requirements

[40 CFR 60.4218 and Table 8 to 40 CFR 60, Subpart I11]]

Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title V Air Operation Permit Renewal
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SECTION IV. ACID RAIN PART

Federal Acid Rain Provisions

Operated by: Duke Energy Florida — P. L. Bartow Plant
ORIS code: 634

The emissions units listed below are regulated under Acid Rain Part, Phase I1.

E.U. ID No. | Brief Description

-001 No. 1 Unit, Fossil Fuel Fired Steam Generator with Electrostatic Precipitator (Retired 6/1/09)
-002 No. 2 Unit, Fossil Fuel Fired Steam Generator (Retired 6/1/09)

-003 No. 3 Unit, Fossil Fuel Fired Steam Generator (Retired 6/1/09)

-038 Gas turbine with supplementary-fired heat recovery steam generator (EPA ID # 4A)

-039 Gas turbine with supplementary-fired heat recovery steam generator (EPA ID # 4B)

-040 Gas turbine with supplementary-fired heat recovery steam generator (EPA ID # 4C)

-041 Gas turbine with supplementary-fired heat recovery steam generator (EPA 1D # 4D)

The existing three (3) fossil fuel fired steam generating units were shutdown on June 1, 2009. These Units were
designated as Units 1, 2 and 3 that produced 120, 120 and 225 megawatts (MW) of electrical power respectively

A.1.  The Acid Rain Part application submitted for this facility, as approved by the Department, is a part of this
permit. The owners and operators of these acid rain units must comply with the standard requirements and
special provisions set forth in the application listed below:

a. DEP Form No. 62-210.900(1)(d), dated 06/05/09.
b. DEP Form No. 62-210.900(1)(a), dated 04/29/09.
[Chapter 62-213, F.A.C. and Rule 62-214.320, F.A.C.]

A.2.  Sulfur dioxide (SO,) Emission Allowances. SO, emissions from sources subject to the Federal Acid Rain
Program (Title IV) shall not exceed any allowances that the source lawfully holds under the Federal Acid Rain
Program. Allowances shall not be used to demonstrate compliance with a non-Title IV applicable requirement
of the Act.

a. No permit revision shall be required for increases in emissions that are authorized by allowances acquired
pursuant to the Federal Acid Rain Program, provided that such increases do not require a permit revision
pursuant to Rule 62-213.400(3), F.A.C.

b. No limit shall be placed on the number of allowances held by the source under the Federal Acid Rain
Program.

c. Allowances shall be accounted for under the Federal Acid Rain Program.

[Rule 62-213.440(1)(c)1., 2. & 3., F.A.C.]

A.3. Comments, notes, and justifications: None.

Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title V Air Operation Permit Renewal
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SECTION IV. ACID RAIN PART

Federal Acid Rain Provisions

Acid Rain Part Application

For more information, see instructions and refer to 40 CFR 72.30, 72.31, and 74; and Chapter 82-214, F.AC

This submission is: [ Mew O Revised M Renewal

STEF 1
Plant name State ORIS/Plant Code
Identify the source
by plant name, P. L. Bartow FL G634
state, and ORIS
or plant code.

STEP 2 3 B e d €
Enter the unit ID#
for every Acid Rain UntiD# | S0sOptin Uit will Mew or 505 Opt-in | Mew or 30 Optin Units
unit at the Acid Rain Unit? hold Units
source in column allowances Maonitor
“a.” (fes orMo) | in accordance Commence Certification
with 40 CFR Operation Date Ceadline
If unit a SOz Opt-in T28(ck1)
unit, enter “yes" in
column “b". 1 Yes
For new units or
2 Yes
503 Opt-in units,
enter the requested
information in 3 Yes
columns “d” and
g™ 44 Yes
4B Yes
4 fes
4D Yes
DEF Form Mo. 62-210.800(1){a) — Form
Effective: 3/16/08
Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title V Air Operation Permit Renewal
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SECTION IV. ACID RAIN PART

Federal Acid Rain Provisions

Plam Name (rom STER 1) P, L. Bartow

STEF3 Acid Rain Part Reguirements.

Read the {1} The designated representative of each Ackd Raln source and each Acld Raln unit at the source shall:

standard {1} ‘Subenit 3 compieds Acid Fealn Fart application (Including a compllancs pian) under 40 CFR. Par 72 and Rules £2-214.320 and 330,
- F.AC., In accordance wit the deadines spacilied In Rule 62-214.320, FAC.; and

requirements. (I} ‘Submit I a tmety manrer any suppemeantal Information Mat the DEP determines |5 necessary In order 1o review an Acid Rain Part

appilcation and IssuS or dany an Acld Fain Part
The owners and OpSrators of each Acid Rakn 50U and each Acid Rain unit 3t the source shall

il Cperate the unlt In complance with 3 compiete Amd Raln Part apolkeation or 3 SUDSrsEAng Acid Rain Part issued by tha DEF; and
{ll) Have an Acld Rain Part

2]

Monitoring Reguirements.

{1} The cwners and operates and, to the extent applicable, designated representative of each Acld Raln source and each Acid Rain unit at the
s0UCE shall comply wilh the monifonng requiements: 35 provided In 40 CFR Part 75, and Rulke £2-214.420, FAC.

{2) The emissions measurements recorded and reporied In accordance with 40 CFR Part 75 shall be used to defermine compllance by the unlt
Wwith the Acid Rain emisskons imitations and emissions reduction reguirements Tor suifur dicdde and niirogen oxides under e Acid Raln

Program.

[3) The requiremesnts of 40 CFR Pant 75 shall nat aect the responsbiity of the owners and operators to montior emissions of omer pollutanis or
omer emisskons chaactenstics at the unit under other appiicable requirements of the Act and omer prwisions of e operaing pemit for the
BOLITE.

[4) For applcatons inciuding a S0, Opt4n unit, 3 manitonng plan for each S0, Opt-in unit must be submitied with this appilcaton pursuant to 40
CFR 74.14{a). Forrencswal applicafons for 50, Opin units Inciude an updated monitonng pan f applicable under 40 CFR 75.53(b).

Sulfur Dioxide Reguirements.

{1) The owners and operators of &30 soums and each Acid Raln unlt 2t the source shall:
{1 Hold allowancss, 35 Of e alowancs transfer deading, In the Lnits compilanca subaccount |afer deductions under 40 CFR 73.34(c)), or
In the compilance subaccount of anothar Acid Rain unit at e same SouNCe to e exent provided In &0 CFR 73.35(0)(3), not less than me
total annual emissions of SLTUr dingde for the previous calendar year from the unit; and
Il Coempey with e appileabis Acld Rain emisshons mitations for sufur dovds.

{2) Each fon of sustur dicdde amited I encess of the Acid Raln emissions Imitations for suisur diodde shall constiute a separate violaton of

the Act.

{3) An Acid Realn unit shail be subject 10 the requirements Under paragraph (1) of the SUITUF disdde requiemEnts 35 Tolows:
1) Starting Jarmary 1, 2000, an Acld Rain unk under 40 CFR T2EE)H2); of
{Il} Starting on e Iater of January 1, 2000, or the deadine for monktor certfication under 40 CFR Part 75, an Acld Rain unit under 40 CFR
TLE@)3

) Nmﬁ;ic:]issnaunemam,mmm,wmmmmlmmmmmmmnmmmmnzm

Program.

[5) An alowance shall not be deducted In order to comgly with the requirements under paragraph (1) of he sulfur dioxdde requirements poor o
the calentar year for which the allowance was allocated.

[6) An alowance alocated by he Adminisiaion under the Acd Rain Program ks a3 limited authorzation o emit suifur dioxde In accordance with
the Acd Rain Program. Mo prowision of e Aok Rain Program, the Acid Rain Part application, the Acld Rain Part, or an exemplon under 40
CFR 727 or T2.5 and nio prosdsion of |aw shall be constrsed to imit the authaoty of the Unlied States fo teminate o imit such authodzation.
7] An allowance aliocated by the AdminisTaion under the Acd Rain Program does nof consTiute a progerty ight:

Nitrogen Oxides Requirements. The oaners and operators of the source and each Acid Raln unit at the source shall compiy wim the
applicable Ackd Raln amisslons Imitafon for nifrogen codoes.

Excess Emissions Reguirements.

{1} The designated representative of an Acd Rain unit that has excess emissions In any calendar year shall submit a proposed offset plan, as
required under 40 CFR Pan 77.
[2) The cwners and operatoes of an Acid Raln unit that has excess emISEIONS In any calendar year shail:

() Pay withcut demand the penalty requined, a}dp-ay'meﬂanmdhelrﬂHesthma]ty as required by 400 CFR Part 77, and

{Il} Comply with the tams of an aporoved offset pian, as required by 40 CFR Fart 77.

Recordkeeping and Reporting Requirements.

{1} Uniess atheraise provided, the owners and operators of the source and each Acld Rain unit at fe source shall keep on she at the source
£ach of the foll owing documents for a period of S years from the dats the document |s created. This perlod may be exended for cause, at any
time prior o the end of & years, In witing by the EPA or the DEP:
{1} The cerificate of representadion for the designated representative for the source and each Acld Rain unit at The source and all documents
hat demonsirate the truth of the statements In the ceificate of representaion, In accomance with Rule 62-214.350, FAC.; provided that
the certficale and documents shall be retained on site at the sounce beyond such S-year period untll such documents are supersedad
because of the submisslon of 3 new carficate of rpresentaion changing he deslgrated reprecentative;
{lly Al emisslons monitoring Infammabion, In accordance with 40 CFR Part 75, provided hat io The extent that 40 CFR Part 75 paowides for a
-year period fior recordkeaping, the 3-year period shall apply;
(I} Copées of all repoets, compliance cerrications, and other submissions and all records made or required under e Ackd Raln Program;
and,

DEP Form Mo. £2-210.900(1)(3) -

Effective: 3/16/08 2
Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title V Air Operation Permit Renewal

Page 32 of 41



SECTION IV. ACID RAIN PART

Federal Acid Rain Provisions

Plant Name irom STEP 1) P. L. Bartow

STEF 3,

Continued. Recordkeeping and Reporting Requirements (cont)

(v} Coples of all documents used to compiets an Acld Rain Part appileation and any ofer submission under the Acid Raln Program of to
dEmonsiate compiiance with Me requiremants of the Acd Faln Program.

[2) The deskgnated representative of an Acid Raln source and each Ak Raln unit at the source shall sUDE the rapors and compliance
certfications required under the Acid Rain Program, chuging thase undar 40 CFR Part 72, Subart I, and 40 CFFR Part 75.

Lizbility.

{1] Ay person who knowingly violates ary requirament o prohibition of the Acid Rain Program, 3 compiete Acd Raln Parl application, an Ackd
Rain Part, or an exemption under 40 CFR T2.7 or 72.3, Incuding any requirement for the payment of any penaity owed to the United States, shall
be subject to enforcement pursLant to section 113(c) of the Act.

(2] Any person who knowingly makes 3 fakse, maenastatanaﬂlnamrremsummﬂm or report under Me Ackd Rain Program shall be
subject to criminal emforcement pursuant to saetion 113(c) of the Act and 18 US.C. 1001,

{3} Mo permit revislon shall excuse any violation of the requirements of the Acid Rain Program that socurs piar io the dabe that the revision
talkzs efect

{4] Each Ackd Raln source and each Acid Raln unit shall mest the requirements of the Ackd Raln Program.

[S) Ay proviskon of the Acid Rain Program that applies to an Acld Raln source {Including a provision appilcaiie o the designated representative
of an Ack Rain source) shall also apoly 1o the owners and operators of such source and of the Acld Rain units at the source.

[G) Ay provision of the Acid Rain Program that applies to an Acld Raln unit {Including a provision appilcable to the designated represeniative of
an Acid Rain unit) shall also apply to the owners and operators of such unit. Ewcept as prowided under 40 CFR 72,44 [Phase || repowering
extension plars) and 40 CFR 76.11 (MO, averaging plans), and excapt with regard fo the requinements spplicabie to units with 3 commian stack
under 40 CFR Part 75 (Inciuding 40 CFR 75.16, 75.17, and 75.13), the owners and aperators and the designated represemtaive of one Acld Ralin
unit shail not be labie for amy wiolation by any othar Ackd Raln unit of which they are not owners wmmummmmumﬁmm.-emu
thiat Is located at a source of which they ane not pWNeTs or aperators of the designated

(7) Each violation of a provision of 40 CFF, Pars 72, 73, 74, 75, 76, 77, and TE by an Acd Hajnswreectﬁﬁdﬁahmn o by an owner or
operator or designated epresentative of such source of unit, shall be a separate vinlation of the Act

Effect on Other Authorities.

No provision of the Acld Raln Program, an Acd Rain Par apgdcation, an Ackl Rain Part, or an exemgption under 40 CFR 72.7or 72.3 shall be
consinued as:

(1) Except 35 expressiy provided n e Iv of the Act, exemgting or excluding the caners and operators and, to the exient applicabie, e
designated representative of an Acid Rain source or Acid Rain unit from compilance with any other provision of the Act, including the provisions
of il | of the Act relating o appilcatie Matlonal Amblent Alr Cuality Standards or State Implementation Plans;

(2 Limiting the number of alowances 3 unit can hold; prowided, that the number of allowances: hield by the unit shall not affect the source’s
obigation o comgply with any other provisions of the Act;

{3) “Requirng a change of any kind in any state law regulaing eleciic utilty rates and charges, affecting any st law regamding such state
reguiation, or limiting such state reguiation, Inchuding any prufence Feview requinements under such state law;

(4] Modfying the Federal Power Act or afecting the aumortty of hie Federal Energy Reguiatony Commission under the Federal Power ACT or,
(5] _Imerfering with or impalring amy program for compel tve idding for power sUpDH In a state In which such program IS estabilshed.

STEP 4

For 50; Opt-in f g h {not required for
units only. renewal application)

In W'“_“‘" “f" enter Murniber of hours unit
the unit ID# for » ] ] operated in the six
every 50z Opt-in Uit T Description of the combustion unit months preceding initial
unit identified in application

column “a” of
STEP 2.

For column “g”
describe the
combustion unit
and attach
infermation and
diagrams on the
combustion unit's
configuration.

In column “h"™
enter the hours.

DEF Form Ma. §2-210.900(1)(a) - Form

Effective: 3/16/08 3
Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title V Air Operation Permit Renewal
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SECTION IV. ACID RAIN PART

Federal Acid Rain Provisions

Plant Mame (fram STEP 1)

P. L. Bartow

STEP &
i i k I m f

For S0 Opt-in
units only.
g-lootor;?uimd for Coment Cument

2 Opt-in renewal Actual 504 Allpwabis 1085 Allowabe S0, Fromulgated
applications.) Basefing or Alternative | Emissions Rate S0y Emisalons. Emisgions Rate | S0; Emissions

Unit 1D Basaling undear under Rate under wreer Rade under

In celumn “i” enter 40 CFR 74.20 40 CFR 74.22 40 CFR 74.23 40 GFR 74,24 40 CFR 74.25
the unit IDE for
every 30; Opt-in ({mmEiu) {los/mmBtu) {Iba/mmEiL) {IbsmrmBdul {IbsimmEu)

unit identified in
column "a” (and in

column 7).

For columns “|"
through “n," enter

the information
required under 40

CFR 74.20-74.25
and attach all
supporting
documentation
required by 40 CFR
74.20-T4.25, .
STEP G A. Ifthe combustion source seeks o qualify for a transfer of allowancas from the replacement of thermal enengy,
thermal energy plan as provided in 40 CFR 74,47 for combustion sources must be attaches
B. A stalemenl whether the combustion unit was previously an affected unit under 40 CFR 74,
For 50; Opt-in €. A stalement that the combustion unit is not an affected unit under 40 CFR T2.6 and does not have an
units only. exernplion under 40 GFR T2.7, T2.8, or T2.14.

D. Aftach a complete compliance plan for 509 under 40 CFR 72,40,
Attach additional E. The designated represantativa of the combustion unit shall submit a monilerding pkan in accordanca with 40
requirements, CFR T4.61. For renewal apphication, subm an updated monitaring plan if applicable under 40 CFR 75.53(h).
certify and sign. F. The following statement must be signed by the designated representative or allernate designated representative of
the combustion source: °| certify thal the data submithed under 40 CFR Part T4, Subpart C, reflects aciual
operations of the combustion scurce and has not been adjusted in any way.*
Signalure Daate
STEPT Certification (for designated representative or alternate designated representative only)
Read the | am authorized o make this submmaion on behalf of the cwners and operators of the Ackd Rain source o Acd Rain wits for which e submissian
certification is made, | certify under penalty of kaw tharl | have parsonally axamined, and am famiiar with_ the siatements and information submitied in this

statement; provide
name, tithe, owner
company namae,

document and all fts attachmants. Based on my inguiry of Shase individuals with primary responsity for cbtaning the informatian, 1 celify that e
Ellhﬂ'ﬂﬂf_ﬁ- and informartion are to the beel of my knewiedge and belief true, accurate, and complete. | am awane that fene ane significant penalties
for submitting false statements and information or emiting required slabements and informatian, Inceding the: possibily of fing or Imgrigain i,

one, and e-mail
address; sign, and
date,

Marme Jeffrey R. Swartz

Tile Vice President, Florida - Power Generation Operations

Cwnier Company Mame Duke Energy Florida, Inc.

Phone (727) 820-5188

E-mail address  Jeffrey. Swartz@du ke-energy.com

e S/ ?’/Qﬁl r4

DEF Form Mo, 62-210.900(1Ka) — Form
Effective: J1H08 4

Permit No. 1030011-020-AV
Title VV Air Operation Permit Renewal

Duke Eneray Florida, Inc.
P.L. Bartow Plant
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SECTION V. CAIR PART FORM

CLEAN AIR INTERSTATE RULE PROVISIONS

Clean Air Interstate Rule (CAIR).

Operated by: Duke Energy Florida Inc.
Plant Name: P.L. Bartow Power Plant
ORIS Code: 0634

The emissions units are regulated under the Clean Air Interstate Rule.

E.U.ID EPA Brief Description

No. Unit ID#

-001 01 No. 1 Unit, Fossil Fuel Fired Steam Generator with ESP (Retired 6/1/09)

-002 02 No. 2 Unit, Fossil Fuel Fired Steam Generator (Retired 6/1/09)

-003 03 No. 3 Unit, Fossil Fuel Fired Steam Generator (Retired 6/1/09)

-005 P1 Gas Turbine Peaking Unit #P-1

-006 P2 Gas Turbine Peaking Unit #P-2

-007 P3 Gas Turbine Peaking Unit #P-3

-008 P4 Gas Turbine Peaking Unit #P-4

-038 4A Unit 4A — One 215 MW (ISO) Combustion Turbine with Duct-fired Heat Recovery
Steam Generator

-039 4B Unit 4B — One 215 MW (1SO) Combustion Turbine with Duct-fired Heat Recovery
Steam Generator

-040 4C Unit 4C — One 215 MW (1SO) Combustion Turbine with Duct-fired Heat Recovery
Steam Generator

-041 4D Unit 4D — One 215 MW (ISO) Combustion Turbine with Duct-fired Heat Recovery
Steam Generator

1. Clean Air Interstate Rule Application. The Clean Air Interstate Rule Part Form submitted for this facility is a

part of this permit. The owners and operators of these CAIR units as identified in this form must comply with
the standard requirements and special provisions set forth in the CAIR Part Form (DEP Form No. 62-
210.900(1)(b) - Form, Effective: 3/16/08), which is attached at the end of this section. [Chapter 62-213,
F.A.C. and Rule 62-210.200, F.A.C.]

Duke Energy Florida, Inc.

P.L. Bartow Plant

Permit No. 1030011-020-AV
Title V Air Operation Permit Renewal
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SECTION V. CAIR PART FORM

CLEAN AIR INTERSTATE RULE PROVISIONS

Clean Air Interstate Rule (CAIR) Part

For more Information, sae Instructions and refer to 40 CFR 96,121, 95,122, 55221, 86,222, 96.321 and 95.322; and Rule £2-206.470, FAC.

This submission 15 [ New O revised M Renewal
STEF 1 Plart Name: Stater ORIS or EIA Plant Code:
Identify the source by F. L. Bartow Florida B34
plant name and ORIS
or ElA plant code
STEP 2 3 o c d [ T
Linit il luinit will Unit will
In column "3~ enter the hioid nitrogen nold suifur haold Ny Ozone Mew Units New Unks
. oS (MO dioedide {S0:) SE3E0N
unit ID# for every CAIR alowances alowances allowances Expectad Expectas
unit at the CAIR source. In aceomiance In accomiance | In accondance Commencs Monkor
e o with 40 CFR with 40 CFR with 40 CFR Commenclal Cerification

In columins “b,” "e, Unilt 1D S5, 1064c3{ 1) SE20&c) 1) SE6.306[c1) Operation Date Deadline
and “'d,” indicate to
which CAIR programis) 1 X X X
each unit is subject by
placing an "X in the
column(s). 2 X X X
For new units, enter the 3 o x® ®
requested information
in columns “e” and "f.

P X X X

F2 X X X

P3 X X X

P4 X X X

4A X X X

4B X X X

4C X X X

4D X X X

DEF Form No. 62-210.900({1){2) — Form

Effecive: 31503

Permit No. 1030011-020-AV
Title V Air Operation Permit Renewal

Duke Energy Florida, Inc.
P.L. Bartow Plant
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SECTION V. CAIR PART FORM

CLEAN AIR INTERSTATE RULE PROVISIONS

Fiant Name ik 5TEF 1) P L. Bartow
STEP 3

CAIR NOx ANNUAL TRADING PROGRAM
Read the
standard CAIR Part Reguirements.
requirements.

111 The CAIR designaisd represeniative of each CAIR NOy source and) sach TAIR MOy unit at Te source shall
M Bubmi o e DEF a complets and cariffied CAIR Part formn under 40 CFR 56,122 and Ruie E2-285.470, FAC., In acoomdanos with the
deadines specifisd In Ruls 62-212.420, FAC, and
i [Reseraesdl

{2} The cwners and opershors of each CAIR KOy source and =ach CAIR MOy unit at e sounce shall Fave a CAIR Part inciuded in the TiEe W
operating permik lssued by the DEF under 40 CFR Part 55, Subpart CC, and operafe the sowrme and the unk in compllamcs with such CAIR
Part

Monitering, ing, and Recordkeepin rements.

1] The cwners and operalos, and Te CAR desigrated representatie, of each CASR MOy soure and each CAIR MO, uni at the: scunce shail
compdy with the monionng, neporting, and moordkesping requiements of 30 CFR Fart 55, Subpart HH, and Rule 52-256.470, FAC.

2] The emissions messurements necorded and reponed In accordanoe with 300 CFR Part 56, Subpart HH, shall be used o defarmine
compliancs by each CAIR MOy souce with T folosing TAIR MOy Emissions Reguinements.

0, Emission Feau

(1] As of the aliowance transfer desdine for 3 Coninol pariod, S emers and operaors of each CAIR MOy sourte and sach CAIR MOy i at
fhe source shall Rokd, In the source's complance acoount, CAIR NGy, alowances avalabie for compliance deductions for the confrol pericd under
40 CFR 56.154(a) In an amount not sz than the tons of botal Ny, emissions for e control perod from al CAIR MOy units af the source, s
deterined i accordanos Wit 40 CFRL Fart 56, Subpart M5

2] A CAIR MOy unit shail be subjact 1o the requinemenss undir parsgraph (1) of B MO, Requirsments starting on e laer of January 1, 2003,
or e dmadiing for masting the: NS monitor cersfication requinements under 40 CFR 36,1700 1) or (2) and for ach comiol pariod therssfer.
(3] A CAIR MO, aliowance s=ail not be deducted, for compilance with the requinements under paragraph (1) of S MOy, Requirsments, for 2
conrol pariod i @ calendar year batons the year for which e CAR MOx allowance s allccatsd

4] CAIF MOy alowances shal be Feid in, deducted fom, or transfemed inty or among CAIR MOy Allwancs Tracking Sysier accounts in
acromance wih 40 CFF Fart 35, Subparts 77 and GG

(5] A CAIR MOy allowance ks a limiisd authorizaon b emitore: ton of Ny In accondance with e CAIR MO, Annual Trading Frogram. Mo
provitzion of B CAIR MOy Annual Trading Program, the CAIR Fart, or an sysmption under 40 CFR 95905 and no provision of law shall be
construsd 8o ImE e authorky of the sbiis or the United Staies i eminate o Bmit such authorzation.

(5] A CAIR MO, alowance doss not consStute a property nght.

{7} Upon recordation by the: Administrator under 30 SR Fart 95, Subpart EE, FF, or 50, swery alocabion, transfer, or decuction of 3 CAIR MOy
allcwance 1o o from 3 CAIR MO, unit's complance acoount |s Incomonaied aulbmatically In any CAIR Fart of te source that Inciudes Se CASS
ROk LRt

Excess Emissions Reguirements.

¥ & AR NIDy, source emits MO\, during amy control perod In sxcess of the CAIR NGy amissions limitaton, Sen:

(1) The cwner and openiors of the soure and sach CAIR MOy unt at fie sounce shail sumender Be CAS MOy allowances reguined for
deduction under 40 CFR 55.154{d)(1) and pay any fine, peraky, or assessment or compiy with any other remedy Imposed, for the same
wioiaBons, under the Clhean Alr Act or applicable state law: and

(2] Each ton of Such exress smissions and each day of such control period shall consthue & sepamte viciation of 40 GFR Part 56, Subpart A8,
e Ciean Alr Act, and aooikcabie sobs (o,

(1) Uniess othenatse provided, T owners and operaioes of e AR MOy sounce and each CAIR MOy unit at T source shall keep on sie at
T sounce sach of e Todowing doouments for a period of S years from the daie T document ks reaked. This period may e extended for
CoLsE, & any tme Defions the end of S years, In writing by the DEF or e Admilnisirator.

il The cerficabe of representation under 40 GFR 96113 for e CASR desigrabed representative for T sounce and sxch SAIR NGy unit at
e source and ail documents that demonsirate the Frulh of T stalemenis In the cerficale of represeniaton; provided Tal the cerificale and
dm.l"‘l:ﬂl:-d‘ﬂlHrﬂmm:hatmm:bﬂmﬂmnﬂimuﬂlmhmbm supersaded because of the submission of
& new cerficabe of represenibion under 40 CFR 95113 changing the CAIR desigrated

11 AJ emissions monionng informaion, In accondance with 20 CFR Part 95, Subpart HH, of this pﬂiptwﬂcﬂﬂ'ﬂt‘lnme exient that 40 CFR.
Fart 55, Subpart HH, prowides for a 3-pmar peniod for econdsesping, the 3-year period shall appiy.

iy Copies of all reports, compilanc: cerifications, and other submissions and all recomds made oF reguired under the CAR MOy Annusl
Trading Program.

W) Copées of all documents used by compiete & CAIR Fart form and any ofhier submission under Tee GAIR NOx Annual Trading Program of o
demonsimie compliano: wilh the requirements of the CAIR MOy Annual Trading Program.

12 The CGAIR designaied nepreseniaive of a TAIR MOy source and sach SAIR NGy unit af the source shall submE e nepors requined under the
CAIR NGy Anrual Trading Frogram, incuding Sose under 40 CFR Part 96, Subpart HH.
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SECTION V. CAIR PART FORM

CLEAN AIR INTERSTATE RULE PROVISIONS

Fant Mame ifom 5TEF 1) P L. Bartow

STEFP 3,

Continued N
Liabity.
(1] Eachi CAIR MOy sourcs and sachi CAIR MOy unit shall mest S neguinsments of Se CAIR N0y Annual Trading Program.
121 Any provision of the CAIR MOy Anrual Trading Frogram Sat applies fo a CAIR MOy, sounce or e CASR desigrabed representative of a CAIR
MOy sounce shall also apply o the owners and operators of such sourte and of the: CAIR MOy unlis at e souce.
13 Any provision of the CAIR MOy Anmual Trading Frogram Fat applles fo a CAIR KOy unk or the TAIR desionaied nepreseniative of a TAIR
MOy unit shal also apply b the owners and operaiors of such unit

Effect on Other Authorities.

Mo provision of the TAIR NCy Annual Trading Frogram, & CAIR Fart, or an sxpemplicn under 30 CFR 55905 shall be consinesd as exemping o
exriuding the owners and operabors, and the CAIR designaied representafive, of & CAIR MOy sourre or CASR KO, unk from complance with amy
iofher prowision of the applcable, approvesd Staie Implementation Pian, a federally enforceable permit, or the Clean Alr Act.

CAIR 50; TRADING PROGRAM
CAIR Part Reguirements.

(1] The CAIR designaled representative of each CAIR 50 souce and 2ach CAIR S0, unik atthe sounce shal:
Il ‘Submt & e DEF a mompleke and cerffied CAR Part form under 40 CFR 565227 anad Rule £2-205.470, FAC,, In amoomisnce with the
deadines specified IR Rule E2-13.420, FAC and
1) [Feseresd]

(2] The owners and operators of each CAIR 50 sourte and each CAIR S0 unk at the soure shal have 3 CAIR Fart Included in e Titie V'
opezrating permit Issued by the: DEF under 40 CFR Part 35, Subpart CCC, for e source and opemake T source and sach CAIR unit In
compilance with such CAR Part.

Monitoring, ing, and Recordkeepin rements.

(1] The cwners and opeaioes, and Te CAR desipnabed representathe, of each CASR S0y sourte and each B0 CAIR unit at the souroe shaill
Comply Wi the monfonng, neporting, and recordiesning requinsments of 40 CFR Pat 56 Subpa HHH, and Rule £2-295.470, FALC

{Z) The emissions messurements neoorded and reporied In accordances with 40 CFR Part 56, Subpar? HHH, shall be used o determine
compliance by each GAJR 50y souroe with the Todiowing CAJR S0y Emission Requirements.

50y Emnission Reguirements.

1] As of the alicwance transfer desdine for @ control period, e owners and opermors of =ach CAIR S0, sourne and sach CAR 50, unitat
e source shall ok, In he sounces's complianoe acoount, & onnage =quivalent i CAIR 50 allowanoes avallabls for complance deducions for
e Conlod period, 2= determined In acoomdance wih 40 AR S5.254a) and (b, nOt kess Fan Fe ons of olal sufur dosde emissions for the
conirol pericd from all GAIR S0 unils at the souTe, &3 detemined In accordance with 40 GFR Part 56, Gubpart HHH.

(2] A CAR 50; unit shal be subject o S requiements under pamgrap (1) of the Sufur Dioxide Emission Requirements startng on the ater
of January 1, 2010 o the deadine for mesting the unifs monior certfication requinements under 40 CFR 55, Z7000H 1) or (2 and for each contol
peeriod frereafier

(3] ACAR 50 allowanos shall not be deducted, for compilance with e nequirements. under paragrags (1) of the 50y Emission Reguirements,
for @ control period In 8 calendar year before e year for which the CAIR 50 alowance was allocaed.

4] GAIR 50, alowances sl be Feid i, deducked from, or ransfemed inbo or among GAJR 50, Aloeance Tracking SysiEm accounts in
acronance wih 40 CFR Fart 35, Subparts ©7F and G00.

(5] ACAR S0; allowance i a Imited authorizzton o emit sur doxds In accondance with S CASR S0, Trading Frogram. Mo provision of the
CAIR ED; Trading Frogram, the CAIR Part, or an exempiion under 40 CFR 56,205 and no provision of law shai be corstrued o ImE the
anthorty of the stats or the United States to berminale or limit such authortzation.

(6] A CAR S0; allowance does nof consthie a property right.

(7] Upon recondabion by the Administrator under 40 CFR Fart 96, Subpart FFF or GGG, svery allocaion, ianster, or deduction of 3 CAR 50
allcwante 1o o from a CAIR S0; uni's compliance acoount ks noorporbed suomatcally iIn any CAIR Fart of e Source at ndudes the CAR
50 unit

Euxcess Emissions rements.

a CAIR S0y sourte emils S0y during amy comtrol period in excess of the TAIR 50 emissions. Imitation, Ten:

{1} The cwners and operiors of the soute and each CAIR 20; unit at the source shall surmender the CAR S0y allowanoes regquired for
deduction under 40 CFR 56.254d 1) and pay anmy fine, penalty, or assessment or comply with any other remedy Imposad, for the same
wiciatons, under the Clean Alr Act or applicable stabe law; and

(2] Each bon of such exress emissions and each day of such comtrod penod shall comsthis & separake viclation of 40 CFR Part 56, Subpar AAA,
e Clean Adr Act, aned appilcabie shale law.
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SECTION V. CAIR PART FORM

CLEAN AIR INTERSTATE RULE PROVISIONS

Piant Mame from 5TEF 1) P. L. Bartow

Recordkeeping and i rements.
STEP 3, {11 Uniess ofhensise provided, Tve pwners and operaions. of e GAIR 505 sourte and sach CASR S0y unit at the source shal ke=p on she at e
Continued source each of the Tollowing documents for & penod of 5 years fom e date the document |s created. This pericd may be extended for ause, af

amy Hime before e end of 5 y=ars, In writng by S Depariment or S Adminisrior.

{1} The cmrtticate of represensation under 40 CFR $5.213 for fhe CASR designabed representative for the source and esach CAIR S0y unit at
e ource and il documents that demonsirate the th of the statements in the certficate of epresentation; provided Sat the certficats and
documents shal be retained on she at the sounce beyond such S-year period untl Such documents am superseded because of the submission of
3 N carticabe of represenmbion Lnder 40 CFF 96 213 changing the CAR desigrated mpnessrtatie,

(11} Al emiszions monBoning Irformason, in accondance with 47 CFR: Part %, Subpart HHH, of this part, provided Sat fo the: swisrt that 40
CFR Fart 35, Subpart HHH, provides for 3 3-prar perod for recomicsesing, the 3-pear pariod shail appty.

(1) Copies of ail reports, compilance: certfications, and cther submissions and al neconds made or requined under the CAIR: 50 Trading
Frogram.

() Copies of all documents wsed b compiets & CAIR Fart form and any ofher submission under e CAIR 50, Trading Frogrm or i
demansiate compliance wi the requiements of the CAIR S0 Trading Frogram.

(2] The CAIR designated nepresaniyiyve of 8 CAIR S0: sounce and sach CAIR 505 LNk at S source shall subeet the raports required under te
CAIR 50 Trading Frogram, Including fose under 40 GFR Fart 56, Subpart H-H.

Liabdity.

(1] Each CAR S0y source and =ach CAIR S0y unit shall mest the requirements of the CAIR 50 Trading Program.

() Any provision of the CAIR B0, Trading Program that appiles to a AR S0y sourcs or the CAIR designated representytyve of 3 CAIR

S0y source: shall also apply 10 e owrers and operators of such source and of the CAIR 50 units at the souce.

13 Any provision of the CAIR £, Trading Program Shat applies i a CAIR 50, Uni or the CAIR designated represertative of 8 CAR S0y unt
shail aisc appiy to e pwners and cperaiors of such unit

Effect on Other Authorities.

Mo provision of the CAIR B0y Trading Program, & GAIR. Fart, or an exemption under & CFR 55205 shal be consineed a5 sxemping or
exriudng the owners and operabors, and the CAIR designated representative, of & GAR 305 soune or CAIR 505 unit Tom compliance weh anmy
iofher provision of the applcabée, approved Stale Impiemenation Pian, a federaly snforceabie pemmilt, o the Clean Alr AL

CAIR NO, OZ0ONE SEASON TRADING PROGRAM

CAIR Part Requirements,

{11 The CAIR designated represemtative of sxch CAIR NGy Czone Ezason scunce and sxch CAIR MOy Czone Season unk at the souce shal:
M Submi o F= DEF a complels amd cerified CAIR Part form under 400 CFR 56,337 and Ruls 62-295.4T10, FAC., In amondanos with the
dessdlines specified in Rule 62-213.420, FAC.; amd
) [Reseresd]

(2] The owners and operaiors of each CAIR MOy Ozone: Season source reguired fo have 2 Tiie 'V operaiing permE or air consinaction permit,

and =ach CAIR HOy Tmone Sexson unit reguired fo have a The V' operafing permiE or alr consinaciion permilt at the sourte siall have a3 CAIR

Fart included In = Tii= V' operabing permit or air construcion permi |sswed by e DEF under 40 CFR Part 55, Eubpart CCCC, for the souros
ard operate the: source and the unk in compliance with such CAIR Part.

Monitoring, ing, and Recordkeepin, rements.

{1] The owners and opemiors, and e CAR designabed representative, of each CASR MOy, Coone: Season source and each CAIR MO, Dzone
Season unil 2 the sourre shall comply with e moniftoring, reportng, and recondeesping requiremenis of 40 CFR Part 55, Subpart HHHH, and
Fuie 52-296.470, FAC.

{Z] The emissions messurements nscorded and repored i accordancs with 40 CFR Part 56, Subpart HHHH, shall be used fo determine
compiisnce by each CAIR MOy Ceone Season sourte 'with the foliowing CAIR MOy Ooone: Season Emissions Raquiremenis.

NO, Ozone Season Emission uirerments.

{11 As of the allowance transfer desdine for & control period, T owners and operators of sach CAIR MOy Dzone Sesson sourte and each CAIR
My Oxone Sxason unit at the sounce shall hold, Inthe sourte’s complance acoourt, SAIR MOy Czone E=azon alowanoss avalabie for
compliano: deductions for the confrol period under 40 CTFR 35, 3540a) In an amount not less than the ons of iotal MOy emissions for the conirol
peeriod foen all CAIR MO Czons Season unks af the sourcs:, a5 defsrmined In acoordance wih 40 CFR Fart 96, Subpart HHHH.

2 ACAIR MOy Ozone Season unit shal b= subject io the requinements under paragraph (1) of the NO, Ozone Sexson Emission Reguirsmenks
sharting on the kaber of May 1, 2005 or Fe deadine for meeting the uni's monior cerification requiremenis under 20 CFR 983700 11,020, or 3}
and for each confml period thereafier,

131 ACAR Ny Ozone Season alowano: shal not be deducted, for compilance with the requinemenis under paragraph (1) of the MOy Ozmine
‘Season Emission Requirsmenis, fora conirol period i3 calendar year befons: the year for wihich the: CAIR MO, Ozone Season allowance was
allocabar,

&1 GAIR NGy Coore Sexson alowances shal be Feld in, deducked foe, o transfemed inko o among CAIR MOy Ceone Esason Alowanos
Tracking Eystemn acmunts in accordance with 40 CFR Part 56, Eubparis FFEF and GEGGE.

151 A CAIR MOy Dzone Season allowance ks a limiked austhorzafion oo emit one ton of NDy In accondance with the CAIR MOy Czone Season
Trading Frogram. Mo proision of Be CAIR KOy, Coone Season Trading Frogram, Be CAIR Part, or an exempion under £0 C&FR 56305 and no
provditsion of law shall b= consfrued o limit the authorty of e stabe or fe Unied Efabes o ferminaie or limit such aufforization.

16] A CAIR MOy Dzone Season allowanos does nok consihuie a property rght

(7] Upson recordation by the Administralor under 40 CFR Fart 95, Subpart EEEE, FFFF or G300, every allocaion, iranster, or deduction of a
CAIR MOy Ozome Exason alowance o of from a CAIR MO, Ozone Season unit's compilance acoount |5 incomoraied aulomatically in any CAIR
Fart of B sounce Bat indudes the CAIR MO Ozone Season uni.
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SECTION V. CAIR PART FORM

CLEAN AIR INTERSTATE RULE PROVISIONS

Plant Hame from 5TER 1} P L, Bartow

Emi Reui =9
STEF 3, T o CAIR N, Oone 5eas0n soume emils MO, dusing any costiol perod i exoess of the CAIR WO, Clsore Seskon emixiion lisitaton. then:
Continued 1 Thay cewmiers el cparmions of e 10UGe and Bach CAIR 80y Ozons Season unk o the Scurcs shall sumender e CAR NOy CRons Sasen
fer yndar &0 CFR 56354020 1) ard pay any fire, penaity, or assessment or comply with any otfer msedy

imposad, for the same violations, wnder i Claas Air At or applicable stats L, and
421 Emch bon of such sxcess smissions and sech day of sush combol peniod shall constiiubs & sipecets violstion of 80 CFR Pt 98 Subgan
AARA_the Clean Al Act, and applicaibls s5ai L.

{11 Unfess otherwisa provided, the cwnens and operalors of the CAIR MOy Oeone Seasen souce and aach CAIR N0y Ozore Sesson unk o the
#owrce stal keep on mie at the sowce each of the foliowing doosments Tor a period of 5 years Trom the date he decsmen| is craaed. This sericd
b awigniind For cassa, &% afry B balose the aad of 5 yweans_ in weiting by the DEP or e Adminisiraio:,

il Tha cerificate of represenindon under 40 CFR 98 313 for ta CAR d—pm-aumm‘m-hqmgm each SAF Ny Crone

Seamon unit ol ha souncs and ol docurments that Sarenstne e s of the B ¥ that the
enfficats snd documants shall be retained on sie gl the source beyond seoh Sopsar pood wnil such d i hand o thia
i i of i i e of wnder 40 CFR 56,113 ging the CAR g

(] Al omiss i mn Iih“ﬂl:"pﬂw Subpart HHHH. mmmpwmmmumnuu

'GFHP‘:rth.SuhmrtHHFH prnides for @ Seear periced fox renondkangang, Ba Spear parod shal upphy
i) Copie of all eports, complancs cartficaions, and oiar sutmissions and ol Peconts made oF reguied under the CAIR NOy Osasa
Season Trading Peogram
W] Copies of al documents used 0 complels a CAIR Par foss and asy o subsission undar the CAIR KGO, Coene Season Trading
Program or o P weth the red, of P CAIR MOy Ozene Ssassn Tredng Peogram
2 Tha CAR disignated reprasantative of a CAIR ND, Omone Ssason source and sach CAIR B0y Opone Seadon unil i the souss shal
SUDMIE T nEpons requined under i CAIR KO, Oxene Seaicn Tesding Progesm, including thoss: under 40 CFR: Part B8, Subgar HHHH

Liability

1) Eachi CAIR MO, Dross Sasson seusts and asch CAR WO, Orone Sesson unit shall mest the requisements of e CAR KOy, Ozons Season
Trading Frogram.

421 Ay provision of the CAIR ROy Oeone Season Treding Progiem Bal epplies e CAR MOy Osone Seaion scuis o the CAIR designated
sepranantalie of 8 CAIR N0, Orone Sesson sowcs shal slso apply 1o the cwnars and openalos of such Seunss wd of B CAR BO, Oesii
Snarkon st & U ssure

30 Ay provision of the CAR NOy Deone Seiscon Tresisg Progoem ol spplies o s CAM ND, Omoe Ssason unitor the CAIR designaisd
represeniative of & GAR MOy Ozone Soason unil shal also apply 1o the ownars and opaniion of such unit

Effact gn Qthar Authorities.
o prervimion of Ty GAIR MOy, Ozone Season Trading Program, a CAIR Pat, oF i anempben pnder 40 CFR 85,508 shall be consinged as
A ping or secludng the cenens and operalors, and the CAIR desipnaied represamiative, of @ CAIR N0y Opose Saescn souns o CAR 0L

Ozond Eaasns ufil bom complancs with sny other of the app , ApE Staie Implementaton Fian, a federally snierceabla
permiE, or the Clean Air Aot
STEP 4 Cartification (for deslgnated representative er alternate designated representative only)
| v mathorized wubmission on batall of he o saurce p submission &
:'d ﬂ::mn d:éu [ amrmwulwammméﬂnmnwxﬁm:ﬂ.h Wﬁﬁmhﬂmmqnm'
nt: ide mulnwm-mﬁmmwnmgﬁuuhmmwmmnnumuﬁu Itmﬂ?ﬂ-ﬂm.m :1‘:
statement; provid P far -] and informeation of omiting netgui nduding Tha g 7ol
name, title, owner  mensoTment.
cOmpany names,
phone, and e-mail | name Jeffrey R. Swartz Tille Vice President, Florida - Power Generation Operations
address; sign, and
date.

Cramer Company Mame Duke Energy Florida, Inc,

Phora (72T) B20-5188 Emal address  Jeffrey Swartz@duke-anergy.com

Seatwe_ [~ "@%\_[[ L 5/‘?/2#:‘1‘5
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SECTION VI. APPENDICES.

The Following Appendices Are Enforceable As Allowed By Rule Applicability And Are Supporting
Documents For The Air Operating Permit

Appendix A, Glossary.

Appendix I, List of Insignificant Emissions Units and/or Activities.

Appendix NESHAP, Subpart A — General Provisions. (E.U. 038, 039, 040, 041 and 044)

Appendix DDDDD, NESHAP for Industrial, Commercial, and Institutional Boilers and Process Heaters. (E.U.
044)

Appendix NESHAP, Subpart YYYY. (E.U. 038, 039, 040, and 042)

Appendix NESHAP, Subpart ZZZ7. (E.U. 046)

Appendix NSPS, Subpart A — General Provisions. (E.U. 038, 039, 040, 041, 044 and 046)

Appendix NSPS, Subpart I111. (E.U. 046)

Appendix NSPS, Subpart KKKK. (E.U. 038, 039, 040, and 041)

Appendix RR, Facility-wide Reporting Requirements.

Appendix TR, Facility-wide Testing Requirements.

Appendix TV, Title V General Conditions.
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