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SECTION I. FACILITY INFORMATION.

Subsection A. Facility Description.

Duke Energy Florida (DEF) operates the P.L. Bartow Plant, which is an existing power plant (SIC No. 4911).
The plant is located at Weedon Island approximately 83 km south of the PSD Class | Chassahowitzka Wilderness
Area. The placard page above indicates the exact geographical coordinates.
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Bartow Power Plant in the DEF System and Location of Weedon Island and Power Plant

This power plant currently consists of:

4 ; \}

e Four Model SGT6-501F combined cycle combustion turbine-electrical generators (CCCT). This combined
cycle unit system (“4-on-1"), designated as Unit 4, has a nominal generation capacity of 1,280 megawatts

(MW);

e Four natural gas fired fuel heaters; two diesel fuel storage tanks; and a diesel fueled emergency fire pump.
These emission units are part of the ancillary equipment for Unit 4; and

e  Four simple cycle units designated as Gas Combustion Turbine Peaking Units Nos. P-1, P-2, P-3 and P-4 each

of which has a nominal capacity of 56 MW.

Subsection B. Summary of Emissions Units.

E.U.ID Emission Unit Description

Regulated Emissions Units

005 56 MW Gas Turbine Peaking Unit #P-1

006 56 MW Gas Turbine Peaking Unit #P-2

007 56 MW Gas Turbine Peaking Unit #P-3

008 56 MW Gas Turbine Peaking Unit #P-4

038 Unit 4A — One 215 MW (ISO) Combustion Turbine with Duct-fired Heat Recovery Steam Generator

039 Unit 4B — One 215 MW (ISO) Combustion Turbine with Duct-fired Heat Recovery Steam Generator

040 Unit 4C — One 215 MW (1SO) Combustion Turbine with Duct-fired Heat Recovery Steam Generator

041 Unit 4D — One 215 MW (ISO) Combustion Turbine with Duct-fired Heat Recovery Steam Generator

044 Four Nominal 3 MMBtu/hr Gas-fired Process Heaters

Duke Energy Florida, Inc.
P.L. Bartow Plant
Page 3 of 41
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SECTION I. FACILITY INFORMATION.

E.U.ID Emission Unit Description

046 One Nominal 300 horsepower Diesel-fueled Emergency Fire Pump

Insignificant Emissions Units and Activities

Insignificant Emissions Units and Activities (See Appendix 1-1.)

Miscellaneous unregulated/insignificant emissions units and/or activities including fuel storage tanks and gas

tanks that can be located at various DEF power plants.

Subsection C. Applicable Requlations.

Based on the Title V Air Operation permit renewal application received May 19, 2014, this facility is a major
source of hazardous air pollutants (HAP). This facility is classified as a PSD major facility. A summary of

applicable regulations is shown in the following table.

Regulation

EU No(s).

State Rule Citations

Rule 62-4, Florida Administrative Code (F.A.C.) (Permitting Requirements)

Rule 62-204, F.A.C. (Ambient Air Quality Requirements, PSD Increments,
and Federal Regulations Adopted by Reference)

Rule 62-210, F.A.C. (Permits Required, Public Notice, Reports, Stack Height
Policy, Circumvention, Excess Emissions, and Forms)

Rule 62-213, F.A.C. (Title VV Air Operation Permits for Major Sources of Air
Pollution)

005, 006, 007, 008, 038, 039,
040, 041, 044, 046

Rule 62-212, F.A.C. (Preconstruction Review, PSD Review and Best
Available Control Technology (BACT))

038, 039, 040, 041, 044, 046

Rule 62-214, F.A.C. (Requirements For Sources Subject To The Federal Acid
Rain Program)

038, 039, 040, 041

Rule 62-297, F.A.C. (Test Methods and Procedures, Continuous Monitoring
Specifications, and Alternate Sampling Procedures)

005, 006, 007, 008, 038, 039,
040, 041, 044, 046

Federal Rule Citations

40 CFR 60, Subpart A, NSPS General Provisions

038, 039, 040, 041, 046

40 CFR 60, NSPS Subpart KKKK

038, 039, 040, 041

40 CFR 60, NSPS Subpart 111 046

40 CFR 63, Subpart A, NESHAP General Provisions 038, 039, 040, 041, 044, 046
40 CFR 63, Subpart DDDDD 044

40 CFR 63, Subpart YYYY 038, 039, 040, 041

40 CFR 63, Subpart ZZZZ 046

40 CFR 75 Acid Rain Monitoring Provisions

038, 039, 040, 041

40 CFR 96: Clean Air Interstate Rule

005, 006, 007, 008, 038, 039,
040, 041

Duke Energy Florida, Inc.
P.L. Bartow Plant
Page 4 of 41
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SECTION Il. FACILITY-WIDE CONDITIONS

The following conditions apply facility-wide to all emission units and activities:

FW1. Appendices. The permittee shall comply with all documents identified in Section VI, Appendices, listed
in the Table of Contents. Each document is an enforceable part of this permit unless otherwise indicated.
[Rule 62-213.440, F.A.C.]

Emissions and Controls

FW2. Not federally Enforceable. Objectionable Odor Prohibited. No person shall cause, suffer, allow or
permit the discharge of air pollutants, which cause or contribute to an objectionable odor. An “objectionable
odor” means any odor present in the outdoor atmosphere which by itself or in combination with other odors,
is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the

comfortable use and enjoyment of life or property, or which creates a nuisance. [Rule 62-296.320(2) and 62-
210.200(Definitions), F.A.C.]

FW3. General Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions. No person
shall store, pump, handle, process, load, unload or use in any process or installation, volatile organic
compounds or organic solvents without applying known and existing vapor emission control devices or
systems deemed necessary and ordered by the Department. [Rule 62-296.320(1), F.A.C.]

{Permitting Note: Nothing is deemed necessary and ordered at this time.}

FW4. General Visible Emissions. No person shall cause, let, permit, suffer or allow to be discharged into the
atmosphere the emissions of air pollutants from any activity equal to or greater than 20% opacity. EPA
Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C. This regulation does not impose a
specific testing requirement. [Rule 62-296.320(4)(b), F.A.C.]

FWS5. Unconfined Particulate Matter. No person shall cause, let, permit, suffer or allow the emissions of
unconfined particulate matter from any activity, including vehicular movement; transportation of materials;
construction; alteration; demolition or wrecking; or industrially related activities such as loading, unloading,
storing or handling; without taking reasonable precautions to prevent such emissions. Reasonable precautions
to prevent emissions of unconfined particulate matter at this facility include:

a. Maintenance of paved areas;

b. Regular mowing of grass and care of vegetation; and

c. Limiting access to plant property by unnecessary vehicles.

[Rule 62-296.320(4)(c)2., F.A.C. and provided by applicant in Title V air operation permit renewal
application received May 19, 2014.]

Annual Reports and Fees

See Appendix RR, Facility-wide Reporting Requirements for additional details.

FW&6. Electronic Annual Operating Report and Title V Annual Emissions Fees. The information required by the
Annual Operating Report for Air Pollutant Emitting Facility [Including Title V Source Emissions Fee
Calculation] (DEP Form No. 62-210.900(5)) shall be submitted by April 1 of each year, for the previous
calendar year, to the Department of Environmental Protection’s Division of Air Resource Management. Each
Title V source shall submit the annual operating report using the DEP’s Electronic Annual Operating Report
(EAOR) software, unless the Title V source claims a technical or financial hardship by submitting DEP Form
No. 62-210.900(5) to the DEP Division of Air Resource Management instead of using the reporting software.
Emissions shall be computed in accordance with the provisions of subsection 62-210.370(2), F.A.C. Each
Title V source must pay between January 15 and April 1 of each year an annual emissions fee in an amount
determined as set forth in subsection 62-213.205(1), F.A.C. The annual fee shall only apply to those
regulated pollutants, except carbon monoxide and greenhouse gases, for which an allowable numeric
emission-limiting standard is specified in the source’s most recent construction permit or operation permit.
Upon completing the required EAOR entries, the EAOR Title V Fee Invoice can be printed by the source

Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title VV Air Operation Permit Renewal
Page 5 of 41



SECTION Il. FACILITY-WIDE CONDITIONS

showing which of the reported emissions are subject to the fee and the total Title V Annual Emissions Fee
that is due. The submission of the annual Title VV emissions fee payment is also due (postmarked) by April 1%
of each year. A copy of the system-generated EAOR Title V Annual Emissions Fee Invoice and the indicated
total fee shall be submitted to: Major Air Pollution Source Annual Emissions Fee, P.O. Box 3070,
Tallahassee, Florida 32315-3070. Additional information is available by accessing the Title V Annual
Emissions Fee On-line Information Center at the following Internet web site:
http://www.dep.state.fl.us/air/emission/tvfee.htm. [Rules 62-210.370(3), 62-210.900 & 62-213.205, F.A.C.;
and, §403.0872(11), Florida Statutes (2013)]

{Permitting Note: Resources to help you complete your AOR are available on the electronic AOR (EAOR)
website at: http://www.dep.state.fl.us/air/emission/eaor. If you have questions or need assistance after
reviewing the information posted on the EAOR website, please contact the Department by phone at (850)
717-9000 or email at eaor@dep.state.fl.us.}

{Permitting Note: The Title V Annual Emissions Fee form (DEP Form No. 62-213.900(1)) has been
repealed. A separate Annual Emissions Fee form is no longer required to be submitted by March 1st each
year.}

FW?7. Annual Statement of Compliance. The permittee shall submit an annual statement of compliance to the
compliance authority at the address shown on the cover of this permit within 60 days after the end of each
calendar year during which the Title VV permit was effective. [Rules 62-213.440(3)(a)2. & 3. and (b), F.A.C.]

{Permitting Note: As specified in Specific Condition RR7 of Appendix RR, the applicant shall use DEP Form
No. 62-213.900 (2) to comply with these requirements.}

FW8. Prevention of Accidental Releases (Section 112(r) of CAA). If, and when, the facility becomes subject to

112(r), the permittee shall:

a. Submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention
Office (CEPPO) RMP Reporting Center. Any Risk Management Plans, original submittals, revisions or
updates to submittals, should be sent electronically through EPA’s Central Data Exchange system at the
following address: https://cdx.epa.gov. Information on electronically submitting risk management plans
using the Central Data Exchange system is available at:
http://www.epa.gov/osweroel/content/rmp/index.htm. The RMP Reporting Center can be contacted at:
RMP Reporting Center, Post Office Box 10162, Fairfax, VA 22038, Telephone: (703) 227-7650.

b. Submit to the permitting authority Title V certification forms or a compliance schedule in accordance
with Rule 62-213.440(2), F.A.C.

[40 CFR 68]
Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title VV Air Operation Permit Renewal
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SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Gas Turbines Peaking Units (E.U. 005, 006, 007 and 008)

The specific conditions in this subsection apply to the following emissions units:

E.U. ID No. Brief Description
005 56 MW Gas Turbine Peaking Unit #P-1
006 56 MW Gas Turbine Peaking Unit #P-2
007 56 MW Gas Turbine Peaking Unit #P-3
008 56 MW Gas Turbine Peaking Unit #P-4

The four gas turbines are natural gas and/or No. 2 fuel oil fired combustion turbines manufactured by General
Electric (model number MS7000) and are designated as Gas Turbine Peaking Units #P-1, #P-2, #P-3 and #P-4.
The manufacturer’s fuel flow and heat input ratings for each turbine are 5,174 gallons per hour of No. 2 fuel oil,
or 714 million cubic feet per hour of natural gas (corresponds to approximately 714 million Btu per hour , at 59
degrees F). The actual heat input rate of the turbine is a function of the ambient temperature. These combustion
turbines are used as peaking units during peak demand times to run a nominal 56 MW generator (each).
Emissions from the combustion turbines are uncontrolled. . Each combustion turbine has its own stack. Each
combustion turbine began commercial operation in 1972.}

{Permitting Notes: These emissions units are regulated under Rule 62-210.300, F.A.C., Permits Required. These
emissions units are not subject to 40 CFR 60, Subpart GG, Standards of Performance for New Stationary Gas
Turbines. Each combustion turbine has its own stack. Each combustion turbine began commercial operation in
1972}

The following specific conditions apply to the emissions units listed above:

Essential Potential to Emit (PTE) Parameters

A.l.  Permitted Capacity - Gas Turbines. The maximum heat input rate to each gas turbine is 724 MMBtu per
hour when firing natural gas or distillate fuel oil (based on a compressor inlet air temperature of 59° F, the
lower heating value (LHV) of each fuel, and 100% load). Heat input rates will vary depending upon gas
turbine characteristics, ambient conditions, alternate methods of operation, and evaporative cooling. The
permittee shall provide updated manufacturer’s performance curves (or equations) that correct for site
conditions to the Compliance Authority within 45 days of completing testing, maintenance or tuning sessions
that result in a need to reestablish the curves. Operating data may be adjusted for the appropriate site
conditions in accordance with the performance curves and/or equations on file with the Department. [Rule 62-
210.200(PTE), F.A.C.]

A.2.  Emissions Unit Operating Rate Limitation After Testing. See the related testing provisions in Appendix
TR, Facility-wide Testing Requirements. [Rule 62-297.310(2), F.A.C.]

A.3.  Methods of Operation — Fuels. Only natural gas and/or new No. 2 fuel oil shall be fired in the
combustion turbines. New No. 2 fuel oil is defined as fuel oil that has been refined from crude oil and has not
been used and which may or may not contain additives. [Rule 62-213.410(1), F.A.C.; and, AO52-253215A,
A052-253216A, A052-253217A & AO52-253218A]

A.4.  Hours of Operation. These emissions units may operate continuously, i.e., 8,760 hours/year. [Rules 62-
4.160(2) and 62-210.200(PTE), F.A.C.; and, AO52-253215A, AO52-253216A, A052-253217A & AO52-
253218A]

Emission Limitations and Standards

{Permitting Note: The attached Table 1, Summary of Air Pollutant Standards and Terms, summarizes
information for convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

Unless otherwise specified, the averaging time for Specific Condition A.5. is based on the specified averaging

Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title VV Air Operation Permit Renewal
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SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Gas Turbines Peaking Units (E.U. 005, 006, 007 and 008)

time of the applicable test method.

A.5.  Visible Emissions. Visible emissions from each turbine shall not be equal to or greater than 20 percent
opacity. [Rule 62-296.320(4)(b)1., F.A.C.; and, AO52-253215A, AO52-253216A, AO52-253217A & AO52-
253218A]

A.6.  Not federally enforceable. Sulfur Dioxide - Sulfur Content. The sulfur content of the No. 2 fuel oil
shall not exceed 0.5 percent, by weight. [AO52-253215A, AO52-253216A, A052-253217A & AO52-
253218A]

Excess Emissions

Rule 62-210.700 (Excess Emissions), F.A.C. cannot vary any requirement of an NSPS, NESHAP or Acid Rain
program provision.

A.7.  Excess Emissions Allowed. Excess emissions from these emissions units resulting from startup,
shutdown or malfunction shall be permitted provided that best operational practices to minimize emissions are
adhered to and the duration of excess emissions shall be minimized but in no case exceed two hours in any 24
hour period unless specifically authorized by PCDEM for longer duration. [Rule 62-210.700(1), F.A.C.]

A.8.  Excess Emissions Prohibited. Excess emissions which are caused entirely or in part by poor maintenance,
poor operation, or any other equipment or process failure which may reasonably be prevented during startup,
shutdown or malfunction shall be prohibited. [Rule 62-210.700(4), F.A.C.]

Monitoring of Operations

A.9.  Not federally enforceable. Fuel Analysis. The permittee shall demonstrate compliance with the liquid
fuel sulfur limit by means of a fuel analysis provided by the vendor upon each fuel delivery. See specific
condition A.15. [Rule 62-213.440, F.A.C.]

Test Methods and Procedures

{Permitting Note: The attached Table 2, Summary of Compliance Requirements, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this permit.}

A.10. Test Methods. Required tests shall be performed in accordance with the following reference methods:

Method | Description of Method and Comments

9 Visual Determination of the Opacity of Emissions from Stationary Sources

The above methods are described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800,
F.A.C. No other methods may be used unless prior written approval is received from the Department. [62-
297.401, F.A.C]

A.11. Common Testing Requirements. Unless otherwise specified, tests shall be conducted in accordance with
the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this
permit. [Rule 62-297.310(7), F.A.C.]

A.12.  Annual Compliance Tests Required. Except as provided in Specific Condition A.16., during each federal
fiscal year (October 1 to September 30™), each emissions unit shall be tested to demonstrate compliance with
the emissions standards for visible emissions. [Rule 62-297.310(7), F.A.C.]

A.13. Compliance Tests Prior To Renewal. Compliance tests shall be performed for visible emissions once
every 5 years. The tests shall occur prior to obtaining a renewed operating permit to demonstrate compliance
with the visible emissions limit in Specific Condition A.5. [Rules 62-210.300(2)(a) and 62-297.310(7)(a),
F.AC]

Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title VV Air Operation Permit Renewal
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SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Gas Turbines Peaking Units (E.U. 005, 006, 007 and 008)

A.14. Visible Emissions Test Method. The test method for visible emissions shall be EPA Method 9, adopted
and incorporated by reference in Rule 62-204.800, F.A.C., and referenced in Chapter 62-297, F.A.C. [Rules
62-204.800, 62-296.320(4)(b)4.a. and 62-297.401, F.A.C.]

A.15. Methods to Evaluate Fuel Sulfur Content. The fuel sulfur content, percent by weight, for liquid fuels
shall be evaluated using either ASTM D2622-92, ASTM D4294-90, or ASTM D7039-07, both ASTM
D4057-88 and ASTM D129-91, or latest edition, or ASTM D1552-95 or an equivalent method after
Department approval. [Rules 62-213.440 and 62-297.440, F.A.C.]

A.16. Visible Emissions Testing — Annual. By this permit, annual emissions compliance testing for visible
emissions is not required for these emissions units while burning:
a. only gaseous fuels; or
b. gaseous fuels in combination with any amount of liquid fuels for less than 400 hours per year; or
c. only liquid fuels for less than 400 hours per year.
{Permitting Note: Units would have to fire or co-fire on oil for more than 400 hours per year to require
compliance VE testing}
[Rules 62-297.310(7)(a)4. & 8., F.A.C.]

Recordkeeping and Reporting Requirements

A.17. Reporting Schedule. The following reports and notifications shall be submitted to the Compliance
Authority:

Report Reporting Deadline Related Condition(s)
Notice of Malfunctions Quarterly B.20.
Operating Reports April 1" B.21.

A.18. Other Reporting Requirements. See Appendix RR, Facility-Wide Reporting Requirements, for additional
reporting requirements.

A.19. Reporting Malfunction. In the case of excess emissions resulting from malfunctions, each owner or
operator shall notify the PCDEM in accordance with Rule 62-4.130, F.A.C. A full written report on the
malfunctions shall be submitted in a quarterly report, if requested by the Department. [Rule 62-210.700(6),
F.AC]

A.20. Not Federally Enforceable. Operating Reports. The annual operating report shall be based on the
following:

a. The Btu heating value, sulfur content (percent by weight), API gravity and density of the fuel being fired
in the peaking units, shall be based on a weighted 12-month average (calendar year) and be calculated
from the fuel delivery receipts and the vendors fuel oil analysis.

b. Until further notice by the PCDEM, Duke Energy Florida shall calculate annual emissions (pounds per
hour and tons per year), for the Annual Operating Report, by multiplying the total million Btu from fuel
usage by the following emissions factors:

Pollutant Emissions Factors for No. 2 Fuel Oil
Pound per MMBtu
Particulate Matter (PM) 0.061 (Total)
PM10 0.48 PM
Carbon Monoxide 0.048
Sulfur Dioxide 1.01(S)
Nitrogen Oxides 0.698
Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title VV Air Operation Permit Renewal
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SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Gas Turbines Peaking Units (E.U. 005, 006, 007 and 008)

Hydrocarbons (TOC)

0.017

“S” denotes sulfur content, percent by weight. The sulfur dioxide emissions shall be based on a weighted

12-month average “S” value.

[AO52-253215A, AD52-253216A, AO52-253217A and AO52-253218A]

A.21. Records of Fuel Consumption and Operating Time Required. The owner or operator shall make and

maintain records of the hours of operation and the total fuel oil consumption in sufficient detail to ensure
compliance with specific conditions of this permit. [Rule 62-4.070(3), F.A.C.]

Duke Energy Florida, Inc.
P.L. Bartow Plant
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SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection B. Combined Cycle Turbines (E.U. 038, 039, 040 and 041)

The specific conditions in this subsection apply to the following emissions units:

E.U. Emissions Units Comprising Combined Cycle Unit 4
ID

038 | Unit 4A —One 215 MW (1SO) Combustion Turbine with Duct-fired Heat Recovery Steam Generator
039 | Unit 4B — One 215 MW (ISO) Combustion Turbine with Duct-fired Heat Recovery Steam Generator
040 | Unit 4C — One 215 MW (ISO) Combustion Turbine with Duct-fired Heat Recovery Steam Generator
041 | Unit 4D — One 215 MW (I1SO) Combustion Turbine with Duct-fired Heat Recovery Steam Generator

Emissions Unit 4 consists of four (“4-on-1"") Siemens SGT6-501 F gas turbine-electrical generator set (Units 4A-
4D) with a generating capacity of 215 MW (each) for gas firing at ISO conditions when practicing power (steam)
augmentation. Exhaust from each gas turbine passes through a separate supplementary 500 MMBtu/hr gas fired
heat recovery steam generator (HRSG). Steam from each HRSG is delivered to the 420 MW single steam
turbine-electrical generator (STG).

Each combustion turbine (CT) has 2 stacks that are_equipped with continuous emissions monitoring systems
(CEMS) to measure and record NOx in simple-cycle and CO and NOx emissions in combined-cycle, as well as
flue gas oxygen or carbon dioxide content.

Each CT within the combined-cycle unit system is permitted to operate in simple-cycle by directing the exhaust to
a bypass stack instead of the respective heat recovery steam generator (HRSG) exhaust stack. All 8 stacks
measure approximately 120 feet in height. Each CT is capable of firing backup low sulfur (<0.05% S) distillate
fuel oil for the equivalent of 1,000 hours per year (hr/yr). All CTs are equipped with evaporative coolers to
condition incoming air at high ambient temperatures.

Emissions of CO, PM/PMy,, SAM, SO, and VOC are controlled by the efficient combustion of natural gas and
restricted firing of low sulfur distillate fuel oil. Unit 4 uses (as needed) a selective catalytic reduction (SCR)
system with ammonia injection in conjunction with Ultra Low-NOyx (ULN) combustion (natural gas firing) and
wet injection (0.05% distillate fuel oil firing) to control nitrogen oxide (NOx) emissions

The total generating capacity of Power Block 4, which includes 4 combined-cycle CTs and STG is 1280 MW.
Theses units commenced operation in November and December 2008.

{Permitting Note: These emissions units were reviewed under the rules for the Prevention of Significant
Deterioration (PSD), Rule 62-212.400, F.A.C. Best Available Control Technology (BACT) determinations were
made for carbon monoxide (CO) and volatile organic compounds (VOC) in accordance with Rule 62-210.200
(Definitions). These units are also regulated under Acid Rain-Phase 11, 40CFR60 - NSPS, Subpart KKKK and
40CFR63 - NESHAP, Subpart YYYY; Rule 62-212.400 (PSD), F.A.C.}

Applicable Standards and Regulations

B.1. NSPS Requirements. Each CT shall comply with all applicable requirements of 40 CFR 60, listed below,
adopted by reference in Rule 62-204.800(7)(b), F.A.C.
a. Subpart A - General Provisions, including:
e 40 CFR 60.7, Notification and Record Keeping
40 CFR 60.8, Performance Tests
40 CFR 60.11, Compliance with Standards and Maintenance Requirements
40 CFR 60.12, Circumvention
40 CFR 60.13, Monitoring Requirements
40 CFR 60.19, General Notification and Reporting Requirements

Duke Energy Florida, Inc. Permit No. 1030011-020-AV
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SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection B. Combined Cycle Turbines (E.U. 038, 039, 040 and 041)
b. Subpart KKKK - Standards of Performance for Stationary Combustion Turbines: These provisions were
finalized on July 6, 2006 and include requirements applicable to duct burners located in HRSGs.

B.2. NESHAP Requirements. The CTs are subject to 40 CFR 63, Subpart A - Identification of General
Provisions and 40 CFR 63, Subpart YYYY - National Emissions Standard for Hazardous Air Pollutants for
Stationary Combustion Turbines. [Rule 62-204.800(11)(b), F.A.C.]

Equipment And Control Technology

B.3.  Combustion Turbines (CTs). The permittee is authorized to tune, operate, and maintain four Model
SGT6-501F CT-electrical generator sets. Each CT shall include an automated control system and have dual-
fuel capability. Ancillary equipment includes an inlet air filtration system, evaporative inlet air-cooling
system and a nominal 120 foot exhaust stack for simple cycle operation. [Permit 1030011-010-AC; Design]

B.4.  Heat Recovery Steam Generators (HRSGs). The permittee is authorized to operate and maintain four new
duct-fired HRSGs that recover exhaust heat energy from four of the CTs and deliver steam to a nominal 420
MW steam turbine electrical generator. Each HRSG shall be equipped with a nominal 120 foot exhaust stack
for combined cycle operation. [Permit 1030011-010-AC; Design]

B.5.  ULN Combustion System. The permittee shall operate and maintain Ultra Low NOyx (ULN) systems to
control NOx emissions from each CT when firing natural gas. Each system shall be maintained and tuned in
accordance with the manufacturer’s recommendations or industry standards. [Permits 1030011-010-AC &
1030011-019-AC; Design]

B.6.  Water Injection. The permittee shall operate, and maintain a water injection system to reduce NOy
emissions from each CT when firing distillate fuel oil. Each system shall be maintained and tuned in
accordance with the manufacturer’s recommendations or industry standards. [Permit 1030011-010-AC;
Design]

B.7.  Selective Catalytic Reduction Systems. The permittee is authorized to tune, operate, and maintain a
selective catalytic reduction (SCR) system within each HRSG to control NOy emissions from each of the four
CT/Duct-fired HRSGs comprising the combined cycle unit. The SCR system consists of an ammonia (NH3)
injection grid, catalyst, ammonia storage, monitoring and control system, electrical, piping and other ancillary
equipment. The SCR system shall be designed, constructed and operated to achieve the permitted levels for
NOy and NHs emissions. Operation of the SCR systems is not required when the NOyx emission limits can be
met without their use. [Permit 1030011-010-AC; Design, and 62-210.650 (Circumvention), F.A.C.]

B.8.  Oxidation Catalyst Systems. The permittee shall have designed and built the project to facilitate future
installation of an oxidation catalyst system within each HRSG to control CO and VOC emissions from each
of the four CTs/Duct-fired HRSGs comprising the combined cycle unit. The permittee may install oxidation
catalyst during project construction or, after notifying the Department, at a future date as described in Specific
Condition B.17.f. [Rule 62-213.440, F.A.C.]

B.9. Ammonia Storage. In accordance with 40 CFR 60.130, the storage of ammonia shall comply with all
applicable requirements of the Chemical Accident Prevention Provisions in 40 CFR 68. [Rule 62-213.440,
F.A.C]

Essential Potential to Emit (PTE) Parameters

B.10. Permitted Capacity - Combustion Turbines. The nominal heat input rate excluding steam for power
augmentation to each CT is 1,972 MMBtu per hour when firing natural gas and 1,876 MMBtu per hour when
firing distillate fuel oil based on a compressor inlet air temperature of 59° F, the higher heating value (HHV)
of each fuel, and 100% load. Heat input rates will vary depending upon CT characteristics, ambient
conditions, alternate methods of operation, and evaporative cooling. Operating data may be adjusted for the
appropriate site conditions in accordance with the performance curves and/or equations on file with the
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SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection B. Combined Cycle Turbines (E.U. 038, 039, 040 and 041)

Department. [Application, Rule 62-210.200(Definitions - PTE), F.A.C.; and, Permits 1030011-010-AC &
1030011-019-AC]

B.11. Permitted Capacity - Duct Burners. The total nominal heat input rate to the duct burners (DBs) located
within each HRSG is 500 MMBtu per hour based on the higher heating value (HHV) of natural gas. Only
natural gas shall be fired in the duct burners. [Rule 62-210.200 (Definitions - PTE), F.A.C.; and, Permit
1030011-010-AC]

B.12. Emissions Unit Operating Rate Limitation After Testing. See the related testing provisions in Appendix
TR, Facility-wide Testing Requirements. [Rule 62-297.310(2), F.A.C.]

B.13. Authorized Fuels. Each CT shall fire only natural gas and distillate oil. The maximum sulfur content of
natural gas shall not exceed 2.0 grains of sulfur per 100 standard cubic feet of natural gas. The maximum
sulfur content of distillate oil shall not exceed 0.05% by weight. [Design; Rules 62-213.440 and 62-210.200
(Definitions — PTE), F.A.C.; 40 CFR 60, Subpart KKKK; and, Permit 1030011-010-AC]

B.14. Restricted Operation. The permittee shall not exceed the following parameters following shutdown of
Units 1, 2 and 3:

a. The hours of operation of the CTs are not limited (8,760 hours per year).

b. Distillate oil firing is limited to 4,000 hours total aggregate for all four CTs (based on an average of
1,000 hours per CT) during any consecutive 12-month period.

c. Operation of the DBs is limited to 4.7 billion cubic feet of natural gas per year for four DBs) during
any consecutive 12-month period.

d. Power (steam) augmentation shall be limited to 6,752 hours aggregate for the four CTs comprising
Unit 4 (based on an average of 1,688 hours per CT) during any consecutive 12-month period.

e. Other than startup, shutdown, fuel switching or documented malfunction, simple cycle CT operations
shall be at a load not less than 45% or that load at which compliance was demonstrated during the
initial compliance test, whichever is higher.

[Rules 62-4.070 (3) and 62-212.400(BACT), F.A.C.; and, Permits 1030011-010-AC & 1030011-019-AC]

B.15. Methods of Operation. Subject to the restrictions and requirements of this permit, the CTs may
commence commercial operation and thereafter operate under the following methods of operation.

a. Simple Cycle (SC) Operation. All four CTs may operate in simple cycle (SC) mode whereby the turbine
exhaust gas (TEG) exits through or is diverted to a stack unassociated with a DB-fired HRSG. This
method of operation will be an infrequent occurrence for the four CTs that will typically operate in
combined cycle mode as described below.

b. Combined Cycle (CC) Operation. The four CTs associated with combined cycle Unit 4 may operate in
combined cycle (CC) mode whereby the TEG is exhausted to their respective duct-fired HRSGs for
energy recovery in order to raise steam to drive the single steam turbine-electrical generator (STG)
subject to the restrictions of this permit.

c. Inlet Conditioning. In accordance with the manufacturer’s recommendations and appropriate ambient
conditions, the evaporative cooling systems may be operated to reduce the compressor inlet air
temperature and provide additional direct, shaft-driven electrical power.

d. Duct Firing. The DB within each HRSG may be fired with natural gas to reheat the TEG in order to
provide additional steam to the STG or the CTs for power augmentation.

e. Power augmentation. Power (Steam) Augmentation (PA): Steam for PA is taken from the HRSG and is
introduced into the CT compressor discharge, thus increasing the power produced by the expander portion
of the turbine.

[Rules 62-210.200(PTE) and 62-212.400(BACT), F.A.C; and, Permit 1030011-010-AC.]

Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title VV Air Operation Permit Renewal
Page 13 of 41



SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection B. Combined Cycle Turbines (E.U. 038, 039, 040 and 041)

Emissions Standards

{Permitting Note: The attached Table 1, Summary of Air Pollutant Standards and Terms, summarizes
information for convenience purposes only. This table does not supersede any of the terms or conditions of this
permit.}

Unless otherwise specified, the averaging times for Specific Conditions B.16. — B.19. are based on the specified
averaging time of the applicable test method.

B.16. New Source Performance Standards for NOx. Emissions of NOx shall not exceed the following emission
limits for each CT or CT/DB-fired HRSG determined pursuant to 40 CFR 60, Subpart KKKK.

a CEMS" Rolling Average
Pollutant Fuel Method of Operation ppmvd (corrected to 15% O,)
CT (SC) 42 on 4-hour basis
QOil 42 on 30-operating days basis
CT (CC) 96 ppm on 30-operating days basis
<75% peak load
NOy© (<75% p )
CT (SC) 15 on 4-hour basis
Gas CT (CC) 15 on 30-operating days basis
96 ppm on 30-operating days basis
CT &DB (<75% peak load)

a. CT (SC) means operation of CT in simple cycle mode. CT (CC) means operation of CT in combined
cycle without use of the DB. CT & DB means operation in combined cycle mode and using the DB.
b. A CEMS for NOx shall be installed on the CT stacks and on the HRSG stacks. Correction to 15% O, is
required consistent with the provisions of 40 CFR 60, Subpart KKKK, Table 1.
1. Natural gas — At 75% peak load or greater, the NOx emissions standard shall not exceed 15 ppm
@15% O,.

2. No. 2 fuel oil - At 75% peak load or greater, the NOx emissions standard shall not exceed 42 ppm
@15% O,

3. Natural gas or No. 2 fuel oil - Below 75% peak load, the NOx emissions standard shall not exceed 96
ppm @15% O,
c. Compliance with the continuous NOy standards shall be demonstrated based on data collected by the
required CEMS.
Refer to Appendix KKKK of this permit for the full NSPS requirements. [Permits 1030011-010-AC &
1030011-012-AC & 1030011-019-AC; and, 40 CFR 60, Subpart KKKK]

B.17. Best Available Control Technology (BACT) Emissions Standards for CO and VOC. Emissions of VOC
and CO shall not exceed the following emission limits for each CT or CT/DB-fired HRSG.

Cc
Stack Test, 3-Run Average CEMS
Method of Block Average
Pollutant Fuel Operation .
ppmvd @ 15% O, Ib/hr® ppmvd @ 15% O,
Unit 4 HRSG Stacks
Co Qil cT 50 404 8.0, 24-hr*
Duke Energy Florida, Inc. Permit No. 1030011-020-AV
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c
Stack Test, 3-Run Average CEMS
Method of Block Average
Pollutant Fuel Operation® -
P ppmvd @ 15% O, Ib/hr® ppmvd @ 15% O,
Gas CT 4.1 20.8 6, 12-month '
CT & DB 7.6 38.3
Oil CT 2.8 7.6
VOC*®9 CT 1.2 3.0 Not Applicable
Gas CT & DB 15 3.8
Unit 4 Bypass Stacks
co Oil CT 8.0 40.4 ficab
Gas cT 41 20.8 Not Applicable
Oil CT 2.8 7.6 .
VOC*® Not Applicable
Gas CT 1.2 3.0

a. CT means operation of a combustion turbine (CT) in simple cycle or in combined cycle without use of the
duct burner (DB). CT & DB means operation in combined cycle mode and using the DB.

b. The mass emission rate standards are based on a turbine inlet condition of 59° F and may be adjusted to
actual test conditions in accordance with the performance curves and/or equations on file with the
Department.

c. CEMS for CO are required only on the HRSG stacks. Other than startup, shutdown, fuel switching or
documented malfunction, simple cycle CT operations shall be at a load not less than 45% or that load at
which compliance was demonstrated during the initial compliance test, whichever is higher.

d. Compliance with the continuous 24-hour CO standards shall be demonstrated based on data collected by
the required CEMS on the HRSG stacks. The initial and annual EPA Method 10 tests associated with the
certification of the CEMS instruments may also be used to demonstrate compliance with the individual
standards for natural gas, fuel oil, or duct burner modes. Separate CO tests shall be conducted under
simple cycle mode on the CT stacks.

e. Compliance with the VOC standards shall be demonstrated by conducting tests in accordance with EPA
Method 25A on the HRSG stacks and, under simple cycle mode, on the CT stacks. Optionally, EPA
Method 18 may also be performed to deduct emissions of methane and ethane. The emission standards
are based on VOC measured as methane.

f.  Rolling Average. Enforcement discretion may be exercised for up to 12 months with respect to the 6
ppmvd @15% O, limit for any CT/Duct-fired HRSG upon notification by the permittee of intent to install
oxidation catalyst. The permittee shall have 12 months to complete the oxidation catalyst installation.
From time of notification to installation of the catalyst all partial or complete calendar months shall be
excluded from the 12-month rolling average.

Compliance with the CO CEMS based limits shall be deemed as compliance with the VOC limit.

[Rule 62-210.200(Definitions — BACT) and 62-212.400 F.A.C.; and, Permit 1030011-010-AC]

B.18. New Source Performance Standard for SO,. Pursuant to 8§60.4330(a)(2), SO, emissions are limited in
NSPS Subpart KKKK by a prohibition on the firing of any fuels that contain total potential sulfur emissions
in excess of 0.060 Ib SO,/MMBTtu heat input. Refer to Appendix KKKK of this permit for the full NSPS
requirements. [40 CFR 60, Subpart KKKK and Permit 1030011-010-AC]

B.19. Measures to Limit Particulate Emissions (PM/PM;q/Fine Particulate Matter). The following measures
and limitations, in conjunction with decreases from other units, effectively limit combined annual PM/PM,
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Subsection B. Combined Cycle Turbines (E.U. 038, 039, 040 and 041)

emissions to a level that ensures net emissions increases are well below the significant emission rate at which

PSD applies and a subsequent BACT determination is required. These measures also minimize fine

particulate emissions and formation:

a. Fuel Sulfur Limits. The sulfur concentration shall be limited to 2 grains per 100 standard cubic feet of
natural gas. The sulfur concentration in the distillate fuel oil used shall be limited to 0.05 percent.
Compliance with the fuel specifications shall be demonstrated by keeping records of the fuel sulfur
content.

b. Visible Emissions. Visible emissions shall not exceed 10 percent opacity for each 6-minute block
average. Compliance with the visible emissions standard shall be demonstrated by conducting tests in
accordance with EPA Method 9.

c. Ammonia Emissions (Slip) Limits. Ammonia emissions shall be limited to 5 ppmvd @15% O,.
Compliance with the ammonia slip standard shall be demonstrated by conducting tests in accordance with
EPA Methods TM-027 or 320.

[62-212.400(12)(PSD Avoidance); and, Permit 1030011-010-AC]

Excess Emissions

The following conditions apply only to the SIP-based emissions standards specified in Specific Condition B.17. of
this section. Rule 62-210.700, F.A.C. (Excess Emissions) cannot vary or supersede any federal provision of the
NSPS or Acid Rain programs.

B.20. Operating Procedures. The Best Available Control Technology (BACT) determinations established by

this permit rely on “good operating practices” to reduce emissions. Therefore, all operators and supervisors
shall be properly trained to operate and maintain the CTs, HRSGs, and pollution control systems in
accordance with the guidelines and procedures established by each manufacturer. The training shall include
good operating practices as well as methods of minimizing excess emissions. [Permit 1030011-010-AC;
Rules 62-213.440, F.A.C and 62-212.400 (BACT), F.A.C]

B.21. Alternate Visible Emissions Standard. Visible emissions due to startups, shutdowns, and malfunctions

shall not exceed 10% opacity except for up to ten, 6-minute averaging periods during a calendar day, which
shall not exceed 20% opacity. [Rule 62-212.400(BACT), F.A.C.; and, Permit 1030011-010-AC]

B.22. Definitions

a. Startup is defined as the commencement of operation of any emissions unit which has shut down or
ceased operation for a period of time sufficient to cause temperature, pressure, chemical or pollution
control device imbalances, which result in excess emissions. [Rule 62-210.200(245), F.A.C.]

b. Shutdown is the cessation of the operation of an emissions unit for any purpose. [Rule 62-210.200(230),
F.AC]

c. Malfunction is defined as any unavoidable mechanical and/or electrical failure of air pollution control
equipment or process equipment or of a process resulting in operation in an abnormal or unusual manner.
[Rule 62-210.200(159), F.A.C.]

[Permit 1030011-010-AC]

B.23. Excess Emissions Allowed and Allowable Data Exclusions. As per the procedures in this condition,

limited amounts of CO CEMS emissions data may be excluded from the corresponding SIP-based compliance
demonstration, provided that best operational practices to minimize emissions are adhered to and the duration
of data excluded is minimized. As provided by the authority in Rule 62-210.700(5), F.A.C., these conditions
replace the provisions in Rule 62-210.700(1), F.A.C. For each CT/HRSG system, excess emissions resulting
from startup, shutdown, and documented malfunctions shall not exceed 120 minutes (non continuous) in any
24-hour period except for the specific cases listed below. A “documented malfunction” means a malfunction
that is documented within one working day of detection by contacting the Compliance Authority by
telephone, facsimile transmittal, or electronic mail.
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a. Steam Turbine/HRSG System Cold Startup: For cold startup of the steam turbine system, up to 480
minutes of excess emissions from any CT/HRSG system may be excluded in any 24-hour period. A
cold “startup of the steam turbine system” is defined as startup of the combined cycle system following
a shutdown of the steam turbine 24 hours or longer.

b. Steam Turbine/HRSG Hot Startup: For hot startup of the steam turbine system, up to 240 minutes of
excess emissions from any CT/HRSG system may be excluded in any 24-hour period. A “hot startup of
the steam turbine system” is defined as startup of the combined cycle system following a shutdown of
the steam turbine lasting less than 48 hours.

¢. Shutdown Combined Cycle Operation: For shutdown of the combined cycle operation, up to 180
minutes in any 24-hour period of excess emissions from any CT/HRSG system can be excluded.

d. CT/HRSG System Cold Startup: For cold startup of a CT/HRSG system, up to 240 minutes in any 24-
hour period can be excluded. “Cold startup of a CT/HRSG system” is defined as a CT/HRSG starting
up and blending into combined-cycle service after that CT/HRSG has been off-line for 4 hours or
longer.

e. Fuel Switching: For fuel switching, up to 120 minutes in any 24-hour period can be excluded.

{Permitting Note: During a cold startup of the steam turbine system, each CT/HRSG system is sequentially
brought on line at low load to gradually increase the temperature of the steam-electrical turbine and
prevent thermal metal fatigue. Note that shutdowns and documented malfunctions are separately regulated
in accordance with the requirements of this condition. The following table summarizes the excess emissions
allowable data exclusion hours during startup conditions.}

- . Excess Emissions Data Exclusion
Start-Up Conditions Hours Off-Line Allowance for Startup
Steam Turbine/HRSG Starts
ST/HRSG System Cold Startup >24 480 minutes
ST/HRSG Hot Startup <24 240 minutes
CT/HRSG Blend Ins
CT/HRSG Cold Startup >4 240 minutes
CT/HRSG Hot Startup <4 180 minutes

[Permits 1030011-010-AC & 1030011-012-AC and 1030011-019-AC]

B.24. Excess Emissions Prohibited. Excess emissions caused entirely or in part by poor maintenance, poor
operation or any other equipment or process failure that may reasonably be prevented during startup,
shutdown or malfunction shall be prohibited. All such preventable emissions shall be included in any
compliance determinations based on CEMS data. [Rule 62-210.700(4), F.A.C.]

B.25. ULN Tuning. CEMS data collected during initial or other major ULN tuning sessions shall be excluded
from the CEMS compliance demonstration provided the tuning session is performed in accordance with the
manufacturer’s specifications. A “major tuning session” would occur after completion of initial construction,
a combustor change-out, a major repair or maintenance to a combustor, or other similar circumstances. Prior
to performing any major tuning session, the permittee shall provide the Compliance Authority with an
advance notice of at least 7 days that details the activity and proposed tuning schedule. The notice may be by
telephone, facsimile transmittal, or electronic mail. [Design; Rule 62-213.440, F.A.C; and, Permits 1030011-
010-AC & 1030011-019-AC]
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Continuous Monitoring Requirements

B.26.

CEM Systems. The permittee shall calibrate, maintain, and operate continuous emission monitoring

systems (CEMS) to measure and record the emissions of CO from the HRSG stacks and NOx from all stacks
in a manner sufficient to demonstrate continuous compliance with the CEMS emission standards of this
subsection. Each monitoring system shall be installed, calibrated, and properly functioning prior to the initial
performance tests. Within one working day of discovering emissions in excess of a CO or NOx standard (and
subject to the specified averaging period), the permittee shall notify the Compliance Authority.

a.

CO Monitors. The CO monitors shall be certified pursuant to 40 CFR 60, Appendix B, Performance
Specification 4 or 4A within 60 calendar days of achieving permitted capacity as defined in Rule 62-
297.310(2), F.A.C., but no later than 180 calendar days after initial startup. Quality assurance procedures
shall conform to the requirements of 40 CFR 60, Appendix F, and the Data Assessment Report of Section
7 shall be made each calendar quarter, and reported semiannually to the Compliance Authority. The
RATA tests required for the CO monitor shall be performed using EPA Method 10 in Appendix A of 40
CFR 60. The CO monitor span values shall be set appropriately considering the allowable methods of
operation and corresponding emission standards.

NOyx Monitors. Each NOx monitor shall be certified, operated, and maintained in accordance with the
requirements of 40 CFR 75. Record keeping and reporting shall be conducted pursuant to Subparts F and
G in 40 CFR 75. The RATA tests required for the NOx monitor shall be performed using EPA Method
7E in Appendix A of 40 CFR 60.

Diluent Monitors. The oxygen (O,) or carbon dioxide (CO,) content of the flue gas shall be monitored at
the location where NOx and CO are monitored to correct the measured emissions rates to 15% oxygen. If
a CO, monitor is installed, the oxygen content of the flue gas shall be calculated using F-factors that are
appropriate for the fuel fired. Each monitor shall comply with the performance and quality assurance
requirements of 40 CFR 75.

[Permit 1030011-010-AC]

B.27.

a.

C.

CEM Data Requirements.

Data Collection. Emissions shall be monitored and recorded at all times including startup, operation,
shutdown, and malfunction except for continuous monitoring system breakdowns, repairs, calibration
checks, and zero and span adjustments. The CEMS shall be designed and operated to sample, analyze,
and record data evenly spaced over an hour. If the CEMS measures concentration on a wet basis, the
CEM system shall include provisions to determine the moisture content of the exhaust gas and an
algorithm to enable correction of the monitoring results to a dry basis (0% moisture). Alternatively, the
owner or operator may develop through manual stack test measurements a curve of moisture contents in
the exhaust gas versus load for each allowable fuel, and use these typical values in an algorithm to enable
correction of the monitoring results to a dry basis (0% moisture). Final results of the CEMS shall be
expressed as ppmvd of NOy and CO corrected to 15% oxygen. The CEMS shall be used to demonstrate
compliance with the CEMS emission standards for CO and NOy as specified in this section. For purposes
of determining compliance with the CEMS emissions standards of this section, missing (or excluded) data
shall not be substituted. Upon request by the Department, the CEMS emission rates shall be corrected to
ISO conditions.

Valid Hour. Hourly average values shall begin at the top of each hour. Each hourly average value shall
be computed using at least one data point in each fifteen-minute quadrant of an hour, where the unit
combusted fuel during that quadrant of an hour. Notwithstanding this requirement, an hourly value shall
be computed from at least two data points separated by a minimum of 15 minutes (where the unit operates
for more than one quadrant of an hour). If less than two such data points are available, the hourly average
value is not valid. An hour in which any oil is fired is attributed towards compliance with the permit
standards for oil firing. The permittee shall use all valid measurements or data points collected during an
hour to calculate the hourly average values.

24-hour Block Averages. A 24-hour block shall begin at midnight of each operating day and shall be
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calculated from 24 consecutive hourly average emission rate values. If a unit operates less than 24 hours
during the block, the 24-hour block average shall be the average of all available valid hourly average
emission rate values for the 24-hour block. For purposes of determining compliance with the 24-hour
CEMS standards, the missing data substitution methodology of 40 CFR Part 75, subpart D, shall not be
utilized. Instead, the 24-hour block average shall be determined using the remaining hourly data in the
24-hour block. [Rule 62-212.400(BACT), F.A.C.]

d. Data Exclusion. Each CEMS shall monitor and record emissions during all operations including episodes
of startup, shutdown, malfunction, fuel switches and DLN tuning. Some of the CEMS emissions data
recorded during these episodes may be excluded from the corresponding CO CEMS compliance
demonstration subject to the provisions of Condition Nos. 24 and 25 of this subsection. All periods of
data excluded shall be consecutive for each such episode and only data obtained during the described
episodes (startup, shutdown, malfunction, fuel switches, ULN tuning) may be used for the appropriate
exclusion periods. The permittee shall minimize the duration of data excluded for such episodes to the
extent practicable. Data recorded during such episodes shall not be excluded if the episode was caused
entirely or in part by poor maintenance, poor operation, or any other equipment or process failure, which
may reasonably be prevented. Best operational practices shall be used to minimize hourly emissions that
occur during such episodes. Emissions of any quantity or duration that occur entirely or in part from poor
maintenance, poor operation, or any other equipment or process failure, which may reasonably be
prevented, shall be prohibited.

e. Availability. Monitor availability for the CEMS shall be 95% or greater in any calendar quarter. The
quarterly excess emissions report shall be used to demonstrate monitor availability. In the event 95%
availability is not achieved, the permittee shall provide the Department with a report identifying the
problems in achieving 95% availability and a plan of corrective actions that will be taken to achieve 95%
availability. The permittee shall implement the reported corrective actions within the next calendar
quarter. Failure to take corrective actions or continued failure to achieve the minimum monitor
availability shall be violations of this permit.

[Permits 1030011-010-AC & 1030011-012-AC & 1030011-019-AC and Rules 62-213.440 and 62-
212.400(12), F.A.C.; 40 CFR 75]

B.28. Ammonia Monitoring Requirements. In accordance with the manufacturer’s specifications, the permittee
shall calibrate, operate and maintain an ammonia flow meter to measure and record the ammonia injection rate
to the SCR system by the time of the initial compliance tests. The permittee shall document and periodically
update the general range of ammonia flow rates required to meet permitted emissions levels over the range of
load conditions allowed by this permit by comparing NOx emissions recorded by the CEM system with
ammonia flow rates recorded using the ammonia flow meter. During NOx monitor downtimes or malfunctions,
the permittee shall operate at the ammonia flow rate and, as applicable for fuel oil firing, the water-to-fuel ratio,
that are consistent with the documented flow rate for the CT load condition. [Rules 62-213.440, F.A.C.; and,
Permit 1030011-010-AC]

Test Methods and Procedures

{Permitting Note: The attached Table 2, Summary of Compliance Requirements, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this permit.}

B.29. Test Methods. Any required tests shall be performed in accordance with the following reference
methods.

Method | Description of Method and Comments

1-4 Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content

Procedure for Collection and Analysis of Ammonia in Stationary Source. {Notes: This is an

CTM-027 EPA conditional test method.} The minimum detection limit shall be 1 ppm.
Duke Energy Florida, Inc. Permit No. 1030011-020-AV
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Subsection B. Combined Cycle Turbines (E.U. 038, 039, 040 and 041)

320 Measurement of VVapor Phase Organic and Inorganic Emissions by Extractive Fourier
Transform Infrared (FTIR) Spectroscopy
T7E Determination of Nitrogen Oxide Emissions from Stationary Sources
9 Visual Determination of the Opacity of Emissions from Stationary Sources

Determination of Carbon Monoxide Emissions from Stationary Sources
{Notes: The method shall be based on a continuous sampling train.}

Measurement of Gaseous Organic Compound Emissions by Gas Chromatography
18 {Note: EPA Method 18 may be used (optional) concurrently with EPA Method 25A to deduct
emissions of methane and ethane from the measured VOC emissions.}

25A Determination of Volatile Organic Concentrations

10

No other methods may be used unless prior written approval is received from the Department. [Rules 62-
204.800, F.A.C.; 40 CFR 60, Appendix A]

B.30. Common Testing Requirements. Unless otherwise specified, tests shall be conducted in accordance with
the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this
permit. [Rule 62-297.310, F.A.C.]

B.31. Annual Compliance Tests. During each federal fiscal year (October 1% to September 30™), each CT shall
be tested to demonstrate compliance with the emission standards for visible emissions.

a. Visible Emissions Test: Annual emissions compliance testing for visible emissions is not required for
these emissions units while burning:
1. only gaseous fuels; or
2. gaseous fuels in combination with any amount of liquid fuels for less than 400 hours per year; or
3. only liquid fuels for less than 400 hours per year

b. Carbon Monoxide Test: Annual simple-cycle stack testing is only required while combusting natural
gas. In addition, testing in simple cycle is also required on each individual unit only if the unit
combusts No. 2 fuel oil for more than 400 hours in any calendar year. Combined cycle CO emissions
data collected during the required continuous monitor Relative Accuracy Test Audits (RATAS) may
be used to demonstrate compliance with the CO standards.

c. Ammonia Slip Test: Annual testing to determine the ammonia slip shall be conducted while firing the
primary fuel. NOyx emissions recorded by the CEMS shall be reported for each ammonia slip test run.

d. VOC Test: Annual VOC test is not required. Compliance with the continuously monitored CO
standards shall indicate efficient combustion and low VOC emissions. The Department retains the
right to require VOC testing for the reasons such as exceedance of the CO limit or those given in
Appendix TR, Testing Requirements.

[Rules 62-212.400, 62-210.200 (243) (BACT), 62-213.440 and 62-297.310(7)(a)4, F.A.C.; and, Permits
1030011-010-AC & 1030011-019-AC]

B.32. Subsequent Compliance Determinations. The Department may require the permittee to conduct
additional tests after major replacement or major repair of any air pollution control equipment, such as the
SCR catalyst, oxidation catalyst, ULN combustors, etc. [Rule 62-297.310(7)(a)1, F.A.C. and 40 CFR 60.8.;
and, Permits 1030011-010-AC & 1030011-019-AC]

B.33. Continuous Compliance. The permittee shall demonstrate continuous compliance with the 24-hour and
12-month CO emission standards, and the NOx emissions standards based on data collected by the certified
CEMS. Within 45 days of conducting any RATA on a CEMS, the permittee shall submit a report to the
Compliance Authority summarizing results of the RATA. Compliance with the CO emission standards also
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serves as an indicator of efficient fuel combustion and oxidation catalyst operation, which reduces emissions
of particulate matter and volatile organic compounds. [Rule 62-212.400 (BACT), F.A.C., and Permit
1030011-010-AC]

Recordkeeping and Reporting Requirements

B.34. Reporting Schedule. The following reports and notifications shall be submitted to the Compliance
Authority:

Report Reporting Deadline Related Condition(s)
Notice of Excess Emissions Varied B.39.

B.35. Other Reporting Requirements. See Appendix RR, Facility-Wide Reporting Requirements, for additional
reporting requirements. [Rule 62-213.440, F.A.C.]

B.36. Monitoring of Capacity. The permittee shall monitor and record the operating rate of each CT and HRSG
duct burner system on a daily average basis, considering the number of hours of operation during each day
(including the times of startup, shutdown and malfunction). Such monitoring shall be made using a
monitoring component of the CEM system required above, or by monitoring daily rates of consumption and
heat content of each allowable fuel in accordance with the provisions of 40 CFR 75 Appendix D. [Permit
1030011-010-AC, Rules 62-213.440, F.A.C and 62-212.400(BACT), F.A.C]

B.37. Monthly Operations Summary. By the 10" calendar day of each month, the permittee shall record the
following for each fuel in a written or electronic log for each CT for the previous month of operation: fuel
consumption, hours of operation, hours of duct firing, and the updated 12-month rolling totals for each.
Information recorded and stored as an electronic file shall be available for inspection and printing within at
least three days of a request by the Department. The fuel consumption shall be monitored in accordance with
the provisions of 40 CFR 75 Appendix D. [Permit 1030011-010-AC, Rules 62-213.440, 62-212.400, 62-
210.200 (38) and 62-210.200 (243)(BACT), F.A.C]

B.38. Fuel Sulfur Records. The permittee shall demonstrate compliance with the fuel sulfur limits specified in
this permit by maintaining the following records of the sulfur contents.

a. Natural Gas Sulfur Limit. Compliance with the fuel sulfur limit for natural gas shall be demonstrated by
keeping reports obtained from the vendor indicating the average sulfur content of the natural gas being
supplied from the pipeline for each month of operation. Methods for determining the sulfur content of the
natural gas shall be ASTM methods D4084-82, D4468-85, D5504-01, D6228-98 and D6667-01, D3246-
81. More recent versions of these methods or other Department approved methods may be used.

b. Distillate Fuel Oil Sulfur Limit. Compliance with the distillate fuel oil sulfur limit shall be demonstrated
by taking a sample, analyzing the sample for fuel sulfur, and reporting the results to each Compliance
Authority before initial startup. Sampling the fuel oil sulfur content shall be conducted in accordance
with ASTM D4057-88, Standard Practice for Manual Sampling of Petroleum and Petroleum Products,
and one of the following test methods for sulfur in petroleum products: ASTM methods D5453-00,
D129-91, D1552-90, D2622-94, D4294-90 or D7039-07. More recent versions of these methods or other
Department approved methods may be used. For each subsequent fuel delivery, the permittee shall
maintain a permanent file of the certified fuel sulfur analysis from the fuel vendor or other fuel sulfur
analysis performed on each delivery. At the request of a Compliance Authority, the permittee shall
perform additional sampling and analysis for the fuel sulfur content.

The above methods shall be used to determine the fuel sulfur content in conjunction with the provisions of 40

CFR 75 Appendix D. [Rules 62-213.440 and 62-4.160(15), F.A.C.; and, Permits 1030011-010-AC &

1030011-019-AC]

B.39. Excess Emissions Reporting.
a. Malfunction Notification. If emissions in excess of a standard (subject to the specified averaging period)
occur due to malfunction, the permittee shall notify the Compliance Authority within (1) working day of:
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the nature, extent, and duration of the excess emissions; the cause of the excess emissions; and the actions
taken to correct the problem. In addition, the Department may request a written summary report of the
incident.

b. SIP Quarterly Permit Limits Excess Emissions Report. Within 30 days following the end of each
calendar-quarter, the permittee shall submit a report to the Compliance Authority summarizing periods of
CO emissions in excess of the BACT permit standards following the NSPS format in 40 CFR 60.7(c),
Subpart A. Periods of startup, shutdown and malfunction, shall be monitored, recorded and reported as
excess emissions when emission levels exceed the standards specified in this permit. In addition, the
report shall summarize the CEMS systems monitor availability for the previous quarter. A summary of
data excluded from SIP compliance calculations should also be provided.

c. NSPS Semi-Annual Excess Emissions Reports. Within thirty (30) days following each calendar semi-
annual period, the permittee shall submit a report on any periods of excess emissions of the applicable
NSPS that occurred during the previous semi-annual period.

{Note: If there are no periods of excess emissions as defined in NSPS Subpart KKKK, a statement to that

effect may be submitted with the SIP Quarterly Report to suffice for the NSPS Semi-Annual Report.

[Permit 1030011-010-AC, Rules 62-4.130, 62-204.800, 62-210.700(6), F.A.C.; 40 CFR 60.7 and Subpart

KKKK]
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Subsection C. Process Heaters (E.U. 044)

The specific conditions in this subsection apply to the following emissions unit:

ID Emission Unit Description
044 | Four Small Gaseous-fueled Process Heaters (3 MMBtu/hr)

This emissions unit consists of four small gaseous-fueled process heaters (3 MMBtu/hr) that serve Unit 4. The
four process heaters are used for the purpose of heating the natural gas supply. These units commenced operation
in November/December 2008.

{Permitting Note: These emissions units were reviewed under the rules for the Prevention of Significant
Deterioration (PSD), Rule 62-212.400, F.A.C. Best Available Control Technology (BACT) determinations were
made for carbon monoxide (CO) and volatile organic compounds (VOC) in accordance with Rule 62-210.200
(Definitions). These units are also regulated under 40 CFR 63, Subpart DDDDD NESHAP for Industrial,
Commercial, and Institutional Boilers and Process Heaters.}

Applicable Standards and Regulations

C.1. NESHAP Requirements. This unit shall comply with all applicable provisions of Appendix DDDDD,
which contains the 40 CFR 63, Subpart DDDDD requirements for Industrial, Commercial, and Institutional
Boilers and Process Heaters.

Essential Potential to Emit (PTE) Parameters

C.2.  Permitted Capacity. The maximum allowable heat input rate is as follows:
Unit No. MMBtu/hr Heat Input Fuel Type
044 3 MMBtu/hr each Natural Gas
[Rules 62-4.160(2), 62-204.800 & 62-210.200(PTE), F.A.C.; and, 1030011-010-AC (PSD-FL-381)]

C.3.  Emissions Unit Operating Rate Limitation After Testing. See the related testing provisions in Appendix
TR, Facility-wide Testing Requirements. [Rule 62-297.310(2), F.A.C.]

C.4. Methods of Operation — Fuels. The only fuel allowed to be burned in these units is natural gas.
[1030011-010-AC (PSD-FL-381)]

C.5.  Hours of Operation. The gas-fueled process heaters are allowed to operate continuously (8,760 hours per
year). [1030011-010-AC (PSD-FL-381)]

Emission Limitations and Standards

{Permitting Note: The attached Table 1, Summary of Air Pollutant Standards, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this permit.}

Unless otherwise specified, the averaging times for Specific Conditions C.6 and C.8. are based on the specified
averaging time of the applicable test method.

C.6.  Visible Emissions. Visible emissions from these units shall not exceed 10% opacity. [Permit 1030011-
010-AC (PSD-FL-381)

C.7.  Carbon Monoxide Emissions. Carbon monoxide emissions from these units shall not exceed 0.08
Ib/MMBtu. [Permit 1030011-010-AC (PSD-FL-381)]

C.8.  Fuel Sulfur Limit. The sulfur content of the natural gas combusted in these units shall not exceed 2 grains
of sulfur per 100 standard cubic feet. [Permit 1030011-010-AC (PSD-FL-381)]

Work Practice Standards

C.9.  Applicable Work Practice Standards. This unit shall conduct a tune-up every 5 years as specified in
863.7540. [40 CFR 63, Subpart DDDD, Table 3 and, Permit 1030011-019-AC]
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Excess Emissions

Rule 62-210.700 (Excess Emissions), F.A.C. cannot vary any requirement of an NSPS, NESHAP or Acid Rain
program provision.

C.10. Excess Emissions Allowed. Excess emissions from these emissions units resulting from startup,
shutdown or malfunction shall be permitted provided that best operational practices to minimize emissions are
adhered to and the duration of excess emissions shall be minimized but in no case exceed two hours in any 24
hour period unless specifically authorized by PCDEM for longer duration. [Rule 62-210.700(1), F.A.C.]

C.11. Excess Emissions Prohibited. Excess emissions which are caused entirely or in part by poor maintenance,
poor operation, or any other equipment or process failure which may reasonably be prevented during startup,
shutdown or malfunction shall be prohibited. [Rule 62-210.700(4), F.A.C.]

Test Methods and Procedures

{Permitting Note: The attached Table 2, Summary of Compliance Requirements, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this permit.}

C.12. Test Methods. Required tests shall be performed in accordance with the following reference methods:

Method | Description of Method and Comments
9 Visual Determination of the Opacity of Emissions from Stationary Sources

10 Determination of Carbon Monoxide Emissions from Stationary Sources
{Note: The method shall be based on a continuous sampling train.}

The above methods are described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800,
F.A.C. No other methods may be used unless prior written approval is received from the Department. [62-
297.401, F.A.C. and Permit 1030011-010-AC (PSD-FL-381)]

C.13. Common Testing Requirements. Unless otherwise specified, tests shall be conducted in accordance with
the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this
permit. [Rule 62-297.310, F.A.C.]

C.14. Annual Compliance Tests Not Required. Regular testing to demonstrate compliance with the emissions
standards for visible emissions and carbon monoxide is not required; however, the provisions for special
compliance testing upon request still apply (see Specific Condition TR.7b.). [Rule 62-297.310(7), F.A.C. and
Permit 1030011-010-AC (PSD-FL-381)]

Recordkeeping and Reporting Requirements

C.15. Reporting Schedule. The following reports and notifications shall be submitted to the Compliance
Authority:

Report Reporting Deadline Related Condition(s)
Notice of Malfunctions Quarterly, If Requested. C.17.
Fuel Usage Annually C.18.

C.16. Other Reporting Requirements. See Appendix RR, Facility-Wide Reporting Requirements, for additional
reporting requirements.

C.17. Malfunction Reporting. In the case of excess emissions resulting from malfunctions, the owner or
operator shall notify PCDEM, in accordance with Rule 62-4.130, F.A.C. A full written report on the
malfunctions shall be submitted in a quarterly report, if requested by the PCDEM. [Rule 62-210.700(6),
F.A.C]
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C.18. Fuel Usage. The permittee shall maintain records of the sulfur content and the amount of natural gas used
in the heaters. These records shall be submitted to the Compliance Authority on an annual basis or upon
request. [Rule 62-213.440, F.A.C. and Permit 1030011-010-AC (PSD-FL-381)]
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Subsection D. Emergency Diesel Fire Pump (EU-046)

The specific conditions in this subsection apply to the following emissions unit:

ID Emission Unit Description

046 | One nominal 300-hp emergency diesel fire pump engine and 500 gallon fuel oil storage tank.

This emissions unit consists of one nominal 300-hp (224 kW) emergency diesel engine-driven fire pump and 500
gallon fuel oil storage tank that serves Unit 4. This unit commenced operation in November/December 2008.

{Permitting Note: This emissions unit was reviewed under the rules for the Prevention of Significant
Deterioration (PSD), Rule 62-212.400, F.A.C. Best Available Control Technology (BACT) determinations were
made for carbon monoxide (CO) and volatile organic compounds (VOC) in accordance with Rule 62-210.200
(Definitions). This unit is also regulated under NSPS, Subpart I111.}

The following table provides important details for this emissions unit:

Displacement

Date Date Date Model liters/cylinder Model No
Manufactured | ordered | Installed Year (I/)é) '
) ) Clarke Fire Protection Products,
1.35 liters/cylinder Inc. Fire Pump Model No.
September (Six (6) cylinders & 8.1 | JW6H-UF58 (The diesel engine
2007 2006 2008 2007 liters Total driving the pump is a John Deere
Displacement) Corporation Model No.
6081HF001)

This CI RICE is regulated under 40 CFR 63, Subpart ZZZZ, NESHAP for Stationary RICE and 40 CFR 60,
Subpart I111, NSPS for Stationary Compression Ignition RICE, adopted in Rules 62.204.800(11)(b) & (8)(b),
F.A.C., respectively. This RICE is a fire pump. This is a “new” stationary emergency CI RICE with a
displacement of less than 10 liters per cylinder, located at a major source of HAP, and that has a 2007 model
year. In accordance with provisions of 40 CFR 63.6590(c)(6), meeting the requirements of 40 CFR 60, Subpart
I111, satisfies compliance with the requirements of Subpart ZZZZ. Compliance with the lower NSPS sulfur limits
and other NSPS Subpart I111 rule requirements assure compliance with the PSD permit requirements.}

Essential Potential to Emit (PTE) Parameters

D.1. Equipment. The permittee is authorized to operate and maintain one diesel engine driven fire pump

(approximately 300 hp) and an associated 500 gallon fuel oil storage tank. [Permit 1030011-010-AC (PSD-
FL-381)]

D.2.  Authorized Fuel. This Stationary RICE must use diesel fuel that meets the following requirements for

non-road diesel fuel:

a. Sulfur Content. The sulfur content shall not exceed = 15 ppm = 0.0015% by weight (ultra-low sulfur) for
non-road fuel.

b. Cetane and Aromatic. The fuel must have a minimum cetane index of 40 or must have a maximum
aromatic content of 35 volume percent.

c. Use of Existing Fuel. Any existing diesel fuel purchased (or otherwise obtained) prior to October 1, 2010,
may be used until depleted.

[40 CFR 60.4207(b), 80.510(b); and, Permits 1030011-010-AC (PSD-FL-381) & 1030011-019-AC]

D.3. Restricted Hours of Operation.

a. Emergency Situations. There is no time limit on the use of this emergency stationary RICE (fire pump) in
emergency situations.
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b. Maintenance and Testing. This engine is authorized to operate for the purpose of maintenance checks
and readiness testing, provided that the tests are recommended by federal, state, or local government, the
manufacturer, the vendor, or the insurance company associated with the engine. Maintenance checks and
readiness testing of such units is limited to 100 hours per year.

c. Non-emergency Situations. This engine may operate up to 50 hours per year in non-emergency situations,
but those 50 hours are counted towards the 100 hours per year provided for maintenance and testing.

[40 CFR 60.4211(f) and Permits 1030011-010-AC (PSD-FL-381) & 1030011-019-AC]

Emissions Standards

D.4. NOx + NMHC Emissions. Emissions of NOx plus non-methane hydrocarbons shall not exceed 10.5
g/kW-hr (7.8 g/HP-hr). [40 CFR 60.4205(c) & Table 4; BACT for VOC'; and, Permit 1030011-010-AC
(PSD-FL-381)]

{Note 1. From Permits 1030011-010-AC (PSD-FL-381) & 1030011-019-AC -. Non-Methane Hydrocarbons
(NMHC) are a surrogate for VOC.}

D.5. CO Emissions. CO emissions shall not exceed 3.5 g/kW-hr (2.6 g/HP-hr). [40 CFR 60.4205(c) & Table
4; BACT for CO; and, Permit 1030011-010-AC (PSD-FL-381)]

D.6. PM Emissions. PM emissions shall not exceed 0.54 g/kwW-hr (0.40 g/HP-hr). [40 CFR 60.4205(c) &
Table 4; and, Permit 1030011-010-AC (PSD-FL-381)]

Monitoring Requirements

D.7.  Hour Meter. The owner or operator must install a non-resettable hour meter if one is not already
installed. [40 CFR 60.4209(a)]

Testing and Compliance Requirements

D.8.  Operation and Maintenance. The owner or operator must operate and maintain the stationary Cl internal
combustion engines according to the manufacturer's written instructions or procedures developed by the
owner or operator that are approved by the engine manufacturer. In addition, owners and operators may only
change those settings that are permitted by the manufacturer. This RICE must be maintained and operated to
meet the emissions limits in Specific Conditions D.4. through D.6. over the entire life of the engine. [40 CFR
60.4206, 4211(a)]

D.9.  Engine Certification Requirements. The owner or operator must comply with the emissions standards
specified above by having purchased an engine certified by the manufacturer to meet those limits. The engine
must have been installed and configured according to the manufacturer’s emission-related specifications.
Manufacturer certification shall be provided to the Department in lieu of actual testing. [40 CFR 60.4211(b)
and Permits 1030011-010-AC (PSD-FL-381) & 1030011-019-AC]

D.10. Compliance Requirements Due to Loss of Certification. If you do not install, configure, operate, and
maintain your engine and control device according to the manufacturer's emission-related written instructions,
or you change emission-related settings in a way that is not permitted by the manufacturer, you must keep a
maintenance plan and records of conducted maintenance and must, to the extent practicable, maintain and
operate the engine in a manner consistent with good air pollution control practice for minimizing emissions.
In addition you must conduct an initial performance test to demonstrate compliance with the applicable
emission standards within 1 year of startup, or within 1 year after an engine and control device is no longer
installed, configured, operated, and maintained in accordance with the manufacturer's emission-related written
instructions, or within 1 year after you change emission-related settings in a way that is not permitted by the
manufacturer. [40 CFR 60.4211(g)]
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D.11. Testing Requirements. In the event performance tests are required pursuant to Specific Condition D.10.,
the performance test must be conducted according to the in-use testing procedures in 40 CFR Part 1039,
Subpart F. Link to Subpart F [40 CFR 60.4212(a)]

D.12. Fuel Oil Sampling. Compliance with the distillate fuel oil sulfur limit shall be demonstrated by taking a
sample, analyzing the sample for fuel sulfur, and reporting the results to each Compliance Authority.
Sampling the fuel oil sulfur content shall be conducted in accordance with ASTM D4057-88, Standard
Practice for Manual Sampling of Petroleum and Petroleum Products, and one of the following test methods
for sulfur in petroleum products: ASTM methods D5453-00, D129-91, D1552-90, D2622-94, D4294-90 or
D7039-07. More recent versions of these methods or other Department approved methods may be used. For
each subsequent fuel delivery, the permittee shall maintain a permanent file of the certified fuel sulfur
analysis from the fuel vendor. At the request of a Compliance Authority, the permittee shall perform
additional sampling and analysis for the fuel sulfur content. [Permits 1030011-010-AC (PSD-FL-381) &
1030011-019-AC]

D.13. Common Testing Requirements. Unless otherwise specified and if required, tests shall be conducted in
accordance with the requirements and procedures specified in Appendix TR, Facility-Wide Testing
Requirements, of this permit. [Rule 62-297.310, F.A.C.]

Records and Reports

D.14. Hours of Operation Records. The owner or operator must keep records of the operation of the engine in
emergency and non-emergency services that are recorded through the non-resettable hour meter. The owner
or operator must record the time of operation of the engine and the reason the engine was in operation during
that time. [40 CFR 60.4214(b)]

D.15. Maintenance Records. To demonstrate conformance with the manufacturer’s written instructions for
maintaining the certified engine and to document when compliance testing must be performed pursuant to
Specific Condition D.11., the owner or operator must keep the following records:

a. Engine manufacturer documentation and certification indicating compliance with the standards.

b. A copy of the manufacturer’s written instructions for operation and maintenance of the certified engine.

c. A written maintenance log detailing the date and type of maintenance performed on the engine, as well as
any deviations from the manufacturer’s written instructions.

[Rule 62-213.440(1), F.A.C.; and, 40 CFR 60.4211(b) & (9)]

D.16. Testing Notification. At such time that the requirements of Specific Condition D.11. become applicable,
the owner or operator shall notify the compliance authority of the date by which the initial compliance test
must be performed. [Rule 62-213.440(1)]

D.17. Other Reporting Requirements. See Appendix RR, Facility-Wide Reporting Requirements, for additional
reporting requirements. [Rule 62-213.440(1)(b), F.A.C.]

General Provisions

D.18. 40 CFR 60 Subpart A, General Provisions. The owner or operator shall comply with the applicable
requirements of 40 CFR 60 Subpart A, General Provisions, as specified below. Link to 40 CFR 60, Subpart
A - General Provisions.

General Provisions Citation Subiject of Citation
§60.1 General applicability of the General Provisions
§60.2 Definitions (see also § 60.4219)
§60.3 Units and abbreviations
§60.4 Address
8 60.5 Determination of construction or modification
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P.L. Bartow Plant Title VV Air Operation Permit Renewal

Page 28 of 41


http://www.ecfr.gov/cgi-bin/text-idx?c=ecfr&SID=e8388050f51c9ef7022b5a12cc833119&rgn=div5&view=text&node=40:34.0.1.1.5&idno=40#40:34.0.1.1.5.6
http://www.ecfr.gov/cgi-bin/text-idx?c=ecfr&rgn=div6&view=text&node=40:7.0.1.1.1.1&idno=40
http://www.ecfr.gov/cgi-bin/text-idx?c=ecfr&rgn=div6&view=text&node=40:7.0.1.1.1.1&idno=40

SECTION I11. EMISSIONS UNIT SPECIFIC CONDITIONS

Subsection D. Emergency Diesel Fire Pump (EU-046)

General Provisions Citation Subject of Citation
860.6 Review of plans
860.9 Auvailability of information
860.10 State Authority
§60.12 Circumvention
§60.14 Modification
§60.15 Reconstruction
§60.16 Priority list
8 60.17 Incorporations by reference
8 60.19 General notification and reporting requirements

[40 CFR 60.4218 and Table 8 to 40 CFR 60, Subpart I111]]

Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title VV Air Operation Permit Renewal
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SECTION IV. ACID RAIN PART

Federal Acid Rain Provisions

Operated by: Duke Energy Florida — P. L. Bartow Plant
ORIS code: 634

The emissions units listed below are regulated under Acid Rain Part, Phase Il.

E.U. ID No. | Brief Description

-001 No. 1 Unit, Fossil Fuel Fired Steam Generator with Electrostatic Precipitator (Retired 6/1/09)
-002 No. 2 Unit, Fossil Fuel Fired Steam Generator (Retired 6/1/09)

-003 No. 3 Unit, Fossil Fuel Fired Steam Generator (Retired 6/1/09)

-038 Gas turbine with supplementary-fired heat recovery steam generator (EPA ID # 4A)

-039 Gas turbine with supplementary-fired heat recovery steam generator (EPA ID # 4B)

-040 Gas turbine with supplementary-fired heat recovery steam generator (EPA ID # 4C)

-041 Gas turbine with supplementary-fired heat recovery steam generator (EPA ID # 4D)

The existing three (3) fossil fuel fired steam generating units were shutdown on June 1, 2009. These Units were
designated as Units 1, 2 and 3 that produced 120, 120 and 225 megawatts (MW) of electrical power respectively

A.l.  The Acid Rain Part application submitted for this facility, as approved by the Department, is a part of this
permit. The owners and operators of these acid rain units must comply with the standard requirements and
special provisions set forth in the application listed below:

a. DEP Form No. 62-210.900(1)(d), dated 06/05/09.
b. DEP Form No. 62-210.900(1)(a), dated 04/29/09.
[Chapter 62-213, F.A.C. and Rule 62-214.320, F.A.C.]

A.2.  Sulfur dioxide (SO,) Emission Allowances. SO, emissions from sources subject to the Federal Acid Rain
Program (Title V) shall not exceed any allowances that the source lawfully holds under the Federal Acid Rain
Program. Allowances shall not be used to demonstrate compliance with a non-Title 1V applicable requirement
of the Act.

a. No permit revision shall be required for increases in emissions that are authorized by allowances acquired
pursuant to the Federal Acid Rain Program, provided that such increases do not require a permit revision
pursuant to Rule 62-213.400(3), F.A.C.

b. No limit shall be placed on the number of allowances held by the source under the Federal Acid Rain
Program.

c. Allowances shall be accounted for under the Federal Acid Rain Program.

[Rule 62-213.440(1)(c)1., 2. & 3., F.A.C]

A.3. Comments, notes, and justifications: None.

Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title VV Air Operation Permit Renewal
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SECTION IV. ACID RAIN PART

STEF 1

Identify the source

by plant name,
state, and ORIS
or plant code.

STEP 2
Enter the unit ID#

for every Acid Rain
unit at the Acid Rain

source in column
g

Y

If unit a 50z Opt-in
unit, enter “yes" in

column “b™.

For new units or
503 Opt-in units,

enter the requested

information in
columns “d” and
"E )

Federal Acid Rain Provisions

Acid Rain Part Application

For more information, see instructions and refer to 40 CFR 72,30, 72.31, and T4; and Chapter 2-214, FA.C

This submission is: (] Mew O revised W Renewal
Plant name State ORI5/Plant Code
P. L. Bartow FL 634
a b c =
Unit |0 S50z Opt-in Limit will Mew or 504 Opt-in | Mew or 503 Opt-in Units
Unit? held Units
allowances Monitor
[fes orMo) | in accordance Commence Certification
with 40 CFR Operation Date Deadline
T29(ci1)
1 Yes
2 Yes
3 Yes
4A Yes
4B Yes
4C Yes
4D Yes

DEF Form MNo. §2-210.900{1)a) — Form

Effective: 3/16/05

F.L. Bartow Plant

Page 31 of 41
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SECTION IV. ACID RAIN PART

Federal Acid Rain Provisions

Plant Name (rom STEP 1) P. L. Bartow

STEF 3 Acid Rain Part Reguirements.

Read the {1) The designated representative of 2ach Asi Raln source and sach Acld Rain unit at the souns shal:

standard {Ij Submit 3 compets Aod Raln Part applicaton [Inciuding 3 complianas plan) under 40 CFR Pan 72 and Rules £2-214.320 and 330,
- FAC. In accordance win the deadines specited In Rule 62-214.320, FAC. and

requirements. (I} SubemitIn 3 imely mannar any supplemental Infmation Mat the DEP determines s necessarny In ondar to review an Acd Rain FPart

appilcation and Issus or dany an Acld Rain Part
{2) The owners and cperators of e3ch Acid Rl 5ource and each Acid Rain unk at the source shall:
{I) Cperate the uAlt In compiiance with 3 compiete Aid Raln Part application or a sUpersedng Acid Raln Part lssued by the DEF; and
) Have an Acid Rain Part

Monitoring Reguirements.

{1} The owners and operatoss and, to the extent appliicable, designated representative of each Acld Rain source and each Add Rain unit at the
s0UCE shall comply wilh the moniforng requirements a5 prowided In 40 CFR Part 75, and Rule 62-214.420, FAC.

[2) The emissions measurements racorded and reporiad In accordance with 40 CFR Part 75 shall be used to determine compliance by the unit
with the Adid Raln emisskons limitations and emisslons reduction reguirements Tor suifur disdde and nitrogen oxddes undier Tie Ackd Rain

Program.

{3) Tha requirements of 40 CFR Pant 75 shall not aect the responsiolity of the OWNErE and operators t moniior emiSSlons of oMer palEnts or
oTer emisskons chamctenistics at the unit undar other apolicadle requiramants of the At and ofer provisions of Me opesatng pemmit for the
BOUCE.

{£) For applications Inciuding a S0 Optn unlt, 3 monltoring plan for each S0, Opt-in unit must be submited with this applcasion pursuant to 40
CFR 74.14[3). For renewal appilcafions for S0, Optn units Inciude an updated monitoring plan f applicabie under 40 CFR. 75.53(b).

Sulfur Dioxide Reguirements.

{1} The owners and operats of each s0UME and each Acd Rain unit 3 the source shall:
{1} Hold allowances, 25 of Me alowance transfer deadineg, In the unit's compilance subaccount (afler feducions under 40 CFR 73.34(c)), or
In the compllance subaceount of another Acld Raln unit at the same source io the exient provided In 20 CFR: 73.35(b){3), not less than e
total anrual emisskons of sufur dicedde for the presous calendar year from the unlt; and
{Il} Comply with the appilcable Acid Rain emisskons lImitations for sulfur doxda.
{21 Each fon of sutur dicedde emited in excess of the Acd Raln emissions Imitations for surtur dioxite shall constitute a separate wiolaton of
the At
(31 An Acd Rain unit shall be subject 1o the requirements under paragraph {1) of the suifur dindde requirements 35 follows:
i) Starting Jaruary 1, 2000, an Acld Rain unlt under 40 CFR T2E@)2) or
{ll}) Starting on e [ater of January 1, 3000, o the deadine for montor certfication under 40 CFR Pant 75, an Acid Rain unit under 40 CFR
T2 E{aN3]
4 mc?i;iu];ssmunemmn.mmm.wmmmmlmmmmmmmnmmmjﬁuﬁm

Program.

{5} An alowance shall not be deducted In order to comply with the requirements under paragraph (1) of Te sulfur doxide requirements poor o
the calendar year for which the allowance was aliocated.

(6] An alowance alocated by he Adminisiaion under the Acd Rain Program IS 3 limited authorzation o emil suifur diadde In accordance with
the Add Raln Program. Mo prowision of e Acid Rain Program, the Acid Rain Part application, the Acld Rain Part, or an exempiion under 40
CFR 727 or T2.8 and no provision of law shall be constreed to imi the autharty of the Unied States fo terminaie or limit such authadzaton.
{7} An allowance aliocated by the AdminisTator under the Acd Rain Program does not consTiute a property ight

Nitrogen Oxides Requirements. The owners and operators of the source and each Acd Rain unit 3 the source shall comply wim the
applicable Ak Raln emisslons Imitaton for niffogen coddes.

Excess Emissions Reguirements.

{1} The designated representative of an Acd Rain unit that has excess emissions In any calendar year shall submit @ proposed offset plan, as
required under 40 CFR Par 77.
[2) The cwners and operatods of an Acid Raln unit that has excess emisEIINS In ary calendar year shal:

il) Pay without demand the penalty requined, ﬂwmmulmm:mmm a& required by 40 CFR Part 77, and

{Il} Comply with the tams of an aporoved offsat pian, 3s required by 40 CFR Fart 77.

Recordkeeping and Reporting Requirements.

{1} Uniess athersise provided, the owners and operators of the source and each Acld Raln unit at fe source shall keep on she at the source
£ach of the foll owing documents for a perod of S years from the date the document |s created. This period may be exiended for cause, at any
time prior o the end of & years, In witing by the EPA or the DEP:
{1} The cerificate of representaton for the designated representative fior the source and each Acld Rain unit at e source and all documents
that demonsirate the truth of the statements In the cetficate of representaion, In accomance with Rule 62-214.350, FAC.; provided that
the certficale and documents shall be retained on site at the source beyond such S<year period untl sich documents are supersedad
because of the submisslon of 3 new cerfficate of representaion changing he designated reprecentatie;
illy &l emisslons monitonng Infammation, In accordance with 40 CFR Part 75, provided Tat 1o e extent that 40 CFR Part 75 prowides for a
rperiod for recordkesping, the 3-year perod shal apply;
(I} Copies of all repoets, complance cerrications, and other submissions and all records made or required under Te Ackd Raln Pragram;
and,

DEF Form Mo 82-210.900{1){3)

Effective: 3/16/08 2
Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title VV Air Operation Permit Renewal
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SECTION IV. ACID RAIN PART

Federal Acid Rain Provisions

Plant Hame irom STEF 1) P. L. Bartow

STEP 3,

Continued. Recordkeeping and Reporting Requirements (cont)

v} Coples of all documents sad to complets an Ackd REin Part appilcation and any oMer SEDMISEIoN UNder the Acld Raln Program of i
demonstate compilance with Me requirameants of the Acd Raln Program.

(2) The designated representative of an Acid Raln source and each Ackd Raln unit at the source shall submit the reports and compliance
certificalions reguired under the Acid Rain Program, Including those under 40 CFR Part 72, Subpart |, and 40 CFR Part 75.

Lizbility.

(1) Amy person who knowingly violabes any requirement or prohibition of the Acid Raln Program, a complete Acid Raln Part applcation, an Ackd
Raln Par, or an exsmption under 40 CFR T2.7 or 728, Inciuding any raquirement for the payment of any panaity owed to the United States, shall
be subjied to enfoncament pursLEnt 0 section 113(c) of the A,

{2) Ay person who Knowingly makes a false, matenal statement In any record, submission, or report under e Ackl Raln Program shall be
subject to criminal emforcement pursuant to section 113(c) of the Act and 18 ULS.C. 1001.

(3) Mo permit revision shall excuse any violalion of the requirements of the Acid Rain Program that occurs pror io the date that the revision
talzs efect

(4] Each Ackd Rain source and each Acid Raln unit shall meet the requirements of the Acid Raln P

5 Nrym'nﬂshnﬂrﬂleMdHa]nPrugmntrm;:gllesmmmuﬂznmﬂndudngaprmﬁhnapﬁlmmﬂeﬂaﬂmm%taﬂue
of an Acil Raln source] shail 350 apply 1o the owners and operators of Such SoUrce and of the Acid Raln units at the souncs.

[5) Ay provision of the Acid Raln Program that applies to an Acid Raln unit {Including 3 provision appiicanle to the designated representative of
an Ackd Rain urit) shall also apply to the owners and operatons of such unit  Except 35 provided under 40 CFR TZ.44 (Phase || repowering
extension plans) and 40 CFR 76.11 (NOy averaging plans), and except with regart fo the requinements applicabie to units with 3 commion stack
uniter 40 CFR Part 75 (Incuding 40 CFR 75.16, 75.17, and 75.13), the owners and operatns and the designated representatve of one Acld Rain
urilt shail mot be llabée Tor any wislation by any other Acid Rain unit of which they are not owners of operators of the deslgnated represantative and
that Is located at a source of which they ane not owners or operators or the deslgnated representative.

(¥) Each viplation of a provision of 40 CFR Parts 72, 73, 74, 75, 76, 77, and 7E by an Acid Rain sounce or Acid Rain unl, or by an owmer or
operator or designated representative of such source of unit, shall be a separate vinlation of the Act

Effect on Other Authorities.

No prowision of the Acld Raln Program, an Add Raln Part application, an Ackd Rain Part, or an exemgtion under 40 CFR 72.7or 72.3 shal be
consinued as:

{1) Exsaptas expressly providsd In e IV of the Ac, exampting or exciuding the cwners and operators and, 1o the exient applicable, he
desgnated representalive of an Acid Rain source or Acid Rain unit from compllance with any other provision of the Act, including the provisions
of tifie | of the Act relating 1o appilcable Mational Ambient Alr Guality Standands or State Implementaion Plans;

{2) Limiting the numbser of alowances 3 unit can hoid; prowiced, that the number of aliowances hald by the unit shall not afiect the source’s
obiligation o comgy with any other provisions of the Act;

(3} Requirng a change of any kind in any state (@w requiatng electic utiity rates and charges, affecting any state law regamding such state
raguiation, or limiting swch state raguiation, Incluging any prudence review requirements unger such state law;

{4] Modfying the Fegeral Power Act or affacting the aumortty of e Federal Energy Reguiatony Commission urder the Fedaral Power Aot or,
{51 Imterfesing with or Impalring amy program fof competitve Dkdding for power SUEHY In 3 state In which such program Is estabiished.

STEFP 4

For 502 Opt-in f g h (not required for
units only. renewal application)

In WI“_“"" “f" enter Mumber of howrs unit
the unit ID# for N ) ) operated in the six
every S0 Opt-in Uit D Description of the combustion unit months preceding initial
unit identified in application

column “a” of
STEP 2.

For column “g”
describe the
combustion unit
and attach
infermation and
diagrams on the
combustion unit's
configuration.

In celumn “h™
enter the hours.

DEP Form Mo 82-210.800(1){3) — Form

Effective: 3/16/08 3
Duke Energy Florida, Inc. Permit No. 1030011-020-AV
P.L. Bartow Plant Title VV Air Operation Permit Renewal
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SECTION IV. ACID RAIN PART

Federal Acid Rain Provisions

Plant Nams (from STEP 1) P. L. Bartow
STEPS
i | K 1 m n
For SO; Opt-in
units only. = = =
gg:t required for Cumrent Current
Opt-in renewal , Actual SO, Allowable 1985 |  Allowable SO; Promulgated
applications.) ) Baseline or Alternative | Emissions Rate | SO, Emissions | Emissions Rate | SOz Emissions
Unit ID# Baseline under under Rate under under Rate under
In column “i” enter 40CFR74.20 40 CFR 74.22 40 CFR 74.23 40 CFR 74.24 40 CFR 74.25
g'v::;"gc;%th (mmBtu) {Ibs/mmBtu) (lbs/mmBiu) (Ibs/mmBtu) (Ibs/mmBtu)
unit identified in
column “a” (and in
column "),
For columns “J"
through “n," enter
the information
required under 40
CFR 74,20-74.26
and attach all
supporting
documentation
required by 40 CFR
74.20-74.25. —
STEP 6 A. If the combustion source seeks fo qualify for a transfer of allowances from the replacement of thermal energy, a
thermal energy plan as provided in 40 CFR 74.47 for combustion sources must be attached
B. A statement whether the combustion unit was previously an atfected unit under 40 CFR 74.
For SO; Opt-in C. A statement that the combustion unit is not an affected unit under 40 CFR 72.6 and does not have an
units only. exemption under 40 CFR 72.7, 72.8, or 72.14.
D. Attach a complete compliance plan for SC; under 40 CFR 72 .40,
Attach additional E. The designated representative of the combustion unil shall submit a monitoring plan in accordance with 40
requirements, CFR 74.61. For renewal application, submi an updated monitoring plan if applicable under 40 CFR 75.53(b).
certify and sign. F. The following statement must be signed by the designated representative or alternate designated representative of
the combustion source: “l certify that the data submitted under 40 CFR Part 74, Subpart C, reflects actual
operations of the combustion source and has not been adjusted in any way.*
Signature Date
STEP7 Certification (for designated representative or alternate designated representative only)
Read the | am authonzed to make this submission on behalf of the owners and cperatars of the Ackl Rain source or Acid Rain units for which the submission
:nm t is made | certéy under penaity of law that | hawe perscoslly examined, and am familar with_ the statements and information submitied in this
¢ ca ?" and all its Based on my inquiry of those individuals with primary resp y Tor cbtadning the inft ion, 1 Cartify that the
statement; provide | sitemenss and information are to e best of my knowbedge and belief trus, accurate. and complete. | am aware tat hers are signilicant penalties
::':m'p’ag'y".{.‘::."" for submitbng false s and Inf or omitting required statsrnents and information, including the possibiity of fine of Imprisanment.
, and e-mail
:gg""“- sign,and | \.me Jeffrey R. Swartz Tile Vice President, Florida - Power Generation Operations
Owner Company Name Duke Energy Florida, Inc.
Phone (727) 820-5188 E-mail address  Jeffrey.Swartz@duke-energy.com
e S5/2/2004
L} L

DEP Form No. 62-210.900(14a) — Form
Effective: J16/08 4

P.L. Bartow Plant Title VV Air Operation Permit Renewal
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SECTION V. CAIR PART FORM

CLEAN AIR INTERSTATE RULE PROVISIONS

Clean Air Interstate Rule (CAIR).

Operated by: Duke Energy Florida Inc.
Plant Name: P.L. Bartow Power Plant
ORIS Code: 0634

The emissions units are regulated under the Clean Air Interstate Rule.

E.U.ID EPA Brief Description

No. Unit ID#

-001 01 No. 1 Unit, Fossil Fuel Fired Steam Generator with ESP (Retired 6/1/09)

-002 02 No. 2 Unit, Fossil Fuel Fired Steam Generator (Retired 6/1/09)

-003 03 No. 3 Unit, Fossil Fuel Fired Steam Generator (Retired 6/1/09)

-005 P1 Gas Turbine Peaking Unit #P-1

-006 P2 Gas Turbine Peaking Unit #P-2

-007 P3 Gas Turbine Peaking Unit #P-3

-008 P4 Gas Turbine Peaking Unit #P-4

-038 4A Unit 4A — One 215 MW (ISO) Combustion Turbine with Duct-fired Heat Recovery
Steam Generator

-039 4B Unit 4B — One 215 MW (1SO) Combustion Turbine with Duct-fired Heat Recovery
Steam Generator

-040 4C Unit 4C — One 215 MW (1SO) Combustion Turbine with Duct-fired Heat Recovery
Steam Generator

-041 4D Unit 4D — One 215 MW (ISO) Combustion Turbine with Duct-fired Heat Recovery

Steam Generator

1. Clean Air Interstate Rule Application. The Clean Air Interstate Rule Part Form submitted for this facility is a

part of this permit. The owners and operators of these CAIR units as identified in this form must comply with
the standard requirements and special provisions set forth in the CAIR Part Form (DEP Form No. 62-
210.900(1)(b) - Form, Effective: 3/16/08), which is attached at the end of this section. [Chapter 62-213,
F.A.C. and Rule 62-210.200, F.A.C.]

Duke Energy Florida, Inc.

P.L. Bartow Plant

Permit No. 1030011-020-AV
Title VV Air Operation Permit Renewal
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SECTION V. CAIR PART FORM

CLEAN AIR INTERSTATE RULE PROVISIONS

Clean Air Interstate Rule (CAIR) Part

For more Information, s2e Instructions and refer to 40 CFR 96,121, 95,122, 55,221, 96,222, 96.321 and 95.322; and Rule 62-236.470, F.AC.

This submission Is: [ New [ Revised M Renewal
STEF 1 Plart Name: State: ORIS or EI4 Plant Cooe:
Identify the sowrce by P. L. Bartow Florida 834
plant name and QRIS
or ElA plant code
STEP 2 a o C d a T
Linit wil Linit will Unit wall
In column "3~ enter the hioid nitrogen nold sulfur hiold MOy Ozong Mew Units Kew Unks
. oS NGk e {S0:) SE3E0N
unit ID# for every CAIR alowances alowances allowances Expectaa Expectad
unit at the CAIR source. In accortance In accomance In accordance Commence Monfor
e o with 40 CFR with 40 CFR with 40 CFR Commercial Canffication

In columins “b,” "e, Unil? ID= S5, 10E{c 1) SE.2D&cH 1 SE.306[c1) Operation Date Deadline
and “d,” indicate to
which CAIR programis) 1 X X X
each unit is subject by
placing an "X in the
column(s). 2 X X X
For new units, enter the 3 ¥ o x
requested information
in columns "e” and “f.

P1 X X X

P2 X X X

P3 X X X

P4 X X X

48 X X X

4B X X X

4C X X X

4D X X X

DEP Form Mo. £2-210.00(1){o) — Fom

Effecive: 3115803

Permit No. 1030011-020-AV
Title VV Air Operation Permit Renewal

Duke Energy Florida, Inc.
P.L. Bartow Plant
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SECTION V. CAIR PART FORM

CLEAN AIR INTERSTATE RULE PROVISIONS

Fiant Mame itom 3TEF 1) P L. Bartow
STEP 3

CAIR HOx ANNUAL TRADING PROGRAM
Read the
standard CAIR Part Reguirements.
requirements.

i1] The CAIR designaisd represantative of sach CAR MOy source and sach CAIR MOy unit ot e source shall:
il Submi o e DEF a compiet= and certfied CAJR Part form under 40 CFR 560122 and Rule £2-225.470, FAC., In accondance with the
deadines specifiad IR Rule E2-213.420, FAC, and
) [FResereed]

12} The owners and operatons of each CAIR MOy sounte and each CAIR NGy unit at e source shail fave 3 CAR Part inciuded In the Tise W
oparating permi lssusd by the DEP under 40 CFR Part 55, Subpart CC, and operate the sourre and the unk in compilance with such CAIR
Fart

Monitering, ing, and Recordkeepin rEments.

{1} The cwners and cperaiors, and e CAIR desigrated representalive, of each CARR MOy, source and each CAIR N0y, unk at the sounce shall
comply with the monforing, reporting, and rcordieeping reguinements of 41 &FR Fark 38, Subpart HH, and Rule 82-296 470, FAC.

12} The emissions mexsurements recorded and reporied in accordance wish 40 CFR Fart 55, Subpart HH, shall be used o determine
compdiance by each CAIR MO, soute with Te folosing TAIR MO, Emissions Requinemants.

0, Emission Bem

111 As of the alliowance transfer desdine for 3 controd period, Se owreers and operators of sach CAIR MOy sourte and each CAIR NOy unik at
e source shall Fokd, In the sounce's compllance account, TAIR MOy aliosances sealable for complianos deductions for the confrol period under
40 CFR 55.153{a) In an amount not l=sx than the fons of total MOy, emissions for Te conbrol period from all CAIR MOy units at the sourte, a5
determired in accordance with 40 CFR Part 36, Subpart HH.

12 A CAIR MOy unit shall ke subject o the requinemenis under paragraph (1) of e NIOy Reguinements starding on e Ister of January 1, 2009,
ior e deadline for meeting the: uni's monitor carificalion requinements under 40 CFR 58.1TOEG 1] or (2} and for each condroll period thersafter,
13 A CAR NOy allowance shal not be deducted, for compilance wifh the requiremenis under paragraph, (1) of fe MO, Requirements, fora
conirol period In 3 Calendar year befons the year for which e CAIR MO allowance s allocaisd

£ GAIR NGOy aliowances shal b eid in, deducisd from, or transfemed inb or among SAIR MOy Allwancs: Trecking Sysier acoounts in
scromance with 20 CFR Fart 35, Subparts FF and GG,

i8] A CAIR MOy allowance ks a limfied authorizafon to emit ore ton of Oy In accondance with, B CAIR MOy Annual Trading Program. Ko
provitsion of fe CAIR HOy Anmal Trading Frogram, the CAIR Fart, or an ssemplion under 40 SFR 55105 and no provision of bww shall be
construed fo ImE the authorfy of the skyis or the United Sbvi=s io femirabe or Imit such authorizafion.

i8] A CAIR MOy allowance does not consftuis a property rght

{7} Upon recondation by the: Administralor under 30 &R Fart 98, Subpart EE, FF, or 50, every alocabion, transher, or dedudiion of a CAIR. N0y
allowance o or from 3 CAIR N0y, unit's: complance acoount |s Incompomked automalically in any CAIR Fart of fe souros that includes e CAIR
MOy unit.

Excess Emissions rements.

Fa CAIR MOy soue emits MOy, during any control penod in axcess of the SAIR MOy emissions [imtation, fen:

{1} The cwners and operatoes of the soute and each CAIR MOy unt at T sounce shall sumender e CASR MOy allowances requined for
deduction under 40 CFR 96.154(di 1) and pay amy fine, penaly, or assessment or comply with any other remedy Imposed, for the ssme
wicdatons, under the Clean Alr Act or applicable state law; and

2] Eachi bon of such exress emissions and &ach day of such control period shall consthae & s:parate viciation of 40 CFR Part 56, Subpar AA,
e Clean A Act, aned appilcable stk o,

(1) Unimes cthenwise provided, e owners and operaions of e CASR MOy sounce and ssch CAIR MO, unitat e source shal keep on b= at
Fne source each of S folowing documents for 3 perod of S years from the date S document b created. This penod may be extended for
cause, 3 any tire betons the andlof S years, In wrting by the DIEF o S Adminizrator.

{1} The carticabe of rapresentation Lnder 40 CFR 95113 for fe CASS, desigrabed representative for (e Source and ssch CAIR MO, urlt 2t
fhe source and ail documents that demonsirate the s of S stabemenss in the certficate of mpresentaton; provided St the certficats and
documents shal be retainesd on ke atthe sounce beyond suct S-ymar pariod Untl such docurants an superseded because of the submission of
N carticabe of represensbion undar 40 CFF 55113 changing the CAIR desigrated morsertatie.

(I} Al emissions monBoning Informason, in accordance with 40 CFR Part 56, Subpart HH, of this part, provided Sat 1o the sxtent that 40 CFR:
Fart 36, Subpart HH, provides for 8 3-pear perod for mosmissening, the 3-year pariod shail aopty.

(1} Copies of ail reports, compilance certfications, and cther submissions. and &l neconds made or Feguined under the CAIR MO, Annusl
Trading Frogram.

(W) Copies of all documents wsed b compiste & CAIR Fart fom and any cther submission under S CAIR MO, Annual Trading Frogram or b
demansirate compliancs Wi the requinsments of the CAIR MOy Arrual Trading Program.

(2] The CAIR designated napresantative of & CAIR MOy Source and sach CAIR MOy unit 3 the source shall submE e rports nequined under the
CAIR MOy Arrual Trading Frogram, inciuding Bhose under 40 CFR Part 36, Subpart HH.
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SECTION V. CAIR PART FORM

CLEAN AIR INTERSTATE RULE PROVISIONS

Fiant Mame iom 5TEF 1) IP. L. Bartow

STEF 3,

Continued N
Liability.
(1) Ench CAR MOy SourDs and =ach CAIR MOy unit shal mest S requinements of She CASR MOy, Annual Trading Program.
() Any provision of the CAIR MOy Annual Trading Frogram Sat appiies 50 @ AR MOy scance or e GAJR designabed representative of & CAR
M0y source shall akso apply o the owners and operators of such sourte and of the CAIR N0y units at B sourmes.
(3 Any provision of the CAIR MOy Annusal Tradng Frogram Sat appiies o @ AR MOy uni or the CAIR designaied representative of a GAIR
MOy Uit shail 2150 appiy b the cwners and operators of such unt.

Effect on Other Authorities.

Mo provision of the CAIR MOy Annual Trading Frogram, & GAIR Fart, or an exemplion under 4 TFR 55905 shall be consnued as exemping o
exriuding the owners and operabors, and the AR designated nepreseniafve, of & CAIR ROy sourte of CASR. MOy uni from complance with any
iofher provision of the: appicabée, approved Stale Impiemeniation Pian, a federily snforceabie pemmilt, o the Clean Alr A

CAIR 50; TRADING PROGRAM
CAIR Part Reguirements.

(1) The CAIR designated repressntatve of each AR S0, soute and each AR 50, unk at the: soure shal;
I} Submt b e DEF 3 complets and cartfied CAR Part form under 40 CFF 56,232 and Ruse £2-295 470, FAC., In accomance wih the
dessdines specified i Fule 62-213 420, FAC and
(1) [F=sare]

(2] The cwners and operators of mach CAIR S0, sourte and each CAR S0y Nk at the soure shal have 3 CAIR Fart inciuded in S Tite v
opeerating penmi izsusd by the DEF under 40 CFF Part 55, Subpart COC, %or S souros and openmis S soure and sach CAIR ust n
compilance with such CAR Part.

Monitoring. ing, and Recordkeepin TEments.

(1) The caners and cperalors, and e CAR designabed represertattve, of sach CASR 50y sourte and sach S0, AR unit at e source shal
Compy We Hie monionng, reporting, and mecordkeening requinemenss of 40 CFR Part 35 Subpart HHH, and Ruls £2-296 470, FAC.

(2} The emizsions messurements recorded and reported In accordance with 40 CFR Part 55, Subpart H-H, shall be wsed &0 detarine
compliance by each AR 50y source with the fllowing CAIR, S0y Emizsion Requirsments.

50y Emission Requirements.

1] As of the aliowance transfer desdine for s control period, e owrers and operators of sach CAIR 50, sourpe and sach CAR 30 unitat
e source shall Fold, In the source’s compliance: acoount, 3 fonnage equivalent I CAR 50 allowances avallable for compliance: deductions for
e conbod period, a5 defermined In accondanos Wi 30 TR 55,254 8] and (b, not kess Fan e ons of tobal suffur dicadde emissions for the:
conrol period from all CAIR S0y unils at the souce, & defemined In accordance with 40 CFR Part 96, Subpart HHH.

{21 A CAR B0y unit shal be subject fo Se nequiements. unsder paragraph (1) of the Sufur Dicaide: Emission Requiremenis staring on the laier
of January 1, 2010 or the: deadine for mesting the units monior cerification requiements under 30 5FR S5 2700000 1) or (25 and for each contmol
period Sereafier.

{3 ACAR 50y allowanos shall not be deducted, for compilance with e nequiements unsder paragraph (1) of the: 30y Emission Requirements,
fior & control period In 2 calendar year before Fe year for which the CAIR 500 allowance was allocsied.

£ CAIR B0 alowances shall be Feld In, deducted from, or ransfemed inbe or among CAIR 30, Alowance Tracking EysiEm socounts in
scromance with 40 CFR Fart 95, Subparts FFF and GG0.

151 A& CAIR 50y allowanos ks a Imited austhorization o emit sulfar doxide In accondance with Be CASR S0y Trading Program. Mo provision of the
AR By Trading Frogram, Be CAIR Part, or an exempiion under 40 CFR 56205 and no provision of law shall be corstrued fio ImE the
anthorEy of the state or the Unlied States fo beminaks o limit such authorzation.

§6] ACAIR 50 allowance does not consthie 3 property right

(7] Upon recondation by the Administralor under 40 CFR Fart 96, Subpart F=- or GOG, every allocafion, anster, o deduction of & CAIR 50
allowance 1o or from 3 CAIR 50 units compliance soccant ks incomorabed sutomatically in any CAIR Fart of B source Shat indudes the CAR
S0 unit

Excess Emissions Regurements.

¥a CAR 20, sourte emits 20, during amy control pesiod in axcess of the CAIR 520, emissions Imitation, Fen:

{1] The cevners and cpemaine of the soume and esch CAR 50, unit atthe source shal sumender the CAR 30; allowanoes reguired Sor
deduction under 40 CFR 56 254 1) and pay any fine, penally, o assessment o compdy with any other remesdy Impossd, for the same
wiciatons, under the Clean Alr Act or appllcable siate [aw; and

{Z) Each bon of such s¥ress emissions and =ach day of such controd period shall consthue 3 s=parle viciation of 40 CFR Fart 56, Subpart AAA,
e Clesan A Act, and appilcabie sk 2w,
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SECTION V. CAIR PART FORM

CLEAN AIR INTERSTATE RULE PROVISIONS

Fiant Mame from 5TEF 1) P. L. Bartow

Recordkeeping and j rements.
STEP 3, (1] Uniess othenatse provided, S owners and operaioes. of Be CASR S0, sourte and each CASS S0y unitat the source shall k==p on ste ot e
Continued sourte each of the foliowing documenss for @ period of § years from e date the document |s crested. This period may be: extended for cause, at

@y Hme before S omd of 5 pars, Inariing by e Depariment or e Adminisiesion.

1} The cerifcabs of representation undsr 40 CFR 36.213 or e CASR designabed representative for Se sounce and esch SAIR 305 unit at
e sowme and all documents that demonsirabs: the ruth of the stalemenis In the cerificale of epresaniaion; provided Sat the cerificaie and
documents shall be retained on sk ab the sowrce Beyond such S-year period unil such docurments are superssded because of the submission of
& new certificabe of represeniabion under 400 CFR 96213 changing the CAIR desigraled representatie.

i A emissions monBoring informadon, in acoomdance with 40 CFR Part 35, Subpart HHH, of this part, provided Sat o the exient that 40
CFR Fart 56, Subpart HHH, provides for a 3-par period for recondiseping, the S-year period shail apply.

) Copies of all reports, compilsnos: cerifications., and other submissions and all neconds made or reguired under the CAIR 504 Trading
Frogram.

W) Coples of all documents wsed o ompleks & CAIR Fart form and any ofher submission under T CAIR 30y Trading Progrsm or i
demonsiate complianos with the reguinements of the CAIR 0 Trading Frogram.

(2] The CAIR designaied represeniave of a CAIR B0 source and each SAIR 500 unik at e sounce shall subeni the reports regquired under Fe
CAIR B0 Trading Program, Including Sose under 40 CFR Part 96, Subpart HHH.

Liahdity.

(1] Each CAJR S0y source and each CAIR S0y unit shall mest the requirements of the: TAIR 50 Trading Program.

{2} Any provision of the CAIR 50, Trading Program that appiles 1o & CAR 50y source of the CTAIR designaied nepresentaive of a CAIR

B0y source shall slzo apply 10 Te owmers and operatons of such source: and of the TAIR 50y units at the souce.

{3 Any provision of the CAIR B0 Treding Program fat applies o 3 CAIR 50 uni or the CAIR designaled representative of a CAIR 20, uni
shail si=:o appiy o Te oaners and operaiors of such unit

Effect on Other Authorities.

Mo provision of the CAIR, B0 Trading Program, & CAIR, Fart, or an sxsmption under 40 CFR 55,205 shall be consnasd as svemping of
wriucing the owners and operators, and the CAIR designated represantative, of 8 CAIR S0 source or CAIR S0; unit fom complance wih any
other provision of the appicabis, approved Stats Impiemensation Pian, & faderally srfonsaiis pamit, o te Chean Alr Aot

CAIR NO, OZ0ONE SEASON TRADING PROGRAM

CAIR Part Requrements,

{11 The CAIR designated representative of ssch CAIR MOy Oeone Ezason sounce and sxch CAIRL MO,y Czone: Season unk at the souce shal:
1l Submi b fe DEF a complete and cerified CAIR Part form under 400 CFR 36337 and Rule £2-255.470, FAC., In acoordance with the
deadines specified in Rule 62-213. 430, FAC.; and
il [Resereed}

12} The owners and operaiors of sxch TAIR WO, Crone: Eeason sounce requined fo have a THe 'V operafing permE or air consinacion permit,

ard =ach TAIR HOy Tone Season unit reguired fo have a The V' operafing permiE or alr consinacion permilt at the souroe skall have a3 CAIR

Fart imnciuded In e Titie ' operabing parmit or air corestruction parmit [szued by e DEP under 40 CFR Part 55, Subpart COCC, for the soune
amd oparabe the soue anad the ni in complisnce with such CAIR Par.

Monitoring, ing, and Recordkeepin, rements.

{1] The owners and opemiors, and e CAR designabed representative, of each CARR MOy Cmone: Season source and each CAIR MO, Ozone
Season unil 2 the sourme shall comply with e mondforing, reporing, and recondessping requiremenis of 40 CFR Part 55, Subpart HHHH, and
Fuie 52-296.470, FAC.

{Z] The emissions mexsurements neoorded and repored i accordancs with 40 CFR Part 56, Subpart HHHH, shall be used fo determine
compiisnos by each CAIR MOy, Ceone Season sourte 'with the folowing CAIR MOy Ooore: Season Emissions Resquirements.

NO, Ozone Season Emission uirements.

{11 As of the allowance transfer desdine for a control period, e owners and operators of sach CAIR MOy Ozone Sexson sourte and each CAIR
My Oxone Sxason unit at the sounce shall hodd, In the source’s complance acoourt, SAIR NGy Czone E=ason alowanoss avalabie for
complianos deductions for the confrol period urder 30 CTFR 95, 3540a) In an amount not less than te ons of iotal MOy emissions for the conirol
peeriod foen all CAIR MOy Czons Season unks af the source, 35 defsrmined In acoordance with 30 CTFR Fart 96, Subpar HEHH.

(2 ACAIR MOy Ozone Season unit shal b= subject io the requinements under paragraph (1) of the NO, Ceone Sexson Emission Reguirsments
sharting on the kaber of May 1, 2005 or Fe deadine for meeting the uni's monior cerification requiremenis ander 20 CFR 263700 1),02), or 33
and for each confml period thereafer,

131 ACAR Ny Ozone Season alowano: shall not be deducted, for compilance with the requinemenis under paragraph (1) of the MOy, Oznine
‘Season Emission Resquirsmenis, for a conirol period i3 calendar year befions: the year for wihich the: CAIR MOy Ozone Season allowance was
allocabar,

&1 GAIR NGy Coore Sexson alowances shal be held in, deducted foe, o transfemed inko o among TAIR MOy Coone Eaason Alowanos
Tracking Eystem scmuns In aocordance with 40 CFR Part 56, Subparts FRFF and G000,

(51 A CAR Ny Ozone Season alowano: k5 a limiked authorizadion ioemit one bon of MOy In scoondanoe with the CAIR MOy Czons Season
Trading Frogram. Mo provision of Be CAIR KOy, Coone Season Trading Frogram, Be CAR Part, or an exempion under 20 &FR 56305 and no
provditsion of law shall b= consfrued o limit the authority of e stabe or T Uned Efabes bo ferminaie or limit such aufforization.

6] A CAIR MOy Dzone Season allowanos doss nof consihuie a property right

{71 Upon recondation by the Administralor under 40 &FR Fart 96, Subpart EEEE, FFFF or G360, every allocafion, ansfer, or deduction of a
CAIR MOy Core Esason alowance o or from a CAIR MOy Czone Season unit's compllance acoount s iIncomporaied auicratically In any CAIR
Fart of B source Fat ndudes the CAIR NOx Ozone Season unil.
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SECTION V. CAIR PART FORM

STEP 3,
Continued

CLEAN AIR INTERSTATE RULE PROVISIONS

Plant Name (rom STE® 1) P. L. Bartow

¥ o CAIR NO, Ozone Seascn sowrce emils NO, during arny control penod in excess of the CAIR NO, Ozore Sesson emixsicns lisitaton. then
(|) m-amnmdopumdumummwkmmsﬂmwmmamwuwmmucanumms.-m
undar 40 CFR 56.354(c1) ana pay any fine, penalty, or assessment or comply with any other remedy

imposed, foflhoumom under the Class Alr Act or sppicabie state lvw, and
{2) Each ton of such excess emissions and each day of such conbal period shall constitte & sepaeate viclition of 40 CFR Part 98, Subzeart
AAAA the Clean Ar Act, and applicable s2ale law

{1) Unless ctherwise provided, he owners and operaloes of the CAIR NOy Ozene Seascn sowcs and each CAIR NOy Czone Sesscn unt ot the
source stal keep on sie 3l e sowce each of the foliowing documents for @ peviod of 5 years from the dase the document is creaed  This pericd
may be exiended for chuse, ¥ Rny tisw tefoce the sad of § years. in wrting by the DEP or the Administrator.

n mmuumumnwcmus'swwcmmwmmbumnmmc.m NOx Czone
Season it at he source and all documents that demonstrate the tru of the n e i of repr that the
mmmmwlummmunmmmmmmmmm e o of the

ion of & new 12 snder 40 CFR 56,113 2 the CAR

i A -nuocmmu Subpart HHHM, of ®is part, provided Pat 1o he extent that 40
CFR Part 98, Subpart MMM, pvmulorc m’mhmmnmmanlm

(&) Copies of Wl eports, and oter and ofl reconds made or reguired under the CAIR NOy Qease
Seascn Trading Peogram

(w)Cooooc!uanmnMRPmmmmvaumumtmwkuo‘msnmfm
Program or o weth the req. of e CAIR NOy Czone Seascn Treding Program
(2) The CAIR desgnated represactative of 3 CAIR NO, Ozone Season source and each CAIR NOy Ozone Season unit at the sowee shal
SUDME the repons requined under the CAIR NO, Crene Season Teading Progeam, including thoss under 40 CFR Part 85, Subpart HHHK.

Liability

{1) Each CAR NO, Qzose Sesson scurcs and esch CAM NO, Orzone Sesson unit shall meet the requirements of he CARR NOy Ozone Season
Tracing Frogram.

12) Any provisicn of the CAIR NOx Ozone Seascn Trading Program il appiies o & CAR NOy Ozone Seascn scurcs o the CAIR designated
spoasaritativn of 8 CAR NO Qzome Season sowrce shal aiso apply 10 the ownars and operators of such seurce and of e CAR NO, Ozene
Season usits o the scurcs.

(3 Arry provision of the CAIR NO, Ozone Seasen Tradieg Progosn Bal sppties % 8 CAR NO, Ozone Season unit or the CAIR designated
regrasantative of 3 CAR NOy Ozone Season unit shal aiso apply 10 the owners and opaniiors of such unit

Effact on Other Authorities.

No provison of $e CAIR NOy Czone Ssason Trading Program, @ CAIR Pant or & axsnpton under 40 CFR 85,38 shal be constued as
examping or exciudng the cwners and operalors, wmwkmm of @ CAR NOx Qrone Sesscn scurcs o CAR NGO,
Qzone Season urt fom complance with sy other Plan, a federaly enferceabie
perme, or the Clean Al Act

Caertification (for deslgnated representative or alternate designated representative only)

Mmmvdmmnmmdhwkmaw uniis for which the submission is
mm lmggumrwdlumlmm ned snd am famiiar wih, $he statements mnmmunmhv-
o0 my ngury of those Cartdy that

company name,
phone, and e-mail
address; sign, and
date.

i ndwdals wit n ity for |
ubhbﬂ(d umgo bedef true, lndcemm Iammulmnnm‘aﬂ

for Ny requires o possibiity of

Imprisosment. <

Name Jeffrey R. Swartz Tile Vice President, Florida -~ Power Generation Operations

Owner Company Name Duke Energy Florida, Inc.

Phone (727) 820-5188 £-mat address  Jeffrey. Swartz@duke-energy.com

5/?/.20(1‘
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SECTION VI. APPENDICES.

The Following Appendices Are Enforceable As Allowed By Rule Applicability And Are Supporting
Documents For The Air Operating Permit

Appendix A, Glossary.

Appendix I, List of Insignificant Emissions Units and/or Activities.

Appendix NESHAP, Subpart A — General Provisions. (E.U. 038, 039, 040, 041 and 044)

Appendix DDDDD, NESHAP for Industrial, Commercial, and Institutional Boilers and Process Heaters. (E.U.
044)

Appendix NESHAP, Subpart YYYY. (E.U. 038, 039, 040, and 042)

Appendix NESHAP, Subpart ZZZZ. (E.U. 046)

Appendix NSPS, Subpart A — General Provisions. (E.U. 038, 039, 040, 041, 044 and 046)

Appendix NSPS, Subpart I111. (E.U. 046)

Appendix NSPS, Subpart KKKK. (E.U. 038, 039, 040, and 041)

Appendix RR, Facility-wide Reporting Requirements.

Appendix TR, Facility-wide Testing Requirements.

Appendix TV, Title V General Conditions.
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