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Federal Regulations Adopted by Reference 

In accordance with Rule 62-204.800, F.A.C., the following federal regulation in Title 40 of the Code of 

Federal Regulations (CFR) was adopted by reference.  The original federal rule numbering has been retained. 

Source: Federal Register dated 7/1/98 

 

Subpart I — Standards of Performance for Hot Mix Asphalt Facilities 

 

§ 60.90 Applicability and designation of affected facility. 

 

(a) The affected facility to which the provisions of this subpart apply is each hot mix asphalt facility.  For the 

purpose of this subpart, a hot mix asphalt facility is comprised only of any combination of the following: 

dryers; systems for screening, handling, storing, and weighing hot aggregate; systems for loading, 

transferring, and storing mineral filler, systems for mixing hot mix asphalt; and the loading, transfer, and 

storage systems associated with emission control systems. 

 

(b) Any facility under paragraph (a) of this section that commences construction or modification after June 

11, 1973, is subject to the requirements of this subpart. 

[42 FR 37936, July 25, 1977, as amended at 51 FR 12325, Apr. 10, 1986] 

 

§ 60.91 Definitions. 

 

As used in this subpart, all terms not defined herein shall have the meaning given them in the 

Act and in subpart A of this part. 

(a) Hot mix asphalt facility means any facility, as described in § 60.90, used to manufacture hot 

mix asphalt by heating and drying aggregate and mixing with asphalt cements. 

[51 FR 12325, Apr. 10, 1986] 

 

§ 60.92 Standard for particulate matter. 

 

(a) On and after the date on which the performance test required to be conducted by § 60.8 is completed, no 

owner or operator subject to the provisions of this subpart shall discharge or cause the discharge into the 

atmosphere from any affected facility any gases which: 

(1) Contain particulate matter in excess of 90 mg/dscm (0.04 gr/dscf). 

(2) Exhibit 20 percent opacity, or greater. 

[39 FR 9314, Mar. 8, 1974, as amended at 40 FR 46259, Oct. 6, 1975] 

 

§ 60.93 Test methods and procedures. 

 

(a) In conducting the performance tests required in § 60.8, the owner or operator shall use as reference 

methods and procedures the test methods in appendix A of this part or other methods and procedures as 

specified in this section, except as provided in § 60.8(b). 

 

(b) The owner or operator shall determine compliance with the particulate matter standards in 

§ 60.92 as follows: 

(1) Method 5 shall be used to determine the particulate matter concentration. The sampling 

time and sample volume for each run shall be at least 60 minutes and 0.90 dscm (31.8 dscf). 

(2) Method 9 and the procedures in § 60.11 shall be used to determine opacity. 

[54 FR 6667, Feb. 14, 1989] 


