NSPS SUBPART A — GENERAL PROVISIONS

Federal Regulations Adopted by Reference

In accordance with Rule 62-204.800, F.A.C., the following federal regulation in Title 40 of the Code of Federal Regulations
(CFR) was adopted by reference. The original federal rule numbering has been retained.

Federal Revision Date: January 28, 2009

State Rule Effective Date: November 18, 2009
Standardized Conditions Revision Date: February 5, 2010
Subpart A—General Provisions
§60.1 Applicability.

(a) Exceptas provided in subparts B and C, the provisions of this part apply to the owner or operator of any stationary
source which contains an affected facility, the construction or modification of which is commenced after the date of
publication in this part of any standard (or, if earlier, the date of publication of any proposed standard) applicable to that
facility.

(b) Any new or revised standard of performance promulgated pursuant to section 111(b) of the Act shall apply to the owner
or operator of any stationary source which contains an affected facility, the construction or modification of which is
commenced after the date of publication in this part of such new or revised standard (or, if earlier, the date of publication
of any proposed standard) applicable to that facility.

(c) Inaddition to complying with the provisions of this part, the owner or operator of an affected facility may be required to
obtain an operating permit issued to stationary sources by an authorized State air pollution control agency or by the
Administrator of the U.S. Environmental Protection Agency (EPA) pursuant to Title V of the Clean Air Act (Act) as
amended November 15, 1990 (42 U.S.C. 7661). For more information about obtaining an operating permit see part 70 of
this chapter.

(d) Site-specific standard for Merck & Co., Inc.'s Stonewall Plant in Elkton, Virginia. {Not Applicable}

[40 FR 53346, Nov. 17, 1975, as amended at 55 FR 51382, Dec. 13, 1990; 59 FR 12427, Mar. 16, 1994; 62 FR 52641, Oct.
8, 1997]

§60.2 Definitions.

The terms used in this part are defined in the Act or in this section as follows:

Act means the Clean Air Act (42 U.S.C. 7401 et seq. )

Administrator means the Administrator of the Environmental Protection Agency or his authorized representative.
Affected facility means, with reference to a stationary source, any apparatus to which a standard is applicable.

Alternative method means any method of sampling and analyzing for an air pollutant which is not a reference or equivalent
method but which has been demonstrated to the Administrator's satisfaction to, in specific cases, produce results adequate for
his determination of compliance.

Approved permit program means a State permit program approved by the Administrator as meeting the requirements of part
70 of this chapter or a Federal permit program established in this chapter pursuant to Title V of the Act (42 U.S.C. 7661).

Capital expenditure means an expenditure for a physical or operational change to an existing facility which exceeds the
product of the applicable “annual asset guideline repair allowance percentage” specified in the latest edition of Internal
Revenue Service (IRS) Publication 534 and the existing facility's basis, as defined by section 1012 of the Internal Revenue
Code. However, the total expenditure for a physical or operational change to an existing facility must not be reduced by any
“excluded additions” as defined in IRS Publication 534, as would be done for tax purposes.

Clean coal technology demonstration project means a project using funds appropriated under the heading ‘Department of
Energy-Clean Coal Technology’, up to a total amount of $2,500,000,000 for commercial demonstrations of clean coal
technology, or similar projects funded through appropriations for the Environmental Protection Agency.

Commenced means, with respect to the definition of new source in section 111(a)(2) of the Act, that an owner or operator has
undertaken a continuous program of construction or modification or that an owner or operator has entered into a contractual
obligation to undertake and complete, within a reasonable time, a continuous program of construction or modification.

Construction means fabrication, erection, or installation of an affected facility.
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Continuous monitoring system means the total equipment, required under the emission monitoring sections in applicable
subparts, used to sample and condition (if applicable), to analyze, and to provide a permanent record of emissions or process
parameters.

Electric utility steam generating unit means any steam electric generating unit that is constructed for the purpose of supplying
more than one-third of its potential electric output capacity and more than 25 MW electrical output to any utility power
distribution system for sale. Any steam supplied to a steam distribution system for the purpose of providing steam to a steam-
electric generator that would produce electrical energy for sale is also considered in determining the electrical energy output
capacity of the affected facility.

Equivalent method means any method of sampling and analyzing for an air pollutant which has been demonstrated to the
Administrator's satisfaction to have a consistent and quantitatively known relationship to the reference method, under
specified conditions.

Excess Emissions and Monitoring Systems Performance Report is a report that must be submitted periodically by a source in
order to provide data on its compliance with stated emission limits and operating parameters, and on the performance of its
monitoring systems.

Existing facility means, with reference to a stationary source, any apparatus of the type for which a standard is promulgated in
this part, and the construction or modification of which was commenced before the date of proposal of that standard; or any
apparatus which could be altered in such a way as to be of that type.

Force majeure means, for purposes of §60.8, an event that will be or has been caused by circumstances beyond the control of
the affected facility, its contractors, or any entity controlled by the affected facility that prevents the owner or operator from
complying with the regulatory requirement to conduct performance tests within the specified timeframe despite the affected
facility's best efforts to fulfill the obligation. Examples of such events are acts of nature, acts of war or terrorism, or
equipment failure or safety hazard beyond the control of the affected facility.

Isokinetic sampling means sampling in which the linear velocity of the gas entering the sampling nozzle is equal to that of the
undisturbed gas stream at the sample point.

Issuance of a part 70 permit will occur, if the State is the permitting authority, in accordance with the requirements of part 70
of this chapter and the applicable, approved State permit program. When the EPA is the permitting authority, issuance of a
Title V permit occurs immediately after the EPA takes final action on the final permit.

Malfunction means any sudden, infrequent, and not reasonably preventable failure of air pollution control equipment, process
equipment, or a process to operate in a normal or usual manner. Failures that are caused in part by poor maintenance or
careless operation are not malfunctions.

Modification means any physical change in, or change in the method of operation of, an existing facility which increases the
amount of any air pollutant (to which a standard applies) emitted into the atmosphere by that facility or which results in the
emission of any air pollutant (to which a standard applies) into the atmosphere not previously emitted.

Monitoring device means the total equipment, required under the monitoring of operations sections in applicable subparts,
used to measure and record (if applicable) process parameters.

Nitrogen oxides means all oxides of nitrogen except nitrous oxide, as measured by test methods set forth in this part.
One-hour period means any 60-minute period commencing on the hour.

Opacity means the degree to which emissions reduce the transmission of light and obscure the view of an object in the
background.

Owner or operator means any person who owns, leases, operates, controls, or supervises an affected facility or a stationary
source of which an affected facility is a part.

Part 70 permit means any permit issued, renewed, or revised pursuant to part 70 of this chapter.

Particulate matter means any finely divided solid or liquid material, other than uncombined water, as measured by the
reference methods specified under each applicable subpart, or an equivalent or alternative method.

Permit program means a comprehensive State operating permit system established pursuant to title V of the Act (42 U.S.C.
7661) and regulations codified in part 70 of this chapter and applicable State regulations, or a comprehensive Federal
operating permit system established pursuant to title V' of the Act and regulations codified in this chapter.

Permitting authority means:
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(1) The State air pollution control agency, local agency, other State agency, or other agency authorized by the
Administrator to carry out a permit program under part 70 of this chapter; or

(2) The Administrator, in the case of EPA-implemented permit programs under title V of the Act (42 U.S.C. 7661).
Proportional sampling means sampling at a rate that produces a constant ratio of sampling rate to stack gas flow rate.

Reactivation of a very clean coal-fired electric utility steam generating unit means any physical change or change in the
method of operation associated with the commencement of commercial operations by a coal-fired utility unit after a period of
discontinued operation where the unit:

(1) Has not been in operation for the two-year period prior to the enactment of the Clean Air Act Amendments of 1990,
and the emissions from such unit continue to be carried in the permitting authority's emissions inventory at the time
of enactment;

(2) Was equipped prior to shut-down with a continuous system of emissions control that achieves a removal efficiency
for sulfur dioxide of no less than 85 percent and a removal efficiency for particulates of no less than 98 percent;

(3) Is equipped with low-NOy burners prior to the time of commencement of operations following reactivation; and
(4) Is otherwise in compliance with the requirements of the Clean Air Act.
Reference method means any method of sampling and analyzing for an air pollutant as specified in the applicable subpart.

Repowering means replacement of an existing coal-fired boiler with one of the following clean coal technologies:
atmospheric or pressurized fluidized bed combustion, integrated gasification combined cycle, magnetohydrodynamics, direct
and indirect coal-fired turbines, integrated gasification fuel cells, or as determined by the Administrator, in consultation with
the Secretary of Energy, a derivative of one or more of these technologies, and any other technology capable of controlling
multiple combustion emissions simultaneously with improved boiler or generation efficiency and with significantly greater
waste reduction relative to the performance of technology in widespread commercial use as of November 15, 1990.
Repowering shall also include any oil and/or gas-fired unit which has been awarded clean coal technology demonstration
funding as of January 1, 1991, by the Department of Energy.

Run means the net period of time during which an emission sample is collected. Unless otherwise specified, a run may be
either intermittent or continuous within the limits of good engineering practice.

Shutdown means the cessation of operation of an affected facility for any purpose.

Six-minute period means any one of the 10 equal parts of a one-hour period.

Standard means a standard of performance proposed or promulgated under this part.

Standard conditions means a temperature of 293 K (68F) and a pressure of 101.3 kilopascals (29.92 in Hg).
Startup means the setting in operation of an affected facility for any purpose.

State means all non-Federal authorities, including local agencies, interstate associations, and State-wide programs, that have
delegated authority to implement: (1) The provisions of this part; and/or (2) the permit program established under part 70 of
this chapter. The term State shall have its conventional meaning where clear from the context.

Stationary source means any building, structure, facility, or installation which emits or may emit any air pollutant.

Title V permit means any permit issued, renewed, or revised pursuant to Federal or State regulations established to implement
title V of the Act (42 U.S.C. 7661). A title V permit issued by a State permitting authority is called a part 70 permit in this
part.

Volatile Organic Compound means any organic compound which participates in atmospheric photochemical reactions; or
which is measured by a reference method, an equivalent method, an alternative method, or which is determined by
procedures specified under any subpart.

[44 FR 55173, Sept. 25, 1979, as amended at 45 FR 5617, Jan. 23, 1980; 45 FR 85415, Dec. 24, 1980; 54 FR 6662, Feb. 14,
1989; 55 FR 51382, Dec. 13, 1990; 57 FR 32338, July 21, 1992; 59 FR 12427, Mar. 16, 1994; 72 FR 27442, May 16, 2007]

§ 60.3 Units and abbreviations.
Used in this part are abbreviations and symbols of units of measure. These are defined as follows:

(@) System International (SI) units of measure:
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A—ampere

g—gram

Hz—hertz

J—joule

K—degree Kelvin

kg—Kkilogram

m—meter

m® —cubic meter

mg—milligram—10“gram

mm—millimeter—10 meter

Mg—megagram—10° gram

mol—mole

N—newton

ng—nanogram—10 °gram

nm—nanometer—10 °meter

Pa—pascal

s—second

V—volt

W—watt

Q—ohm

Hg—microgram—10 °gram
(b) Other units of measure:

Btu—ABritish thermal unit

°C—degree Celsius (centigrade)

cal—calorie

cfm—cubic feet per minute

cu ft—cubic feet

dcf—dry cubic feet

decm—dry cubic meter

dscf—dry cubic feet at standard conditions

dscm—dry cubic meter at standard conditions

eg—equivalent

°F—degree Fahrenheit

ft—feet

gal—gallon

gr—grain

g-eg—qgram equivalent

hr—hour
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in—inch
k—1,000
I—liter

Ipm—liter per minute
Ib—pound
meg—milliequivalent
min—minute
ml—milliliter
mol. wt.—molecular weight
ppb—parts per billion
ppm—parts per million
psia—pounds per square inch absolute
psig—pounds per square inch gage
°R—degree Rankine
scf—cubic feet at standard conditions
scfh—cubic feet per hour at standard conditions
scm—cubic meter at standard conditions
sec—second
sq ft—square feet
std—at standard conditions

(c) Chemical nomenclature:
CdS—cadmium sulfide
CO—carbon monoxide
CO,—carbon dioxide
HCl—hydrochloric acid
Hg—mercury
H,O—water
H,S—hydrogen sulfide
H,SO,—sulfuric acid
N,—nitrogen
NO-—nitric oxide
NO,—nitrogen dioxide
NOx—nitrogen oxides
O,—oxygen
SO,—sulfur dioxide
SOz;—sulfur trioxide
SOx—sulfur oxides

(d) Miscellaneous:
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A.S.T.M.—American Society for Testing and Materials
[42 FR 37000, July 19, 1977; 42 FR 38178, July 27, 1977]
§60.4 Address.

All addresses that pertain to Florida have been incorporated. To see the complete list of addresses please go to
http://ecfr.gpoaccess.gov/cqi/t/text/text-idx?c=ecfr&ran=div6&view=text&node=40:6.0.1.1.1.1&idno=40.

Link to an amendment published at 73 FR 18164, Apr. 3, 2008.

(@) All requests, reports, applications, submittals, and other communications to the Administrator pursuant to this part shall
be submitted in duplicate to the appropriate Regional Office of the U.S. Environmental Protection Agency to the
attention of the Director of the Division indicated in the following list of EPA Regional Offices.

Region IV (Alabama, Florida, Georgia, Kentucky, Mississippi, North Carolina, South Carolina, Tennessee), Director,
Air and Waste Management Division, U.S. Environmental Protection Agency, 345 Courtland Street, NE., Atlanta, GA
30365.

(b) Section 111(c) directs the Administrator to delegate to each State, when appropriate, the authority to implement and
enforce standards of performance for new stationary sources located in such State. All information required to be
submitted to EPA under paragraph (a) of this section, must also be submitted to the appropriate State Agency of any
State to which this authority has been delegated (provided, that each specific delegation may except sources from a
certain Federal or State reporting requirement). The appropriate mailing address for those States whose delegation
request has been approved is as follows:

(K) Bureau of Air Quality Management, Department of Environmental Regulation, Twin Towers Office Building, 2600
Blair Stone Road, Tallahassee, FL 32301.

[40 FR 18169, Apr. 25, 1975]

Editorial Note: For Federal Register citations affecting 860.4 see the List of CFR Sections Affected which appears in the
Finding Aids section of the printed volume and on GPO Access.

8§ 60.5 Determination of construction or modification.

(&) When requested to do so by an owner or operator, the Administrator will make a determination of whether action taken
or intended to be taken by such owner or operator constitutes construction (including reconstruction) or modification or
the commencement thereof within the meaning of this part.

(b) The Administrator will respond to any request for a determination under paragraph (a) of this section within 30 days of
receipt of such request.

[40 FR 58418, Dec. 16, 1975]
§ 60.6 Review of plans.

(@) When requested to do so by an owner or operator, the Administrator will review plans for construction or modification
for the purpose of providing technical advice to the owner or operator.

(b)
(1) A separate request shall be submitted for each construction or modification project.

(2) Each request shall identify the location of such project, and be accompanied by technical information describing the
proposed nature, size, design, and method of operation of each affected facility involved in such project, including
information on any equipment to be used for measurement or control of emissions.

(c) Neither a request for plans review nor advice furnished by the Administrator in response to such request shall (1) relieve
an owner or operator of legal responsibility for compliance with any provision of this part or of any applicable State or
local requirement, or (2) prevent the Administrator from implementing or enforcing any provision of this part or taking
any other action authorized by the Act.

[36 FR 24877, Dec. 23, 1971, as amended at 39 FR 9314, Mar. 8, 1974]
§ 60.7 Notification and record keeping.

(@) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification or, if
acceptable to both the Administrator and the owner or operator of a source, electronic notification, as follows:
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(b)

(©

(d)

(1) A notification of the date construction (or reconstruction as defined under §60.15) of an affected facility is
commenced postmarked no later than 30 days after such date. This requirement shall not apply in the case of mass-
produced facilities which are purchased in completed form.

(2) [Reserved]
(3) A notification of the actual date of initial startup of an affected facility postmarked within 15 days after such date.

(4) A notification of any physical or operational change to an existing facility which may increase the emission rate of
any air pollutant to which a standard applies, unless that change is specifically exempted under an applicable subpart
or in 860.14(e). This notice shall be postmarked 60 days or as soon as practicable before the change is commenced
and shall include information describing the precise nature of the change, present and proposed emission control
systems, productive capacity of the facility before and after the change, and the expected completion date of the
change. The Administrator may request additional relevant information subsequent to this notice.

(5) A notification of the date upon which demonstration of the continuous monitoring system performance commences
in accordance with §60.13(c). Notification shall be postmarked not less than 30 days prior to such date.

(6) A notification of the anticipated date for conducting the opacity observations required by §60.11(e)(1) of this part.
The notification shall also include, if appropriate, a request for the Administrator to provide a visible emissions
reader during a performance test. The notification shall be postmarked not less than 30 days prior to such date.

(7) A notification that continuous opacity monitoring system data results will be used to determine compliance with the
applicable opacity standard during a performance test required by 860.8 in lieu of Method 9 observation data as
allowed by 860.11(e)(5) of this part. This notification shall be postmarked not less than 30 days prior to the date of
the performance test.

Any owner or operator subject to the provisions of this part shall maintain records of the occurrence and duration of any
startup, shutdown, or malfunction in the operation of an affected facility; any malfunction of the air pollution control
equipment; or any periods during which a continuous monitoring system or monitoring device is inoperative.

Each owner or operator required to install a continuous monitoring device shall submit excess emissions and monitoring
systems performance report (excess emissions are defined in applicable subparts) and-or summary report form (see
paragraph (d) of this section) to the Administrator semiannually, except when: more frequent reporting is specifically
required by an applicable subpart; or the Administrator, on a case-by-case basis, determines that more frequent reporting
is necessary to accurately assess the compliance status of the source. All reports shall be postmarked by the 30th day
following the end of each six-month period. Written reports of excess emissions shall include the following information:

(1) The magnitude of excess emissions computed in accordance with §60.13(h), any conversion factor(s) used, and the
date and time of commencement and completion of each time period of excess emissions. The process operating
time during the reporting period.

(2) Specific identification of each period of excess emissions that occurs during startups, shutdowns, and malfunctions
of the affected facility. The nature and cause of any malfunction (if known), the corrective action taken or
preventative measures adopted.

(3) The date and time identifying each period during which the continuous monitoring system was inoperative except
for zero and span checks and the nature of the system repairs or adjustments.

(4) When no excess emissions have occurred or the continuous monitoring system(s) have not been inoperative,
repaired, or adjusted, such information shall be stated in the report.

The summary report form shall contain the information and be in the format shown in figure 1 unless otherwise specified
by the Administrator. One summary report form shall be submitted for each pollutant monitored at each affected facility.

(1) If the total duration of excess emissions for the reporting period is less than 1 percent of the total operating time for
the reporting period and CMS downtime for the reporting period is less than 5 percent of the total operating time for
the reporting period, only the summary report form shall be submitted and the excess emission report described in
860.7(c) need not be submitted unless requested by the Administrator.

(2) If the total duration of excess emissions for the reporting period is 1 percent or greater of the total operating time for
the reporting period or the total CMS downtime for the reporting period is 5 percent or greater of the total operating
time for the reporting period, the summary report form and the excess emission report described in 860.7(c) shall
both be submitted.
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Figure 1—Summary Report—Gaseous and Opacity Excess Emission and Monitoring System Performance

Pollutant (Circle One—SO,/NOx/TRS/H,S/CO/Opacity)
Reporting period dates: From _ to
Company:

Emission Limitation

Address:

Monitor Manufacturer and Model No.

Date of Latest CMS Certification or Audit

Process Unit(s) Description:

Total source operating time in reporting period*

Emission data summary*

CMS performance summary*

1. Duration of excess emissions in reporting period due to:

1. CMS downtime in reporting period due to:

a. Startup/shutdown

a. Monitor equipment malfunctions

b. Control equipment problems

b. Non-Monitor equipment malfunctions

c. Process problems

¢. Quality assurance calibration

d. Other known causes

d. Other known causes

e. Unknown causes

e. Unknown causes

2. Total duration of excess emission

2. Total CMS Downtime

3. Total duration of excess emissions x (100) [Total source
operating time]

%2

3. [Total CMS Downtime] x (100) [Total source
operating time]

IFor opacity, record all times in minutes. For gases, record all times in hours.

“For the reporting period: If the total duration of excess emissions is 1 percent or greater of the total operating time or the

total CMS downtime is 5 percent or greater of the total operating time, both the summary report form and the excess emission

report described in §60.7(c) shall be submitted.

On a separate page, describe any changes since last quarter in CMS, process or controls. | certify that the information

contained in this report is true, accurate, and complete.

Name

Signature

Title

Date
(e)

(1) Notwithstanding the frequency of reporting requirements specified in paragraph (c) of this section, an owner or

operator who is required by an applicable subpart to submit excess emissions and monitoring systems performance
reports (and summary reports) on a quarterly (or more frequent) basis may reduce the frequency of reporting for that

standard to semiannual if the following conditions are met:
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()

()]

(h)

@)

3)

(i) For 1 full year (e.g., 4 quarterly or 12 monthly reporting periods) the affected facility's excess emissions and
monitoring systems reports submitted to comply with a standard under this part continually demonstrate that the
facility is in compliance with the applicable standard;

(if) The owner or operator continues to comply with all recordkeeping and monitoring requirements specified in
this subpart and the applicable standard; and

(iii) The Administrator does not object to a reduced frequency of reporting for the affected facility, as provided in
paragraph (e)(2) of this section.

The frequency of reporting of excess emissions and monitoring systems performance (and summary) reports may be
reduced only after the owner or operator notifies the Administrator in writing of his or her intention to make such a
change and the Administrator does not object to the intended change. In deciding whether to approve a reduced
frequency of reporting, the Administrator may review information concerning the source's entire previous
performance history during the required recordkeeping period prior to the intended change, including performance
test results, monitoring data, and evaluations of an owner or operator's conformance with operation and maintenance
requirements. Such information may be used by the Administrator to make a judgment about the source's potential
for noncompliance in the future. If the Administrator disapproves the owner or operator's request to reduce the
frequency of reporting, the Administrator will notify the owner or operator in writing within 45 days after receiving
notice of the owner or operator's intention. The notification from the Administrator to the owner or operator will
specify the grounds on which the disapproval is based. In the absence of a notice of disapproval within 45 days,
approval is automatically granted.

As soon as monitoring data indicate that the affected facility is not in compliance with any emission limitation or
operating parameter specified in the applicable standard, the frequency of reporting shall revert to the frequency
specified in the applicable standard, and the owner or operator shall submit an excess emissions and monitoring
systems performance report (and summary report, if required) at the next appropriate reporting period following the
noncomplying event. After demonstrating compliance with the applicable standard for another full year, the owner
or operator may again request approval from the Administrator to reduce the frequency of reporting for that standard
as provided for in paragraphs (e)(1) and (e)(2) of this section.

Any owner or operator subject to the provisions of this part shall maintain a file of all measurements, including
continuous monitoring system, monitoring device, and performance testing measurements; all continuous monitoring
system performance evaluations; all continuous monitoring system or monitoring device calibration checks; adjustments
and maintenance performed on these systems or devices; and all other information required by this part recorded in a
permanent form suitable for inspection. The file shall be retained for at least two years following the date of such
measurements, maintenance, reports, and records, except as follows:

(1)

)

)

This paragraph applies to owners or operators required to install a continuous emissions monitoring system (CEMS)
where the CEMS installed is automated, and where the calculated data averages do not exclude periods of CEMS
breakdown or malfunction. An automated CEMS records and reduces the measured data to the form of the pollutant
emission standard through the use of a computerized data acquisition system. In lieu of maintaining a file of all
CEMS subhourly measurements as required under paragraph (f) of this section, the owner or operator shall retain the
most recent consecutive three averaging periods of subhourly measurements and a file that contains a hard copy of
the data acquisition system algorithm used to reduce the measured data into the reportable form of the standard.

This paragraph applies to owners or operators required to install a CEMS where the measured data is manually
reduced to obtain the reportable form of the standard, and where the calculated data averages do not exclude periods
of CEMS breakdown or malfunction. In lieu of maintaining a file of all CEMS subhourly measurements as required
under paragraph (f) of this section, the owner or operator shall retain all subhourly measurements for the most recent
reporting period. The subhourly measurements shall be retained for 120 days from the date of the most recent
summary or excess emission report submitted to the Administrator.

The Administrator or delegated authority, upon notification to the source, may require the owner or operator to
maintain all measurements as required by paragraph (f) of this section, if the Administrator or the delegated
authority determines these records are required to more accurately assess the compliance status of the affected
source.

If notification substantially similar to that in paragraph (a) of this section is required by any other State or local agency,
sending the Administrator a copy of that notification will satisfy the requirements of paragraph (a) of this section.

Individual subparts of this part may include specific provisions which clarify or make inapplicable the provisions set
forth in this section.
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[36 FR 24877, Dec. 28, 1971, as amended at 40 FR 46254, Oct. 6, 1975; 40 FR 58418, Dec. 16, 1975; 45 FR 5617, Jan. 23,
1980; 48 FR 48335, Oct. 18, 1983; 50 FR 53113, Dec. 27, 1985; 52 FR 9781, Mar. 26, 1987; 55 FR 51382, Dec. 13, 1990; 59
FR 12428, Mar. 16, 1994; 59 FR 47265, Sep. 15, 1994; 64 FR 7463, Feb. 12, 1999]

§ 60.8 Performance tests.

(@)

(b)

(©

(d)

(€)

Except as specified in paragraphs (a)(1),(a)(2), (a)(3), and (a)(4) of this section, within 60 days after achieving the
maximum production rate at which the affected facility will be operated, but not later than 180 days after initial startup
of such facility, or at such other times specified by this part, and at such other times as may be required by the
Administrator under section 114 of the Act, the owner or operator of such facility shall conduct performance test(s) and
furnish the Administrator a written report of the results of such performance test(s).

(1) If a force majeure is about to occur, occurs, or has occurred for which the affected owner or operator intends to
assert a claim of force majeure, the owner or operator shall notify the Administrator, in writing as soon as
practicable following the date the owner or operator first knew, or through due diligence should have known that the
event may cause or caused a delay in testing beyond the regulatory deadline, but the notification must occur before
the performance test deadline unless the initial force majeure or a subsequent force majeure event delays the notice,
and in such cases, the notification shall occur as soon as practicable.

(2) The owner or operator shall provide to the Administrator a written description of the force majeure event and a
rationale for attributing the delay in testing beyond the regulatory deadline to the force majeure; describe the
measures taken or to be taken to minimize the delay; and identify a date by which the owner or operator proposes to
conduct the performance test. The performance test shall be conducted as soon as practicable after the force majeure
occurs.

(3) The decision as to whether or not to grant an extension to the performance test deadline is solely within the
discretion of the Administrator. The Administrator will notify the owner or operator in writing of approval or
disapproval of the request for an extension as soon as practicable.

(4) Until an extension of the performance test deadline has been approved by the Administrator under paragraphs (a)(1),
(2), and (3) of this section, the owner or operator of the affected facility remains strictly subject to the requirements
of this part.

Performance tests shall be conducted and data reduced in accordance with the test methods and procedures contained in
each applicable subpart unless the Administrator (1) specifies or approves, in specific cases, the use of a reference
method with minor changes in methodology, (2) approves the use of an equivalent method, (3) approves the use of an
alternative method the results of which he has determined to be adequate for indicating whether a specific source is in
compliance, (4) waives the requirement for performance tests because the owner or operator of a source has
demonstrated by other means to the Administrator's satisfaction that the affected facility is in compliance with the
standard, or (5) approves shorter sampling times and smaller sample volumes when necessitated by process variables or
other factors. Nothing in this paragraph shall be construed to abrogate the Administrator's authority to require testing
under section 114 of the Act.

Performance tests shall be conducted under such conditions as the Administrator shall specify to the plant operator based
on representative performance of the affected facility. The owner or operator shall make available to the Administrator
such records as may be necessary to determine the conditions of the performance tests. Operations during periods of
startup, shutdown, and malfunction shall not constitute representative conditions for the purpose of a performance test
nor shall emissions in excess of the level of the applicable emission limit during periods of startup, shutdown, and
malfunction be considered a violation of the applicable emission limit unless otherwise specified in the applicable
standard.

The owner or operator of an affected facility shall provide the Administrator at least 30 days prior notice of any
performance test, except as specified under other subparts, to afford the Administrator the opportunity to have an
observer present. If after 30 days notice for an initially scheduled performance test, there is a delay (due to operational
problems, etc.) in conducting the scheduled performance test, the owner or operator of an affected facility shall notify the
Administrator (or delegated State or local agency) as soon as possible of any delay in the original test date, either by
providing at least 7 days prior notice of the rescheduled date of the performance test, or by arranging a rescheduled date
with the Administrator (or delegated State or local agency) by mutual agreement.

The owner or operator of an affected facility shall provide, or cause to be provided, performance testing facilities as
follows:
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(1) Sampling ports adequate for test methods applicable to such facility. This includes (i) constructing the air pollution
control system such that volumetric flow rates and pollutant emission rates can be accurately determined by
applicable test methods and procedures and (ii) providing a stack or duct free of cyclonic flow during performance
tests, as demonstrated by applicable test methods and procedures.

(2) Safe sampling platform(s).
(3) Safe access to sampling platform(s).
(4) Utilities for sampling and testing equipment.

(f) Unless otherwise specified in the applicable subpart, each performance test shall consist of three separate runs using the
applicable test method. Each run shall be conducted for the time and under the conditions specified in the applicable
standard. For the purpose of determining compliance with an applicable standard, the arithmetic means of results of the
three runs shall apply. In the event that a sample is accidentally lost or conditions occur in which one of the three runs
must be discontinued because of forced shutdown, failure of an irreplaceable portion of the sample train, extreme
meteorological conditions, or other circumstances, beyond the owner or operator's control, compliance may, upon the
Administrator's approval, be determined using the arithmetic mean of the results of the two other runs.

[36 FR 24877, Dec. 23, 1971, as amended at 39 FR 9314, Mar. 8, 1974; 42 FR 57126, Nov. 1, 1977; 44 FR 33612, June 11,
1979; 54 FR 6662, Feb. 14, 1989; 54 FR 21344, May 17, 1989; 64 FR 7463, Feb. 12, 1999; 72 FR 27442, May 16, 2007]

§60.9 Availability of information.

The availability to the public of information provided to, or otherwise obtained by, the Administrator under this part shall be
governed by part 2 of this chapter. (Information submitted voluntarily to the Administrator for the purposes of §§60.5 and
60.6 is governed by §82.201 through 2.213 of this chapter and not by §2.301 of this chapter.)

§ 60.10 State authority.
The provisions of this part shall not be construed in any manner to preclude any State or political subdivision thereof from:

(a) Adopting and enforcing any emission standard or limitation applicable to an affected facility, provided that such
emission standard or limitation is not less stringent than the standard applicable to such facility.

(b) Requiring the owner or operator of an affected facility to obtain permits, licenses, or approvals prior to initiating
construction, modification, or operation of such facility.

860.11 Compliance with standards and maintenance requirements.

(&) Compliance with standards in this part, other than opacity standards, shall be determined in accordance with performance
tests established by 860.8, unless otherwise specified in the applicable standard.

(b) Compliance with opacity standards in this part shall be determined by conducting observations in accordance with
Method 9 in appendix A of this part, any alternative method that is approved by the Administrator, or as provided in
paragraph (e)(5) of this section. For purposes of determining initial compliance, the minimum total time of observations
shall be 3 hours (30 6-minute averages) for the performance test or other set of observations (meaning those fugitive-type
emission sources subject only to an opacity standard).

(c) The opacity standards set forth in this part shall apply at all times except during periods of startup, shutdown,
malfunction, and as otherwise provided in the applicable standard.

(d) Atall times, including periods of startup, shutdown, and malfunction, owners and operators shall, to the extent
practicable, maintain and operate any affected facility including associated air pollution control equipment in a manner
consistent with good air pollution control practice for minimizing emissions. Determination of whether acceptable
operating and maintenance procedures are being used will be based on information available to the Administrator which
may include, but is not limited to, monitoring results, opacity observations, review of operating and maintenance
procedures, and inspection of the source.

(€)

(1) For the purpose of demonstrating initial compliance, opacity observations shall be conducted concurrently with the
initial performance test required in 860.8 unless one of the following conditions apply. If no performance test under
860.8 is required, then opacity observations shall be conducted within 60 days after achieving the maximum
production rate at which the affected facility will be operated but no later than 180 days after initial startup of the
facility. If visibility or other conditions prevent the opacity observations from being conducted concurrently with the
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()

©)

(4)

()

(6)

initial performance test required under §60.8, the source owner or operator shall reschedule the opacity observations
as soon after the initial performance test as possible, but not later than 30 days thereafter, and shall advise the
Administrator of the rescheduled date. In these cases, the 30-day prior notification to the Administrator required in
860.7(a)(6) shall be waived. The rescheduled opacity observations shall be conducted (to the extent possible) under
the same operating conditions that existed during the initial performance test conducted under 860.8. The visible
emissions observer shall determine whether visibility or other conditions prevent the opacity observations from
being made concurrently with the initial performance test in accordance with procedures contained in Method 9 of
appendix B of this part. Opacity readings of portions of plumes which contain condensed, uncombined water vapor
shall not be used for purposes of determining compliance with opacity standards. The owner or operator of an
affected facility shall make available, upon request by the Administrator, such records as may be necessary to
determine the conditions under which the visual observations were made and shall provide evidence indicating proof
of current visible observer emission certification. Except as provided in paragraph (e)(5) of this section, the results
of continuous monitoring by transmissometer which indicate that the opacity at the time visual observations were
made was not in excess of the standard are probative but not conclusive evidence of the actual opacity of an
emission, provided that the source shall meet the burden of proving that the instrument used meets (at the time of the
alleged violation) Performance Specification 1 in appendix B of this part, has been properly maintained and (at the
time of the alleged violation) that the resulting data have not been altered in any way.

Except as provided in paragraph (e)(3) of this section, the owner or operator of an affected facility to which an
opacity standard in this part applies shall conduct opacity observations in accordance with paragraph (b) of this
section, shall record the opacity of emissions, and shall report to the Administrator the opacity results along with the
results of the initial performance test required under 860.8. The inability of an owner or operator to secure a visible
emissions observer shall not be considered a reason for not conducting the opacity observations concurrent with the
initial performance test.

The owner or operator of an affected facility to which an opacity standard in this part applies may request the
Administrator to determine and to record the opacity of emissions from the affected facility during the initial
performance test and at such times as may be required. The owner or operator of the affected facility shall report the
opacity results. Any request to the Administrator to determine and to record the opacity of emissions from an
affected facility shall be included in the notification required in 860.7(a)(6). If, for some reason, the Administrator
cannot determine and record the opacity of emissions from the affected facility during the performance test, then the
provisions of paragraph (e)(1) of this section shall apply.

An owner or operator of an affected facility using a continuous opacity monitor (transmissometer) shall record the
monitoring data produced during the initial performance test required by §60.8 and shall furnish the Administrator a
written report of the monitoring results along with Method 9 and 8§60.8 performance test results.

An owner or operator of an affected facility subject to an opacity standard may submit, for compliance purposes,
continuous opacity monitoring system (COMS) data results produced during any performance test required under
860.8 in lieu of Method 9 observation data. If an owner or operator elects to submit COMS data for compliance with
the opacity standard, he shall notify the Administrator of that decision, in writing, at least 30 days before any
performance test required under §60.8 is conducted. Once the owner or operator of an affected facility has notified
the Administrator to that effect, the COMS data results will be used to determine opacity compliance during
subsequent tests required under 860.8 until the owner or operator notifies the Administrator, in writing, to the
contrary. For the purpose of determining compliance with the opacity standard during a performance test required
under §60.8 using COMS data, the minimum total time of COMS data collection shall be averages of all 6-minute
continuous periods within the duration of the mass emission performance test. Results of the COMS opacity
determinations shall be submitted along with the results of the performance test required under 860.8. The owner or
operator of an affected facility using a COMS for compliance purposes is responsible for demonstrating that the
COMS meets the requirements specified in 860.13(c) of this part, that the COMS has been properly maintained and
operated, and that the resulting data have not been altered in any way. If COMS data results are submitted for
compliance with the opacity standard for a period of time during which Method 9 data indicates noncompliance, the
Method 9 data will be used to determine compliance with the opacity standard.

Upon receipt from an owner or operator of the written reports of the results of the performance tests required by
860.8, the opacity observation results and observer certification required by 860.11(e)(1), and the COMS results, if
applicable, the Administrator will make a finding concerning compliance with opacity and other applicable
standards. If COMS data results are used to comply with an opacity standard, only those results are required to be
submitted along with the performance test results required by §60.8. If the Administrator finds that an affected
facility is in compliance with all applicable standards for which performance tests are conducted in accordance with
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860.8 of this part but during the time such performance tests are being conducted fails to meet any applicable
opacity standard, he shall notify the owner or operator and advise him that he may petition the Administrator within
10 days of receipt of notification to make appropriate adjustment to the opacity standard for the affected facility.

(7) The Administrator will grant such a petition upon a demonstration by the owner or operator that the affected facility
and associated air pollution control equipment was operated and maintained in a manner to minimize the opacity of
emissions during the performance tests; that the performance tests were performed under the conditions established
by the Administrator; and that the affected facility and associated air pollution control equipment were incapable of
being adjusted or operated to meet the applicable opacity standard.

(8) The Administrator will establish an opacity standard for the affected facility meeting the above requirements at a
level at which the source will be able, as indicated by the performance and opacity tests, to meet the opacity
standard at all times during which the source is meeting the mass or concentration emission standard. The
Administrator will promulgate the new opacity standard in the Federal Register.

(F) Special provisions set forth under an applicable subpart shall supersede any conflicting provisions in paragraphs (a)
through (e) of this section.

(g) For the purpose of submitting compliance certifications or establishing whether or not a person has violated or is in
violation of any standard in this part, nothing in this part shall preclude the use, including the exclusive use, of any
credible evidence or information, relevant to whether a source would have been in compliance with applicable
requirements if the appropriate performance or compliance test or procedure had been performed.

[38 FR 28565, Oct. 15, 1973, as amended at 39 FR 39873, Nov. 12, 1974; 43 FR 8800, Mar. 3, 1978; 45 FR 23379, Apr. 4,
1980; 48 FR 48335, Oct. 18, 1983; 50 FR 53113, Dec. 27, 1985; 51 FR 1790, Jan. 15, 1986; 52 FR 9781, Mar. 26, 1987; 62
FR 8328, Feb. 24, 1997; 65 FR 61749, Oct. 17, 2000]

§60.12 Circumvention.

No owner or operator subject to the provisions of this part shall build, erect, install, or use any article, machine, equipment or
process, the use of which conceals an emission which would otherwise constitute a violation of an applicable standard. Such
concealment includes, but is not limited to, the use of gaseous diluents to achieve compliance with an opacity standard or
with a standard which is based on the concentration of a pollutant in the gases discharged to the atmosphere.

[39 FR 9314, Mar. 8, 1974]
8 60.13 Monitoring requirements.

(@) For the purposes of this section, all continuous monitoring systems required under applicable subparts shall be subject to
the provisions of this section upon promulgation of performance specifications for continuous monitoring systems under
appendix B to this part and, if the continuous monitoring system is used to demonstrate compliance with emission limits
on a continuous basis, appendix F to this part, unless otherwise specified in an applicable subpart or by the
Administrator. Appendix F is applicable December 4, 1987.

(b) All continuous monitoring systems and monitoring devices shall be installed and operational prior to conducting
performance tests under §60.8. Verification of operational status shall, as a minimum, include completion of the
manufacturer's written requirements or recommendations for installation, operation, and calibration of the device.

(c) If the owner or operator of an affected facility elects to submit continuous opacity monitoring system (COMS) data for
compliance with the opacity standard as provided under §60.11(e)(5), he shall conduct a performance evaluation of the
COMS as specified in Performance Specification 1, appendix B, of this part before the performance test required under
860.8 is conducted. Otherwise, the owner or operator of an affected facility shall conduct a performance evaluation of
the COMS or continuous emission monitoring system (CEMS) during any performance test required under 860.8 or
within 30 days thereafter in accordance with the applicable performance specification in appendix B of this part, The
owner or operator of an affected facility shall conduct COMS or CEMS performance evaluations at such other times as
may be required by the Administrator under section 114 of the Act.

(1) The owner or operator of an affected facility using a COMS to determine opacity compliance during any
performance test required under 860.8 and as described in §60.11(e)(5) shall furnish the Administrator two or, upon
request, more copies of a written report of the results of the COMS performance evaluation described in paragraph
(c) of this section at least 10 days before the performance test required under §60.8 is conducted.
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(d)

()

(f)

(9)

(h)

(2) Except as provided in paragraph (c)(1) of this section, the owner or operator of an affected facility shall furnish the
Administrator within 60 days of completion two or, upon request, more copies of a written report of the results of
the performance evaluation.

(1) Owners and operators of a CEMS installed in accordance with the provisions of this part, must check the zero (or
low level value between 0 and 20 percent of span value) and span (50 to 100 percent of span value) calibration drifts
at least once daily in accordance with a written procedure. The zero and span must, as a minimum, be adjusted
whenever either the 24-hour zero drift or the 24-hour span drift exceeds two times the limit of the applicable
performance specification in appendix B of this part. The system must allow the amount of the excess zero and span
drift to be recorded and quantified whenever specified. Owners and operators of a COMS installed in accordance
with the provisions of this part, must automatically, intrinsic to the opacity monitor, check the zero and upscale
(span) calibration drifts at least once daily. For a particular COMS, the acceptable range of zero and upscale
calibration materials is as defined in the applicable version of PS—1 in appendix B of this part. For a COMS, the
optical surfaces, exposed to the effluent gases, must be cleaned before performing the zero and upscale drift
adjustments, except for systems using automatic zero adjustments. The optical surfaces must be cleaned when the
cumulative automatic zero compensation exceeds 4 percent opacity.

(2) Unless otherwise approved by the Administrator, the following procedures must be followed for a COMS. Minimum
procedures must include an automated method for producing a simulated zero opacity condition and an upscale
opacity condition using a certified neutral density filter or other related technique to produce a known obstruction of
the light beam. Such procedures must provide a system check of all active analyzer internal optics with power or
curvature, all active electronic circuitry including the light source and photodetector assembly, and electronic or
electro-mechanical systems and hardware and or software used during normal measurement operation.

Except for system breakdowns, repairs, calibration checks, and zero and span adjustments required under paragraph (d)
of this section, all continuous monitoring systems shall be in continuous operation and shall meet minimum frequency of
operation requirements as follows:

(1) All continuous monitoring systems referenced by paragraph (c) of this section for measuring opacity of emissions
shall complete a minimum of one cycle of sampling and analyzing for each successive 10-second period and one
cycle of data recording for each successive 6-minute period.

(2) All continuous monitoring systems referenced by paragraph (c) of this section for measuring emissions, except
opacity, shall complete a minimum of one cycle of operation (sampling, analyzing, and data recording) for each
successive 15-minute period.

All continuous monitoring systems or monitoring devices shall be installed such that representative measurements of
emissions or process parameters from the affected facility are obtained. Additional procedures for location of continuous
monitoring systems contained in the applicable Performance Specifications of appendix B of this part shall be used.

When the effluents from a single affected facility or two or more affected facilities subject to the same emission
standards are combined before being released to the atmosphere, the owner or operator may install applicable continuous
monitoring systems on each effluent or on the combined effluent. When the affected facilities are not subject to the same
emission standards, separate continuous monitoring systems shall be installed on each effluent. When the effluent from
one affected facility is released to the atmosphere through more than one point, the owner or operator shall install an
applicable continuous monitoring system on each separate effluent unless the installation of fewer systems is approved
by the Administrator. When more than one continuous monitoring system is used to measure the emissions from one
affected facility (e.g., multiple breechings, multiple outlets), the owner or operator shall report the results as required
from each continuous monitoring system.

(1) Owners or operators of all continuous monitoring systems for measurement of opacity shall reduce all data to 6-
minute averages and for continuous monitoring systems other than opacity to 1-hour averages for time periods as
defined in §60.2. Six-minute opacity averages shall be calculated from 36 or more data points equally spaced over
each 6-minute period.

(2) For continuous monitoring systems other than opacity, 1-hour averages shall be computed as follows, except that the
provisions pertaining to the validation of partial operating hours are only applicable for affected facilities that are
required by the applicable subpart to include partial hours in the emission calculations:
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(i) Except as provided under paragraph (h)(2)(iii) of this section, for a full operating hour (any clock hour with 60
minutes of unit operation), at least four valid data points are required to calculate the hourly average, i.e. , one
data point in each of the 15-minute quadrants of the hour.

(if) Except as provided under paragraph (h)(2)(iii) of this section, for a partial operating hour (any clock hour with
less than 60 minutes of unit operation), at least one valid data point in each 15-minute quadrant of the hour in
which the unit operates is required to calculate the hourly average.

(iii) For any operating hour in which required maintenance or quality-assurance activities are performed:

(A) If the unit operates in two or more quadrants of the hour, a minimum of two valid data points, separated by
at least 15 minutes, is required to calculate the hourly average; or

(B) If the unit operates in only one quadrant of the hour, at least one valid data point is required to calculate the
hourly average.

(iv) If a daily calibration error check is failed during any operating hour, all data for that hour shall be invalidated,
unless a subsequent calibration error test is passed in the same hour and the requirements of paragraph
(h)(2)(iii) of this section are met, based solely on valid data recorded after the successful calibration.

(v) For each full or partial operating hour, all valid data points shall be used to calculate the hourly average.

(vi) Except as provided under paragraph (h)(2)(vii) of this section, data recorded during periods of continuous
monitoring system breakdown, repair, calibration checks, and zero and span adjustments shall not be included
in the data averages computed under this paragraph.

(vii)Owners and operators complying with the requirements of §60.7(f)(1) or (2) must include any data recorded
during periods of monitor breakdown or malfunction in the data averages.

(viii)When specified in an applicable subpart, hourly averages for certain partial operating hours shall not be
computed or included in the emission averages ( e.g. hours with < 30 minutes of unit operation under
860.47b(d)).

(ix) Either arithmetic or integrated averaging of all data may be used to calculate the hourly averages. The data may
be recorded in reduced or nonreduced form ( e.g. , ppm pollutant and percent O,or ng/J of pollutant).

All excess emissions shall be converted into units of the standard using the applicable conversion procedures
specified in the applicable subpart. After conversion into units of the stan