
APPENDIX I 

LIST OF INSIGNIFICANT EMISSIONS UNITS AND/OR ACTIVITIES 

 

Masco Cabinetry LLC  Permit No. 0830137-006-AV 

Ocala Plant  Title V Air Operation Permit Renewal 

 

The facilities, emissions units, or pollutant-emitting activities listed in Rule 62-210.300(3)(a), F.A.C., 

Categorical Exemptions, or that meet the criteria specified in Rule 62-210.300(3)(b)1., F.A.C., Generic 

Emissions Unit Exemption, are exempt from the permitting requirements of Chapters 62-210, 62-212 and 

62-4, F.A.C.; provided, however, that exempt emissions units shall be subject to any applicable emission 

limiting standards and the emissions from exempt emissions units or activities shall be considered in 

determining the potential emissions of the facility containing such emissions units.  Emissions units and 

pollutant-emitting activities exempt from permitting under Rules 62-210.300(3)(a) and (b)1., F.A.C., shall 

not be exempt from the permitting requirements of Chapter 62-213, F.A.C., if they are contained within a 

Title V source; however, such emissions units and activities shall be considered insignificant for Title V 

purposes provided they also meet the criteria of Rule 62-213.430(6)(b), F.A.C.  No emissions unit shall 

be entitled to an exemption from permitting under Rules 62-210.300(3)(a) and (b)1., F.A.C., if its 

emissions, in combination with the emissions of other units and activities at the facility, would cause the 

facility to emit or have the potential to emit any pollutant in such amount as to make the facility a Title V 

source. 

 

The below listed emissions units and/or activities are considered insignificant pursuant to Rule 62-

213.430(6), F.A.C. 

 

Brief Description of Emissions Units and/or Activities 

 

1. Woodworking operations: consists of machinery (saws, borers, etc.) used to manufacture wood 

cabinet and frame components from previously milled wood and sanding machines for final 

preparation of previously assembled components prior to finishing. Three dust collectors are 

employed to remove dust and chips from these operations. These dust collectors normally exhaust 

into the manufacturing building and do not discharge into the ambient atmosphere.  The external 

exhaust option would only be used in the event of an emergency (e.g., fire). 

 

 


