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Department of
Environmental Protection

Northwest District

Jeb Bush 160 Governmental Center David B. Struhs
Governor Pensacola, Florida 32501-5794 Secretary
Permittee: Permit No.: 0050056-005-AC
Chevron Products Company Facility ID No.: 0050056
SIC Nos.: 51

Project: Air Construction Permit

This permit allows construction of an additional loading rack and increased throughput at
Chevron Products Company Panama City Terminal located at 525 West Beach Drive in Panama
City, Bay County; UTM Coordinates: Zone 16, 628.3 km East and 3336.8 km North; Latitude:
30°09’ 28” North and Longitude: 85° 40’ 03" West.

STATEMENT OF BASIS: This air construction permit is issued under the provisions of Chapter
403, Florida Statutes (F.S.) and Florida Administrative Code (F.A.C.) Chapters 62-4, and 62-210.
The above named permittee is hereby authorized to perform the work or operate the facility
shown on the application and approved drawing(s), plans, and other documents, attached hereto
or on file with the permitting authority, in accordance with the terms and conditions of this
permit.

Referenced attachments made a part of this permit:
Appendix G-1, General Conditions

Effective Date: July 18,2001
Expiration Date: July 18,2006

FLORIDA DEPARTMENT OF
ENVIRONMENTAL PROTECTION

(%MA*G— q’v D
Sandra F. Veazey vQ
Air Program Administrator

SFV/bke

“More Protection, Less Process”

Printed on recycled paper.
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Section I. Facility Information.

Subsection A. Facility Description.

This facility consists of a petroleum terminal consisting of storage tanks, loading rack and a
vapor combustion unit. Terminal receives gasoline and fuel oil by barge. Petroleum products are
then loaded into tanker trucks for distribution.

This permit allows construction of an additional loading rack lane, and an increased throughput
of both high-volatility volatile organic liquids (VOLs) and low-volatility VOLs. The increased
throughput will result in emissions at levels less than Title V thresholds.

Based on the permit application received December 19, 2000, this facility is not a major source
of hazardous air pollutants (HAPs).

Subsection B. Summary of Emissions Unit ID No(s). and Brief Description(s).

E.U. ID

No. Brief Description

001 Loading rack and Vapor Combustion Unit

002 High volatility VOL (gasoline and aviation gasoline) storage tanks
003 Low volatility VOL (diesel and Jet A fuel) storage tanks

004 Additive, slop, and flare drop out storage tanks

005 Process storage tanks

006 Fugitive emissions

007 High volatility VOL storage tanks subject to NSPS

008 Other VOL storage tanks subject to NSPS

Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) Jis] No(s).
on all correspondence, test report submittals, applications, etc.

_Subsection C. Relevant Documents.

The documents listed below are not a part of this permit; however, they are specifically related to
this permitting action.

These documents are on file with permitting authority:

Permit Application received December 19, 2000

Additional Information Requests dated December 27, 2000, February 12, 2001

Additional Information Responses received January 23, 2001, April 9, 2001, and May 23, 2001
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Section IT. Facility-wide Conditions.
The following conditions apply facility-wide:

1. APPENDIX G-1, GENERAL CONDITIONS, is a part of this permit.

2. General Pollutant Emission Limiting Standards. Obiectionable Odor Prohibited. The
permittee shall not cause, suffer, allow, or permit the discharge of air pollutants which cause or
contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C]

3. General Particulate Emission Limiting Standards. General Visible Emissions Standard.
_Except for emissions units that are subject to a particulate matter or opacity limit set forth or
established by rule and reflected by conditions in this permit, no person shall cause, let, permit,
suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any
activity, the density of which is equal to or greater than that designated as Number 1 on the
Ringelmann Chart (20 percent opacity). EPA Method 9 is the method of compliance pursuant to
Chapter 62-297, F.A.C.
[Rules 62-296.320(4)(b)1. & 4., F.A.C.]

4. Prevention of Accidental Releases (Section 112(r) of CAA).
a. As required by rule, inspection, or change in process the owner or operator shall submit an
updated Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention
Office (CEPPO) RMP Reporting Center.
b. The owner or operator shall report to the Department of Community Affairs (DCA) within
one working day of discovery of an accidental release of a regulated substance from the
stationary source, if the owner or operator is required to report the release to the
USEPA/Chemical Safety Hazard Investigation Board or the National Response Center under
Section 112(r)(6).
¢. The owner or operator shall submit the required annual registration fee to the DCA on or
before June 21, 1999 and on April 1 annually thereafter, in accordance with Part IV,
Chapter 252, F.S. and Rule 9G-21, F.A.C.

5. An annual operating report for air pollutant emitting facility, DEP Form 62-210.900(5), shall
be submitted by March 1 of each year. A copy of the form and instructions may be obtained
from the Department’s Northwest District office.

[Rule 62-210.370, F.A.C.]

6. General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC)
Emissions or Organic Solvents (OS) Emissions. The permittee shall allow no person to store,
pump, handle, process, load, unload or use in any process or installation, volatile organic
compounds (VOC) or organic solvents (OS) without applying known and existing vapor
emission control devices or systems deemed necessary and ordered by the Department. This
includes but is not limited to covering all tanks, vats, containers, etc that are used for temporary
and permanent storage of VOC/organic solvents when not in use to prevent vaporization of
volatile organic compounds.

[Rule 62-296.320(1)(a), F.A.C]
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7. Emission and Throughput Limits. VOC emissions shall be controlled by limiting the
maximum throughput of petroleum liquids through the facility. Facility-wide maximum
allowable VOC emissions from all sources and activities are limited to 88.3 tons per rolling
twelve months. Facility-wide rolling twelve-month throughput shall be limited to 325.76 million
gallons of high volatility products (gasoline, aviation gasoline)., and to 57.49 million gallons of
low-volatility products (diesel, jet A).

[Construction permit application received December 19, 2000 and January 23, 2001, April 9,
2001, and May 23, 2001]

8. Special Compliance Tests. When the Department, after investigation, has good reason (such
as complaints, increased visible emissions or questionable maintenance of control equipment) to
believe that any applicable emission standard contained in a Department rule or in a permit
issued pursuant to those rules is being violated, it may require the owner or operator of the
emissions unit to conduct compliance tests which identify the nature and quantity of pollutant
emissions from the emissions unit and to provide a report on the results of said tests to the
Department. ‘

[Rule 62-297.310, F.A.C.]

9. Recordkeeping. The Permittee shall maintain records for all stored materials, which show
monthly and rolling twelve-month throughput and emissions for the facility. These records shall
be maintained at the terminal and made available as necessary for at least five years.

[Rule 62-4.070,F.A.C.]

10. An annual operating report for air pollutant emitting facility, DEP Form 62-210.990(5), shall
be submitted by March 1st of each year. A copy of the form and instructions may be obtained
from the Department of Environmental Protection, Northwest District, Air Resources
Management Program, (850) 595-8364.

[Rule 62-210.370, F.A.C.]

11. Reasonable precautions to prevent emissions of unconfined particulate matter at this facility
include paving and maintenance of roads, parking areas, and yards; removal or sweeping of
particulate matter from roads and other paved areas under the control of the facility to prevent
reentrainment; application of water or dust suppressants to unpaved roads, yard, and parking
areas as needed; landscaping or planting of vegetation, confining abrasive blasting, etc.

[Rule 62-296.320(4)(c)2., F.A.C.]

12. Permittee shall install and maintain permanent stack sampling facilities, including sampling
ports, work platforms, access to work platforms, electrical power, and sampling equipment
support. All stack sampling facilities must meet requirements of Rule 62-297(6), F.A.C,, and any
Occupational Safety and Health Administration (OSHA) Safety and Health Standards described
in 29 CFR Part 1910, Subparts D and E.

[Rule 62-297.310(6), F.A.C.]
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13. When appropriate, any recording, monitoring, or reporting requirements that are time-specific
shall be in accordance with the effective date of the permit, which defines day one.
[Rule 62-213.440, F.A.C.] '

14. The Department shall be notified upon commencement of construction. The Department
shall be notified and prior approval shall be obtained of any changes or revisions made during
construction. Annual status reports shall be provided no later than January 31 of each year
reviewing the status of construction during the preceding year up to completion of the project.
[Rule 62-4.070, F.A.C.] :

15. The Department shall be notified and prior approval shall be obtained of any changes or
revisions made during construction.
[Rule 62-4.030, F.A.C.]

16. The applicant shall retain a Professional Engineer, registered in the State of Florida, for the
inspection of this project. Upon completion the engineer shall inspect for conformity to the
permit application and associated documents. An application for an operation permit shall be
submitted with the compliance test results and appropriate fee when applicable. These are to be
submitted within 45 days after initial operation.

[Rules 62-210.300(2) and 62-4.050(3), F.A.C]

17. The permittee shall submit all compliance related notifications and reports required by this
permit to the Department’s Northwest District office.

Department of Environmental Protection
Northwest District Office
160 Governmental Center
Pensacola, Florida 32501-5794

A copy of all compliance related notifications shall be sent to the Northwest District Branch
Office in Panama City at 2353 Jenks Ave, Panama City FL 32405.

18. The Department telephone number for reporting problems, malfunctions or exceedances
under this permit is (850) 595-8364, extension 1220, day or night, and for emergencies involving
a significant threat to human health or the environment is (800) 320-0519. For routine business,
telephone (850) 595 -8364, then press 7, during normal working hours.

[Rules 62-210.700 and 62-4.130, F.A.C.]
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Section ITI. Emissions Unit(s) and Conditions.

Subsection A. This section addresses the following emissions unit(s).

E.U. ID
-No. Brief Description
001 Loading rack and Vapor Combustion Unit

This permit allows construction of an additional, third lane for the tank truck loading rack, and
increased annual throughput of both high volatile and low volatile product.

This emission unit consists of an existing product loading rack equipped with a flare, a John Zink
model nuriber ZCT-3-8-45-3/6-3/6-X vapor combustion unit (VCU). The loading rack is subject
to the requirements of 40 CFR 60 Subpart XX, and the flare is subject to the applicable
requirements of 40 CFR 60.18. The flare uses propane with a maximum sulfur content 0f 0.02%
by weight as an auxiliary fuel ata maximum rate of 72 SCFM.

Construction permit 0050056-004-AC was issued January 17, 1996 and amended August 12,
1997 and June 9, 1998. The construction permit incorporated applicable requirements of
40CFR60.18, and 40 CFR60 Subpart XX.

Emissions from this emission unit are included in the facility wide maximum allowable VOC
limit of 88.3 tons per rolling twelve months.

The following specific conditions apply to the emissions unit(s) listed above:

Essential Potential to Emit (PTE) Parameters

A.l. Capacity. After construction, the maximum allowable operating rate of the loading rack
shall be limited to 96,000 gallons per hour. This is the operating rate at which compliance with
standards shall be demonstrated, using gasoline as the product. The loading rack maximum
rolling twelve-month throughput shall be limited to:

High Volatility Products 325.76 million gallons (gasoline, aviation gasoline)
Low Volatility Products 57.49 million gallons (diesel, jet A)

[62-210.200(PTE), F.A.C., Construction permit application received December 19, 2000 and
January 23, 2001, April 9, 2001, and May 23, 2001] ‘

A.2. Methods of Operation - (i.e., Fuels). The flare auxiliary fuel is limited to propane with a
" maximum sulfur content of 0.02% by weight at a maximum rate of 72 SCFM. Vendor records
shall be maintained at the facility showing the propane sulfur content.
[Rules 62-4.160(2) and 62-213.440(1), F.A.C., construction permit 0050056-004-AC amended
August 12, 1997, and Construction permit application received December 19, 2000 and January
23,2001, April 9, 2001, and May 23, 2001]
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A.3. Hours of Operation. This emissions unit is allowed to operate continuously, i.e., 8,760
hours/year. : :
[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C]

Fmission Limitations and Standards

A.4. The vapor collection system shall collect the total organic compounds vapors displaced
from tank trucks during product loading. The emissions to the atmosphere from the vapor
collection system due to the loading of liquid product into gasoline tank trucks are not to exceed
35 milligrams of total organic compounds per liter of gasoline loaded.

[Rule 62-204.800(7)(b)53, F.A.C.; construction permit 0050056-004-AC amended August 12,
1997, and Construction permit application received December 19, 2000 and January 23, 2001,
April 9, 2001, and May 23, 2001]

A.5. The VCU flare shall be operated with no visible emissions as determined by the methods
specified in 40 CFR 60.18(f), except for periods not to exceed a total of five minutes during any
two consecutive hours.

[Rule 62-296.800, F.A.C.; 40 CFR 60.18(c)(1)]

Test Methods and Procedures

A.6. Emissions tests are required to show compliance with the standards of the Department. The
test results must provide reasonable assurance that the source is capable of compliance at the
permitted maximum operating rate.

[Rules 62-4.070, 62-204.800(7)(b)53., 62-296.320(1)(a), 62-297.310(7)(a)4.a., 62-297.401(2)(b),
(22) and (25), F.A.C.; 40 CFR 60.503, 40 CFR 60.18(D)]

Tests shall be conducted in accordance with the table below:

Pollutant Test Method / Frequency
Vapor Collection System:
vOC EPA Method 21, along with VOC test
Vapor Combustion Unit:
VE EPA method 22, annually, before the end of June
vOC EPA method 2B, and 25A or 25B, once before permit renewal

¥ in 200{; before the end of June

[Rule 62-204.800(7)(b)53, F.A.C.; construction permit 0050056-004-AC amended August 12,
1997, and Construction permit application received December 19, 2000 and January 23, 2001,
April 9, 2001, and May 23, 2001]
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A.7. Immediately before the performance test, the owner or operator shall use Method 21 to
monitor for leakage of vapor all potential sources in the terminal’s vapor collection system
equipment while a gasoline tank truck is being loaded. The owner or operator shall repair all leaks
with readings of 10,000 ppm (as methane) or greater before conducting the performance test.
[Rule 62-204.800(7)(b)53, F.A.C.; construction permit 0050056-004-AC amended August 12,
1997, and Construction permit application received December 19, 2000 and January 23, 2001,
April 9, 2001, and May 23, 2001] '

A.8. The owner or operator shall determine compliance with the applicable as follows:

(1) The performance test shall be 6 hours long during which at least 300,000 liters of
gasoline is loaded. If this is not possible, the test may be continued the same day until 300,000
liters of gasoline is loaded or the test may be resumed the next day with another complete 6-hour
period. In the latter case, the 300,000-liter criterion need not be met. However, as much as
possible, testing should be conducted during the 6-hour period in which the highest throughput
normally occurs. _

(2) If the vapor processing system is intermittent in operation, the performance test shall
begin at a reference vapor holder level and shall end at the same reference point. The test shall
include at least two startups and shut-downs of the vapor processor. If this does not occur under
automatically controlled operations, the system shall be manually controlled.

(3) The emission rate (E) of total organic compounds shall be computed using the
following equation:

n
E=KY (VuCat)1(L10°)
i1

where:
E = emission rate of total organic compounds, mg/liter of gasoline loaded.
V. ; = volume of air-vapor mixture exhausted at each interval ‘i’’, scm.
C.; = concentration of total organic compounds at each interval ““i”’, ppm.
L = total volume of gasoline loaded, liters.
n = number of testing intervals.
i = emission testing interval of 5 minutes.
K = density of calibration gas, 1.83"10 6 for propane and 2.41°10 6 for butane, mg/scm.

(4) The performance test shall be conducted in intervals of 5 minutes. For each interval
i’ readings from each measurement shall be recorded, and the volume exhausted (Vesi) and
the corresponding average total organic compounds concentration (Cei) shall be determined. The
sampling system response time shall be considered in determining the average total organic
compounds concentration corresponding to the volume exhausted. :

(5) The following methods shall be used to determine the volume (Vesi) air-vapor
mixture exhausted at each interval:

(i) Method 2B shall be used for combustion vapor processing systems. .
(il) Method 2A shall be used for all other vapor processing systems.

(6) Method 25A or 25B shall be used for determining the total organic compounds
concentration (Cei) at each interval. The calibration gas shall be either propane or butane. The
owner or operator may exclude the methane and ethane content in the exhaust vent by any
method (e.g., Method 18) approved
by the Administrator.
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(7) To determine the volume (L) of gasoline dispensed during the performance test
period at all loading racks whose vapor emissions are controlled by the processing system being
tested, terminal records or readings from gasoline dispensing meters at each loading rack shall be
used. .

[Rule 62-204.800(7)(b)53, F.A.C.; construction permit 0050056-004-AC amended August 12,
1997, and construction permit application received A.7. Immediately before the performance test,
the owner or operator shall use Method 21 to monitor for leakage of vapor all potential sources in
the terminal’s vapor collection system equipment while a gasoline tank truck is being loaded. The
owner or operator shall repair all leaks with readings of 10,000 ppm (as methane) or greater before
conducting the performance test.

[Rule 62-204.800(7)(b)53, F.A.C.; construction permit 0050056-004-AC amended August 12,
1997, and Construction permit application received December 19, 2000 and January 23, 2001,
April 9, 2001, and May 23, 2001]

A.9. The owner or operator shall determine compliance with the standard in § 60.502(h) as
follows:

(1) A pressure measurement device (liquid manometer, magnehelic gauge, or equivalent
instrument), capable of measuring up to 500 mm of water gauge pressure with £2.5 mm of water
precision, shall be calibrated and installed on the terminal’s vapor collection system at a pressure
tap located as close as possible to the connection with the gasoline tank truck.

(2) During the performance test, the pressure shall be recorded every 5 minutes while a
gasoline truck is being loaded; the highest instantaneous pressure that occurs during each loading
shall also be recorded. Every loading position must be tested at least once during the
performance test. v
[Rule 62-204.800(7)(b)53, F.A.C.; construction permit 0050056-004-AC amended August 12,
1997, and Construction permit application received December 19, 2000 and January 23, 2001,
April 9, 2001, and May 23, 2001]

A.10. The Department shall be notified at least 15 days prior to testing to allow witnessing.
‘Results shall be submitted to the Department within 45 days after testing and test reports shall

comply with F.A.C. Rule 62-297.310(8), Test Reports. The Department can require special

compliance tests in accordance with F.A.C. Rule 62-297.3 10(7)(a)10.(b). Other test methods and

alternate compliance procedures may be used only after prior Departmental approval has been -

obtained in writing.

[Rules 62-297.310(7)(2)9., and 62-297.620, F.A.C.]
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A.11. Testing of emissions shall be conducted with the source operating at capacity. Capacity is
defined as 90-100% of rated capacity. If it is impractical to test at capacity, then sources may be
tested at less than capacity; in this case subsequent source operation is limited to 110% of the test
load until a new test is conducted. Once the unit is so limited, then operation at higher capacities
is allowed for no more than fifteen days for purposes of additional compliance testing to regain
the rated capacity in the permit, with prior notification to the Department.

[Rules 62-4.070 and 62-297.310(2), F.A.C/]

The test reports shall comply with applicable portions of Rule 62-297.310, F.A.C., Test Reports.
The Department can require special compliance tests in accordance with Rule 62-297.310(7)
F.A.C. Other test methods and alternate compliance procedures may be used only after prior
Departmental approval has been obtained in writing.

[Rules 62-297.310(7) and 62-297.620(1), F.A.C.]

Monitoring of Operations

A.12. The bulk gasoline terminal shall be equipped with a vapor collection system designed to
collect the total organic compounds vapors displaced from tank trucks during product loading.
[Rule 62-204.800(7)(b)53, F.A.C.; 40 CFR 60.502(a)]

A.13. The vapor collection system shall be designed and operated to prevent organic compound
vapors collected at one loading rack from passing to another loading rack.
[Rule 62-204.800(7)(b)53, F.A.C.; 40 CFR 60.502(d)]

A.14. Loading of liquid product into gasoline tank trucks shall be limited to vapor-tight gasoline
tank trucks using the following procedures:

a. The owner or operator shall obtain the vapor tightness documentation described in 40 CFR
60.505(b) for each gasoline tank truck which is to be loaded at the affected facility.

b. The owner or operator shall require the tank identification number to be recorded as each
gasoline tank truck is loaded at the affected facility.

c. The owner or operator shall cross-check each tank identification number obtained in 40
CFR 60.502(¢)(2) with the file of tank vapor tightness documentation within 2 weeks after
the corresponding tank is loaded.

d. The terminal owner or operator shall notify the owner or operator of each non vapor-tight
gasoline tank truck loaded at the affected facility within 3 weeks after the loading has
occurred.

e¢. The terminal owner or operator shall take steps assuring that the non vapor-tight gasoline
tank truck will not be reloaded at the affected facility until vapor tightness documentation
for that tank is obtained.

[Rule 62-204.800(7)(b)53, F.A.C.; 40 CFR 60.502(¢)]

A.15. Loading of gasoline tank trucks shall be made only into tanks equipped with vapor
collection equipment that is compatible with the terminal's vapor collection system.
[Rule 62-204.800(7)(b)53, F.A.C.; 40 CFR 60.502(f)].
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A.16. The tank truck's vapor collection systems shall be connected during each loading of a
gasoline tank truck. Operating instructions shall be clearly posted or made easily available and
shall include but not be limited to:

a. Proper connection of vent and liquid transfer lines between truck tanker and stationary
facilities.
Maximum gasoline loading rate (not greater than 7,200 gallons per minute total).
Maximum pressure during loading.
Leak detection and maintenance.
Vapor Combustion Unit (Flare) vendor's instructions.
Truck vapor-tightness verification.

o Ao o

Examples of other actions to accomplish this include training drivers in the hookup procedures
and posting visible reminder signs at the affected loading racks.
[Rule 62-204.800(7)(b)53, F.A.C.; 40 CFR 60.502(g)].

A.17. The vapor collection and liquid loading equipment shall be designed and operated to
prevent gauge pressure in the delivery tank from exceeding 450 mm of water during product
loading. This level is not to be exceeded when measured by the procedures specified in 40 CFR
60.503(d).

[Rule 62-204.800(7)(b)53, F.A.C.; 40 CFR 60.502(h)].

A.18. No pressure-vacuum vent in the bulk gasoline terminal's vapor collection system shall
begin to open at a system pressure less than 450 mm of water.
[Rule 62-204.800(7)(b)$3, F.A.C; 40 CFR 60.502(1)].

A.19. Each calendar month, the vapor collection system, the vapor processing system, and each
loading rack handling gasoline shall be inspected during the loading of gasoline tank trucks for
total organic compounds liquid or vapor leaks. For purposes of this paragraph, detection
methods incorporating sight, sound, or smell are acceptable. Each detection of a leak shall be
recorded and the source of the leak repaired within 15 calendar days after it is detected.

[Rule 62-204.800(7)(b)53, F.A.C.; 40 CFR 60.502(j)].

A.20. Requirements of 40 CFR 60, Subpart A, paragraph 60.18 applicable to the control flare
shall be adhered to. Specifically, this shall include:

a. The net heating value of the VOC-containing flare gases being combusted shall be 300
Btu/SCF or greater. ‘

b. The maximum permitted velocity of the flare gases being combusted, Vmax, shall be
determined by the equation from paragraph 60.18(£)(6) converted to the following equation in
English units:

Vmax = 28.75 + 0.0867(H) where Vmax is feet per second, and H is Btuw/SCF.

¢. The loading of diesel oil into a tank truck previously containing diesel oil is exempt from
net heating value minimum limit of paragraph A above. Loading of gasoline under all reasonable
conditions is assured to exceed the minimum net heating value of paragraph a.
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d. The maximum loading rate for loading gasoline shall be 96,000 gallons per hour unless the
permittee requests a modification of this limit with reasonable data to justify a higher operating
rate using the equation of paragraph b above. '

[Rule 62-296.800, F.A.C.]

A.21. The flare (VCU) shall operate with a flame present at all times. [40 CFR 60.18(c)(2)]
The presence of a flare pilot flame shall be continuously monitored using a thermocouple or
equivalent device. [40 CFR 60.18(f)(2)] The flame monitoring system shall continuously
interact with the flare control system. In the event the control system fails to verify the presence
of a pilot flame, loading rack operation shall cease immediately and not be returned to operation
until the flare is operating properly.

[Rules 62-4.070, 62-204.800(7)(b)53, 62-296.320(1)(a), F.A.C.; 40 CFR 60.502(b)]

Recordkeeping and Reporting Requirements

" A.22. The Permittee shall maintain records at the terminal for at least 5 years showing the
monthly and rolling twelve-month throughput and emissions for the loading rack and vapor
combustion unit.

[Rule 62-4.070, F.A.C.]

A.23. The tank truck vapor tightness documentation required under 40 CFR 60.502(e)(1) shall
be kept on file at the terminal in a permanent form available for inspection.
[Rule 62-204.800(7)(b)53, F.A.C.; 40 CFR 60.505(a)]

A.24. The documentation file for each gasoline tank truck shall be updated at least once per year
to reflect current test results as determined by EPA Method 27. This documentation shall
include, as a minimum, the following information:

Test title: Gasoline Delivery Tank Pressure Test-EPA Reference Method 27.

Tank owner and address.

Tank identification number.

Testing location.

Date of test.

Tester name and signature.

Witnessing inspector, if any: Name, signature, and affiliation.

. Test results: Actual pressure change in 5 minutes, mm of water (average for 2 runs).
[Rule 62-204.800(7)(b)53, F.A.C.; 40 CFR 60.505(b)]

Fo e a0 TP

A.25. A record of each monthly leak inspection required under 40 CFR 60.502(j) shall be kept
on file at the terminal for at least 2 years. Inspection records shall include, as a minimum, the
following information:
a. Date of inspection.
b. Findings (may indicate no leaks discovered; or location, nature, and severity of each leak).
c. Leak determination method.
d. Corrective action (date each leak repaired; reasons for any repair interval in excess of 15 days).
e. Inspector name and signature.
[Rule 62-204.800(7)(b)53, F.A.C.; 40 CFR 60.505(c)]
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A.26. The owner or operator shall keep documentation of all notifications required under 40
CFR 60.502(e)(4) on file at the terminal for at least two years. :
[Rule 62-204.800(7)(b)53, F.A.C.; 40 CFR 60.505(d)]

NSPS Incorporated

A.27. All applicable requirements of 40 CFR 60, Subpart XX, Standards of Performance for
Bulk Gasoline Terminals and 40 CFR 60, Subpart A, General Provisions, are incorporated into
this permit by reference and shall be adhered to.

[Rule 62-204.800(7)(b)53, F.A.C.]
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Subsection B. This section addresses the following emissions unit(s).

EU. ID
No. Brief Description
002 High volatility VOL (gasoline and aviation gasoline) storage tanks not subject to NSPS

This permit allows construction of an additional, third lane for the tank truck loading rack, and
increased annual throughput of both high-volatile and low-volatile product.

This emission unit consists of three high volatility organic liquid storage tanks not subject to
New Source Performance Standards (40 CFR 60), These tanks are described as follows:

D Product Capacity Tank Type Installation/
Stored (gal) Modification date
Tank 01 gasoline 1,932,000 Internal floating roof ~ Jan, 1936/prior to 06/73
Tank 67 Aviation gas 699,522 Internal floating roof ~ Jan, 1951
Tank 78 gasoline 1,053,990 Internal floating roof  July, 1951
Tank 84 gasoline 1,103,940 External floating roof 1958
(domed)

Emissions from this emission unit are included in the facility-wide maximum allowable VOC
limit of 88.3 tons per rolling twelve months.

- The following specific conditions apply to the emissions unit(s) listed above:

Essential Potential to Emit (PTE) Parameters

B.1. Capacity. Rolling twelve-month throughput shall be as limited by facility-wide condition 7.
[62-210.200(PTE), F.A.C., and Construction permit application received December 19, 2000 and
January 23, 2001, April 9, 2001, and May 23, 2001]

B.2. Hours of Operation. This emissions unit is allowed to operate continuously, i.e., 8,760
hours/year.
[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]
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Subsection C. This section addresses the following emissions unit(s).

E.U.ID
No. Brief Description ‘
003 Low volatility VOL (diesel and Jet A fuel) storage tanks not subject to NSPS

This permit allows construction of an additional, third lane for the tank truck loading rack, and
increased annual throughput of both high volatile and low volatile product.

This emission unit consists of three low-volatility organic liquid storage tanks not subject to New
Source Performance Standards (40 CFR 60). These tanks are described as follows:

D Product Capacity Tank Type Installation/
Stored (gal) Modification date

Tank 25 Diesel 852,222 Fixed roof 01/1940

Tank 62 Jet A 211,492 Fixed roof prior to 6/11/1973

Tank 63 Jet A 211,492 Fixed roof prior to 6/11/1973

Emissions from this emission unit are included in the facility-wide maximum allowable VOC
limit of 88.3 tons per rolling twelve months.

The following specific conditions apply to the emissions unit(s) listed above:

Essential Potential to Emit (PTE) Parameters

C.1. Capacity. Rolling twelve-month throughput shall be as limited by facility-wide condition 7.
[62-210.200(PTE), F.A.C., and Construction permit application received December 19, 2000 and
January 23, 2001, April 9, 2001, and May 23, 2001]

C.2. Hours of Operation. This emissions unit is allowed to operate continuously, i.e., 8,760
hours/year.
[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]
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Subsection D. This section addresses the following emissions unit(s).

E.U. 1D
No. Brief Description
004 Additive, slop, and flare drop out storage tanks

This emission unit consists of seven miscellaneous organic liquid storage tanks not subject to
New Source Performance Standards (40 CFR 60), generally used to store additives. However,
tank 20 is a flare drop-out tank, and 96 is the slop tank. These tanks are described as follows:

1D Product Capacity Tank Type Installation/
Stored (gal) Modification date

Tank 17 Additive 5, 838 Fixed roof 8/1991

Tank 18 Additive 4,000 Fixed roof. 11/1993

Tank 20 dry 250 Fixed roof 1993

.Tank 21 Additive 5,800 Fixed roof 11/1994

Tank 22 Additive 8,148 Fixed roof 1995

Tank 23 Additive 3,906 Fixed roof 1998

Tank 96 slop 11,550 Fixed roof 01/1975

Emissions from this emission unit are included in the facility-wide maximum allowable VOC
limit of 88.3 tons per rolling twelve months. These tanks are not subject to any source-specific
emission limits or requirements, and this is considered an unregulated emission unit subject only
to the general facility-wide conditions.

D.1. Hours of Operation. This emissions unit is allowed to operate continuously, i.e., 8,760
hours/year.
[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]



Chevron Products Company v Permit No.: 0050056-005-AC
Panama City Terminal
Page 17

Subsection E. This section addresses the following emissions unit(s).

E.U.ID
No. Brief Description
005 Process storage tanks

This emission unit consists of five miscellaneous process/storage tanks not subject to New
Source Performance Standards (40 CFR 60). These tanks are described as follows:

D Product Capacity Tank Type Installation/
Stored (gal) : Modification date
0/51 Oil/water Separator 800 Fixed roof 2000
PT1 Process tank for petrol 12,000 Underground 2000
contam water (PCW)
PT 2 Process tank for PCW 126 Underground 2000
Tank 2 Fire Protection Water 01/1936

Evap tank Water Evaporation tank

Emissions from this emission unit are included in the facility-wide maximum allowable VOC
limit of 88.3 tons per rolling twelve months. These tanks are not subject to any source-specific
emission limits or requirements, and this is considered an unregulated emission unit subject only
to the general facility-wide conditions.

E.1. Hours of Operation. This emissions unit is allowed to operate conﬁnuously, ie., 8,760
hours/year.
[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C]
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Subsection F. This section addresses the following emissions unit(s).

E.U.ID
No. Brief Description
006 Fugitive emissions

This emission unit consists of fugitive emissions from flange, valve, and pump and tank truck
leaks. Emissions from this emission unit are included in the facility-wide maximum allowable
VOC limit of 88.3 tons per rolling twelve months. These emissions are not subject to any
source-specific emission limits or requirements, and this is considered an unregulated emission -
unit subject only to the general facility-wide conditions.

F.1. Hours of Operation. This emissions unit is allowed to operate continuously, i.e., 8,760
hours/year.
[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C ]
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Subsection G. This section addresses the following emissions unit(s).

E.U. ID
No. Brief Description
007 High volatility VOL storage tanks subject to NSPS

This permit allows construction of an additional, third lane for the tank truck loading rack, and
increased annual throughput of both high-volatile and low-volatile product.

This emission unit consists of one high-volatility organic liquid storage tank subject to New
Source Performance Standards (40 CFR 60, Subpart Kb). This tank is described as follows:

D Product Capacity Tank Type Installation/
Stored (gal) Modification date
Tank 66 gasoline 703,374 Internal floating roof 7, 1951; mod, 1997

Emissions from this emission unit are included in the facility-wide maximum allowable VOC
limit of 88.3 tons per rolling twelve months.

The following specific conditions apply to the emissions unit(s) listed above:

Essential Potential to Emit (PTE) Parameters

G.1. Capacity. Annual throughput shall be as limited by facility-wide condition 7.
[62-210.200(PTE), F.A.C., Construction permit application received December 19, 2000 and
January 23, 2001, April 9, 2001, and May 23, 2001]

G.2. Hours of Operation. This emission unit is allowed to operate continuously, i.e., 8,760
hours/year, as long as throughputs and emissions limits are observed.
[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C ]

Emission Limitations and Standards

G.3. 40 CFR 60.112b Standard for volatile organic compounds (VOC).

The owner or operator shall equip storage vessel 66 with the following:

(1) A fixed roof in combination with an internal floating roof meeting the following
specifications: ’ '

(i) The internal floating roof shall rest or float on the liquid surface (but not necessarily in
complete contact with it) inside a storage vessel that has a fixed roof. The internal floating roof
shall float on the liquid surface at all times, except during initial fill and during those intervals
when the storage vessel is completely emptied or subsequently emptied and refilled. When the
roof is resting on the leg supports, the process of filling, emptying, or refilling shall be
continuous and shall be accomplished as rapidly as possible.
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(ii) The internal floating roof shall be equipped with the following closure devices between the
wall of the storage vessel and the edge of the internal floating roof: :

(a) A mechanical shoe seal. A mechanical shoe seal is a metal sheet held vertically against
the wall of the storage vessel by springs or weighted levers and is connected by braces to the
floating roof. A flexible coated fabric (envelope) spans the annular space between the metal
sheet and the floating roof.

(iii) Each opening in a non-contact internal floating roof except for automatic bleeder vents
(vacuum breaker vents) and the rim space vents shall provide a projection below the liquid
surface.

(iv) Each opening in the internal floating roof except for leg sleeves, automatic bleeder vents,
rim space vents, column wells, ladder wells, sample wells, and stub drains shall be equipped with
a cover or lid which shall be maintained in a closed position at all times (i.e., no visible gap) -
except when the device is in actual use. The cover or lid shall be equipped with a gasket. Covers
on each access hatch and automatic gauge float well shall be bolted except when they are in use.

(v) Automatic bleeder vents shall be equipped with a gasket and shall be closed at all times
when the roof is floating except when the roof is being floated off or is being landed on the roof
leg supports.

(vi) Rim space vents shall be equipped with a gasket and are to be set to open only when the
internal floating roof is not floating or at the manufacturer's recommended setting.

(vii) Each penetration of the internal floating roof for the purpose of sampling shall be a sample
well. The sample well shall have a slit fabric cover that covers at least 90 percent of the opening.

(viii) Each penetration of the internal floating roof that allows for passage of a column
supporting the fixed roof shall have a flexible fabric sleeve seal or a gasketed sliding cover.

(ix) Each penetration of the internal floating roof that allows for passage of a ladder shall have a
gasketed sliding cover.

[Rule 62-204.800(7)(b)16., F.A.C.; 40 CFR 60.112b(a)]

G.4. 40 CFR 60.113b Testing and procedures.

Each storage vessel as specified in 40 CFR 60.112b(a) shall meet the requirements of 40 CFR
60.113b(a), 40 CFR 60.113b(b), or 40 CFR 60.113b(c). The testing and procedures for a
particular storage vessel depends on the control equipment installed to meet the requirements of
40 CFR 60.112b.

(a) After installing the control equipment required to meet 40 CFR 60.1 12b(a)(1) (permanently
affixed roof and internal floating roof), each owner or operator shall:

(1) Visually inspect the internal floating roof, the primary seal, and the secondary seal (if one is
in service), prior to filling the storage vessel with VOL. If there are holes, tears, or other
openings in the primary seal, the secondary seal, or the seal fabric or defects in the internal
floating roof, or both, the owner or operator shall repair the items before filling the storage
vessel.

(2) For vessels equipped with a liquid-mounted or mechanical shoe primary seal, visually
inspect the internal floating roof and the primary seal or the secondary seal (if one is in service)
through manholes and roof hatches on the fixed roof at least once every 12 months after initial
fill. If the internal floating roof is not resting on the surface of the VOL inside the storage vessel,
or there is liquid accumulated on the roof, or the seal is detached, or there are holes or tears in
the seal fabric, the owner or operator shall repair the items or empty and remove the storage
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vessel from service within 45 days. If a failure that is detected during inspections required in 40
CFR 60.113b(2) cannot be repaired within 45 days and if the vessel cannot be emptied within 45
days, a 30-day extension may be requested from the Administrator in the inspection report
required in 40 CFR 60.115b(a)(3). Such a request for an extension must document that alternate
storage capacity is unavailable and specify a schedule of actions the company will take that will
assure that the control equipment will be repaired or the vessel will be emptied as soon as
possible.

(3) Visually inspect the internal floating roof, the primary seal, the secondary seal (if one is in
service), gaskets, slotted membranes and sleeve seals (if any) each time the storage vessel is
emptied and degassed. If the internal floating roof has defects, the primary seal has holes, tears,
or other openings in the seal or the seal fabric, or the secondary seal has holes, tears, or other
openings in the seal or the seal fabric, or the gaskets no longer close off the liquid surfaces from
the atmosphere, or the slotted membrane has more than 10 percent open area, the owner or
operator shall repair the items as necessary so that none of the conditions specified in 40 CFR
60.113b(4) exist before refilling the storage vessel with VOL. In no event shall inspections
conducted in accordance with this provision occur at intervals greater than 10 years in the case of
vessels conducting the annual visual inspection as specified in 40 CFR 60.113b(2)(2) and 40
CFR 60.113b(a)(3)(ii) and at intervals no greater than 5 years in the case of vessels specified in
40 CFR 60.113b(2)(3)(i).

(4) Notify the Administrator in writing at least 30 days prior to the filling or refilling of each
storage vessel for which an inspection is required by 40 CFR 60.113b(2)(1) and 40 CFR
60.113b(a)(4) to afford the Administrator the opportunity to have an observer present. If the
inspection required by 40 CFR 60.113b(a)(4) is not planned and the owner or operator could not
have known about the inspection 30 days in advance or refilling the tank, the owner or operator
shall notify the Administrator at least seven days prior to the refilling of the storage vessel.
Notification shall be made by telephone immediately followed by written documentation
demonstrating why the inspection was unplanned. Alternatively, this notification including the
written documentation may be made in writing and sent by express mail so that it is received by
the Administrator at least seven days prior to the refilling.

[Rule 62-204.800(7)(b)16., F.A.C.; 40 CFR 60.113b(a)]

G.5.40 CFR 60.115b Reporting and recordkeeping requirements.

The owner or operator of each storage vessel as specified in 40 CFR 60.112b(a) shall keep
records and furnish reports as required by 40 CFR 60.115b(a), 40 CFR 60.115b(b), or 40 CFR
60.115b(c) depending upon the control equipment installed to meet the requirements of 40 CFR
60.112b. The owner or operator shall keep copies of all reports and records required by this
section, except for the record required by 40 CFR 60.115b(c)(1), for at least 2 years. The record
required by 40 CFR 60.115b(c)(1) will be kept for the life of the control equipment.

(a) After installing control equipment in accordance with 40 CFR 60.112b(a)(1) (fixed roof and
internal floating roof), the owner or operator shall meet the following requirements.

(1) Furnish the Administrator with a report that describes the control equipment and certifies
that the control equipment meets the specifications of 40 CFR 60.112b(a)(1) and 40 CFR
60.113b(a)(1). This report shall be an attachment to the notification required by 40 CFR
60.7(a)(3). :
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(2) Keep arecord of each inspection performed as required by 40 CFR 60.113b(a)(1), 40 CFR
60.113b(a)(2), 40 CFR 60.113b(a)(3), and 40 CFR 60.113b(a)(4). Each record shall identify the
storage vessel on which the inspection was performed and shall contain the date the vessel was
inspected and the observed condition of each component of the control equipment (seals, internal
floating roof, and fittings).

(3) If any of the conditions described in 40 CFR 60.113b(a)(2) are detected during the annual visual
inspection required by 40 CFR 60.113b(a)(2), a report shall be furnished to the Administrator within
30 days of the inspection. Each report shall identify the storage vessel, the nature of the defects, and
the date the storage vessel was emptied or the nature of and date the repair was made.

(4) After each inspection required by 40 CFR 60.113b(a)(3) that finds holes or tears in the seal
or seal fabric, or defects in the internal floating roof, or other control equipment defects listed in
40 CFR 60.113b(a)(3)(ii), a report shall be furnished to the Administrator within 30 days of the
inspection. The report shall identify the storage vessel and the reason it did not meet the
specifications of 40 CFR 61.112b(a)(1) or 40 CFR 60.113b(a)(3) and list each repair made.

[Rule 62-204.800(7)(b)16., F.A.C.; 40 CFR 60.115b]

G.6. 40 CFR 60.116b Monitoring of operations.

(2) The owner or operator shall keep copies of all records required by this section, except for
the record required by 40 CFR 60.116b(b), for at least two years. The record required by 40
CFR 60.116b(b) shall be kept for the life of the source. ‘

(b) The owner or operator of each storage vessel as specified in 40 CFR 60.110b(a) shall
keep readily accessible records showing the dimension of the storage vessel and an
analysis showing the capacity of the storage vessel.

(c) Except as provided in 40 CFR 60.116b(f) and 40 CFR 60.116b(g), the owner or operator of

each storage vessel either with a design capacity greater than or equal to 151 m3 storing a liquid
with a maximum true vapor pressure greater than or equal to 3.5 kPa or with a design capacity

greater than or equal to 75 m3 but less than 151 m3 storing a liquid with a maximum true vapor
pressure greater than or equal to 15.0 kPa shall maintain a record of the VOL stored, the period
of storage, and the maximum true vapor pressure of that VOL during the respective storage
period.

G.7. Application for Inclusion of Tank in Operation Permit. The applicant shall retain a
Professional Engineer, registered in the State of Florida, for the inspection of this emission unit
for conformity to the permit application and associated documents. An application for inclusion
of this tank in the facility operation permit shall be submitted with the appropriate fee and
supporting information and reports within thirty days of receipt of this permit.

[Rule 62-210.300, F.A.C.]

NSPS Incorporated

G.8. All applicable requirements of 40 CFR 60, Subpart Kb, Standards of Performance for
Volatile Organic Liquid Storage Vessels and 40 CFR 60, Subpart A, General Provisions, are

incorporated into this permit by reference and shall be adhered to.
[Rule 62-204.800(7)(b)53, F.A.C.]
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Subsection H. This section addresses the following emissions unit(s).

E.U.ID
No. Brief Description
008 Additive storage tank subject to NSPS

This emission unit consists of one organic liquid storage tank subject to New Source
Performance Standards (40 CFR 60, Subpart Kb) used to store additives. This tank is described
as follows: '

D Product Capacity Tank Type Installation/
Stored (gal) Modification date
Tank 14 Additive 12,000 Fixed roof 2000

Emissions from this emission unit are included in the facility-wide maximum allowable VOC
limit of 88.3 tons per rolling twelve months.

The following specific conditions apply to the emissions unit(s) listed above:

H.1. Hours of Operation. This emissions unit is allowed to operate continuously, i.e., 8,760
hours/year.
[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

Recordkeeping and Reporting Requirements

H.2. § 60.116b Monitoring of operations.

(a) The owner or operator shall keep copies of all records required by this section, except for
the record required by paragraph (b) of this section, for at least two years. The record required
by paragraph (b) of this section will be kept for the life of the source.

(b) The owner or operator of each storage vessel as specified in § 60.110b(a) shall keep readily
accessible records showing the dimension of the storage vessel and an analysis showing the
capacity of the storage vessel. Each storage vessel with a design capacity less than 75 ' is
subject to no provision of this subpart other than those required by this paragraph.

[Rule 62-204.800(7)(b)16., F.A.C.] , :

NSPS Incorporated

H.3. All applicable requirements of 40 CFR 60, Subpart Kb, Standards of Performance for
Volatile Organic Liquid Storage Vessels and 40 CFR 60, Subpart A, General Provisions, are
incorporated into this permit by reference and shall be adhered to.

[Rule 62-204.800(7)(b)16., F.A.C.]
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1. The terms, conditions, requirements, limitations, and restrictions set forth in this permit are "permit
conditions", and are binding and enforceable pursuant to Sections 403.141, 403.727, or 403.859 through
403.861, Florida Statutes. The permittee is placed on notice that the Department will review this permit
periodically and may initiate enforcement action for any violation of these conditions.

2. This permit is valid only for the specific processes and operations applied for and indicated in the
approved drawings or exhibits. Any unauthorized deviation from the approved drawings, exhibits,
specifications, or conditions of this permit may constitute grounds for revocation and enforcement action by
the Department.

3. As provided in Subsections 403.087(6) and 403.722(5), Florida Statutes, the issuance of this permit does
not convey any vested rights or any exclusive privileges. Nor does it authorize any injury to public or
private property or any invasion of personal rights, nor any infringement of federal, state or local laws or
regulations. This permit does not constitute a waiver of or approval of any other Department permit that
may be required for other aspects of the total project which are not addressed in the permit.

4. This permit conveys no title to land or water, does not constitute state recognition or acknowledgment of
title, and does not constitute authority for the use of submerged lands unless herein provided and the
necessary title or leasehold interests have been obtained from the state. Only the Trustees of the Internal
Improvement Trust Fund may express state opinion as to title.

5. This permit does not relieve the permittee from liability for harm or injury to human health or welfare,
animal, or plant life, or property caused by the construction or operation of this permitted source, or from
penalties therefore; nor does it allow the permittee to cause pollution in contravention of Florida Statutes
and Department rules, unless specifically authorized by an order from the Department.

6. The permittee shall properly operate and maintain the facility and systems of treatment and control (and
related appurtenances) that are installed and used by the permittee to achieve compliance with the
conditions of this permit, are required by Department rules. This provision includes the operation of
backup or auxiliary facilities or similar systems when necessary to achieve compliance with the conditions
of the permit and when required by Department rules.

7. The permiitee, by accepting this permit, specifically agrees to allow authorized Department personnel,
upon presentation of credentials or other documents as may be required by law, access to the premises, at
reasonable times, where the permitted activity is located or conducted for the purpose of:

a. Having access to and copying any records that must be kept under the conditions of this permit;

b. Inspecting the facility, equipment, practices, or operations regulated or required under this permit;
and,

c. Sampling or monitoring any substances or parameters at any location reasonably necessary {o

assure compliance with this permit or Department rules. '
Reasonable time may depend on the nature of the concern being investigated.

8. If, for any reason, the permittee does not comply with or will be unable to comply with any condition or
limitation specified in this permit, the permittee shall immediately provide the Department with the
following information: :

a. A description of and cause of noncompliance; and

b. The period of noncompliance, including exact dates and times; or, if not corrected, the anticipated
time the noncomplance is expected to continue, and steps being taken to reduce, eliminate, and prevent
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recurrence of the noncompliance. The permittee shall be responsible for any and all damages which may
result and may be subject to enforcement action by the Department for penalties or for revocation of this
permit.

9. In accepting this permit, the permittee understands and agrees that all records, notes, monitoring data
and other information relating to the construction or operation of this permitted source which are submitted
to the Department may be used by the Department as evidence in any enforcement case involving the
permitted source arising under the Florida Statutes or Department rules, except where such use is proscribed
by Sections 403.73 and 403.111, Florida Statutes. Such evidence shall only be used to the extent it is
consistent with Florida Rules of Civil Procedure and appropriate evidentiary rules.

10. The permittee agrees to comply with changes in Department rules and Florida Statutes after a ‘
reasonable time for compliance, provided however, the permittee does not waive any other rights granted by
Florida Statutes or Department rules.

11. This permit is transferable only upon Department approval in accordance with Florida Administrative
Code Rules 62-4.120 and 62-730.300, as applicable. The permittee shall be liable for any noncompliance
of the permitted activity until the transfer is approved by the Department.

12. This permit is required to be kept at the work site of the permitted activity during the entire period of
construction or operation.

13. The permittee shall comply with the following:

a. Upon request, the permittee shall furnish all records and plans required under Department rules.
During enforcement actions, the retention period for all records will be extended automatically unless
otherwise stipulated by the Department. ‘

b.  The permittee shall hold at the facility or other location designated by this permit records of all
monitoring information (including all calibration and maintenance records and all original strip chart
recordings for continuous monitoring instrumentation) required by the permit, copies of all reports required
by this permit, and records of all data used to complete the application for this permit. These materials shall
be retained at least three years from the date of the sample, measurement, report or application unless
otherwise specified by Department rule.

c. Records of monitoring information shall include:

- the date, exact place, and time of sampling or measurement;

- the person responsible for performing the sampling or
measurement;

- the date(s) analyses were performed;

- the person responsible for performing the analyses;

- the analytical techniques or methods used; and

- the results of such analyses.

14. When requested by the Department, the permittee shall within a reasonable time furnish any
information required by law which is needed to determine compliance with the permit. If the permittee
becomes aware the relevant facts were not submitted or were incorrect in the permit application or in any
report to the Department, such facts or information shall be corrected promptly.
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A STATE OF FLORIDA
DEPARTMENT OF ENVIRONMENTAL PROTECTION
NOTICE OF PERMIT
In the matter of an
Application for Permit DEP File No. 0050056-005-AC
By: Bay County

Terry Franklin, Terminal Manager
Chevron Products Company
525 West Beach Dr
Panama City FL. 32401

‘ /

Enclosed is Permit Number 0050056-005-AC, issued pursuant to Section 403.087, Florida Statutes.

Any party to this Order (permit) has the right to seek judicial review of the permit pursuant to Section 120.68,
Florida Statutes, by the filing of a Notice of Appeal pursuant to Rule 9.110, Florida Rules of Appellate
Procedure, with the Clerk of the Department in the Office of General Counsel, 3900 Commonwealth Boulevard,
Tallahassee, Florida 32399-3000, and by filing a copy of the Notice of Appeal accompanied by the applicable
filing fees with the appropriate District Court of Appeal. The Notice of Appeal must be filed within 30 days
from the date this Notice is filed with the Clerk of the Department.

Executed in Pensacola, Florida. ,f ,

State of Florida Department
of Environmental Protection

SANDRA F. VEAZEY Y 6
Air Program Administrator

160 Govemmental Center
Pensacola, Florida 32501-5794
(850) 595-8364

CERTIFICATE OF SERVICE

The undersigned duly designated deputy agency olerk hereby certifies that this NOTICE OF PERMIT and all
copies were mailed before the close of business on Jey 18 Zpo/ to the listed persons.

FILING AND ACKNOWLEDGMENT FILED, on this date,
pursuant to §120.52(7), Florida Statutes, with the designated Department clerk,
receipt of which is hereby acknowledged.

Clerk %%% A /{ - Date ,C// 07/(27
Copies Furnished to:

Michael Van Briggle, P.E., URS Corporation
DEP Northwest District Branch Office, Panama City
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Florida Freedom Newspapers, Inc.

PUBLISHERS OF THE NEWS HERALD
Panama City, Bay County, Florida
Published Daily

State of Florida
County of Bay

Before the undersigned authority appeared

Pam Gregory , who on oath says that (s)he
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In the Matter of an
Application for Permit by:
Permit No.: 0050056-005-AC

Terry Franklin, Terminal Manager
Chevron Products Company
525 West Beach Dr
Panama City FL 32401

/

INTENT TO ISSUE PERMIT

The Department of Environmental Protection (permitting authority) gives notice
of its intent to issue an air construction permit (copy of DRAFT Permit enclosed) for the
source detailed in the application specified above, for the reasons stated below.

The applicant, Chevron Products Company, applied on December 19, 2000, to the
permitting authority for an air construction permit for the Panama City Terminal located
at 525 West Beach Drive in Panama City, Bay County.

The permitting authority has permitting jurisdiction under the provisions of
Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters
62-4, 62-210, and 62-213. This source is not exempt from permitting procedures. The
permitting authority has determined that an air construction permit is required to
commence or continue operations at the described facility.

The permitting authority intends to issue this permit based on the belief that
reasonable assurances have been provided to indicate that operation of the source will not
adversely impact air quality, and the source will comply with all appropriate provisions of
Chapters 62-4, 62-204, 62-210, 62-212, 62-256, 62-257, 62-281, 62-296, and 62-297,
F.A.C. .

Pursuant to Sections 403.815 and 403.0872, F.S., and Rules 62-110.106 and 62-
210.350(3), F.A.C., you (the applicant) are required to publish at your own expense the
enclosed “PUBLIC NOTICE, OF INTENT TO ISSUE PERMIT.” The notice shall be
published one time only within 30 (thirty) days in the legal advertisement section of a
newspaper of general circulation in the area affected. For the purpose of these rules,
"publication in a newspaper of general circulation in the area affected" means publication
in a newspaper meeting the requirements of Sections 50.011 and 50.031, F.S., in the
county where the activity is to take place. Where there is more than one newspaper of
general circulation in the county, the newspaper used must be one with significant
circulation in the area that may be affected by the permit. If you are uncertain that a
newspaper meets these requirements, please contact the permitting authority at the
address or telephone number listed below. The applicant shall provide proof of
publication to the permitting authority’s office, Northwest District, 160 Governmental
Center, Pensacola, FL 32501-5794 (Telephone: 850/595-8364; Fax: 850/595-8417),
within 7 (seven) days of publication. Failure to publish the notice and provide proof of
publication within the allotted time may result in the denial of the permit pursuant to Rule
62-110.106, F.A.C.
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The permitting authority will issue the permit, in accordance with the conditions
of the enclosed DRAFT Permit unless a response received in accordance with the
following procedures results in a different decision or significant change of terms or
conditions.

The permitting authority will issue the permit unless a timely petition for an
administrative hearing is filed pursuant to Sections 120.569 and 120.57, F.S. Mediation

under Section 120.573, F.S., will not be available for this proposed action.

' A person whose substantial interests are affected by the proposed permitting
decision may petition for an administrative hearing in accordance with Sections 120.569
and 120.57, F.S. The petition must contain the information set forth below and must be
filed (received) in the Office of General Counsel of the Department of Environmental
Protection, 3900 Commonwealth Boulevard, Mail Station #35, Tallahassee, FL 32399-
3900 (Telephone: 850/488-9735; Fax: 850/487-4938). Petitions filed by the permit
applicant or any of the parties listed below must be filed within 14 (fourteen) days of
receipt of this notice of intent. Petitions filed by any other person must be filed within 14
(fourteen) days of publication of the public notice or within 14 (fourteen) days of receipt
of this notice of intent, whichever occurs first. A petitioner must mail a copy of the
petition to the applicant at the address indicated above, at the time of filing. The failure
of any person to file a petition within the appropriate time period shall constitute a waiver
of that person’s right to request an administrative determination (hearing) under Sections
120.569 and 120.57, F.S., or to intervene in this proceeding and participate as a party to
it. Any subsequent intervention will be only at the approval of the presiding officer upon
the filing of a motion in compliance with Rule 28-5.207, F.A.C.

A petition must contain the following information:

(a) The name, address, and telephone number of each petitioner, the applicant’s
name and address, the Permit File Number, and the county in which the project is
proposed;

(b) A statement of how and when each petitioner received notice of the permitting
authority’s action or proposed action;

(c) A statement of how each petitioner’s substantial interests are affected by the
permitting authority’s action or proposed action;

(d) A statement of the material facts disputed by the petitioner, if any;

(¢) A statement of the facts that the petitioner contends warrant reversal or
modification of the permitting authority’s action or proposed action,

(f) A statement identifying the rules or statutes that the petitioner contends require
reversal or modification of the permitting authority’s action or proposed action; and,
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(g) A statement of the relief sought by the petitioner, stating precisely the action
that the petitioner wants the permitting authority to take with respect to the action or
proposed action addressed in this notice of intent.

Because the administrative hearing process is designed to formulate final agency
action, the filing of a petition means that the permitting authority’s final action may be
different from the position taken by it in this notice of intent. Persons whose substantial
interests will be affected by any such final decision of the permitting authority on. the
application have the right to petition to become a party to the proceeding, in accordance
with the requirements set forth above. .

In addition to the above, a person subject to regulation has a right to apply to the
Department of Environmental Protection for a variance from or waiver of the
requirements of particular rules, on certain conditions, under Section 120.542, F.S. The
relief provided by this state statute applies only to state rules, not statutes, and not to any
federal regulatory requirements. Applying for a variance or waiver does not substitute or
extend the time for filing a petition for an administrative hearing or exercising any other
right that a person may have in relation to the action proposed in this notice of intent.

The application for a variance or waiver is made by filing a petition with the
Office of General Counsel of the Department of Environmental Protection, 3900
Commonwealth Boulevard, Mail Station #35, Tallahassee, Florida 32399-3000. The
petition must specify the following information:

() The name, address, and telephone number of the petitioner;

(b) The name, address, and telephone number of the attorney or qualified
representative of the petitioner, if any;

(c) Each rule or portion of a rule from which a variance or waiver is requested;

(d) The citation to the statute underlying (implemented by) the rule identified in
(c) above;

(e) The type of action requested;

() The specific facts that would justify a variance or waiver for the petitioner;

(g) The reason why the variance or waiver would serve the purposes of the
underlying statute (implemented by the rule); and,

(h) A statement whether the variance or waiver is permanent or temporary and, if
temporary, a statement of the dates showing the duration of the variance or waiver
requested.

The Department will grant a variance or waiver when the petition demonstrates
both that the application of the rule would create a substantial hardship or violate
principles of faimess, as each of those terms is defined in Section 120.542(2), F.S., and
that the purpose of the underlying statute will be or has been achieved by other means by
the petitioner.
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Persons subject to regulation pursuant to any federally delegated or approved air
program should be aware that Florida is specifically not authorized to issue variances or
waivers from any requirements of any such federally delegated or approved program.
The requirements of the program remain fully enforceable by the Administrator of the
United States Environmental Protection Agency and by any person under the Clean Air
Act unless and until the Administrator separately approves any variance or waiver in
accordance with the procedures of the federal program.

Executed in Pensacola, Florida.

STATE OF FLORIDA DEPARTMENT
OF ENVIRONMENTAL PROTECTION

SANDRA F. VEAZEY © ©
Air Program Administrator

CERTIFICATE OF SERVICE

The undersigned duly designated deputy agency clerk hereby certifies that this INTENT TO ISSUE
PERMIT (including the PUBLIC NQIICE and the DRAFT permit) and all copies were sent by certified
mail before the close of business on_{Jger 0. 2/, Z9¢/ _to the person(s) listed:

Terry Franklin, Chevron Products Company

In addition, the undersigned duly designated deputy agency clerk hereby certifies that copies of this
INTENT TO ISSUE PERMIT (including the PUBLIC NOTICE and the DRAFT permit) were sent by U.S.
mail or electronically transmitted on the same date to the person(s) listed:

Michael Van Briggle, P.E., URS Corporation
FILING AND ACKNOWLEDGMENT FILED, on

this date, pursuant to Section 120.52(7), Florida Statutes,
with the Adesignated agency Clerk, receipt of which is hereby

t/21/0/

(Clérk) Zf)ate) '




STATE OF FLORIDA
- DEPARTMENT OF ENVIRONMENTAL PROTECTION
NOTICE OF INTENT TO ISSUE PERMIT
LD. Number 0050056-005-AC

The Department of Environmental Protection gives notice of its intent to issue a permit to Chevron
Products Company located at 525 West Beach Drive in Panama City. ‘

Chevron Products Company applied December 19, 2000 for a permit to add an additional, third
loading lane and to increase product throughput at their Panama City Terminal. In addition, the
application updates the operating configuration of the existing facility. The requested increases in
throughput include: ‘

Truck loading rack, 64,000 gph maximum loading rate to 96,000 gph
High volatility products, increase in annual throughput from 146.24 MMgpy to 325.76 MMgpy
Low volatility products, increase in annual throughput from 28.76 MMgpy to 57.49 MMgpy. In
addition Chevron Products Company requests returning tank 01 to service.
As a result of the increased throughput and loading rates, VOC emissions will increase from 44.7
tons per year to 88.3 tons per year.

A person whose substantial interests are affected by the Department's proposed permitting decision
may petition for an administrative proceeding (hearing) in accordance with Section 120.57, Florida
Statutes. The petition must contain the information set forth below and must be filed (received) in
the Office of General Counsel of the Department at 3900 Commonwealth Boulevard, Tallahassee,
Florida 32399-3000, within 14 days of publication of this notice. Petitioner shall mail a copy of the
petition to the applicant at the address indicated above at the time of filing. Failure to file a petition
within this time period shall constitute a waiver of any right such person may have to request an
administrative determination (hearing) under Section 120.57, Florida Statutes.

The petition shall contain the following information; (a) The name, address, and telephone number
of each petitioner, the applicant's name and address, the Department Permit File Number and the
county in which the project is proposed; (b) A statement of how and when each petitioner received
notice of the Department's action or proposed action; (c) A statement of how each petitioner's
substantial interests are affected by the Department's action or proposed action; (d) A statement of
the material facts disputed by petitioner, if any; (¢) A statement of facts which petitioner contends
warrant reversal or modification of the Department's action or proposed action; (f) A statement of
which rules or statutes petitioner contends require reversal or modification of the Department's action
or proposed action; and (g) A statement of the relief sought by petitioner, stating precisely the action
petitioner wants the Department to take with respect to the Department's action or proposed action.

If a petition is filed, the administrative hearing process is designed to formulate agency action.
Accordingly, the Department's final action may be different from the position taken by it in this
Notice. Persons whose substantial interests will be affected by any decision of the Department with
regard to the application have the right to petition to become a party to the proceeding. The petition
must conform to the requirements specified above and be filed (received) within 14 days of
publication of this notice in the Office of General Counsel at the above address of the Department.
Failure to petition within the allowed time frame constitutes a waiver of any right such person has to
request a hearing under Section 120.57, Florida Statutes, and to participate as a party to this
proceeding. Any subsequent intervention will only be at the approval of the presiding officer upon
motion filed pursuant to Rule 28-5.207, F.A.C.

The application is available for public inspection during normal business hours, 8:00 a.m. to 5:00
p.m., Monday through Friday, except for legal holidays, at the Northwest District, 160 Governmental
Center, Pensacola, Florida.
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Department of
Environmental Protection

Northwest District
Jeb Bush 160 Governmental Center David B. Struhs
Governor Pensacola, Florida 32501-5794 Secretary

P.E. CERTIFICATION STATEMENT

Application No. 0050056-005-AC

I HEREBY CERTIFY that the engineering features described in the above
referenced application and subject to the proposed permit conditions provide
reasonable assurance of compliance with applicable provisions of Chapter 403,
Florida Statutes, and Florida Administrative Code 62-209 through 62-297.
However, I have not evaluated and I do not certify aspects of the proposal outside
of my area of expertise (including but not limited to the electrical, mechanical,

structural, hydrological, and geological features).

“More Protection, Less Process”

Printed on recycled paper.
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MEMORANDUM

TO : Sandra Veazey ﬂ'\) L\L\\o\

FROM : Bob Kiri

THRU : Andy Al
Blair Burlesor, P.E. Z=Z 7f

DATE : 05/31/2001

SUBJECT : Evaluation Summary for Chevron Products Company,
Panama City Terminal 0050056-005-AC,
Bay County

We recommend issuing notice of intent to issue a construction permit to Chevron Products
Company to add a third loading lane to increase both loading and annual product throughput at
their Panama City Terminal.

Process Description

This facility consists of a petroleum terminal consisting of storage tanks, loading rack and a
vapor combustion unit. Terminal receives gasoline and fuel oil by barge. Petroleum products are
then loaded into tanker trucks for distribution.

This permit allows construction of an additional loading rack lane, and increased loading and
annual throughput of both high volatility volatile organic liquids (VOLs) and low volatility
VOLs. The increased throughput results in emissions at levels less than Title V thresholds.

Pollution Control Equipment

Emissions from truck loading operations are controlled by a VCU, a flare. Tanks containing high
volatility product have internal floating roofs.

Environmental Impact

Airborne Estimated Allowable
Contaminant Emissions Emissions
Emitted FAC Rule (tons/year)

- VOC 62:88%.204.800 88.3 35 mg/l loaded
Objectionable 62-296.320(2) None allowed off

Odors plant property.

VE 62-20%.800 Not more than

5% opacity, except for a total of
5 minutes every two hours.

Applicable Rules & Regulations

This source is regulated in accordance with FAC Rule 62-204.800 which incorporates applicable
provisions of 40CFR60 (NSPS). This facility is subject to Subpart A, General Provisions,
Subpart Kb, Standards of Performance for Volatile Organic Liquid Storage Vessels, and Subpart
XX, Standards of Performance for Bulk Gasoline Terminals.



DRAFTED 04/13/01; revised 5/31

Compliance Monitoring

Annual method 22 VE tests (flare); VOC emissions monitoring once per permit cycle;
throughput and emissions record keeping.

Compliance History

Poor. Recent short form consent order with stipulated penalty for failure to handle operating
permit requirements for tank 66. An application to modify the operating permit was submitted
April 9, 2001. Additionally, existing configuration includes several deviations from existing
operation permit, which are addressed in this permit.

Fee Summary
$4500 has been submitted. The application fee should arguably be $4000 for one AC1D, one
ACIE, and 4 ACIF emission units based on the existing operation permit; and a refund of $500

is due.

Additional notes are attached.
rvk:rvke



Memo to File:
From: Bob Kn%
Date: April 13, ;72001

Re:  Revised Construction Permit Application for Increased Throughput, an
Additional Loading Lane, and to Place a Tank back in Service; Chevron
Products Company, Panama City Terminal; Application 0050056-005-AC

We advised Chevron by letter dated February 14, 2001 that application 0050056-004-AC
was incomplete, and that additional information is required. We requested additional
information, and provided our review notes and a draft permit and requested any
cominents.

We received additional information April 9, 2001 concerning the construction permit
application, as well as an application and fee ($750) for revision of their operation permit.
The additional information commented that they now desire to return tank 01 to service
with the associated standing and withdrawal losses with no additional increase in _
throughput. The additional emissions associated with tank 01 include 6.74 TPY VOCs;
losses from the other tanks in this tank grouping will reduce this.

The additional information we requested included the following:

. Please identify the increase in emissions for each affected emission
unit. We believe the submitted application fee is sufficient, based on the
information provided. However, this may change, if additional information
changes the application subtypes of individual emission units.

The response identified the increase in emissions, but retained an emission
unit organization that combined emission points that are not similar and
are subject to different standards. Additionally, the revised mput included
additional emissions from increased thruput, and by inclusion of tank 1,
previously taken out of service.

. Please provide information describing the slotted guidepoles in use
in the facility’s tanks with floating roofs. Recent information from the EPA
indicates that uncontrolled slotted guidepoles do not comply with NSPS “no
visible gap” requirement, and that emissions from uncontrolled slotted
guidepoles can exceed 25,000 pounds per year per tank under certain conditions
(see pages 19891-19897, Federal Register, April 13, 2000 (Volume 65, Number
72). Additionally, please advise whether these emissions are included in your
emission estimates.

The additional information comments that Chevron will install controls for
the slotted guidepoles and has partnered with the EPA to do this prior to
April 12, 2010 for tanks 66, 78, and 84. Chevron advises these emissions
are included in their calculations.



EU

001
002
003
004
005
006

J We believe that Table 1.1 incorrectly identifies the applicable
vapor pressures, ( < and > appear to be reversed) and should be corrected.

Corrected

. The professional engineer’s statement in Section 1 of the
application should be checked and appropriately certified.

Done.

We did a preliminary review of the submitted application, and our review
notes are attached for your review and use.

Not addressed.

We have also attached a draft permit, which we believe includes the
modifications and updated information resulting from this application. This draft
permit includes two additional emission units for tanks subject to NSPS (Subpart
Kb). We would appreciate your review of this draft, and any resultant comments.

Not addressed.
Description Permit type = Emissions (TPY) Emissions (TPY)
(01/18 appli) (04/04 modification)
Total Increase Total Increase Fee
Loading rack/VCU AC1D 66.6 36.7* 66.6 367 $2000
High Vol tanks ACI1E 89  <5*1 16.6 5-25 $1000
Low Vol tanks ACI1F 0.8 <5 0.8 <5 $250
Additive tanks ACIF 0.1 <5 22 <5 $250
Process tanks ACIF 3.3 <5 1.2 <5 $250
Fugitive ACIF 1.0 <5 1.0 <5 $250
Total 80.7 36.0 ' 88.3 $4000

Chevron has paid $4500 for the construction permit based on their original assessment of
emissions (increase of 50-100 TPY). However, Chevron has not organized their
application grouping similar emission points within emission units and has mixed NSPS
tanks with non NSPS tanks. Chevron’s 04/04/01 letter notes they believe the application
fee should be $3250.



For the sake of getting the issue addressed, I suggest we simply accept the above fee
evaluation with a net return due Chevron of $500.

A draft permit reflecting the requested changes is attached. This permit is inconsistent
with the application organization; the additional emission units could justify an increased
fee. Similarly, the grouping of emission points within emission units that are not similar
could justify a request that the application be redone.

I suggest we send the attached draft to Chevron, request any comments prior to the end of
April, and then proceed with notice of intent to issue.

I spoke to Richard Brookins in our Panama City Branch office May 30™; and he advised
that he saw no reason to not proceed with issuance of the construction permit allowing an
additional loading lane and increased throughput and that Chevron seemed to be
concerned with maintaining environmental compliance.

We received input from Chevron May 23, 2001. Chevron requested that individual tank
record keeping not be required, that they be given some flexibility in the test date to
ensure they can meet throughput levels for testing purposes, and requested that they not
be required to maintain a flare pilot flame since the VCU has an electronic ignition
system.

I spoke to Terry Franklin the terminal manager, and advised that 40 CFR 60.18 required a
flame present during operation, that the loading rack not be operable absent the pilot
flame. This is consistent with Chevron’s system — the ignition system lights the flame
when the tank trunks are hooked up, and the rack will not operate unless the flame is
present. Franklin concurred. I suggested he review the condition again with their
consultant, and if there is an issue with retaining the condition as currently worded to get
back with me. '

Concerning the other requested changes - record keeping, and test dates — I see no
problems with those requests.

I suggest we proceed with issuance of the construction permit.



Memo to File: }m
From: Bob Krigfele®%= f72

.

Date: February 2, 7;@2*@

Re: Revised Construction Permit Application for Increased Throughput and an
Additional Loading Lane, Chevron Products Company, Panama City
Terminal; Application 0050056-005-AC.

Chevron applied December 19, 2000 for a construction permit to increase the throughput at their
Panama City Terminal, to add an additional loading lane, to increase allowable emissions,

to include various existing tanks, to make various tank configuration changes, and

to retrofit various tanks with internal floating roofs (IRFs). Our initial review notes are attached.
We requested additional information by letter dated December 27, 2000 noting that:

The application should clearly identify both potential and allowable emissions for applicable pollutants
for each emission unit. Allowable emissions must be identified where there are unit specific requirements
such as for the flare (40 CFR 60.502 - 35 mg/1 gasoline loaded).

Addressed in revised applicaﬁon.
The emission unit application fees are based on the potential increase in emissions; and the total fee

is the resultant sum of the emission unit fees.

Increases not identified.

The application appears to request greater allowable facility emissions than allowed or anticipated
given the maximum potential throughput. If so, we see no justifiable basis for this, and we suggest
the requested allowable emissions be based on the specific allowable emissions plus the potential
emissions from the remaining emission units with no specific emission limits.

Addressed, emissions reduced accordingly.
Construction should be specifically identified. We understand that tanks 62 and 63 will be retrofitted

with internal floating roofs, but this is not stated in the application and the construction specifics
(type seals, vents, etc) are not identified.

New construction on tanks 62 and 63 eliminated.
We suggest that the applicability of 40 CFR 60 (K, Ka, Kb) be identified for each tank. Information
should be included identifying the date of construction or modification, size, and the stored liquid
vapor pressure of each tank.

Addressed.

Chevron noted in the revised application that the individual emission unit subtypes fees totaled $3500.



Permit 005-64-004-AC was issued January 17, 1996 and amended August 12, 1997. This

is an after-the-fact construction permit for a petroleum terminal consisting of storage tanks, a loading rack, and
And a vapor combustion unit (VCU). The permit identifies four high volatility (high vol) products tanks

(nos 1, 67, 78, 84); four low volatility (low vol) product tanks (25, 62, 63, and 66), and eight miscellaneous
tanks. This permit identifies emission units as:

001: VCU

002: Tanks 1, 67, 78, 84 (high volatility product storage, NSPS applicability not identified)
003: Tanks 25, 62, 63, 66 (low volatility product storage)

004: Tanks 17,18, 20, 21, 22,23, 95, & 96 (Miscellaneous tanks, additives, etc)

005: . Oil/water separators 1 & 2, tank 3, and evaporator tank

006:  Flanges/valves, pumps and tank truck leaks (fugitive emissions)

This permit limited thrupuit to 146.24 mmgpy high volatility products, 28.76 mmgpy low volatility
products, maximum allowable loading rate to 64,000 gph, limited VOC emissions to 44.7 TPY after
Tank 66 is retrofitted with an internal floating roof and tank 1 is taken out of service, and required
an operation permit application to update permit 0050056-002-AF within 75 days of completion

of construction.

Chevron notes that various existing tanks (ID nos 02 (fire protection water), 14 (VOL
storage), PT #1 (process tank), and PT #2 (process tank)) should be included in the
current operating permit; these tanks should be noted as added to emission units 004
(tanks 02, 14), and 005 (PT #1 and PT #2). Tank 14 is identified as having been
constructed in year 2000, is subject to NSPS (but with only minimal requirements —
records). Similarly, tanks PT #1 and PT #2 are identified as having been constructed in
* year 2000. Tank PT #1 is a 12,000 gallon tank storing petroleum contaminated water,
and I believe this tank also is subject to NSPS. It seems to me that the construction of
tanks 14, and PT 1 & 2 raise compliance/enforcement issues.

Chevron also notes that tank 03 has been removed, tank 95 changed service from
additive to out of service, and 0/S #2 should be deleted.

Tank 66 has been modified and changed in service to a high volatile product —
gas; and Chevron should request modification of the OP to include this tank as an
IFR/high volatile VOL. Simultaneously, the other OP changes should be included (tanks
03, 95, and OS #2).

I spoke to Lou Milkint (ofc, 770 984-3016; clr, 770 652-7942) February 5, 2001. After
some discussion, he advised that this permit application is for new construction and
emissions associated with an additional loading rack and increased emissions. He
recognizes that the existing operation permit needs updating to including activities in
service such as tank 66. He advised of a C/E settlement addressing previously
unpermitted operation and construction — (OGC File 00-1812-03-AP) concerning
operation of tank 66, and that this requires an application from Chevron for modification
of the operation permit.



Concerning the submitted application:

Section 1. Application Information.
See earlier notes.
PE statement not checked, or notarized. However, application notarized on cover.

Scope of Application:
EU  Description Permit type  Emissions (TPY)
: Total Increase

001 Loadingrack/VCU ACID = 66.6 36.7*

. 002  High Vol tanks ACIF 89  <5%]
003  Low Vol tanks ACIF 0.8 <5
004  Additive tanks ACIF 0.1 . <5
005  Process tanks ACIF 33 <5
006  Fugitive ACIF 1.0 <5

Total 80.7 36.0
* *] (Increased thruput/total thruput)X total VOC emissions = increased VOCs

* [(325.76MM — 146.24MM)/325.76MM] X 66.6 TPY = 36.7 TPY VOCincrease
*1 [(325.76MM — 146.24MM)/325.76MM] X 8.9 TPY =4.9 TPY VOC increase

Application described as including a third loading lane, increased hourly and
annual throughput, increased allowable emissions, and revised tank configuration.

Section II. Facility pollutants identified as 80.7 TPY VOC (currently limited to 44.7
TPY — an increase of 36 TPY) to escape Title V.

Section IIT — Emissions Units:

001 — Tank loading rack/VCU. Requests increase in max rate to 96, 000 gph,
notes annual thruput will be limited to 325,760,000 gpy high vol product, and 57,490,000
low vol product. IDs 66.6 TPY VOC emissions (EL), 11.1 TPY CO emissions;
requests facility wide emission limit of 80.7 TPY, ids VE limit of 5% opacity .
Notes that loading rack is subject to 40 CFR 60 Subpart XX.

Note that 5 TPY criteria pollutants, 1000 Ibs Hap, 2500 1bs total HAPs must be
identified. Calculations (p 10 of summary) identify 0.7 TPY benzene (HO017), 1.47 TPY
hexane (H104), 0.936 TPY toluene (H169) and 3.83 TPY total HAPs — non of which are
identified.

Increased emissions from 001 not identified; should be approx 36.7 TPY VOC.
002 — High volatility VOL storage tanks. IDs tanks 66, 67, 78, and 84 storing

high vol VOL (volatile organic liquid) in EU with increased emissions resulting from
increased thruput. Tanks 67, 78, 84 included in existing OP. Notes annual thruput will



be limited to 325,760,000 gpy high vp product, and 57,490,000 low vol product —
probably means high vol only. VOC emissions identified as 8.92 TPY

Increased emissions from 002 not identified, should be approx 4.9 TPY VOC.
Individual HAPs should be less than 1000 Ibs.

Note that 66 is subject to NSPS, the others are not. This tank, with
different standards, probably should be in a separate EU. Also, application to include this
tank in the OP should have been made.

003 — Low volatility VOL storage tanks. IDs tanks 25, 62, and 63 storing low vol VOL
in EU with increased emissions resulting from increased thruput. Tanks 25, 62, 63
included in existing OP. Notes annual thruput will be limited to 325,760,000 gpy high vp
product, and 57,490,000 low vol product — probably means low vol only. VOC
emissions identified as 0.78 TPY.

Increased VOC emissions not identified; should be approximately 0.43TPY.
Individual HAPs should be less than 1000 Ibs.

004 - Additive, slop and flare drop-out Storage tanks. IDs tanks 14, 17, 18, 20, 21, 22,
23, and 96. Existing OP includes 17, 18, 20, 21, 95, 96; existing CP adds 22, 23. Tank
14, is identified as constructed in 2000, subject to NSPS Subpart Kb, (reporting only) a
12,000 gallon fixed roof additive storage tanks, has not been previously permitted
(construction permit).

005 - Includes oil/water separator (O/S 1), an above ground storage tank; Process tanks
1 and 2 (PT 1, PT 2), underground collection tanks for petroleum contaminated
wastewater; tank 2, a.fire protection water storage tank, and tank 101,an evaporation
tank. VOC emissions identified as 1.21 TPY.

006 — Includes fugitive emissions from tank trucks and piping components (valves,
flanges, pumps). VOC emissions identified as 1.02 TPY '

Suggest:

Writing a full CP, including all emission units, etc. as if a facility wide permit, but
specifying that permit allows loading rack, and increased thruput (and emissions).

Add additional EUs for KB tanks (007 for tank 66; 008 for tank 14); identify EU’s 004,
005, 006 as unregulated. Should request that emission increases per EU be identified,;
inquire concerning IFR slotted guidepole emissions.

A draft letter is attached.



