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SECTION Il. FACILITY-WIDE CONDITIONS.

Subsection A. Facility Description:

The facility operates an animal/poultry byproducts rendering, used cooking oil and grease trap processing, and
Secondary Protein Nutrient (SPN) fines process plant (Standard Industrial Classification No. 2077). The
operations include four (4) active fossil fuel fired steam generators (boilers), a waste heat evaporator, feather
rendering system, a blood processing system, two (2) animal/poultry byproducts rendering systems, and a SP,
Fines Solvent Extraction Process, a cooking oil and grease processing system, an emergency diesel genera&d
an onsite biological wastewater treatment and land application system.

Fossil Fuel Steam Generators

Boilers No. 1 (EU 006), No. 2 (EU 007) and No. 3 (EU 008) generate steam for process heat(assoGated with the
rendering and processing activities. Boilers No. 1 and No. 2 each have a maximum heat ji of 33.5 million
British thermal units per hour (MMBtu/hr) and Boiler No. 3 has a maximum heat in u@f 2.7 MMBtu/hr.
These boilers are authorized to fire natural gas, No. 2 fuel oil, ultra-low sulfur gi ( , No. 6 fuel oil, on-

specification used oil, and processed grease.

Boiler No. 4 (EU 017) provides steam solely for the proposed SPN Sol Extraction Process. This boiler has a
maximum heat input rate of 9.9 MMBtu/hr. This boiler is authorized to ural gas, No. 2 fuel oil, ULSD, on-

specification used oil and processed grease. @

byproducts rendering systems (EU001 and EU002). The heat evaporator utilizes heat extracted from the
steam generated by the cookers to evaporate excessgM@isttre from various liquid products. The continuous
rendering system consists of a number of processe rind, convey, cook, and remove fluids from red

meat/poultry inedibles, blood, and poultry fem

Rendering Operation
The facility also includes a waste heat evaporator, feath;;' g system, and two (2) animal/poultry

Emissions and odors from the red meat yprodticts cooker, the poultry byproducts cooker, and the feather dryer in
the rendering building are contro a 00 cubic feet per minute (cfm) Venturi scrubber/packed tower
system, and two 40,000 cfm b air scrubbers. The scrubber is installed to control the odor and improve the
work environment for the facility o ors.

EUs 001 & EU 002 are,u &

Secondary Protein ient(SPN) Fines Solvent Extraction Process

d units as stated in the Appendix U.

The SPN_Ei eﬁaetion Process enables the facility to extract the remaining oil/fat from residual SPN fines (to
[ and fines solids into separate marketable materials) currently produced by the Hampton facility
and-oth in facilities.

The process consists of a closed loop system to recover and recycle the solvent used in the extraction process to
reduce air pollutants emissions and to minimize solvent costs. The solvent will be removed from the oil extracted
from the SPN fines using a distillation process and condensers. The vapor stream from the process condensers and
final condenser, which include some non-condensable vapors, will be vented to a mineral oil adsorption system
for final control and solvent recovery.

Griffin Industries, LLC Permit No. 0070004-023-AV
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SECTION Il. FACILITY-WIDE CONDITIONS.

Emergency Generator

The 377 HP caterpillar diesel fired emergency generator (EU 018) Model No. 3306 was manufactured in 1995
and installed in 2010. The unit was installed for the required fire safety and backup for the SPN Fines Solvent
Extraction Process.

Insignificant Emissions Units and/or Activities ,\&

Also included in this permit are miscellaneous insignificant emissions units and/or activities.

Subsection B. Summary of Emissions Units: &

EU No. | Description

Regulated Emissions Units g

006 Boiler No. 1
007 Boiler No. 2

008 Boiler No. 3

017 Boiler No. 4 A
016 SPN Fines Solvent Extraction Process V)

Unregulated Emissions Units and Activities O v
001 Animal Rendering System

Subsection C. Applicable Requlations:

Based on the Title V air operatie @ it application received July 1, 2014, this facility is a TV major source for
Particulate Matter (PM) Sulfuf\DioXide (SO,), Volatile Organic Compounds (VOC) and Hazardous Air Pollutants
2) emissions above 10 TPY. The existing facility is a PSD minor source of

002 | Animal Rendering System x,

(HAP) with individual H n-Kexa
air pollutants in accordancefwith\Rule 62-212.400, F.A.C. (The potential SO, emissions are synthetically limited
to less than 250 TPY inygrder

avoid being subject to PSD regulations). A summary of applicable regulations is

EU No(s).
ubpart A, NESHAP General Provisions 006, 007, 008, 016, 017
Subpart ZZZZ- National Emissions Standards For Hazardous 018

40 CFR 63, Subpart DDDDD - Industrial, Commercial, and Institutional 006, 007, 008, 017
Boilers and Process Heaters

Case-By-Case MACT Determination pursuant to Section 112(g) of Clean 016
Air Act.

Rule 62-296.406, F.A.C. — Fossil Fuel Steam Generators with Less Than 006

Griffin Industries, LLC Permit No. 0070004-023-AV
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SECTION Il. FACILITY-WIDE CONDITIONS.

250 Million Btu Per Hour Heat Input, New and EXxisting Emissions Units

Rule 62-212.400(12), F.A.C. 006, 007, 008, 016, 017*
State Rule Citations (Rule 62-296; 62-297.310(7); F.A.C.) 006, 007, 008, 016, 017

* Air Construction Permits 007004-010-AC and 0070004-012-AC established an SO, emission CAP_by
limiting fuel oil sulfur content and fuel oil usage to reclassify facility as a PSD Minor source. ) ;

Griffin Industries, LLC Permit No. 0070004-023-AV
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SECTION Il. FACILITY-WIDE CONDITIONS.

FWL1.

The following conditions apply facility-wide to all emission units and activities:

Appendices: The permittee shall comply with all documents identified in Section IV, Appendices, listed
in the Table of Contents. Each document is an enforceable part of this permit unless otherwise indicated.

[Rule 62-213.440, F.A.C.]

Emissions and Controls

FW2.

FW3.

FW4.

FWS5.

FWG6.

Facility Wide Allowable Air Emissions: The maximum allowable SO, emissions from this faoility%
not exceed 249 tons for each 12-consecutive month period.

[Rules 62-4.160(2), 62-210.200(21), F.A.C., and Permit No. 0070004-012-AC; Rule 62-21
Major Source Classification Avoidance), F.A.C.]

An “objectionable odor” means any odor present in the outdoor atmosphere w

combination with other odors, is or may be harmful or injurious to hu a
unreasonably interferes with the comfortable use and enjoyment of li operty, or which creates a
nuisance.

[Rule 62-296.320(2), and 62-210.200(Definitions), F.A.C. and Pgfmit Nos. 0070004-009-AC, 0070004-
010-AC and 0070004-012-AC]

General Particulate Emission Limiting Standards General mble missions Standard:

Except for emissions units that are subject to a partic r or opacity limit set forth or established
by rule and reflected by conditions in this permit, no on shall cause, let, permit, suffer or allow to be

discharged into the atmosphere the emissions of I[&tants from any activity, the density of which is
equal to or greater than that designated as Num the Ringelmann Chart (20 percent opacity). EPA
Method 9 is the method of compliance pur to Chapter 62-297, F.A.C.

[Rules 62-296.320(4)(b)1. & 4., F.A.C

ant’Emission Limiting Standards Volatile Organic Compounds
Ss: The permittee shall allow no person to store, pump, handle,
cess or installation, volatile organic compounds or organic solvents

Permitting Note”" Nething was deemed necessary and ordered at this time.
[Rule 62-296.

Unconfin ate Matter: No person shall cause, let, permit, suffer or allow the emissions of
uncon:iii culate matter from any activity, including vehicular movement; transportation of
0

. construction; alteration; demolition or wrecking; or industrially related activities such as
, Unloading, storing or handling; without taking reasonable precautions to prevent such emissions.

oad
able precautions to prevent emissions of unconfined particulate matter at this facility include:

ehicular traffic on paved and unpaved roads.

b. Wind-blown dust from yard areas.

c. Periodic abrasive blasting

The following techniques may be used to control unconfined PM emissions on an as-needed basis:

a. Paving and maintenance of roads, parking areas, and yards.

Griffin Industries, LLC Permit No. 0070004-023-AV
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SECTION Il. FACILITY-WIDE CONDITIONS.

FW7.

Annual Reports and Fees

b. Chemical (dust suppressants) or water application to:
e Unpaved roads
e Unpaved yard areas

c. Landscaping or planting of vegetation

d. Confining abrasive blasting where possible.
e. Other technigues, as necessary. ¢ \J
[Rule 62-296.320(4)(c), F.A.C.; and, Permit No. 0070004-010-AC] N

Compliance Plan: CP-1: Under Air Construction Permit Nos. 0070004-015-AC and 00
permittee is authorized to add/install a secondary protein nutrient (SPN) fines solven
at the Hampton Facility. After initially starting up the SPN Fines process the appli discovered that
part of the process did not function as anticipated requiring additional construc ure that the
process could demonstrate compliance with applicable rules and regulatje hedtime of this Title V
Permit Renewal application submittal (July 1, 2014), the Permittee hae emo strated compliance with
the terms and conditions of the original air construction permit (No. 0070804-015-AC). Pursuant to Rule
62-213.412(4), F.A.C., Appendix CP-1 is a part of this permit.

[Rule 62-213.440(2), F.A.C.]

See Appendix RR, Facility-wide Reporting Requirements @onal details.

FWS8.

FWO.

Annual Reports: When appropriate, any recordi nitoring, or reporting requirements that are time-
specific shall be in accordance with the eff of the permit, which defines day one.

[Rule 62-213.440, F.A.C.]

Electronic Annual Operating Report m itle ¥ Annual Emissions Fees. The information required by the
Annual Operating Report for AigfolMeerft Emitting Facility [Including Title VV Source Emissions Fee

Calculation] (DEP Form MN6S62-280.900(5)) shall be submitted by April 1 of each year, for the previous

calendar year, to the Defe !F pent of Environmental Protection’s Division of Air Resource Management.

Operating Report (EAOR) software, unless the Title V source claims a technical or financial hardshi
submitting DEP Féfm NA. 62-210.900(5) to the DEP Division of Air Resource Management instead of
using the re g sofvare. Emissions shall be computed in accordance with the provisions of
subsection Ge F.A.C. Each Title V source must between January 15 and April 1 of each

The angflial fee’shall only apply to those regulated pollutants, except carbon monoxide and greenhouse
gases, TOwhich an allowable numeric emission-limiting standard is specified in the source’s most recent
ctfon permit or operation permit. Upon completing the required EAOR entries, the EAOR Title V

-ee_Ivoice can be printed by the source showing which of the reported emissions are subject to the fee
Me'the total Title V Annual Emissions Fee that is due. The submission of the annual Title V emissions
fee payment is also due (postmarked) by April 1* of each year. A copy of the system-generated EAOR
Title V. Annual Emissions Fee Invoice and the indicated total fee shall be submitted to: Major Air
Pollution rce Annual Emissions Fee, P.O. Box 3070, Tallah Flori 2315-3070.
Additional information is available by accessing the Title V Annual Emissions Fee On-line Information
Center at the following Internet web site: http://www.dep.state.fl.us/air/emission/tvfee.htm.

[Rules 62-210.370(3), 62-210.900 & 62-213.205, F.A.C.; and, §403.0872(11), Florida Statutes (2013)]

Griffin Industries, LLC Permit No. 0070004-023-AV
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SECTION Il. FACILITY-WIDE CONDITIONS.

{Permitting Note: Resources to help you complete your AOR are available on the electronic AOR
(EAOR) website at: http://www.dep.state.fl.us/air/emission/eaor. If you have questions or need
assistance after reviewing the information posted on the EAOR website, please contact the Department by

phone at (850) 717-9000 or email at eaor@dep.state.fl.us.}

{Permitting Note: The Title V Annual Emissions Fee form (DEP Form No. 62-213.900(1)) has been
repealed. A separate Annual Emissions Fee form is no longer required to be submitted by March 1st

compliance authority at the address shown on the cover of this permit within 60 days after t each
calendar year during which the Title V permit was effective.

[Rules 62-213.440(3)(a)2. & 3. and (3)(b), F.A.C]

FW11. Prevention of Accidental Releases (Section 112(r) of CAA): If and when the facili comes subject to
112(r), the permittee shall:

a. Submit its Risk Management Plan (RMP) to the Chemical Emerget
Office (CEPPO) RMP Reporting Center. Any Risk Management P
or updates to submittals, should be sent electronicall
at the following address: : https://cdx.epa.gov. Information ¥
management plans using the Central Data Exchange syste
http://www.epa.gov/osweroel/content/rmp/index.htm.

each year.} . &
FW10. Annual Statement of Compliance: The permittee shall submit an annual statement of complianc%@
d

Preparedness and Prevention
gS, original submittals, revisions

b. Submit to the permitting authority Title V certificati@myforms or a compliance schedule in accordance
with Rule 62-213.440(2), F.A.C.
[40 CFR 68] O

Griffin Industries, LLC Permit No. 0070004-023-AV
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SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 006, 007, 008, 017

The specific conditions in this section apply to the following emissions unit(s):

EU No. Brief Description

006 Description: No.1 Boiler is a 33.5 MMBtu/hr capacity boiler that generates
steam for process heat associated with the rendering and processing activities. &

Fuels: This unit is authorized to fire natural gas, No. 2 fuel oil with a o
maximum sulfur content of 0.05% by weight; on-specification used oil with a \,
maximum sulfur content of 0.5% by weight, No. 6 Fuel oil with a maximum

sulfur content of 1.5% by weight; Ultra Low Sulfur Diesel (ULSD) and
processed grease.

Stack Parameters: Exhaust gas exits at approximately 375 F with
volumetric flow rate of 9,735 acfm through a single stack that i r ately
2 feet in diameter and 31 feet above ground level.

007 Description: No.2 Boiler is a 33.5 MMBtu/hr capacity bollér that generates
steam for process heat associated with the renderigg and progessing activities.

uel oil with a
Tication used oil with a
uel oil with a maximum
r Diesel (ULSD) and

Fuels: This unit is authorized to fire natural gas /NG
maximum sulfur content of 0.05% by weight; on %
maximum sulfur content of 0.5% by weight/T\0.
sulfur content of 1.5% by weight; Ultra

processed.

Stack Parameters: Exhaust gas e approximately 350 F with a
volumetric flow rate of 9,735 a gh a single stack that is approximately
2 feet in diameter and 25 fegf'abaye ground level.

008 Description: No. 3 Bojlen .7 MMBtu/hr capacity boiler that generates
steam for process hea @ iated with the rendering and processing activities.

Fuels: ThisdRi uthorized to fire natural gas, No. 2 fuel oil with a
maximu confént of 0.05% by weight; on-specification used oil with a
maxim ur content of 0.5% by weight, No. 6 Fuel oil with a maximum

sulfur coptent'9f'1.5% by weight; Ultra Low Sulfur Diesel (ULSD) and
sed\grease.

ameters: Exhaust gas exits at approximately 355 'F with a
volugétric flow rate of 11,943 acfm through a single stack that is
@roximately 2.6 feet in diameter and 38 feet above ground level.

[
escription: No. 4 Boiler is a 9.9 MMBtu/hour capacity boiler that solely provides
energy for SPN solvent extraction process.

Fuels: This unit is authorized to fire natural gas, No. 2 fuel oil with a maximum sulfur
content of 0.05% by weight; on-specification used oil with a maximum sulfur content
of 0.05% by weight, Ultra Low Sulfur Diesel (ULSD), and processed grease.

Stack Parameters: Exhaust gas exists at approximately 375 °F with a volumetric flow
rate of 1,909 scfm through a single stack that is approximately 2 feet in diameter and
15 feet above ground level.

The boiler is equipped with an oxygen trim system.

Griffin Industries, LLC Permit No. 0070004-023-AV
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.
Subsection A. Emissions Units 006, 007, 008, 017

{Permitting notes: These emissions units are regulated under: Rule 62-296.406, F.A.C. — Fossil Fuel
Steam Generators with Less Than 250 Million Btu Per Hour Heat Input, New and Existing Emissions
Units; Best Available Control Technology (BACT) Determination dated September 27, 2013 is
applicable to Emissions Unit 017, BACT Determinations dated October 21, 1988, January 25, 1991,
and April 20, 2010 are applicable to Emissions Units 006, 007, and 008. These emission units are
subject to 40 CFR 63, Subpart DDDDD, National Emission Standards for Hazardous Air Pollutants for
Major Sources: Industrial, Commercial, and Institutional Boilers and Process Heaters. Emiss'pns%
Nos. 006, 007, and 008 are classified as existing industrial boilers, and Emissions Unit No. 01 Zi
classified as a new industrial boiler under this Subpart.} &

Essential Potential to Emit (PTE) Parameters
A.1l.  Hours of Operation: The hours of operation of each of the emissions units are not %t d.
[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

A.2. Maximum Operation Rates: The maximum heat input rates for the ep % S units are as below:

E.U. ID No. Maximum Heat Input Rate
(MMBtu/hr)

006 3352 W’

007
008
017

v
mit No. 0070004-022-AC]

0067 007 &, 008: These emissions units are permitted to fire
on-specification used oil and processed grease.

[Rules 62-4.160(2) and 62-210.200(PTE), F

A.3. Method of Operation (Permitted Fuels)-
natural gas No. 6 fuel oil, No. 2 fuel oi

{Note: Natural gas, No. 6 Fuel oj uel
fossil fuel, while processed greasg is not.}
A

[Rule 62-213.410, F.A« ermit No. 0070004-006-AC; Permit No. 0070004-016-AC]

A.4.  Method of Operation&erm 5d Fuels)- EU 017: This emissions unit is allowed to fire natural gas, No. 2
fuel oil, ULS r@‘icaﬁon used oil and processed grease.
S

{Note: Natura , N@” 2 fuel oil and on-specification used oil are considered fossil fuel, while

il, ULSD, and on-specification used oil are considered

processed grease ¥§riot.}
[Rules 6 @3) and 62-210.200(PTE), F.A.C.; Permit No. 0070004-022-AC]
i nit Operating Rate Limitation After Testing. See the related testing provisions in Appendix

Griffin Industries, LLC Permit No. 0070004-023-AV
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SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 006, 007, 008, 017

Emission Limitations and Standards

{Permitting note: Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this permit.}

{Permitting Note: Unless otherwise specified, the averaging time for Condition A.6. is based on the specified
averaging time of the applicable test method.}

A.6.

AT.

A.8.

A9.

A.10.

Visible Emissions Limit- EU 006, 007, 008, 017: When firing fossil fuel(s), each emissions uffit i&
limited to 20 percent opacity except for one two-minute period per hour during which opacity
exceed 40 percent.

[Rule 62-296.406(1), F.A.C., Permit Nos. 0070004-015-AC and 0070004-022-AC]

Particulate Matter (PM) - EU 006, 007 & 008: These units are subject to best avail
technology (BACT) determination for PM emissions when firing fossil fueI

a. Based on BACT determination dated 10/21/1988 and 01/25/199 No 6 fuel oil, the
sulfur content of the fuel shall not exceed 1.5 %, by weight.

b.  When firing No. 2 fuel oil, the sulfur content of the fuel shall not e d 0.05 %, by weight.

[Rule 62-296.406(2), F.A.C., BACT Determination dated 10/2 8; BACT Determination dated
01/25/1991, and Permit No. 0070004-016-AC]

Particulate Matter (PM)- EU 017: The unit is subject to b@ilable control technology (BACT)
determination for PM emissions when firing fossil fu@ n BACT determination dated

06/14/2010, when firing No. 2 fuel oil and on-specif used oil the sulfur content of the fuel shall
not exceed 0.05 %, by weight.

AC and 0070004-022-AC]

Sulfur Dioxide (SO2) - EU 006, 007 se units are subject to best available control technology

[Rule 62-296.406(2), F.A.C.; BACT Det@ ated 09/274/2013, and Permit Nos. 0070004-015-
S

firing fossil fuel.

(BACT) determination for SO2 e on
a.  Based on BACT de r&g dated 10/21/1988 and 01/25/1991, when firing No.6 fuel oil, the
sulfur content of I shall not exceed 1.5 %, by weight.

b.  When firing No! il, the sulfur content of the fuel shall not exceed 0.05 %, by weight.

[Rule 62-296. m .C., BACT Determination dated 10/21/1988; BACT Determination dated

01/25/1991, anekPermi#/No. 0070004-016-AC]

Sulfur D|o — EU 017: The unit is subject to best available control technology (BACT)

determi SOz emissions when firing fossil fuel. Based on BACT determination dated
é 3,

09/27/201 en firing No. 2 fuel oil and on-specification used oil the sulfur content of the fuel shall
.05 %, by weight.

Griffin Industries, LLC Permit No. 0070004-023-AV
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.
Subsection A. Emissions Units 006, 007, 008, 017

A.11. On-specification Used Qil: The burning of “on-specification” used oil is allowed at this facility in
accordance with all other conditions of this permit and the following additional conditions:

“On-specification” used oil is defined as that meets the 40 CFR 279 (Standards for the Management of
Used Qil) specifications listed below.

On-Spec Used Oil Specifications o &
Pollutant Allowable Level N

Arsenic 5 ppm maximum

Cadmium 2 ppm maximum

Chromium 10 ppm maximum

Lead 100 ppm maximum

Total 1,000 ppm maximum @

Halogens

Flash Point 100°F minimum

PCBs See Condition A.11.

approved EPA, DEP, or ASTM test methods or a certified/on-specification used oil analysis. For used oil

The facility shall demonstrate compliance with the on-specifi sed oil specification by using
generated on site, the compliance demonstration is re%

n Department’s request. For the used oil

purchased from the fuel supplier, the facility shall de rate compliance using the certification from

the supplier. Documentations shall be maintaine iteto show that it meets the standards.
Also, the sulfur content of the used oil fired i 6, 007, and 008 is limited to 0.5 %, by weight. The
sulfur content of the used oil fired in EU imited to 0.05%, by weight.

0070004-016-AC]
A.12. On-specification Used Oi

1. Atany time provi
generated on or off-si
to blendin iRiti

[Rules 62-4.070(3), F.A.C., Permit @O 04-015-AC and 0070004-022-AC, and Permit No.

ncentration: On-specification used oil may be fired as follows:

maximum concentration of PCBs shall be less than 2 ppm whether
he analysis and recordkeeping requirements apply to each amount prior
0 be blended with 90%virgin oil.

2. Only duriag no operation temperature and not during startup or shutdown if the maximum
concentrati PCBs is > 2 but < 50 ppm.

[Rules ), F.A.C., Permit Nos. 0070004-015-AC and 0070004-022-AC, and Permit No.
0070004-016=AC]

Griffin Industries, LLC Permit No. 0070004-023-AV
Hampton Facility Title V Air Operation Permit Renewal
Page 11 of 138



SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 006, 007, 008, 017

A.13.  Tune-Up of Boiler — EU 017. The applicable work practice standards of Table 3 to 40 CFR 63 Subpart
DDDDD must be met. A tune-up of the boiler shall be conducted every 5 years as specified in
Condition A.15. This requirement applies at all times the boiler is operating and also during periods of
startup and shutdown.

Initial Tune-up: The first 5-year tune-up shall be no later than January 31, 2018. o &
b. : as
specified in Condltlon A.15. Each 5-year tune-up shall be conducted no more than 6
the previous tune-up.
[40 CER 63.7500(a)(1), Table 3 No. 1., 40 CFR 63.7500(e), 40 CFR 63.7500(f), 40
CFR 63.7510(qg), 40 CFR 63.7515(d)]

A.14. EU 017 Boiler Operation — Minimize Emissions. At all times, you must Q . I Maintain the boiler
including associated air pollution control equipment and monitoring egffipRen®is®a manner consistent
with safety and good air pollution control practices for minimizing e Qsidns. Determination of whether
such operation and maintenance procedures are being used will be based Slwinformation available to the
Administrator that may include, but is not limited to, monitoridgNesults, réview of operation and
maintenance procedures, review of operation and maintenance fecofilg, and inspection of the source.
[40 CFR 63.7500(a)(3)]

A.15. Continuous Compliance Demonstration — EU 017. Adn fthe boiler as snecmed in the below

ou may delay the burner inse i0 _F!!F the next scheduled unit shutdown). At units where entr

inspections, inspections are Wik onlv during planned entries into the storage vessel or process
equipment;

ii) Inspect the flam na as applicable, and adjust the burner as necessary to optimize the flame

pattern. The adjusymenShould be consistent with the manufacturer's specifications, if available;

Inspect thagyste® controlling the air-to-fuel ratio, as applicable, and ensure that it is correctl
calibraigd nctioning properly (you may delay the inspection until the next scheduled unit
shutd mﬁ..

GVIRO Dt ze total emissions of CO. This optimization should be consistent with the manufacturer's
' becifications, if available, and with any NOy requirement to which the unit is subject;

VY Measure the concentrations in the effluent stream of CO in parts per million, by volume, and
oxygen in volume percent, before and after the adjustments are made (measurements may be either
on a dry or wet basis, as long as it is the same basis before and after the adjustments are made).

Measurements may be taken using a portable CO analyzer; and

Griffin Industries, LLC
Hampton Facility
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.
Subsection A. Emissions Units 006, 007, 008, 017

(vi) Maintain on-site and submit, if requested by the Administrator, an annual report containing the
information in paragraphs (vi)(A) through (C) of this Condition,

(A) The concentrations of CO in the effluent stream in parts per million by volume, and oxygen
in volume percent, measured at high fire or typical operating load, before and after the tune-

up of the boiler or process heater;
o \J
B) A description of any corrective actions taken as a part of the tune-up; and ,\

Units sharing a fuel meter may estimate the fuel used by each unit.

[40 CFR 63.7540(a), 40 CFR 63.7540(a)(10)(i)-(vi), 40 CFR 63.7540(a

A.16. Boiler Tune-Up- EU 017. If the boiler is not operating on the requir for a tune-up, the tune-up
must be conducted within 30 calendar days of startup.

[40 CFR 63.7540(a), (a)(13)]

State Excess Emissions @

Rule 62-210.700 (Excess Emissions), F.A.C. cannot vary any; irement of an NSPS, NESHAP or Acid Rain

program provision. This rule only applies to emissions lirmi ified by State regulations or by State permits.

A.17. Excess Emissions Allowed: Excess emissions g from malfunction shall be permitted provided
that best operational practices to minimize s are adhered to and the duration of excess emissions
shall be minimized, but in no case exceed ours in any 24-hour period unless specifically authorized

by the Department for longer duratib
[Rule 62-210.700(1), F.A.C.]
Ex emissions which are caused entirely or in part by poor

or any other equipment or process failure which may reasonably be
down or malfunction shall be prohibited.

A.18. Excess Emissions Prohibi

(¢ Ii Assertion of affirmative defense. To establish the affirmative defense in any action to enforce such a
standard, you must timely meet the reporting requirements in paragraph (b) of this section, and
must prove by a preponderance of evidence that:

(1) The violation:

Griffin Industries, LLC Permit No. 0070004-023-AV
Hampton Facility Title V Air Operation Permit Renewal
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SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 006, 007, 008, 017

(i) Was caused by a sudden, infrequent, and unavoidable failure of air pollution control
equipment, process equipment, or a process to operate in a normal or usual manner; and

(i) Could not have been prevented through careful planning, proper design, or better
operation and maintenance practices; and

(iii) Did not stem from any activity or event that could have been foreseen and avoigdlg
planned for; and \’

maintenance; and

(2) Repairs were made as expeditiously as possible when a violation occ

consistent with safety and good ai aolWier) control practices: and

riolation were documented by properly signed

contemporaneous operatin mﬂh

(7) _All of the actions in responsgdig.te

(8) At all times, theATf@cteBource was operated in a manner consistent with good practices for
minimizing grMsiohs: and

e

A writien peot\cause analysis has been prepared, the purpose of which is to determine, correct
and m_m e §ive primary causes of the malfunction and the violation resulting from the
malf jon Event at issue. The analysis shall also specify, using best monitoring methods and

enai eer 0 judgment, the amount of any emissions that were the result of the malfunction.

t forth in 863.7500 of this section. This affirmative defense report shall be included in the first
eriodic compliance, deviation report or excess emission report otherwise required after the initial
occurrence of the violation of the relevant standard (which may be the end of any applicable
averaging period). If such compliance, deviation report or excess emission report is due less than 45
days after the initial occurrence of the violation, the affirmative defense report may be included in

the second compliance, deviation report or excess emission report due after the initial occurrence of
the violation of the relevant standard.

[40 CFR 63.7501]
Griffin Industries, LLC Permit No. 0070004-023-AV
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SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 006, 007, 008, 017

COMPLIANCE AND TESTING REQUIREMENTS

{Permitting note: Table 2-1, Summary of Compliance Requirements, summarizes information for convenience
purposes only. This table does not supersede any of the terms or conditions of this permit.}

A.20.

A2l

A.22.

A.23.

Emissions (VE) shall be EPA Method 9, incorporated in Chapter 62-297, F.A.C. The VE test%ha

Compliance Determination (Visible Emissions) - EU 006, 007, 008 & 017: The test method for Vw
conducted on each emissions unit during each federal fiscal year (October 1 - September 30).

Permit No. 0070004-016-AC]

Compliance Determination (Particulate Matter) — EU 006, 007, 008, 017: The emi
assumed to be in compliance with the Particulate Matter emission limits stated j
and A.8., if the unit complies with the Visible Emissions limitations stated in
Sulfur Dioxide Emissions limitations stated in Condition Nos. A.9. a

[Rules 62-213.440 and 62-296.406(3), F.A.C.]

Compliance Demonstration for Fuel Sulfur Content Limitation-
compliance with the sulfur content limitations for No.6 fuel 0|I

oil, ULSD, and No. 2 fuel oil based on fuel supplier certificatio
The fuel certification provided by the supplier shall aIs; show ghat the sulfur content was determined

dition No. A.6: an.d.the

e ownef or operator shall demonstrate
e generated on-specification used

using the certified ASTM method such as ASTM D4 nd ASTM D129-91, ASTM D2622-94 or
ASTM D4294- 90, adopted and mcorporated by reference’/in Rule 62- 297. 440(1) FAC or other EPA

----------------------- ine-thesulfurcenter «--“=--=-—:--—-—---—=--- For on- specmcatlon used 0|I that
demonstrate compliance with the sulfur content limit by
as stated above at least once annually.

processed grease at least oneég,annually. The sulfur content shall be determined using the certified ASTM
method such a MD4057-88 and ASTM D129-91, ASTM D2622-94 or ASTM D4294- 90, adopted
and incorpora febence in Rule 62- 297.440(1), F.A.C. The facility can also use ASTM D5453 as
an alternative od to the adopted ASTM methods.

[Rule GZ—W.A.C., Permit Nos. 0070004-015-AC and 0070004-022-AC, and Permit No. 0070004-

Dipxide Emlssmns Cao Demonstratron In order to demonstrate compllance with the SO,

64 5
X= m_‘;'[_ x[[PG x 5,.]1 + [FO, x 5,1+ [FO, x 5,1 + [FO; x 5,1] + [NG x 0.0006]
32 5
maol
Griffin Industries, LLC Permit No. 0070004-023-AV
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.
Subsection A. Emissions Units 006, 007, 008, 017

Where:

X = total actual emissions of SO, in pounds;

PG = total amount of processed grease used in the boilers (Ib);

NG = total amount of natural gas fired in the boilers (MMBtu);

FO1 = total amount of No. 2 fuel oil fired in the boilers (Ib); o &
FO2 = total amount of No. 6 fuel oil fired in the boilers (Ib); N
FO3 = total amount of on-spec used oil fired in the boilers (Ib);

SPG = percent sulfur in the processed grease;

S1 = weighted average percent sulfur in the No. 2 fuel oil; &

S2 = weighted average percent sulfur in the No. 6 fuel oil; @

S3 = weighted average percent sulfur in the on-spec used oil.

The owner or operator shall determine the 12 operating months™felling sum of actual SO, emissions by
summing the monthly actual emissions rate for the previous 12 % j

{Note: As specified in Condition A.4., Emissions Unit No. 017 ism@ppermitted to use No.6 fuel oil.}
@004-022-AC, and Permit No. 0070004-

[Rule 62-4.070, F.A.C., Permit Nos. 0070004-015-AC.an
016-AC] %

A.25. rmination: The monthly weighted average of
ition No. A.24.) of each fuel fired (except natural
let of the sulfur content and the corresponding volume of

fuel fired, and divide the sum by the total Vielume of the fuel fired.

[Rule 62-4.070, F.A.C., Permit Noso4 015-AC and 0070004-022-AC, and Permit No. 0070004-
016-AC]

A.26. Monthly Fuel Fired De

Condition No. A.24.) fuel fired (except for natural gas) shall be determined by summing the
product of the density and thg"Corresponding volume of the fuel fired.

[Rules 62-4.0 A\C.; Permit No. 0070004-015-AC and 0070004-022-AC, Permit No. 0070004-
016-AC]

A.27. equirements. Unless otherwise specified, tests shall be conducted in accordance with

and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this

Griffin Industries, LLC Permit No. 0070004-023-AV
Hampton Facility Title V Air Operation Permit Renewal
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.
Subsection A. Emissions Units 006, 007, 008, 017

Notification, Recordkeeping, and Reporting Requirements:

A.28. Notifications - EU 017. The applicable notification requirements in 863.7545 according to the schedule
in 63.7545 and in Subpart A of Part 63 shall be met.

[40 CFR 63.7495(d)]

o
A.29. Notlflcatlon of Compliance Status —EU 017 A Notlflcatlon of Compllance Status must be subitte

following the completion of all initial compliance demonstrations according to 40 CEFR\6
Notification of Compliance Status must contain all the information specified in theg§

(1) A description of the affected unit(s) including identification of which subgaj€aariés the unit is in, the
design heat input capacity of the unit, a description of the add-on ceff@Is¥sge’on the unit to comply
with this subpart, description of the fuel(s) burned, including whé®grthe fuel(s) were a secondar
material determined by you or the EPA through a petition process to¥i&.a non-waste under §241.3 of
this chapter, whether the fuel(s) were a secondary materialfgcessed ffom discarded non-hazardous

secondary materials within the meaning of §241.3 of this clfap®& _and justification for the selection
s) burned during the compliance demonstration.

ractice standards.

3) If you had a deviation from any work practig€ % d, you must also submit a description of the
deviation, the duration of the deviation, andithe cbrrective action taken in the Notification of

Compliance Status report. ’

In addition to the information regUiT8 63.9(h)(2), your notification of compliance status must
include the following certificaiié Wo compliance, as applicable, and signed by a responsible
official:

(i) “This facilit¥ co

r units that burn only natural gas include the following: “No secondary materials that
ar 1d waste were combusted in any affected unit.”

.7545(e)(1),(6), (7). (8)]

863.7575, you must submit a notification of alternative fuel use within 48 hours of the declaration of

each period of natural gas curtailment or supply interruption, as defined in §63.7575. The notification
must include the information specified in paragraphs (f)(1) through (5) of this section.

Griffin Industries, LLC Permit No. 0070004-023-AV
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SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 006, 007, 008, 017

(1) Company name and address.

(2) ldentification of the affected unit.

3) Reason you are unable to use natural gas or equivalent fuel, including the date when the n@tur
curtailment was declared or the natural gas supply interruption began.

(4) Type of alternative fuel that you intend to use.

(5) Dates when the alternative fuel use is expected to begin and end. &
[40 CFR 63.7545()] @

Notlce of Fuel Switch or PhVS|caI Change.

A.31.

If the owner or operator

different subcategory, notice must be provided of the date upo ich theOwner or operator switched
fuels or made the physical change within 30 days of the switch/,

(3) The date upon which the fuel switch
[40 CFR 63.7545(h)]

A.32. Records — EU 006, 007, 008, 017 ner or operator shall maintain the following records and retain
S

them on site for at least fiveye

—

I. Fuel usage for during each operating month. Purchasing receipts for No.6 fuel oil,
No. 2 fuel oil, Rat s, and on-specification used oil shall be maintained. For the used oil
generated qn site, the)owner or operator shall maintain the record of fuel usage with supporting
informatiomow the usage rate is measured/estimated.

Il. Fuels
use

ier certification for each shipment of No. 6 fuel oil, No. 2 fuel oil, and on-specification
fuel supplier certification shall at least include the information such as the name of
plier, the sulfur content of the oil and the method used to determine the sulfur content.

ny fuel sampling and analysis conducted, the result of the fuel analysis.
SO, emissions calculation for each operating month, and each consecutive 12-month period.
Data and computations used to estimate the air pollutant emissions rates.
[Rule 62-4.070, F.A.C.; Permit No. 0070004-016-AC]

Griffin Industries, LLC Permit No. 0070004-023-AV
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.
Subsection A. Emissions Units 006, 007, 008, 017

A.33.  Records- EU 017.

(a) Records must be kept according to paragraphs (a)(1) and (2) of this condition.

(1) A copy of each notification and report that was submitted to comply with 40 CFR 63 Subpart
DDDDD, including all documentation supporting any Initial Notification or Notification o
Compliance Status or semiannual compliance report that was submitted, according to e

requirements in §63.10(b)(2)(xiv). \’

63.10(b)(2)(viii).

b) If you operate a unit in the unit designed to burn gas 1 subcategory that is su@jeCliie this subpart, and

you use an alternative fuel other than natural gas, you must keep recq -@' e sofal hours per

calendar year that alternative fuel is burned and the total hours pegaleRdaRye8r that the unit
operated during periods of gas curtailment or gas supply emergencits

[40 CFR 63.7555(a),(h) (i).(j)]
A.34. Records — Form and Duration- EU 017. 6

Each record must on sWe, or must be accessible from on site (for example, through a
computer networl), fOWgt least 2 years after the date of each occurrence, measurement, maintenance
corrective action, réport¥er record, according to §63.10(b)(1). The records can be kept off site for the

remaining %ﬂ: s,
[40 CFER 63.7 im c

(o

~>

A.35. Report, _J@ on- EU 017. Each applicable report in Table 9 of 40 CFR 63 subpart DDDDD must be
submified eleCtronically using CEDRI (Compliance and Emissions Data Reporting Interface) that is
@‘ﬁ._- rough the EPA's Central Data Exchange (CDX) (www.epa.gov/cdx). However, if the
D

ng form specific to 40 CFR 63 subpart DDDDD is not available in CEDRI at the time that the

cpoft is due, the report may be submitted to the Administrator at the appropriate address listed in 40

OFR 63.13 and copied to the Compliance Authority. At the discretion of the Administrator, these reports
must also be submitted to the Administrator in the format specified by the Administrator.

Griffin Industries, LLC Permit No. 0070004-023-AV
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.
Subsection A. Emissions Units 006, 007, 008, 017

Unless the EPA Administrator has approved a different schedule for submission of reports under
863.10(a), each report must be submitted according to paragraph (h) of 40 CFR 63.7550, by the date in
Table 9 to 40 CFR 63 Subpart DDDDD and according to the requirements in paragraphs (1) through (4
of Condition A.36. You may submit only a biennial compliance report as specified in paragraphs (1
through (4) of Condition A.36., instead of a semi-annual compliance report.

[40 CFR 63.7550(a), (b), & (h)(3)] &
o
A.36.  Compliance Reports- EU 017. \,

is the first date that occurs at least 5 years (if submitting an 5-year complianceg
compliance date that is specified for your source in §63.7495. %
er than January 31

December 31.

4) Each subsequent 5-year compliance report must be a or submitted no later than Januar

through (v) of this Condition.

(i) Company and Facility name andA

(ii) Process unit information -_@ ns limitations, and operating parameter limitations.

(iii) Date of report @ £0inrig and ending dates of the reporting period.

iv) The total opekatind¥me during the reporting period.

Inclfide /Mg date of the most recent tune-up for each unit subject to only the requirement to
congli§t anWyear tune-up according to §63.7540(a)(12). Include the date of the most recent
hgner Mepection if it was not done on a 5-year period and was delayed until the next
ﬁ’% léd or unscheduled unit shutdown.

A.37. ation Reports — EU 017. Report each instance in which each emission limit and operating limit was
etin Table 3 to 40 CFR 63 subpart DDDDD. These instances are deviations from the emission
limits or operating limits, respectively. These deviations must be reported according to the requirements
in 40 CFR 63.7550.

[40 CFR 63.7540(b)]
Griffin Industries, LLC Permit No. 0070004-023-AV
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SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

A.38.

A.39.

A.40.

A4l

Subsection A. Emissions Units 006, 007, 008, 017

Excess Emissions- Malfunction Notification. In the case of excess emissions resulting from
malfunctions, each owner or operator shall notify the Department Air Program immediately in
accordance with Rule 62-4.130, F.A.C. A full written report on the malfunctions shall be submitted in a
quarterly report, if requested by the Department.

[Rule 62-210.700(6), F.A.C]

Other Reporting Requirements. See Appendix RR, Facility-Wide Reporting Requirements, for &
additional reporting requirements. ,\(

Other Requirements

Federal Rule Requirements- 40 CFR 63, Subpart A- EU 017. In addition to the spegific coriditions listed
above, this emissions unit is also subject to the applicable requirements conta% FR 63, Subpart

A-General Provision: Table 10 of 40 CFR 63 Subpart DDDDD, shows which(pdrtsof the General
Provisions in 40 CFR 63.1 through 63.15 are applicable.

[40 CFR 63.7565]
40 CER 63 Subpart DDDDD Applicability — EU 017 40 CF

emissions unit is classified as a new unit.  Pursuant

classified as designed to burn gas 1 fuels.

In the event authorized fuels (as stated in Conditign ¢

boiler such that the boiler is not in the Unit de§
63.7575, pursuant to 40 CFR 63.7499(t), tai

Liquid Fuel.
[40 CFR 63.7485; 40 CFR 63.7490(2);

A CFR 63.7495(a); 40 CFR 63.7499(1), 40 CFR 63.7499(t),

A42.

Rule 62-204.800, FAC]

EU 006, 007, and 008. | ] to the permit conditions listed above, Emissions Units 006, 007, and
008 are also subject to @ FRX3 Subpart DDDDD requirements stated in Subsections C, D, and E
of this permit depending U8 the 40 CFR 63 Subpart DDDDD subcategory.

oS
,{,‘D'
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SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection B. Emissions Unit 016

The specific conditions in this section apply to the following emissions unit(s):

EU No.

Brief Description

016

Secondary Protein Nutrient (SPN) Fines Solvent Extraction Process consists of a
closed loop system to recover and recycle the solvent used in the extraction
process to reduce air pollutants emissions and to minimize solvent costs. The ¢

solvent will be removed from the oil extracted from the SPN fines using a '\

distillation process and condensers. The vapor stream from the process
condensers and final condenser, which might include some non- condensa
vapors, will be vented to a mineral oil adsorption system for final contr
solvent recovery.

{Permitting note: The SPN Fines Solvent Extraction Process is subject to Ca
Determination pursuant to Section 112(g) of Clean Air Act. This is to ishalaximum Achievable
Control Technology (MACT) limitations where EPA has failed to

e MACT

ensure control of HAP emissions for major source of HAPs.}

B.0.  Upon demonstration of compliance with Air Construction

milestones identified in Compliance Plan, Appendix CR@E rmittee shall operate the

referenced emissions unit in accordance with the condi

pecified below.

[Rule 62-213.440(2), F.A.C]

Essential Potential to Emit (PTE) Param O

Equipment
B.1. Secondary Protein Nutrien

operate a SPN Fines So
activities that produc
organic solvent, such aga h

The process e
meal dryers, m
condensers,
storage/pr

[Per

oM

B.2.

e isomer blend.

|p iRcludes raw material preparation operations, solvent extractors, desolventizers,

s meal conveyor systems, oil distillation units, solvent evaporators and
covery system, vessels storing solvent-laden materials, residual meal
and storage vessels.

0004 015-AC and 0070004-022-AC]

rmance Restrictions
ours of Operation: The hours of operation of this emission unit are not limited (8760 hours per year).

[Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]

Griffin Industries, LLC
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SECTION Il1l. EMISSIONS UNITS AND SPECIFIC CONDITIONS.
Subsection B. Emissions Unit 016

B.3. Maximum Throughput Rate: The maximum feeding rate of the SPN fines into the extractor is 100
tons/day, monthly averaged.

The SPN fines are concentrated semi-solid matrix of solids and oil/fat that result from dewatering of
wastewater emulsions that are collected from the rendering facilities or Griffin’s customers.

[Rules 62-4.070(3) and 62-210.200(PTE), F.A.C., Permit Nos. 0070004-015-AC and 0070004—02&C]

Emission Limitations and Standards

{Permitting Note: The attached Table 1, Summary of Air Pollutant Standards, summarizes infg
convenience purposes only. This table does not supersede any of the terms or conditions of tiis g

B.4. The owner or operator shall either comply with the compliance ratio optig sp@' Condition
Nos.B.5. though B.7. OR low HAP solvent option specified in Conditi S. rough B.9.

Compliance Ratio Option

B.5. The emission requirements limit the number of gallons of HAP @g ton of SPN fines processed. For
each operating month, the owner or operator shall calculat pliance ratio which compares the actual
HAP loss to the allowable HAP loss for the previous 1 o@g months as shown in Equation 1 of this
condition. An operating month, is any calendar month'inu the unit processes SPN fines, excluding
any entire calendar month in which the unit ope an initial startup period (see specific condition

No. B.11.) or a malfunction period (see specificCondition No. B.12.). Equation 1 of this section follows:

Compliance Ratio @ (Eq. 1)

Equation 1 of this conditiog
2 of this condition. Equati

3 0 be expressed as a function of total solvent loss as shown in Equation
of this condition follows:

Compliafc i3 f x Actual Solvent Loss (Eq.2)

0.64x> €PN Tx GLF T_
i=1
SO

=SFhe weighted average volume fraction of HAP in solvent received during the previous 12
erating months, as determined in Condition Nos. B.20. & B.21., dimensionless.

0.64 = The average volume fraction of HAP in solvent in the baseline performance data,
dimensionless.

Actual Solvent Loss = Gallons of actual solvent loss during previous 12 operating months, as
determined in Condition Nos. B.16. through B.19.
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SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection B. Emissions Unit 016

Condition B.5. continued:

SPN = Tons of SPN fines processed during the previous 12 operating months, as determined in
Condition Nos. B.22. & No.B.23.

SLF = 1.5, the corresponding solvent loss factor (gal/ton) for SPN fines. o &
[40 CFR 63.43; Permit Nos. 0070004-015-AC and 0070004-022-AC] '}
B.6.  When the unit has processed the SPN fines for 12 operating months, calculate the compli io by the
end of each calendar month following an operating month using Equation 2 of Conditi . When

calculating the compliance ratio, consider the conditions and exclusions in paragraphs( ugh (5) of
this condition:

(1) If the unit processes any quantity of SPN fines in a calendar month and th@e is not operating
under an initial startup period or malfunction period, then the owng pe shall categorize the
month as an operating month, as defined below.

Operating month means any calendar month in which the ui
excluding any entire calendar month in which the unit operatehunder an initial startup period or a
malfunction period. An operating month may include time @ s characterized by several types of
operating status. However, an operating month must h@ ast one normal operating period.

S any quantity of SPN fines,

Calendar month means 1 month as specified in a

(2) The 12-month compliance ratio may include qpe months occurring prior to a source shutdown
and operating months that follow after the umes operation.

es for an entire calendar month, then the owner or
operating month. Exclude any non-operating months

(3) If the unit shuts down and processes no
operator shall categorize the month as

from the compliance ratio determirfation:
(4) If the unit is subject to an initjal period as defined below, exclude from the compliance ratio
determination any sol PN fines information recorded for the initial startup period.

ns a period of time from the initial startup date of the unit, for which the
owner or operator gper he unit under an initial startup period subject to specific condition
No.B.11. Dusigran\initial startup period, the unit is in compliance with the standards by following
ntenance procedures listed for minimizing HAP emissions in the Startup,
Shutdown Malfunction (SSM) plan rather than being subject to a HAP emission limit. The initial
startup joeki

Initial startup peri

nit is subject to a malfunction period as defined below, exclude from the compliance ratio
ermination any solvent and SPN fines information recorded for the malfunction period.

Malfunction period means a period of time between the beginning and end of a process malfunction
and the time reasonably necessary for the unit to correct the malfunction for which the owner or
operator choose to operate the unit under a malfunction period subject Condition No. B.12. This
period may include the duration of an unscheduled process shutdown, continued operation during a
malfunction or the subsequent process startup after a shutdown resulting from a malfunction. During

Griffin Industries, LLC Permit No. 0070004-023-AV
Hampton Facility Title V Air Operation Permit Renewal
Page 24 of 138



SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection B. Emissions Unit 016
Condition B.6. continued:

a malfunction period, the unit complies with the standards by following the operating and
maintenance procedures described for minimizing HAP emissions in the SSM plan rather than being
subject to a HAP emission limit. Therefore, solvent and SPN fines processed information recosded
during a malfunction period is excluded from use in any compliance ratio determinations. ® &

[40 CFR 63.43; Permit Nos. 0070004-015-AC and 0070004-022-AC]

B.7.  If the compliance ratio is less than or equal to 1.00, the unit was in compliance with the emission
requirements for the previous operating month.

[40 CFR 63.43; Permit Nos. 0070004-015-AC and 0070004-022-AC] &

Low-HAP Solvent Option

B.8.  For low-HAP solvent option, the owner or operator shall exclusively use nt where the volume
fraction of each HAP comprises 1 percent or less by volume of olvent(low-HAP solvent) in each
delivery, and the owner or operator shall meet the requirements raphs (1) through (3) of this
condition. The unit is not subject to the requirements in Suz of this permit unless specifically

referenced in paragraphs (1) through (3) of this condition.

(1) The owner or operator shall determine the HAP cgn
specifications in Condition No. B.21.(1).

the solvent in accordance with the

(2) The owner or operator shall maintain docu @ on of the HAP content determination for each

delivery of the solvent at the facility at

(3) The owner or operator shall submit an 3
No. B.26. The certification shou‘

g whether the unit complied with all of the requirements in

(1) and (2), and a certificationsint
this condition.
[40 CFR 63.43; Permi '@?70 4-015-AC and 0070004-022-AC]
ay

B.9.  The owner or operator nge compliance options for the unit if the owner or operator submits a
notice to the D ent\at least 60 days prior to changing compliance options. If the unit changes from
the low-HAP en on to the compliance ratio determination option, the owner or operator shall
determine the Compliance ratio for the most recent 12 operating months beginning with the first month
after changin liance options.

[40 C@. , Permit Nos. 0070004-015-AC and 0070004-022-AC]

nuwal compliance certification in accordance with Condition
inGlude the information required under Condition No.B.26.
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Subsection B. Emissions Unit 016

GENERAL COMPLIANCE REQUIREMENTS

B.10.

B.11.

B.12.

The owner or operator shall:
a. Comply with the requirements of this subsection by initial startup date of the unit.

b. Develop and implement a plan for demonstrating compliance in accordance with Condition No. B.13.
c. Develop a written SSM plan in accordance with Condition No. B.15. o &

d. Maintain all the necessary records used to demonstrate compliance with the standard in We
with Condition Nos. B.30. through B.37.

e. Submit the reports as specified below:
(i) Annual compliance certifications in accordance with Condition No. B.z&
(ii) Periodic SSM reports in accordance with Condition No. B.28. @
(iii) Immediate SSM reports in accordance with Condition N
[40 CFR 63.43, Rule 62-4.070, F.A.C.; Permit Nos. 0070004-015-AC an 70004-022-AC]

date of the unit, the owner or operator
ble 1 of Condition No. B.12. during
pliance for the unit operating under the

Initial Startup Period: For up to 6 calendar months after the startug
shall meet all of the requirements listed in Condition No. B.10.
the initial startup period, and the schedules for demonstrath@

initial startup period in Table 2 of Condition No. B.12.

After a maximum of 6 calendar months, the unit mus eet all of the requirements listed in Table 1
for the unit under normal operation.

[40 CFR 63.43, Rule 62-4.070, F.A.C.; Permi RQ)70004—015—AC and 0070004-022-AC]

Malfunction: A malfunction is defined i 63.2. In general, it means any sudden, infrequent, and
not reasonably preventable failure of apolldgion control equipment or process equipment to function in
a usual manner. If the unit experience nscheduled shutdown as a result of a malfunction, continues to

operate during a malfunction (inefudin@the period reasonably necessary to correct the malfunction), or

starts up after a shutdow tin m a malfunction, then the owner or operator shall meet the
requirements associat he compliance option. Routine or scheduled process startups and
shutdowns resulting fr@m, ot limited to, market demands and maintenance activities, are not startups
or shutdowns resulting froma malfunction and, therefore, do not qualify for malfunction. Within 15 days
of the beginni f,the malfunction, the owner or operator shall choose to comply with one of the

options listed infparagraphs (1) through (2) as stated below:

(1) Norm on. The unit shall meet all of the requirements listed in specific condition No. B.10.
or unit operating under normal operation period.

tion period. Throughout the malfunction period, the owner or operator shall meet all of the
itfements listed in specific condition No. B.10. and Table 1 for unit operating during a
alfunction period. At the end of the malfunction period, the unit shall then meet all of the
requirements listed in Table 1 for unit under normal operation. Table 1 of this section follows:
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SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection B. Emissions Unit 016

TABLE 1 - REQUIREMENTS FOR COMPLIANCE WITH HAP EMISSIONS STANDARDs

Is the owner or operator
required to ...

For periods of
normal operation

For initial startup periods

For malfunction
periods

(a) Operate and maintain the
unit in accordance with the
SSM plan as described in
Condition No. B.13.?

No, the unit is not
subject to the SSM
plan, but rather the
HAP emission
limits.

Yes, throughout the entire
initial startup period.

Yes, throughout the
entire malfunctioff
period.

(b) Determine and record the
extraction solvent loss in
gallons from the unit?

Yes, as described in
specific condition
No.B. 16 through
B.19.

Yes, as described in
specific condition No. B.35.

(c) Record the volume
fraction of HAP present at
greater than 1 percent by
volume and gallons of
extraction solvent in
shipment received?

Yes

Yes

(d) Determine and record the
tons of SPN fines processed
by the unit?

Yes, as described in
specific condition
No.B.22 through

No

(e) Determine the weighted
average volume fraction of
HAP in extraction solvent
received as described in
Condition Nos .B.20. &
B.21. by the end of the
following calendar month?

,{,‘D'

\

)

Yes

©

s. For the unit
mencing operation
nder an initial startup
period, the HAP volume
fraction in any solvent
received during an initial
startup period is included in
the weighted average HAP
determination for the next
operating month.

No, the HAP volume
fraction in any solvent
received during a
malfunction period is
included in the weighted
average HAP
determination for the
next operating month.

Operating month means
any calendar month that
the unit processed SPN
fines, excluding initial
startup period and
malfunction period.
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Subsection B. Emissions Unit 016

Is the owner or operator
required to ...

For periods of
normal operation

For initial startup periods

For malfunction
periods

(f) Determine and record the
actual solvent loss, weighted
average volume fraction
HAP, SPN fines processed
and compliance ratio for
each 12 operating month
period as described in
Condition Nos. B.4. though
B.7. by the end of the
following calendar month?

Yes

No, these requirements are
not applicable because the
unit is not required to
determine the compliance
ratio with data recorded for
an initial startup period.

(9) Submit a Notification of
Compliance Status or

Yes, as described in
Condition Nos.

No. However, the own
operator may be require

No, these requirements
are not applicable

because the unit is no&
required to determ&
ieawith

“However, the owner
or operator may be

Annual Compliance B.25. & B.26. submit an annual equired to submit an

Certification as appropriate? compliance certification for | annual compliance
previous operati s, | certification for previous
if the deadli operating months, if the
annual com@ deadline for the annual
certific ens to compliance certification
occur the initial happens to occur during

eriod. the malfunction period.
(h) Submit a Deviation Yes L¥ese requirements are | No, these requirements

Notification Report by the
end of the calendar month
following the month in
which the owner or operator
determined that the
compliance ratio exceeds
1.00 as described in specific
o 5
condition No. B.27." -

\

&O

t applicable because the
nit is not required to
termine the compliance
ratio with data recorded for
an initial startup period.

are not applicable
because the unit is not
required to determine the
compliance ratio with
data recorded for a
malfunction period

(i) Submit a Periodic
Report as described in
specific condition 2827

0, a SSM activity
is not categorized
as normal
operation.

Yes

Yes

iate

() Subnpite
SSMgReport a8 described in
specifigcondition No. B.29.?

No, a SSM activity
is not categorized
as normal

operation.

Yes, only if the unit does
not follow the SSM plan

Yes, only if the unit does
not follow the SSM plan

Permit No. 0070004-023-AV
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SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection B. Emissions Unit 016

TABLE 2 - SCHEDULES FOR DEMONSTRATING COMPLIANCE

If the unit is Then the The owner or operator shall Base the first compliance ratio on
operating under | recordkeeping determine the first compliance information recorded.
schedule ratio by the end of the calendar
month following o &

(1) Normal Begins on the The first 12 operating months During the first 12 operati

operation startup date of the | after the startup date of the unit. | months after the initi
unit. period, which can | to 6
months.
(2) An initial Begins on the The first 12 operating months During the first 12%perating
startup period startup date of the | after termination of the initial 3 @initial startup
unit. startup period, which can last iCR*Can last for up to 6

for up to 6 months.

[40 CFR 63.43, Rule 62-4.070, F.A.C.; Permit Nos. 0070004-015- 070004-022-AC]

COMPLIANCE PLAN
B.13.

B.14.

<,

The owner or operator shall develop and implement @n Compliance plan for demonstrating
compliance that provides the detailed procedure Il follow to monitor and record data necessary
for demonstrating compliance with the emissio ard The owner or operator shall develop and
implement his/her own site-specific Complj plan for demonstrating compliance before the
compliance date for the unit. The Compli an for demonstrating compliance must include the items
in paragraphs (1) through (7) of thls io

(1) The name and address of th operator
(2) The physical addres fa ity.

(3) A detailed description'@fall methods of measurement the unit will use to determine the solvent losses,
HAP content of solyent, and the tons of SPN fines processed.

(4) When eac

erment will be made.
(5) Examples of calculation that will be used to determine the compliance status. Include examples
of how(t er or operator will convert data measured with one parameter to other terms for use in
coppl determination
e logs of how data will be recorded.
lan to ensure that the data continue to meet compliance demonstration needs.

CFR 63.43, Rule 62-4.070, F.A.C., and Permit No. 0070004-022-AC]

The Department may require the owner or operator to revise the plan for demonstrating compliance. The
Department may require reasonable revisions if the procedures lack detail, are inconsistent or do not
accurately determine solvent loss, HAP content of the solvent, or the tons of SPN fines processed.

[40 CFR 63.43, Rule 62-4.070, F.A.C., Permit Nos. 0070004-015-AC and 0070004-022-AC]
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Subsection B. Emissions Unit 016

STARTUP, SHUTDOWN AND MALFUNCTION (SSM) PLAN

B.15.

The owner or operator shall develop a written SSM plan in accordance with 40 CFR 63.6(e)(3) and
implement the plan, when applicable. The owner or operator shall complete the SSM plan before the
initial startup date of the unit. The SSM plan provides detailed procedures for operating and maintaiping
the unit to minimize emissions during a qualifying SSM event for which the unit chooses the fia f&w
period (see specific condition No. B.12.), or the initial startup period (see specific condition No%

|

control equipment and reflect the best practices now in use by the industry to minimize e Some
or all of the procedures may come from plans the owner or operator developed for ot rp@ses such as
a Standard Operating Procedure manual or an Occupational Safety and Health Admini n Process
Safety Management (PSM) plan. To qualify as a SSM plan, other such plans m Il the applicable

requirements of National Emissions Standards for Hazardous Air Pollutan
[40 CFR 63.43, Rule 62-4.070, F.A.C., Permit Nos. 0070004-015-ACG4@nd #070004-022-AC]

ACTUAL SOLVENT LOSS DETERMINATION

B.16.

B.17.

By the end of each calendar month following an operatingWhonth, the owner or operator shall determine
the total solvent loss in gallons for the previous operati onth. The total solvent loss for an operating
month includes all solvent losses that occur duringgs0 perating periods within the operating month.
If the owner or operator has determined solvent ‘for 12 or more operating months, then he/she shall
also determine the 12 operating months rolling,stmsef actual solvent loss in gallons by summing the
monthly actual solvent loss for the previo perating months. The 12 operating months rolling sum of
solvent loss is the “actual solvent Io‘é s used to calculate the compliance ratio as described in

specific condition No. B.5.
[40 CFR 63.43, Rule 62-4.070, % ermit Nos. 0070004-015-AC and 0070004-022-AC]
I

To determine the actua
demonstrating compli

(1) The dates

t los§ from the unit, follow the procedures in the compliance plan for
determine the items in paragraphs (1) through (7) as described below:

fike eaCh operating status period during a calendar month. The dates that define
change i unit operating status. If the unit maintains the same operating status during an entire
calen , these dates are the beginning and ending dates of the calendar month.

(2) Unito Ing status. The owner or operator shall categorize the operating status of the unit for each
ded time interval in accordance with criteria in Table 3, as follows:
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Subsection B. Emissions Unit 016

TABLE 3 - UNIT OPERATING STATUS

Unit Operating Status If During a Recorded Time Interval

Normal Operating Period The unit processes any amount of SPN fines and it is not operating

under initial startup period or malfunction period.

v

Non-Operating Period The unit does not process any SPN fines and it is not operatigg r

initial startup period or malfunction period.

Initial Startup Period Up to 6 calendar months after the initial startup date of th

Malfunction Period The owner or operator chooses to operate the unit un

@)

(4)

(%)

period subject to specific condition No.B.12 (2).‘

e@s required to measure

ach normal operating period
ar month with at least one
w the procedures described in

Measuring the beginning and ending solvent inventory. The owne
and record the solvent inventory on the beginning and ending d
that occurs during an operating month. An operating month is any ¢
normal operating period. The owner or operator shall con ntly fol

the Compliance plan for demonstrating compliance, as spe, in specific condition No. B.13, to
determine the extraction solvent inventory, and maintain r vailable records of the actual
solvent loss inventory. In general, the owner or oper measure and record the solvent

all of the solvent working capacity is transferre vent storage tanks which can artificially

inventory only when the unit is actively processing.S jnes. When the unit is not active, some or
inflate the solvent inventory. %

Gallons of extraction solvent received. Re e total gallons of extraction solvent received in each
shipment. For most processes, the g f solvent received represents purchases of delivered
solvent added to the solvent storage’i ry.

e sjtlations, solvent losses determined directly from the

measured solvent inventoryand'guantity of solvent received is not an accurate estimate of the

““actual solvent loss S etermining compliance ratios. In such cases, the owner or operator
nt loSs for each normal operating period as long as he/she provides a

the adjustment. Situations that may require adjustments of the total

, but"are not limited to, changes in solvent working capacity. In records the

eps on-site, document any process modifications resulting in changes to the

acity in the unit. Solvent working capacity is as defined below.

Solvent inventory adjustments.

reasonable justifi

solvent loss,i

owner or Op

solvent wokking

SOLVENE WORKING CAPACITY means the volume of extraction solvent normally retained in

) very equipment. Examples include components such as the solvent extractor,

dﬁ/le izer-toaster, solvent storage and working tanks, mineral oil absorption system, condensers,
/solvent distillation system.

general, solvent working capacity is the volume of solvent normally retained in solvent recovery
equipment such as the extractor, desolventizer-toaster, solvent storage, working tanks, mineral oil
absorber, condensers, and oil/solvent distillation system. If the change occurs during a normal
operating period, the owner or operator shall determine the difference in working solvent volume
and make a one-time documented adjustment to the solvent inventory.

[40 CFR 63.43, Rule 62-4.070, F.A.C., Permit Nos. 0070004-015-AC and 0070004-022-AC]
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B.18. Use Equation 3 as described below to determine the actual solvent loss occurring from the unit for all
normal operating periods recorded within a calendar month. Equation 3 of this section follows:

n

Monthly Actual Solvent loss (gal) = Z €OLVs-SOLVE +SOLVR +SOLVa (Eq. 3)

i=1
Where: )

SOLVg = Gallons of solvent in the inventory at the beginning of normal operating per@' as
determined in specific condition No. B.17.(3).

SOLVg = Gallons of solvent in the inventory at the end of normal operating pgtio
determined in specific condition No. B.17.(3).

as

SOLVR = Gallons of solvent received between the beginning and end@ ory dates of
7

normal operating period “"i" as determined in specific condition

SOLV, = Gallons of solvent added or removed from the ex
normal operating period “"i" as determined in specific condition

solvent inventory during
. B. 17.(5).

n = Number of normal operating periods in a calendar megth.
[40 CFR 63.43, Rule 62-4.070, F.A.C., Permit Nos. 0070004-0%5-AC"and 0070004-022-AC]

B.19. The actual solvent loss is the total solvent losses during nr@perating periods for the previous 12
operating months. The owner or operator shall determjrte t tual solvent loss by summing the monthly
actual solvent losses for the previous 12 operating m’%he owner or operator shall record the actual
solvent loss by the end of each calendar month f; ing an operating month. Use the actual solvent loss
in Equation 2 in specific condition No.B.5 to de e the compliance ratio. Actual solvent loss does not

include losses that occur during operating periods listed in paragraphs (1) through (3) of this
condition. If any one of these three oper us periods span an entire month, then the month is

treated as non-operating and there is Q‘H ce ratio determination.
(1) Non-operating perio ribed in specific condition No. B.17.

(2) Initial startupd
(3) Malfunctiop perieds as described in specific condition No. B.12.
[40 CFR 63.43 %4.0 0, F.A.C., Permit Nos. 0070004-015-AC and 0070004-022-AC]
\%

ds a9described in specific condition No. B.11.

WEIGHTED AVER UME FRACTION OF HAP IN THE ACTUAL SOLVENT LOSS

B.20. By the end(o calendar month following an operating month, the owner or operator shall determine
ightedaverage volume fraction of HAP in extraction solvent received since the end of the previous
onth. If the owner or operator has determined the monthly weighted average volume fraction
P insolvent received for 12 or more operating months, then also determine an overall weighted
age volume fraction of HAP in solvent received for the previous 12 operating months. Use the
#me fraction of HAP determined as a 12 operating months weighted average in Equation 2 in
ondition No.B.5 to determine the compliance ratio.

[40 CFR 63.43, Rule 62-4.070, F.A.C. Permit Nos. 0070004-015-AC and 0070004-022-AC]
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B.21. To determine the volume fraction of HAP in the extraction solvent determined as a 12 operating months
weighted average, the owner or operator shall comply with paragraphs (1) through (3) of this condition:

(1) Record the volume fraction of each HAP comprising more than 1 percent by volume of the solvent in
each delivery of solvent. To determine the HAP content of the material in each delivery of solvent,
the reference method is EPA Method 311 of appendix A of 40 CFR 63. The owner or operator may
use EPA Method 311, an approved alternative method, or any other reasonable means fordetewg
the HAP content. Other reasonable means of determining HAP content include, but are not limitethto,
a material safety data sheet or a manufacturer's certificate of analysis. A certificate of an
legal and binding document provided by a solvent manufacturer. The purpose of a ce
analysis is to list the test methods and analytical results that determine chemical pr
solvent and the volume percentage of all HAP components present in the solve!%( ities greater

than 1 percent by volume. The owner or operator is not required to test the matetials that he/she uses,

but the Department may require a test using EPA Method 311 (or an appr ternative method) to
confirm the reported HAP content. However, if the results of an an b Method 311 are
different from the HAP content determined by another means, th ethod 311 results will

govern compliance determinations.

(2) Determine the weighted average volume fraction of HAP in thie extraction solvent each operating
month. The weighted average volume fraction of HAP for 3 @o’ ating month includes all solvent
received since the end of the last operating month, reg he operating status at the time of the
delivery. Determine the monthly weighted average vo%raction of HAP by summing the products
of the HAP volume fraction of each delivery and e of each delivery and dividing the sum by
the total volume of all deliveries as expressed in %on 4 as shown below. Record the result by the
end of each calendar month following an op onth. Equation 4 of this section follows:

Z Receivedi x Content;
Monthly Waghted Average ent of Extraction Solvent = -
Total Received

(Eq. 4)

Where:

Received; = Gallogs tractlon solvent received in delivery “i."

Content; = e fraction of HAP in extraction solvent delivery "i."

TotthRec al gallons of extraction solvent received since the end of the previous operating
month.

n= N@ extraction solvent deliveries since the end of the previous operating month.
i

mine the volume fraction of HAP in the extraction solvent as a 12 operating months weighted
rage. When the unit has processed SPN fines for 12 operating months, sum the products of the
nthly weighted average HAP volume fraction and corresponding volume of solvent received, and
ivide the sum by the total volume of solvent received for the 12 operating months, as expressed by
Equation 5 as described below. Record the result by the end of each calendar month following an
operating month and use it in Equation 2 of specific condition No.B.5 to determine the compliance

ratio.
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12
z Received i x Contenti

12 MonthWeighted Average of HAP Content in Solvent Received (volume Fraction) = =
(Eq. 5)

Total Received

Where
Received; = Gallons of extraction solvent received in operating month “'i" as determined in &J
accordance with specific condition No.B.17 (4). N

Content; = Average volume fraction of HAP in extraction solvent received in operati
determined in accordance with specific condition No.B.21 (1).

Total Received = Total gallons of extraction solvent received during the previous %r ing months.

[40 CFR 63.43, Rule 62-4.070, F.A.C., Permit Nos. 0070004-015-A 7@022-AC]

QUANTITY OF SPN FINES PROCESSED

B.22. The owner or operator shall determine the feeding ra@DN fines into the primary extractor for the
operating month. This feeding rate is defined as th f delivery of SPN fines to the feeder hopper, as
measured in specific condition No.B.24. The qu of SPN fines processed shall be determined by
using the Equation 6 as shown below:

Monthly SPN Fines Processed (ton) t SPN&Truck - Weight Truck) (Eq. 6)
Where:
Weight spng Truck = Weig ach uck load carrying the SPN fines to the blending area prior to the

feeder hopper in ton.
Weight Truck =aW\ei
By the end of

f the truck in ton.

dar month following an operating month, the owner or operator shall determine
the total tons of ines processed for the operating month. The total SPN fines processed for an
operating % cludes the total of SPN fines processed during all normal operating periods that occur
within the operating month. If the owner or operator has determined the tons of SPN fines processed for
o perating months, then he/she shall also determine the 12 operating months rolling sum of
nes processed by summing the tons of SPN fines processed for the previous 12 operating months.

% 2 operating months rolling sum of SPN fines processed is used to calculate the compliance ratio as
ribed in specific condition No.B.5

[40 CFR 63.43, Rule 62-4.070, F.A.C., Permit Nos. 0070004-015-AC and 0070004-022-AC]
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B.23. The owner or operator shall follow the procedures in the Compliance plan to determine the tons of SPN
fines processed. The procedures shall identify the items in paragraphs (1) and (3) of this condition:

(1) The dates that define each operating status period. The dates that define each operating status period
include the beginning date of each calendar month and the date of any change in the unit operating
status. The dates on the SPN fines process rate log shall be consistent with the dates recorded for the
solvent inventory. P

(2) Unit operating status. The owner or operator shall categorize the unit operation for each rec%tlme
interval. The unit operating status for each time interval recorded on the SPN fines proc shall be
consistent with the operating status recorded on the solvent inventory logs as describ cific
condition No.B.17 (2).

(3) The quantity of SPN fines processed does not include SPN fines processed dur@e nitial startup
periods (as described in specific condition No.B.11.) and malfunction peri scribed in
specific condition No.B.12.). If the unit did not processed any SPN fifigs o unction span an
entire calendar month, then the calendar month is treated as a non ating month and there is no
compliance ratio determination.

[40 CFR 63.43, Rule 62-4.070, F.A.C., Permit Nos. 0070004-0 Cand

0070004-022-AC]

B.24. Feeding Weight: The owner or operator shall install, calib@oerate, and maintain a device to measure
and record the total weight of the SPN fines feed to thedext r. The accuracy of the weight
measurement device or procedure must be 0.5 perce%he weight being measured. The owner or
operator shall verify the calibration of the weigh ment device in accordance with the schedule
specified by the manufacturer, or if no calibrati dule is specified, at least once no later than 12
months from the last calibration date.

[40 CFR 63.43, Rule 62-4.070, F.A.C@ 0s. 0070004-015-AC and 0070004-022-AC]

NOTIFICATION

B.25. Notification of Compli atus:"The owner or operator shall submit a notification of compliance status
report to the Departme\no r than 60 days after determining the unit’s initial 12 operating months

compliance rati natification of compliance status is generally due no later than 20 calendar months
alendar months for the initial startup period, 12 operating months to record data,
ths'to complete the report). The notification of compliance status must contain the

items in pa ph$”(1) through (6) of this condition:
@T md address of the permittee.
e Physical address of the facility.

e SPN fines processed during the previous 12 operating months.

Each HAP identified under Condition No. B.20. as being present in concentrations greater than 1
percent by volume in each delivery of solvent received during the 12 operating months period used
for the initial compliance determination.

(5) A statement designating the unit as a major source of HAP.
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(6) A compliance certification indicating whether the unit complied with all of the requirements of this
subsection throughout the 12 operating months used for the initial compliance determination. This
certification must include a certification of the items in paragraphs (i) through (iii) as described
below:

(i) The Compliance plan for demonstrating compliance (as described in Condition No. B.13.) and
SSM plan (as described in Condition No. B.15.) are complete and available on-site fQg

inspection. ,\
(it) The owner or operator is following the procedures described in the Compliance pl
demonstrating compliance.

(iii) The compliance ratio is less than or equal to 1.00.
[40 CFR 63.9 (h), Rule 62-4.070, F.A.C. Permit Nos. 0070004-015-AC and 00@ 2-AC]

REPORTING
B.26. Annual Compliance Certifications: The first annual complj ification is due 12 calendar months
after the owner or operator submitted the notification of. ¢ iance status. Each subsequent annual

compliance certification is due 12 calendar months afie previous annual compliance certification. The
annual compliance certification provides the compliance status for each operating month during the 12
calendar months period ending 60 days prior to e on which the report is due. Include the
information in paragraphs (1) through (6) of thi ition in the annual certification:

(1) The name and address of the permitte

(2) The physical address of the fac,
(3) The SPN fines processed dﬂg/ e 12 calendar months period covered by the report.
(4) Each HAP identifi

percent by volu
covered by the re

(5) A statemént

r Condition No. B.20. as being present in concentrations greater than 1
ch delivery of solvent received during the 12 calendar months period

ignating the unit as a major source of HAP

(6) A complian rtification to indicate whether the unit was in compliance for each compliance
deterpiination’ made during the 12 calendar months period covered by the report. For each such
i determination, the owner or operator shall include a certification of the items in

raphs (i) through (ii) as shown below:

he owner or operator is following the procedures described in the Compliance plan for
demonstrating compliance.

(if) The compliance ratio is less than or equal to 1.00.
[40 CFR 63.10, Rule 62-4.070, F.A.C., Permit Nos. 0070004-015-AC and 0070004-022-AC]
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B.27. Deviation Notification Report: The owner or operator shall submit a deviation report for each compliance
determination made in which the compliance ratio exceeds 1.00 as determined under Condition No. B.7.
The owner or operator shall submit the deviation report by the end of the month following the calendar
month in which the deviation was determined. The deviation notification report must include the items in
paragraphs (1) through (4) of this condition:

(1) The name and address of the permittee. P &
(2) The physical address of the facility.

(3) The SPN fines processed during the 12 operating months period for which the owner
determined the deviation.

(4) The compliance ratio comprising the deviation. The owner or operator may reduce thegfrequency of
submittal of the deviation notification report if the Department does not obj vided in 40 CFR
63.10(e)(3)(iii).

[40 CFR 63.10, Rule 62-4.070, F.A.C., Permit Nos. 0070004-015-A

B.28. Periodic Startup, Shutdown, and Malfunction Report: The owner or opera
report by the end of the calendar month following each month i
malfunction period occurred. The periodic SSM report must in e

states that all actions taken during the initial start function period were consistent with the

(3) of this condition:
(1) The name, title, and signature of the responsible oﬁ'ci@ is certifying that the report accurately
ééna

SSM plan.
(2) A description of events occurring during theriod, the time and duration of the events, and
reason the time interval qualifies as an j artup period or malfunction period.

(3) An estimate of the solvent loss duri itial startup or malfunction period with supporting
documentation.

[40 CFR 63.10(d)(5), Permit NQ 4-015-AC and 0070004-022-AC]

B.29. Immediate SSM Repor ownRer or operator handles a SSM during an initial startup period or a
malfunction period differ from procedures in the SSM plan, then the owner or operator shall submit
an immediate SSM repQrt. IMMediate SSM reports consist of a telephone call or facsimile transmission to
the Departmen

a letter within
(1) through (3) 0

1) TI{ e, and signature of the facility’s responsible official who is certifying the accuracy of

itin 2\working days after starting actions inconsistent with the SSM plan, followed by
or days after the end of the event. The letter must include the items in paragraphs
is condition:

thgyreport?an explanation of the event, and the reasons for not following the SSM plan.
escription and date of the SSM event, its duration, and reason it qualifies as a SSM.
estimate of the solvent loss for the duration of the SSM event with supporting documentation.
[40 CFR 63.10(d)(5), Permit Nos. 0070004-015-AC and 0070004-022-AC]
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RECORDKEEPING

B.30. Prepare a Compliance plan for demonstrating compliance (as described in Condition No.B.13) an SM
plan (as described in Condition No. B.15.). In these two plans, describe the procedures the owffe
operator will follow in obtaining and recording data, and determining compliance under normalS
operations or a SSM subject to initial startup period or the malfunction period. Complete bo n
before the compliance date for the unit and keep them on-site and readily available as lo
is operational. The Compliance plan will be incorporated by reference in the Title V Ai
kept on-site and readily available as long as the unit is operational. If the owner or
changes to the Compliance plan for demonstrating compliance, then all previo%

ea

the”source

fter each revision.
long as the unit is

Compliance plan must be kept and readily available for inspection for at lgast
The owner or operator shall also keep the SSM plan on-site and readil ab
operational

[40 CFR 63.10(b), Permit Nos. 0070004-015-AC and 0070004-022-AC]

B.31. For the solvent inventory, record the information in paragr ough (vii) of this condition in
accordance with the Compliance plan for demonstrating campliance:

(i) Dates that define each operating status period dur%a endar month.
(ii) The operating status of the unit such as norr@

malfunction period for each recorded time i
(iii) Record the gallons of extraction solv@e inventory on the beginning and ending dates of each
ceived

normal operating period.
(iv) The gallons of all extraction s I@

ion, non-operating, initial startup period, or

, purchased, and recovered during each calendar month.

(v) All extraction solvent j adjustments, additions or subtractions. The owner or operator shall
document the reas e adjustment and justify the quantity of the adjustment.
(vi) The total solvent lass ch calendar month, regardless of the unit operating status.

(vii) The actu @ ss in gallons for each operating month.
[40 CFR 63.1 Rule 62-4.070, F.A.C., Permit Nos. 0070004-015-AC and 0070004-022-AC]

B.32. For the wei erage volume fraction of HAP in the extraction solvent, the owner or operator shall
recordtﬁ: in paragraphs (i) through (iii) of this condition:
i e

ons of extraction solvent received in each delivery.

@ e volume fraction of each HAP exceeding 1 percent by volume in each delivery of extraction
golvent.

(iii) The weighted average volume fraction of HAP in extraction solvent received since the end of the last
operating month as determined in accordance with Condition No. B.21.

[40 CFR 63.10(b), Rule 62-4.070, F.A.C., Permit Nos. 0070004-015-AC and 0070004-022-AC]
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B.33. For SPN fines processed, record the items in paragraphs (i) through (vi) of this condition, in accordance
with the plan for demonstrating compliance:

(i) The dates that define each operating status period. These dates must be the same as the dates entered
for the extraction solvent inventory.

(ii) The operating status of the unit such as normal operation, non- operating, initial startup perio
malfunction period for each recorded time interval. o

(iii) The SPN fines being processed on the beginning and ending dates of each normal operati

(iv) All listed SPN fines processed adjustments, additions or subtractions for normal o ing periods.
The owner or operator shall document the reason for the adjustment and justify
adjustment.

(v) The tons of SPN fines processed during each operating month. @
(vi) The weight scale calibration record.
[40 CFR 63.10(b), Rule 62-4.070, F.A.C., Permit Nos. 0070004-015-AC%nd 0070004-022-AC]

B.34. After the unit has processed the SPN fines for 12 operating mo d the unit is not operating during
an initial startup period or a malfunction period, record the/ aragraphs (1) through (5) of this

condition by the end of the calendar month following eic ting month:

(1) The 12 operating months rolling sum of the act ent loss in gallons as described in Condition
No. B.19.

(2) The weighted average volume fraction g

extraction solvent received for the previous 12
No.B.21(3).

Condition No. B.5.

(5) A statement of
determination of Whe
through B,

[40 CFR 63.10¢), 2-4.070, F.A.C., Permit Nos. 0070004-015-AC and 0070004-022-AC]
B.35. Foreach S%ey'e Subject to an initial startup period or a malfunction period, record the items in

(3) The 12 operating months rollin
(4) A determination of the cor& tio. Calculate the compliance ratio using Equation 2 of

e urit is in compliance with all of the requirements. This includes a
e unit has met all of the applicable requirements in Condition Nos.B.4

paragrap ough (3) of this condition by the end of the calendar month following each month in
whichzhe i | startup period or malfunction period occurred:

cription and date of the SSM event, its duration, and reason it qualifies as an initial startup or
alfunction.

An estimate of the solvent loss in gallons for the duration of the initial startup or malfunction period
with supporting documentation.

(3) A checklist or other mechanism to indicate whether the SSM plan was followed during the initial
startup or malfunction period.

[40 CFR 63.10(b), Rule 62-4.070, F.A.C., Permit Nos. 0070004-015-AC and 0070004-022-AC]
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B.36. The records must be in a form suitable and readily available for review in accordance with 40 CFR
63.10(b)(1).

[40 CFR 63.10(b), Rule 62-4.070, F.A.C., Permit Nos. 0070004-015-AC and 0070004-022-AC]

B.37. The owner or operator shall keep each record for 5 years following the date of each occurrence,
measurement, maintenance, corrective action, report, or record. The owner or operator shall keep
record on-site for at least 2 years after the date of each occurrence, measurement, maintenance® corregti
action, report, or record. The owner or operator can keep the records off-site for the remaining 3&@

[40 CFR 63.10(b), Rule 62-4.070, F.A.C., Permit Nos. 0070004-015-AC and 0070004-0

o

Q’Q
@;&
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Subsection C. Common Conditions, 40 CFR 63 Subpart DDDDD — Gas 1 Subcategory
Emissions Units 006, 007, 008

The specific conditions in this section apply to the following emissions unit(s):

EU No. Brief Description

006 Description: No.1 Boiler is a 33.5 MMBtu/hr capacity boiler that generates
steam for process heat associated with the rendering and processing activities.

Fuels: This unit is authorized to fire natural gas, No. 2 fuel oil with a
maximum sulfur content of 0.05% by weight; on-specification used oil with a
maximum sulfur content of 0.5% by weight, No. 6 Fuel oil with a maximum
sulfur content of 1.5% by weight; Ultra Low Sulfur Diesel (ULSD) and
processed grease.

Stack Parameters: Exhaust gas exits at approximately 375 ‘F with a
volumetric flow rate of 9,735 acfm through a single stack that is approximately
2 feet in diameter and 31 feet above ground level.

007 Description: No.2 Boiler is a 33.5 MMBtu/hr capacity boiler that generates
steam for process heat associated with the rendering and processing activities.

Fuels: This unit is authorized to fire natural gas, No. 2 fuel oil with a
maximum sulfur content of 0.05% by weight; on-specification used oil with a
maximum sulfur content of 0.5% by weight, No. 6 Fuel oil with a maximum
sulfur content of 1.5% by weight; Ultra Low Sulfur Diesel (ULSD) and
processed.

Stack Parameters: Exhaust gas exits at approximately 350 ‘F with a
volumetric flow rate of 9,735 acfm through a single stack that is approximately
2 feet in diameter and 25 feet above ground level.

008 Description: No. 3 Boiler is a 32.7 MMBtu/hr capacity boiler that generates
steam for process heat associated with the rendering and processing activities.

Fuels: This unit is authorized to fire natural gas, No. 2 fuel oil with a
maximum sulfur content of 0.05% by weight; on-specification used oil with a
maximum sulfur content of 0.5% by weight, No. 6 Fuel oil with a maximum
sulfur content of 1.5% by weight; Ultra Low Sulfur Diesel (ULSD) and
processed grease.

Stack Parameters: Exhaust gas exits at approximately 355 'F with a
volumetric flow rate of 11,943 acfm through a single stack that is
approximately 2.6 feet in diameter and 38 feet above ground level.

C.1. 40 CFR 63 Subpart DDDDD Applicability. 40 CFR 63, Subpart DDDDD, National Emission Standards
for Hazardous Air Pollutants for Major Sources: Industrial, Commercial, and Institutional Boilers and
Process Heaters shall apply to these emissions units. Pursuant to 40 CFR 63.7499(l), these emissions units
are classified as existing units in the subcategory, as defined in 40 CFR 63.7575, designed to burn gas 1
fuels.

[40 CFR 63.7490(a)(1), 40 CFR 63.7490(d), 40 CFR 63.7499(1)]
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C.2. Compliance Date: The owner or operator shall comply with the 40 CFR 63, Subpart DDDDD no later
than January 31, 2016.
[40 CER 63.7495(b)]

C.3. Minimize Emissions. At all times, any affected source (as defined in 40 CFR 63.7490), including

associated air pollution control equipment and monitoring equipment, must be operated and maintained in

a manner consistent with safety and good air pollution control practices for minimizing emissions.
Determination of whether such operation and maintenance procedures are being used will be based on

information available to the Administrator that may include, but is not limited to, monitoring results,

review of operation and maintenance procedures, review of operation and maintenance records, and
inspection of the source.

[40 CFR 63.7500(a)(3)]

Emission Limitations and Standards

CA4.

Work Practice Standards. The applicable work practice standards of Table 3 to 40 CFR 63 Subpart

DDDDD must be met unless EPA has approved an alternative as provided in 40 CFR 63.6(q).

a. Tune-Ups. This tune-up shall be conducted as a work practice for all requlated emissions under
40 CFR 63 Subpart DDDDD.

i. Initial Tune-Ups. An initial tune-up of the boilers following the procedures described
in 40 CFR 63.7540(a)(10)(i) through (vi) must be completed no later than January 31,
2016, except as specified in Condition C9.

ii. Subsequent Tune-Ups. Subsequent to the initial tune-up, performance tune-ups shall
be conducted on an annual basis according to 863.7540(a)(10). Each annual tune-up
specified in 863.7540(a)(10) must be no more than 13 months after the previous tune-
up. For units that are not operating at the time of their scheduled tune-up, a subsequent
tune-up must be completed by following the procedures described in
§63.7540(a)(10)(i) through (vi) and the schedule described in 863.7540(a)(13).

b. Energy Assessment. The one-time energy assessment specified in Table 3 to 40 CFR 63 subpart
DDDDD must be performed by a qualified energy assessor by January 31, 2016,
except as specified in Condition C.9. An energy assessment completed on or after
January 1, 2008, that meets or is amended to meet the energy assessment
requirements in Table 3 of 40 CFR 63 subpart DDDDD, satisfies the energy
assessment requirement. A facility that operates under an energy management
program compatible with 1SO 50001 that includes the affected units also satisfies the
energy assessment requirement. The energy assessment must include the following
with the extent of the evaluation for items a. to e. appropriate for the on-site technical
hours listed in 40 CFR 63.7575:

i. A visual inspection of the boiler or process heater system.

ii.  Anevaluation of operating characteristics of the boiler or process heater systems,
specifications of energy using systems, operating and maintenance procedures, and
unusual operating constraints.

iii.  An.inventory of major energy use systems consuming energy from affected boilers
and process heaters and which are under the control of the boiler/process heater
owner/operator.
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v, A review of available architectural and engineering plans, facility operation and

maintenance procedures and logs, and fuel usage.

v.  Areview of the facility's energy management practices and provide
recommendations for improvements consistent with the definition of energy
management practices, if identified.

Vi. A list of cost-effective energy conservation measures that are within the facility's
control.

Vii. A list of the energy savings potential of the energy conservation measures
identified.

viii. A comprehensive report detailing the ways to improve efficiency, the cost of
specific improvements, benefits, and the time frame for recouping those
investments.

Rules 40 CFR 63.7500(a)(1),(b), (e), (f), 63.7510(e), 63.7515(d), 63.7515(qg), Table 3 to 40 CFR 63
Subpart DDDDD]

C.5. The emissions units shall be in compliance with the work practice standards of 40 CFR 63 subpart

DDDDD at all times the affected units are operating, except during periods of startup and shutdown,
during which time the emissions units must comply only with Table 3 to 40 CFR 63 Subpart DDDDD.

[40 CFR 63.7500(f) and 63.7505(a)]

Excess Emissions

Rule 62-210.700 (Excess Emissions), F.A.C. cannot vary any requirement of an NSPS, NESHAP or Acid Rain
program provision.

C.6. Excess Emissions Allowed. Excess emissions resulting from startup, shutdown or malfunction shall be

permitted provided that best operational practices to minimize emissions are adhered to and the duration of
excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless

specifically authorized by the Department for longer duration.
[Rule 62-210.700(1), F.A.C]

C.7. Excess Emissions Prohibited. Excess emissions which are caused entirely or in part by poor maintenance,
poor operation, or any other equipment or process failure which may reasonably be prevented during

startup, shutdown or malfunction shall be prohibited.
[Rule 62-210.700(4), F.A.C.]

C.8. Affirmative Defense for Violation of Emission Standards During Malfunction. In response to an action to

enforce the standards set forth in §63.7500 you may assert an affirmative defense to a claim for civil
penalties for violations of such standards that are caused by malfunction, as defined at §63.2. Appropriate

penalties may be assessed if you fail to meet your burden of proving all of the requirements in the
affirmative defense. The affirmative defense shall not be available for claims for injunctive relief.

(a) Assertion of affirmative defense. To establish the affirmative defense in any action to enforce such a

standard, you must timely meet the reporting requirements in paragraph (b) of this section, and must

prove by a preponderance of evidence that:
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(1) The violation:

(i) Was caused by a sudden, infrequent, and unavoidable failure of air pollution control

equipment, process equipment, or a process to operate in a normal or usual manner; and

ii) Could not have been prevented through careful planning, proper design, or better operation
and maintenance practices; and

(iii) Did not stem from any activity or event that could have been foreseen and avoided, or

planned for; and

(iv) Was not part of a recurring pattern indicative of inadequate design, operation, or
maintenance; and

(2) Repairs were made as expeditiously as possible when a violation occurred; and

(3) The frequency, amount, and duration of the violation (including any bypass) were minimized to
the maximum extent practicable; and

(4)_If the violation resulted from a bypass of control equipment or a process, then the bypass was
unavoidable to prevent loss of life, personal injury, or severe property damage; and

5) All possible steps were taken to minimize the impact of the violation on ambient air quality, the
environment, and human health; and

(6) All emissions monitoring and control systems were kept in operation if at all possible, consistent
with safety and good air pollution control practices; and

(7) Al of the actions in response to the violation were documented by properly signed,
contemporaneous operating logs; and

(8) At all times, the affected source was operated in a manner consistent with good practices for
minimizing emissions; and

(9) A written root cause analysis has been prepared, the purpose of which is to determine, correct,

and eliminate the primary causes of the malfunction and the violation resulting from the
malfunction event at issue. The analysis shall also specify, using best monitoring methods and

engineering judgment, the amount of any emissions that were the result of the malfunction.
(b) Report. The owner or operator seeking to assert an affirmative defense shall submit a written report to

the Administrator with all necessary supporting documentation, that it has met the requirements set
forth in 863.7500 of this section. This affirmative defense report shall be included in the first periodic
compliance, deviation report or excess emission report otherwise required after the initial occurrence
of the violation of the relevant standard (which may be the end of any applicable averaging period). If
such compliance, deviation report or excess emission report is due less than 45 days after the initial

occurrence of the violation, the affirmative defense report may be included in the second compliance,

Griffin Industries, LLC Permit No. 0070004-023-AV
Hampton Facility Title V Air Operation Permit Renewal
Page 44 of 138



SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection C. Common Conditions, 40 CFR 63 Subpart DDDDD — Gas 1 Subcategory
Emissions Units 006, 007, 008

deviation report or excess emission report due after the initial occurrence of the violation of the
relevant standard.

[40 CFR 63.7501]

Initial Compliance Demonstrations

C.9. Initial Compliance Demonstration. For existing affected sources (as defined in 863.7490) that have not
operated between the effective date of the rule and the compliance date that is specified for your source in
863.7495, you must complete an initial tune-up by following the procedures described in
§63.7540(a)(10)(i) through (vi) no later than 30 days after the re-start of the affected source and, if
applicable, complete the one-time energy assessment specified in Table 3 of 40 CFR 63 Subpart DDDDD,
no later than the compliance date specified in §63.7495

[40 CFR 63.7510(j)]

C.10. Initial Compliance Demonstration- NOCS Statement. If you own or operate a unit in the unit designed to
burn gas 1 subcategory, you must submit a signed statement in the Notification of Compliance Status
report that indicates that you conducted a tune-up of the unit.

a. The owner or operator must include with the Notification of Compliance Status a signed certification
that the energy assessment was completed according to Table 3 to 40 CER 63 subpart DDDDD and is
an accurate depiction of the facility at the time of the assessment.

b. The Notification of Compliance Status must be submitted containing the results of the initial
compliance demonstration according to the requirements in 40 CER 63.7545(e).

[40 CFR 63.7530(d),(e),(H)]

ntin mpliance Demonstration

C.11. Continuous compliance must be demonstrated with the work practice standards in Table 3 of 40 CFR 63

Subpart DDDDD that apply according to the methods specified in Table 8 of 40 CFR 63 Subpart DDDDD
and paragraphs (a)(1) through (19) of 40 CFR 63.7540.

1) If vour boiler or process heater has a heat input capacity of 10 million Btu per hour or greater, you must

conduct an annual tune-up of the boiler or process heater to demonstrate continuous compliance as
specified in paragraphs (1)(i) through (vi) of this condition.

(i) As applicable, inspect the burner, and clean or replace any components of the burner as
necessary (you may delay the burner inspection until the next scheduled unit shutdown). Units
that produce electricity for sale may delay the burner inspection until the first outage, not to
exceed 36 months from the previous inspection. At units where entry into a piece of process
equipment or into a storage vessel is required to complete the tune-up inspections, inspections
are required only during planned entries into the storage vessel or process equipment;
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(i) Inspect the flame pattern, as applicable, and adjust the burner as necessary to optimize the flame
pattern. The adjustment should be consistent with the manufacturer's specifications, if available;

iii) Inspect the system controlling the air-to-fuel ratio, as applicable, and ensure that it is correctl
calibrated and functioning properly (you may delay the inspection until the next scheduled unit
shutdown). Units that produce electricity for sale may delay the inspection until the first outage,

not to exceed 36 months from the previous inspection;

(iv) Optimize total emissions of CO. This optimization should be consistent with the manufacturer's
specifications, if available, and with any NOx requirement to which the unit is subject;

(v) Measure the concentrations in the effluent stream of CO in parts per million, by volume, and

oxygen in volume percent, before and after the adjustments are made (measurements may be
either on a dry or wet basis, as long as it is the same basis before and after the adjustments are

made). Measurements may be taken using a portable CO analyzer; and

(vi) Maintain on-site and submit, if requested by the Administrator, an annual report containing the
information in paragraphs (1)(vi)(A) through (C) of this condition,

(A) The concentrations of CO in the effluent stream in parts per million by volume, and oxygen
in volume percent, measured at high fire or typical operating load, before and after the
tune-up of the boiler or process heater;

(B) A description of any corrective actions taken as a part of the tune-up; and

(C) The type and amount of fuel used over the 12 months prior to the tune-up, but only if the

unit was physically and legally capable of using more than one type of fuel during that
period. Units sharing a fuel meter may estimate the fuel used by each unit.

(2) If the unit is not operating on the required date for a tune-up, the tune-up must be conducted within 30
calendar days of startup.

[40 CFR 63.7540(a)(10),(13)]

Notifications

C.12. Notifications. The applicable notification requirements in 863.7545 according to the schedule in 63.7545
and in Subpart A of Part 63 shall be met.

[40 CER 63.7495(d)]

Notification of Compliance Status (NOCS). A Notification of Compliance Status must be submitted
according to 40 CFR 63.9(h)(2)(ii). For the initial compliance demonstration for each boiler, the

Notification of Compliance Status must be submitted, including all performance test results and fuel

analyses, before the close of business on the 60th day following the completion of all performance test
and/or other initial compliance demonstrations for all boilers at the facility according to 40 CFR
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63.10(d)(2). The Notification of Compliance Status report must contain all the information specified in
the below paragraphs.

(1) A description of the affected unit(s) including identification of which subcategories the unit is in,
the design heat input capacity of the unit, a description of the add-on controls used on the unit to
comply with this subpart, description of the fuel(s) burned, including whether the fuel(s) were a
secondary material determined by you or the EPA through a petition process to be a non-waste
under §241.3 of this chapter, whether the fuel(s) were a secondary material processed from

discarded non-hazardous secondary materials within the meaning of 8241.3 of this chapter, and
justification for the selection of fuel(s) burned during the compliance demonstration.

(2) A signed certification that you have met all applicable work practice standards.

(3) __If you had a deviation from any work practice standard, you must also submit a description of the
deviation, the duration of the deviation, and the corrective action taken in the Notification of

Compliance Status report.

4 In addition to the information required in §63.9(h)(2), your notification of compliance status must
include the following certification(s) of compliance, as applicable, and signed by a responsible
official:

(i)  “This facility complies with the required initial tune-up according to the procedures in
§63.7540(a)(10)(i) through (vi).”

(i) “This facility has had an energy assessment performed according to §63.7530(e).”

(iii) _Except for units that burn only natural gas, refinery gas, or other gas 1 fuel, or units that
qualify for a statutory exemption as provided in section 129(g)(1) of the Clean Air Act,

include the following: “No secondary materials that are solid waste were combusted in any
affected unit.”

[40 CFR 63.7545(e)(1),(6), (7), (8)]

C.14. If you operate a unit designed to burn natural gas and you intend to use a fuel other than natural gas to fire
the affected unit during a period of natural gas curtailment or supply interruption, as defined in §63.7575,

you must submit a notification of alternative fuel use within 48 hours of the declaration of each period of
natural gas curtailment or supply interruption, as defined in §63.7575. The notification must include the
information specified in paragraphs (1) through (5) of this condition.

(1) Company name and address.
(2) ldentification of the affected unit.

(3) Reason you are unable to use natural gas or equivalent fuel, including the date when the natural gas
curtailment was declared or the natural gas supply interruption began.

(4) Type of alternative fuel that you intend to use.
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(5) Dates when the alternative fuel use is expected to begin and end.
[40 CER 63.7545(f)]

C.15. Notice of Fuel Switch or Physical Change. If owner or operator has switched fuels or made a physical

change to the boiler and the fuel switch or physical change resulted in the applicability of a different

subcategory, notice must be provided of the date upon which the owner or operator switched fuels or
made the physical change within 30 days of the switch/change. The notification must identify:

a. The name of the owner or operator of the affected source, as defined in 40 CFR 63.7490, the location

of the source, the boiler(s) that have switched fuels, were physically changed, and the date of the

notice.

b. The currently applicable subcategory under this subpart.

c. The date upon which the fuel switch or physical change occurred.
[40 CFR 63.7545(h)]

Recordkeeping and Reporting Requirements

C.16. Recordkeeping. A copy of each notification and report that was submitted to comply with this subpart,
including all documentation supporting any Initial Notification or Notification of Compliance Status or

semiannual compliance report that was submitted, according to the requirements in §63.10(b)(2)(xiv),

must be kept. Records of other compliance demonstrations and performance evaluations as required in 40
CFR 63.10(b)(2)(viii), must be kept.

[40 CFR 63.7555(a)]

C.17. Recordkeeping.

(a) _If you operate a unit in the unit designed to burn gas 1 subcategory that is subject to this subpart,
and you use an alternative fuel other than natural gas, you must keep records of the total hours per
calendar year that the alternative fuel is burned and the total hours per calendar year that the unit
operated during periods of gas curtailment or gas supply emergencies.

(b) You must maintain records of the calendar date, time, occurrence and duration of each startup and
shutdown.

(c) You must maintain records of the type(s) and amount(s) of fuels used during each startup and
shutdown.

[40 CFR 63.7555(h),(i).(j)]

C.18. Startup, Shutdown Records. Records shall be maintained of the calendar date, time, occurrence and
duration of each startup and shutdown. Records of the type(s) and amount(s) of fuels used during each

startup and shutdown shall also be maintained.

[40 CFR 63.7555(i),(j)]
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C.19. Recordkeeping Form and Duration.

(a) Records must be in a form suitable and readily available for expeditious review, according to
63.10(b)(1).

(b) As specified in §63.10(b)(1), each record must be kept for 5 years following the date of each
occurrence, measurement, maintenance, corrective action, report, or record.

(c) Each record must be kept on site, or must be accessible from on site (for example, through a computer

network), for at least 2 years after the date of each occurrence, measurement, maintenance, corrective
action, report, or record, according to 863.10(b)(1). The records can be kept off site for the remaining

3 years.
[40 CFR 63.7560(a),(b),(c)]

C.20. Report Submission. Each applicable report in Table 9 of 40 CFR 63 subpart DDDDD must be submitted.
Unless the EPA Administrator has approved a different schedule for submission of reports under 40 CFR
63.10(a), each report must be submitted, according to paragraph (h) of 40 CFR 63.7550, by the date in

Table 9 of 40 CFR 63 Subpart DDDDD and according to the requirements in paragraphs (1) through (4)
of Condition C.21.

[40 CFR 63.7550(a), (b)]

C.21. Compliance Reports — Reporting Periods and Submittals.

(1) The first compliance report must cover the period beginning on the compliance date that is specified
for each boiler or process heater in §63.7495 and ending on July 31 or January 31, whichever date is

the first date that occurs at least 1 year after the compliance date that is specified for your source in
§63.7495.

(2) The first annual compliance report must be postmarked or submitted no later than January 31.

3) Each subsequent annual compliance reports must cover the applicable 1-year periods from January 1
to December 31.

(4) Each subsequent compliance report must be postmarked or submitted no later than than January 31.
[40 CFR 63.7550(b)(1)-(4)]

C.22. Compliance Reports. The compliance report must contain the following information:

(1) Tune Ups. A compliance report must be submitted with the information in the below paragraphs:

(2)(i) Company and Facility name and address.

(iii) Date of report and beginning and ending dates of the reporting period.

(iv) The total operating time during the reporting period.

(v) Include the date of the most recent tune-up for each unit subject to only the requirement to conduct
an annual, biennial, or 5-year tune-up according to 863.7540(a)(10). Include the date of the most

recent burner inspection if it was not done annually and was delayed until the next scheduled or

unscheduled unit shutdown. [40 CFR 63.7550(c)]
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C.23. Compliance Reports — Submittal Procedures. You must submit all reports required by Table 9 of this

subpart electronically using CEDRI that is accessed through the EPA's Central Data Exchange (CDX)
(www.epa.gov/cdx). However, if the reporting form specific to this subpart is not available in CEDRI at

the time that the report is due the report you must submit the report to the Administrator at the appropriate

address listed in 863.13. At the discretion of the Administrator, you must also submit these reports, to the
Administrator in the format specified by the Administrator.

[40 CER 63.7550(h)(3)].

Other Applicable Requirements

C.24. Federal Rule Requirements -General Provisions. Table 10 to this subpart shows which parts of the
General Provisions in 40 CFR 63.1 through 63.15 are applicable.

[40 CFER 63.7565 and Table 10 to 40 CFR 63 subpart DDDDD
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The specific conditions in this section apply to the following emissions unit(s):

EU No. Brief Description

006 Description: No.1 Boiler is a 33.5 MMBtu/hr capacity boiler that generates
steam for process heat associated with the rendering and processing activities.

Fuels: This unit is authorized to fire natural gas, No. 2 fuel oil with a
maximum sulfur content of 0.05% by weight; on-specification used oil with a
maximum sulfur content of 0.5% by weight, No. 6 Fuel oil with a maximum
sulfur content of 1.5% by weight; Ultra Low Sulfur Diesel (ULSD) and
processed grease.

Stack Parameters: Exhaust gas exits at approximately 375 ‘F with a
volumetric flow rate of 9,735 acfm through a single stack that is approximately
2 feet in diameter and 31 feet above ground level.

007 Description: No.2 Boiler is a 33.5 MMBtu/hr capacity boiler that generates
steam for process heat associated with the rendering and processing activities.

Fuels: This unit is authorized to fire natural gas, No. 2 fuel oil with a
maximum sulfur content of 0.05% by weight; on-specification used oil with a
maximum sulfur content of 0.5% by weight, No. 6 Fuel oil with a maximum
sulfur content of 1.5% by weight; Ultra Low Sulfur Diesel (ULSD) and
processed.

Stack Parameters: Exhaust gas exits at approximately 350 'F with a
volumetric flow rate of 9,735 acfm through a single stack that is approximately
2 feet in diameter and 25 feet above ground level.

008 Description: No. 3 Boiler is a 32.7 MMBtu/hr capacity boiler that generates
steam for process heat associated with the rendering and processing activities.

Fuels: This unit is authorized to fire natural gas, No. 2 fuel oil with a
maximum sulfur content of 0.05% by weight; on-specification used oil with a
maximum sulfur content of 0.5% by weight, No. 6 Fuel oil with a maximum
sulfur content of 1.5% by weight; Ultra Low Sulfur Diesel (ULSD) and
processed grease.

Stack Parameters: Exhaust gas exits at approximately 355 'F with a
volumetric flow rate of 11,943 acfm through a single stack that is
approximately 2.6 feet in diameter and 38 feet above ground level.

D.1. 40 CFR 63 Subpart DDDDD Applicability. 40 CFR 63, Subpart DDDDD, National Emission Standards
for Hazardous Air Pollutants for Major Sources: Industrial, Commercial, and Institutional Boilers and
Process Heaters shall apply to these emissions units. Pursuant to 40 CFR 63.7499(u), these emissions
units are classified as existing units in the subcategory, as defined in 40 CFR 63.7575, designed to burn
light liguid fuel.

[40 CFR 63.7490(a)(1), 40 CER 63.7490(d), 40 CFR 63.7499(u)]
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D.2. Compliance Date: The owner or operator shall comply with the 40 CER 63, Subpart DDDDD no later
than January 31, 2016.

[40 CFR 63.7495(b)]

Emission Limitations and Standards

D.3. Emission Limits: Each emission limit Tables 2 and 11 of 40 CFR 63 subpart DDDDD that applies to
each boiler must be met for each boiler at the facility, except as provided under 40 CFR 63.7522

(Emissions Averaging). The emission limits in the below table are for the Light Liquid Fuel subcategory.

If the boilers are determined to be in a different subcategory, then limits in the correct subcategory of
Table 2 would apply.

R Alternativ tput B Emission
Limit*

0.0014 Ib/MMBtu of steam output

Pollutant Emissions Limit *

Hydrogen Chloride 0.0011 Ib/MMBLtu of heat input

Mercury 2.0E-06 Ib/MMBtu of heat input 2.5E-06 Ib/MMBtu of steam output
CO 130 ppm(v) on a dry basis corrected | 0.13 Ib/MMBtu of steam output; 3-run average

to 3% O,, 3-run average

Filterable PM (or Total

0.0079 Ib/MMBLtu of heat input; or

0.0096 Ib/MMBLtu of steam output; or (7.5 E-05

Selected Metals -

(6.2 E-05 Ib/MMBtu of heat input)

Ib/MMBtu of steam output

TSM)**

* _Emissions limits must be met at all times the boiler is operating, except during periods of startup and
shutdown, as defined in rule

** Total selected metals (TSM) means the sum of the following metallic hazardous air pollutants: arsenic,
beryllium, cadmium, chromium, lead, manganese, nickel and selenium.

TABLE11TO40CFER BPART DDDDD

Tox1c EQUIVAL ENCY FACTORS EOR DIOXINS/FURAN

Toxic equivalency factor
2,3,7,8-tetrachlorinated dibenzo-p-dioxin 1
1,2,3,7,8-pentachlorinated dibenzo-p-dioxin 1
1,2,3,4,7,8-hexachlorinated dibenzo-p-dioxin 0.1
1,2,3,7,8,9-hexachlorinated dibenzo-p-dioxin 0.1
1,2,3,6,7,8-hexachlorinated dibenzo-p-dioxin 0.1
1,2,3,4,6,7,8-heptachlorinated dibenzo-p-dioxin 0.01

0.0003
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Dioxin/furan congener Toxic equivalency factor
2,3,7,8-tetrachlorinated dibenzofuran 0.1
2,3,4,7,8-pentachlorinated dibenzofuran 0.3
1,2,3,7,8-pentachlorinated dibenzofuran 0.03
1,2,3,4,7,8-hexachlorinated dibenzofuran 0.1
1,2,3,6,7,8-hexachlorinated dibenzofuran 0.1
1,2,3,7,8,9-hexachlorinated dibenzofuran 0.1
2,3,4,6,7,8-hexachlorinated dibenzofuran 0.1
1,2,3,4,6,7,8-heptachlorinated dibenzofuran 0.01
1,2,3,4,7,8,9-heptachlorinated dibenzofuran 0.01
octachlorinated dibenzofuran 0.0003

[40 CFR 63.7500(a)(1) and Table 2 Items. 14. and 16. of 40 CFR 63 Subpart DDDDD]

D.4. Work Practice Standards. The applicable work practice standards of Table 3 to 40 CFR 63 Subpart
DDDDD must be met unless EPA has approved an alternative as provided in 40 CFR 63.6(g). Durin

startup and shutdown, only the work practice standards according to item 5 of Table 3 of 40 CFR 63

Subpart DDDDD must be followed.
a. Tune-Ups. This tune-up shall be conducted as a work practice for dioxins/furans.

i. Initial Tune-Ups. An initial tune-up of the boilers following the procedures described
in 40 CFR 63.7540(a)(10)(i) through (vi) must be completed no later than January 31,
2016, except as specified in Condition D.30.

ii. Subseguent Tune-Ups. Subsequent to the initial tune-up, performance tune-ups shall
be conducted on an annual basis according to 863.7540(a)(10). Each annual tune-up
specified in §63.7540(a)(10) must be no more than 13 months after the previous tune-
up. For units that are not operating at the time of their scheduled tune-up, a subsequent

tune-up must be completed by following the procedures described in
§63.7540(a)(10)(i) through (vi) and the schedule described in §63.7540(a)(13).

b. Energy Assessment. The one-time energy assessment specified in Table 3 to 40 CER 63 subpart

DDDDD must be performed by a gualified energy assessor by January 31, 2016, except

as specified in Condition D.30. An energy assessment completed on or after January 1,
2008, that meets or is amended to meet the energy assessment requirements in Table 3 of

40 CFR 63 subpart DDDDD, satisfies the energy assessment requirement. A facility that

operates under an energy management program compatible with ISO 50001 that includes
the affected units also satisfies the energy assessment requirement. The energy
assessment must include the following with the extent of the evaluation for items a. to e.
appropriate for the on-site technical hours listed in 40 CFR 63.7575:

A visual inspection of the boiler or process heater system.

An evaluation of operating characteristics of the boiler or process heater systems,
specifications of energy using systems, operating and maintenance procedures, and
unusual operating constraints.
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iii. An inventory of major energy use systems consuming energy from affected boilers and
process heaters and which are under the control of the boiler/process heater
owner/operator.

iv. A review of available architectural and engineering plans, facility operation and
maintenance procedures and logs, and fuel usage.

v. A review of the facility's energy management practices and provide recommendations for
improvements consistent with the definition of energy management practices, if
identified.

vi. A list of cost-effective energy conservation measures that are within the facility's control.

vii. A list of the energy savings potential of the energy conservation measures identified.
viii. A comprehensive report detailing the ways to improve efficiency, the cost of specific
improvements, benefits, and the time frame for recouping those investments.

c. Startup. All CMS must be operated during startup. For startup, one or a combination of the following
clean fuels must be used: natural gas, distillate oil, and ultra-low sulfur diesel. If owner or operator starts

firing heavy liquid fuel during startup, emissions must be vented to the main stack(s) and all of the
applicable control devices must be operated. Startup ends when steam or heat is supplied for any
purpose. All applicable emissions limits must be met at all times except for startup or shutdown periods
conforming with this work practice.

d. Data Collection, Recordkeeping, and Reports. Monitoring data must be collected during periods of
startup, as specified in 40 CFR 63.7535(b). Records must be kept during periods of startup. Reports

must be provided concerning activities and periods of startup, as specified in 40 CFR 63.7555.

Rules 40 CFER 63.7500(a)(1),(b), (f), 63.7510(e), 63.7515(d), 63.7515(q), 63.7530(h), Table 3 to 40 CFR
63 subpart DDDDD, 40 CFR 63.7540(d)]

D.5. Operating Limits. Each operating limit must be met in Table 4 to 40 CFR 63 subpart DDDDD that applies
to each boiler. If a control device or combination of control devices not covered in Table 4 is used, or if

the owner or operator wishes to establish and monitor an alternative operating limit or an alternative

monitoring parameter, he/she must apply to the EPA Administrator for approval of alternative monitoring
under 40 CFR 63.8(f).

a. Fuel Analysis. (if compliance is demonstrated through fuel analysis). The fuel type or fuel

mixture must be maintained such that the applicable emission rates calculated according to 40
CER 63.7530(c)(1), (2) and/or (3) are less than the applicable emission limits.

b. Performance Testing. (if compliance is demonstrated through performance testing). The

operating load of each unit must be maintained such that it does not exceed 110 percent of the

highest hourly average operating load recorded during the most recent performance test
according to 40 CFR 63.7520(c).

c. Oxygen analyzer system. For boilers subject to a CO emission limit that demonstrate
compliance with an O, analyzer system as specified in 40 CFR 63.7525(a), maintain the 30-

day rolling average oxygen content at or above the lowest hourly average oxygen
concentration measured during the most recent CO performance test, as specified in Table 8.

[40 CFR 63.7500(a)(2), Table 4, Items 7., 8., and 9. of 40 CFR 63 subpart DDDDD]
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D.6. The emissions units shall be in compliance with the emission limits, work practice standards, and

operating limits of 40 CFR 63 subpart DDDDD at all times the affected units are operating, except during

periods of startup and shutdown, during which time the emissions units must comply only with Table 3 to
40 CFR 63 subpart DDDDD.

[40 CFR 63.7500(f) and 63.7505(a)]

D.7. General Compliance Demonstration. Compliance with all applicable emission limits must be
demonstrated using performance stack testing, fuel analysis, or continuous monitoring systems (CMS),

including a continuous emission monitoring system (CEMS), continuous opacity monitoring system

(COMS), continuous parameter monitoring system (CPMS), or particulate matter continuous parameter
monitoring system (PM CPMS), where applicable.

Permitting Note: This facility does not have CEMS, COMS, CPMS, or PM CPMS installed.
[40 CFR 63.7505(c)]

D.8. Compliance Demonstration for TSM, Mercury and HCI — Fuel Analysis. Compliance may be
demonstrated with the emission limits (HCI, Mercury, or TSM) using fuel analyses if the emission rate
calculated according to 40 CFR 63.7530(c) is less than the applicable emission limit. (For gaseous fuels,
you may not use fuel analyses to comply with the TSM alternative standard or the HCI standard.)

Otherwise, compliance must be demonstrated for HCI, mercury, or TSM using performance testing.
[40 CFR 63.7505(c)]

D.9. Fuel Analysis Procedures. For liquid fuels, fuel analyses for chloride and mercury must be conducted
according to the procedures in paragraphs (b) through (e) of 40 CFR 63.7521 and Table 6 to 40 CFR 63

Subpart DDDDD, as applicable. Fuel analyses for TSM (if opting to comply with the TSM alternative
standard) must also be conducted for liquid fuels. For gaseous fuels, fuel analyses may not be used to

comply with the TSM alternative standard or the HCI standard. Fuel analyses are not required to be
conducted for fuels used for only startup, unit shutdown, and transient flame stability purposes. Fuel

analyses are required to be conducted only for fuels and units that are subject to emission limits for

mercury, HCI, or TSM in Tables 2 or 11 of 40 CFR 63 Subpart DDDDD. Gaseous and liquid fuels are
exempt from the sampling requirements in paragraphs (c) and (d) of 40 CFR 63.7521 and Table 6 of 40

CFR 63 Subpart DDDDD.

a. If fuel analyses are required to be conducted as specified in 40 CFR 63.7510, a site-specific fuel
monitoring plan must be developed. If using an alternative analytical method other than those
required by Table 6 of 40 CFR 63 Subpart DDDDD, submit the fuel analysis plan to the
Administrator for review and approval no later than 60 days before the date that the initial
compliance demonstration described in 40 CFR 63.7510 will be conducted.

1. The following information contained in paragraphs a.1.(i) through a.1.(vi) must be included
in the fuel analysis plan:

(i) The identification of all fuel types anticipated to be burned in each boiler or process
heater.

(i) For each anticipated fuel type, the notification of whether you or a fuel supplier will be
conducting the fuel analysis.
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(iii) For each anticipated fuel type, a detailed description of the sample location and specific

procedures to be used for collecting and preparing the composite samples if your
procedures are different from paragraph (c) or (d) of this section. Samples should be

collected at a location that most accurately represents the fuel type, where possible, at a
point prior to mixing with other dissimilar fuel types.

(iv) For each anticipated fuel type, the analytical methods from Table 6, with the expected

minimum detection levels, to be used for the measurement of chlorine or mercury.

(v)_If you request to use an alternative analytical method other than those required by Table 6

to this subpart, you must also include a detailed description of the methods and
procedures that you are proposing to use. Methods in Table 6 shall be used until the

reguested alternative is approved.

analysis, the fuel supplier must use the analytical methods required by Table 6 to this
subpart.

At a minimum, three composite fuel samples must be obtained according to the procedures in
paragraph (c)(1) or (2) of 40 CFR 63.7521, or the methods listed in Table 6 to this subpart, or

use an automated sampling mechanism that provides representative composite fuel samples for
each fuel type that includes both coarse and fine material.

Each composite sample must be prepared according to the procedures in paragraphs (d)(1)
through (7) of 40 CFR 63.7521.

The concentration of pollutants in the fuel (mercury and/or chlorine and/or TSM) must be
determined in units of pounds per million Btu of each composite sample according to the
procedures in Table 6 of 40 CFR 63 Subpart DDDDD, for use in Equations 7, 8, and 9 of 40
CFR 63 Subpart DDDDD.

If electing to demonstrate compliance with an applicable emission limit through fuel analysis,
fuel analyses must be conducted according to 40 CFR 63.7521 and the following procedures:

i.  If burning more than one fuel type, determine the fuel mixture that would result in the
maximum emission rates of the pollutants that compliance will be demonstrated through

fuel analysis.

ii. Determine the 90th percentile confidence level fuel pollutant concentration of the
composite samples analyzed for each fuel type using the one-sided t-statistic test
described in Equation 15 of this section.

P90 = mean + (SD x t) (Eg. 15)

Where:

P90 = 90th percentile confidence level pollutant concentration, in pounds per million
Btu.

mean = Arithmetic average of the fuel pollutant concentration in the fuel samples
analyzed according to 40 CFR 63.7521, in units of pounds per million Btu.
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SD = Standard deviation of the mean of pollutant concentration in the fuel samples

analyzed according to 40 CFR 63.7521, in units of pounds per million Btu. SD is
calculated as the sample standard deviation divided by the square root of the number of
samples.

degrees of freedom (number of samples minus one);as obtained from a t-Distribution
Critical VValue Table.

HCI. To demonstrate compliance with the applicable emission limit for HCI, the HCI

emission rate that is calculated for each boiler using Equation 16 of this section must not
exceed the applicable emission limit for HCI.

HCl=i(Ci90><Qi><1.028) (Egq. 16)

i=1

Where:

HCI = HCI emission rate from the boiler or process heater in units of pounds per million
Btu.

Ci90 = 90th percentile confidence level concentration of chlorine in fuel type, i, in units
of pounds per million Btu as calculated according to Equation 11 of this section.

Qi = Fraction of total heat input from fuel type, i, based on the fuel mixture that has the
highest content of chlorine. If you do not burn multiple fuel types, it is not necessary to
determine the value of this term. Insert a value of 1" for Qi.

n = Number of different fuel types burned in your boiler or process heater for the
mixture that has the highest content of chlorine.

1.028 = Molecular weight ratio of HCI to chlorine.
Mercury. To demonstrate compliance with the applicable emission limit for mercury,
the mercury emission rate calculated for the boilers using Equation 17 of this section
must not exceed the applicable emission limit for mercury.

Mercury = Z (Hgi90 x Qi) (Eg. 17)

i=1

Where:

Mercury = Mercury emission rate from the boiler or process heater in units of pounds
per million Btu.

Hgi90 = 90th percentile confidence level concentration of mercury in fuel, i, in units of
pounds per million Btu as calculated according to Equation 11 of this section.

Qi = Fraction of total heat input from fuel type, i, based on the fuel mixture that has the
highest mercury content. If you do not burn multiple fuel types, it is not necessary to
determine the value of this term. Insert a value of ““1” for Qi.

n = Number of different fuel types burned in your boiler or process heater for the
mixture that has the highest mercury content.
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TSM. To demonstrate compliance with the applicable emission limit for TSM (if

applicable), the TSM emission rate that is calculated for the boilers using Equation 18 of
this section must not exceed the applicable emission limit for TSM.

Metals= i(TSM90i x Qi) (Eg. 18)

i=1

Where:

Metals = TSM emission rate from the boiler or process heater in units of pounds per
million Btu.

TSMi90 = 90th percentile confidence level concentration of TSM in fuel, i, in units of
pounds per million Btu as calculated according to Equation 11 of this section.

Qi = Fraction of total heat input from fuel type, i, based on the fuel mixture that has the

highest TSM content. If you do not burn multiple fuel types, it is not necessary to
determine the value of this term. Insert a value of “1” for Qi.

n = Number of different fuel types burned in your boiler or process heater for the mixture

that has the highest TSM content.

f. The owner or operator must include with the Notification of Compliance Status a signed
certification that the energy assessment was completed according to Table 3 to 40 CFR 63

subpart DDDDD and is an accurate depiction of the facility at the time of the assessment.

g. The Notification of Compliance Status must be submitted containing the results of the initial
compliance demonstration according to the requirements in 40 CFR 63.7545(e).

[40 CFR 63.7521; 40 CFR 63.7530(c),(e).(f)]

D.10. Emissions Averaging.
(a) As an alternative to meeting the requirements of 40 CER 63.7500 for PM (or TSM), HCI, or mercury

on a boiler-specific basis, if there are more than one existing boiler in any subcategories located at the

facility, compliance may be demonstrated by emissions averaging, if the averaged emissions are not

more than 90 percent of the applicable emission limit, according to the below procedures. New
boilers or process heaters may not be included in an emissions average.

(b) For a group of two or more existing boilers in the same subcategory that each vent to a separate stack,

PM (or TSM), HCI, or mercury emissions may be averaged among existing units to demonstrate

compliance with the limits in Table 2 of 40 CFR 63 Subpart DDDDD as specified in paragraph (b)(1)

through (3) of this condition, if the requirements in paragraphs (c) through of this section are

satisfied.

(1) N/A - Units do not have a CEMS or PM CPMS.

(2) For mercury and HCI, averaging is allowed as follows:

(1) _N/A — units not designed to burn solid fuel.

(i) You may average among units in any of the liquid fuel subcategories.
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(iii) N/A - units not designed to burn gas 2 (other) fuels.

(iv) You may not average across the units designed to burn liquid, units designed to burn solid

fuel, and units designed to burn gas 2 (other) subcategories.

(3) For PM (or TSM), averaging is only allowed between units within each of the following
subcategories and you may not average across subcategories:

(i) N/A-Units designed to burn coal/solid fossil fuel.
(i) N/A-Stokers/sloped grate/other units designed to burn kiln dried biomass/bio-based solids.
(iii) N/A-Stokers/sloped grate/other units designed to burn wet biomass/bio-based solids.

iv) N/A-Fluidized bed units designed to burn biomass/bio-based solid.

(v) _ N/A-Suspension burners designed to burn biomass/bio-based solid.
(vi) N/A-Dutch ovens/pile burners designed to burn biomass/bio-based solid.
(vii) N/A-Fuel Cells designed to burn biomass/bio-based solid.

viii) N/A-Hybrid suspension/grate burners designed to burn wet biomass/bio-based solid.

(ix) N/A- Units designed to burn heavy liguid fuel.

(x)__ Units designed to burn light liquid fuel.

(xi) _N/A-Units designed to burn liguid fuel that are non-continental units.

(xii) N/A-Units designed to burn gas 2 (other) gases.

(c)_For each existing boiler in the averaging group, the emission rate achieved during the initial
compliance test for the HAP being averaged must not exceed the emission level that was being
achieved on January 31, 2013 or the control technology employed during the initial compliance test
must not be less effective for the HAP being averaged than the control technology employed on

January 31, 2013.

must not exceed 90 percent of the limits in Table 2 of 40 CFR 63 Subpart DDDDD at all times the
affected units are operating following the January 31, 2016 compliance date.

(e) Initial compliance must be demonstrated according to paragraph (e)(1) or (2) of this condition using

the maximum rated heat input capacity or maximum steam generation capacity of each unit and the
results of the initial performance tests or fuel analysis.
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(1) Equation 1a or 1b or 1c of this condition must be used to demonstrate that the PM (or TSM),

HCI, or mercury emissions from all existing units participating in the emissions averaging
option for that pollutant do not exceed the emission limits in Table 2 of 40 CFR 63 Subpart
DDDDD. Use Equation 1a if complying with the emission limits on a heat input basis, use

Equation 1b if complying with the emission limits on a steam generation (output) basis.

AveWeightedEmissions =11 3 [Erx Hm) = > Hm (Eg.1a)
i=1 1=l

Where:

AveWeightedEmissions = Average weighted emissions for PM (or TSM), HCI, or mercury,
in units of pounds per million Btu of heat input.

Er = Emission rate (as determined during the initial compliance demonstration) of PM (or

TSM), HCI, or mercury from unit, i, in units of pounds per million Btu of heat input.
Determine the emission rate for PM (or TSM), HCI, or mercury by performance testing

according to Table 5 to this subpart, or by fuel analysis for HCI or mercury or TSM using
the applicable equation in §63.7530(c).

Hm = Maximum rated heat input capacity of unit, i, in units of million Btu per hour.

n = Number of units participating in the emissions averaging option.

1.1 = Required discount factor.

AveWeightedEmissions =1.1x Y (Er = So) < So {Eq.1b)
iz

Where:

AveWeightedEmissions = Average weighted emissions for PM (or TSM), HCI, or mercury,
in units of pounds per million Btu of steam output.

Er = Emission rate (as determined during the initial compliance demonstration) of PM (or

TSM), HCI, or mercury from unit, i, in units of pounds per million Btu of steam output.
Determine the emission rate for PM (or TSM), HCI, or mercury by performance testing
according to Table 5 to this subpart, or by fuel analysis for HCI or mercury or TSM using
the applicable equation in §63.7530(c). If you are taking credit for energy conservation
measures from a unit according to §63.7533, use the adjusted emission level for that unit,

Eadj, determined according to §63.7533 for that unit.

So = Maximum steam output capacity of unit, i, in units of million Btu per hour, as defined
in 863.7575.

n = Number of units participating in the emissions averaging option.

1.1 = Required discount factor.
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(2) If not capable of determining the maximum rated heat input capacity of one or more boilers

that generate steam, Equation 2 of this condition may be used as an alternative to using
Equation 1a of this condition to demonstrate that the PM (or TSM), HCI, or mercury
emissions from all existing units participating in the emissions averaging option do not
exceed the emission limits for that pollutant in Table 2 of 40 CFR 63 Subpart DDDDD that
are in pounds per million Btu of heat input.

AveWeightadEmissions = 1,1 = Z (Er = Sm o= O} E {Sm = Ci) (Bqg. 2)
inl il

Where:

AveWeightedEmissions = Average weighted emission level for PM (or TSM), HCI, or
mercury, in units of pounds per million Btu of heat input.

Er = Emission rate (as determined during the most recent compliance demonstration) of PM

(or TSM), HCI, or mercury from unit, i, in units of pounds per million Btu of heat input.
Determine the emission rate for PM (or TSM), HCI, or mercury by performance testing
according to Table 5 to this subpart, or by fuel analysis for HCI or mercury or TSM using
the applicable equation in §63.7530(c).

Sm = Maximum steam generation capacity by unit, i, in units of pounds per hour.

Cfi = Conversion factor, calculated from the most recent compliance test, in units of million
Btu of heat input per pounds of steam generated for unit, i.

1.1 = Required discount factor.

(f)__ After the initial compliance demonstration described in paragraph () of this Condition, compliance
must be demonstrated on a monthly basis determined at the end of every month (12 times per year)
according to paragraphs (f)(1) through (3) of this condition. The first monthly period begins on the
compliance date specified in §63.7495 (January 31, 2016). If the affected source elects to collect
monthly data for up the 11 months preceding the first monthly period, these additional data points can
be used to compute the 12-month rolling average in paragraph (f)(3) of this condition.

(1) For each calendar month, Equation 3a or 3b of this condition must be used to calculate the
average weighted emission rate for that month. Use Equation 3a and the actual heat input for
the month for each existing unit participating in the emissions averaging option if complying
with emission limits on a heat input basis. Use Equation 3b and the actual steam generation
for the month if complying with the emission limits on a steam generation (output) basis.

AveWeightedEmissions=1.1x 3 (Erx Hb)+ ZH&! (Bg. 3al
=1

i=i

Where:

AveWeightedEmissions = Average weighted emission level for PM (or TSM), HCI, or

mercury, in units of pounds per million Btu of heat input, for that calendar month.
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Er = Emission rate (as determined during the most recent compliance demonstration) of PM
(or TSM), HCI, or mercury from unit, i, in units of pounds per million Btu of heat input.
Determine the emission rate for PM (or TSM), HCI, or mercury by performance testing
according to Table 5 to this subpart, or by fuel analysis for HCI or mercury or TSM

according to Table 6 to this subpart.

Hb = The heat input for that calendar month to unit, i, in units of million Btu.

n = Number of units participating in the emissions averaging option.

1.1 = Required discount factor.
AveWeightalEmissions=1.1 = Z{Er kS Sa}+ E 5o (Eg. 3b)
=1 i=l

Where:

AveWeightedEmissions = Average weighted emission level for PM (or TSM), HCI, or
mercury, in units of pounds per million Btu of steam output, for that calendar month.

Er = Emission rate (as determined during the most recent compliance demonstration) of PM
(or TSM), HCI, or mercury from unit, i, in units of pounds per million Btu of steam output.
Determine the emission rate for PM (or TSM), HCI, or mercury by performance testing
according to Table 5 to this subpart, or by fuel analysis for HCI or mercury or TSM
according to Table 6 to this subpart. If you are taking credit for energy conservation

measures from a unit according to §63.7533, use the adjusted emission level for that unit,
E.q;, determined according to §63.7533 for that unit.

So = The steam output for that calendar month from unit, i, in units of million Btu, as
defined in 863.7575.

n = Number of units participating in the emissions averaging option.
1.1 = Required discount factor.

(2) ___If not capable of monitoring heat input, you Equation 4 of this condition may be used as an
alternative to using Equation 3a of this condition to calculate the average weighted emission
rate using the actual steam generation from the boilers participating in the emissions

Ave WeightedEmissions =1.1= Z{Eﬂ w S x Off )+ Z{Sﬂ x Lf.ﬁ] {Eg. 4]

Where:

AveWeightedEmissions = average weighted emission level for PM (or TSM), HCI, or

mercury, in units of pounds per million Btu of heat input for that
calendar month.
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Er = Emission rate (as determined during the most recent compliance demonstration of PM

(or TSM), HCI, or mercury from unit, i, in units of pounds per million Btu of heat
input. Determine the emission rate for PM (or TSM), HCI, or mercury by performance
testing according to Table 5 to this subpart, or by fuel analysis for HCI or mercury or

TSM according to Table 6 to this subpart.
Sa = Actual steam generation for that calendar month by boiler, i, in units of pounds.
Cfi = Conversion factor, as calculated during the most recent compliance test, in units of

million Btu of heat input per pounds of steam generated for boiler, i.

1.1 = Required discount factor.

3 Until 12 monthly weighted average emission rates have been accumulated, calculate and
report only the average weighted emission rate determined under paragraph (f)(1) or (2) of
this condition for each calendar month. After 12 monthly weighted average emission rates

have been accumulated, for each subsequent calendar month, use Equation 5 of this section
to calculate the 12-month rolling average of the monthly weighted average emission rates

for the current calendar month and the previous 11 calendar months.

J'-.'mg:Z.F.'R:’{-IE (B, 5)

Where:

Eavg = 12-month rolling average emission rate, (pounds per million Btu heat input)

ERi = Monthly weighted average, for calendar month “i”” (pounds per million Btu heat input),

as calculated by paragraph (f)(1) or (2) of this section.

You must develop, and submit upon request to the applicable Administrator for review and approval

an implementation plan for emission averaging according to the following procedures and

requirements in paragraphs (g)(1) through (4) of this condition.

(1) The implementation plan must be submitted no later than 180 days before the date that the
facility intends to demonstrate compliance using the emission averaging option.

(2) _ The information contained in paragraphs (g)(2)(i) through (vii) of this condition must be

included in the implementation plan for all emission sources included in an emissions
average:

i The identification of all existing boilers and process heaters in the averaging grou
including for each either the applicable HAP emission level or the control technology

installed as of January 31, 2013 and the date on which you are reguesting emission
averaging to commence;

(i) The process parameter (heat input or steam generated) that will be monitored for each

averaging group;
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(iii)  The specific control technology or pollution prevention measure to be used for each

emission boiler in the averaging group and the date of its installation or application. If

the pollution prevention measure reduces or eliminates emissions from multiple
boilers, the owner or operator must identify each boiler;

(iv)  The test plan for the measurement of PM (or TSM), HCI, or mercury emissions in

accordance with the requirements in §63.7520;

(v)  The operating parameters to be monitored for each control system or device consistent

with §63.7500 and Table 4, and a description of how the operating limits will be

determined;

(vi) If an alternative operating parameter is requested to be monitored pursuant to
§63.7525, also include:

(A) A description of the parameter(s) to be monitored and an explanation of the

criteria used to select the parameter(s); and

(B) A description of the methods and procedures that will be used to demonstrate

that the parameter indicates proper operation of the control device; the
frequency and content of monitoring, reporting, and recordkeeping

requirements; and a demonstration, to the satisfaction of the Administrator, that
the proposed monitoring frequency is sufficient to represent control device
operating conditions; and

(vii) A demonstration that compliance with each of the applicable emission limit(s) will be
achieved under representative operating load conditions. Following each compliance
demonstration and until the next compliance demonstration, you must comply with the
operating limit for operating load conditions specified in Table 4 to this subpart.

3) The Administrator shall review and approve or disapprove the plan according to the
following criteria:

(i) Whether the content of the plan includes all of the information specified in paragraph

(9)(2) of this condition; and

(ii)  Whether the plan presents sufficient information to determine that compliance will be
achieved and maintained.

4)  The applicable Administrator shall not approve an emission averaging implementation plan
containing any of the following provisions:

(i) Any averaging between emissions of differing pollutants or between differing sources;

or
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(ii) __ The inclusion of any emission source other than an existing unit in the same
subcategories.

(h) For a group of two or more existing affected units, each of which vents through a single common

stack, PM (or TSM), HCI, or mercury emissions may be averaged to demonstrate compliance with the

limits for that pollutant in Table 2 to this subpart if the requirements in paragraph (i) or (j) of this
condition are satisfied.

(i) For a group of two or more existing units in the same subcategories, each of which vents through a

common emissions control system to a common stack, that does not receive emissions from units in

other subcategories or categories, such averaging group may be treated as a single existing unit for
purposes of 40 CFR 63 Subpart DDDDD and comply with the requirements of this subpart as if the

group were a single unit.

() For all other groups of units subject to the common stack requirements of paragraph (h) of this
condition, including situations where the exhaust of affected units are each individually controlled and

then sent to a common stack, the owner or operator may elect to:

(1) Conduct performance tests according to procedures specified in §63.7520 in the common
stack if affected units from other subcategories vent to the common stack. The emission
limits that the group must comply with are determined by the use of Equation 6 of this

section.

En=Y(ELixH)+Y Hi  (Bq. )
i=1 i=1

Where:

En = HAP emission limit, pounds per million British thermal units (Ib/MMBtu), parts per

million (ppm), or nanograms per dry standard cubic meter (ng/dscm).

ELi = Appropriate emission limit from Table 2 to this subpart for unit i, in units of
Ib/MMBtu, ppm or ng/dscm.

Hi = Heat input from unit i, MMBtu.

(2)  Conduct performance tests according to procedures specified in 863.7520 in the common
stack. If affected units and non-affected units vent to the common stack, the non-affected
units must be shut down or vented to a different stack during the performance test unless the
facility determines to demonstrate compliance with the non-affected units venting to the
stack; and

3 Meet the applicable operating limit specified in 863.7540 and Table 8 to this subpart for

each emissions control system (except that, if each unit venting to the common stack has an
applicable opacity operating limit, then a single continuous opacity monitoring system may

be located in the common stack instead of in each duct to the common stack).
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(k) The common stack of a group of two or more existing boilers in the same subcategories subject to

paragraph (h) of this condition may be treated as a separate stack for purposes of paragraph (b) of this

condition and included in an emissions averaging group subject to paragraph (b) of this condition.

[40 CFER 63.7522]

D.11. Using Efficiency Credits from Energy Assessment to Comply with Output Based Limits. If electing to

comply with the alternative equivalent output-based emission limits, instead of the heat input-based limits
listed in Table 2 of 40 CFR 63 Subpart DDDDD, and credit is desired for implementing energy

conservation measures identified in an energy assessment, compliance may be demonstrated using
efficiency credits according to the procedures in this condition. This compliance approach may be used for
an existing affected boiler for demonstrating initial compliance according to 40 CFR 63.7522(e) and for
demonstrating monthly compliance according to 40 CFR 63.7522(f). Owners or operators using this

compliance approach must establish an emissions benchmark, calculate and document the efficiency
credits, develop an Implementation Plan, comply with the general reporting requirements, and apply the
efficiency credit according to the procedures in the below paragraphs a.-e. of this condition. As part of each
compliance report submitted as required under 40 CFR 63.7550, include documentation that the energy

conservation measures implemented continue to generate the credit for use in demonstrating compliance
with the emission limits. Additional guidance from the Department of Energy on efficiency credits is

available at: http://www.epa.gov/ttn/atw/boiler/boilerpg.html.

a.  For each existing affected boiler for which you intend to apply emissions credits, establish a

benchmark from which emission reduction credits may be generated by determining the actual annual
fuel heat input to the affected boiler before initiation of an energy conservation activity to reduce
energy demand (i.e., fuel usage) according to paragraphs a.(1) through (4) of this condition. The

benchmark shall be expressed in trillion Btu per year heat input.

(1) _The benchmark from which efficiency credits may be generated shall be determined by using the

most representative, accurate, and reliable process available for the source. The benchmark shall
be established for a one-year period before the date that an energy demand reduction occurs,

unless it can be demonstrated that a different time period is more representative of historical
operations.

2) Determine the starting point from which to measure progress. Inventory all fuel purchased and

generated on-site (off-gases, residues) in physical units (MMBtu, million cubic feet, etc.).
(3) _Document all uses of energy from the affected boiler. Use the most recent data available.

4) Collect non-eneray related facility and operational data to normalize, if necessary, the

benchmark to current operations, such as building size, operating hours, etc. If possible, use
actual data that are current and timely rather than estimated data.

b. Efficiency credits can be generated if the energy conservation measures were implemented after
January 1, 2008 and if sufficient information is available to determine the appropriate value of credits.
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(1) _The following emission points cannot be used to generate efficiency credits:

()

Energy conservation measures implemented on or before January 1, 2008, unless the level

of energy demand reduction is increased after January 1, 2008, in which case credit will be
allowed only for change in demand reduction achieved after January 1, 2008.

(ii) Efficiency credits on shut-down boilers. Boilers that are shut down cannot be used to

generate credits unless the facility provides documentation linking the permanent shutdown
to energy conservation measures identified in the energy assessment. In this case, the bench

established for the affected boiler to which the credits from the shutdown will be applied
must be revised to include the benchmark established for the shutdown boiler.

(2) _For all points included in calculating emissions credits, the owner or operator shall:

(i) Calculate annual credits for all energy demand points. Use Equation 19 to calculate credits.

Energy conservation measures that meet the criteria of paragraph b.(1) of this condition
shall not be included, except as specified in paragraph b.(1)(i) of this condition.

(3)_ Credits are generated by the difference between the benchmark that is established for each
affected boiler, and the actual energy demand reductions from energy conservation measures

implemented after January 1, 2008. Credits shall be calculated using Equation 19 of this section
as follows:

()

The overall equation for calculating credits is:

=, )
ECredits = lFFSi +EL . (2. 13)

Where:

ECredits = Energy Input Savings for all energy conservation measures implemented for an
affected boiler, expressed as a decimal fraction of the baseline energy input.

m

ISi.ctia = Energy Input Savings for each energy conservation measure, i, implemented for
an affected boiler, million Btu per year.

Elpaseline = Energy Input baseline for the affected boiler, million Btu per year.

n = Number of energy conservation measures included in the efficiency credit for the
affected boiler.

(i) [Reserved]
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c. _The owner or operator shall develop, and submit for approval upon request by the Administrator, an
Implementation Plan containing all of the information required in this paragraph for all boilers to be
included in an efficiency credit approach. The Implementation Plan shall identify all existing affected
boilers to be included in applying the efficiency credits. The Implementation Plan shall include a
description of the energy conservation measures implemented and the energy savings generated from

each measure and an explanation of the criteria used for determining that savings. If requested, you
must submit the implementation plan for efficiency credits to the Administrator for review and

approval no later than 180 days before the date on which the facility intends to demonstrate
compliance using the efficiency credit approach.

d. The emissions rate as calculated using Equation 20 of this section from each existing boiler
participating in the efficiency credit option must be in compliance with the limits in Table 2 to this

subpart at all times the affected unit is operating, following the compliance date specified in §63.7495.

e. You must use Equation 20 of this section to demonstrate initial compliance by demonstrating that the

emissions from the affected boiler participating in the efficiency credit compliance approach do not
exceed the emission limits in Table 2 of 40 CFR 63 Subpart DDDDD.

E.=E w(l-ECredits ) (Bg. 20)

Where:

E.q = Emission level adjusted by applying the efficiency credits earned, Ib per million Btu steam
output (or Ib per MWAh) for the affected boiler.

E,, = Emissions measured during the performance test, Ib per million Btu steam output (or Ib per
MWh) for the affected boiler.

ECredits = Efficiency credits from Equation 19 for the affected boiler.

f.__ As part of each compliance report submitted as required under 863.7550, you must include
documentation that the energy conservation measures implemented continue to generate the credit for

use in demonstrating compliance with the emission limits.
[40 CFR 63.7533]

Excess Emissions

Rule 62-210.700 (Excess Emissions), F.A.C. cannot vary any requirement of an NSPS, NESHAP or Acid Rain
program provision.

D.12. Excess Emissions Allowed. Excess emissions resulting from startup, shutdown or malfunction shall be

permitted provided that best operational practices to minimize emissions are adhered to and the duration of
excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless

specifically authorized by the Department for longer duration.
[Rule 62-210.700(1), F.A.C]
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D.13. Excess Emissions Prohibited. Excess emissions which are caused entirely or in part by poor maintenance,

poor operation, or any other equipment or process failure which may reasonably be prevented during
startup, shutdown or malfunction shall be prohibited.

[Rule 62-210.700(4), F.A.C.]

D.14. Affirmative Defense for Violation of Emission Standards During Malfunction. In response to an action to
enforce the standards set forth in §63.7500 you may assert an affirmative defense to a claim for civil

penalties for violations of such standards that are caused by malfunction, as defined at 863.2. Appropriate
penalties may be assessed if you fail to meet your burden of proving all of the requirements in the

affirmative defense. The affirmative defense shall not be available for claims for injunctive relief.
(a) Assertion of affirmative defense. To establish the affirmative defense in any action to enforce such a

standard, you must timely meet the reporting requirements in paragraph (b) of this section, and must
prove by a preponderance of evidence that:

(1) The violation:

(1) Was caused by a sudden, infrequent, and unavoidable failure of air pollution control
equipment, process equipment, or a process to operate in a normal or usual manner; and

(ii) Could not have been prevented through careful planning, proper design, or better operation
and maintenance practices; and

(iii) Did not stem from any activity or event that could have been foreseen and avoided, or

planned for; and

(iv) Was not part of a recurring pattern indicative of inadequate design, operation, or
maintenance; and

(2) Repairs were made as expeditiously as possible when a violation occurred; and

(3) The frequency, amount, and duration of the violation (including any bypass) were minimized to
the maximum extent practicable; and

(4) If the violation resulted from a bypass of control equipment or a process, then the bypass was
unavoidable to prevent loss of life, personal injury, or severe property damage; and

5) All possible steps were taken to minimize the impact of the violation on ambient air quality, the
environment, and human health; and

(6) All emissions monitoring and control systems were kept in operation if at all possible, consistent
with safety and good air pollution control practices; and

(7) All of the actions in response to the violation were documented by properly signed,
contemporaneous operating logs; and
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(8) At all times, the affected source was operated in @ manner consistent with good practices for
minimizing emissions; and

(9) A written root cause analysis has been prepared, the purpose of which is to determine, correct,

and eliminate the primary causes of the malfunction and the violation resulting from the
malfunction event at issue. The analysis shall also specify, using best monitoring methods and

engineering judgment, the amount of any emissions that were the result of the malfunction.

(b) Report. The owner or operator seeking to assert an affirmative defense shall submit a written report to
the Administrator with all necessary supporting documentation, that it has met the requirements set
forth in 863.7500 of this section. This affirmative defense report shall be included in the first periodic
compliance, deviation report or excess emission report otherwise required after the initial occurrence
of the violation of the relevant standard (which may be the end of any applicable averaging period). If

such compliance, deviation report or excess emission report is due less than 45 days after the initial
occurrence of the violation, the affirmative defense report may be included in the second compliance,

deviation report or excess emission report due after the initial occurrence of the violation of the
relevant standard.

[40 CER 63.7501]

Monitoring of Operations

D.15. Continuous Compliance. The owner or operator must monitor and collect data according to 40 CFR
63.7535 and the site-specific monitoring plan required by 40 CFR 63.7505(d).

a. The monitoring system must be operated and data collected at all required intervals at all times that

each boiler is operating and compliance is required, except for periods of monitoring system
malfunctions or out of control periods (see 40 CFR 63.8(c)(7) of Part 63), and required monitoring
system quality assurance or control activities, including, as applicable, calibration checks, required
zero and span adjustments, and scheduled CMS maintenance as defined in the site-specific

monitoring plan. A monitoring system malfunction is any sudden, infrequent, not reasonably
preventable failure of the monitoring system to provide valid data. Monitoring system failures that

are caused in part by poor maintenance or careless operation are not malfunctions. Monitoring

system repairs are required to be completed in response to monitoring system malfunctions or out-of-
control periods and the monitoring system returned to operation as expeditiously as practicable.

b. The owner or operator may not use data recorded during monitoring system malfunctions or out-of-

control periods, repairs associated with monitoring system malfunctions or out-of-control periods, or
required monitoring system quality assurance or control activities in data averages and calculations
used to report emissions or operating levels. Owner or operator must record and make available upon
request results of CMS performance audits and dates and duration of periods when the CMS is out of
control to completion of the corrective actions necessary to return the CMS to operation consistent
with the site-specific monitoring plan. All the data collected during all other periods must be used in

assessing compliance and the operation of the control device and associated control system.
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Except for periods of monitoring system malfunctions, repairs associated with monitoring system
malfunctions, and required monitoring system guality assurance or guality control activities
(including, as applicable, system accuracy audits, calibration checks, and required zero and span
adjustments), failure to collect required data is a deviation of the monitoring requirements. In

calculating monitoring results, do not use any data collected during periods when the monitoring
system is out of control as specified in the site-specific monitoring plan, while conducting repairs

associated with periods when the monitoring system is out of control, or while conducting required
monitoring system guality assurance or quality control activities. Monitoring results must be
calculated using all other monitoring data collected while the process is operating. All periods when
the monitoring system is out of control must be reported in the annual report.

[40 CFR 63.7535]

D.16. Site-Specific Monitoring Plan. If compliance with any applicable emission limit is demonstrated through
performance testing and subsequent compliance with operating limits (including the use of CPMS), or with

a CEMS, or COMS, a site-specific monitoring plan must be developed according to the following

requirements for the use of any CEMS, COMS, or CPMS. This requirement also applies if the EPA
Administrator is petitioned for alternative monitoring parameters under 40 CFR 63.8(f).

a.

b.

For each CMS required, (including CEMS, COMS, or CPMS), a site-specific monitoring plan must
be developed and submitted to the Administrator for approval upon request that addresses design,
data collection, and the guality assurance and quality control elements outlined in 40 CFR 63.8(d) and
the elements described below. This site-specific monitoring plan must be submitted, if requested, at
least 60 days before the initial performance evaluation of the CMS. This requirement to develop and
submit a site specific monitoring plan does not apply to affected sources with existing CEMS or

COMS operated according to the performance specifications under appendix B to part 60 of this
chapter and that meet the requirements of 40 CFR 63.7525. Using the process described in 40 CFR

63.8(f)(4), alternative monitoring system quality assurance and quality control procedures in place of

those specified in this paragraph may be requested and, if approved, the alternatives must be included
in the site-specific monitoring plan.

i. Installation of the CMS sampling probe or other interface at a measurement location relative to

each affected process unit such that the measurement is representative of control of the exhaust
emissions (e.g., on or downstream of the last control device);

ii. Performance and equipment specifications for the sample interface, the pollutant concentration or
parametric signal analyzer, and the data collection and reduction systems; and

iii. Performance evaluation procedures and acceptance criteria (e.g., calibrations, accuracy audits,
analytical drift).

The following must also be addressed in the site-specific monitoring plan:

i. Ongoing operation and maintenance procedures in accordance with the general requirements of
40 CFR 63.8(c)(1)(ii), (c)(3), and (c)(4)(ii);

ii. Ongoing data guality assurance procedures in accordance with the general requirements of 40
CFR 63.8(d); and

iii. Ongoing recordkeeping and reporting procedures in accordance with the general requirements of
40 CFR 63.10(c) (as applicable in Table 10 to 40 CFR 63 subpart DDDDD), (e)(1), and (e)(2)(i).
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c. A performance evaluation of each CMS must be conducted in accordance with the site-specific
monitoring plan.

d. The CMS must be operated and maintained in continuous operation according to the site-specific
monitoring plan.

[40 CFR 63.7505(d)]

D.17. CO Requirements. An oxygen analyzer system, as defined in 40 CFR 63.7575, must be installed,
operated, and maintained or a continuous emission monitoring systems for CO and oxygen must be
installed, certified, operated and maintained according to the procedures in paragraphs (a)(1) through (7) of
40 CFR 63.7525.

Permitting Note: The facility has elected the oxygen analyzer system.
[40 CFR 63.7525(a)]

D.18. CMS requirements. If an operating limit requires the use of a CMS other than a PM CPMS or COMS,

each CMS must be installed, operated, and maintained according to the following procedures by January
31, 2016:

a. The CPMS must complete a minimum of one cycle of operation every 15-minutes. The owner or

operator must have a minimum of four successive cycles of operation, one representing each of the
four 15-minute periods in an hour, to have a valid hour of data.

b. The monitoring system must be operated as specified in 40 CFR 63.7535(b), and must comply with

the data calculation requirements specified in 40 CFR 63.7535(c).

c. Any 15-minute period for which the monitoring system is out-of-control and data are not available for
a required calculation constitutes a deviation from the monitoring requirements. Other situations that

constitute a monitoring deviation are specified in 40 CFR 63.7535(d).

d. The 30-day rolling average of all recorded readings must be determined, except as provided in 40
CFR 63.7535(c).

e. The results of each inspection, calibration, and validation check must be recorded.

[40 CFR 63.7525(d)]

D.19. Minimize Emissions. At all times, any affected source (as defined in 40 CER 63.7490), including

associated air pollution control equipment and monitoring equipment, must be operated and maintained in
a manner consistent with safety and good air pollution control practices for minimizing emissions.
Determination of whether such operation and maintenance procedures are being used will be based on
information available to the Administrator that may include, but is not limited to, monitoring results,
review of operation and maintenance procedures, review of operation and maintenance records, and
inspection of the source.

[40 CFR 63.7500(a)(3)]
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Test Methods and Procedures

Permitting Note: The attached Table 2, Summary of Compliance Reguirements, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this permit.

D.20. Test Methods. (if required) Tests shall be performed in accordance with the following reference methods.

(also see Table 5 of 40 CFR 63 subpart DDDDD) and the requirements of Condition D.21.:

Method | Description of Method and Comments
1-4 Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content

50r17 [Method for Determining Particulate Matter Emissions (All PM is assumed to be PM;o.)
or (in-stack filtration method)

Collect a minimum of 3 dscm per run.

Determination of Carbon Monoxide Emissions from Stationary Sources {Note: The

method shall be based on a continuous sampling train.}
1 hr minimum sampling time.
Determination of Sulfur Dioxide Removal Efficiency and Particulate Matter, Sulfur

Dioxide, and Nitrogen Oxides Emission Rates (Optional F-factor method may be used to
determine flow rate and gas analysis to calculate mass emissions in lieu of Methods 1-4.)

1S

s

26 or 26A | Determination of Hydrogen Chloride Emissions or Determination of Hydrogen Halide
and Halogen Emissions From Stationary Sources

For M26A, collect a minimum of 2 dscm per run; for M26, collect a minimum of 240
liters per run.

29 or 30A | Determination of metals emissions or Determination of Total \VVapor Phase Mercury

or 30B Emissions (Instrumental Analyzer Procedure) From Stationary Sources

For M29, collect a minimum of 3 dscm per run; for M30A or M30B collect a minimum
sample as specified in the method, for ASTM D6784 (incorporated by reference, see
§63.14) collect a minimum of 2 dscm.

The above methods are described in 40 CER 60, Appendix A, and adopted by reference in Rule 62-
204.800, F.A.C. No other methods may be used unless prior written approval is received from the

Department.
[Table 2 Items 14. and 16. of 40 CFR 63 Subpart DDDDD]

D.21. Performance Test Procedures. All performance tests shall be conducted according to §63.7(c), (d), (f), and
h). A site-specific stack test plan shall be developed according to the requirements in §63.7(c). All
performance tests shall be conducted under such conditions as the Administrator specifies based on the
representative performance of each boiler for the period being tested. Upon request, such records as may

be necessary to determine the conditions of the performance tests shall be made available to the
Administrator.

a. Each performance test shall be conducted according to the requirements in Table 5 of 40 CFR 63
Subpart DDDDD.
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b. Each performance test shall be conducted under the specific conditions listed in Tables 5 and 7 of 40

CFR 63 Subpart DDDDD. Performance tests shall be conducted at representative operating load
conditions while burning the type of fuel or mixture of fuels that has the highest content of chlorine and
mercury, and TSM if opting to comply with the TSM alternative standard and shall demonstrate initial
compliance and establish operating limits based on these performance tests. These requirements could

result in the need to conduct more than one performance test. Following each performance test and until
the next performance test, you must comply with the operating limit for operating load conditions

specified in Table 4 of 40 CFR 63 Subpart DDDDD.

¢. A minimum of three separate test runs shall be conducted for each performance test required in 40 CFR
63.7520, as specified in §63.7(e)(3). Each test run must comply with the minimum applicable samplin
times or volumes specified in Tables 2 or 11 of 40 CFR 63 Subpart DDDDD.

d. To determine compliance with the emission limits, the F-Factor methodology and equations in sections
12.2 and 12.3 of EPA Method 19 at 40 CFR part 60, appendix A-7 of this chapter shall be used to
convert the measured particulate matter (PM) concentrations, the measured HCI concentrations, the

measured mercury concentrations, and the measured TSM concentrations that result from the
performance test to pounds per million Btu heat input emission rates.

e. Except for a 30-day rolling average based on CEMS (or sorbent trap monitoring system) data, if
measurement results for any pollutant are reported as below the method detection level (e.qg., laboratory
analytical results for one or more sample components are below the method defined analytical detection
level), the method detection level shall be used as the measured emissions level for that pollutant in
calculating compliance. The measured result for a multiple component analysis (e.g., analytical values
for multiple Method 29 fractions both for individual HAP metals and for total HAP metals) may include

a combination of method detection level data and analytical data reported above the method detection
level.

[40 CER 63.7520]

D.22. Demonstration of Compliance -Performance Testing. If compliance is demonstrated through performance
testing, each applicable site-specific operating limit in Table 4 of 40 CFR 63 Subpart DDDDD shall be

established according to the requirements in 863.7520, Table 7 of 40 CER 63 Subpart DDDDD, and

aragraph (4) of this condition, as applicable. Fuel analyses must also be conducted according to §63.7521
and maximum fuel pollutant input levels established according to paragraphs (1) through (3) of this
condition, as applicable, and as specified in §63.7510(a)(2).

(Note that §63.7510(a)(2) exempts certain fuels from the fuel analysis requirements.)

However, if fuel(s) are switched and it cannot be shows that the new fuel(s) does (do) not increase the
chlorine, mercury, or TSM input into the unit through the results of fuel analysis, then the performance test

must be repeated to demonstrate compliance while burning the new fuel(s).

(1) The maximum chlorine fuel input (Clinput) must be established during the initial fuel analysis
according to the procedures in paragraphs (1)(i) through (iii) of this condition.

(i) The fuel type or fuel mixture that could be burned in the boiler that has the highest content of
chlorine must be determined.
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(i1) During the fuel analysis for hydrogen chloride, the fraction of the total heat input for each fuel

type burned (Qi) based on the fuel mixture that has the highest content of chlorine, and the
average chlorine concentration of each fuel type burned (Ci) must be determined.

A maximum chlorine input level using Equation 7 of this condition must be established.

Clingut = E ([Ci=Qi) (Rg. 7)

Where:

Clinput = Maximum amount of chlorine entering the boiler or process heater through fuels
burned in units of pounds per million Btu.

Ci = Arithmetic average concentration of chlorine in fuel type, i, analyzed according to

§63.7521, in units of pounds per million Btu.

Qi = Fraction of total heat input from fuel type, i, based on the fuel mixture that has the highest

content of chlorine. If you do not burn multiple fuel types during the performance testing, it is

not necessary to determine the value of this term. Insert a value of “1” for Qi.

n = Number of different fuel types burned in your boiler or process heater for the mixture that
has the highest content of chlorine.

(2)  The maximum mercury fuel input level (Mercuryinput) during the initial fuel analysis using the
procedures in paragraphs (2)(i) through (iii) of this condition must be established.

(1) The fuel type or fuel mixture that could be burned in the boiler that has the highest content of
mercury must be determined.

(ii)  During the compliance demonstration for mercury, the fraction of total heat input for each fuel
burned (Qi) based on the fuel mixture that has the highest content of mercury, and the average

mercury concentration of each fuel type burned (HGi) must be determined.
(iii) A maximum mercury input level using Equation 8 of this condition must be established.

Mevrcurvingmt = E{.H{.Fi)( IE"JJ (Bg. 8)

Where:

Mercuryinput = Maximum amount of mercury entering the boiler or process heater through

fuels burned in units of pounds per million Btu.

HGi = Arithmetic average concentration of mercury in fuel type, i, analyzed according to

863.7521, in units of pounds per million Btu.
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Qi = Fraction of total heat input from fuel type, i, based on the fuel mixture that has the highest
mercury content. If you do not burn multiple fuel types during the performance test, it is not

necessary to determine the value of this term. Insert a value of “1” for Qi.

n = Number of different fuel types burned in your boiler or process heater for the mixture that
has the highest content of mercury.

(3) If opted to comply with the alternative TSM limit, the maximum TSM fuel input (TSMinput) for

liquid fuels must be established during the initial fuel analysis according to the procedures in

paragraphs (3)(i) through (iii) of this condition.

(1)

The fuel type or fuel mixture that you could burn in the boiler that has the highest content of

TSM must be determined.

(i) During the fuel analysis for TSM, the fraction of the total heat input for each fuel type burned

(iii)

(Qi) based on the fuel mixture that has the highest content of TSM, and the average TSM

concentration of each fuel type burned (TSMi) must be determined.

You must establish a maximum TSM input level using Equation 9 of this condition.

TSMinput = i[?‘fp‘.ﬁ*ﬁx Qr‘] [Bg. 9]

Where:

TSMinput = Maximum amount of TSM entering the boiler or process heater through fuels
burned in units of pounds per million Btu.

TSMi = Arithmetic average concentration of TSM in fuel type, i, analyzed according to
§63.7521, in units of pounds per million Btu.

Qi = Fraction of total heat input from fuel type, i, based on the fuel mixture that has the

highest content of TSM. If you do not burn multiple fuel types during the performance
testing, it is not necessary to determine the value of this term. Insert a value of “1” for Qi.

n = Number of different fuel types burned in your boiler or process heater for the mixture that
has the highest content of TSM.

(4) Parameter operating limits must be established according to paragraphs (4)(i) through (ix) of this

condition.

()

N/A - for a wet acid gas scrubber.

(if)

N/A - for any particulate control device (e.q., ESP, particulate wet scrubber, fabric filter) for

which you use a PM CPMS.

(iii) N/A- for an electrostatic precipitator (ESP) operated with a wet scrubber.
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(iv)  N/A - for a dry scrubber.

(v)  N/A-for activated carbon injection.

(vi) N/A- for boilers with fabric filters that demonstrate continuous compliance through bag leak
detection systems.

(vii) For a minimum oxygen level, if you conduct multiple performance tests, you must set the

minimum oxygen level at the lower of the minimum values established during the
performance tests.

(viii) N/A - for boilers or process heaters that demonstrate continuous compliance with the HCI
emission limit using a SO, CEMS.

[40 CFR 63.7530(b)]

D.23. Common Testing Requirements. Unless otherwise specified, tests shall be conducted in accordance with
the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this

permit.
[Rule 62-297.310, F.A.C.]

Initial Compliance Demonstrations

D.24. Initial compliance with each applicable emissions limit must be demonstrated by conducting initial
performance tests and fuel analyses and establishing operating limits, as applicable, according to 40 CFR
63.7520, paragraphs (b) and (c) of 40 CFR 63.7530, and Tables 5 and 7 of 40 CFR 63 subpart DDDDD. If
applicable, CMS (including CEMS, COMS, and CPMS) must be installed, operated, and maintained
according to 40 CFR 63.7525.

[40 CFR 63.7530(a)]

D.25. Initial Compliance Demonstration through Performance Tests. For each boiler that demonstrates

compliance with any of the applicable emission limits in Table 2 or 11 of 40 CFR 63 Subpart DDDDD
through performance testing, the initial compliance requirements include all of the following:

(1) Conduct performance tests according to §63.7520 and Table 5 to this subpart.

(2) Conduct a fuel analysis for each type of fuel burned in your boiler or process heater according to
863.7521 and Table 6 to this subpart, except as specified in paragraphs (2)(i) through (iii) of this

condition.

(i) For each boiler that burns a single type of fuel, a fuel analysis is not required to be conducted for
each type of fuel burned in your boiler or process heater according to §63.7521 and Table 6 of 40
CFR 63 Subpart DDDDD. For purposes of 40 CFR 63 Subpart DDDDD, units that use a

supplemental fuel only for startup, unit shutdown, and transient flame stability purposes still
ualify as units that burn a single type of fuel, and the supplemental fuel is not subject to the fuel

analysis requirements under 863.7521 and Table 6 of 40 CFR 63 Subpart DDDDD.
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(i1) When natural gas is co-fired with other fuels, a fuel analysis is not required to be conducted of
those fuels according to §63.7521 and Table 6 of 40 CER 63 Subpart DDDDD.

(iii) A chlorine fuel analysis is not required to be conducted for any gaseous fuels. A fuel analysis for

mercury is required to be conducted on gaseous fuels unless the fuel is exempted in paragraphs
(2)(i) and (ii) of this condition.

(3) Establish operating limits according to §63.7530 and Table 7 of 40 CFR 63 Subpart DDDDD.

(4) Conduct CMS performance evaluations according to §63.7525.

[40 CFR 63.7510(a)]

D.26. Initial Compliance Demonstration for HCI, Mercury, or TSM through Fuel Analysis. For each boiler that
it is elected to demonstrate compliance with the applicable emission limits in Tables 2 or 11 of 40 CFR 63
Subpart DDDDD for HCI, mercury, or TSM through fuel analysis, the initial compliance requirement is to
conduct a fuel analysis for each type of fuel burned in the boilers according to 40 CFR 63.7521 and Table
6 to 40 CFR 63 Subpart DDDDD; and establish operating limits according to 40 CFR 63.7530 and Table 8
to 40 CFR 63 Subpart DDDDD.

The fuels described in paragraph (2)(i) and (ii) of Condition D.25. are exempt from these fuel analysis and
operating limit requirements. The fuels described in paragraph (2)(ii) of Condition D.25. are exempt from
the chloride fuel analysis and operating limit requirements.

Boilers that use a CEMS for mercury or HCI are exempt from the performance testing and operating limit
requirements for the HAP for which CEMS are used.

[40 CFR 63.7510(b)]

D.27. Initial Compliance Demonstration — CO performance tests. If the boiler is subject to a carbon monoxide
(CO) limit, the initial compliance demonstration for CO is to conduct a performance test for CO according

to Table 5 of 40 CFR 63 Subpart DDDDD or conduct a performance evaluation of your continuous CO
monitor, if applicable, according to §63.7525(a).

[40 CFR 63.7510(c)]

D.28. Initial Compliance Demonstration — PM performance tests. If the boiler is subject to a PM limit, the initial
compliance demonstration for PM is to conduct a performance test in accordance with 863.7520 and Table
5 of 40 CFR 63 Subpart DDDDD.

[40 CFR 63.7510(d)]
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D.29. Initial Compliance Demonstration. The initial compliance demonstration, as specified in Conditions D.25.

through D. 28.must be completed no later than 180 days after the compliance date (January 31, 2016)
according to the applicable provisions in 40 CFR 63.7(a)(2) as cited in Table 10 of 40 CFR 63 Subpart
DDDDD, except as specified Condition D.30.

[40 CFR 63.7510(e)]

D.30. Initial Compliance Demonstration. For existing affected sources (as defined in §63.7490) that have not
operated between the effective date of the rule and the compliance date that is specified for the source in
863.7495, the initial compliance demonstration must be completed, if subject to the emission limits in
Table 2 of 40 CFR 63 Subpart DDDDD, as specified in paragraphs (a) through (d) of §63.7510

[Conditions D.25.- D.28.], no later than 180 days after the re-start of the affected source and according to
the applicable provisions in §63.7(a)(2) as cited in Table 10 of 40 CFR 63 Subpart DDDDD.

An initial tune-up must be completed by following the procedures described in 863.7540(a)(10)(i) through

(vi) no later than 30 days after the re-start of the affected source and, if applicable, complete the one-time

energy assessment specified in Table 3 of 40 CFR 63 Subpart DDDDD, no later than the compliance date
specified in §63.7495.

[40 CFR 63.7510(j)]

n mpliance Demonstration

D.31. Subsequent Compliance Demonstration — Performance Tests. All applicable performance tests must be
conducted according to §63.7520 on an annual basis, except as specified in Conditions D.31. through
D.35. Annual performance tests must be completed no more than 13 months after the previous
performance test, except as specified in Conditions D.31. through D.35.

a._If your performance tests for a given pollutant for at least 2 consecutive years show that emissions are
at or below 75 percent of the emission limit (or, in limited instances as specified in Tables 2 or 11 of
40 CFR 63 Subpart DDDDD, at or below the emission limit) for the pollutant, and if there are no
changes in the operation of the individual boiler or air pollution control equipment that could increase
emissions, you may choose to conduct performance tests for the pollutant every third year. Each such

performance test must be conducted no more than 37 months after the previous performance test.

If elected to demonstrate compliance using emission averaging under 863.7522, performance tests
must continue to be conducted annually. The requirement to test at maximum chloride input level is
waived unless the stack test is conducted for HCI. The requirement to test at maximum mercury input
level is waived unless the stack test is conducted for mercury. The requirement to test at maximum

TSM input level is waived unless the stack test is conducted for TSM.
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b. If a performance test shows emissions exceeded the emission limit or 75 percent of the emission limit

(as specified in Tables 2 or 11 of 40 CFR 63 Subpart DDDDD) for a pollutant, you must conduct

annual performance tests for that pollutant until all performance tests over a consecutive 2-year period
meet the required level (at or below 75 percent of the emission limit, as specified in Tables 2 or 11 of

40 CFR 63 Subpart DDDDD).
40 CFR 63.7515(a), (b), (c
D.32. Subsequent Compliance Demonstration — Tune Ups. Annual performance tune-up according to
863.7540(a)(10) is required. Each annual tune-up must be no more than 13 months after the previous tune-
up.
[40 CFR 63.7515(d)]

D.33. Subsequent Compliance Requirement- Fuel Analysis. A fuel analysis for each type of fuel burned in the

boilers must be conducted according to 40 CFR 63.7521 monthly. The owner or operator may comply with
this monthly requirement by completing the fuel analysis any time within the calendar month as long as
the analysis is separated from the previous analysis by at least 14 calendar days.

If a new type of fuel is burned, a fuel analysis must be conducted before burning the new type of fuel in
each boiler. All applicable continuous compliance requirements in 863.7540 still must be met. If each of

12 consecutive monthly fuel analyses demonstrates 75 percent or less of the compliance level, the fuel
analysis frequency may be decreased to quarterly for that fuel. If any quarterly sample exceeds 75 percent
of the compliance level or a new type of fuel is beginning to be burned, the owner or operator must return

to monthly monitoring for that fuel, until 12 months of fuel analyses are again less than 75 percent of the
compliance level.

[40 CFR 63.7515(e)]

D.34. Subsequent Compliance Demonstration — Restart of Boiler. For affected sources (as defined in §63.7490)
that have not operated since the previous compliance demonstration and more than one year has passed
since the previous compliance demonstration, you must complete the subsequent compliance
demonstration, if subject to the emission limits in Tables 2, 40 CFR 63 Subpart DDDDD, no later than 180
days after the re-start of the affected source and according to the applicable provisions in 863.7(a)(2) as

cited in Table 10 to this subpart.
[40 CFR 63.7515(q)]

D.35. Performance Testing — Ultra Low Sulfur Liquid Fuel. If the affected boiler is in the unit designed to burn

light liguid subcategory and ultra low sulfur liquid fuel is combusted, further performance tests are not

needed to be conducted if the pollutants measured during the initial compliance performance tests meet the
emission limits in Tables 2 of 40 CFR 63 Subpart DDDDD providing ongoing compliance is demonstrated

with the emissions limits by monitoring and recording the type of fuel combusted on a monthly basis. If

you intend to use a fuel other than ultra low sulfur liquid fuel or natural gas, new performance tests you
must be conducted within 60 days of burning the new fuel type.

[40 CFR 63.7515(h)]
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Continuous Compliance Demonstrations

D.36. Continuous compliance must be demonstrated with each emission limit in Tables 2 or 11 of 40 CFR 63

Subpart DDDDD, the work practice standards in Table 3 of 40 CFR 63 Subpart DDDDD, and the
operating limits in Table 4 of 40 CFR 63 Subpart DDDDD that apply according to the methods specified

in Table 8 of 40 CFR 63 Subpart DDDDD and paragraphs (a)(1) through (19) of 40 CFR 63.7540.

(1) Following the date on which the initial compliance demonstration is completed or is required to be

completed under §863.7 and 63.7510, whichever date comes first, operation above the established

maximum or below the established minimum operating limits shall constitute a deviation of
established operating limits listed in Table 4 of this subpart except during performance tests conducted
to determine compliance with the emission limits or to establish new operating limits. Operating limits

must be confirmed or reestablished during performance tests.

2) If you demonstrate compliance with an applicable HCI emission limit through fuel analysis for a liquid

fuel and you plan to burn a new type of liguid fuel, you must recalculate the HCI emission rate using
Equation 12 of 8§63.7530 according to paragraphs (2)(i) through (iii) of this condition. You are not
required to conduct fuel analyses for the fuels described in §63.7510(a)(2)(i) through (iii). You may
exclude the fuels described in 863.7510(a)(2)(i) through (iii) when recalculating the HCI emission rate.

(i) _You must determine the chlorine concentration for any new fuel type in units of pounds per

million Btu, based on supplier data or your own fuel analysis, according to the provisions in your

site-specific fuel analysis plan developed according to §63.7521(b).

(i) You must determine the new mixture of fuels that will have the highest content of chlorine.

(iii) Recalculate the HCI emission rate from your boiler or process heater under these new conditions

using Equation 12 of §63.7530. The recalculated HCI emission rate must be less than the
applicable emission limit.

(3) _If you demonstrate compliance with an applicable HCI emission limit through performance testing

4

and you plan to burn a new type of fuel or a new mixture of fuels, you must recalculate the maximum

chlorine input using Equation 7 of §63.7530. If the results of recalculating the maximum chlorine
input using Equation 7 of 863.7530 are greater than the maximum chlorine input level established

during the previous performance test, then you must conduct a new performance test within 60 days
of burning the new fuel type or fuel mixture according to the procedures in §63.7520 to demonstrate
that the HCI emissions do not exceed the emission limit. You must also establish new operating limits
based on this performance test according to the procedures in §63.7530(b). In recalculating the
maximum chlorine input and establishing the new operating limits, you are not required to conduct

fuel analyses for and include the fuels described in §63.7510(a)(2)(i) through (iii).

If you demonstrate compliance with an applicable mercury emission limit through fuel analysis, and

you plan to burn a new type of fuel, you must recalculate the mercury emission rate using Equation
13 of 8§63.7530 according to the procedures specified in paragraphs (4)(i) through (iii) of this
condition. You are not required to conduct fuel analyses for the fuels described in §63.7510(a)(2)(i)
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through (iii). You may exclude the fuels described in §63.7510(a)(2)(i) through (iii) when
recalculating the mercury emission rate.

(1) You must determine the mercury concentration for any new fuel type in units of pounds per

million Btu, based on supplier data or your own fuel analysis, according to the provisions in
your site-specific fuel analysis plan developed according to §63.7521(b).

(i1) You must determine the new mixture of fuels that will have the highest content of mercury.

(iii) Recalculate the mercury emission rate from your boiler or process heater under these new
conditions using Equation 13 of §63.7530. The recalculated mercury emission rate must be less

than the applicable emission limit.

5) If you demonstrate compliance with an applicable mercury emission limit through performance
testing, and you plan to burn a new type of fuel or a new mixture of fuels, you must recalculate the
maximum mercury input using Equation 8 of §63.7530. If the results of recalculating the maximum
mercury input using Equation 8 of §63.7530 are higher than the maximum mercury input level
established during the previous performance test, then you must conduct a new performance test
within 60 days of burning the new fuel type or fuel mixture according to the procedures in 863.7520
to demonstrate that the mercury emissions do not exceed the emission limit. You must also establish
new operating limits based on this performance test according to the procedures in §63.7530(b). You
are not required to conduct fuel analyses for the fuels described in 863.7510(a)(2)(i) through (iii).
You may exclude the fuels described in §63.7510(a)(2)(i) through (iii) when recalculating the

mercury emission rate.

(6) If your boiler or process heater has a heat input capacity of 10 million Btu per hour or greater, you

must conduct an annual tune-up of the boiler or process heater to demonstrate continuous compliance
as specified in paragraphs 6)(i) through (vi) of this condition.

(i) As applicable, inspect the burner, and clean or replace any components of the burner as
necessary (you may delay the burner inspection until the next scheduled unit shutdown). Units
that produce electricity for sale may delay the burner inspection until the first outage, not to
exceed 36 months from the previous inspection. At units where entry into a piece of process
equipment or into a storage vessel is required to complete the tune-up inspections, inspections
are required only during planned entries into the storage vessel or process equipment;

(ii) Inspect the flame pattern, as applicable, and adjust the burner as necessary to optimize the flame
pattern. The adjustment should be consistent with the manufacturer's specifications, if available;

iii) Inspect the system controlling the air-to-fuel ratio, as applicable, and ensure that it is correctl
calibrated and functioning properly (you may delay the inspection until the next scheduled unit
shutdown). Units that produce electricity for sale may delay the inspection until the first outage,
not to exceed 36 months from the previous inspection;

iv) Optimize total emissions of CO. This optimization should be consistent with the manufacturer's

specifications, if available, and with any NOx requirement to which the unit is subject;

Griffin Industries, LLC Permit No. 0070004-023-AV
Hampton Facility Title V Air Operation Permit Renewal
Page 82 of 138



SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection D. Common Conditions, 40 CFR 63 Subpart DDDDD - Light Liquid Fuel Subcategory
Emissions Units 006, 007, 008

(v) Measure the concentrations in the effluent stream of CO in parts per million, by volume, and

oxygen in volume percent, before and after the adjustments are made (measurements may be

either on a dry or wet basis, as long as it is the same basis before and after the adjustments are
made). Measurements may be taken using a portable CO analyzer; and

(vi) Maintain on-site and submit, if requested by the Administrator, an annual report containing the

information in paragraphs (6)(vi)(A) through (C) of this condition,

(A) The concentrations of CO in the effluent stream in parts per million by volume, and oxygen

in volume percent, measured at high fire or typical operating load, before and after the
tune-up of the boiler or process heater;

(B) A description of any corrective actions taken as a part of the tune-up; and

(C) The type and amount of fuel used over the 12 months prior to the tune-up, but only if the
unit was physically and legally capable of using more than one type of fuel during that
period. Units sharing a fuel meter may estimate the fuel used by each unit.

(7) __If the unit is not operating on the required date for a tune-up, the tune-up must be conducted within 30
calendar days of startup.

(8) If you demonstrate compliance with an applicable TSM emission limit through performance testing,

and you plan to burn a new type of fuel or a new mixture of fuels, you must recalculate the maximum
TSM input using Equation 9 of 863.7530. If the results of recalculating the maximum TSM input
using Equation 9 of 863.7530 are higher than the maximum total selected input level established
during the previous performance test, then you must conduct a new performance test within 60 days
of burning the new fuel type or fuel mixture according to the procedures in §63.7520 to demonstrate
that the TSM emissions do not exceed the emission limit. You must also establish new operating
limits based on this performance test according to the procedures in §63.7530(b). You are not
required to conduct fuel analyses for the fuels described in 863.7510(a)(2)(i) through (iii). You may
exclude the fuels described in §63.7510(a)(2)(i) through (iii) when recalculating the TSM emission
rate.

(9) _If you demonstrate compliance with an applicable TSM emission limit through fuel analysis for
liguid fuels, and you plan to burn a new type of fuel, you must recalculate the TSM emission rate
using Equation 14 of 863.7530 according to the procedures specified in paragraphs (4)(i) through

(iii) of this condition. You are not required to conduct fuel analyses for the fuels described in
63.7510(a)(2)(i) through (iii). You may exclude the fuels described in §63.7510(a)(2)(i) through

(iii) when recalculating the TSM emission rate.

(i) You must determine the TSM concentration for any new fuel type in units of pounds per million

Btu, based on supplier data or your own fuel analysis, according to the provisions in your site-
specific fuel analysis plan developed according to 863.7521(b).

(i1) You must determine the new mixture of fuels that will have the highest content of TSM.

Griffin Industries, LLC Permit No. 0070004-023-AV
Hampton Facility Title V Air Operation Permit Renewal
Page 83 of 138



SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection D. Common Conditions, 40 CFR 63 Subpart DDDDD - Light Liquid Fuel Subcategory
Emissions Units 006, 007, 008

(iii) Recalculate the TSM emission rate from your boiler or process heater under these new

conditions using Equation 14 of §63.7530. The recalculated TSM emission rate must be less
than the applicable emission limit.

[40 CFR 63.7540(a)(1),(3).(4).(5).(6),(10),(13),(16),(17)]

D.37. Continuous Compliance Demonstration — Emissions Averaging. Following the compliance date

compliance must be demonstrated with 40 CFR 63 Subpart DDDDD on a continuous basis by meeting the
requirements of paragraphs (a)(1) through (5) of this condition.

a)(1 For each calendar month, demonstrate compliance with the average weighted emissions limit for
the existing units participating in the emissions averaging option as determined in §63.7522(f) and

dry control system and not vented to a common stack, maintain opacity at or below the

applicable limit.

(i) For each group of units participating in the emissions averaging option where each unit in the
group is equipped with a dry control system and vented to a common stack that does not
receive emissions from non-affected units, maintain opacity at or below the applicable limit
at the common stack.

(3)  For each existing unit participating in the emissions averaging option that is equipped with a wet

scrubber, maintain the 30-day rolling average parameter values at or above the operating limits
established during the most recent performance test.

4)  For each existing unit participating in the emissions averaging option that has an approved

alternative operating parameter, maintain the 30-day rolling average parameter values consistent
with the approved monitoring plan.

(5)  For each existing unit participating in the emissions averaging option venting to a common stack

configuration containing affected units from other subcategories, maintain the appropriate operating
limit for each unit as specified in Table 4 to this subpart that applies.

b) Any instance where the owner or operator fails to comply with the continuous monitorin
requirements in paragraphs (a)(1) through (5) of this condition is a deviation.
[40 CFR 63.7541]
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Notifications

D.38. Notifications. The a
and in Subpart A of Part 63 shall be met.

[40 CFR 63.7495(d)]

D.39. Notification — Intent to Conduct Performance Test. A Notification of Intent to conduct a performance test
must be submitted at least 60 days before the performance test is scheduled to begin.

[40 CFR 63.7545(d)]

D.40. Notification of Compliance Status (NOCS). A Notification of Compliance Status must be submitted

according to 40 CFR 63.9(h)(2)(ii). For the initial compliance demonstration for each boiler, the
Notification of Compliance Status must be submitted, including all performance test results and fuel
analyses, before the close of business on the 60th day following the completion of all performance test
and/or other initial compliance demonstrations for all boilers at the facility according to 40 CFR
63.10(d)(2). The Notification of Compliance Status report must contain all the information specified in

the below paragraphs (1) through (8), as applicable.

the design heat input capacity of the unit, a description of the add-on controls used on the unit to

comply with this subpart, description of the fuel(s) burned, including whether the fuel(s) were a

secondary material determined by you or the EPA through a petition process to be a non-waste
under 8241.3 of this chapter, whether the fuel(s) were a secondary material processed from

discarded non-hazardous secondary materials within the meaning of 8241.3 of this chapter, and

justification for the selection of fuel(s) burned during the compliance demonstration.

2)  Summary of the results of all performance tests and fuel analyses, and calculations conducted to
demonstrate initial compliance including all established operating limits, and including:

(i) ldentification of whether you are complying with the PM emission limit or the alternative
TSM emission limit.

(ii) _Identification of whether you are complying with the output-based emission limits or the heat

input-based (i.e., Ib/MMBtu or ppm) emission limits,

(3) A summary of the maximum CO emission levels recorded during the performance test to show that
you have met any applicable emission standard in Tables 2, or 11 of 40 CFR 63 Subpart DDDDD,

if you are not using a CO CEMS to demonstrate compliance.

(4) Identification of whether you plan to demonstrate compliance with each applicable emission limit
through performance testing, a CEMS, or fuel analysis.

(5) Identification of whether you plan to demonstrate compliance by emissions averaging and

identification of whether you plan to demonstrate compliance by using efficiency credits through

energy conservation:
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(i) If you plan to demonstrate compliance by emission averaging, report the emission level that
was being achieved or the control technology employed on January 31, 2013.

(i) [Reserved]

(6) A signed certification that you have met all applicable emission limits and work practice standards.

(7)__If you had a deviation from any emission limit, work practice standard, or operating limit, you must

also submit a description of the deviation, the duration of the deviation, and the corrective action
taken in the Notification of Compliance Status report.

(8) In addition to the information required in 863.9(h)(2), vour notification of compliance status must
include the following certification(s) of compliance, as applicable, and signed by a responsible
official:

“This facility complies with the required initial tune-up according to the procedures in

§63.7540(a)(10)(i) through (vi).”
(i) “This facility has had an energy assessment performed according to §63.7530(e).”

(iii) _Except for units that burn only natural gas, refinery gas, or other gas 1 fuel, or units that
qualify for a statutory exemption as provided in section 129(g)(1) of the Clean Air Act,

include the following: “No secondary materials that are solid waste were combusted in any
affected unit.”

[40 CFR 63.7545(e)]

D.41. Notice of Fuel Switch or Physical Change. If owner or operator has switched fuels or made a physical

change to the boiler and the fuel switch or physical change resulted in the applicability of a different
subcategory, notice must be provided of the date upon which the owner or operator switched fuels or

made the physical change within 30 days of the switch/change. The notification must identify:

a. The name of the owner or operator of the affected source, as defined in 40 CFR 63.7490, the location
of the source, the boiler(s) that have switched fuels, were physically changed, and the date of the
notice.

b. The currently applicable subcategory under this subpart.
c. The date upon which the fuel switch or physical change occurred.

[40 CFR 63.7545(h)]
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Recordkeeping and Reporting Requirements

D.42. Recordkeeping. A copy of each notification and report that was submitted to comply with this subpart,
including all documentation supporting any Initial Notification or Notification of Compliance Status or

semiannual compliance report that was submitted, according to the requirements in §63.10(b)(2)(xiv),

must be kept. Records of performance tests, fuel analyses, or other compliance demonstrations and
performance evaluations as required in 40 CFR 63.10(b)(2)(viii), must be kept.

[40 CFR 63.7555(a)]

D.43. CMS. For each continuous monitoring system the following records must be kept:
a. Records described in 40 CFR 63.10(b)(2)(vii) through (xi).
b. N/A—no COMS.

c. Previous (i.e., superseded) versions of the performance evaluation plan as required in 40 CFR

63.8(d)(3).
d. N/A-no CEMS.

e. Records of the date and time that each deviation started and stopped.
[40 CFR 63.7555(b)]

D.44. The owner or operator must keep the records required in Table 8 of 40 CFR 63 Subpart DDDDD

including records of all monitoring data and calculated averages for applicable operating limits, such as
opacity, pressure drop, pH, and operating load, to show continuous compliance with each emission limit

and operating limit that applies.
[40 CFR 63.7555(c)]

D.45. Emission Limit Records. For each boiler subject to an emission limit in Tables 2 or 11 of 40 CFR 63
Subpart DDDDD, the following applicable records must be kept:

a. Records of monthly fuel use by each boiler, including the type(s) of fuel and amount(s) used.

b. A copy of all calculations and supporting documentation of maximum chlorine fuel input, using

Equation 7 of 40 CFR 63.7530, that were done to demonstrate continuous compliance with the HCI
emission limit, for sources that demonstrate compliance through performance testing. For sources
that demonstrate compliance through fuel analysis, a copy of all calculations and supporting
documentation of HCI emission rates, using Equation 12 of 40 CFR 63.7530, that were done to

demonstrate compliance with the HCI emission limit. Supporting documentation should include
results of any fuel analyses and basis for the estimates of maximum chlorine fuel input or HCI

emission rates. The results from one fuel analysis for multiple boilers can be used provided they are

all burning the same fuel type. However, chlorine fuel input, or HCI emission rate, must be
calculated for each boiler.
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c. A copy of all calculations and supporting documentation of maximum mercury fuel input, using
Equation 8 of 40 CFR 63.7530, that were done to demonstrate continuous compliance with the
mercury emission limit for sources that demonstrate compliance through performance testing. For
sources that demonstrate compliance through fuel analysis, a copy of all calculations and supporting

documentation of mercury emission rates, using Equation 13 of 40 CFR 63.7530, that were done to
demonstrate compliance with the mercury emission limit. Supporting documentation should include

results of any fuel analyses and basis for the estimates of maximum mercury fuel input or mercury
emission rates. The results from one fuel analysis for multiple boilers can be used provided they are
all burning the same fuel type. However, mercury fuel input, or mercury emission rates, must be
calculated for each boiler.

d. If, consistent with 40 CFR 63.7515(b), stack testing is less frequently than annually, a record must be

kept that documents that emissions in the previous stack test(s) were less than 75 percent of the

applicable emission limit (or, in specific instances noted in Tables 2 or 11 to this subpart, less than the

applicable emission limit), and document that there was no change in source operations including fuel

composition and operation of air pollution control equipment that would cause emissions of the
relevant pollutant to increase within the past year.

e. Records of the occurrence and duration of each malfunction of the boiler, or of the associated air
pollution control and monitoring equipment.

f.  Records of actions taken during periods of malfunction to minimize emissions in accordance with the
general duty to minimize emissions in 40 CFR 63.7500(a)(3), including corrective actions to restore
the malfunctioning boiler, air pollution control, or monitoring equipment to its normal or usual
manner of operation.

g. A copy of all calculations and supporting documentation of maximum TSM fuel input, using
Equation 9 of 40 CFR 63.7530, that were done to demonstrate continuous compliance with the TSM
emission limit for sources that demonstrate compliance through performance testing. For sources that
demonstrate compliance through fuel analysis, a copy of all calculations and supporting
documentation of TSM emission rates, using Equation 14 of 40 CFR 63.7530, that were done to
demonstrate compliance with the TSM emission limit. Supporting documentation should include
results of any fuel analyses and basis for the estimates of maximum TSM fuel input or TSM emission
rates. The results from one fuel analysis can be used for multiple boilers provided they are all

burning the same fuel type. However, TSM fuel input, or TSM emission rates, must be calculated for
each boiler.

h. Records must be maintained of the calendar date, time, occurrence and duration of each startup and
shutdown.

i. Records must be maintained of the type(s) and amount(s) of fuels used during each startup and
shutdown.

[40 CFR 63.7555(d)]

D.46. Emissions Averaging Records. If electing averaging emissions consistent with 40 CFRF 63.7522, a copy
of the emission averaging implementation plan required in 40 CER 63.7522 all calculations required

under 40 CFR 63.7522, including monthly records of heat input or steam generation, as applicable, and
monitoring records consistent with 40 CFR 63.7541 must be kept.

[40 CFR 63.7555(¢e)]
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D.47. Efficiency Credits. If electing to use efficiency credits from energy conservation measures to

demonstrate compliance according to 40 CFR 63.7533, a copy of the Implementation Plan required in 40
CER 63.7533(d) and copies of all data and calculations used to establish credits according to 40 CFR
63.7533(b), (c), and (f), must be kept.

[40 CFR 63.7555(f)]

D.48. Startup, Shutdown Records. Records shall be maintained of the calendar date, time, occurrence and
duration of each startup and shutdown. Records of the type(s) and amount(s) of fuels used during each
startup and shutdown shall also be maintained.

[40 CER 63.755(1),(})]
D.49. Recordkeeping Form and Duration.

(a) Records must be in a form suitable and readily available for expeditious review, according to
§63.10(b)(1).

(b) As specified in 863.10(b)(1), each record must be kept for 5 years following the date of each
occurrence, measurement, maintenance, corrective action, report, or record.

(c)_Each record must be kept on site, or must be accessible from on site (for example, through a computer
network), for at least 2 years after the date of each occurrence, measurement, maintenance, corrective
action, report, or record, according to §63.10(b)(1). The records can be kept off site for the remaining
3 years.

[40 CFR 63.7560(a),(b),(c)]

D.50. Fuel Recordkeeping. As specified in 40 CFR 63.7550(c), records must be kept of the type and amount of

all fuels burned in each boiler during the reporting period to demonstrate that all fuel types and mixtures
of fuels burned would result in either of the following:

a. Lower emissions of HCI, mercury, and TSM than the applicable emission limit for each pollutant, if
compliance is demonstrated through fuel analysis.

b. Lower fuel input of chlorine, mercury, and TSM than the maximum values calculated during the last
performance test, compliance is demonstrated through performance testing.

[40 CFR 63.7540(a)(2)]

D.51. Report Submission. Each applicable report in Table 9 of 40 CFR 63 subpart DDDDD must be submitted.
Unless the EPA Administrator has approved a different schedule for submission of reports under 40 CFR
63.10(a), each report must be submitted, according to paragraph (h) of 40 CFR 63.7550, by the date in

Table 9 of 40 CFR 63 Subpart DDDDD and according to the requirements in paragraphs (1)- (4) of
Condition D.52.

[40 CFR 63.7550(a), (b)]
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D.52. Compliance Reports — Reporting Periods and Submittals.

(1) The first compliance report must cover the period beginning on the compliance date that is specified
for each boiler or process heater in 863.7495 and ending on July 31 or January 31, whichever date is
the first date that occurs at least 180 days (or 1 years, as applicable, if submitting an annual

compliance report) after the compliance date that is specified for your source in §63.7495..

(2)_The first compliance report must be postmarked or submitted no later than July 31 or January 31,
whichever date is the first date following the end of the first calendar half after the compliance date
that is specified for each boiler or process heater in §63.7495. The first annual compliance report
must be postmarked or submitted no later than January 31.

(3) Each subsequent compliance report must cover the semiannual reporting period from January 1
through June 30 or the semiannual reporting period from July 1 through December 31. Annual
compliance reports must cover the applicable 1-year periods from January 1 to December 31.

(4) Each subsequent compliance report must be postmarked or submitted no later than July 31 or January
31, whichever date is the first date following the end of the semiannual reporting period. Annual
compliance reports must be postmarked or submitted no later than January 31.

[40 CFR 63.7550(b)(1)-(4)]

D.53. Compliance Reports. The compliance report must contain the following information depending on how
the facility chooses to comply with the limits set in this rule:

(1) Tune Ups. A compliance report must be submitted with the information in paragraphs (c)(5)(i)
through (iv) and (xiv) of 40 CFR 63.7550.

2) Fuel Analysis. If a facility is complying with the fuel analysis they must submit a compliance report
with the information in paragraphs (5)(i) through (iv), (vi), (x), (xi), (xiii), (xv) and paragraph (d) of
40 CFR 63.7550.

(3) Performance Testing. If a facility is complying with the applicable emissions limit with performance
testing they must submit a compliance report with the information in 1(5)(i) through (iv), (vi), (vii
(ix), (xi), (xiii), (xv) and paragraph (d) of 40 CFR 63.7550.

(4) CMS. If a facility is complying with an emissions limit using a CMS the compliance report must
contain the information required in paragraphs (c)(5)(i) through (vi), (xi), (xiii), (xv) through (xvii

and paragraph (e) of 40 CFR 63.7550.

(5)(i) Company and Facility name and address.

(iii) Date of report and beginning and ending dates of the reporting period.
(iv) The total operating time during the reporting period.
(v) Ifyou use a CMS, including CEMS, COMS, or CPMS, you must include the monitoring

equipment manufacturer(s) and model numbers and the date of the last CMS certification or audit.

(vi) The total fuel use by each individual boiler or process heater subject to an emission limit within
the reporting period, including, but not limited to, a description of the fuel, whether the fuel has
received a non-waste determination by the EPA or your basis for concluding that the fuel is not a
waste, and the total fuel usage amount with units of measure.
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(vii) If you are conducting performance tests once every 3 years consistent with §63.7515(b) or (c), the

date of the last 2 performance tests and a statement as to whether there have been any operational
changes since the last performance test that could increase emissions.

(viii) A statement indicating that you burned no new types of fuel in an individual boiler or process
heater subject to an emission limit. Or, if you did burn a new type of fuel and are subject to a HCI
emission limit, you must submit the calculation of chlorine input, using Equation 7 of §63.7530
that demonstrates that your source is still within its maximum chlorine input level established
during the previous performance testing (for sources that demonstrate compliance through

erformance testing) or you must submit the calculation of HCI emission rate using Equation 12 of
863.7530 that demonstrates that your source is still meeting the emission limit for HCI emissions
(for boilers or process heaters that demonstrate compliance through fuel analysis). If you burned a

new type of fuel and are subject to a mercury emission limit, you must submit the calculation of
mercury input, using Equation 8 of §63.7530, that demonstrates that your source is still within its

maximum mercury input level established during the previous performance testing (for sources
that demonstrate compliance through performance testing), or you must submit the calculation of
mercury emission rate using Equation 13 of 863.7530 that demonstrates that your source is still
meeting the emission limit for mercury emissions (for boilers or process heaters that demonstrate
compliance through fuel analysis). If you burned a new type of fuel and are subject to a TSM
emission limit, you must submit the calculation of TSM input, using Equation 9 of §63.7530, that
demonstrates that your source is still within its maximum TSM input level established during the
previous performance testing (for sources that demonstrate compliance through performance
testing), or you must submit the calculation of TSM emission rate, using Equation 14 of §63.7530
that demonstrates that your source is still meeting the emission limit for TSM emissions (for

boilers or process heaters that demonstrate compliance through fuel analysis).

(ix) If you wish to burn a new type of fuel in an individual boiler or process heater subject to an
emission limit and you cannot demonstrate compliance with the maximum chlorine input
operating limit using Equation 7 of 863.7530 or the maximum mercury input operating limit using
Equation 8 of §63.7530, or the maximum TSM input operating limit using Equation 9 of §63.7530
you must include in the compliance report a statement indicating the intent to conduct a new
performance test within 60 days of starting to burn the new fuel.

(x) A summary of any monthly fuel analyses conducted to demonstrate compliance according to

§863.7521 and 63.7530 for individual boilers or process heaters subject to emission limits, and any

fuel specification analyses conducted according to 8863.7521(f) and 63.7530(q).

(xi) If there are no deviations from any emission limits or operating limits in this subpart that apply to
you, a statement that there were no deviations from the emission limits or operating limits during

the reporting period.
(xii) If there were no deviations from the monitoring requirements including no periods during which
the CMSs, including CEMS, COMS, and CPMS, were out of control as specified in §63.8(c)(7), a

statement that there were no deviations and no periods during which the CMS were out of control
during the reporting period.
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(xiii) If a malfunction occurred during the reporting period, the report must include the number,
duration, and a brief description for each type of malfunction which occurred during the reporting
period and which caused or may have caused any applicable emission limitation to be exceeded.
The report must also include a description of actions taken by you during a malfunction of a boiler,

process heater, or associated air pollution control device or CMS to minimize emissions in
accordance with 863.7500(a)(3), including actions taken to correct the malfunction.

(xiv) Include the date of the most recent tune-up for each unit subject to only the requirement to conduct
an annual, biennial, or 5-year tune-up according to 863.7540(a)(10). Include the date of the most
recent burner inspection if it was not done annually, biennially, or on a 5-year period and was
delayed until the next scheduled or unscheduled unit shutdown.

(xv) If you plan to demonstrate compliance by emission averaging, certify the emission level achieved
or the control technology employed is no less stringent than the level or control technology
contained in the notification of compliance status in §63.7545(e)(5)(i).

(xvi) For each reporting period, the compliance reports must include all of the calculated 30 day rolling
average values based on the daily CEMS (CO and mercury) and CPMS (PM CPMS output
scrubber pH, scrubber liguid flow rate, scrubber pressure drop) data.

(xvii) Statement by a responsible official with that official's name, title, and signature, certifying the
truth, accuracy, and completeness of the content of the report.

[40 CFR 63.7550(c)]

D.54. Compliance Reports — Deviations without a CMS. For each deviation from an emission limit or operating

limit in this subpart that occurs at an individual boiler where a CMS is not used to comply with that

emission limit or operating limit, the compliance report must additionally contain the following
information:

1) A description of the deviation and which emission limit or operating limit was deviated from.

2) Information on the number, duration, and cause of deviations (including unknown cause), as
applicable, and the corrective action taken.

3) If the deviation occurred during an annual performance test, provide the date the annual
performance test was completed.

[40 CFR 63.7550(d)]

D.55. Compliance Reports — Deviations with a CMS. For each deviation from an emission limit, operating

limit, and monitoring requirement in this subpart occurring at an individual boiler where a CMS is used to

comply with that emission limit or operating limit, the compliance report must additionally contain the
information required in paragraphs (e)(1) through (9) of 40 CFR 63.7550. This includes any deviations

from the site-specific monitoring plan as required in 40 CFR 63.7505(d).

(1) The date and time that each deviation started and stopped and description of the nature of the
deviation (i.e., what you deviated from).

(2) The date and time that each CMS was inoperative, except for zero (low-level) and high-level

checks.
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(3) The date, time, and duration that each CMS was out of control, including the information in

§63.8(c)(8).
(4) The date and time that each deviation started and stopped.

5) A summary of the total duration of the deviation during the reporting period and the total
duration as a percent of the total source operating time during that reporting period.

(6) A characterization of the total duration of the deviations during the reporting period into

those that are due to control equipment problems, process problems, other known causes,
and other unknown causes.

(7) A summary of the total duration of CMS's downtime during the reporting period and the

total duration of CMS downtime as a percent of the total source operating time during that
reporting period.

(8) A brief description of the source for which there was a deviation.

9) A description of any changes in CMSs, processes, or controls since the last reporting period
for the source for which there was a deviation.

[40 CFR 63.7550(¢e)]

D.56. Compliance Reports — Submittal Procedures. You must submit the reports according to the procedures

specified in paragraphs (h)(1) through (3) of this condition.

(1) Within 60 days after the date of completing each performance test (defined in 863.2) as required by
this subpart you must submit the results of the performance tests, including any associated fuel
analyses, required by this subpart and the compliance reports required in 863.7550(b) to the EPA's
WebFIRE database by using the Compliance and Emissions Data Reporting Interface (CEDRI) that

is accessed through the EPA's Central Data Exchange (CDX) (www.epa.gov/cdx). Performance test
data must be submitted in the file format generated through use of the EPA's Electronic Reporting
Tool (ERT) (see http://www.epa.gov/ttn/chief/ert/index.html). Only data collected using test
methods on the ERT Web site are subject to this requirement for submitting reports electronically to
WebFIRE. Owners or operators who claim that some of the information being submitted for
performance tests is confidential business information (CBI) must submit a complete ERT file
including information claimed to be CBI on a compact disk or other commonly used electronic
storage media (including, but not limited to, flash drives) to the EPA. The electronic media must be
clearly marked as CBI and mailed to U.S. EPA/OAPQS/CORE CBI Office, Attention: WebFIRE
Administrator, MD C404-02, 4930 Old Page Rd., Durham, NC 27703. The same ERT file with the
CBI omitted must be submitted to the EPA via CDX as described earlier in this paragraph. At the
discretion of the Administrator, you must also submit these reports, including the confidential
business information, to the Administrator in the format specified by the Administrator. For any

performance test conducted using test methods that are not listed on the ERT Web site, the owner

or operator shall submit the results of the performance test in paper submissions to the
Administrator.
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(2) N/A-no CEMS

(3) You must submit all reports required by Table 9 of this subpart electronically using CEDRI that is

accessed through the EPA's Central Data Exchange (CDX) (www.epa.gov/cdx). However, if the

reporting form specific to this subpart is not available in CEDRI at the time that the report is due
the report you must submit the report to the Administrator at the appropriate address listed in

§63.13. At the discretion of the Administrator, you must also submit these reports, to the
Administrator in the format specified by the Administrator.

[40 CER 63.7550(h)(1) and (3)].

D.57. Deviation Reports. Report each instance in which each emission limit and operating limit was not met in

Tables 2 or 11 to 40 CFR 63 subpart DDDDD. These instances are deviations from the emission limits or
operating limits, respectively. These deviations must be reported according to the requirements in 40

CFR 63.7550.
[40 CER 63.7540(b)]

D.58. Performance Tests and/or Fuel Analysis Results. The results of performance tests and the associated fuel
analyses must be submitted within 60 days after the completion of each performance test.

This report must also verify that the operating limits for each boiler have not changed or documentation

must be provided of revised operating limits established according to 40 CFR 63.7530 and Table 7 to this

subpart, as applicable. The reports for all subsequent performance tests must include all applicable
information required in 40 CFR 63.7550.

[40 CFR 63.7515(f)]

her Appli le R iremen

D.59. Federal Rule Requirements -General Provisions. Table 10 to this subpart shows which parts of the
General Provisions in 40 CFR 63.1 through 63.15 are applicable.

[40 CER 63.7565 and Table 10 to 40 CFR 63 subpart DDDDD]

Griffin Industries, LLC Permit No. 0070004-023-AV
Hampton Facility Title V Air Operation Permit Renewal
Page 94 of 138



SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection E. Common Conditions, 40 CFR 63 Subpart DDDDD- Heavy Liquid Fuel Subcategory
Emissions Units 006, 007, 008

The specific conditions in this section apply to the following emissions unit(s):

EU No. Brief Description

006 Description: No.1 Boiler is a 33.5 MMBtu/hr capacity boiler that generates
steam for process heat associated with the rendering and processing activities. .

Fuels: This unit is authorized to fire natural gas, No. 2 fuel oil with a
maximum sulfur content of 0.05% by weight; on-specification used oil with
maximum sulfur content of 0.5% by weight, No. 6 Fuel oil with a maxim
sulfur content of 1.5% by weight; Ultra Low Sulfur Diesel (ULSD) an
processed grease.

Stack Parameters: Exhaust gas exits at approximately 375 F
volumetric flow rate of 9,735 acfm through a single stac
2 feet in diameter and 31 feet above ground level.

007 Description: No.2 Boiler is a 33.5 MMBtu/hr capacity boi at generates
steam for process heat associated with the rendefringyand processing activities.

Fuels: This unit is authorized to fire natural gas @ fuel oil with a
maximum sulfur content of 0.05% by weig ecification used oil with a
maximum sulfur content of 0.5% by wei?h Fuel oil with a maximum

i X|mately

sulfur content of 1.5% by weight; Ultr ulfur Diesel (ULSD) and

processed

Stack Parameters: Exhaust gas @ approximately 350 F with a

volumetric flow rate of 9,735%actm through a single stack that is approximately
% e ground level

2 feet in diameter and 25 fee

008 Description: No. 3
steam for proces

C|ated with the rendering and processing activities.

Fuels: it horized to fire natural gas, No. 2 fuel oil with a
maximym'Sudfur content of 0.05% by weight; on-specification used oil with a
content of 0.5% by weight, No. 6 Fuel oil with a maximum

St arameters: Exhaust gas exits at approximately 355 ‘F with a
ldmetric flow rate of 11,943 acfm through a single stack that is
pproximately 2.6 feet in diameter and 38 feet above ground level.

E.1l 63 Subpart DDDDD Applicability. 40 CFR 63, Subpart DDDDD, National Emission Standards

zardous Air Pollutants for Major Sources Industrlal Commercial, and Institutional BoHers and

are classified as existing units in the subcategory, as defmed in 40 CFR 63. 7575 designed to burn heav
liquid fuel.

[40 CFR 63.7490(a)(1), 40 CFR 63.7490(d), 40 CFR 63.7499(t)]
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E.2. Compliance Date: The owner or operator shall comply with the 40 CFR 63, Subpart DDDDD no later

than January 31, 2016.
[40 CER 63.7495(b)]

Emission Limitations and Standards

each boiler must be met for each boiler at the facility, except as provided under 40 CFR 63.752

(Emissions Averaqmq) The em|SS|on limits in the below table are for the HeaW qumd Fu

subcategory of Table 2 would apply.

to 3% O,, 3-run average

Pollutant Emissions Limit *
Hydrogen Chloride 0.0011 Ib/MMBtu of heat input 0.0014 Ib/ u m output
Mercury 2.0E-06 Ib/MMBtu of heat input 2.5E-06'Ib Btu of steam output
CO 130 ppm(v) on a dry basis corrected b/MMBt¥ of steam output; 3-run average

Filterable PM (or Total

0.062 Ib/MMBtu of heat input; or

Selected Metals -
TSM)**

2.0 E-04 Ib/MMBtu of heat input

MBtu of steam output; or (2.5 E-04

shutdown, as defined in rule
** Total selected metals (TSM) means the sum

TAELE II 0 40

FR6

BPART DDDDD

TQa@EOL/ALENCY FACTORS FOR DIOXINS/FURAN

Dioxin/furan congener Toxic equivalency factor

nzo-o-dioxin 1

e dibenzo-o—dioxin 1

1,2,3,4,7,8-fleyA@blofinated dibenzo-p-dioxin 0.1

1,2.3,748.9-he@Chlorinated dibenzo-p-dioxin 0.1
{M) 7,8 hexachlorinated dibenzo-p-dioxin 0.1

1,6,7,8-heptachlorinated dibenzo-p-dioxin 0.01

0 tachlonnated dibenzo-p-dioxin 0.0003

2,3,7,8-tetrachlorinated dibenzofuran 0.1

2,3,4,7,8-pentachlorinated dibenzofuran 0.3
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Dioxin/furan congener Toxic equivalency factor
1,2,3,7,8-pentachlorinated dibenzofuran 0.03
1,2,3,4,7,8-hexachlorinated dibenzofuran 0.1
1,2,3,6,7,8-hexachlorinated dibenzofuran 0.1
1,2,3,7,8,9-hexachlorinated dibenzofuran 0.1 .’
2,3,4,6,7,8-hexachlorinated dibenzofuran 0.1 %
1,2,3,4,6,7,8-heptachlorinated dibenzofuran 0.01 e;
1,2,3,4,7,8,9-heptachlorinated dibenzofuran 0.01 ’
octachlorinated dibenzofuran 0.0003 /"

7t

E4.

Subpart DDDDD must be followed.

b. Tune- Ups This tune-up shall be conducted as k practice for dioxins/furans.

Initial Tune-Ups. An initial tune-

in 40 CFR 63. 7540(a)(10)(|) t 1) must be completed no later than January 31,

Subsequent Tune-Ups. S0 nt to the initial tune-up, performance tune-ups shall

be conducted on an an®} m isis according to §63.7540(a)(10). Each annual tune-up

specified in §63.7549) '_g) must be no more than 13 months after the previous tune-
up. For units t -lﬁm-o at the time of their scheduled tune-up, a subsequent
tune-up musj mmj leted by following the procedures described in

863. mm through (vi) and the schedule described in §63.7540(a)(13).

b. Energy Asses i‘i[;h‘ he one-time energy assessment specified in Table 3 to 40 CFR 63 subpart

Xi.

DINDD®Wwiust be performed by a qualified energy assessor by January 31, 2016

pt as specified in Condition E.30. An energy assessment completed on or after

0 1, 2008, that meets or is amended to meet the energy assessment
uirements in Table 3 of 40 CFR 63 subpart DDDDD, satisfies the ener

assessment requirement. A facility that operates under an energy management

program compatible with 1SO 50001 that includes the affected units also satisfies the

energy assessment requirement. The energy assessment must include the following
with the extent of the evaluation for items a. to e. appropriate for the on-site technical

hours listed in 40 CFR 63.7575:
A visual inspection of the boiler or process heater system.

An evaluation of operating characteristics of the boiler or process heater systems,
specifications of energy using systems, operating and maintenance procedures, and
unusual operating constraints.

An inventory of major energy use systems consuming energy from affected boilers
and process heaters and which are under the control of the boiler/process heater
owner/operator.
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Xil. A review of available architectural and engineering plans, facility operation and
maintenance procedures and logs, and fuel usage.
Xiii. A review of the facility's energy management practices and provide

recommendations for improvements consistent with the definition of energy

management practices, if identified.
Xiv. A list of cost-effective energy conservation measures that are within the facility's

control

xv.  Alist of the energy savings potential of the energy conservation measur@s &
identified.

xvi. A comprehensive report detailing the ways to improve efficiency, the, 0
specific improvements, benefits, and the time frame for recouping e
investments.

c. Startup. All CMS must be operated during startup. For startup, one or a céf@bination of the
following clean fuels must be used: natural gas, distillate oil, and ultraA0W sulflr diesel. If owner
or operator starts firing heavy liquid fuel during startup, emissigasmusbedrented to the main
stack(s) and all of the applicable control devices must be é@ tartup ends when steam or
heat is supplied for any purpose. All applicable emissions limitSqgust be met at all times except
for startup or shutdown periods conforming with this wdgk practice”

d. Data Collection, Recordkeeping, and Reports. Monitoring dafa st be collected during periods of startup

as specified in 40 CFR 63.7535(b). Records must be kept duliag geriods of startup. Reports must be
provided concerning activities and periods of startu g led in 40 CFR 63.7555.

[Rules 40 CFR 63.7500(a)(1).(b), (F). 63.7510(c), 63.75458#3.7515(q), 63.7530(h), Table 3 to 40 CFR
63 subpart DDDDD., 40 CFR 63.7540(d

E.5. Operating Limits. Each operating limit must be Qe 4 to0 40 CFR 63 subpart DDDDD that applies
to each boiler. If a control device or combinati ntrol devices not covered in Table 4 is used, or if
the owner or operator wishes to establish ap@ m@nitor an alternative operating limit or an alternative
monitoring parameter, he/she must apply 0%ke PPA Administrator for approval of alternative monitoring

under 40 CFR 63.8(f).

a. Fuel Analysis. (if cogffl ia Is demonstrated through fuel analysis). The fuel type or fuel
mixture must be®@aintained such that the applicable emission rates calculated according to 40
CER 63.7 m 2)and/or (3) are less than the applicable emission limits.

b. Performan (). (if compliance is demonstrated through performance testing). The

opepating’loag of each unit must be maintained such that it does not exceed 110 percent of the
hig mm average operating load recorded during the most recent performance test

‘dav rolling average oxygen content at or above the lowest hourlv average oxygen
oncentration measured during the most recent CO performance test, as specified in Table 8 of

40 CFR 63 Subpart DDDDD.
CFR 63.7500(a)(2), Table 4, Items 7., 8., and 9. of 40 CFR 63 subpart DDDDD]
E.6. The emissions units shall be in compliance with the emission limits, work practice standards, and

operating limits of 40 CFR 63 subpart DDDDD at all times the affected units are operating, except durin
eriods of startup and shutdown, during which time the emissions units must comply only with Table 3 to

40 CFR 63 subpart DDDDD.
40 CFR 63.7500(f) and 63.7505(a
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E.7. General Compliance Demonstration. Compliance with all applicable emission limits must be

demonstrated using performance stack testing, fuel analysis, or continuous monitoring systems (CMS
including a continuous emission monitoring system (CEMS), continuous opacity monitoring system
COMS), continuous parameter monitoring system (CPMS), or particulate matter continuous parameter

monitoring system (PM CPMS), where applicable.
Permitting Note: This facility does not have CEMS, COMS, CPMS, or PM CPMS installed. @ &

[40 CFER 63.7505(c)]

E.O.

[40 CER 63.7505(c)]

Fuel Analysis Procedures. For liquid fuels, fuel analyses for chlOfgle and miercury must be conducted
according to the procedures in paragraphs (b) through (e) of 40 GFR%3,7521 and Table 6 to this 40 CFR
63 Subpart DDDDD, as applicable. Fuel analyses for TSM (if.0Rsiag/to comply with the TSM alternative
standard) must also be conducted for liquid fuels. For g els, fuel analyses may not be used to
comply with the TSM alternative standard or the HCI staad%wgsuel analyses are not required to be

conducted for fuels used for only startup, uni gl transient flame stabllltv purposes. Fuel

mercury, HCI, or TSM in Tables 2 or 11 of 40 C @ Subpart DDDDD. Gaseous and liquid fuels are
exempt from the sampling requirements in pa®kapts (c) and (d) of 40 CFR 63.7521 and Table 6 of 40

CFR 63 Subpart DDDDD.

a. If fuel analyses are required to bg coMuct®stas specified in 40 CFR 63.7510, a site-specific fuel
monitoring plan must be devel®) W6 AT using an alternative analytical method other than those
required by Table 6 of 48 QA‘ 63 Subpart DDDDD, submit the fuel analysis plan to the
Administrator for reiewind aBproval no later than 60 days before the date that the initial compliance
demonstration desgrio8l |n 40 CFR 63.7510 will be conducted.

1. Thedallpwing information contained in paragraphs a.1.(i) through a.1.(vi) must be included

in €he el aalysis plan:

Theidentification of all fuel types anticipated to be burned in each boiler or process

eater
&(Ii) For each anticipated fuel type, the notification of whether you or a fuel supplier will be
conducting the fuel analysis.

iii) For each anticipated fuel type, a detailed description of the sample location and specific
rocedures to be used for collecting and preparing the composite samples if your

procedures are different from paragraph (c) or (d) of this section. Samples should be

collected at a location that most accurately represents the fuel type, where possible, at a
point prior to mixing with other dissimilar fuel types.
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iv) For each anticipated fuel type, the analytical methods from Table 6, with the expected
minimum detection levels, to be used for the measurement of chlorine or mercury.

If you request to use an alternative analytical method other than those required by Table 6

to this subpart, you must also include a detailed description of the methods and
procedures that you are proposing to use. Methods in Table 6 shall be used until the

reguested alternative is approved. &

(7) of 40 CFR 63.7521.

d. The concentration of pollutants in the fuel (mercury and/or
in units of pounds per million Btu of each comnosne sampl

according to 40 CFR 63.7521, in units of pounds per million Btu. SD is calculated as
the sample standard deviation divided by the square root of the number of samples.

& = Standard deviation of the mean of pollutant concentration in the fuel samples analyzed

of freedom (number of samples minus one) as obtalned from a t-Distribution Critical

Value Table.

iii. HCI. To demonstrate compliance with the applicable emission limit for HCI, the HCI

emission rate that is calculated for each boiler using Equation 16 of this section must not
exceed the applicable emission limit for HCI.
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HCl=i(Ci90><Qi><1.028) (Egq. 16)

i=1

Where:

HCI = HCI emission rate from the boiler or process heater in units of pounds per million Btu.

Ci90 = 90th percentile confidence level concentration of chlorine in fuel type, i, in units of

Qi _= Fraction of total heat input from fuel type, i, based on the fuel mixture t

ounds per million Btu as calculated according to Equation 11 of this section. o

has the highest content of chlorine.
1.028 = Molecular weight ratio of HCI to chlorine.

exceed the applicable emission lelt for mercury A,
Mercury = Z (Hgi90 x Qi) (Eq. 17)
i=1

Where:

Mercury = Mercury emission rate fro |:er or process heater in units of pounds per
million Btu.

Hgi90 = 90th percentile confidend&glevel concentration of mercury in fuel, i, in units of
0 alCUMied according to Equation 11 of this section.

determine the valyd®o gterm. Insert a value of “1” for Qi.

n = Numbgf of¥liffe®rit fuel types burned in your boiler or process heater for the mixture

that has v@ est mercury content.

__- defmonstrate _compliance with the applicable emission limit for TSM (if
abpliable), the TSM emission rate that is calculated for the boilers using Equation 18 of
x secldn must not exceed the applicable emission limit for TSM.

{D Metals= Z(TSM901’ x Qi) (Eg. 18)

i=1

Where:

Metals = TSM emission rate from the boiler or process heater in units of pounds per
million Btu.

TSMIi90 = 90th percentile confidence level concentration of TSM in fuel, i, in units of
pounds per million Btu as calculated according to Equation 11 of this section.

Qi = Fraction of total heat input from fuel type, i, based on the fuel mixture that has the
highest TSM content. If you do not burn multiple fuel types, it is not necessary to

determine the value of this term. Insert a value of “1” for Q.
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n = Number of different fuel types burned in your boiler or process heater for the mixture
that has the highest TSM content.

f. The owner or operator must include with the Notification of Compliance Status a signed certification
that the energy assessment was completed according to Table 3 to 40 CFR 63 subpart DDDDD and is
an accurate depiction of the facility at the time of the assessment.

g. The Notification of Compliance Status must be submitted containing the results of the initial &

compliance demonstration according to the requirements in 40 CFR 63.7545(e). [
[40 CFR 63.7521; 40 CFR 63.7530(c),(e),(f)]

E.10. Emissions Averaging.

(a) _As an alternative to meeting the requirements of 40 CFR 63.7500 for PM (oL SNE), HCI, or mercury
on a boiler-specific basis, if there are more than one existing boiler in an ories located at the
facility, compliance may be demonstrated by emissions averaging, E&Y emissions are not
more than 90 percent of the applicable emission limit, according f3ke/below procedures. New
boilers or process heaters may not be included in an emissions averade

(b) For a group of two or more existing boilers in the same subgate®gy that each vent to a separate stack

PM (or TSM), HCI, or mercury emissions may be averaged®iaenq existing units to demonstrate
compliance with the limits in Table 2 of 40 CFR 63 Sbgar) DDDDD as specified in paragraph (b)(1)
through (3) of this condition, if the requirements ip4earfgsbhs (c) through (g) of this section are

satisfied.

(1) N/A - Units do not have a CEMS or PM @.

2) For mercury and HCI, averagino ed as follows:

N/A — units not desi n solid fuel.

ii) You may avékagefamon units in any of the liquid fuel subcategories.

i) N/A-Units designed to burn coal/solid fossil fuel.

ii) N/A-Stokers/sloped grate/other units designed to burn kiln dried biomass/bio-based solids.

iii) N/A-Stokers/sloped grate/other units designed to burn wet biomass/bio-based solids.

(iv) N/A-Fluidized bed units designed to burn biomass/bio-based solid.
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(v) N/A-Suspension burners designed to burn biomass/bio-based solid.

(vi) N/A-Dutch ovens/pile burners designed to burn biomass/bio-based solid.

(vii) N/A-Fuel Cells designed to burn biomass/bio-based solid.

(viii) N/A-Hybrid suspension/grate burners designed to burn wet biomass/bio-based solid &

(ix) Units designed to burn heavy liquid fuel. N

(x) N/A- Units designed to burn light liquid fuel.

(xi) N/A-Units designed to burn liquid fuel that are non-continental units. &

(xii) N/A-Units designed to burn gas 2 (other) gases.

(c) For each existing boiler in the averaging group, the emission rate ach during the initial
compllance test for the HAP being averaged must not exce¢thihe emls 1on Ievel that was belnq

January 31, 2013.

(d) The averaged emissions rate from the eX|st|nq bo articipating in the emissions avera |n option

) Equation 1aor W or ¥ of this condition must be used to demonstrate that the PM (or TSM),
HCI, or f er emissions from all existing units participating in the emissions averaging
option fo ﬂﬁi utant do not exceed the emission limits in Table 2 of 40 CFR 63 Subpart
DEDRD. § se Eq uatlon la |f compl |n W|th the emission limits on a heat input baS|s use

{b AvelWeighted Emivsions = 1.1 Z (Er s Hm) = EHH' iEg.1la)

‘ Where:

AveWeightedEmissions = Average weighted emissions for PM (or TSM), HCI, or mercur
in units of pounds per million Btu of heat input.

Er = Emission rate (as determined during the initial compliance demonstration) of PM (or
TSM), HCI, or mercury from unit, i, in units of pounds per million Btu of heat input.
Determine the emission rate for PM (or TSM), HCI, or mercury by performance testing
according to Table 5 to this subpart, or by fuel analysis for HCI or mercury or TSM usin

the applicable equation in §63.7530(c).
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Hm = Maximum rated heat input capacity of unit, i, in units of million Btu per hour.

n = Number of units participating in the emissions averaging option.

1.1 = Required discount factor.
AveWeighredEmissions = 1.1 = i[Er xS0+ ESD (Eqg.1k)
P=]

= r=l
o &
Where:

AveWeightedEmissions = Average weighted emissions for PM (or TSM), H
in units of pounds per million Btu of steam output.

Er = Emission rate (as determined during the initial compliance demofastratigf) of PM (or
TSM), HCI, or mercury from unit, i, in units of pounds per million<&u Ofsteam output.
Determine the emission rate for PM (or TSM), HCI, or mercagy lyhediormance testing

according to Table 5 to this subpart, or by fuel analysis faf HOl or Wercury or TSM using

measures from a unit according to §63.7533, use the adjusted®rhission level for that unit
Eadj, determined according to 863.7533 for that unif

So = Maximum steam output capacity of unit, i nifS of million Btu per hour, as defined
in 863.7575.
n = Number of units participating in th ions averaging option.

1.1 = Required discount factor. O

(2) __If not capable of determining @ aximum rated heat input capacity of one or more boilers

that generate steam, Equaéi@ his condition may be used as an alternative to using
Equation 1a of this conflitior§ito d&monstrate that the PM (or TSM), HCI, or mercury
emissions from all gKistMePlnits participating in the emissions averaging option do not

exceed the eS8ioNYiits for that pollutant in Table 2 of 40 CFR 63 Subpart DDDDD that
are in pourf@s.nef millon Btu of heat input.

Qﬁeig&rﬂt’mfﬁmm =1.1= i{.ﬁr = Sm= Ofi b+ .EI{SM ® L_TJ‘“r]I (Bq. 2}
inl il

ercury, in units of pounds per million Btu of heat input.

Er = Emission rate (as determined during the most recent compliance demonstration) of PM
(or TSM), HCI, or mercury from unit, i, in units of pounds per million Btu of heat input.
Determine the emission rate for PM (or TSM), HCI, or mercury by performance testing
according to Table 5 to this subpart, or by fuel analysis for HCI or mercury or TSM usin
the applicable equation in 863.7530(c).

Sm = Maximum steam generation capacity by unit, i, in units of pounds per hour.

Cfi = Conversion factor, calculated from the most recent compliance test, in units of million
Btu of heat input per pounds of steam generated for unit, i.
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1.1 = Required discount factor.

(f)__ After the initial compliance demonstration described in paragraph (e) of this Condition, compliance
must be demonstrated on a monthly basis determined at the end of every month (12 times per year
according to paragraphs (f)(1) through (3) of this condition. The first monthly period begins on the
compliance date specified in 863.7495 (January 31, 2016). If the affected source elects to collect

monthly data for up the 11 months preceding the first monthly period, these additional data poi#s can
be used to compute the 12-month rolling average in paragraph (f)(3) of this condition. @
For each calendar month, Equation 3a or 3b of this condition must be used to he
average weighted emission rate for that month. Use Equation 3a and the acy@dWgeat’input for
the month for each existing unit participating in the emissions averagingsd8ion X complying

with emission limits on a heat input basis. Use Equation 3b and the acfdal stédm generation
for the month if complying with the emission limits on a steam gepepatiO®(output) basis.

. B Y
AveWeightadEmissions=1.1x Z{Er = Hb)+ ZHb (Bg. 3al
=1 =1
Where: !
AveWelqhtedEmlssmns = Averaqe welqhted emi vel for PM (or TSM), HCI, or
mercur

AveWeightalEmissions =1.1x 3 [ Erx= e >80 (Eq. 3b)
i=1 i=1

&\

& Er = Emission rate (as determined during the most recent compliance demonstration) of PM
or TSM), HCI, or mercury from unit, i, in units of pounds per million Btu of steam output.
Determine the emission rate for PM (or TSM), HCI, or mercury by performance testin
according to Table 5 to this subpart, or by fuel analysis for HCI or mercury or TSM
according to Table 6 to this subpart. If you are taking credit for energy conservation
measures from a unit according to 863.7533, use the adjusted emission level for that unit

E.q, determined according to §63.7533 for that unit.

So = The steam output for that calendar month from unit, i, in units of million Btu, as
defined in 863.7575.
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n = Number of units participating in the emissions averaging option.

1.1 = Required discount factor.

2) If not capable of monitoring heat input, you Equation 4 of this condition may be used as an
alternative to using Equation 3a of this condition to calculate the average weighted emission
rate using the actual steam generation from the boilers participating in the emissions ) i

averaging option. )

AveWeightedEmissions =1.1x Y (Er x Sa x Cfi)+ Y (Sax Cfi) (Eq. 4) N
(] Fal

Where:

according to Table 5 to this subpart, or by fuel anal

according to Table 6 to this subpart. Q
= i P n

1.1 = Required discount facis ’

Until 12 monthly weig @) yerale emission rates have been accumulated, calculate and
report only the ave Lﬁ;np ted emission rate determined under paragraph (f)(1) or (2) of
this conditigrTQ alendar month. After 12 monthly weighted average emission rates
have bee &W ulated, for each subsequent calendar month, use Equation 5 of this section
to calcul month rolling average of the monthly weighted average emission rates

forthe ent ealendar month and the previous 11 calendar months.

,(,‘L

Eavg = 12-month rolling average emission rate, (pounds per million Btu heat input

Favg=Y ERi+12 (Eg. 5]
f=l

ERi = Monthly weighted average. for calendar month “i” (pounds per million Btu heat
input), as calculated by paragraph (f)(1) or (2) of this section.

You must develop, and submit upon request to the applicable Administrator for review and approval
an implementation plan for emission averaging according to the following procedures and
requirements in paragraphs 1) through (4) of this condition.
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1 The implementation plan must be submitted no later than 180 days before the date that the
facility intends to demonstrate compliance using the emission averaging option.

2) The information contained in paragraphs 2)(i) through (vii) of this condition must be
included in the implementation plan for all emission sources included in an emissions
average:

(i) The identification of all existing boilers and process heaters in the averagin@grou
mcluqu for each either the applicable HAP emlssmn level or the control te

averaging to commence;

(i1) The process parameter (heat input or steam generated) that will onpored for each
averaging group;

The soecmc control technoloqv or pollution preve

description of the methods and procedures that will be used to demonstrate
that the parameter indicates proper operation of the control device; the
frequency and content of monitoring, reporting, and recordkeeping

{b requirements; and a demonstration, to the satisfaction of the Administrator,

that the proposed monitoring frequency is sufficient to represent control
device operating conditions; and

vii) A demonstration that compliance with each of the applicable emission limit(s) will be
achieved under representative operating load conditions. Following each compliance
demonstration and until the next compliance demonstration, you must comply with the
operating limit for operating load conditions specified in Table 4 to this subpart.

3) The Administrator shall review and approve or disapprove the plan according to the
following criteria:
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Whether the content of the plan includes all of the information specified in paragraph

(9)(2) of this condition; and

Whether the plan presents sufficient information to determine that compliance will be
achieved and maintained.

containing any of the following provisions:

(i) Any averaging between emissions of differing pollutants or between di
or

stack, PM (or TSM), HCI, or mercury emissions may be averaged to
limits for that pollutant in Table 2 to this subpart if the requid@ments in
condition are satisfied. ’

ragraph (i) or (j) of this

(i) For a group of two or more existing units in the same s 1'_!I_! ories, each of which vents through a
common emissions control system to a common sta _.ﬁ'o not receive emissions from units in
other subcategories or categories, such averaging drogmmay be treated as a single existing unit for

purposes of 40 CFR 63 Subpart DDDDD and gemapl\e¥ith the requirements of this subpart as if the
group were a single unit.

i) For all other groups of units subject toA mon stack requirements of paragraph (h) of this

condition mcludm situations wherey v ust of affected units are each individually controlled and
then sent to a common stack, the | EL Berator may elect to:

(1) Conduct peffOfnanteytests according to procedures specified in 863.7520 in the common
stack if aff@sted] units from other subcategories vent to the common stack. The emission
limits thit they coup must comply with are determined by the use of Equation 6 of this
seai

“m

En = HAP emission limit, pounds per million British thermal units (Ib/MMBtu), parts per
million m), or nanograms per dry standard cubic meter (ng/dscm).

En=YELixH)+Y Hi  (£q. )
=1 =1

ELi = Appropriate emission limit from Table 2 to this subpart for unit i, in units of
Ib/MMBtu, ppm or ng/dscm.

Hi = Heat input from unit i, MMBtu.

2) Conduct performance tests according to procedures specified in 863.7520 in the common
stack. If affected units and non-affected units vent to the common stack, the non-affected
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units must be shut down or vented to a different stack during the performance test unless the
facility determines to demonstrate compliance with the non-affected units venting to the
stack; and

3 Meet the applicable operating limit specified in §63.7540 and Table 8 to this subpart for
each emissions control system (except that, if each unit venting to the common stack has an

applicable opacity operating limit, then a single continuous opacity monitoring syste a
be located in the common stack instead of in each duct to the common stack). @

The common stack of a group of two or more existing boilers in the same subcategories st ,1.]1_

paragraph (h) of this condition may be treated as a separate stack for purposes of -g_m of this
condition and included in an emissions averaging group subject to paragraph (b) ofdffcondition.
[40 CFR 63.7522]

E.11. Using Efficiency Credits from Energy Assessment to Comply with Output B e ts. If electing to

comply with the alternative equivalent output-based emission limits, ins @l. thewee at input- basedllmlts

listed in Table 2 of 40 CFR 63 Subpart DDDDD, and credit is desired for¥agblementing energ

conservation measures identified in an energy assessment, compliance may B&femonstrated using
efficiency credits according to the procedures in this condition. ¢ pliance approach may be used for
an existing affected boiler for demonstrating initial compliance agcord#g to 40 CFR 63.7522(e) and for
demonstrating monthly compliance according to 40 CFR 63. 7Za@2@weOwners or operators using this
compliance approach must establish an emissions benchmar ¥ aI ulate and document the efficiency
credits, develop an Implementation Plan, comply with th€ge®Fal reporting requirements, and apply the

efficiency credit according to the procedures in the beloWPpaFagraphs a.-e. of this condition. As part of each
compliance report submitted as required under 40 ZFR3¥/550, include documentation that the energy
conservation measures implemented continue to ,_w the credit for use in demonstrating compliance
with the emission limits. Additional guidanc€ Trogn the Department of Energy on efficiency credits is

available at: http://www.epa. qov/ttn/atw/ho w/boflerpa.html.

a.  For each existing affected boiich ou intend to apply emissions credits, establish a
benchmark from which giisS%en reduction credits may be generated by determining the actual annual

fuel heat input to thegifecled bofer before initiation of an energy conservation activity to reduce
energy demand (i.&\, f sage) according to paragraphs a.(1) through (4) of this condition. The

most repResentative, accurate, and reliable process available for the source. The benchmark shall
b eBtabliShed for a one-year period before the date that an energy demand reduction occurs

nigsd It can be demonstrated that a different time period is more representative of historical
Qgeraﬁons.

Determine the starting point from which to measure progress. Inventory all fuel purchased and
enerated on-site (off-gases, residues) in physical units (MMBtu, million cubic feet, etc.).

(3) Document all uses of energy from the affected boiler. Use the most recent data available.

(4) Collect non-energy related facility and operational data to normalize, if necessary, the
benchmark to current operations, such as building size, operating hours, etc. If possible, use
actual data that are current and timely rather than estimated data.
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b. Efficiency credits can be generated if the energy conservation measures were implemented after
January 1, 2008 and if sufficient information is available to determine the appropriate value of credits.

(1) The following emission points cannot be used to generate efficiency credits:
i) Energy conservation measures implemented on or before January 1, 2008, unless the level

of energy demand reduction is increased after January 1, 2008, in which case credit Wil be
allowed only for change in demand reduction achieved after January 1, 2008.

(i) __Efficiency credits on shut-down boilers. Boilers that are shut down cannot be/is8hto
generate credits unless the facility provides documentation linking the perfiaNgnt shutdown
to energy conservation measures identified in the energy assessment. |»1Mg case, the bench
established for the affected boiler to which the credits from the shutd@wn w1 be applied

must be revised to include the benchmark established for the shu piler.

ctions from energy conservation measures
e calculated using Equation 19 of this section

as follows:

(i) The overall equation for ca

ECredits = [L EIS,,..,

imi

ffected boiler, expressed as a decimal fraction of the baseline energy inpu

an affected boiler, million Btu per year.

& Elpaseline = Energy Input baseline for the affected boiler, million Btu per year.

n = Number of energy conservation measures included in the efficiency credit for the
affected boiler.

(i) [Reserved]
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c. _The owner or operator shall develop, and submit for approval upon request by the Administrator, an

Implementation Plan containing all of the information required in this paragraph for all boilers to be
included in an efficiency credit approach. The Implementation Plan shall identify all existing affected

b0|Iers to be included in applying the efficiency credlts The Implementation Plan shall include a

each measure and an explanation of the criteria used for determining that savings. If reques
must submit the implementation plan for efficiency credlts to the Admmlstrator for review a

d.

participating in the efficiency credit option must be in compliance with the Lirfiits IWTable 2 to this
subpart at all times the affected unit is operating, following the compliamce §4te goecified in §63.7495.

e. You must use Equation 20 of this section to demonstrate initial compN@oce by demonstrating that the
emissions from the affected boiler participating in the efficiefgy credit @mpliance approach do not

exceed the emission limits in Table 2 of 40 CFR 63 Subpart D48 D.

E. =E,%(l- ECredits ) (Fg. 20

Where: u

E.12. /ExceSMEMssions Allowed. Excess emissions resulting from startup, shutdown or malfunction shall be
m. rovided that best operational practices to minimize emissions are adhered to and the duration of
Mec#b emissions shall be minimized but in no case exceed two hours in any 24 hour period unless
specifically authorized by the Department for longer duration.

[Rule 62-210.700(1), F.A.C]
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E.13. Excess Emissions Prohibited. Excess emissions which are caused entirely or in part by poor maintenance
00r operation, or any other equipment or process failure which may reasonably be prevented durin
startup, shutdown or malfunction shall be prohibited.

[Rule 62-210.700(4), F.A.C.]

prove by a preponderance of evidence that:

(1) The violation:

i) Was caused by a sudden, infrequent, and unavoidaldleSilure of air pollution control
equipment, process equipment, or a process to opelate i a normal or usual manner; and

and maintenance practices; and

(iii) Did not stem from any activity or é: Lat could have been foreseen and avoided, or

planned for; and

(iv) Was not part of a recur
maintenance; and

indicative of inadequate design, operation, or

Repairs were m3 «@ yexpefitiously as possible when a violation occurred; and

3) The frequency \amo®, and duration of the violation (including any bypass) were minimized to

the mayih eNtent practicable: and

4) If the violatien resulted from a bypass of control equipment or a process, then the bypass was

u @%. be to prevent loss of life, personal injury, or severe property damage; and

1l possible steps were taken to minimize the impact of the violation on ambient air quality, the
nvironment, and human health; and

6) All emissions monitoring and control systems were kept in operation if at all possible, consistent
with safety and good air pollution control practices; and

7) All of the actions in response to the violation were documented by properly signed
contemporaneous operating logs; and
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(8) At all times, the affected source was operated in a manner consistent with good practices for
minimizing emissions; and

(9) A written root cause analysis has been prepared, the purpose of which is to determine, correct,

and eliminate the primary causes of the malfunction and the violation resulting from the
malfunction event at issue. The analysis shall also specify, using best monitoring methods and

engineering judament, the amount of any emissions that were the result of the malfunctio
o K )

(b) Report. The owner or operator seeking to assert an affirmative defense shall submit a written’ réport to
the Administrator with all necessary supporting documentation, that it has met the requirfments Set
forth in §63.7500 of this section. This affirmative defense report shall be included in #8&istBeriodic
compliance, deviation report or excess emission report otherwise required after the aI gceurrence
of the violation of the relevant standard (which may be the end of any applicablgdveraing period). If
such compliance, deviation report or excess emission report is due less than 48pelays fter the initial
occurrence of the violation, the affirmative defense report may be inclyged | W second compliance
deviation report or excess emission report due after the initial occ fm of A€ violation of the
relevant standard.

[40 CFR 63.7501]

Monitoring of Operations

E.15. Continuous Compliance. The owner or operator fhustnonitor and collect data according to 40 CFR
63.7535 and the site-specific monitoring plandgg®imee’by 40 CFR 63.7505(d).

a. The monitoring system must be oper4 @‘ data collected at all required intervals at all times that
each boiler is operating and comptfaR eguired, except for periods of monitoring system
malfunctions or out of controLp&giods/(see’40 CFR 63.8(c)(7) of Part 63), and required monitoring
system gquality assurance or@ontrofactivities, including, as applicable, calibration checks, required
zero and span adjustpf€nt®, an@scheduled CMS maintenance as defined in the site-specific
monitoring plan. &V oring system malfunction is any sudden, infrequent, not reasonabl
preventable failur pronitoring system to provide valid data. Monitoring system failures that
are caused japart b¥% podr maintenance or careless operation are not malfunctions. Monitoring
system rej reuwed to be completed in response to monitoring system malfunctions or out-of-

control peOR § and the monitoring system returned to operation as exedltlousl as practicable.

b. The owngWey operator may not use data recorded during monitoring system malfunctions or out-of-
copifo desdods, repairs associated with monitoring system malfunctions or out-of-control periods, or

08iced monitoring system guality assurance or control activities in data averages and calculations
t ed 10 report emissions or operating levels. Owner or operator must record and make available upon

gguest results of CMS performance audits and dates and duration of periods when the CMS is out of

ontrol to completion of the corrective actions necessary to return the CMS to operation consistent
with the site-specific monitoring plan. All the data collected during all other periods must be used in
assessing compliance and the operation of the control device and associated control system.
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c. Except for periods of monitoring system malfunctions, repairs associated with monitoring system
malfunctions, and required monitoring system guality assurance or guality control activities
(including, as applicable, system accuracy audits, calibration checks, and required zero and span
ad|ustments), fallure to collect required data is a deviation of the monltorlng reguwements In

the monitoring system is out of control must be reported in the annual report.

[40 CFR 63.7535]

E.16. Site-Specific Monitoring Plan. If compliance with any applicable emission limi#f$tdem®nstrated through
performance testing and subseguent compliance with operating limits (ince JI’IT-,; of CPMS), or with
a CEMS, or COMS, a site-specific monitoring plan must be developeddgcoplling to the following
requirements for the use of any CEMS, COMS, or CPMS. This requirent@ en also applies if the EPA

Administrator is petitioned for alternative monitoring parameterstunder 40 OFR 63.8(f).

a. For each CMS required, (including CEMS, COMS, or CPMK), Rsite-specific monitoring plan must

be developed and submitted to the Administrator for appzoVekL#ON request that addresses design
data collection, and the guality assurance and gualit _o elements outlined in 40 CFR 63.8(d) and
the elements described below. This site-specific meni Ian must be submitted, if requested, at

least 60 days before the initial performance evalu pf the CMS. This requirement to develop and
submit a site specific monitoring plan does net@ptyto affected sources with existing CEMS or

chapter and that meet the requirements #4940 CFR 63.7525. Using the process described in 40 CFR
63.8(f)(4), alternative monitoring s '.m Ality assurance and quality control procedures in place of

those specified in this paragraph pa¥abe W ®equested and, if approved, the alternatives must be included
in the site-specific monitoringpla

Installation of the SlhS"Sapling probe or other interface at a measurement location relative to

each affected pig ‘@m ch that the measurement is representative of control of the exhaust
emissions (e.d\ OMGL downstream of the last control device);

Performangce and eqdipment specifications for the sample interface, the pollutant concentration or
paramétric Sgnad analyzer, and the data collection and reduction systems; and

Performdfeeevaluation procedures and acceptance criteria (e.g., calibrations, accuracy audits
anglygal drift).

oing operation and maintenance procedures in accordance with the general requirements of
40 CFR 63.8(c)(1)(ii), (c)(3), and (c)(4)(ii);

Ongoing data quality assurance procedures in accordance with the general requirements of 40
CFR 63.8(d); and

Ongoing recordkeeping and reporting procedures in accordance with the general requirements of
40 CFR 63.10(c) (as applicable in Table 10 to 40 CFR 63 subpart DDDDD), (e)(1), and (e)(2)(i).

c. A performance evaluation of each CMS must be conducted in accordance with the site-specific
monitoring plan.
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d. The CMS must be operated and maintained in continuous operation according to the site-specific
monitoring plan.

[40 CFR 63.7505(d)]

E.17. CO Requirements. An oxygen analyzer system, as defined in 40 CER 63.7575, must be installed
operated, and maintained or a continuous emission monitoring systems for CO and oxygen must be
installed, certified, operated and maintained according to the procedures in paragraphs (a)(1) theoughg(7) of

40 CFR 63.7525
Permitting Note: The facility has elected the oxygen analyzer system. N
[40 CFR 63.7525(a)]

E.18. CMS requwements

If an operating limit requwes the use of a CMS other than a PM

31, 2016:
a.

The CPMS must comnlete a minimum of one cvcle of operation

four 15-minute periods in an hour, to have a valid hour of da

b. The monitoring system must be operated as specified in 40 LFR¥3.7535(b), and must comply with
the data calculation requirements specified in 40 CFR 63.7385(g).

c. Any 15-minute period for which the monitorin t-of-control and data are not available for
a required calculation constitutes a deviation frongfheMONitoring requirements. Other situations that
constitute a monitoring deviation are specified_in #0 CFR 63.7535(d).

d. The 30-day rolling average of all recorded r adings must be determined, except as provided in 40

CFR 63.7535(c).
e. The results of each inspection, cali d validation check must be recorded.
[40 CFR 63.7525(d)]

E.19. Minimize Emissions. At allsin®8, any affected source (as definedin 40 CFR 63.7490 includin

a manner consistent with S tv and good air pollution control practices for minimizing emissions.
Determination of whet @1 peration and maintenance procedures are being used will be based on
information avaifall€ tothe Administrator that may include, but is not limited to, monitoring results
review of operfikién Sgdrhaintenance procedures, review of operation and maintenance records, and

inspection of theSaurce.
40 CFR a)(3

convenienCe purposes only. This table does not supersede any of the terms or conditions of this permit.}
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E.20. Test Methods. (if required) Tests shall be performed in accordance with the following reference methods.
also see Table 5 of 40 CFR 63 subpart DDDDD) and the requirements of Condition E.21.:

Method Description of Meth n mment
1-4 Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content
5or17 Method for Determining Particulate Matter Emissions (All PM is assumed t@ be
or (in-stack filtration method) x
Collect a minimum of 1 dscm per run.
10 Determination of Carbon Monoxide Emissions from Stationary Source »The
method shall be based on a continuous sampling train.
1 hr minimum sampling time. )
19 Determination of Sulfur Dioxide Removal Efficiency and PartjCulate Matter, Sulfur

Dioxide, and Nitrogen Oxides Emission Rates (Option ﬁm ethod may be used to
determine flow rate and gas analysis to calculate mas Qmidsions in lieu of Methods 1-4.)

26 or 26A | Determination of Hydrogen Chloride Emissiongt@r Determifiation of Hydrogen Halide
and Halogen Emissions From Stationary Source

For M26A, collect a minimum of 2 dscm per ru; fogM26, collect a minimum of 240

liters per run %
29 or 30A or | Determination of metals emissions or, Dete ation of Total VVapor Phase Mercury
30B Emissions (Instrumental Analyzer Pro€€d From Stationary Sources
For M29, collect a minimum of £ dschh per run; for M30A or M30B collect a minimum
sample as specified in the methotmief ASTM D6784 (incorporated by reference, see
§63.14) collect a minimurgfof 2¥iscm.

The above methods are described in 40 GFRSD, Abpendix A, and adopted by reference in Rule 62-204.800
F.A.C. No other methods may be usrior written approval is received from the Department.

[Table 2 Items 14. and 15. of A@FRW8.Subpart DDDDD

E.21. Performance Test ProcedureSinAll performance tests shall be conducted according to §63.7(c), (d), (f), and

h). A site-specifig stacktest plan shall be developed according to the requwemens in §63. 7
performance teg @m"ﬂ‘ onducted under such conditions as the Administrator specifies based on the
representative pefformarice of each boiler for the period being tested. Upon request, such records as ma

be necessary4@.detéPriine the conditions of the performance tests shall be made available to the

Administga 1’

2 =abh P8sformance test shall be conducted according to the requirements in Table 5 of 40 CFR 63
part DDDDD.

b.YEach performance test shall be conducted under the specific conditions listed in Tables 5 and 7 of 40

CFER 63 Subpart DDDDD. Performance tests shall be conducted at representative operating load
conditions while burning the type of fuel or mixture of fuels that has the highest content of chlorine and
mercury, and TSM if opting to comply with the TSM alternative standard and shall demonstrate initial
compliance and establish operating limits based on these performance tests. These requirements could
result in the need to conduct more than one performance test. Following each performance test and until
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the next performance test, you must comply with the operating limit for operating load conditions
specified in Table 4 of 40 CFR 63 Subpart DDDDD.

c. A minimum of three separate test runs shall be conducted for each performance test required, as
specified in 863.7(e)(3). Each test run must comply with the minimum applicable sampling times or

volumes specified in Tables 2 or 11 of 40 CFR 63 Subpart DDDDD.

d. To determine compliance with the emission limits, the F-Factor methodology and equations®n,se
12.2 and 12.3 of EPA Method 19 at 40 CFR part 60, aopendlx A-7 of this chapter shall be us

measured mercury concentrations, and the measured TSM concentrations that result fr
performance test to pounds per million Btu heat input emission rates.

e. Except for a 30-day rolling average based on CEMS (or sorbent trap monitop@ sySkem) data, if
measurement results for any pollutant are reported as below the methogdegigtebtfondevel (e.q., laborator
analytical results for one or more sample components are below the @B d deftned analytical detection
level), the method detection level shall be used as the measured emissSREs level for that pollutant in
calculating compliance. The measured result for a multiple component af&lysis (e.q., analytical values

for multiple Method 29 fractions both for individual HAP metaland for total HAP metals ) may include
a combination of method detection level data and analytical d @ Orted above the method detection

level.
[40 CER 63.7520]

E.22. Demonstration of Compliance -Performance Test Jiom pliance is demonstrated through performance
testing, each applicable site-specific operating lirgit in Fable 4 of 40 CFR 63 Subpart DDDDD shall be
established according to the requirements in &6&/520, Table 7 of 40 CFR 63 Subpart DDDDD, and

paragraph (4) of this condition, as applicab @ [ anal ses must also be conducted according to §63.7521

and maximum fuel pollutant input levetS@staBlished according to paragraphs (1) through (3) of this
condition, as applicable, and as spegified i) §6377510(a)(2).

Note that §63.7510(a)(2] % Ipts Gbrtain fuels from the fuel analysis requirements.)

However, if fuel(s) are Syitchi@e’and it cannot be shows that the new fuel(s) does (do) not increase the
chlorine, mercup® QTSN input into the unit through the results of fuel analysis, then the performance test

chlorine must be determined.

(ii) During the fuel analysis for hydrogen chloride, the fraction of the total heat input for each fuel
type burned (Qi) based on the fuel mixture that has the highest content of chlorine, and the
average chlorine concentration of each fuel type burned (Ci) must be determined.

A maximum chlorine input level using Equation 7 of this condition must be established.
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Clinput =3 (Cix Qi) (Bg. 7)

imi

Where:

Clinput = Maximum amount of chlorine entering the boiler or process heater through fuels
burned in units of pounds per million Btu.

(2)

Mercurvinput = 3 (HGix Qi) (Bg. 8)

ercury content. If you do not burn multiple fuel types during the performance test, it is not
necessary to determine the value of this term. Insert a value of “1” for Qi.

n = Number of different fuel types burned in your boiler or process heater for the mixture that
has the highest content of mercury.

(3) If opted to comply with the alternative TSM limit, the maximum TSM fuel input (TSMinput) for
liquid fuels must be established during the initial fuel analysis according to the procedures in

paragraphs (3)(i) through (iii) of this condition.
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(i) The fuel type or fuel mixture that you could burn in the boiler that has the highest content of
TSM must be determined.

ii During the fuel analysis for TSM, the fraction of the total heat input for each fuel type burned
i) based on the fuel mixture that has the highest content of TSM, and the average TS
concentration of each fuel type burned (TSMi) must be determined. N

(iii)  You must establish a maximum TSM input level using Equation 9 of this conditi

TSMinpur=3 (TSMix Qi) (Eq. 9]

Where:

TSMinput = Maximum amount of TSM entering the boil
burned in units of pounds per million Btu.

TSMi = Arithmetic average concentration of TSM i
863.7521, in units of pounds per million Btu.

Qi = Fraction of total heat input from fuel -.'- aged on the fuel mixture that has the

testing, it is not necessary to deterri -@ alue of this term. Insert a value of “1” for Qi.

n = Number of different fuel type o_ﬁ n your boiler or process heater for the mixture that
has the highest content of T8IV

condition. As indicated in Tabje Agf40 CFR 63 Subpart DDDDD, when are using a CEMS to monitor
and demonstrate compljagee’With the applicable emission limit for that control device parameter
establishment and co ﬁvﬂi@ h the operating parameter limits is not required.

N/A— id gas scrubber.
N/ for'afy particulate control device (e.q., ESP, particulate wet scrubber, fabric filter) for

yhicygeu use a PM CPMS.

ifl) OA - for an electrostatic precipitator (ESP) operated with a wet scrubber.

iv) N/A - for a dry scrubber.

(v)  N/A-for activated carbon injection.

vi) N/A- for boilers with fabric filters that demonstrate continuous compliance through bag leak
detection systems.
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For a minimum oxygen level, if you conduct multiple performance tests, you must set the
minimum oxygen level at the lower of the minimum values established during the

performance tests.

(viii) N/A - for boilers or process heaters that demonstrate continuous compliance with the HCI

emission limit using a SO, CEMS

[40 CFR 63.7530(b)] N

[Rule 62-297.310, F.A.C.] é

Initial Compliance Demonstrations

E.24. Initial compliance with each applicable emissions limit must be (8onstratéd by conducting initial

63.7520, paragraphs (b) and (c) of 40 CFR 63.7530, and Tab ‘-!.!»" of 40 CFR 63 subpart DDDDD. If

applicable, CMS (including CEMS, COMS, and CPMS einstalled, operated, and maintained
according to 40 CFR 63.7525. s‘ -

[40 CFR 63.7530(a)]
E.25. Initial Comollance Demonstratlon throuqh Perfo* Tests. For each boiler that demonstrates
pllance witn any of th€ applicabl€é EMISSYOTE ar
Blian :

Conduct performance tests -_«@, 863.7520 and Table 5 to this subpart.

Conduct a fuel anal «ih yeachpype of fuel burned in your boiler or process heater according to
§863.7521 and Tablg 6 Nis subpart, except as specified in paragraphs (2)(i) through (iii) of this

condition.

palysis requirements under 863.7521 and Table 6 of 40 CFR 63 Subpart DDDDD.

i) When natural gas is co-fired with other fuels, a fuel analysis is not required to be conducted of

those fuels according to §63.7521 and Table 6 of 40 CFR 63 Subpart DDDDD.

(iii) A chlorine fuel analysis is not required to be conducted for any gaseous fuels. A fuel analysis for

mercury is required to be conducted on gaseous fuels unless the fuel is exempted in paragraphs
(2)(i) and (ii) of this condition.
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(3) Establish operating limits according to §63.7530 and Table 7 of 40 CFR 63 Subpart DDDDD.

(4) Conduct CMS performance evaluations according to §63.7525.

[40 CFR 63.7510(a)]

E.26.

to 40 CFR 63 Subpart DDDDD.

The fuels described in paragraph (2)(i) and (ii) of Condition E.25. are exempt fro
operating limit requirements. The fuels described in paragraph (2)(ii) of Conditi

the chloride fuel analysis and operating limit requirements.

requirements for the HAP for which CEMS are used.

[40 CFER 63.7510(b)]

boiler is subject to a carbon monoxide
conduct a performance test for CO according

E.27. Initial Compliance Demonstration — CO performance tests.
(CO) limit, the initial compliance demonstration for CQ i

[40 CFER 63.7510(d)]

E.29. Initial CompliagceD8monstration. The initial compliance demonstration, as specified in Conditions E.25.
through E.28., m¥t be Completed no later than 180 days after the compliance date (January 31, 2016
according tote apPicable provisions in 40 CFR 63.7(a)(2) as cited in Table 10 of 40 CFR 63 Subpart
DDDDD sfcfpies specified Condition E.30.

JAUCER 6877510(e

E.30. !! Compliance Demonstration. For existing affected sources (as defined in 863.7490) that have not
opErated between the effectrve date of the rule and the compliance date that is secrfred for the source in
63.7

Table 2 of 40 CFR 63 Subpart DDDDD, as specified in paragraphs (a) through (d) of §63.7510

Conditions E.26.- E.29.], no later than 180 days after the re-start of the affected source and according to
the applicable provisions in §63.7(a)(2) as cited in Table 10 of 40 CFR 63 Subpart DDDDD.
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An initial tune-up must be completed by following the procedures described in 863.7540(a)(10)(i) through
vi) no later than 30 days after the re-start of the affected source and, if applicable, complete the one-time

energy assessment specified in Table 3 of 40 CFR 63 Subpart DDDDD, no later than the compliance date

specified in 863.7495.

[40 CFR 63.7510(j)] K
[

E.31. Subsequent Compliance Demonstration — Performance Tests. All applicable perforM@ance #€sts must be
conducted according to 863.7520 on an annual basis, except as specified in Congi§ons¥7.31. through E.34.
Annual performance tests must be completed no more than 13 months aftgugie &fevidus performance test

except as specified in Conditions E.31. through E.34.

nt Compliance Demonstration

a. If your performance tests for a given pollutant for at least 2 g@psecutive ¥ears show that emissions are

at or below 75 percent of the emission limit (or, in limited inst#Rges as specified in Tables 2 or 11 of
40 CFR 63 Subpart DDDDD at or below the em|53|on I|m|t or ¥ oIIutant and if there are no

must continue to be conducted annually. Jaiae Yemefirement to test at maximum chloride input level is
waived unless the stack test is conductg d forHCL. The requirement to test at maximum mercur y input
level is waived unless the stack tesidgaCON ReittCted for mercury. The requirement to test at maximum

TSM input level is waived unlessfthe Stack Y&t is conducted for TSM.

. Subsequent Compliance Requirement- Fuel Analysis. A fuel analysis for each type of fuel burned in the

boilers must be conducted according to 40 CER 63.7521 monthly. The owner or operator may comply with
this monthly requirement by completing the fuel analysis any time within the calendar month as long as
the analysis is separated from the previous analysis by at least 14 calendar days.
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If a new type of fuel is burned, a fuel analysis must be conducted before burning the new type of fuel in
each boiler. All applicable continuous compliance requirements in §63.7540 still must be met. If each of
12 consecutive monthly fuel analyses demonstrates 75 percent or less of the compliance level, the fuel
analysis frequency may be decreased to quarterly for that fuel. If any quarterly sample exceeds 75 percent
of the compliance level or a new type of fuel is beginning to be burned, the owner or operator must return
to monthly monitoring for that fuel, until 12 months of fuel analyses are again less than 75 percent of the

compliance level.
o &
[40 CFR 63.7515(¢)] N

E.34. Subsequent Compliance Demonstration — Restart of Boiler. For affected sources (as defin€tgg §63.7490;
that have not operated since the previous compliance demonstration and more than -_L _hdS passed
since the previous compliance demonstration, you must complete the subsequent cospliand®

demonstration, if subject to the emission limits in Tables 2, or 11 of 40 CFR 63 S#ppafdPDDDD, no later
than 180 days after the re-start of the affected source and according to the agpli€ablebrovisions in

§63.7(a)(2) as cited in Table 10 to this subpart.
[40 CFR 63.7515(q)]

Continuous Compliance Demonstrations @

E.35. Continuous compliance must be demonstrated W|th ea%ssion limit in Tables 2 or 11 of 40 CFR 63

(1) Following the date on which the ipftia pliance demonstration is completed or is required to be

completed under §863.7 and 63, 7§ hichever date comes first, operation above the established
maximum or below the estabdished Minimum operating limits shall constitute a deviation of

established operating #fmit® list8rin Table 4 of this subpart except during performance tests conducted
to determine compijar@vith the emission limits or to establish new operating limits. Operating limits
must be confirmed & redblished during performance tests.

to burn a new type of liguid fuel, you must recalculate the HCI emission rate using
3.7530 according to paragraphs (2)(0 throuqh (iii) of th|s condition. You are not

million Btu, based on supplier data or your own fuel analysis, according to the provisions in your

site-specific fuel analysis plan developed according to §63.7521(b).

You must determine the new mixture of fuels that will have the highest content of chlorine.

Griffin Industries, LLC Permit No. 0070004-023-AV
Hampton Facility Title V Air Operation Permit Renewal
Page 123 of 138



SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection E. Common Conditions, 40 CFR 63 Subpart DDDDD- Heavy Liquid Fuel Subcategory
Emissions Units 006, 007, 008

iii) Recalculate the HCI emission rate from your boiler or process heater under these new conditions
using Equation 12 of §63.7530. The recalculated HCI emission rate must be less than the

applicable emission limit.

3) If you demonstrate compliance with an applicable HCI emission limit through performance testin
and you Dlan to burn a new type of fuel or a new mixture of fuels, you must recalculate the maX|mum

you plan to burn a new type of fuel, you must recalculate the merc B mission rate using Equation
13 of 863.7530 according to the procedures specified in paragraphs (4)¥ through (iii) of this

condition. You are not required to conduct fuel analyses for {A&fuels described in 863.7510(a)(2)(i
through (iii). You may exclude the fuels described in §63.7 @t: i) through (iii) when

recalculating the mercury emission rate. @
(1) You must determine the mercury concentratj orany new fuel type in units of pounds per
m|II|on Btu based on supj I|er data or el analv5|s according to the provisions in

(ii) You must determine the new miyilire 8f fuels that will have the highest content of mercury.

iii) Recalculate the mercur ) rat®from your boiler or process heater under these new
conditions using Equatidf 1€ Be#563.7530. The recalculated mercury emission rate must be less
than the applicable®u1iS8ion limit.

ou demonstrate pliance with an applicable mercury emission limit through performance
testing, and yau play to Blrn a new type of fuel or a new mixture of fuels, you must recalculate the
maximum fnerBy iNput using Equation 8 of §63.7530. If the results of recalculating the maximum
mercury inB§t usi™ Equation 8 of §63.7530 are higher than the maximum mercury input level
established g the previous performance test, then you must conduct a new performance test
within60'8ays of burning the new fuel type or fuel mixture according to the procedures in §63.7520
to ~aﬂﬁ'—" ate that the mercury emissions do not exceed the emission limit. You must also establish
acVVRperating limits based on this performance test according to the procedures in 863.7530(b). You

€ not reuwed to conduct fuel analyses for the fuels descrlbed in 863.7510(a)(2)(i) through (iii).

ou may exclude the fuels described in 863.7510(a)(2)(i) through (iii) when recalculating the

mercury emission rate.

(6) If your boiler or process heater has a heat input capacity of 10 million Btu per hour or greater, you
must conduct an annual tune-up of the boiler or process heater to demonstrate continuous compliance
as specified in paragraphs (6)(i) through (vi) of this condition.
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(1) __As applicable, inspect the burner, and clean or replace any components of the burner as
necessary (you may delay the burner inspection until the next scheduled unit shutdown). Units
that produce electricity for sale may delay the burner inspection until the first outage, not to
exceed 36 months from the previous inspection. At units where entry into a piece of process

equipment or into a storage vessel is required to complete the tune-up inspections, inspections
are required only during planned entries into the storage vessel or process equipment®

(iii) Inspect the system controlling the air-to-fuel ratio, as applicable, and ensu@.that £t is correctly

calibrated and functioning properly (you may delay the inspection unti#e M@t scheduled unit
shutdown). Units that produce electricity for sale may delay thegspefionduntil the first outage

not to exceed 36 months from the previous inspection;

iv) Optimize total emissions of CO. This optimization sho@ld be conS¥Stent with the manufacturer's

specifications, if available, and with any NOx requiremefto which the unit is subject;

<

Measure the concentrations in the effluent streamAPCO™M | per million, by volume, and
oxygen in volume percent, before and after the W ents are made (measurements may be
either on a dry or wet basis, as long as it is tife same basis before and after the adjustments are
made). Measurements may be taken usingsa.partable CO analyzer; and

(vi) Maintain on-site and submit, if re
information in paragraphs (6)(vi
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ough (C) of this condition,

the)effluent stream in parts per million by volume, and oxygen
d at high fire or typical operating load, before and after the

raer
nit’1s not operating on the required date for a tune-up, the tune-up must be conducted within 30

and you plan to burn a new type of fuel or a new mixture of fuels, you must recalculate the maximum
TSM input using Equation 9 of 863.7530. If the results of recalculating the maximum TSM input
using Equation 9 of §863.7530 are higher than the maximum total selected input level established
during the previous performance test, then you must conduct a new performance test within 60 days
of burning the new fuel type or fuel mixture according to the procedures in 863.7520 to demonstrate
that the TSM emissions do not exceed the emission limit. You must also establish new operating
limits based on this performance test according to the procedures in 863.7530(b). You are not

Griffin Industries, LLC Permit No. 0070004-023-AV
Hampton Facility Title V Air Operation Permit Renewal
Page 125 of 138



SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection E. Common Conditions, 40 CFR 63 Subpart DDDDD- Heavy Liquid Fuel Subcategory
Emissions Units 006, 007, 008

required to conduct fuel analyses for the fuels described in §63.7510(a)(2)(i) through (iii). You ma
exclude the fuels described in 863.7510(a)(2)(i) through (iii) when recalculating the TSM emission
rate.

9 If you demonstrate compliance with an applicable TSM emission limit through fuel analysis for
|IQUId fuels, and you plan to burn a new type of fuel, you must recalculate the TSM emlssmn rate

specific fuel analysis plan developed according to §63.7521(b).

group is equipped with a dry control system and vented to a common stack that does not

receive emissions from non-affected units, maintain opacity at or below the applicable limit
at the common stack.

scrubber, maintain the 30-day rolling average parameter values at or above the operating limits

established during the most recent performance test.
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4 For each existing unit participating in the emissions averaging option that has an approved
alternative operating parameter, maintain the 30-day rolling average parameter values consistent

with the approved monitoring plan.

configuration containing affected units from other subcategories, maintain the appropriate operatin
limit for each unit as specified in Table 4 to this subpart that applies.

(b)  Any instance where the owner or operator fails to comply with the continuous monitorin N
requirements in paragraphs (a)(1) through (5) of this condition is a deviation.

[40 CFR 63.7541]

Notifications @&

E.37.

and in Subnart A of Part 63 shall be met.
[40 CFR 63.7495(d)]

E.38. Notification — Intent to Conduct Performance Test. A Notifica
must be submitted at least 60 days before the performance tggb i

[40 CFR 63.7545(d)]

E.39. i ifi of Compliance Status must be submitted
according to 40 CFR 63.9(h)(2)(ii). For the initiaf"Ca ance demonstration for each boiler, the
Notification of Compliance Status must be sub "@ including all performance test results and fuel
analyses, before the close of business on /$ following the completion of all performance test
and/or other initial compliance demonstra ﬂio all boilers at the facility according to 40 CFR
63.10(d)(2). The Notification of Corpfiff@nces8iatus report must contain all the information specified in
the below paragraphs (1) through 8¥has ahplicable.

(1) A description of th¢ affl it(s) including identification of which subcategories the unit is in,
the design heat §ip®gApacity of the unit, a description of the add-on controls used on the unit to
comply with this\subp®, description of the fuel(s) burned, including whether the fuel(s) were a
secondary ria determined by you or the EPA through a petition process to be a non-waste
under §84J3 ORI chapter, whether the fuel(s) were a secondary material processed from

discarded -hazardous secondary materials within the meaning of 8241.3 of this chapter, and

'|usti%' jon ¥or the selection of fuel(s) burned during the compliance demonstration.

_ASgmmary of the results of all erformance tests and fuel anal ses and calculatlons conducted to

(i) ldentification of whether you are complying with the PM emission limit or the alternative

TSM emission limit.

(i) ldentification of whether you are complying with the output-based emission limits or the heat
input-based (i.e., Ib/MMBtu or ppm) emission limits,
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3) A summary of the maximum CO emission levels recorded during the performance test to show that
ou have met any applicable emission standard in Tables 2, or 11 of 40 CER 63 Subpart DDDDD
if you are not using a CO CEMS to demonstrate compliance.

Identification of whether you plan to demonstrate compliance with each applicable emission limit
through performance testing, a CEMS, or fuel analysis.

(5) Identification of whether you plan to demonstrate compliance by emissions averaging aff &
identification of whether you plan to demonstrate compliance by using efficiency credits

energy conservation:

[Reserved] @

(if)

official:

(i) “This facility complies with ¢
63.7540(a)(10)(i) throu i

(i) “This facility has hatlan energy assessment performed according to §63.7530(¢e).”

(iv) Exce. ts that burn only natural gas, refinery gas, or other gas 1 fuel, or units that
qualify fir a SRtitory exemption as provided in section 129(g)(1) of the Clean Air Act
1@l 0 e following: “No secondary materials that are solid waste were combusted in an
.. !m .t,”

40 CFR 63,254

E.40. Notice Q _'Q itch or Physical Change. If owner or operator has switched fuels or made a physical
changdiio the®oiler and the fuel switch or physical change resulted in the applicability of a different
@‘_gg , hotice must be provided of the date upon which the owner or operator switched fuels or

e physical change within 30 days of the switch/change. The notification must identify:

he name of the owner or operator of the affected source, as defined in 40 CFR 63.7490, the location
of the source, the boiler(s) that have switched fuels, were physically changed, and the date of the
notice.

e. The currently applicable subcategory under this subpart.

f. The date upon which the fuel switch or physical change occurred.

[40 CFR 63.7545(h)]
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Recordkeeping and Reporting Requirements

E.41. Recordkeeping. A copy of each notification and report that was submitted to comply with this subpart
including all documentation supporting any Initial Notification or Notification of Compliance Status or
semiannual compliance report that was submitted, according to the requirements in 863.10(b)(2)(xiv

must be kept. Records of performance tests, fuel analyses, or other compliance demonstrations and

[40 CFR 63.7555(a)] N
E.42. CMS. For each continuous monitoring system the following records must be kept

a. Records described in 40 CFR 63.10(b)(2)(vii) through (xi).

b. N/A—no COMS. &
C. i .e. i i i in 40 CFR

63.8(d)(3).
d. N/A-no CEMS.

E.43.

a. Records of monthly fuel use oiIe

b. A copy of all calcula Jpporting documentation of maximum chlorine fuel input, using
Equation 7 of 40 CAR63775307 that were done to demonstrate continuous compliance with the HCI
emission limit, for\souMs that demonstrate compliance through performance testing. For sources
that demonstrate,cogpliahce through fuel analysis, a copy of all calculations and supporting
documents <I[J'u'm\ | emission rates, using Equation 12 of 40 CFR 63.7530, that were done to
demonstraf® m- ance with the HCI emission limit. Supporting documentation should include
results of ._ %] analyses and basis for the estimates of maximum chlorine fuel input or HCI
emissi ﬁ' . The results from one fuel analysis for multiple boilers can be used provided they are
al u!‘ﬂﬁ the same fuel type. However, chlorine fuel input, or HCI emission rate, must be

a|Clkated for each boiler.

Q jcopy of all calculations and supporting documentation of maximum mercury fuel input, using

Fquation 8 of 40 CFR 63.7530, that were done to demonstrate continuous compliance with the
mercury emission limit for sources that demonstrate compliance through performance testing. For
sources that demonstrate compliance through fuel analysis, a copy of all calculations and supportin
documentation of mercury emission rates, using Equation 13 of 40 CFR 63.7530, that were done to
demonstrate compliance with the mercury emission limit. Supporting documentation should include
results of any fuel analyses and basis for the estimates of maximum mercury fuel input or mercury
emission rates. The results from one fuel analysis for multiple boilers can be used provided they are

. including the type(s) of fuel and amount(s) used.
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all burning the same fuel type. However, mercury fuel input, or mercury emission rates, must be
calculated for each boiler.

d. If, consistent with 40 CFR 63.7515(b), stack testing is less frequently than annually, a record must be
kept that documents that emissions in the previous stack test(s) were less than 75 percent of the
Ilcable emlssmn I|m|t or, in specific instances noted in Tables 2 or 11 to this sub art less than the

composition and operation of air pollution control equipment that would cause emissions
relevant pollutant to increase within the past year.

e. Records of the occurrence and duration of each malfunction of the boiler, or of the assogifiied 3
pollution control and monitoring equipment.

f. Records of actions taken during periods of malfunction to minimize emissions i A(L% ce with the
general duty to minimize emissions in 40 CFR 63.7500(a)(3), including correctie actfons to restore

the malfunctioning boiler, air pollution control, or monitoring equipment toAt® noi¥¥ial or usual
manner of operation. 4

g. A copy of all calculations and supporting documentation of maxift ’- SM fuel input, using
Equation 9 of 40 CFR 63.7530, that were done to demonstrate contin8@us compliance with the TSM
emission limit for sources that demonstrate compliance thro0@k performance testing. For sources that
demonstrate compliance through fuel analysis, a copy of all€al8Wlations and supporting

documentation of TSM emission rates, using Equation 14 W R 63.7530, that were done to

demonstrate compliance with the TSM emission limit{ ( SUpporting documentation should include
results of any fuel analyses and basis for the estimates Simsfiximum TSM fuel input or TSM emission
rates. The results from one fuel analysis can be Use#*®r multiple boilers provided they are all
burning the same fuel type. However, TSM fd@Rinpet, or TSM emission rates, must be calculated for

each boiler.

h. Records must be maintained of the cald and

shutdown.

date, time, occurrence and duration of each startup

i. Records must be maintained o

shutdown.
[40 CFR 63.7555(d)] 4 )
E.45. Emissions Averaging Reco If electing averaging emissions consistent with 40 CFRF 63.7522, a cop)
of the emission aygragi ifg imPlementation plan required in 40 CFR 63.7522(q), all calculations required

under 40 CFR 63,7982, jhcluding monthly records of heat input or steam generation, as applicable, and
monitoring reca¥e is coMBistent with 40 CFR 63.7541 must be kept.

40 CFR 62 g5(¢)]

dits. If electing to use efficiency credits from energy conservation measures to

E.46.

[40 CER 63.7555(f)]

E.47. Startup, Shutdown Records. Records shall be maintained of the calendar date, time, occurrence and
duration of each startup and shutdown. Records of the type(s) and amount(s) of fuels used during each
startup and shutdown shall also be maintained.

[40 CER 63.755(i),(1)]
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E.48. Recordkeeping Form and Duration.

a) Records must be in a form suitable and readily available for expeditious review, according to

63.10(b)(1).

(b) As specified in §63.10(b)(1), each record must be kept for 5 years following the date of each
occurrence, measurement, maintenance, corrective action, report, or record. &

E.49.

a.

N

[40 CFR 63.7540(a)(2)]

E.50. Report Submission. Each applicable report in T 25164 0340 CER 63 subpart DDDDD must be submitted.
Unless the EPA Administrator has approved a di§fereAt schedule for submission of reports under 40 CFR
63.10(a), each report must be submitted, ac€Or@ing to paragraph (h) of 40 CFR 63.7550, by the date in

Table 9 of 40 CFR 63 Subpart DDDDD #Mehacgording to the requirements in paragraphs (1) through (4

of Condition E.51. O & e aallaln LA RS
[40 CFR 63.7550(a), (b)]

E.51. Compliance Reports — Rgfortihg P&riods and Submittals.

(1) The first compliarige r8QQrt must cover the period beginning on the compliance date that is specified
for each boilerr eater in 863.7495 and ending on July 31 or January 31, whichever date is
the first datf ti.ocdurs at least 180 days (or 1 years, as applicable, if submitting an annual

comlianco Wéfter the compliance date that is specified for your source in §63.7495..

The first@ompMance report must be postmarked or submitted no later than July 31 or January 31
whigh®v Q' is the first date following the end of the first calendar half after the compliance date
thaidis speCified for each boiler or process heater in 863.7495. The first annual compliance report

& 1st¥e postmarked or submitted no later than January 31.

'3) Eéch subsequent compliance report must cover the semiannual reporting period from January 1

N hrough June 30 or the semiannual reporting period from July 1 through December 31. Annual
compliance reports must cover the applicable 1-year periods from January 1 to December 31.

4) Each subsequent compliance report must be postmarked or submitted no later than July 31 or Januar
31, whichever date is the first date following the end of the semiannual reporting period. Annual
compliance reports must be postmarked or submitted no later than January 31.

[40 CFR 63.7550(b)(1)-(4)]
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E.52. Compliance Reports. The compliance report must contain the following information depending on how
the facility chooses to comply with the limits set in this rule:

(1) Tune Ups. A compliance report must be submitted with the information in paragraphs (c)(5)(i)
through (iv) and (xiv) of 40 CFR 63.7550.

2 Fuel Anal Sis. IfafaC|I|t is complyin Wlth the fuel anal Sis the must submltacom liance report

40 CFR 63.7550.
3) Performance Testing.

If a faC|I|tv is complvmq with the applicable emissmns limit W|th

(ix), (xi), (xiii), (xv) and paragraph (d) of 40 CFR 63.7550.
(4) CMS

If a faC|I|tv is comolvmq W|th an emissions I|m|t using a CMS the comp i

and paragraph (e) of 40 CFR 63.7550.

(5)(i) Company and Facility name and address.

(vii) The total operating time during the reporting period

(ix)

the reporting period, including, but not li @ 0, a description of the fuel, whether the fuel has
received a non-waste determination s @A or your basis for concluding that the fuel is not a
waste, and the total fuel usage amgh @ h units of measure.

(x) If you are conducting performAnC8iiestyence every 3 years consistent with §63.7515(b) or (c), the
date of the last 2 erforma "5!' and’a statement as to whether there have been any operational
changes since the lasispeff@rmance test that could increase emissions.

(xi) A statement in that you burned no new types of fuel in an individual boiler or process
heater sub' pission limit. Or, if you did burn a new type of fuel and are subject to a HCI
emission limit, You mlist submit the calculation of chlorine input, using Equation 7 of §63.7530
that derfopSgtes\that your source is still within its maximum chlorine input level established
during th&previ®us performance testing (for sources that demonstrate compliance through
perfoig esting) or you must submit the calculation of HCI emission rate using Equation 12 of
-_ﬂ‘é._’ hat demonstrates that your source is still meeting the emission limit for HCI emissions
@for Meifers or process heaters that demonstrate compliance through fuel analysis). If you burned a

o type of fuel and are subject to a mercury emission limit, you must submit the calculation of
meércury input, using Equation 8 of 863.7530, that demonstrates that your source is still within its
maximum mercury input level established during the previous performance testing (for sources
that demonstrate compliance through performance testing), or you must submit the calculation of
mercury emission rate using Equation 13 of 863.7530 that demonstrates that your source is still
meeting the emission limit for mercury emissions (for boilers or process heaters that demonstrate
compliance through fuel analysis). If you burned a new type of fuel and are subject to a TSM
emission limit, you must submit the calculation of TSM input, using Equation 9 of §63.7530, that

demonstrates that your source is still within its maximum TSM input level established during the
revious performance testing (for sources that demonstrate compliance through performance
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testing), or you must submit the calculation of TSM emission rate, using Equation 14 of §63.7530
that demonstrates that your source is still meeting the emission limit for TSM emissions (for

boilers or process heaters that demonstrate compliance through fuel analysis).

(xii) If you wish to burn a new type of fuel in an individual boiler or process heater subject to an
em|SS|0n I|m|t and ou cannot demonstrate compliance Wlth the maX|mum chlorine i in ut

Equation 8 of §63.7530, or the maximum TSM input operating limit using Equation 9
you must include in the compliance report a statement indicating the intent to conduct a r%

erformance test within 60 days of starting to burn the new fuel.

(xiii) A summary of any monthly fuel analyses conducted to demonstrate compliance ag@ggding’to
8863.7521 and 63.7530 for individual boilers or process heaters subject to emisgi@n lixits, and any
fuel specification analyses conducted according to 8863.7521(f) and 63.753@ Cl

(xiv) If there are no deviations from any emission limits or operating I|m|ts inADK suPpart that apply to
you, a statement that there were no deviations from the emission imits & opfr: rating limits during

the reporting Qeriod.

the CMSs, including CEMS, COMS, and CPMS, were dUef contral as secmed in §63.8(c)(7), a

statement that there were no deviations and no periods dgrin8yhich the CMS were out of control
during the reporting period. W,

(xvi) If a malfunction occurred during the reporting D report must include the number,
duration, and a brief description for each type gt maalftinction which occurred during the reporting
period and which caused or may have caused.afty applicable emission limitation to be exceeded.
The report must also include a descriptioff of 3tions taken by you during a malfunction of a boiler
process heater, or associated air ioregptiol device or CMS to minimize emissions in
accordance with §63.7500(a)(3), indludfMg actions taken to correct the malfunction.

(xvii) Include the date of the most ree®nt {8§e-up for each unit subject to only the requirement to
conduct an annual, biennia m ar t¥ne-up according to §63.7540(a)(10). Include the date of
the most recent burner ingpecti® B¥PIf it was not done annuallv blennlallv or on a 5-year period and
was delayed until #& heduled or unscheduled unit shutdown.

(xviii) If yol\pl vo demonstrate compliance by emission averaging, certify the emission level
achieved or the §ontr@Pfechnology employed is no less stringent than the level or control
technolg@V R -ﬁ_ﬁ ed in the notification of compliance status in 863.7545(e)(5)(i).

(xix) For eacgportihg period, the compliance reports must include all of the calculated 30 day rolling

average val9es based on the daily CEMS (CO and mercury) and CPMS (PM CPMS output,
scrib i-; 9H, scrubber liquid flow rate, scrubber pressure drop) data.

ate entb a responsible official with that official's name, title, and signature, certifying the

= e A e A Y A ey M ey A M I R ey e Y

Q tr accuracy, and completeness of the content of the report.
10 @FR 63.7550(¢)]
)/

E.53. CoOmpliance Reports — Deviations without a CMS. For each deviation from an emission limit or operatin
limit in this subpart that occurs at an individual boiler where a CMS is not used to comply with that
emission limit or operating limit, the compliance report must additionally contain the following

information:
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1) A description of the deviation and which emission limit or operating limit was deviated from.

2) Information on the number, duration, and cause of deviations (including unknown cause), as
applicable, and the corrective action taken.

3) If the deviation occurred during an annual performance test, provide the date the annual
performance test was completed. 0 i
[40 CFR 63.7550(d)]

Compllance Reports — Dewatlons W|th a CMS. For each deV|at|on from an emlssmn limit

E.54.

information required in paragraphs (e)(1) through (9) of 40 CFR 63.7550. This in
from the site-specific monitoring plan as required in 40 CFR 63.7505(d).

(3) _The date, time, and duration that each Crﬁ@t of control, including the information in

§63.8(c)(8). (O
(4) The date and time that each deviat‘; :}ted and stopped.

(5) ﬁ the deV|at|on dur|n
f

=)

those that g€ d¥8 to B®ritrol equipment problems, process problems, other known causes

and otheg UNRgdwn causes.

Asehary of the total duration of CMS's downtime during the reporting period and the
tdak dMatioh of CMS downtime as a percent of the total source operating time during that

rép®iting period.
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E.55. Compliance Reports — Submittal Procedures. You must submit the reports according to the procedures
specified in paragraphs (h)(1) through (3) of this condition.

(1) Within 60 days after the date of completing each performance test (defined in §63.2) as required by

(2)

this subpart you must submit the results of the performance tests, including any associated fuel
analyses, required by this subpart and the compllance reports required in §63 7550(b) to the EPA's

Tool (ERT) (see http://www.epa.gov/ttn/chief/ert/index.html). Only data collected usipf st
methods on the ERT Web site are subject to this requirement for submitting reportg®lectrahically to
WebFIRE. Owners or operators who claim that some of the information being sufiitte® for
performance tests is confidential business information (CBI) must submit a cainplet®ERT file
including information claimed to be CBI on a compact disk or other compaginlysed electronic
storage media (including, but not limited to, flash drives) to the EPA @ ronic media must be
clearly marked as CBI and mailed to U.S. EPA/OAPQS/CORE @8I @ffic@Attention: WebFIRE
Administrator, MD C404-02, 4930 Old Page Rd., Durham, N Ni23. The same ERT file with the
CBI omitted must be submitted to the EPA via CDX as described eaf¥€r in this paragraph. At the
discretion of the Administrator, you must also submit theséSgports, including the confidential
business information, to the Administrator in the format sf ed by the Administrator. For any
performance test conducted using test methods that aegpo@bisted on the ERT Web site, the owner
or operator shall submit the results of the performanfe e | in paper submissions to the

(3)

Administrator. c‘
N/A- no CEMS O

You must submit all reports requiredfoy Wable 9 of this subpart electronically using CEDRI that is

accessed through the EPA's Central Bata£xchange (CDX) (www.epa.gov/cdx). However, if the
reporting form specific to this Zibp&rt iNpot available in CEDRI at the time that the report is due
the report you must submit gheRigpaf't to the Administrator at the appropriate address listed in
863.13. At the discreligp ORghe Administrator, you must also submit these reports, to the
Administrator in tk ecified by the Administrator.

40 CFR 63.7550(h)(1)and¥8)]

E.56. Deviation RepQrts”SRepgrt each instance in which each emission limit and operating limit was not met in
Tables 2 or 11 #80 CFR 63 subpart DDDDD. These instances are deviations from the emission limits or
ing ligagts, re} pectively. These deviations must be reported according to the requirements in 40

his report must also verify that the operating limits for each boiler have not changed or documentation
must be provided of revised operating limits established according to 40 CFR 63.7530 and Table 7 to this

subpart, as applicable. The reports for all subsequent performance tests must include all applicable

information required in 40 CFR 63.7550.

[40 CFR 63.7515(f)]
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Other Applicable Requirements

E.58. Federal Rule Requirements -General Provisions. Table 10 to this subpart shows which parts of the
General Provisions in 40 CFR 63.1 through 63.15 are applicable.

[40 CFR 63.7565 and Table 10 to 40 CFR 63 subpart DDDDD]
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SECTION IV. APPENDICES.

The Following Appendices Are Enforceable Parts of This Permit:

Appendix A, Abbreviations, Acronyms, Citations and Identification Numbers.

Appendix I, List of Insignificant Emissions Units and/or Activities.

Appendix NESHAP, 40 CFR 63 Subpart A — General Provisions.

Appendix NESHAP, 40 CFR 63 Subpart ZZZ2Z ¢ &
Appendix NESHAP, 40 CFR 63 Subpart DDDDD N
Appendix RR, Facility-wide Reporting Requirements.

Appendix TR, Facility-wide Testing Requirements. &

Appendix TV, Title V General Conditions. @

Appendix U, List of Unregulated Emissions Units and/or Activitie

Appendix CP-1, Compliance Plan
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REFERENCED ATTACHMENTS.

The Following Appendices Are Attachments Included for Applicant Convenience

Appendix H-1, Permit History/ID Number Changes
Table 1-1, Summary of Air Pollutant Standards and Terms.
Table 2-1, Summary of Compliance Requirements. o &

Statement of Basis ,\(
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