












Seaport Canaveral, LLC Permit 00902l9-001-AC

OPERATING CONDITIONS

1. Each unit is allowed to operate a maximum of 8760 hours per consecutive twelve
months. [Construction permit application received April 2, 2007J

2. The maximum throughput rates are:
-gasoline loading rack 766.5 million gallons gasoline per consecutive 12 months
-gasoline loading rack 306.6 million gallons diesel per consecutive 12 months
-gasoline loading rack 229.9 million gallons jet fuel per consecutive 12 months
-marine loading rack 459.9 million gallons gasoline per consecutive 12 months.
-marine loading rack 230.0 million gallons No.6 fuel oil
-marine loading rack 76.7 million gallons marine diesel oil
[Construction permit application received April 2, 2007J

3. The petroleum storage tanks are permitted as follows:

Tank #
1-8
9,10,11
12
13,14,17,18
15,19
16,20
21,22,23

[Construction

Worse Case
Product
Gasoline
Gasoline Blend
Ethanol
Diesel
Jet Fuel
Fuel Oil
Marine Diesel

permit application

Each Shell
Capacity (bbl)
150,000

60,000
100,000
150,000
150,000
150,000

50,000
received April 2, 2007J

Roof Type
IFR
IFR
IFR
IFR
IFR

FR
FR

NSPS
Kb
Kb
Kb
Kb
Kb

and thermal oxidizer are subject to the applicable
60, Subpart XX, for Bul k Gasoline Terminals. See

4. No person shall circumvent any pollution control device or allow the emissions
of air pollutants without the applicable air pollution control device operating
properly. [Rule 62-210.650, F.A.C.J

REGULATIONS

5. The facility subject to 40 CFR Part 60, Subpart A, General Provisions. See
attached Appendix Subpart-A.
[Rule 62-204.800(8) (d), F.A.C. and 40 CFR Part 60, Subpart AJ

6. The gasoline loading rack
requirements of 40 CFR Part
attached Appendix Subpart-XX.
[Rule 62-204.800(8) (b)53., F.A.C. and 40 CFR Part 60, Subpart XXJ

7. Tanks 1-15, and 17-19 are subject to the applicable requirements of 40 CFR Part
60, Subpart Kb, for Volatile Organic Liquid Storage Vessels. See attached Appendix
Subpart-Kb. [Rule 62-204.800(8) (b)16., F.A.C. and 40 CFR Part 60, Subpart KbJ

8. The oil heaters are subject to the applicable requirements of 40 CFR Part 60,
Subpart Dc, for Small Industrial-Commercial-Instituional Steam Generating Units.
See attached Appendix Subpart Dc. [Rule 62-204.800 (8) (b) 4 ., F. A. C. and 40 CFR Part
60, Subpart DcJ

9. The marine loading rack and thermal oxidizer are subject to the applicable
requirements of 40 CFR Part 63, Subpart Y, for Marine Tank Vessels Loading
Operations. See attached Appendix Subpart-yo [40 CFR Part 63, Subpart YJ
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