
Table 1-1, Summary of Air Pollutant Standards and Terms

TransMontaigne Port Everglades North Terminal Permit No.: :0110069-020-AV

This table summarizes information for convenience purposes only.  
It does not supersede any of the terms or conditions of this permit.

Source Pollutant Standard(s) Regulatory Citation(s)

EU-31.   Loading Rack with VRU (40 CFR 63, Subpart R)
VOC 10 mg VOC/ liter of gasoline loaded 40 CRR 63.422(b)

Vapor-tight gasoline tank trucks 40 CFR 60.502(e)
Leak STD (500 ppm) 40 CFR 63.425(a)
Self determined operating 40 CFR 63.425(b)
  parameter (CEMS)

EU-29.   Hot Oil Heaters 
SOx Max. 0.5 % Sulfur in fuel 40 CFR 60.42c(d)

EU-45.   Marine Loading/Unloading and Vessel Bunkering with VRU
(NESHAP 40 CFR 63 Subpart Y)

VOC 35 mg VOC/ liter of gasoline loaded Self-imposed (escape NESHAP)
Flow 420 million gal/yr gasoline Self-imposed (escape RACT)

500 million gal/yr distillate
EU-38.   Boiler No. 1

SOx, PM Fuel sulfur content BACT
0.05% <S <=  0.5%

VE 20 percent opacity Rule 62-296.406(1), F.A.C
27% (one six-minute period per hour )

EU-33.   Petroleum Products (excluding Gasoline) Storage Tanks.

EU-40.   Gasoline Storage Tanks with Internal Floating Roof and Domed External Floating Roof.
VOC Maintain seals Rule 62-296.508(2), F.A.C. 

Vapor Controls 40 CFR 63.423

EU-37.   Fugitive VOC Sources  
VOC General Handling 40 CFR 63.424(g)]

Equipment leaks 40 CFR 63.424(a), (b), (c), (d), and (f)
EU39  Diesel Engines CO limits 230 ppmvd 40 CFR 63.6595 (a) (1) & 63.6602


