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863.6580 What is the purpose of subpart Z2z2z?

Subpart ZZ7Z7 establishes national emission limitations and operating limitations for hazardous air
pollutants (HAP) emitted from stationary reciprocating internal combustion engines (RICE) located at
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major and area sources of HAP emissions. This subpart also establishes requirements to demonstrate
initial and continuous compliance with the emission limitations and operating limitations.

[73 FR 3603, Jan. 18, 2008]

£ Back to Top
§63.6585 Am | subject to this subpart?

You are subject to this subpart if you own or operate a stationary RICE at a major or area source of
HAP emissions, except if the stationary RICE is being tested at a stationary RICE test cell/stand.

(a) A stationary RICE is any internal combustion engine which uses reciprocating motion to convert
heat energy into mechanical work and which is not mobile. Stationary RICE differ from mobile RICE in
that a stationary RICE is not a non-road engine as defined at 40 CFR 1068.30, and is not used to propel
a motor vehicle or a vehicle used solely for competition.

(b) A major source of HAP emissions is a plant site that emits or has the potential to emit any single
HAP at a rate of 10 tons (9.07 megagrams) or more per year or any combination of HAP at a rate of 25
tons (22.68 megagrams) or more per year, except that for oil and gas production facilities, a major source
of HAP emissions is determined for each surface site.

(c) An area source of HAP emissions is a source that is not a major source.

(d) If you are an owner or operator of an area source subject to this subpart, your status as an entity
subject to a standard or other requirements under this subpart does not subject you to the obligation to
obtain a permit under 40 CFR part 70 or 71, provided you are not required to obtain a permit under 40
CFR 70.3(a) or 40 CFR 71.3(a) for a reason other than your status as an area source under this subpart.
Notwithstanding the previous sentence, you must continue to comply with the provisions of this subpart
as applicable.

(e) If you are an owner or operator of a stationary RICE used for national security purposes, you
may be eligible to request an exemption from the requirements of this subpart as described in 40 CFR
part 1068, subpart C.

(f) The emergency stationary RICE listed in paragraphs (f)(1) through (3) of this section are not
subject to this subpart. The stationary RICE must meet the definition of an emergency stationary RICE in
863.6675, which includes operating according to the provisions specified in §63.6640(f).

(1) Existing residential emergency stationary RICE located at an area source of HAP emissions that
do not operate or are not contractually obligated to be available for more than 15 hours per calendar year
for the purposes specified in §63.6640(f)(2)(ii) and (iii) and that do not operate for the purpose specified in
863.6640(f)(4)(ii).

(2) Existing commercial emergency stationary RICE located at an area source of HAP emissions
that do not operate or are not contractually obligated to be available for more than 15 hours per calendar
year for the purposes specified in §63.6640(f)(2)(ii) and (iii) and that do not operate for the purpose
specified in 863.6640(f)(4)(ii).

(3) Existing institutional emergency stationary RICE located at an area source of HAP emissions
that do not operate or are not contractually obligated to be available for more than 15 hours per calendar
year for the purposes specified in §63.6640(f)(2)(ii) and (iii) and that do not operate for the purpose
specified in §63.6640(f)(4)(ii).
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[69 FR 33506, June 15, 2004, as amended at 73 FR 3603, Jan. 18, 2008; 78 FR 6700, Jan. 30, 2013]

£ Back to Top
863.6590 What parts of my plant does this subpart cover?
This subpart applies to each affected source.

(a) Affected source. An affected source is any existing, new, or reconstructed stationary RICE
located at a major or area source of HAP emissions, excluding stationary RICE being tested at a
stationary RICE test cell/stand.

(1) Existing stationary RICE.

(i) For stationary RICE with a site rating of more than 500 brake horsepower (HP) located at a major
source of HAP emissions, a stationary RICE is existing if you commenced construction or reconstruction
of the stationary RICE before December 19, 2002.

(ii) For stationary RICE with a site rating of less than or equal to 500 brake HP located at a major
source of HAP emissions, a stationary RICE is existing if you commenced construction or reconstruction
of the stationary RICE before June 12, 2006.

(i) For stationary RICE located at an area source of HAP emissions, a stationary RICE is existing if
you commenced construction or reconstruction of the stationary RICE before June 12, 2006.

(iv) A change in ownership of an existing stationary RICE does not make that stationary RICE a new
or reconstructed stationary RICE.

(2) New stationary RICE. (i) A stationary RICE with a site rating of more than 500 brake HP located
at a major source of HAP emissions is new if you commenced construction of the stationary RICE on or
after December 19, 2002.

(i) A stationary RICE with a site rating of equal to or less than 500 brake HP located at a major
source of HAP emissions is new if you commenced construction of the stationary RICE on or after June
12, 2006.

(ii) A stationary RICE located at an area source of HAP emissions is new if you commenced
construction of the stationary RICE on or after June 12, 2006.

(3) Reconstructed stationary RICE. (i) A stationary RICE with a site rating of more than 500 brake
HP located at a major source of HAP emissions is reconstructed if you meet the definition of
reconstruction in 863.2 and reconstruction is commenced on or after December 19, 2002.

(i) A stationary RICE with a site rating of equal to or less than 500 brake HP located at a major
source of HAP emissions is reconstructed if you meet the definition of reconstruction in §63.2 and
reconstruction is commenced on or after June 12, 2006.

(iii) A stationary RICE located at an area source of HAP emissions is reconstructed if you meet the
definition of reconstruction in 8§63.2 and reconstruction is commenced on or after June 12, 2006.
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(b) Stationary RICE subiject to limited requirements. (1) An affected source which meets either of the
criteria in paragraphs (b)(1)(i) through (ii) of this section does not have to meet the requirements of this
subpart and of subpart A of this part except for the initial notification requirements of §63.6645(f).

(i) The stationary RICE is a new or reconstructed emergency stationary RICE with a site rating of
more than 500 brake HP located at a major source of HAP emissions that does not operate or is not
contractually obligated to be available for more than 15 hours per calendar year for the purposes
specified in §63.6640(f)(2)(ii) and (iii).

(ii) The stationary RICE is a new or reconstructed limited use stationary RICE with a site rating of
more than 500 brake HP located at a major source of HAP emissions.

(2) A new or reconstructed stationary RICE with a site rating of more than 500 brake HP located at a
major source of HAP emissions which combusts landfill or digester gas equivalent to 10 percent or more
of the gross heat input on an annual basis must meet the initial notification requirements of 863.6645(f)
and the requirements of 8863.6625(c), 63.6650(g), and 63.6655(c). These stationary RICE do not have to
meet the emission limitations and operating limitations of this subpart.

(3) The following stationary RICE do not have to meet the requirements of this subpart and of
subpart A of this part, including initial notification requirements:

(i) Existing spark ignition 2 stroke lean burn (2SLB) stationary RICE with a site rating of more than
500 brake HP located at a major source of HAP emissions;

(i) Existing spark ignition 4 stroke lean burn (4SLB) stationary RICE with a site rating of more than
500 brake HP located at a major source of HAP emissions;

(ii) Existing emergency stationary RICE with a site rating of more than 500 brake HP located at a
major source of HAP emissions that does not operate or is not contractually obligated to be available for
more than 15 hours per calendar year for the purposes specified in 863.6640(f)(2)(ii) and (iii).

(iv) Existing limited use stationary RICE with a site rating of more than 500 brake HP located at a
major source of HAP emissions;

(v) Existing stationary RICE with a site rating of more than 500 brake HP located at a major source
of HAP emissions that combusts landfill gas or digester gas equivalent to 10 percent or more of the gross
heat input on an annual basis;

(c) Stationary RICE subject to Regulations under 40 CFR Part 60. An affected source that meets
any of the criteria in paragraphs (c)(1) through (7) of this section must meet the requirements of this part
by meeting the requirements of 40 CFR part 60 subpart Illl, for compression ignition engines or 40 CFR
part 60 subpart JJJJ, for spark ignition engines. No further requirements apply for such engines under this
part.

(1) A new or reconstructed stationary RICE located at an area source;

(2) A new or reconstructed 2SLB stationary RICE with a site rating of less than or equal to 500
brake HP located at a major source of HAP emissions;

(3) A new or reconstructed 4SLB stationary RICE with a site rating of less than 250 brake HP
located at a major source of HAP emissions;



(4) A new or reconstructed spark ignition 4 stroke rich burn (4SRB) stationary RICE with a site rating
of less than or equal to 500 brake HP located at a major source of HAP emissions;

(5) A new or reconstructed stationary RICE with a site rating of less than or equal to 500 brake HP
located at a major source of HAP emissions which combusts landfill or digester gas equivalent to 10
percent or more of the gross heat input on an annual basis;

(6) A new or reconstructed emergency or limited use stationary RICE with a site rating of less than
or equal to 500 brake HP located at a major source of HAP emissions;

(7) A new or reconstructed compression ignition (Cl) stationary RICE with a site rating of less than
or equal to 500 brake HP located at a major source of HAP emissions.

[69 FR 33506, June 15, 2004, as amended at 73 FR 3604, Jan. 18, 2008; 75 FR 9674, Mar. 3, 2010; 75
FR 37733, June 30, 2010; 75 FR 51588, Aug. 20, 2010; 78 FR 6700, Jan. 30, 2013]
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863.6595 When do | have to comply with this subpart?

(a) Affected sources. (1) If you have an existing stationary RICE, excluding existing non-emergency
Cl stationary RICE, with a site rating of more than 500 brake HP located at a major source of HAP
emissions, you must comply with the applicable emission limitations, operating limitations and other
requirements no later than June 15, 2007. If you have an existing non-emergency Cl stationary RICE with
a site rating of more than 500 brake HP located at a major source of HAP emissions, an existing
stationary Cl RICE with a site rating of less than or equal to 500 brake HP located at a major source of
HAP emissions, or an existing stationary Cl RICE located at an area source of HAP emissions, you must
comply with the applicable emission limitations, operating limitations, and other requirements no later
than May 3, 2013. If you have an existing stationary SI RICE with a site rating of less than or equal to 500
brake HP located at a major source of HAP emissions, or an existing stationary Sl RICE located at an
area source of HAP emissions, you must comply with the applicable emission limitations, operating
limitations, and other requirements no later than October 19, 2013.

(2) If you start up your new or reconstructed stationary RICE with a site rating of more than 500
brake HP located at a major source of HAP emissions before August 16, 2004, you must comply with the
applicable emission limitations and operating limitations in this subpart no later than August 16, 2004.

(3) If you start up your new or reconstructed stationary RICE with a site rating of more than 500
brake HP located at a major source of HAP emissions after August 16, 2004, you must comply with the
applicable emission limitations and operating limitations in this subpart upon startup of your affected
source.

(4) If you start up your new or reconstructed stationary RICE with a site rating of less than or equal
to 500 brake HP located at a major source of HAP emissions before January 18, 2008, you must comply
with the applicable emission limitations and operating limitations in this subpart no later than January 18,
2008.

(5) If you start up your new or reconstructed stationary RICE with a site rating of less than or equal
to 500 brake HP located at a major source of HAP emissions after January 18, 2008, you must comply
with the applicable emission limitations and operating limitations in this subpart upon startup of your
affected source.
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(6) If you start up your new or reconstructed stationary RICE located at an area source of HAP
emissions before January 18, 2008, you must comply with the applicable emission limitations and
operating limitations in this subpart no later than January 18, 2008.

(7) If you start up your new or reconstructed stationary RICE located at an area source of HAP
emissions after January 18, 2008, you must comply with the applicable emission limitations and operating
limitations in this subpart upon startup of your affected source.

(b) Area sources that become major sources. If you have an area source that increases its
emissions or its potential to emit such that it becomes a major source of HAP, the compliance dates in
paragraphs (b)(1) and (2) of this section apply to you.

(1) Any stationary RICE for which construction or reconstruction is commenced after the date when
your area source becomes a major source of HAP must be in compliance with this subpart upon startup
of your affected source.

(2) Any stationary RICE for which construction or reconstruction is commenced before your area
source becomes a major source of HAP must be in compliance with the provisions of this subpart that are
applicable to RICE located at major sources within 3 years after your area source becomes a major
source of HAP.

(c) If you own or operate an affected source, you must meet the applicable notification requirements
in 863.6645 and in 40 CFR part 63, subpart A.

[69 FR 33506, June 15, 2004, as amended at 73 FR 3604, Jan. 18, 2008; 75 FR 9675, Mar. 3, 2010; 75
FR 51589, Aug. 20, 2010; 78 FR 6701, Jan. 30, 2013]

% Back to Top
EMISSION AND OPERATING LIMITATIONS
£ Back to Top

863.6600 What emission limitations and operating limitations must | meet if | own or operate a
stationary RICE with a site rating of more than 500 brake HP located at a major source of HAP
emissions?

Compliance with the numerical emission limitations established in this subpart is based on the
results of testing the average of three 1-hour runs using the testing requirements and procedures in
863.6620 and Table 4 to this subpart.

(a) If you own or operate an existing, new, or reconstructed spark ignition 4SRB stationary RICE
with a site rating of more than 500 brake HP located at a major source of HAP emissions, you must
comply with the emission limitations in Table 1a to this subpart and the operating limitations in Table 1b to
this subpart which apply to you.

(b) If you own or operate a new or reconstructed 2SLB stationary RICE with a site rating of more
than 500 brake HP located at major source of HAP emissions, a new or reconstructed 4SLB stationary
RICE with a site rating of more than 500 brake HP located at major source of HAP emissions, or a new or
reconstructed CI stationary RICE with a site rating of more than 500 brake HP located at a major source
of HAP emissions, you must comply with the emission limitations in Table 2a to this subpart and the
operating limitations in Table 2b to this subpart which apply to you.
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(c) If you own or operate any of the following stationary RICE with a site rating of more than 500
brake HP located at a major source of HAP emissions, you do not need to comply with the emission
limitations in Tables 1a, 2a, 2c¢, and 2d to this subpart or operating limitations in Tables 1b and 2b to this
subpart: an existing 2SLB stationary RICE; an existing 4SLB stationary RICE; a stationary RICE that
combusts landfill gas or digester gas equivalent to 10 percent or more of the gross heat input on an
annual basis; an emergency stationary RICE; or a limited use stationary RICE.

(d) If you own or operate an existing non-emergency stationary Cl RICE with a site rating of more
than 500 brake HP located at a major source of HAP emissions, you must comply with the emission
limitations in Table 2c to this subpart and the operating limitations in Table 2b to this subpart which apply
to you.

[73 FR 3605, Jan. 18, 2008, as amended at 75 FR 9675, Mar. 3, 2010]
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863.6601 What emission limitations must | meet if | own or operate a new or reconstructed 4SLB
stationary RICE with a site rating of greater than or equal to 250 brake HP and less than or equal
to 500 brake HP located at a major source of HAP emissions?

Compliance with the numerical emission limitations established in this subpart is based on the
results of testing the average of three 1-hour runs using the testing requirements and procedures in
863.6620 and Table 4 to this subpart. If you own or operate a new or reconstructed 4SLB stationary RICE
with a site rating of greater than or equal to 250 and less than or equal to 500 brake HP located at major
source of HAP emissions manufactured on or after January 1, 2008, you must comply with the emission
limitations in Table 2a to this subpart and the operating limitations in Table 2b to this subpart which apply
to you.

[73 FR 3605, Jan. 18, 2008, as amended at 75 FR 9675, Mar. 3, 2010; 75 FR 51589, Aug. 20, 2010]
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863.6602 What emission limitations and other requirements must | meet if | own or operate an
existing stationary RICE with a site rating of equal to or less than 500 brake HP located at a major
source of HAP emissions?

If you own or operate an existing stationary RICE with a site rating of equal to or less than 500 brake
HP located at a major source of HAP emissions, you must comply with the emission limitations and other
requirements in Table 2c to this subpart which apply to you. Compliance with the numerical emission
limitations established in this subpart is based on the results of testing the average of three 1-hour runs
using the testing requirements and procedures in §63.6620 and Table 4 to this subpart.

[78 FR 6701, Jan. 30, 2013]
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863.6603 What emission limitations, operating limitations, and other requirements must | meet if |
own or operate an existing stationary RICE located at an area source of HAP emissions?

Compliance with the numerical emission limitations established in this subpart is based on the
results of testing the average of three 1-hour runs using the testing requirements and procedures in
863.6620 and Table 4 to this subpart.
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(a) If you own or operate an existing stationary RICE located at an area source of HAP emissions,
you must comply with the requirements in Table 2d to this subpart and the operating limitations in Table
2b to this subpart that apply to you.

(b) If you own or operate an existing stationary non-emergency Cl RICE with a site rating of more
than 300 HP located at an area source of HAP that meets either paragraph (b)(1) or (2) of this section,
you do not have to meet the numerical CO emission limitations specified in Table 2d of this subpart.
Existing stationary non-emergency Cl RICE with a site rating of more than 300 HP located at an area
source of HAP that meet either paragraph (b)(1) or (2) of this section must meet the management
practices that are shown for stationary non-emergency Cl RICE with a site rating of less than or equal to
300 HP in Table 2d of this subpart.

(1) The area source is located in an area of Alaska that is not accessible by the Federal Aid
Highway System (FAHS).

(2) The stationary RICE is located at an area source that meets paragraphs (b)(2)(i), (ii), and (iii) of
this section.

(i) The only connection to the FAHS is through the Alaska Marine Highway System (AMHS), or the
stationary RICE operation is within an isolated grid in Alaska that is not connected to the statewide
electrical grid referred to as the Alaska Railbelt Grid.

(ii) At least 10 percent of the power generated by the stationary RICE on an annual basis is used for
residential purposes.

(iii) The generating capacity of the area source is less than 12 megawatts, or the stationary RICE is
used exclusively for backup power for renewable energy.

(c) If you own or operate an existing stationary non-emergency Cl RICE with a site rating of more
than 300 HP located on an offshore vessel that is an area source of HAP and is a nonroad vehicle that is
an Outer Continental Shelf (OCS) source as defined in 40 CFR 55.2, you do not have to meet the
numerical CO emission limitations specified in Table 2d of this subpart. You must meet all of the following
management practices:

(1) Change oil every 1,000 hours of operation or annually, whichever comes first. Sources have the
option to utilize an oil analysis program as described in §63.6625(i) in order to extend the specified oil
change requirement.

(2) Inspect and clean air filters every 750 hours of operation or annually, whichever comes first, and
replace as necessary.

(3) Inspect fuel filters and belts, if installed, every 750 hours of operation or annually, whichever
comes first, and replace as necessary.

(4) Inspect all flexible hoses every 1,000 hours of operation or annually, whichever comes first, and
replace as necessary.

(d) If you own or operate an existing non-emergency Cl RICE with a site rating of more than 300 HP
located at an area source of HAP emissions that is certified to the Tier 1 or Tier 2 emission standards in
Table 1 of 40 CFR 89.112 and that is subject to an enforceable state or local standard that requires the
engine to be replaced no later than June 1, 2018, you may until January 1, 2015, or 12 years after the
installation date of the engine (whichever is later), but not later than June 1, 2018, choose to comply with
the management practices that are shown for stationary non-emergency Cl RICE with a site rating of less



than or equal to 300 HP in Table 2d of this subpart instead of the applicable emission limitations in Table
2d, operating limitations in Table 2b, and crankcase ventilation system requirements in §63.6625(g). You
must comply with the emission limitations in Table 2d and operating limitations in Table 2b that apply for
non-emergency Cl RICE with a site rating of more than 300 HP located at an area source of HAP
emissions by January 1, 2015, or 12 years after the installation date of the engine (whichever is later), but
not later than June 1, 2018. You must also comply with the crankcase ventilation system requirements in
863.6625(g) by January 1, 2015, or 12 years after the installation date of the engine (whichever is later),
but not later than June 1, 2018.

(e) If you own or operate an existing non-emergency Cl RICE with a site rating of more than 300 HP
located at an area source of HAP emissions that is certified to the Tier 3 (Tier 2 for engines above 560
kilowatt (kW)) emission standards in Table 1 of 40 CFR 89.112, you may comply with the requirements
under this part by meeting the requirements for Tier 3 engines (Tier 2 for engines above 560 kW) in 40
CFR part 60 subpart Il instead of the emission limitations and other requirements that would otherwise
apply under this part for existing non-emergency Cl RICE with a site rating of more than 300 HP located
at an area source of HAP emissions.

(f) An existing non-emergency S| 4SLB and 4SRB stationary RICE with a site rating of more than
500 HP located at area sources of HAP must meet the definition of remote stationary RICE in 863.6675
on the initial compliance date for the engine, October 19, 2013, in order to be considered a remote
stationary RICE under this subpart. Owners and operators of existing non-emergency SI 4SLB and 4SRB
stationary RICE with a site rating of more than 500 HP located at area sources of HAP that meet the
definition of remote stationary RICE in §63.6675 of this subpart as of October 19, 2013 must evaluate the
status of their stationary RICE every 12 months. Owners and operators must keep records of the initial
and annual evaluation of the status of the engine. If the evaluation indicates that the stationary RICE no
longer meets the definition of remote stationary RICE in §63.6675 of this subpart, the owner or operator
must comply with all of the requirements for existing non-emergency Sl 4SLB and 4SRB stationary RICE
with a site rating of more than 500 HP located at area sources of HAP that are not remote stationary
RICE within 1 year of the evaluation.

[75 FR 9675, Mar. 3, 2010, as amended at 75 FR 51589, Aug. 20, 2010; 76 FR 12866, Mar. 9, 2011; 78
FR 6701, Jan. 30, 2013]

£ Back to Top
863.6604 What fuel requirements must | meet if | own or operate a stationary Cl RICE?

(a) If you own or operate an existing non-emergency, non-black start Cl stationary RICE with a site
rating of more than 300 brake HP with a displacement of less than 30 liters per cylinder that uses diesel
fuel, you must use diesel fuel that meets the requirements in 40 CFR 80.510(b) for nonroad diesel fuel.

(b) Beginning January 1, 2015, if you own or operate an existing emergency Cl stationary RICE with
a site rating of more than 100 brake HP and a displacement of less than 30 liters per cylinder that uses
diesel fuel and operates or is contractually obligated to be available for more than 15 hours per calendar
year for the purposes specified in §63.6640(f)(2)(ii) and (iii) or that operates for the purpose specified in
863.6640(f)(4)(ii), you must use diesel fuel that meets the requirements in 40 CFR 80.510(b) for nonroad
diesel fuel, except that any existing diesel fuel purchased (or otherwise obtained) prior to January 1,
2015, may be used until depleted.

(c) Beginning January 1, 2015, if you own or operate a hew emergency Cl stationary RICE with a
site rating of more than 500 brake HP and a displacement of less than 30 liters per cylinder located at a
major source of HAP that uses diesel fuel and operates or is contractually obligated to be available for
more than 15 hours per calendar year for the purposes specified in §63.6640(f)(2)(ii) and (iii), you must
use diesel fuel that meets the requirements in 40 CFR 80.510(b) for nonroad diesel fuel, except that any
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existing diesel fuel purchased (or otherwise obtained) prior to January 1, 2015, may be used until
depleted.

(d) Existing Cl stationary RICE located in Guam, American Samoa, the Commonwealth of the
Northern Mariana Islands, at area sources in areas of Alaska that meet either 8§63.6603(b)(1) or
863.6603(b)(2), or are on offshore vessels that meet §63.6603(c) are exempt from the requirements of
this section.

[78 FR 6702, Jan. 30, 2013]
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GENERAL COMPLIANCE REQUIREMENTS

£ Back to Top

863.6605 What are my general requirements for complying with this subpart?

(a) You must be in compliance with the emission limitations, operating limitations, and other
requirements in this subpart that apply to you at all times.

(b) At all times you must operate and maintain any affected source, including associated air pollution
control equipment and monitoring equipment, in a manner consistent with safety and good air pollution
control practices for minimizing emissions. The general duty to minimize emissions does not require you
to make any further efforts to reduce emissions if levels required by this standard have been achieved.
Determination of whether such operation and maintenance procedures are being used will be based on
information available to the Administrator which may include, but is not limited to, monitoring results,
review of operation and maintenance procedures, review of operation and maintenance records, and
inspection of the source.

[75 FR 9675, Mar. 3, 2010, as amended at 78 FR 6702, Jan. 30, 2013]
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TESTING AND INITIAL COMPLIANCE REQUIREMENTS

£ Back to Top

863.6610 By what date must | conduct the initial performance tests or other initial compliance

demonstrations if | own or operate a stationary RICE with a site rating of more than 500 brake HP
located at a major source of HAP emissions?

If you own or operate a stationary RICE with a site rating of more than 500 brake HP located at a
major source of HAP emissions you are subject to the requirements of this section.

(a) You must conduct the initial performance test or other initial compliance demonstrations in Table
4 to this subpart that apply to you within 180 days after the compliance date that is specified for your
stationary RICE in 863.6595 and according to the provisions in §63.7(a)(2).

(b) If you commenced construction or reconstruction between December 19, 2002 and June 15,
2004 and own or operate stationary RICE with a site rating of more than 500 brake HP located at a major
source of HAP emissions, you must demonstrate initial compliance with either the proposed emission
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limitations or the promulgated emission limitations no later than February 10, 2005 or no later than 180
days after startup of the source, whichever is later, according to 863.7(a)(2)(ix).

(c) If you commenced construction or reconstruction between December 19, 2002 and June 15,
2004 and own or operate stationary RICE with a site rating of more than 500 brake HP located at a major
source of HAP emissions, and you chose to comply with the proposed emission limitations when
demonstrating initial compliance, you must conduct a second performance test to demonstrate
compliance with the promulgated emission limitations by December 13, 2007 or after startup of the
source, whichever is later, according to §63.7(a)(2)(ix).

(d) An owner or operator is not required to conduct an initial performance test on units for which a
performance test has been previously conducted, but the test must meet all of the conditions described in
paragraphs (d)(1) through (5) of this section.

(1) The test must have been conducted using the same methods specified in this subpart, and these
methods must have been followed correctly.

(2) The test must not be older than 2 years.
(3) The test must be reviewed and accepted by the Administrator.

(4) Either no process or equipment changes must have been made since the test was performed, or
the owner or operator must be able to demonstrate that the results of the performance test, with or
without adjustments, reliably demonstrate compliance despite process or equipment changes.

(5) The test must be conducted at any load condition within plus or minus 10 percent of 100 percent
load.

[69 FR 33506, June 15, 2004, as amended at 73 FR 3605, Jan. 18, 2008]

£ Back to Top

863.6611 By what date must | conduct the initial performance tests or other initial compliance
demonstrations if | own or operate a new or reconstructed 4SLB Sl stationary RICE with a site
rating of greater than or equal to 250 and less than or equal to 500 brake HP located at a major
source of HAP emissions?

If you own or operate a hew or reconstructed 4SLB stationary RICE with a site rating of greater than
or equal to 250 and less than or equal to 500 brake HP located at a major source of HAP emissions, you
must conduct an initial performance test within 240 days after the compliance date that is specified for
your stationary RICE in 863.6595 and according to the provisions specified in Table 4 to this subpart, as
appropriate.

[73 FR 3605, Jan. 18, 2008, as amended at 75 FR 51589, Aug. 20, 2010]

£ Back to Top

863.6612 By what date must | conduct the initial performance tests or other initial compliance
demonstrations if | own or operate an existing stationary RICE with a site rating of less than or
equal to 500 brake HP located at a major source of HAP emissions or an existing stationary RICE
located at an area source of HAP emissions?
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If you own or operate an existing stationary RICE with a site rating of less than or equal to 500 brake
HP located at a major source of HAP emissions or an existing stationary RICE located at an area source
of HAP emissions you are subject to the requirements of this section.

(a) You must conduct any initial performance test or other initial compliance demonstration
according to Tables 4 and 5 to this subpart that apply to you within 180 days after the compliance date
that is specified for your stationary RICE in 8§63.6595 and according to the provisions in §63.7(a)(2).

(b) An owner or operator is not required to conduct an initial performance test on a unit for which a
performance test has been previously conducted, but the test must meet all of the conditions described in
paragraphs (b)(1) through (4) of this section.

(1) The test must have been conducted using the same methods specified in this subpart, and these
methods must have been followed correctly.

(2) The test must not be older than 2 years.
(3) The test must be reviewed and accepted by the Administrator.

(4) Either no process or equipment changes must have been made since the test was performed, or
the owner or operator must be able to demonstrate that the results of the performance test, with or
without adjustments, reliably demonstrate compliance despite process or equipment changes.

[75 FR 9676, Mar. 3, 2010, as amended at 75 FR 51589, Aug. 20, 2010]

£ Back to Top
863.6615 When must | conduct subsequent performance tests?

If you must comply with the emission limitations and operating limitations, you must conduct
subsequent performance tests as specified in Table 3 of this subpart.

% Back to Top
863.6620 What performance tests and other procedures must | use?
(a) You must conduct each performance test in Tables 3 and 4 of this subpart that applies to you.

(b) Each performance test must be conducted according to the requirements that this subpart
specifies in Table 4 to this subpart. If you own or operate a hon-operational stationary RICE that is
subject to performance testing, you do not need to start up the engine solely to conduct the performance
test. Owners and operators of a non-operational engine can conduct the performance test when the
engine is started up again. The test must be conducted at any load condition within plus or minus 10
percent of 100 percent load for the stationary RICE listed in paragraphs (b)(1) through (4) of this section.

(1) Non-emergency 4SRB stationary RICE with a site rating of greater than 500 brake HP located at
a major source of HAP emissions.

(2) New non-emergency 4SLB stationary RICE with a site rating of greater than or equal to 250
brake HP located at a major source of HAP emissions.

13


http://www.ecfr.gov/cgi-bin/text-idx?SID=26b17b620b365f9268bf484b9abba7ce&node=40:14.0.1.1.1.1&rgn=div6#_top
http://www.ecfr.gov/cgi-bin/text-idx?SID=26b17b620b365f9268bf484b9abba7ce&node=40:14.0.1.1.1.1&rgn=div6#_top
http://www.ecfr.gov/cgi-bin/text-idx?SID=26b17b620b365f9268bf484b9abba7ce&node=40:14.0.1.1.1.1&rgn=div6
http://www.ecfr.gov/cgi-bin/text-idx?SID=26b17b620b365f9268bf484b9abba7ce&node=40:14.0.1.1.1.1&rgn=div6

(3) New non-emergency 2SLB stationary RICE with a site rating of greater than 500 brake HP
located at a major source of HAP emissions.

(4) New non-emergency ClI stationary RICE with a site rating of greater than 500 brake HP located
at a major source of HAP emissions.

(c) [Reserved]

(d) You must conduct three separate test runs for each performance test required in this section, as
specified in §63.7(e)(3). Each test run must last at least 1 hour, unless otherwise specified in this subpart.

(e)(1) You must use Equation 1 of this section to determine compliance with the percent reduction
requirement:

[ Py "
— x 100 = B Bg. 1

View or download PDF

Where:

C; = concentration of carbon monoxide (CO), total hydrocarbons (THC), or formaldehyde at the control
device inlet,

C, = concentration of CO, THC, or formaldehyde at the control device outlet, and

R = percent reduction of CO, THC, or formaldehyde emissions.

(2) You must normalize the CO, THC, or formaldehyde concentrations at the inlet and outlet of the
control device to a dry basis and to 15 percent oxygen, or an equivalent percent carbon dioxide (CO,). If
pollutant concentrations are to be corrected to 15 percent oxygen and CO, concentration is measured in
lieu of oxygen concentration measurement, a CO, correction factor is needed. Calculate the CO,
correction factor as described in paragraphs (e)(2)(i) through (iii) of this section.

(i) Calculate the fuel-specific F, value for the fuel burned during the test using values obtained from
Method 19, Section 5.2, and the following equation:

(]

Q.209 F.
F =—"i Eg. 2
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View or download PDF

Where:

F, = Fuel factor based on the ratio of oxygen volume to the ultimate CO, volume produced by the fuel at
zero percent excess air.

0.209 = Fraction of air that is oxygen, percent/100.

Fq4 = Ratio of the volume of dry effluent gas to the gross calorific value of the fuel from Method 19, dsm®/J
(dscf/10° Btu).

F. = Ratio of the volume of CO, produced to the gross calorific value of the fuel from Method 19, dsm*/J
(dscf/10° Btu)
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(i) Calculate the CO, correction factor for correcting measurement data to 15 percent O,, as follows:

.5
- _ PR
oo = Fy g, 3

m

View or download PDF
Where:

Xcoz2 = CO, correction factor, percent.

5.9 = 20.9 percent O,—15 percent O,, the defined O, correction value, percent.

(iii) Calculate the CO, THC, and formaldehyde gas concentrations adjusted to 15 percent O, using
CO, as follows:

¥ooz
Cadf = Oy E [Eig. 4]

View or download PDF

Where:

Cag = Calculated concentration of CO, THC, or formaldehyde adjusted to 15 percent O,
Cq4 = Measured concentration of CO, THC, or formaldehyde, uncorrected.

Xco2 = CO, correction factor, percent.

%CO, = Measured CO, concentration measured, dry basis, percent.

(f) If you comply with the emission limitation to reduce CO and you are not using an oxidation
catalyst, if you comply with the emission limitation to reduce formaldehyde and you are not using NSCR,
or if you comply with the emission limitation to limit the concentration of formaldehyde in the stationary
RICE exhaust and you are not using an oxidation catalyst or NSCR, you must petition the Administrator
for operating limitations to be established during the initial performance test and continuously monitored
thereafter; or for approval of no operating limitations. You must not conduct the initial performance test
until after the petition has been approved by the Administrator.

(9) If you petition the Administrator for approval of operating limitations, your petition must include
the information described in paragraphs (g)(1) through (5) of this section.

(1) Identification of the specific parameters you propose to use as operating limitations;

(2) A discussion of the relationship between these parameters and HAP emissions, identifying how
HAP emissions change with changes in these parameters, and how limitations on these parameters will
serve to limit HAP emissions;

(3) A discussion of how you will establish the upper and/or lower values for these parameters which
will establish the limits on these parameters in the operating limitations;

(4) A discussion identifying the methods you will use to measure and the instruments you will use to
monitor these parameters, as well as the relative accuracy and precision of these methods and
instruments; and

15


http://www.ecfr.gov/graphics/pdfs/er30ja13.009.pdf
http://www.ecfr.gov/graphics/pdfs/er30ja13.010.pdf

(5) A discussion identifying the frequency and methods for recalibrating the instruments you will use
for monitoring these parameters.

(h) If you petition the Administrator for approval of no operating limitations, your petition must
include the information described in paragraphs (h)(1) through (7) of this section.

(1) Identification of the parameters associated with operation of the stationary RICE and any
emission control device which could change intentionally (e.g., operator adjustment, automatic controller
adjustment, etc.) or unintentionally (e.g., wear and tear, error, etc.) on a routine basis or over time;

(2) A discussion of the relationship, if any, between changes in the parameters and changes in HAP
emissions;

(3) For the parameters which could change in such a way as to increase HAP emissions, a
discussion of whether establishing limitations on the parameters would serve to limit HAP emissions;

(4) For the parameters which could change in such a way as to increase HAP emissions, a
discussion of how you could establish upper and/or lower values for the parameters which would
establish limits on the parameters in operating limitations;

(5) For the parameters, a discussion identifying the methods you could use to measure them and
the instruments you could use to monitor them, as well as the relative accuracy and precision of the
methods and instruments;

(6) For the parameters, a discussion identifying the frequency and methods for recalibrating the
instruments you could use to monitor them; and

(7) A discussion of why, from your point of view, it is infeasible or unreasonable to adopt the
parameters as operating limitations.

(i) The engine percent load during a performance test must be determined by documenting the
calculations, assumptions, and measurement devices used to measure or estimate the percent load in a
specific application. A written report of the average percent load determination must be included in the
notification of compliance status. The following information must be included in the written report: the
engine model number, the engine manufacturer, the year of purchase, the manufacturer's site-rated brake
horsepower, the ambient temperature, pressure, and humidity during the performance test, and all
assumptions that were made to estimate or calculate percent load during the performance test must be
clearly explained. If measurement devices such as flow meters, kilowatt meters, beta analyzers, stain
gauges, etc. are used, the model number of the measurement device, and an estimate of its accurate in
percentage of true value must be provided.

[69 FR 33506, June 15, 2004, as amended at 75 FR 9676, Mar. 3, 2010; 78 FR 6702, Jan. 30, 2013]

£ Back to Top

863.6625 What are my monitoring, installation, collection, operation, and maintenance
requirements?

(a) If you elect to install a CEMS as specified in Table 5 of this subpart, you must install, operate,
and maintain a CEMS to monitor CO and either O, or CO, according to the requirements in paragraphs
(a)(2) through (4) of this section. If you are meeting a requirement to reduce CO emissions, the CEMS
must be installed at both the inlet and outlet of the control device. If you are meeting a requirement to limit
the concentration of CO, the CEMS must be installed at the outlet of the control device.
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(1) Each CEMS must be installed, operated, and maintained according to the applicable
performance specifications of 40 CFR part 60, appendix B.

(2) You must conduct an initial performance evaluation and an annual relative accuracy test audit
(RATA) of each CEMS according to the requirements in §63.8 and according to the applicable
performance specifications of 40 CFR part 60, appendix B as well as daily and periodic data quality
checks in accordance with 40 CFR part 60, appendix F, procedure 1.

(3) As specified in §63.8(c)(4)(ii), each CEMS must complete a minimum of one cycle of operation
(sampling, analyzing, and data recording) for each successive 15-minute period. You must have at least
two data points, with each representing a different 15-minute period, to have a valid hour of data.

(4) The CEMS data must be reduced as specified in 863.8(g)(2) and recorded in parts per million or
parts per billion (as appropriate for the applicable limitation) at 15 percent oxygen or the equivalent CO»
concentration.

(b) If you are required to install a continuous parameter monitoring system (CPMS) as specified in
Table 5 of this subpart, you must install, operate, and maintain each CPMS according to the requirements
in paragraphs (b)(1) through (6) of this section. For an affected source that is complying with the emission
limitations and operating limitations on March 9, 2011, the requirements in paragraph (b) of this section
are applicable September 6, 2011.

(1) You must prepare a site-specific monitoring plan that addresses the monitoring system design,
data collection, and the quality assurance and quality control elements outlined in paragraphs (b)(1)(i)
through (v) of this section and in §63.8(d). As specified in §63.8(f)(4), you may request approval of
monitoring system quality assurance and quality control procedures alternative to those specified in
paragraphs (b)(1) through (5) of this section in your site-specific monitoring plan.

(i) The performance criteria and design specifications for the monitoring system equipment,
including the sample interface, detector signal analyzer, and data acquisition and calculations;

(i) Sampling interface (e.g., thermocouple) location such that the monitoring system will provide
representative measurements;

(iii) Equipment performance evaluations, system accuracy audits, or other audit procedures;

(iv) Ongoing operation and maintenance procedures in accordance with provisions in 863.8(c)(1)(ii)
and (c)(3); and

(v) Ongoing reporting and recordkeeping procedures in accordance with provisions in 863.10(c),

(€)(1), and (e)(2)()-

(2) You must install, operate, and maintain each CPMS in continuous operation according to the
procedures in your site-specific monitoring plan.

(3) The CPMS must collect data at least once every 15 minutes (see also 863.6635).

(4) For a CPMS for measuring temperature range, the temperature sensor must have a minimum
tolerance of 2.8 degrees Celsius (5 degrees Fahrenheit) or 1 percent of the measurement range,
whichever is larger.

(5) You must conduct the CPMS equipment performance evaluation, system accuracy audits, or
other audit procedures specified in your site-specific monitoring plan at least annually.
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(6) You must conduct a performance evaluation of each CPMS in accordance with your site-specific
monitoring plan.

(c) If you are operating a new or reconstructed stationary RICE which fires landfill gas or digester
gas equivalent to 10 percent or more of the gross heat input on an annual basis, you must monitor and
record your fuel usage daily with separate fuel meters to measure the volumetric flow rate of each fuel. In
addition, you must operate your stationary RICE in a manner which reasonably minimizes HAP
emissions.

(d) If you are operating a new or reconstructed emergency 4SLB stationary RICE with a site rating
of greater than or equal to 250 and less than or equal to 500 brake HP located at a major source of HAP
emissions, you must install a non-resettable hour meter prior to the startup of the engine.

(e) If you own or operate any of the following stationary RICE, you must operate and maintain the
stationary RICE and after-treatment control device (if any) according to the manufacturer's emission-
related written instructions or develop your own maintenance plan which must provide to the extent
practicable for the maintenance and operation of the engine in a manner consistent with good air pollution
control practice for minimizing emissions:

(1) An existing stationary RICE with a site rating of less than 100 HP located at a major source of
HAP emissions;

(2) An existing emergency or black start stationary RICE with a site rating of less than or equal to
500 HP located at a major source of HAP emissions;

(3) An existing emergency or black start stationary RICE located at an area source of HAP
emissions;

(4) An existing non-emergency, non-black start stationary Cl RICE with a site rating less than or
equal to 300 HP located at an area source of HAP emissions;

(5) An existing non-emergency, non-black start 2SLB stationary RICE located at an area source of
HAP emissions;

(6) An existing non-emergency, non-black start stationary RICE located at an area source of HAP
emissions which combusts landfill or digester gas equivalent to 10 percent or more of the gross heat input
on an annual basis.

(7) An existing non-emergency, non-black start 4SLB stationary RICE with a site rating less than or
equal to 500 HP located at an area source of HAP emissions;

(8) An existing non-emergency, non-black start 4SRB stationary RICE with a site rating less than or
equal to 500 HP located at an area source of HAP emissions;

(9) An existing, non-emergency, non-black start 4SLB stationary RICE with a site rating greater than
500 HP located at an area source of HAP emissions that is operated 24 hours or less per calendar year;
and

(10) An existing, non-emergency, non-black start 4SRB stationary RICE with a site rating greater
than 500 HP located at an area source of HAP emissions that is operated 24 hours or less per calendar
year.
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(f) If you own or operate an existing emergency stationary RICE with a site rating of less than or
equal to 500 brake HP located at a major source of HAP emissions or an existing emergency stationary
RICE located at an area source of HAP emissions, you must install a non-resettable hour meter if one is
not already installed.

(g) If you own or operate an existing non-emergency, non-black start Cl engine greater than or
equal to 300 HP that is not equipped with a closed crankcase ventilation system, you must comply with
either paragraph (g)(1) or paragraph (2) of this section. Owners and operators must follow the
manufacturer's specified maintenance requirements for operating and maintaining the open or closed
crankcase ventilation systems and replacing the crankcase filters, or can request the Administrator to
approve different maintenance requirements that are as protective as manufacturer requirements.
Existing Cl engines located at area sources in areas of Alaska that meet either §63.6603(b)(1) or
863.6603(b)(2) do not have to meet the requirements of this paragraph (g). Existing Cl engines located
on offshore vessels that meet §63.6603(c) do not have to meet the requirements of this paragraph (g).

(1) Install a closed crankcase ventilation system that prevents crankcase emissions from being
emitted to the atmosphere, or

(2) Install an open crankcase filtration emission control system that reduces emissions from the
crankcase by filtering the exhaust stream to remove oil mist, particulates and metals.

(h) If you operate a new, reconstructed, or existing stationary engine, you must minimize the
engine's time spent at idle during startup and minimize the engine's startup time to a period needed for
appropriate and safe loading of the engine, not to exceed 30 minutes, after which time the emission
standards applicable to all times other than startup in Tables 1a, 2a, 2c¢, and 2d to this subpart apply.

(i) If you own or operate a stationary Cl engine that is subject to the work, operation or management
practices in items 1 or 2 of Table 2c to this subpart or in items 1 or 4 of Table 2d to this subpart, you have
the option of utilizing an oil analysis program in order to extend the specified oil change requirement in
Tables 2c and 2d to this subpart. The oil analysis must be performed at the same frequency specified for
changing the oil in Table 2¢ or 2d to this subpart. The analysis program must at a minimum analyze the
following three parameters: Total Base Number, viscosity, and percent water content. The condemning
limits for these parameters are as follows: Total Base Number is less than 30 percent of the Total Base
Number of the oil when new; viscosity of the oil has changed by more than 20 percent from the viscosity
of the oil when new; or percent water content (by volume) is greater than 0.5. If all of these condemning
limits are not exceeded, the engine owner or operator is not required to change the oil. If any of the limits
are exceeded, the engine owner or operator must change the oil within 2 business days of receiving the
results of the analysis; if the engine is not in operation when the results of the analysis are received, the
engine owner or operator must change the oil within 2 business days or before commencing operation,
whichever is later. The owner or operator must keep records of the parameters that are analyzed as part
of the program, the results of the analysis, and the oil changes for the engine. The analysis program must
be part of the maintenance plan for the engine.

(j) If you own or operate a stationary Sl engine that is subject to the work, operation or management
practices in items 6, 7, or 8 of Table 2c to this subpart or in items 5, 6, 7, 9, or 11 of Table 2d to this
subpart, you have the option of utilizing an oil analysis program in order to extend the specified oil change
requirement in Tables 2c and 2d to this subpart. The oil analysis must be performed at the same
frequency specified for changing the oil in Table 2c¢ or 2d to this subpart. The analysis program must at a
minimum analyze the following three parameters: Total Acid Number, viscosity, and percent water
content. The condemning limits for these parameters are as follows: Total Acid Number increases by
more than 3.0 milligrams of potassium hydroxide (KOH) per gram from Total Acid Number of the oil when
new; viscosity of the oil has changed by more than 20 percent from the viscosity of the oil when new; or
percent water content (by volume) is greater than 0.5. If all of these condemning limits are not exceeded,
the engine owner or operator is not required to change the oil. If any of the limits are exceeded, the
engine owner or operator must change the oil within 2 business days of receiving the results of the
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analysis; if the engine is not in operation when the results of the analysis are received, the engine owner
or operator must change the oil within 2 business days or before commencing operation, whichever is
later. The owner or operator must keep records of the parameters that are analyzed as part of the
program, the results of the analysis, and the oil changes for the engine. The analysis program must be
part of the maintenance plan for the engine.

[69 FR 33506, June 15, 2004, as amended at 73 FR 3606, Jan. 18, 2008; 75 FR 9676, Mar. 3, 2010; 75
FR 51589, Aug. 20, 2010; 76 FR 12866, Mar. 9, 2011; 78 FR 6703, Jan. 30, 2013]

£ Back to Top

863.6630 How do | demonstrate initial compliance with the emission limitations, operating
limitations, and other requirements?

(a) You must demonstrate initial compliance with each emission limitation, operating limitation, and
other requirement that applies to you according to Table 5 of this subpart.

(b) During the initial performance test, you must establish each operating limitation in Tables 1b and
2b of this subpart that applies to you.

(c) You must submit the Notification of Compliance Status containing the results of the initial
compliance demonstration according to the requirements in §63.6645.

(d) Non-emergency 4SRB stationary RICE complying with the requirement to reduce formaldehyde
emissions by 76 percent or more can demonstrate initial compliance with the formaldehyde emission limit
by testing for THC instead of formaldehyde. The testing must be conducted according to the requirements
in Table 4 of this subpart. The average reduction of emissions of THC determined from the performance
test must be equal to or greater than 30 percent.

(e) The initial compliance demonstration required for existing non-emergency 4SLB and 4SRB
stationary RICE with a site rating of more than 500 HP located at an area source of HAP that are not
remote stationary RICE and that are operated more than 24 hours per calendar year must be conducted
according to the following requirements:

(1) The compliance demonstration must consist of at least three test runs.

(2) Each test run must be of at least 15 minute duration, except that each test conducted using the
method in appendix A to this subpart must consist of at least one measurement cycle and include at least
2 minutes of test data phase measurement.

(3) If you are demonstrating compliance with the CO concentration or CO percent reduction
requirement, you must measure CO emissions using one of the CO measurement methods specified in
Table 4 of this subpart, or using appendix A to this subpatrt.

(4) If you are demonstrating compliance with the THC percent reduction requirement, you must
measure THC emissions using Method 25A, reported as propane, of 40 CFR part 60, appendix A.

(5) You must measure O, using one of the O, measurement methods specified in Table 4 of this
subpart. Measurements to determine O, concentration must be made at the same time as the
measurements for CO or THC concentration.
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(6) If you are demonstrating compliance with the CO or THC percent reduction requirement, you
must measure CO or THC emissions and O, emissions simultaneously at the inlet and outlet of the
control device.

[69 FR 33506, June 15, 2004, as amended at 78 FR 6704, Jan. 30, 2013]

£ Back to Top

CONTINUOUS COMPLIANCE REQUIREMENTS

£ Back to Top
863.6635 How do | monitor and collect data to demonstrate continuous compliance?

(a) If you must comply with emission and operating limitations, you must monitor and collect data
according to this section.

(b) Except for monitor malfunctions, associated repairs, required performance evaluations, and
required quality assurance or control activities, you must monitor continuously at all times that the
stationary RICE is operating. A monitoring malfunction is any sudden, infrequent, not reasonably
preventable failure of the monitoring to provide valid data. Monitoring failures that are caused in part by
poor maintenance or careless operation are not malfunctions.

(c) You may not use data recorded during monitoring malfunctions, associated repairs, and required
quality assurance or control activities in data averages and calculations used to report emission or
operating levels. You must, however, use all the valid data collected during all other periods.

[69 FR 33506, June 15, 2004, as amended at 76 FR 12867, Mar. 9, 2011]

% Back to Top

863.6640 How do | demonstrate continuous compliance with the emission limitations, operating
limitations, and other requirements?

(a) You must demonstrate continuous compliance with each emission limitation, operating limitation,
and other requirements in Tables 1a and 1b, Tables 2a and 2b, Table 2c, and Table 2d to this subpart
that apply to you according to methods specified in Table 6 to this subpart.

(b) You must report each instance in which you did not meet each emission limitation or operating
limitation in Tables 1a and 1b, Tables 2a and 2b, Table 2¢, and Table 2d to this subpart that apply to you.
These instances are deviations from the emission and operating limitations in this subpart. These
deviations must be reported according to the requirements in 863.6650. If you change your catalyst, you
must reestablish the values of the operating parameters measured during the initial performance test.
When you reestablish the values of your operating parameters, you must also conduct a performance test
to demonstrate that you are meeting the required emission limitation applicable to your stationary RICE.

(c) The annual compliance demonstration required for existing non-emergency 4SLB and 4SRB
stationary RICE with a site rating of more than 500 HP located at an area source of HAP that are not
remote stationary RICE and that are operated more than 24 hours per calendar year must be conducted
according to the following requirements:

(1) The compliance demonstration must consist of at least one test run.
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(2) Each test run must be of at least 15 minute duration, except that each test conducted using the
method in appendix A to this subpart must consist of at least one measurement cycle and include at least
2 minutes of test data phase measurement.

(3) If you are demonstrating compliance with the CO concentration or CO percent reduction
requirement, you must measure CO emissions using one of the CO measurement methods specified in
Table 4 of this subpart, or using appendix A to this subpart.

(4) If you are demonstrating compliance with the THC percent reduction requirement, you must
measure THC emissions using Method 25A, reported as propane, of 40 CFR part 60, appendix A.

(5) You must measure O, using one of the O, measurement methods specified in Table 4 of this
subpart. Measurements to determine O, concentration must be made at the same time as the
measurements for CO or THC concentration.

(6) If you are demonstrating compliance with the CO or THC percent reduction requirement, you
must measure CO or THC emissions and O, emissions simultaneously at the inlet and outlet of the
control device.

(7) If the results of the annual compliance demonstration show that the emissions exceed the levels
specified in Table 6 of this subpart, the stationary RICE must be shut down as soon as safely possible,
and appropriate corrective action must be taken (e.g., repairs, catalyst cleaning, catalyst replacement).
The stationary RICE must be retested within 7 days of being restarted and the emissions must meet the
levels specified in Table 6 of this subpart. If the retest shows that the emissions continue to exceed the
specified levels, the stationary RICE must again be shut down as soon as safely possible, and the
stationary RICE may not operate, except for purposes of startup and testing, until the owner/operator
demonstrates through testing that the emissions do not exceed the levels specified in Table 6 of this
subpart.

(d) For new, reconstructed, and rebuilt stationary RICE, deviations from the emission or operating
limitations that occur during the first 200 hours of operation from engine startup (engine burn-in period)
are not violations. Rebuilt stationary RICE means a stationary RICE that has been rebuilt as that term is
defined in 40 CFR 94.11(a).

(e) You must also report each instance in which you did not meet the requirements in Table 8 to this
subpart that apply to you. If you own or operate a new or reconstructed stationary RICE with a site rating
of less than or equal to 500 brake HP located at a major source of HAP emissions (except new or
reconstructed 4SLB engines greater than or equal to 250 and less than or equal to 500 brake HP), a new
or reconstructed stationary RICE located at an area source of HAP emissions, or any of the following
RICE with a site rating of more than 500 brake HP located at a major source of HAP emissions, you do
not need to comply with the requirements in Table 8 to this subpart: An existing 2SLB stationary RICE, an
existing 4SLB stationary RICE, an existing emergency stationary RICE, an existing limited use stationary
RICE, or an existing stationary RICE which fires landfill gas or digester gas equivalent to 10 percent or
more of the gross heat input on an annual basis. If you own or operate any of the following RICE with a
site rating of more than 500 brake HP located at a major source of HAP emissions, you do not need to
comply with the requirements in Table 8 to this subpart, except for the initial notification requirements: a
new or reconstructed stationary RICE that combusts landfill gas or digester gas equivalent to 10 percent
or more of the gross heat input on an annual basis, a new or reconstructed emergency stationary RICE,
or a new or reconstructed limited use stationary RICE.

(f) If you own or operate an emergency stationary RICE, you must operate the emergency stationary
RICE according to the requirements in paragraphs (f)(1) through (4) of this section. In order for the engine
to be considered an emergency stationary RICE under this subpart, any operation other than emergency
operation, maintenance and testing, emergency demand response, and operation in non-emergency
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situations for 50 hours per year, as described in paragraphs (f)(1) through (4) of this section, is prohibited.
If you do not operate the engine according to the requirements in paragraphs (f)(1) through (4) of this
section, the engine will not be considered an emergency engine under this subpart and must meet all
requirements for non-emergency engines.

(1) There is no time limit on the use of emergency stationary RICE in emergency situations.

(2) You may operate your emergency stationary RICE for any combination of the purposes specified
in paragraphs (f)(2)(i) through (iii) of this section for a maximum of 100 hours per calendar year. Any
operation for non-emergency situations as allowed by paragraphs (f)(3) and (4) of this section counts as
part of the 100 hours per calendar year allowed by this paragraph (f)(2).

(i) Emergency stationary RICE may be operated for maintenance checks and readiness testing,
provided that the tests are recommended by federal, state or local government, the manufacturer, the
vendor, the regional transmission organization or equivalent balancing authority and transmission
operator, or the insurance company associated with the engine. The owner or operator may petition the
Administrator for approval of additional hours to be used for maintenance checks and readiness testing,
but a petition is not required if the owner or operator maintains records indicating that federal, state, or
local standards require maintenance and testing of emergency RICE beyond 100 hours per calendar
year.

(i) Emergency stationary RICE may be operated for emergency demand response for periods in
which the Reliability Coordinator under the North American Electric Reliability Corporation (NERC)
Reliability Standard EOP-002-3, Capacity and Energy Emergencies (incorporated by reference, see
863.14), or other authorized entity as determined by the Reliability Coordinator, has declared an Energy
Emergency Alert Level 2 as defined in the NERC Reliability Standard EOP-002-3.

(iii) Emergency stationary RICE may be operated for periods where there is a deviation of voltage or
frequency of 5 percent or greater below standard voltage or frequency.

(3) Emergency stationary RICE located at major sources of HAP may be operated for up to 50 hours
per calendar year in non-emergency situations. The 50 hours of operation in non-emergency situations
are counted as part of the 100 hours per calendar year for maintenance and testing and emergency
demand response provided in paragraph (f)(2) of this section. The 50 hours per year for non-emergency
situations cannot be used for peak shaving or non-emergency demand response, or to generate income
for a facility to supply power to an electric grid or otherwise supply power as part of a financial
arrangement with another entity.

(4) Emergency stationary RICE located at area sources of HAP may be operated for up to 50 hours
per calendar year in non-emergency situations. The 50 hours of operation in non-emergency situations
are counted as part of the 100 hours per calendar year for maintenance and testing and emergency
demand response provided in paragraph (f)(2) of this section. Except as provided in paragraphs (f)(4)(i)
and (i) of this section, the 50 hours per year for non-emergency situations cannot be used for peak
shaving or non-emergency demand response, or to generate income for a facility to an electric grid or
otherwise supply power as part of a financial arrangement with another entity.

(i) Prior to May 3, 2014, the 50 hours per year for non-emergency situations can be used for peak
shaving or non-emergency demand response to generate income for a facility, or to otherwise supply
power as part of a financial arrangement with another entity if the engine is operated as part of a peak
shaving (load management program) with the local distribution system operator and the power is provided
only to the facility itself or to support the local distribution system.

(ii) The 50 hours per year for non-emergency situations can be used to supply power as part of a
financial arrangement with another entity if all of the following conditions are met:
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(A) The engine is dispatched by the local balancing authority or local transmission and distribution
system operator.

(B) The dispatch is intended to mitigate local transmission and/or distribution limitations so as to
avert potential voltage collapse or line overloads that could lead to the interruption of power supply in a
local area or region.

(C) The dispatch follows reliability, emergency operation or similar protocols that follow specific
NERC, regional, state, public utility commission or local standards or guidelines.

(D) The power is provided only to the facility itself or to support the local transmission and
distribution system.

(E) The owner or operator identifies and records the entity that dispatches the engine and the
specific NERC, regional, state, public utility commission or local standards or guidelines that are being
followed for dispatching the engine. The local balancing authority or local transmission and distribution
system operator may keep these records on behalf of the engine owner or operator.

[69 FR 33506, June 15, 2004, as amended at 71 FR 20467, Apr. 20, 2006; 73 FR 3606, Jan. 18, 2008;
75 FR 9676, Mar. 3, 2010; 75 FR 51591, Aug. 20, 2010; 78 FR 6704, Jan. 30, 2013]

% Back to Top

NOTIFICATIONS, REPORTS, AND RECORDS

£ Back to Top

§63.6645 What notifications must | submit and when?

(a) You must submit all of the notifications in §§63.7(b) and (c), 63.8(e), (f)(4) and (f)(6), 63.9(b)
through (e), and (g) and (h) that apply to you by the dates specified if you own or operate any of the
following;

(1) An existing stationary RICE with a site rating of less than or equal to 500 brake HP located at a
major source of HAP emissions.

(2) An existing stationary RICE located at an area source of HAP emissions.

(3) A stationary RICE with a site rating of more than 500 brake HP located at a major source of HAP
emissions.

(4) A new or reconstructed 4SLB stationary RICE with a site rating of greater than or equal to 250
HP located at a major source of HAP emissions.

(5) This requirement does not apply if you own or operate an existing stationary RICE less than 100
HP, an existing stationary emergency RICE, or an existing stationary RICE that is not subject to any
numerical emission standards.

(b) As specified in §63.9(b)(2), if you start up your stationary RICE with a site rating of more than
500 brake HP located at a major source of HAP emissions before the effective date of this subpart, you
must submit an Initial Notification not later than December 13, 2004.
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(c) If you start up your new or reconstructed stationary RICE with a site rating of more than 500
brake HP located at a major source of HAP emissions on or after August 16, 2004, you must submit an
Initial Notification not later than 120 days after you become subject to this subpart.

(d) As specified in §63.9(b)(2), if you start up your stationary RICE with a site rating of equal to or
less than 500 brake HP located at a major source of HAP emissions before the effective date of this
subpart and you are required to submit an initial notification, you must submit an Initial Notification not
later than July 16, 2008.

(e) If you start up your new or reconstructed stationary RICE with a site rating of equal to or less
than 500 brake HP located at a major source of HAP emissions on or after March 18, 2008 and you are
required to submit an initial notification, you must submit an Initial Notification not later than 120 days
after you become subject to this subpart.

(f) If you are required to submit an Initial Notification but are otherwise not affected by the
requirements of this subpart, in accordance with §63.6590(b), your natification should include the
information in 863.9(b)(2)(i) through (v), and a statement that your stationary RICE has no additional
requirements and explain the basis of the exclusion (for example, that it operates exclusively as an
emergency stationary RICE if it has a site rating of more than 500 brake HP located at a major source of
HAP emissions).

(9) If you are required to conduct a performance test, you must submit a Notification of Intent to
conduct a performance test at least 60 days before the performance test is scheduled to begin as
required in 863.7(b)(1).

(h) If you are required to conduct a performance test or other initial compliance demonstration as
specified in Tables 4 and 5 to this subpart, you must submit a Notification of Compliance Status according
to §63.9(h)(2)(ii).

(1) For each initial compliance demonstration required in Table 5 to this subpart that does not
include a performance test, you must submit the Notification of Compliance Status before the close of
business on the 30th day following the completion of the initial compliance demonstration.

(2) For each initial compliance demonstration required in Table 5 to this subpart that includes a
performance test conducted according to the requirements in Table 3 to this subpart, you must submit the
Notification of Compliance Status, including the performance test results, before the close of business on
the 60th day following the completion of the performance test according to §63.10(d)(2).

() If you own or operate an existing non-emergency Cl RICE with a site rating of more than 300 HP
located at an area source of HAP emissions that is certified to the Tier 1 or Tier 2 emission standards in
Table 1 of 40 CFR 89.112 and subject to an enforceable state or local standard requiring engine
replacement and you intend to meet management practices rather than emission limits, as specified in
863.6603(d), you must submit a notification by March 3, 2013, stating that you intend to use the provision
in 863.6603(d) and identifying the state or local regulation that the engine is subject to.

[73 FR 3606, Jan. 18, 2008, as amended at 75 FR 9677, Mar. 3, 2010; 75 FR 51591, Aug. 20, 2010; 78
FR 6705, Jan. 30, 2013]

£ Back to Top
863.6650 What reports must | submit and when?
(a) You must submit each report in Table 7 of this subpart that applies to you.
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(b) Unless the Administrator has approved a different schedule for submission of reports under
§63.10(a), you must submit each report by the date in Table 7 of this subpart and according to the
requirements in paragraphs (b)(1) through (b)(9) of this section.

(1) For semiannual Compliance reports, the first Compliance report must cover the period beginning
on the compliance date that is specified for your affected source in §63.6595 and ending on June 30 or
December 31, whichever date is the first date following the end of the first calendar half after the
compliance date that is specified for your source in §63.6595.

(2) For semiannual Compliance reports, the first Compliance report must be postmarked or
delivered no later than July 31 or January 31, whichever date follows the end of the first calendar half
after the compliance date that is specified for your affected source in §63.6595.

(3) For semiannual Compliance reports, each subsequent Compliance report must cover the
semiannual reporting period from January 1 through June 30 or the semiannual reporting period from July
1 through December 31.

(4) For semiannual Compliance reports, each subsequent Compliance report must be postmarked
or delivered no later than July 31 or January 31, whichever date is the first date following the end of the
semiannual reporting period.

(5) For each stationary RICE that is subject to permitting regulations pursuant to 40 CFR part 70 or
71, and if the permitting authority has established dates for submitting semiannual reports pursuant to 40
CFR 70.6(a)(3)(iii)(A) or 40 CFR 71.6 (a)(3)(iii))(A), you may submit the first and subsequent Compliance
reports according to the dates the permitting authority has established instead of according to the dates in
paragraphs (b)(1) through (b)(4) of this section.

(6) For annual Compliance reports, the first Compliance report must cover the period beginning on
the compliance date that is specified for your affected source in 863.6595 and ending on December 31.

(7) For annual Compliance reports, the first Compliance report must be postmarked or delivered no
later than January 31 following the end of the first calendar year after the compliance date that is
specified for your affected source in 863.6595.

(8) For annual Compliance reports, each subsequent Compliance report must cover the annual
reporting period from January 1 through December 31.

(9) For annual Compliance reports, each subsequent Compliance report must be postmarked or
delivered no later than January 31.

(c) The Compliance report must contain the information in paragraphs (c)(1) through (6) of this
section.

(1) Company name and address.

(2) Statement by a responsible official, with that official's name, 