APPENDIX SS-1, STACK SAMPLING FACILITIES (version dated 10/07/96)

Stack Sampling Facilities Provided by the OwneamfEmissions Unit This section describes the minimum requiremgntstack sampling
facilities that are necessary to sample point gonissunits. Sampling facilities include samplingrig, work platforms, access to work
platforms, electrical power, and sampling equipm&mport. Emissions units must provide these ifesl at their expense. All stack
sampling facilities must meet any Occupational §ad@d Health Administration (OSHA) Safety and Hle&@tandards described in 29 CFR
Part 1910, Subparts D and E.

(a) Permanent Test Facilities. The owner or operatt an emissions unit for which a compliance,tesiter than a visible emissions test, is
required on at least an annual basis, shall installmaintain permanent stack sampling facilities.

(b) Temporary Test Facilities. The owner or oparatf an emissions unit that is not required todtart a compliance test on at least an
annual basis may use permanent or temporary staokling facilities. If the owner chooses to usegerary sampling facilities on an
emissions unit, and the Department elects to kesunit, such temporary facilities shall be ing@lbn the emissions unit within 5 days of a
request by the Department and remain on the emissioit until the test is completed.

(c) Sampling Ports.

1. All sampling ports shall have a minimurside diameter of 3 inches.

2. The ports shall be capable of being seatezh not in use.

3. The sampling ports shall be located indtaek at least 2 stack diameters or equivalemheliers downstream and at least 0.5 stack
diameter or equivalent diameter upstream from anytbend, constriction or other flow disturbance.

4. For emissions units for which a complgipligation to construct has been filed prior to Bmber 1, 1980, at least two sampling ports,
90 degrees apart, shall be installed at each sagniolcation on all circular stacks that have arsiolet diameter of 15 feet or less. For stacks
with a larger diameter, four sampling ports, ea@ld8grees apart, shall be installed. For emissiaits for which a complete application to
construct is filed on or after December 1, 1980east two sampling ports, 90 degrees apart, Sleaihstalled at each sampling location on
all circular stacks that have an outside diametetrOofeet or less. For stacks with larger diansgtéour sampling ports, each 90 degrees
apart, shall be installed. On horizontal circulacts, the ports shall be located so that the pcabeenter the stack vertically, horizontally or
at a 45 degree angle.

5. On rectangular ducts, the cross sectianed shall be divided into the number of equal sairaaccordance with EPA Method 1.
Sampling ports shall be provided which allow acdessach sampling point. The ports shall be latai that the probe can be inserted
perpendicular to the gas flow.

(d) Work Platforms.

1. Minimum size of the working platform shb# 24 square feet in area. Platforms shall keaat 3 feet wide.

2. On circular stacks with 2 sampling potttg, platform shall extend at least 110 degreesmarthe stack.

3. On circular stacks with more than two skmgpports, the work platform shall extend 360 degg around the stack.

4. All platforms shall be equipped with aregqdate safety rail (ropes are not acceptable)otmeh and hinged floor-opening cover if
ladder access is used to reach the platform. a&fetysrail directly in line with the sampling podhall be removable so that no obstruction
exists in an area 14 inches below each sampleapdré inches on either side of the sampling port.

(e) Access to Work Platform.

1. Ladders to the work platform exceedinddds in length shall have safety cages or fallsienrs with a minimum of 3 compatible safety
belts available for use by sampling personnel.

2. Walkways over free-fall areas shall beigged with safety rails and toeboards.

(f) Electrical Power.

1. A minimum of two 120-volt AC, 20-amp outleshall be provided at the sampling platform withd feet of each sampling port.

2. If extension cords are used to provideetleetrical power, they shall be kept on the piapitbperty and be available immediately upon
request by sampling personnel.

(g) Sampling Equipment Support.

1. A three-quarter inch eyebolt and an abgéeket shall be attached directly above each quostertical stacks and above each row of
sampling ports on the sides of horizontal ducts.

a. The bracket shall be a standard 3 in8tinch x one-quarter inch equal-legs bracket wisch and one-half inches wide. A hole that
is one-half inch in diameter shall be drilled thybuhe exact center of the horizontal portion @& kinacket. The horizontal portion of the
bracket shall be located 14 inches above the deweaf the sampling port.

b. A three-eighth inch bolt which protrudegiches from the stack may be substituted forélgeired bracket. The bolt shall be located
15 and one-half inches above the centerline ofémepling port.

c. The three-quarter inch eyebolt shall bpable of supporting a 500 pound working load. $tacks that are less than 12 feet in
diameter, the eyebolt shall be located 48 inchesealhe horizontal portion of the angle brackebr §tacks that are greater than or equal to
12 feet in diameter, the eyebolt shall be locat@dnéhes above the horizontal portion of the atgbecket. If the eyebolt is more than 120
inches above the platform, a length of chain dhalhttached to it to bring the free end of therchaiwithin safe reach from the platform.

2. A complete monorail or dualrail arrangetmaay be substituted for the eyebolt and bracket.

3. When the sample ports are located indpeot a horizontal duct, a frame shall be providedve the port to allow the sample probe to
be secured during the test.

[Rule 62-297.310(6), FAC]
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