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ENVIRONMENTAL AND COMPLIANCE DEPARTMENT

Permittee:

Department of the Navy PROPOSED Permit N0.:0310215-040-AV
Naval Air Station, Jacksonville Facility ID No.: 0310215

P.O. Box 2 SIC No.: 37

Jacksonville, FL 32212 Project: Title V Air Operation Permit Revision

This permit is for the purpose of revising Title V Air OpesatPermit No. 0310215-036-AV by incorporating the
applicable terms and conditions identified in Construction Permit No. 03XIB2A.C issued on April 29, 2009
and Construction Permit No. 0310215-030-AC issued on November 4, 2008. Tlaft aperations and rework
facility is located at 6801 Roosevelt Blvd., Jacksonville, Duvalr@y, FL.; UTM Coordinates: Zone 17, 434.186
km East and 3343.245 km North; Latitude’ 3@ 14’ North and Longitude: 8141 02’ West.

This Title V Air Operation Permit is issued under the provisiohLhapter 403, Florida Statutes (FS), and
Chapters 62-4, 62-210, and 62-213, Florida Administrative Code (FAC). Othe anamed permittee is hereby
authorized to operate the facility shown on the application and approwsihgiis), plans, and other documents,
attached hereto or on file with the Environmental and Compliance Depdr Environmental Quality Division
(Permitting Authority), in accordance with the terms and conditions of this permit.

Referenced attachments made a part of this permit:

Statement of Basis

Best Available Control Technology Determinations

Appendix I-1, List of Insignificant Emission Units and/or Activities
Appendix U-1, List of Unregulated Emission Units and/or Activities
APPENDIX TV-6, TITLE V CONDITIONS

APPENDIX SS-1, STACK SAMPLING FACILITIES

Appendix DO

Appendix PT

Appendix CO

Revision Effective Date:

Effective Date: June 2, 2009
Permit Renewal Application Due Date: October 18, 2013
Expiration Date: May 31, 2014

Environmental and Compliance Department
Environmental Quality Division

Vincent A. Seibold, P.E.,
Division Chief

VAS/HDS

Environmental Quality Division
407 North Laura Street, Third Floodacksonville, FL 32202Phone: 904.255.7100rax: 904.588.0518&vwww.coj.net



Permittee: Department of the Navy PROPOSED Permit No.: 0310215-040
Naval Air Station, Jacksonville

Section I. Facility Information
Subsection A. Facility Description

This permit is for the purpose of revising Title V Air OpesatPermit No. 0310215-036-AV by incorporating the
applicable terms and conditions identified in Air Construction Peluit0310215-032-AC (two abrasive blast
booths, Emission Unit Nos. 113 and 114) and Air Construction Permit No. 031021530@0sMgle paint spray
booth, Emission Unit No. 111).

The Naval Air Station (NAS), Jacksonville Complex, is locateduval County, in the northeastern sector of
Florida. This naval base occupies about 3400 acres along the west btgk $if Johns River. The base is
approximately 30 miles inland from the Atlantic Ocean and 13 raesh of downtown Jacksonville. The main
gate to the base can be accessed at about 3 miles north of teecte of U.S. Highway 17 (US 17) and
Interstate 295 (1-295) on US 17 (also known as Roosevelt Boulevardpugh the NAS complex consists of over
115 individual commands, for the purpose of this permit air pollutant emissions magderizad as belonging to
one of three major organizations as follows:

Air pollutant emissions may be categorized as belonging to onee&f thajor organizations, which are described
below:

1. NAS provides training of aircraft crews and commands, suppe#ds dhd shore based personnel, maintains
and operates facilities, and provides services and materialgpwmrt operation of the aviation activities. Air
pollutant emitting activities associated with NAS primarggult from operation and maintenance of military
aircraft.

2. The Public Works Department (PWD) maintains support fasilisach as the boiler plants and other utilities.
PWD contracts facility maintenance operations with an outside amotr Air pollution activities are
primarily from combustion of fuels in boilers.

3. The Fleet Readiness Center Southeast (FRCSE) is a noériper former Naval Air Depot, an organization
that has been in operation since 1940 performing in-depth (Level 3)emamte, repair and rework of naval
aircraft, and the former Aircraft Intermediate Maintenancédiin, which performed intermediate (Level 2)
maintenance and repair of naval aircraft and ground support equipmemwéntoganization. With over 4,000
employees it occupies more than 50 buildings in over 102 acres atsthenel of NAS and along the primary
runway. FRCSE personnel perform in-depth and intermediate levetenance, repair, and rework of naval
aircraft, engines, components, accessories, and ground support equipmerdf Mesair pollutant emitting
activities at the NAS Jacksonville complex are located wiHRCSE, and consist of activities such as aircraft
surface coating and depainting operations, solvent use operations, a eheotneplating facility, abrasive
blasting operations, engine testing, intermediate maintenance of militengficorrosion control, and aircraft
engine repair.

Intermediate level maintenance performed by FRCSE consistsevdrad divisions that perform various
maintenance activities:

The 400 Division performs maintenance on aircraft engines.

The 500 Division is responsible for airframes maintenance.

The 600 Division performs maintenance on aircraft electronic equipment.

The 700 Division performs maintenance on aircraft weapons and ordnance systems.
The 800 Division maintains life support equipment on the aircraft.

The 900 Division performs maintenance on aircraft ground support equipment.

~P o0 T

Page 2 of 53



Permittee: Department of the Navy PROPOSED Permit No.: 0310215-040
Naval Air Station, Jacksonville

Based upon the Title V Permit Revision Application received onl 2pi2010, this facility is a major source of
hazardous air pollutants (HAPS).

Subsection B. Summary of Emission Unit (EU) ID Nos. and Brief Desctipns.

Abrasive Blasting Operations

EU ID No. Brief Description

015 Abrasive Blasting Booth, Bldg. 101

064 Abrasive Blasting Booth, Bldg. 794

065 Abrasive Blasting Booth, Bldg. 794

066 Abrasive Blasting Booth, Bldg. 794

070 Abrasive Blasting Booth, Bldg. 200

103 Three Abrasive Blasting Booths, Bldg. 794
105 Abrasive Blasting Booth, Hangar 101S
113 Abrasive Blast Booth No. 1, Bldg. 101

114 Abrasive Blast Booth No. 2, Bldg. 101

Steam Generating Boilers

071 Boiler No. 1, 300 HP Johnston Boiler Co., Bldg. H-2032
072 Boiler No. 2, 300 HP Johnston Boiler Co., Bldg. H-2032
076 Boiler No. 3, 300 HP Johnston Boiler Co., Bldg. H-2032
079 Note: Now listed as an Insignificant EU

087 Steam Plant A, Bldg. 85

088 Steam Plant C, Bldg. 86

089 Steam Plant F, Bldg. 88

090 Steam Plant G

115 Boiler No. F-1, Bldg. H2032

Chrome Plating Operation

043 Chrome Plating Shop, Bldg. 794

Plasma Coating Operation

062 Two Plasma (Powdered Metal) Spray Booths, Bldg. 794
063 Two Plasma (Powdered Metal) Spray Booths, Bldg. 794
102 Two HVOF Spray Booths (Nos. 6 & 7), Bldg. 794

Surface Coating Operations

080 Five Paint Spray Booths, Bldg. 794

011 Aircraft Painting Hangar, Bldg. 868

081 One Paint Booth and One Sanding Booth, Bldg. 101U

083 Paint Spray Booth, Bldg. 190

052 Bearing Shop, Bldg. 101

056 Aircraft Paint Stripping Hangar 101S

084 Fugitive VOC and HAP Emissions from Organizational Lef@duadrons) Aircraft
Maintenance Activities

085 Fugitive VOC and HAP Emissions from Paints and Solvents used at FRCSE

086 Paint Spray Booth, Bldg 101S
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Permittee: Department of the Navy PROPOSED Permit No.: 0310215-040
Naval Air Station, Jacksonville

093 Binks Paint Booth

094 Two Paint Spray Booths

106 Paint Spray Booth, Bldg. 724, FRCSE Shop 430
107 Paint Spray Booth, Hangar 1000, FRCSE Shop 51A
111 Paint Spray Booth, Hanger 124

112 Paint Spray Booth, Bldg. 101W

Concrete Batching Operations

110 Concrete Batching Plant(s)

Note: Please reference the Permit No., Facility ID No., andopppte Emission Unit ID No(s)., on all
correspondence, test report submittal, applications, etc.

Subsection C. Relevant Documents

The documents listed below are not a part of this permit, howevgrathespecifically related to this permitting
action.

These documents are provided to the permittee for information purposes only:

Table 1-1, Summary of Air Pollutant Standards and Terms

Table 2-1, Summary of Compliance Requirements

Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers
Appendix H-1, Permit History

Appendix LR-1, Local Rule Index

These documents are on file with the permitting authority:

Title V Air Operation Permit No. 0310215-036-AV
Title V Air Operation Permit Revision Application received April 02, 2010

Section II. Facility Wide Conditions

The following conditions apply facility wide:

1. Appendix TV-6, Title V Conditions, is a part of this permit.
Permitting Note: Appendix TV-6, Title V Conditions, is distributed be permittee only. Other persons
requesting copies of these conditions shall be provided one copy when edguoesbtherwise appropriate.
Please note that the Annual Operating Report required by Appendix 3pe6ific Condition 24 (3) is due on
each April 1 for calendar year 2009 and beyond. Please note thattlth& ermit renewal required by
Appendix TV-6, Specific Condition 5, shall be due 225 days prior to theifpexpiration date as required by
Rule 62-213.420(1)(a)2, FAC, and Rule 2.501, JEPB.

2. Documents on file with USEPA:

The Responsible Official has certified that the Risk Management Planubagited to the RMP Reporting
Center.
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Permittee: Department of the Navy PROPOSED Permit No.: 0310215-040
Naval Air Station, Jacksonville

Prevention of Accidental Releases (Section 112(r) of CAA).

a. As required by Section 112(r)(7)(B)(iii) of the CAA and 40 CFRt68, owner or operator shall
submit an updated Risk Management Plan (RMP) to the Chemicalg&mey Preparedness and
Prevention Office (CEPPO) RMP Reporting Center.

b. As required under Section 252.941(1)(c), FS, the owner or operator giwatl tee the appropriate
representative of the Department of Community Affairs (DCA)established by Department Rule,
within one working day of discovery of an accidental release ofgalated substance from the
stationary source, if the owner or operator is required to reportetbase to the United States
Environmental Protection Agency under Section 112(r)(6) of the CAA.

c. The owner or operator shall submit the required annual regstfat to the DCA on or before April
1, in accordance with Part IV, Chapter 252, FS, and Rule 9G-21, FAC.

Any required written reports, notifications, certifications, and dedaired to be sent to the DCA, should
be sent to:
Department of Community Affairs
Division of Emergency Management
2555 Shumard Oak Boulevard
Tallahassee, FL 32399-2100
Telephone: 850/413-9921; Fax: (850) 488-1739

Any Risk Management Plans, original submittals, revisions or updates to stfyrsittauld be sent to:
RMP Reporting Center
Post Office Box 10162
Fairfax, VA 22038
Telephone: (703) 227-7650

Any required reports to be sent to the National Response Center, should be sent to:
National Response Center
EPA Office of Solid Waste and Emergency Response
USEPA (5305 W)
401 M Street, SW
Washington, D.C. 20460
Telephone: (800) 424-8802

Send the required annual registration fee using approved forms made payable to:
Cashier
Department of Community Affairs
State Emergency Response Commission
2555 Shumard Oak Boulevard
Tallahassee, FL 32399-2149
[Part IV, Chapter 252, FS; and, Rule 9G-21, FAC]

3. Insignificant Emission Units and/or Activitiesppendix I-1, List of Insignificant Emission Units and/or
Activities, is a part of this permit.
[Rule 62-213.440(1), FAC, Rule 62-213.430(6), FAC, and Rule 62-4.040(1)(b), FAC; Rule ZEHH,, and
Rule 2.1401, JEPB]

4. Unreqgulated Emission Units and/or ActivitieAppendix U-1 List of Unregulated Emission Units and/or
Activities, is a part of this permit.
[Rule 62-213.440(1), FAC, and Rule 2.501, JEPB]
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Permittee: Department of the Navy PROPOSED Permit No.: 0310215-040

10.

11.

12.

Naval Air Station, Jacksonville

General Pollutant Emission Limiting Standards. Volatile Om&@uompounds (VOC) Emissions or Organic
Solvents (OS) Emissions

The permittee shall allow no person to store, pump, handle, process, load, unload, or use angrprocess
installation, volatile organic compounds (VOC) or organic solven® (@thout applying known and existing
vapor emission control devices or systems deemed necessary and ordered byittieg>&uthority.

[Rule 62-296.320(1), and Rule 2.1101, JEPB]

General Particulate Emission Limiting Standards. General Visibiesiems Standard.

Except for emissions units that are subject to a particulatiEemma opacity limit set forth or established by
rule and reflected by conditions in this permit, no person shall caeisepdrmit, suffer or allow to be

discharged into the atmosphere the emissions of air pollutants fripectvity, the density of which is equal

to or greater than that designated as Number 1 on the Ringelmanr{ZDhpercent opacity). EPA Reference
Method 9, is the method of compliance pursuant to Chapter 62-297, FAC, and.R20&, JEPB. Testing

shall be required, upon request from the Permitting Authority.

[Rule 62-296.320(4)(b)1., FAC, and Rule 2.1101, JEPB]

Permittee shall notify the Permitting Authority fifteen (Halys prior to the date of each formal compliance
test conducted for an emission unit.
[Rule 62-297.310(7)(a)(9), FAC, and Rule 2.1201, JEPB]

Copies of the test report(s) shall be submitted to the PegnAtthority within forty-five (45) days of
completion of testing.
[Rule 62-297.310(8)(b), FAC, and Rule 2.1201, JEPB]

Testing of emissions shall be conducted with the EU operatipgratitted capacity. Permitted capacity is
defined as 90-100 percent of the maximum operating rate allowed periiné. If it is impracticable to test at
permitted capacity, then the EUs may be tested at less thanitya in this case subsequent EU operation is
limited to 110 percent of the test load until a new test is condu@ede the EU is so limited, then operation
at higher capacities is allowed for no more than 15 consecutigefalathe purposes of additional compliance
testing to regain the permitted capacity in the permit.

[Rule 62-297.310(2), FAC, and Rule 2.1201, JEPB]

Stack sampling facilities and control equipment shall be prdwdth a method of access that is safe and
readily accessible.
[Rule 62-297.310(6), FAC, and Rule 2.1201, JEPB]

When appropriate, any recording, monitoring, or reporting requirementgrehagime-specific shall be in
accordance with the effective date of the permit, which defines day one.
[Rule 62-213.440, FAC, and Rule 2.501, JEPB]

TheAnnual Statement of Compliancerequired by 40 CFR 70.6, Rule 62-213.440(3), FAC and Rule 2.501,
JEPB shall be due on or before March 1 each year covering the pmritheé previous calendar year. {See
Condition No. 51, Appendix TV-6, Title V Conditions} Note: TAanual Statement of Complianceshall be
sent to the Permitting Authoritgnd the United States Environmental Protection Agency at the address
below.

[40 CFR 70.6, Rule 62-213.440, FAC and Rule 2.501, JEPB]
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Permittee: Department of the Navy PROPOSED Permit No.: 0310215-040

13.

14.

15.

16.

17.

Naval Air Station, Jacksonville

Excess emissions resulting from startup, shutdown, or malfunctiomyodraission unit shall be permitted
providing (1) best operational practices to minimize emissions@inered to and (2) the duration of excess
emissions shall be minimized but in no case exceed two hours in any 24drmd unless specifically
authorized by the Permitting Authority for longer duration. Excesssams which are caused entirely or in
part by poor maintenance, poor operation, or any other equipment or prokgsswhich may reasonably be
prevented during startup, shutdown, or malfunction shall be prohibited. In sleeofaexcess emissions
resulting from malfunctions, each owner or operator shall notify gmmiRing Authority in accordance with
Rule 62-4.130, FAC and Rule 2.1401, JEPB. A full written report on the malfunctidhbeskabmitted to the
Permitting Authority in a quarterly report, if requested by the Permitting Aitghor

[Rule 62-210.700(1), (4), and (6) FAC, and Rule 2.201, JEPB]

The permittee shall submit all compliance related notifications and repaguised of this permit to:

Environmental and Compliance Department
Environmental Quality Division
407 North Laura Street, Third Floor
Jacksonville, FL 32202
Telephone: (904) 255-7100
Fax: (904) 588-0518

Any reports, data, notification, certifications, and requests relquoebe sent to the United States
Environmental Protection Agency, should be sent to:

United States Environmental Protection Agency
Region 4
Air, Pesticides & Toxics Management Division
Air and EPCRA Enforcement Branch
61 Forsyth Street
Atlanta, GA 30303
Telephone: 404/562-9155
Fax: 404/562-9163

Certification by Responsible Official (RO)n addition to the professional engineering certification required
for applications by Rule 62-4.050(3), FAC and Rule 2.1401, JEPB, any applit@iionreport, compliance
statement, compliance plan and compliance schedule submitted pursuanapierGs2-213, FAC, shall
contain a certification signed by a responsible official that, dase information and belief formed after
reasonable inquiry, the statements and information in the documenueyextcurate, and complete. Any
responsible official who fails to submit any required informatiomvbo has submitted incorrect information
shall, upon becoming aware of such failure or incorrect submittal, psorsplbmit such supplementary
information or correct information.

[Rule 62-213.420(4), FAC, and Rule 2.501, JEPB]

It is noted that limited spray application of coatings contaimagyanic HAP(s) is performed in Air Rework

Hangars 30, 101, 101w, 113, 114, 115, 117, 124, 140, 511, 1000, and 1122. The application is limded to are

of the aircraft (primarily the inside of wings) which are notessible until after the exterior of the aircraft has
been coated with primer and/or topcoat. This spray application is exemp40 CFR 63.745(g) (1 through 3)
in accordance with 40 CFR 63.745(g)(4). See Appendix U-1, EU 096, Aerosg&t¢AR Exempt Inorganic
Coating Activities.
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Permittee: Department of the Navy PROPOSED Permit No.: 0310215-040

18.

19.

20.

21.

22.

Naval Air Station, Jacksonville

The permittee shall submit reports of any required monitoritepat every six (6) months. All instances of
deviations from permit requirements must be clearly identifiesuich reports. The permittee shall report in
accordance with the requirements of Rule 62-210.700(6), FAC, Rule 62-4.130R&AC2.201, JEPB, and
Rule 2.1401, JEPB, deviations from permit requirements, including thivgrii@ble to upset conditions as
defined in the permit. Reports shall include the probable cause of suahiafes, and any corrective actions
or preventive measures taken. All reports shall be accompaniadcbytification by a responsible official,
pursuant to Rule 62-213.420(4), FAC, and Rule 2.501, JEPB. Unless otherwifedspeapermit, rule, or
order; reports shall cover the period of January through June (report due diorer Beptember 1) and July
through December (report due on or before March 1)

[Rule 62-213.440(1)(b)3., FAC, and Rule 2.501, JEPB]

Annual Emissions Fee Form and Faée annual Title V emissions fee are due (postmarked) by M&iwh 1
each year. The completed form and calculated fee shall be submitted to: Majolltio® Source Annual
Emissions Fee, P.O. Box 3070, Tallahassee, Florida 32315-3070. The forms are available éaddoyvnl
accessing the Title V Annual Emissions Fee On-line Information Center fafltheing Internet web site:
http://www.dep.state.fl.us/air/emission/tvfee.htm

[Rule 62-213.205, FAC]

The following Facility-wide conditions are not federally enforceable

General Pollutant Emission Limiting Standafdbjectionable Odor Prohibited.

The permittee shall not cause, suffer, allow, or permit the digeldd air pollutants, which cause or contribute
to an objectionable odor.

[Rule 62-296.320(2), FAC, and Rule 2.1101, JEPB]

The facility shall be subject to City of Jacksonville Ordoea Code, Title X, Chapter 360 [Environmental
Regulation], Chapter 362 [Air and Water Pollution], Chapter 376 [Odor Cgntaold Jacksonville
Environmental Protection Board (JEPB), Rule 1 [Final Rules witspB& to Organization, Procedure, and
Practice].
The facility shall be subject to JEPB Rule 2, Part Nos. | through VII, and PariXNbsouigh XIV.

Section Ill. Emission Unit(s) and Conditions

Abrasive Blasting Operations

Emission Unit No. 015 — Abrasive Blasting Booth, Building 101

Emission Unit Description: Abrasive blasting and cleaning ofpomants (including aerospace

components) is conducted using aluminum oxide, glass, corn starch
(CHP), plastic, or similar materials as blast media.

Particulate Matter (PM) Control Device:  Pauli Systenasti@ige baghouse in series with HEPA filter with a

nominal air flow of 23,400 dry standard cubic feet per minute (dscfm)

Emission Limitations and Standards

The maximum process rate of abrasive blast material to the blastdyesBaD0 pounds per hour (Ibs/hr).
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

This EU shall be allowed to operate a maximum of 4,160 hours per year (hrs/yr).
[Applicant's Request, Rule 62-296.700(4), FAC, and Rule 2.1101, JEPB]
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Permittee: Department of the Navy PROPOSED Permit No.: 0310215-040

10.

11.

12.

Naval Air Station, Jacksonville

40 CFR 63, Subpart GG, National Emission Standards for Aerospacedetaniniy and Rework Facilities
and 40 CFR 63, Subpart A, General Provisjas delineated in Table 1 to Subpart GG and Reasonably
Available Control Technology (RACT) requirements includif@pecific RACT Emission Limiting
Standards for Stationary Emission Units[Rule 62-296.700(3), FAC, and Rule 2.1101, JERB&ximum
Allowable Emission Rates [Rule 62-296.700(4), FAC, and Rule 2.1101, JERBtcumvention [Rule 62-
296.700(5), FAC, and Rule 2.1101, JEPB], @peration and Maintenance Plan[Rule 62-296.700(6), FAC,
and Rule 2.1101, JEPB] shall apply to this emission unit.

PM emissions shall be limited to 0.03 gr/dscf [3.92 Ibs/hr and 8.15 tons per year)tons/
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

Visible Emissions (VE) shall be limited to five (5) percent (%) opacity.
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

The owner/operator shall operate the blasting booth, air handling dexctioal system, the baghouse, and the
HEPA filter in accordance with manufacturer's specificationaririg periods of malfunction of such
equipment the owner/operator may use substitute materials durimgpthie period provided the substitute
materials used are those available that minimize organic étABsions. In no event shall substitute materials
be used for more than 15 days annually, unless such materials are organic HAP free.

[40 CFR 63.746(b)(2), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The owner/operator shall only perform the depainting (blasting) togrera the enclosed blasting booth. The
airstream from the blast booth shall be passed through a baghouse RAdilt# prior to discharge to the
atmosphere.

[40 CFR 63.746(b)(4)(ii)(B), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The owner/operator shall conduct the handling and transfer, of aisn@®duced from this operation, which
may contain HAP materials, to and from containers, tanks, vaselge and piping systems in such a manner
that minimizes spills.

[40 CFR 63.748, Rule 62-204.800, FAC, and Rule 2.201, JEPB]

Test Methods and Procedures

Testing for demonstration of compliance shall be performed indeooe with EPA Reference Method (RM)
9 (as described in 40 CFR 60, Appendix A) for the visual determination of opacity.
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

VE testing shall be conducted annually from the date of June 1, 200@sW¥if shall be conducted for a
minimum period of 30 minutes.
[Rule 62-297.310(4)(a)2., FAC, and Rule 2.1201, JEPB]

Testing for demonstration of compliance shall be performed indsst® with EPA RM 5 (as described in 40
CFR 60, Appendix A) for the determination of the PM concentration.
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

PM testing shall be conducted upon request of the Permitting Authority.
[Rule 62-297.310(7)(b), FAC, and Rule 2.1201, JEPB]
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Permittee: Department of the Navy PROPOSED Permit No.: 0310215-040

13.

14.

15.

16.

17.

Naval Air Station, Jacksonville

Record-keeping and Reporting Requirements

The permittee shall maintain records as required by the att&pedation and Maintenance Plan (O&M).
Records shall be maintained for a minimum period of five (5) years.
[Rule 62-296.700(6), FAC, Rule 62-213.440(1)(b)2.b., FAC, Rule 2.1101, JEPB and Rule 2.501, JEPB]

The owner/operator shall maintain records of each type ofafhirdepainted, a listing of the parts,
subassemblies, and assemblies normally removed from the abrefafe depainting. Prototype, test models,
or aircraft which exist in low numbers (i.e., less than 25 airahfany one type) are exempt from this
requirement.

[40 CFR 63.752(e)(4), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The owner/operator shall maintain records of the names and types of dry meiig &pspment used.
[40 CFR 63.752(e)(5)(i), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The owner/operator shall maintain the following records during peobdsalfunction of the dry media
blasting system:

(A) Equipment or technique which malfunctioned

(B) Date that the malfunction occurred

(©) Description of the malfunction

(D) Methods used to depaint aerospace vehicles during the malfunction
(E) Dates that the alternative methods were begun and discontinued
(F Date that the malfunction was corrected

[40 CFR 63.752(e)(5)(ii), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The owner/operator shall submit semi-annual reports (every 6 méothise period(s) September 1 through
February 28 or 29, and March 1 through August 31. The reports shall be dueftathe September through

February reporting period and November 1 for the March through Augustingpperiod. The reports shall

contain the following information:

(a) Identification of any 24 hour period where organic HAP were emittedthemepainting of aerospace
vehicles, other than from exempt operations listed in 40 CFR 63.746(a), (b)(3), and (b)(5).
(b) Any new non-chemical depainting technique in use since theca@ibfi of compliance status or any
subsequent semiannual report was filed
(c) Periods of Malfunction:
(A) Equipment or technique which malfunctioned
(B) Date that the malfunction occurred
© Description of the malfunction
(D) Methods used to depaint aerospace vehicles during the malfunction
(E) Dates that the alternative methods were begun and discontinued
(D) Date that the malfunction was corrected
(G) All periods when the depainting operation was not shut down darmglfunction and/or
when the depainting operation was not shutdown when measured operationat@ea arare
below or above limits specified by the equipment manufacturer dijlgeapared operational
procedures
(d) A list of new and discontinued aircraft models depainted dathigy over the last 6 months and a list
of the parts normally removed for depainting for each new aircraft model beingteepai
(e) If the depainting operation has been in compliance for the megp@eriod a statement signed by the
responsible official stating that the operation was in compliance with the dpelstandards
[Applicant's Request, 40 CFR 63.753(d)(1), Rule 62-204.800, FAC, and Rule 2.201, JEPB]
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18. The owner/operator shall submit annual reports (every 12 montlsg foeriod September 1 through August
31. The reports shall be due November 1 each year. The reports shall contain the foll@nmnation:

(a) The average volume per aircraft of organic HAP contaiolremical strippers or weight of organic
HAP used for spot stripping and decal removal operations if it dgdbe limits specified in 40 CFR
63.746(b)(3)

(b) The number of times the measured operational parameterbaleneor above limits specified by the
equipment manufacturer or locally prepared operational procedures
[40 CFR 63.753(d)(2), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

19. The owner/operator shall maintain records of the monthly operating bbtine blasting booth and shall
maintain records of the monthly use (quantity and type) of abrasagéirig material. Semi-annual reports of
this information shall be submitted to the Permitting Authority with the semual reports required above.
[Rule 62-213.440(1)(b), FAC, and Rule 2.501, JEPB]

General Provisions Applicability to Subpart GG

20. Table 1 to Subpart GG of Part 63 defines the applicable parte dbdneral Provisions which apply to
affected emission units in 40 CFR, Subpart GG.
[40 CFR 63, Subpart GG, Table 1, Rule 62-204.800, FAC, and Rule 2.201, JEPB]
Emission Unit No. 064-Abrasive Blasting Booth, Bldg. 794

Emission Unit Description: Abrasive blasting of aircraft componanés conducted using aluminum oxide,
glass, corn starch (CHP), plastic, or similar materials as blast media.

PM Control Device: Clemco Baghouse Model Number (M/N) LBL0257 with amattd
maximum airflow rate of 6,400 dscfm

Emission Limitations and Standards

1. The maximum process rate of abrasive blast material to the blastiaty@pshall be 2,700 Ibs/hr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

2. This EU shall be allowed to operate 4,160 hrs/yr.
[Applicant’s Request, Rule 62-296.700(4), FAC, and Rule 2.1101, JEPB]

3. Reasonably Available Control Technology (RACT) requirementsudinag Specific RACT Emission
Limiting Standards for Stationary Emission Units [Rule 62-296.700(3), FAC, and Rule 2.1101, JEPB]
Maximum Allowable Emission Rates[Rule 62-296.700(4), FAC, and Rule 2.1101, JERBjcumvention
[Rule 62-296.700(5), FAC, and Rule 2.1101, JEPB], @pkration and Maintenance Plan[Rule 62-
296.700(6), FAC, and Rule 2.1101, JEPB] shall apply to this emission unit.

4. PM emissions shall be limited to 0.03 gr/dscf [1.65 Ibs/hr and 3.42 tons/yr].
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

5. VE shall be limited to 5 % opacity.
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]
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Naval Air Station, Jacksonville

Test Methods and Procedures

6. Testing for demonstration of compliance shall be performed ordaece with EPA RM 9 (as described in 40
CFR 60, Appendix A) for the visual determination of opacity.
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]
7. VE testing shall be conducted annually from the date of June 1, 200&stig shall be conducted for a
minimum period of 30 minutes.
[Rule 62-297.310(4)(a)2., FAC, and Rule 2.1201, JEPB]
8. Testing for demonstration of compliance shall be performed inderooe with EPA RM 5 (as described in 40
CFR 60, Appendix A) for the determination of the PM concentration.
9. PM testing shall be conducted upon request of the Permitting Authority.
[Rule 62-297.310(7)(b), FAC, and Rule 2.1201, JEPB]
Record-keeping and Reporting
10. Monitoring shall be performed in accordance with the Operatinylamdenance Plan (O&M). Records shall
be provided upon request of the Permitting Authority.
[Rule 62-296.700(6), FAC, and Rule 2.1101, JEPB]
Emission Unit No. 065- Abrasive Blasting Booth, Bldg. 794
Emission Unit Description: Abrasive blasting of aircraft componanés conducted using aluminum oxide,
glass, corn starch (CHP), plastic, or similar materials as blast media.
PM Control Device: Torit Baghouse M/N 3DF-24 with an estimated maxinmdiovarate of
11,000 dscfm
Emission Limitations and Standards
1. The maximum process rate of abrasive blast material to the blastiagy@pshall be 1,900 Ibs/hr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]
2. This EU shall be allowed to operate 4,160 hrs/yr.
[Applicant’s Request, Rule 62-296.700(4), FAC, and Rule 2.1101, JEPB]
3. Reasonably Available Control Technology (RACT) requirements incli&pegific RACT Emission Limiting

Standards for Stationary Emission Units[Rule 62-296.700(3), FAC, and Rule 2.1101, JERB§ximum
Allowable Emission Rates [Rule 62-296.700(4), FAC, and Rule 2.1101, JERBjcumvention [Rule 62-
296.700(5), FAC, and Rule 2.1101, JEPB], @pkration and Maintenance Plan[Rule 62-296.700(6), FAC,
and Rule 2.1101, JEPB] shall apply to this emission unit.

4. PM emissions shall be limited to 0.03 gr/dscf [2.83 Ibs/hr and 5.88 tons/yr].

[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

5. VE shall be limited to 5 % opacity.

[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]
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Test Methods and Procedures

6. Testing for demonstration of compliance shall be performed inderooe with EPA RM 9 (as described in 40
CFR 60, Appendix A) for the visual determination of opacity.
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

7. VE testing shall be conducted annually from the date of June 1, 200&stig shall be conducted for a
minimum period of 30 minutes.
[Rule 62-297.310(4)(a)2., FAC, and Rule 2.1201, JEPB]

8. Testing for demonstration of compliance shall be performed ordaece with EPA RM 5 (as described in 40
CFR 60, Appendix A) for the determination of the PM concentration.

9. PM testing shall be conducted upon request of the Permitting Authority.
[Rule 62-297.310(7)(b), FAC, and Rule 2.1201, JEPB]

Record-keeping and Reporting

10. Monitoring shall be performed in accordance with the Operating amtévance Plan (O&M). Records shall
be provided upon request of the Permitting Authority.
[Rule 62-296.700(6), FAC, and Rule 2.1101, JEPB]
Emission Unit No. 066-Abrasive Blasting Booth, Bldg. 794

Emission Unit Description: Abrasive blasting of aircraft componanés conducted using aluminum oxide,
glass, corn starch (CHP), plastic, or similar materials as blast media.

PM Control Device: Torit Baghouse M/N 3DF-24 with an estimated maxinmfiovarate is
11,000 dscfm

Emission Limitations and Standards

1. The maximum process rate of abrasive blast material to the blastiaty@pshall be 700 Ibs/hr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

2. This EU shall be allowed to operate 4,160 hrs/yr.
[Applicant's Request, Rule 62-296.700(4), FAC, and Rule 2.1101, JEPB]

3. Reasonably Available Control Technology (RACT) requirements inclusiyegific RACT Emission
Limiting Standards for Stationary Emission Units [Rule 62-296.700(3), FAC, and Rule 2.1101, JEPB]
Maximum Allowable Emission Rates[Rule 62-296.700(4), FAC, and Rule 2.1101, JERBjcumvention
[Rule 62-296.700(5), FAC, and Rule 2.1101, JEPB], @pkration and Maintenance Plan[Rule 62-
296.700(6), FAC, and Rule 2.1101, JEPB] shall apply to this emission unit.

4. PM emissions shall be limited to 0.03 gr/dscf [2.83 Ibs/hr and 5.88 tons/yr].
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

5. VE shall be limited to 5 % opacity.
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]
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10.

Naval Air Station, Jacksonville

Test Methods and Procedures

Testing for demonstration of compliance shall be performed indeooe with EPA RM 9 (as described in 40
CFR 60, Appendix A) for the visual determination of opacity.
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

VE testing shall be conducted annually from the date of June 1, 200t&skWifg shall be conducted for a
minimum period of 30 minutes.
[Rule 62-297.310(4)(a)2., FAC, and Rule 2.1201, JEPB]

Testing for demonstration of compliance shall be performed indaooe with EPA RM 5 (as described in 40
CFR 60, Appendix A) for the determination of the PM concentration.
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

PM testing shall be conducted upon request of the Permitting Authority.
[Rule 62-297.310(7)(b), FAC, and Rule 2.1201, JEPB]

Record-keeping and Reporting

Monitoring shall be performed in accordance with the Operating anmtdviance Plan (O&M). Records shall
be provided upon request of the Permitting Authority.
[Rule 62-296.700(6), FAC, and Rule 2.1101, JEPB]

Emission Unit No. 070- Abrasive Blasting Booth, Bldg. 200

Emission Unit Description: Abrasive blasting of aircraft componsntenducted using aluminum oxide, steel

grit, glass, corn starch (CHP), plastic, or similar materials as b&diam

PM Control Device: Pulse Jet Cartridge Type Dust Collector witrsama&ted maximum

airflow rate is 15,950 dscfm

Emission Limitations and Standards

The maximum process rate of aluminum oxide, steel grit, glassstarch (CHP), plastic, or similar materials
as abrasive blast material shall be limited to 3,200 Ibs/hr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

This EU shall be allowed to operate 4,160 hrs/yr.
[Applicant’s Request, Rule 62-296.700(4), FAC, and Rule 2.1101, JEPB]

Reasonably Available Control Technology (RACT) requirementsudial Specific RACT Emission
Limiting Standards for Stationary Emission Units [Rule 62-296.700(3), FAC, and Rule 2.1101, JEPB]
Maximum Allowable Emission Rates[Rule 62-296.700(4), FAC, and Rule 2.1101, JERBjcumvention
[Rule 62-296.700(5), FAC, and Rule 2.1101, JEPB], @pkration and Maintenance Plan[Rule 62-
296.700(6), FAC, and Rule 2.1101, JEPB] shall apply to this emission unit.

PM emissions shall be limited to 0.03 gr/dscf [4.10 Ibs/hr and 8.53 tons/yr].
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

VE shall be limited to 5 % opacity.
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]
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10.

Naval Air Station, Jacksonville

Test Methods and Procedures

Testing for demonstration of compliance shall be performed indeooe with EPA RM 9 (as described in 40
CFR 60, Appendix A) for the visual determination of opacity.
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

VE testing shall be conducted annually from the date of November 1, 2008. VE $bstirtge conducted for a
minimum period of 30 minutes.
[Rule 62-297.310(4)(a)2., FAC, and Rule 2.1201, JEPB]

Testing for demonstration of compliance shall be performed indaooe with EPA RM 5 (as described in 40
CFR 60, Appendix A) for the determination of the PM concentration.

PM testing shall be conducted upon request of the Permitting Authority.
[Rule 62-297.310(7)(b), FAC, and Rule 2.1201, JEPB]

Record-keeping and Reporting

Monitoring shall be performed in accordance with the Operating anmtévance Plan (O&M). Records shall
be provided upon request of the Permitting Authority.
[Rule 62-296.700(6), FAC, and Rule 2.1101, JEPB]

Emission Unit No. 103 - Three Abrasive Blasting Booths in Bldg. 794

Emission Unit Description:  Three abrasive blasting booths using aluminum oxide, glass, corn GTAEY),

plastic, or similar materials as blast media. Blastiniyj lva@ used to clean aircraft
engine and landing gear parts prior to plating. Other aircrafpepents may also
be cleaned using abrasive blast media in these booths.

Emission Control Device: Each blast booth is equipped with a rechagfone to recover reusable blasting

1.

media. Separated discharge air is vented to an individual smaktallector (12
cartridges for PM control) located beside each blast room, whicthrgais
discharge air. Each of the small dust collectors is ventedsinge large dust
collector (70 cartridges for PM control) located outside of the mgldiCleaned
air from the large dust collector is vented through a dischatayek,swhich
contains a 0.3 micron HEPA PM final filter. Estimated dischaigéow rate is
20,000 cubic feet peninute.

Essential Potential to Emit (PTE) Parameters

This EU shall be allowed to operate continuously; i.e. 8,,760 hrs/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

The estimated maximum charging rate to the blasting sydtese booths total) is 24,634.18 tons/yr of
abrasive blasting media.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

Emission Limitations and Standards

VE shall be limited to a maximum opacity of 5%.
[Rule 62-297.620(4), FAC, and Rule 2.1201, JEPB]
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10.

11.

12.

13.

14.

Naval Air Station, Jacksonville

PM emissions shall be limited to a maximum of 0.95 tons/yr and 0.22 Ibs/hr.
[Rule 62-296.700(2)(c), FAC, and Rule 2.1101, JEPB]

40 CFR 63, Subpart GG, National Emission Standards for Aerospaudgddimring and Rework Facilities
and 40 CFR 63, Subpart A, General Provisiass delineated in Table 1 to Subpart GG, shall apply to this
emission unit.

The owner/operator shall operate the blasting booth, air handlingplection system, and the baghouse in
accordance with manufacturer's specifications. During periods ofumstibn of such equipment the
owner/operator may use substitute materials during the repadp®ovided the substitute materials used are
those available that minimize organic HAP emissions. In no esleit substitute materials be used for more
than 15 days annually, unless such materials are organic HAP free.

[40 CFR 63.746(b)(2), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The owner/operator shall only perform the depainting operation enttlesed blasting booth. The airstream
from the blast booth shall be passed through a baghouse prior to discharge to the atmosphere.
[40 CFR 63.746(b)(4)(ii)(B), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The owner/operator shall conduct the handling and transfer, ofsiksvaroduced from this operation, which
may contain HAP materials, to and from containers, tanks, vaselge and piping systems in such a manner
that minimizes spills.

[40 CFR 63.748, Rule 62-204.800, FAC, and Rule 2.201, JEPB]

Test Methods and Procedures

Testing for demonstration of compliance shall be performed or@exece with EPA RM 9 (as described in 40
CFR 60, Appendix A) for the visual determination of opacity. The minimum testing tiidsl8 minutes.
[Rule 62-297.401, FAC, Rule 62-297.310(4)(a)2., FAC, and Rule 2.1201, JEPB]

VE testing shall be conducted annually from the date of June 1, 2008.
[Rule 62-297.310(4)(a)2., FAC, and Rule 2.1201, JEPB]

Testing for demonstration of compliance shall be performed indstm® with EPA RM 5 (as described in 40
CFR 60, Appendix A) for the determination of the PM emission ratemihienum sample volume shall be 25
dscf.

[Rule 62-297.310(7)(b), FAC, Rule 62-297.401, FAC, Rule 62-297.310(4)(b), FAC, and Rule 2.1201, JEPB]

PM testing shall be conducted upon request of the Permitting Authority.
[Rule 62-297.310(7)(b), FAC, and Rule 2.1201, JEPB]

Record-keeping and Reporting Requirements

The owner/operator shall maintain records of each type of faidepainted, a listing of the parts,

subassemblies, and assemblies normally removed from the abrefafe depainting. Prototype, test models,
or aircraft which exist in low numbers (i.e., less than 25 airavhfiny one type) are exempt from this
requirement.

[40 CFR 63.752(e)(4), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The owner/operator shall maintain records of the names and types of dry meitig &pspment used.
[40 CFR 63.752(e)(5)(i), Rule 62-204.800, FAC, and Rule 2.201, JEPB]
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15.

16.

17.

18.

Naval Air Station, Jacksonville

The owner/operator shall maintain the following records during peabasalfunction of the dry media
blasting system:

(A) Equipment or technique which malfunctioned

(B) Date that the malfunction occurred

(©) Description of the malfunction

(D) Methods used to depaint aerospace vehicles during the malfunction
(E) Dates that the alternative methods were begun and discontinued
(F Date that the malfunction was corrected

[40 CFR 63.752(e)(5)(ii), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The owner/operator shall submit semi-annual reports (every Gishdot the period(s) September 1 through
February 28 or 29, and March 1 through August 31. The reports shall be dueftathe September through
February reporting period and November 1 for the March through Augustingpperiod. The reports shall
contain the following information:

(a) Identification of any 24 hour period where organic HAP were emitted frodefhanting of aerospace
vehicles, other than from exempt operations listed in 40 CFR 63.746(a), (b)(3), and (b)(5).

(b) Any new non-chemical depainting technique in use since the attficof compliance status or any
subsequent semiannual report was filed

(c) Periods of Malfunction:

(A) Equipment or technique which malfunctioned
(B) Date that the malfunction occurred
© Description of the malfunction
(D) Methods used to depaint aerospace vehicles during the malfunction
(B) Dates that the alternative methods were begun and discontinued
(D) Date that the malfunction was corrected
(G) All periods when the depainting operation was not shut down durmglfanction and/or
when the depainting operation was not shutdown when measured operationat@a arare
below or above limits specified by the equipment manufacturer allyqarepared operational
procedures
(d) A list of new and discontinued aircraft models depainted agttikty over the last 6 months and a list
of the parts normally removed for depainting for each new aircraft model being depaint
(e) If the depainting operation has been in compliance for the reppenngd a statement signed by the
responsible official stating that the operation was in compliance with the dpelstandards
[Applicant's Request, 40 CFR 63.753(d)(1), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The owner/operator shall submit annual reports (every 12 monttibefperiod September 1 through August
31. The reports shall be due November 1 each year. The reports shall contain the foll@nmnation:

(a) The average volume per aircraft of organic HAP comtgichemical strippers or weight of organic
HAP used for spot stripping and decal removal operations if it dgdbe limits specified in 40 CFR
63.746(b)(3)

(b) The number of times the measured operational parameterbaleneor above limits specified by the
equipment manufacturer or locally prepared operational procedures

[40 CFR 63.753(d)(2), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The owner/operator shall maintain records of the monthly opetatiog of the blasting booth and shall
maintain records of the monthly use of abrasive blasting mat8gali-annual reports of this information shall
be submitted to the Permitting Authority with the semi-annual reports reqbiosd.a
[Rule 62-213.440(1)(b), FAC, and Rule 2.501, JEPB]
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19. The permittee shall maintain records as required by théhedt&@@peration and Maintenance Plan (O&M).
Records shall be maintained for a minimum period of five (5) years.
[Rule 62-4.070, FAC, Rule 62-213.440(1)(b)2.b., FAC, Rule 2.1401, JEPB, and Rule 2.501, JEPB]

General Provisions Applicability to Subpart GG

20. Table 1 to Subpart GG of Part 63 defines the applicable patte dbeneral Provisions which apply to
affected emission units in 40 CFR, Subpart GG.
[40 CFR 63, Subpart GG, Table 1, Rule 62-204.800, FAC, and Rule 2.201, JEPB]

Emission Unit No. 105 — Abrasive Blasting Booth, Hangar 101S

Emission Unit Description: Abrasive blasting booth using aluminum oxidssgcorn starch (CHP),
plastic, or similar materials as blast media.

PM Control Device: Cartridge Fabric Filter

Essential Potential to Emit (PTE) Parameters

1. The nominal airflow is estimated at 257,400 dscfm.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

Emission Limitations and Standards

2. Abrasive blasting media use shall be limited to 3,494.4 tons/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB, Applicant's Request]

3. This EU shall be allowed to operate 4,160 hrs/yr.
[Rule 62-210.200, FAC, and Rule 2.301, JEPB, Applicant's Request]

4. PM and PMpemissions shall be limited to 3.0 Ibs/hr and 6.24 tons/yr.
Note: Compliance with the PM limitation demonstrates compliance with thg Ritation.
[Applicant's request, Rule 62-296.700(2)(c), FAC, and Rule 2.1101, JEPB]

5. VE shall be limited to 5 % opacity.
[Rule 62-297.620(4), FAC, and Rule 2.1201, JEPB]

6. 40 CFR 63, Subpart GG, National Emission Standards for Aerospaudddiaring and Rework Facilities
and 40 CFR 63, Subpart A, General Provisiass delineated in Table 1 to Subpart GG, shall apply to this
emission unit.

7. The owner/operator shall operate the blasting booth, air handlingob@ction system, and the baghouse in
accordance with manufacturer's specifications. During periods ofumstibn of such equipment the
owner/operator may use substitute materials during the repadp®ovided the substitute materials used are
those available that minimize organic HAP emissions. In no eskeit substitute materials be used for more
than 15 days annually, unless such materials are organic HAP free.

[40 CFR 63.746(b)(2), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

8. The owner/operator shall only perform the depainting operation enttlesed blasting booth. The airstream

from the blast booth shall be passed through a baghouse prior to discharge to the atmosphere.
[40 CFR 63.746(b)(4)(ii)(B), Rule 62-204.800, FAC, and Rule 2.201, JEPB]
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10.

11.

12.

13.

14.

15.

16.

17.

Naval Air Station, Jacksonville

The owner/operator shall conduct the handling and transfer, of siksvaroduced from this operation which
may contain HAP materials, to and from containers, tanks, vaselge and piping systems in such a manner
that minimizes spills.

[40 CFR 63.748, Rule 62-204.800, FAC, and Rule 2.201, JEPB]

Test Methods and Procedures

Testing for demonstration of compliance shall be performed ardanece with EPA RM 9 (as described in 40
CFR 60, Appendix A) for the visual determination of opacity. The minimum testingstialebe 30 minutes.
[Rule 62-4.070(3), FAC, and Rule 2.1401, JEPB]

VE testing shall be conducted annually from the date of June 1, 2008.
[Rule 62-297.310(4)(a)2., FAC, and Rule 2.1201, JEPB]

Testing for demonstration of compliance shall be performed indssta® with EPA RM 5 (as described in 40
CFR 60, Appendix A), for the determination of the PM emission rate mMiihienum sample volume shall be
30 dscf.

[Rule 62-4.070(3), FAC, and Rule 2.1401, JEPB]

PM testing shall be conducted approximately 270 days prior to the permit expiration dat
[Rule 62-297.310(4)(a)2., FAC, and Rule 2.1201, JEPB]

Recordkeeping and Reporting

The owner/operator shall maintain records of each type of faidepainted, a listing of the parts,

subassemblies, and assemblies normally removed from the abrefafe depainting. Prototype, test models,
or aircraft which exist in low numbers (i.e., less than 25 airahfany one type) are exempt from this
requirement.

[40 CFR 63.752(e)(4), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The owner/operator shall maintain records of the names and types of dry meitig &tpspment used.
[40 CFR 63.752(e)(5)(i), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The owner/operator shall maintain the following records during peabasalfunction of the dry media
blasting system:

(A) Equipment or technique which malfunctioned

(B) Date that the malfunction occurred

(©) Description of the malfunction

(D) Methods used to depaint aerospace vehicles during the malfunction
(E) Dates that the alternative methods were begun and discontinued
(F Date that the malfunction was corrected

[40 CFR 63.752(e)(5)(ii), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

For spot stripping and decal removal the owner/operator shallr&éeegs of the volume of organic HAP
containing chemical stripper or weight of organic HAP used, theageeannual volume of organic HAP
containing chemical stripper or weight of organic HAP used peradiy the annual number of aircraft
stripped, and all data and calculations.

[40 CFR 63.752(e)(6), Rule 62-204.800, FAC, and Rule 2.201, JEPB]
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18.

19.

20.

21.

22.

Naval Air Station, Jacksonville

The owner/operator shall submit semi-annual reports (every 6 méothise period(s) September 1 through
February 28 or 29, and March 1 through August 31. The reports shall be duefttathe September through

February reporting period and November 1 for the March through Augustingpperiod. The reports shall

contain the following information:

(a) Identification of any 24 hour period where organic HAP were emitted frodefhanting of aerospace
vehicles, other than from exempt operations listed in 40 CFR 63.746(a), (b)(3), and (b)(5).

(b) Any new non-chemical depainting technique in use since the atithicof compliance status or any
subsequent semiannual report was filed

(© Periods of Malfunction:

(A) Equipment or technique which malfunctioned
(B) Date that the malfunction occurred
© Description of the malfunction
(D) Methods used to depaint aerospace vehicles during the malfunction
(B) Dates that the alternative methods were begun and discontinued
(3] Date that the malfunction was corrected
(G) All periods when the depainting operation was not shut down durmglfanction and/or
when the depainting operation was not shutdown when measured operationat@ea arare
below or above limits specified by the equipment manufacturer dhgeapared operational
procedures
(d) A list of new and discontinued aircraft models depainted agttikty over the last 6 months and a list
of the parts normally removed for depainting for each new aircraft model being depaint
(e) If the depainting operation has been in compliance for the reppenngd a statement signed by the
responsible official stating that the operation was in compliance with the dpelstandards
[40 CFR 63.753(d)(1), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The owner/operator shall submit annual reports (every 12 monttibefperiod September 1 through August
31. The reports shall be due November 1 each year. The reports shall contain the falitmsmmagion:

(a) The average volume per aircraft of organic HAP contaioh@gmical strippers or weight of organic
HAP used for spot stripping and decal removal operations if it dgdbe limits specified in 40 CFR
63.746(b)(3)

(b) The number of times the measured operational parametereleneor above limits specified by the
equipment manufacturer or locally prepared operational procedures

[40 CFR 63.753(d)(2), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The owner/operator shall maintain records of the monthly opetatimg of the blasting booth and shall
maintain records of the monthly use of abrasive blasting mat8gaii-annual reports of this information shall
be submitted to the Permitting Authority with the semi-annual reports recpli@ve.

[Rule 62-213.440(1)(b), FAC, and Rule 2.501, JEPB]

The permittee shall maintain records as required by théhedta@@peration and Maintenance Plan (O&M).
Records shall be maintained for a minimum period of five (5) years.
[Rule 62-4.070, FAC, Rule 62-213.440(1)(b)2.b., FAC, Rule 2.1401, JEPB, and Rule 2.501, JEPB]

General Provisions Applicability to Subpart GG

Table 1 to Subpart GG of Part 63 defines the applicable partse dbéneral Provisions which apply to
affected emission units in 40 CFR, Subpart GG.
[40 CFR 63, Subpart GG, Table 1, Rule 62-204.800, FAC, and Rule 2.201, JEPB]
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Naval Air Station, Jacksonville

Emission Unit No. 113 - Abrasive Blast Booth No. 1, Bldg. 101

Emission Unit Description:  Abrasive blasting of aircraft componémtfjding wings and stabilizers; conducted

using aluminum oxide, glass, corn hybrid polymer (CHP), plastic, orlagimi
materials as abrasive blast material. Located in Building 101.

PM Control Device: Pauli Systems QX Filter CartridgesD Collector/Baghouse with an estimated

maximum airflow rate of 22,000 dscfm

Emission Limitations and Standards

This EU shall be allowed to operate a maximum of 2400 hrs/yr.
[Rule 62-296.700(4), FAC, and Rule 2.1101, JEPB]

The maximum process rate of abrasive blast media to the blasting operatidre sie€D Ibs/hr.
[Rule 62-210.200, FAC, and Rule 2.301, JEPB]

40 CFR 63, Subpart GG, National Emission Standards for Aerospace aetanuiy and Rework
Facilities and 40 CFR 63, Subpart A, General Provisishsll apply to this emission unit.

Reasonably Available Control Technology (RACT) requirements inodud@pecific RACT Emission
Limiting Standards for Stationary Emission Units [Rule 62-296.700(3), FAC, and Rule 2.1101, JEPB]
Maximum Allowable Emission Rates[Rule 62-296.700(4), FAC, and Rule 2.1101, JERBjcumvention
[Rule 62-296.700(5), FAC, and Rule 2.1101, JEPB], @pkration and Maintenance Plan[Rule 62-
296.700(6), FAC, and Rule 2.1101, JEPB] shall apply to this emissions unit.

PM emissions shall be limited to 0.03 gr/dscf [5.66 Ibs/hr and 6.79 tons/yr].
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

Visible Emissions (VE) shall be limited to 5 % opacity.
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

The owner/operator shall operate the blasting booth, air handling dectioal system, and the baghouse in
accordance with manufacturer's specifications. During periods ofumstibn of such equipment the
owner/operator may use substitute materials during the repadp®ovided the substitute materials used are
those available that minimize organic HAP emissions. In no eshait substitute materials be used for more
than 15 days annually, unless such materials are organic HAP free.

[40 CFR 63.746(b)(2), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The owner/operator shall only perform the depainting operation imthesed blasting booth. The airstream
from the blast booth shall be passed through a baghouse prior to discharge to the atmosphere.
[40 CFR 63.746(b)(4)(ii)(B), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The owner/operator shall conduct the handling and transfer of adsya®duced from this operation, which
may contain HAP materials, to and from containers, tanks, vaselge and piping systems in such a manner
that minimizes spills.

[40 CFR 63.748, Rule 62-204.800, FAC, and Rule 2.201, JEPB]
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11.

12.

13.

14,

15.

16.

17.

Naval Air Station, Jacksonville

Test Methods and Procedures

Testing for demonstration of compliance shall be performed indesooe with Environmental Protection
Agency (EPA) Reference Method (RM) 9 (as described in 40 CFR @pemlix A) for the visual
determination of opacity.

[Rule 62-297.401, FAC and Rule 2.1201, JEPB]

VE testing shall be conducted annually from the date of NovemB@i.a, The minimum testing time shall be
30 minutes.
[Rule 62-297.310(4)(a)2., FAC, and Rule 2.1201, JEPB]

Testing for demonstration of compliance shall be performed indereme with EPA Reference Method (RM)
5 (as described in 40 CFR 60, Appendix A) for the determination of the particulate f&tjerjission rate.
[Rule 62-297.401, FAC and Rule 2.1201, JEPB]

PM testing shall be conducted approximately 270 days prior to the permit expiration date
[Rule 62-297.310(4)(a)2., FAC, and Rule 2.1201, JEPB]

Monitoring

Monitoring shall be performed in accordance with the Operating andéviance Plan (O&M). Records shall
be provided upon request of the Permitting Authority.
[Rule 62-296.700(6), FAC, and Rule 2.1101, JEPB]

Recordkeeping and Reporting Requirements

The permittee shall maintain records as required by the attégpechtion and Maintenance Plan (O&M).
Records shall be maintained for a minimum period of five (5) y&aommencement of recordkeeping shall
become effective on the date of the initial VE compliance test.

[Rule 62-296.700(6), FAC, Rule 62-213.440(1)(b)2.b., FAC, Rule 2.1101, JEPB, and Rule 2.501, JEPB]

The owner/operator shall maintain records of each type of &irdeplainted, a listing of the parts,
subassemblies, and assemblies normally removed from the talrefafe depainting. Prototype, test models,
or aircraft which exist in low numbers (i.e., less than 25 airahfany one type) are exempt from this
requirement.

[40 CFR 63.752(e)(4), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The owner/operator shall maintain records of the names and types of dry media dxdgspmgnt used.
[40 CFR 63.752(e)(5)(i), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The owner/operator shall maintain the following records during peobdasalfunction of the dry media
blasting system:

(A) Equipment or technique which malfunctioned

(B) Date that the malfunction occurred

© Description of the malfunction

(D) Methods used to depaint aerospace vehicles during the malfunction

(B) Dates that the alternative methods were begun and discontinued

(3] Date that the malfunction was corrected
[40 CFR 63.752(e)(5)(ii), Rule 62-204.800, FAC, and Rule 2.201, JEPB]
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18. The owner/operator shall submit semi-annual reports (every 6 méothise period(s) September 1 through
February 28 or 29, and March 1 through August 31. The reports shall be dueftathe September through
February reporting period and November 1 for the March through Augustingpperiod. The reports shall
contain the following information:

(a) Identification of any 24 hour period where organic HAP werngeaifrom the depainting
of aerospace vehicles, other than from exempt operations listed iFR068.746(a),
(b)(3), and (b)(3).

(b) Any new non-chemical depainting technique in use since thecatibh of compliance
status or any subsequent semiannual report was filed.

(© Periods of Malfunction:

(A) Equipment or technique which malfunctioned

(B) Date that the malfunction occurred

© Description of the malfunction

(D) Methods used to depaint aerospace vehicles during the malfunction

(E) Dates that the alternative methods were begun and discontinued

(P Date that the malfunction was corrected

(G) All periods when the depainting operation was not shut down during a
malfunction and/or when the depainting operation was not shutdown when
measured operational parameters were below or above limitdiapday the
equipment manufacturer or locally prepared operational procedures

(d) A list of new and discontinued aircraft models depainted atatiéity over the last 6
months and a list of the parts normally removed for depainting &br e@w aircraft model
being depainted.

(e) If the depainting operation has been in compliance for the repqeimgd a statement
signed by the responsible official stating that the operation wasmpliance with the
applicable standards.

[40 CFR 63.753(d)(1), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

19. The owner/operator shall submit annual reports (every 12 monthig foeriod September 1 through August
31. The reports shall be due November 1 each year. The reports shall contain the foll@nmnation:

(a) The average volume per aircraft of organic HAP comgiohemical strippers or weight
of organic HAP used for spot stripping and decal removal operatiohexceeds the
limits specified in 40 CFR 63.746(b)(3)

(b) The number of times the measured operational parametersbelewe or above limits
specified by the equipment manufacturer or locally prepared operational procedures

[40 CFR 63.753(d)(2), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

20. The owner/operator shall maintain records of the monthly opefabung of the blasting booth and shall
maintain records of the monthly use (quantity and type) of abrasagéirig material. Semi-annual reports of
this information shall be submitted to the Permitting Authority with the semi-areparts required above.
[Rule 62-213.440(1)(b), FAC, and Rule 2.501, JEPB]

General Provisions Applicability to Subpart GG

21. Table 1 of 40 CFR 63, Subpart GG defines the applicable parts Gfetieral Provisions which apply to
affected emissions unit.
[40 CFR 63, Subpart GG, Table 1, Rule 62-204.800, FAC, and Rule 2.201, JEPB]
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Emission Unit No. 114 - Abrasive Blast Booth No. 2, Bldg. 101
Emission Unit Description:  Abrasive blasting of aircraft componemtgjuding wings and stabilizers;
conducted using aluminum oxide, glass, corn hybrid polymer (CHP), plastic, or
similar materials as abrasive blast material. Located in Building 101.

PM Control Device: Pauli Systems QX Filter CartridgesD Collector/Baghouse with an estimated
maximum airflow rate of 22,000 dscfm

Emission Limitations and Standards

1. This EU shall be allowed to operate a maximum of 2400 hrs/yr.
[Rule 62-296.700(4), FAC, and Rule 2.1101, JEPB]

2. The maximum process rate of abrasive blast media to the blasting operation $08I0 thes/hr.
[Rule 62-210.200, FAC, and Rule 2.301, JEPB]

3. 40 CFR 63, Subpart GG, National Emission Standards for Aerospace adtaniufy and Rework
Facilities and 40 CFR 63, Subpart A, General Provisishall apply to this emission unit.

Reasonably Available Control Technology (RACT) requirements inodu@pecific RACT Emission
Limiting Standards for Stationary Emission Units [Rule 62-296.700(3), FAC, and Rule 2.1101, JEPB]
Maximum Allowable Emission Rates[Rule 62-296.700(4), FAC, and Rule 2.1101, JERBjcumvention
[Rule 62-296.700(5), FAC, and Rule 2.1101, JEPB], @mkration and Maintenance Plan[Rule 62-
296.700(6), FAC, and Rule 2.1101, JEPB] shall apply to this emissions unit.

4. PM emissions shall be limited to 0.03 gr/dscf [5.66 Ibs/hr and 6.79 tons/yr].
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

5. Visible Emissions (VE) shall be limited to 5 % opacity.
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

6. The owner/operator shall operate the blasting booth, air handling dectionl system, and the baghouse in
accordance with manufacturer's specifications. During periods ofumotibn of such equipment the
owner/operator may use substitute materials during the repasdpmovided the substitute materials used are
those available that minimize organic HAP emissions. In no eskait substitute materials be used for more
than 15 days annually, unless such materials are organic HAP free.

[40 CFR 63.746(b)(2), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

7. The owner/operator shall only perform the depainting operation ienttlesed blasting booth. The airstream
from the blast booth shall be passed through a baghouse prior to discharge to the atmosphere.
[40 CFR 63.746(b)(4)(ii))(B), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

8. The owner/operator shall conduct the handling and transfer, of adlsy@educed from this operation, which
may contain HAP materials, to and from containers, tanks, vaselge and piping systems in such a manner
that minimizes spills.

[40 CFR 63.748, Rule 62-204.800, FAC, and Rule 2.201, JEPB]
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Test Methods and Procedures

Testing for demonstration of compliance shall be performed indeooe with Environmental Protection
Agency (EPA) Reference Method (RM) 9 (as described in 40 CFR @pemlix A) for the visual
determination of opacity.

[Rule 62-297.401, FAC and Rule 2.1201, JEPB]

VE testing shall be conducted annually from the date of NovemB@1.a, The minimum testing time shall be
30 minutes.
[Rule 62-297.310(4)(a)2., FAC, and Rule 2.1201, JEPB]

Testing for demonstration of compliance shall be performed inderoe with EPA Reference Method

(RM) 5 (as described in 40 CFR 60, Appendix A) for the determination of the particulage (Rat) emission
rate.

PM testing shall be conducted approximately 270 days prior to the permit expiration dat
[Rule 62-297.310(4)(a)2., FAC, and Rule 2.1201, JEPB]

Monitoring

Monitoring shall be performed in accordance with the Operating and Maintenance&Ngn (O
Records shall be provided upon request of the Permitting Authority.
[Rule 62-296.700(6), FAC, and Rule 2.1101, JEPB]

Recordkeeping and Reporting Requirements

The permittee shall maintain records as required by the att&@pedation and Maintenance Plan (O&M).
Records shall be maintained for a minimum period of five (5) y&asmmencement of recordkeeping shall
become effective on the date of the initial VE compliance test.

[Rule 62-296.700(6), FAC, Rule 62-213.440(1)(b)2.b., FAC, Rule 2.1101, JEPB, and Rule 2.501, JEPB]

The owner/operator shall maintain records of each type of &irdeplainted, a listing of the parts,
subassemblies, and assemblies normally removed from the abrefafe depainting. Prototype, test models,
or aircraft which exist in low numbers (i.e., less than 25 airahfany one type) are exempt from this
requirement.

[40 CFR 63.752(e)(4), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The owner/operator shall maintain records of the names and types of dry media dxdgspimgnt used.
[40 CFR 63.752(e)(5)(i), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The owner/operator shall maintain the following records during peobdasalfunction of the dry media
blasting system:
(A) Equipment or technique which malfunctioned
(B) Date that the malfunction occurred
© Description of the malfunction
(D) Methods used to depaint aerospace vehicles during the malfunction
(B) Dates that the alternative methods were begun and discontinued
(3] Date that the malfunction was corrected
[40 CFR 63.752(e)(5)(ii), Rule 62-204.800, FAC, and Rule 2.201, JEPB]
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18. The owner/operator shall submit semi-annual reports (every 6 méothise period(s) September 1 through
February 28 or 29, and March 1 through August 31. The reports shall be duefttathe September through
February reporting period and November 1 for the March through Augustingpperiod. The reports shall
contain the following information:

(a) Identification of any 24 hour period where organic HAP wergeaiifrom the depainting
of aerospace vehicles, other than from exempt operations listed iFR068.746(a),
(b)(3), and (b)(3).

(b) Any new non-chemical depainting technique in use since thecatibh of compliance
status or any subsequent semiannual report was filed.

(© Periods of Malfunction:

(A) Equipment or technique which malfunctioned

(B) Date that the malfunction occurred

© Description of the malfunction

(D) Methods used to depaint aerospace vehicles during the malfunction

(E) Dates that the alternative methods were begun and discontinued

(P Date that the malfunction was corrected

(G) All periods when the depainting operation was not shut down during a
malfunction and/or when the depainting operation was not shutdown when
measured operational parameters were below or above limitdiapday the
equipment manufacturer or locally prepared operational procedures

(d) A list of new and discontinued aircraft models depainted atatiéity over the last 6
months and a list of the parts normally removed for depainting &br e@w aircraft model
being depainted.

(e) If the depainting operation has been in compliance for the repqeimgd a statement
signed by the responsible official stating that the operation wasmpliance with the
applicable standards.

[40 CFR 63.753(d)(1), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

19. The owner/operator shall submit annual reports (every 12 monthig foeriod September 1 through August
31. The reports shall be due November 1 each year. The reports shall contain the falitmsmmagion:

(a) The average volume per aircraft of organic HAP comginhemical strippers or weight
of organic HAP used for spot stripping and decal removal operatiohexceeds the
limits specified in 40 CFR 63.746(b)(3)

(b) The number of times the measured operational parametersbelewe or above limits
specified by the equipment manufacturer or locally prepared operational procedures

[40 CFR 63.753(d)(2), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

20. The owner/operator shall maintain records of the monthly opefabung of the blasting booth and shall
maintain records of the monthly use (quantity and type) of abrasagéirig material. Semi-annual reports of
this information shall be submitted to the Permitting Authority with the semi-areparts required above.
[Rule 62-213.440(1)(b), FAC, and Rule 2.501, JEPB]

General Provisions Applicability to Subpart GG

21. Table 1 of 40 CFR 63, Subpart GG defines the applicable parts Gfetieral Provisions which apply to
affected emissions unit.
[40 CFR 63, Subpart GG, Table 1, Rule 62-204.800, FAC, and Rule 2.201, JEPB]
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Steam Generating Boilers

Emission Unit No. 071-Boiler No. 1 [Bldg. 952]; Emission Unit No. 072-Boiler No. 2 [Bldg. H2032hd
Emission Unit No. 076- Boiler No. 3 [Bldg. H2032]

Emission Unit Description: EU 071, Boiler No. 1---300 HP Johnston Boiler Co. M/N PFTA4 300-
EU 072, Boiler No. 2---300 HP Johnston Boiler Co. M/N PFTA 300-4
EU 076, Boiler No. 3---300 HP Johnston Boiler Co. M/N PFTA 300-4

Emission Limitations and Standards

1. Each EU--Maximum heat input shall be limited to 13 X Bt per hour (Btu/hr) while firing natural gas or
No. 2 fuel oil. No. 2 fuel oil may be fired during natural gas curtailt or during emergency conditions. No. 2
fuel oil may be combusted a maximum of 400 hrs/yr.

[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

2. These EUs shall be allowed to operate continuously; i.e.: 8,760 hrs/yr.
[Rule 62-210.300(2)(a), FAC, and Rule 2.301, JEPB]

3. Fuels which may be fired are natural gas or No. 2 fuel oil.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

4. Sulfur dioxide (S@ andPM emissions shall be controlled in accordance with the BestiadlaiControl
Technology (BACT) Determination. The maximum sulfur content of thediishall be limited to 0.05%, by
weight. The 0.05%, by weight sulfur content limit is more stringent than the 0.5%vyelght sulfur content
limit required by 40 CFR 60.42c(d).

[Rule 62-296.406(2) & (3), FAC and Rule 2.1101, JEPB]

5. VE shall be limited to 20% opacity continuous. Twenty seven (27%)tpshall be allowed for up to six (6)
minutes per hour.
[Rule 62-296.406(1), FAC, and Rule 2.1101, JEPB]

6. 40 CFR 60, Subpart Dc, Standards of Performance for Small Ind@sinanercial-Institutional Steam
Generating Uniteind 40 CFR 60, Subpart A, General Provisishsil apply to this EU.

Test Methods and Procedures

7. Testing for demonstration of compliance shall be performed inderooe with EPA RM 9 (as described in 40
CFR 60, Appendix A), and the provisions of 40 CFR 60.11, for the visual determination of opacity.

8. VE compliance testing on each EU shall be conducted every 12 mmamththe date of January 31, 2009. The
test shall be a minimum of one (1) hour in length while firing ikelNote: Testing may be delayed until the
EU operates 400 hours while firing fuel oil or until 270 days prigoemit renewal, whichever occurs first.
Once the EU has operated 400 or more hours while firing fuel oil, annual testing shgllibedre
[Rule 62-297.310(7)(a)4., FAC, and Rule 2.1201, JEPB]

9. Fuel oil sulfur content determination shall be in accordance witicFR 60.44c(h). In addition to the
requirements of 40 CFR 60.48c(f)(1) the fuel oil supplier shall gettidt the fuel oil contains 0.05% by
weight or less sulfur content.

[Rule 62-204.800(8), FAC, and Rule 2.201, JEPB]
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Record-keeping and Reporting

10. The owner or operator shall submit reports to the Permitting Aytlsoncerning the fuel oil sulfur limits to
which the boiler is subject. The reports shall include calendar datesed in the reporting period, fuel oil
supplier certifications including the name of the oil supplier, testent from the oil supplier that the oll
complies with the specifications under the definition of distilatén 40 CFR 60.41c, a certification from the
fuel oil supplier that states the fuel oil contains 0.05% by weightess sulfur content, and a certified
statement from the responsible official that the records ofudlestpplier certifications submitted represent
all the fuel oil combusted during the reporting period.

[40 CFR 60.48¢(d), (e), and (f), Rule 62-204.800, FAC, Rule 62-296.406(2), FAC, Rule 2.201lad&RBle
2.1101, JEPB]

11. The owner and operator shall record and maintain records of the amoeath fuel combusted during each
month.

[40 CFR 60.48¢(g)(2), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

12. The reporting period for specific condition no. 10 shall be evergesironths. Reports shall be submitted
within 30 days of the end of the reporting period, i.e., JAN-JUN reportigednby July 30, and JUL-DEC
report submitted by January 30. The postmark date shall be the submitted date.

[40 CFR 60.48c(j), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

13. Records and reports as required by 40 CFR 60.48c(a), (d), (e),,([)),(ghd (j) shall be submitted to the
Permitting Authority.
[40 CFR 60, Subpart Dc, Rule 62-210.800, FAC, and Rule 2.301, JEPB]
Emission Unit No. 087-Steam Plant A, Bldg. 85
Emission Unit Description: This EU consists of five Kewanee steanrgi@amgboilers.

Essential Potential to Emit (PTE) Parameters

1. This EU shall be allowed to operate continuously; i.e.: 8,760 hrs/yr (eact).boiler
[Rule 62-210.300(2)(a), FAC, and Rule 2.301, JEPB]

Emission Limitations and Standards

2. The maximum heat input for each boiler shall be limited as follows:

Boiler No. MM Btu Per Hour MM Btu Per Hour
(Natural Gas) (Fuel Oil)

A-1 31.4 30.3

A-2 31.4 30.3

A-3 31.4 30.3

A-4 3.3 3.2

A-5 3.3 3.2

[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

3. Fuels, which may be fired, are natural gas or No. 2 fuel oil.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]
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Sulfur dioxide (S@ andPM emissions shall be controlled in accordance with the BestailaiControl
Technology (BACT) Determination. The maximum sulfur content of tie¢ dil shall be limited to 0.05%, by
weight.

[Rule 62-296.406(2) & (3), FAC and Rule 2.1101, JEPB]

VE shall be limited to 20% opacity continuous. Twenty-seven (27%jtgshall be allowed for up to six (6)
minutes per hour.
[Rule 62-296.406(1), FAC, and Rule 2.1101, JEPB]

40 CFR 60, Subpart Dc, Standards of Performance for Small Ind@Xirahercial-Institutional Steam
Generating Uniteind 40 CFR 60, Subpart A, General Provisishsll apply to Boiler nos. A-1, A-2, and A-3.

Test Methods and Procedures

Testing for demonstration of compliance shall be performed indeooe with EPA RM 9 (as described in 40
CFR 60, Appendix A), and the provisions of 40 CFR 60.11, for the visual determination of opacity.

VE compliance testing on each emission point shall be conducted lgriraralthe date of January 31, 2009.
The test shall be a minimum of one (1) hour in length while finud 6il. Note: Testing may be delayed until
the EU operates 400 hours while firing fuel oil or until 270 days pdqvermit renewal, whichever occurs
first. Once the EU has operated 400 or more hours while firing fuel oil, annual testingestegjuired.

[Rule 62-297.310(7)(a)4., FAC, and Rule 2.1201, JEPB]

[A-1, A-2, and A-3] Fuel oil sulfur content determination shall badoordance with 40 CFR 60.44c(h). In
addition to the requirements of 40 CFR 60.48c(f)(1) the fuel oil supplédl certify that the fuel oil contains
0.05% by weight or less sulfur content. The 0.05%, by weight sulfur cditents more stringent than the
0.5%, by weight sulfur content limit required by 40 CFR 60.42c(d).

[Rule 62-204.800(8), FAC, and Rule 2.201, JEPB]

Record-keeping and Reporting

[A-1, A-2, and A-3] The owner or operator shall submit reports tpehmitting authority concerning the fuel
oil sulfur limits to which the boilers are subject. The reportdl shelude calendar dates covered in the
reporting period, fuel oil supplier certifications including the nam#efoil supplier, a statement from the oil
supplier that the oil complies with the specifications under thaitlefi of distillate oil in 40 CFR 60.41c, a
certification from the fuel oil supplier that states the fuélcontains 0.05% by weight or less sulfur content,
and a certified statement from the responsible official thatréicerds of the fuel supplier certifications
submitted represent all the fuel oil combusted during the reporting period.

[40 CFR 60.48c(d), (e), and (f), Rule 62-204.800, FAC, Rule 62-296.406(2), FAC, Rule 2.20lad&Rale
2.1101, JEPB]

[A-1, A-2, and A-3] The owner and operator shall record and maintondse of the amounts of each fuel
combusted during each month.
[40 CFR 60.48c(g)(2), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

[A-1, A-2, and A-3] The reporting period for specific condition no. 10 &lea#tvery six (6) months. Reports
shall be submitted within 30 days of the end of the reporting period,AN-JUN report submitted by July
30, and JUL-DEC report submitted by January 30. The postmark date shall be the subreitted dat

[40 CFR 60.48c(j), Rule 62-204.800, FAC, and Rule 2.201, JEPB]
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13. [A-1, A-2, and A-3] Records and reports as required by 40 CFR 60.48t aje), (), (g9), (i), and (j)
shall be submitted to the Permitting Authority.
[40 CFR 60, Subpart Dc, Rule 62-210.800, FAC, and Rule 2.301, JEPB]
Emission Unit No. 088-Steam Plant C, Bldg. 86

Emission Unit Description: This EU consists of three Kewanee steamegjageoilers.

Essential Potential to Emit (PTE) Parameters

1. This EU shall be allowed to operate continuously; i.e.: 8,760 hrs/yr (each.boiler)
[Rule 62-210.300(2)(a), FAC, and Rule 2.301, JEPB]

Emission Limitations and Standards

2. The maximum heat input for each boiler shall be limited as follows:

Boiler No. MM Btu Per Hour MM Btu Per Hour
(Natural Gas) (Fuel Oil)

C-1 25.11 24.2

C-2 25.11 24.2

C-3 10.5 10.1

[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

3. Fuels, which may be fired, are natural gas or No. 2 fuel oil.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

4. Sulfur dioxide (S@ andPM emissions shall be controlled in accordance with the BestiadlaiControl
Technology (BACT) Determination. The maximum sulfur content of thediishall be limited to 0.05%, by

weight.
[Rule 62-296.406(2) & (3), FAC and Rule 2.1101, JEPB]

5. VE shall be limited to 20% opacity continuous. Twenty-seven (27%)tpishall be allowed for up to six (6)
minutes per hour.
[Rule 62-296.406(1), FAC, and Rule 2.1101, JEPB]

6. 40 CFR 60, Subpart Dc, Standards of Performance for Small Ind@riahercial-Institutional Steam
Generating Units and 40 CFR 60, Subpart A, General Provisions, shall apply to Boiler nos2Cahd@-3.

Test Methods and Procedures

7. Testing for demonstration of compliance shall be performed inderooe with EPA RM 9 (as described in 40
CFR 60, Appendix A), and the provisions of 40 CFR 60.11, for the visual determination of opacity.

8. VE compliance testing on each emission point shall be conducted grfraralithe date of January 31, 2009.
The test shall be a minimum of one (1) hour in length while find 6il. Note: Testing may be delayed until
the EU operates 400 hours while firing fuel oil or until 270 days pageermit renewal, whichever occurs
first. Once the EU has operated 400 or more hours while firing fuel oil, annual testingestegjuired.

[Rule 62-297.310(7)(a)4., FAC, and Rule 2.1201, JEPB]
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9. Fuel oil sulfur content determination shall be in accordance 4@ttfCFR 60.44c(h). In addition to the
requirements of 40 CFR 60.48c(f)(1) the fuel oil supplier shall geittiat the fuel oil contains 0.05% by
weight or less sulfur content. The 0.05%, by weight sulfur content inmitore stringent than the 0.5%, by
weight sulfur content limit required by 40 CFR 60.42c(d).

[Rule 62-204.800(8), FAC, and Rule 2.201, JEPB]
Record-keeping and Reporting

10. The owner or operator shall submit reports to the permitting aytleoricerning the fuel oil sulfur limits to
which the boiler is subject. The reports shall include calendar datesed in the reporting period, fuel oil
supplier certifications including the name of the oil supplier, testent from the oil supplier that the oll
complies with the specifications under the definition of distilatén 40 CFR 60.41c, a certification from the
fuel oil supplier that states the fuel oil contains 0.05% by weightess sulfur content, and a certified
statement from the responsible official that the records ofuélestupplier certifications submitted represent
all the fuel oil combusted during the reporting period.

[40 CFR 60.48c(d), (e), and (f), Rule 62-204.800, FAC, Rule 62-296.406(2), FAC, Rule 2.201,dERBlea
2.1101, JEPB]

11. The owner and operator shall record and maintain records of the awioeath fuel combusted during each
month.

[40 CFR 60.48c(0g)(2), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

12. The reporting period for specific condition no. 10 shall be everf6simonths. Reports shall be submitted
within 30 days of the end of the reporting period, i.e., JAN-JUN reportigednby July 30, and JUL-DEC
report submitted by January 30. The postmark date shall be the submitted date.

[40 CFR 60.48c(j), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

13. Records and reports as required by 40 CFR 60.48c(a), (d), (e),,({)),(ghd (j) shall be submitted to the

Permitting Authority.
[40 CFR 60, Subpart Dc, Rule 62-210.800, FAC, and Rule 2.301, JEPB]
Emission Unit No. 089-Steam Plant F, Bldg. 88
Emission Unit Description: This EU consists of one Kewanee steam gagdvailer.
Essential Potential to Emit (PTE) Parameters
1. This EU shall be allowed to operate continuously; i.e.: 8,760 hrs/yr.
[Rule 62-210.300(2)(a), FAC, and Rule 2.301, JEPB
Emission Limitations and Standards
2. The maximum heat input for the boiler shall be limited as follows:
Boiler No. MM Btu Per Hour MM Btu Per Hour
(Natural Gas) (Fuel Oil)
F-2 14.65 14.1
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]
3. Fuels which may be fired are natural gas or No. 2 fuel oil.

[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]
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Sulfur dioxide (S@ andPM emissions shall be controlled in accordance with the Bestahie Control
Technology (BACT) Determination. The maximum sulfur content of thediishall be limited to 0.05%, by
weight.

[Rule 62-296.406(2) & (3), FAC and Rule 2.1101, JEPB]

VE shall be limited to 20% opacity continuous. Twenty-seven (dp#ity shall be allowed for up to six (6)
minutes per hour.
[Rule 62-296.406(1), FAC, and Rule 2.1101, JEPB]

40 CFR 60, Subpart Dc, Standards of Performance for Small Ind@XZirahercial-Institutional Steam
Generating Uniteind 40 CFR 60, Subpart A, General Provisisimall apply.

Test Methods and Procedures

Testing for demonstration of compliance shall be performed indeooe with EPA RM 9 (as described in 40
CFR 60, Appendix A), and the provisions of 40 CFR 60.11, for the visual determination of opacity.

VE compliance testing on each emission point shall be conducted sufroralithe date of January 31, 2009.
The test shall be a minimum of one (1) hour in length while find 6il. Note: Testing may be delayed until
the EU operates 400 hours while firing fuel oil or until 270 days pageermit renewal, whichever occurs
first. Once the EU has operated 400 or more hours while firing fuel oil, annual testingestegjuired.

[Rule 62-297.310(7)(a)4., FAC, and Rule 2.1201, JEPB]

Fuel oil sulfur content determination shall be in accordance witCER 60.44c(h). In addition to the
requirements of 40 CFR 60.48c(f)(1) the fuel oil supplier shall gettidt the fuel oil contains 0.05% by
weight or less sulfur content. The 0.05%, by weight sulfur content isnmitore stringent than the 0.5%, by
weight sulfur content limit required by 40 CFR 60.42c(d).

[Rule 62-204.800(8), FAC, and Rule 2.201, JEPB]

Record-keeping and Reporting

The owner or operator shall submit reports to the permitting aytleoricerning the fuel oil sulfur limits to
which the boiler is subject. The reports shall include calendar datesed in the reporting period, fuel oil
supplier certifications including the name of the oil supplier, testent from the oil supplier that the oll
complies with the specifications under the definition of distilatén 40 CFR 60.41c, a certification from the
fuel oil supplier that states the fuel oil contains 0.05% by weightss sulfur content, and a certified
statement from the responsible official that the records ofudlestpplier certifications submitted represent
all the fuel oil combusted during the reporting period.

[40 CFR 60.48c(d), (e), and (f), Rule 62-204.800, FAC, Rule 62-296.406(2), FAC, Rule 2.201,ikERBIlea
2.1101, JEPB]

The owner and operator shall record and maintain records of the awioeaty fuel combusted during each
month.
[40 CFR 60.48c(g)(2), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The reporting period for specific condition no. 10 shall be ever¥im@nths. Reports shall be submitted
within 30 days of the end of the reporting period, i.e., JAN-JUN reportigednby July 30, and JUL-DEC
report submitted by January 30. The postmark date shall be the submitted date.

[40 CFR 60.48c(j), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

Records and reports as required by 40 CFR 60.48c(a), (d), (e),,()),(ghd (j) shall be submitted to the
Permitting Authority.
[40 CFR 60, Subpart Dc, Rule 62-210.800, FAC, and Rule 2.301, JEPB]
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Emission Unit No. 090-Steam Plant G

Emission Unit Description: This EU consists of one Kewanee steam gagdvailer.

Essential Potential to Emit (PTE) Parameters

1. This EU shall be allowed to operate continuously; i.e.: 8,760 hrs/yr.
[Rule 62-210.300(2)(a), FAC, and Rule 2.301, JEPB]

Emission Limitations and Standards

2. The maximum heat input for this boiler shall be limited as follows:

Boiler No. MM Btu Per Hour MM Btu Per Hour
(Natural Gas) (Fuel Oil)
G-1 14.65 14.1

[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

3. Fuels, which may be fired, are natural gas or No. 2 fuel oil.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

4. Sulfur dioxide (S@ andPM emissions shall be controlled in accordance with the BestadiaiControl
Technology (BACT) Determination. The maximum sulfur content of thediishall be limited to 0.05%, by
weight.

[Rule 62-296.406(2) & (3), FAC and Rule 2.1101, JEPB]

5. VE shall be limited to 20% opacity continuous. Twenty-seven (27%)tgshall be allowed for up to six (6)
minutes per hour.
[Rule 62-296.406(1), FAC, and Rule 2.1101, JEPB]

6. 40 CFR 60, Subpart Dc, Standards of Performance for Small Ind@riahercial-Institutional Steam
Generating Uniteind 40 CFR 60, Subpart A, General Provisishsill apply to boiler no. G-1.

Test Methods and Procedures

7. Testing for demonstration of compliance shall be performed indaroce with EPA RM 9 (as described in 40
CFR 60, Appendix A), and the provisions of 40 CFR 60.11, for the visual determination of opacity.

8. VE compliance testing on each emission point shall be conducted grfraralithe date of January 31, 2009.
The test shall be a minimum of one (1) hour in length while finugd 6il. Note: Testing may be delayed until
the EU operates 400 hours while firing fuel oil or until 270 days paqvermit renewal, whichever occurs
first. Once the EU has operated 400 or more hours while firing fuel oil, annual testinzesieguired.

[Rule 62-297.310(7)(a)4., FAC, and Rule 2.1201, JEPB]

9. Fuel oil sulfur content determination shall be in accordance witicFR 60.44c(h). In addition to the
requirements of 40 CFR 60.48c(f)(1) the fuel oil supplier shallfgettiat the fuel oil contains 0.05% by
weight or less sulfur content. The 0.05%, by weight sulfur content isnmitore stringent than the 0.5%, by
weight sulfur content limit required by 40 CFR 60.42c(d).

[Rule 62-204.800(8), FAC, and Rule 2.201, JEPB]
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Record-keeping and Reporting

10. The owner or operator shall submit reports to the permitting aytleoricerning the fuel oil sulfur limits to

11.

12.

13.

which the boiler is subject. The reports shall include calendar datesed in the reporting period, fuel oil

supplier certifications including the name of the oil supplier, testent from the oil supplier that the oll

complies with the specifications under the definition of distilatéen 40 CFR 60.41c, a certification from the

fuel oil supplier that states the fuel oil contains 0.05% by weightess sulfur content, and a certified

statement from the responsible official that the records ofudlestpplier certifications submitted represent
all the fuel oil combusted during the reporting period.

[40 CFR 60.48¢(d), (e), and (f), Rule 62-204.800, FAC, Rule 62-296.406(2), FAC, Rule 2.201, XERBlea
2.1101, JEPB]

The owner and operator shall record and maintain records of the awieaty fuel combusted during each
month.

[40 CFR 60.48¢(g)(2), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The reporting period for specific condition no. 10 shall be everg¥im@nths. Reports shall be submitted
within 30 days of the end of the reporting period, i.e., JAN-JUN reportigednby July 30, and JUL-DEC
report submitted by January 30. The postmark date shall be the submitted date.

[40 CFR 60.48c(j), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

Records and reports as required by 40 CFR 60.48c(a), (d), (e)),(f)),(gnd (j) shall be submitted to the
Permitting Authority.
[40 CFR 60, Subpart Dc, Rule 62-210.800, FAC, and Rule 2.301, JEPB]

Emission Unit No. 115-Boiler No. F-1, Bldg. H2032

Emission Unit Description: This EU consists of one Kewanee steam gegdvatier.

Essential Potential to Emit (PTE) Parameters

This EU shall be allowed to operate continuously; i.e.: 8,760 hrs/yr.
[Rule 62-210.300(2)(a), FAC, and Rule 2.301, JEPB

Emission Limitations and Standards

The maximum heat input for the boiler shall be limited as follows:

Boiler No. MM Btu Per Hour MM Btu Per Hour
(Natural Gas) (Fuel Oil)
F-1 14.65 14.1

[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

Fuels which may be fired are natural gas or No. 2 fuel oil.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

Sulfur dioxide (S@ andPM emissions shall be controlled in accordance with the BestailaiControl
Technology (BACT) Determination. The maximum sulfur content of thediishall be limited to 0.05%, by
weight.

[Rule 62-296.406(2) & (3), FAC and Rule 2.1101, JEPB]
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VE shall be limited to 20% opacity continuous. Twenty-seven (27%jtgshall be allowed for up to six (6)
minutes per hour.
[Rule 62-296.406(1), FAC, and Rule 2.1101, JEPB]

40 CFR 60, Subpart Dc, Standards of Performance for Small Ind@Xirahercial-Institutional Steam
Generating Units and 40 CFR 60, Subpart A, General Provisions shall apply.

Test Methods and Procedures

Testing for demonstration of compliance shall be performed indeooe with EPA RM 9 (as described in 40
CFR 60, Appendix A), and the provisions of 40 CFR 60.11, for the visual determination of opacity.

VE compliance testing on each emission point shall be conducted srfmualithe date of January 31, 2009.
The test shall be a minimum of one (1) hour in length while finud 6il. Note: Testing may be delayed until
the EU operates 400 hours while firing fuel oil or until 270 days paqyermit renewal, whichever occurs
first. Once the EU has operated 400 or more hours while firing fuel oil, annual testingestegjuired.

[Rule 62-297.310(7)(a)4., FAC, and Rule 2.1201, JEPB]

Fuel oil sulfur content determination shall be in accordance witCER 60.44c(h). In addition to the
requirements of 40 CFR 60.48c(f)(1) the fuel oil supplier shall gettidt the fuel oil contains 0.05% by
weight or less sulfur content. The 0.05%, by weight sulfur content isnmitore stringent than the 0.5%, by
weight sulfur content limit required by 40 CFR 60.42c(d).

[Rule 62-204.800(8), FAC, and Rule 2.201, JEPB]

Record-keeping and Reporting

The owner or operator shall submit reports to the permitting aytleoricerning the fuel oil sulfur limits to
which the boiler is subject. The reports shall include calendar datesed in the reporting period, fuel oil
supplier certifications including the name of the oil supplier, testent from the oil supplier that the oll
complies with the specifications under the definition of distilatén 40 CFR 60.41c, a certification from the
fuel oil supplier that states the fuel oil contains 0.05% by weightess sulfur content, and a certified
statement from the responsible official that the records ofuélestupplier certifications submitted represent
all the fuel oil combusted during the reporting period.

[40 CFR 60.48c(d), (e), and (f), Rule 62-204.800, FAC, Rule 62-296.406(2), FAC, Rule 2.201,ndERBlea
2.1101, JEPB]

The owner and operator shall record and maintain records of the awieaty fuel combusted during each
month.
[40 CFR 60.48c(g)(2), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

The reporting period for specific condition no. 10 shall be everim@nths. Reports shall be submitted
within 30 days of the end of the reporting period, i.e., JAN-JUN reportigednby July 30, and JUL-DEC
report submitted by January 30. The postmark date shall be the submitted date.

[40 CFR 60.48c(j), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

Records and reports as required by 40 CFR 60.48c(a), (d), (e),,()),(ghd (j) shall be submitted to the

Permitting Authority.
[40 CFR 60, Subpart Dc, Rule 62-210.800, FAC, and Rule 2.301, JEPB]
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Chrome Plating Operation

Emission Unit No. 043-Chrome Plating Shop, Bldg. 794
Application No. R14

Emission Unit Description: Hard Chrome electroplating of various meta.part

Chromium Control Device: Composite mesh pad chromium mist eliminator westanated
maximum airflow rate of 23,000 dscfm.

Essential Potential to Emit (PTE) Parameters

1. This EU shall be allowed to operate 8,760 hrs/yr.
[Rule 62-296.700(4), FAC, and Rule 2.1101, JEPB]

Emission Limitations and Standards

2. The maximum process rate of electrical current applied is 15fpMhaurs and 131.4 million amp hours per
year.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

3. Total chromium emissions shall not exceed 0.015 milligrams ofdbtamium per dry standard cubic meter
[mg/dscm] [6.6 X 10 grains per dry standard cubic foot (gr/dscf)].
[40 CFR 63.342(c)(1)(i), Rule 62-204.800, FAC, Rule 2.201, JEPB]

4. Owners and operators (at all times including periods of statiupdavn, and malfunction) shall operate and
maintain any affected source including associated air pollution calgvates and monitoring equipment, in a
manner consistent with good air pollution control practices and carntswgi#h the required operation and
maintenance plan.

[40 CFR 63.342(f)(1)(i), Rule 62-204.800, FAC, Rule 2.201, JEPB]

5. Malfunctions shall be corrected as soon as practicable ladieroccurrence in accordance with the required
operation and maintenance plan.
[40 CFR 63.342(f)(2)(ii), Rule 62-204.800, FAC, Rule 2.201, JEPB]

6. Operation and maintenance requirements are enforceable independamissibns limitations or other
requirements in relevant standards.
[40 CFR 63.342(f)(1)(ii), Rule 62-204.800, FAC, Rule 2.201, JEPB]

7. Operation and maintenance procedures shall be determined and dewewecordance with 40 CFR
63.342(f)(2)(i).
[40 CFR 63.342(f)(2)(i), Rule 62-204.800, FAC, Rule 2.201, JEPB]

8. The owner and operator shall prepare, follow and operate the sowaceondance with the operation and
maintenance plan as required by 40 CFR 63.342(f)(3).
[40 CFR 63.342(f)(3), Rule 62-204.800, FAC, Rule 2.201, JEPB]

Compliance/Monitoring

9. The owner or operator shall continuously monitor the pressure drop #w@asmtrol device. The owner or °
operator shall record the pressure drop once each day during which the source operates.
[40 CFR 63.342(f)(3)(ii), Rule 62-204.800, FAC, Rule 2.201, JEPB]
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Test Methods and Procedures

Testing to determine the chromium emissions shall be conductecbmiance with RM 306 or 306A. Testing
procedures shall be in accordance with 40 CFR 63.344(a) and 40 CFR 63.344i{0y. Sredl be conducted
270 days prior to permit expiration for permit renewal.

[40 CFR 63.344(a and c), Rule 62-204.800, FAC, Rule 2.201, JEPB]

The differential pressure monitoring device shall be in accoedavith the manufacturer's accuracy
specifications.
[40 CFR 63.344(d), Rule 62-204.800, FAC, Rule 2.201, JEPB]

During performance testing procedures specified in 40 CFR 63.344(e) shall be followed.
[40 CFR 63.344(e), Rule 62-204.800, FAC, Rule 2.201, JEPB]

Recordkeeping Requirements

Records shall be kept in accordance with 40 CFR 63. 346 and 40 CFR 63, Subpart A requsedentifel
in Table 1.
[40 CFR 63.346(a), Rule 62-204.800, FAC, Rule 2.201, JEPB]

The owner or operator shall maintain the following records:

a. Inspection records for the add-on air pollution control device

b. Records of all maintenance performed on the source, add-on air pollution contrgl aledice

monitoring equipment

Records of the occurrence, duration, and cause of malfunctions on the source, agalartiair control

device, and monitoring equipment

Deviations from the operation and maintenance plan

Other records necessary to demonstrate consistency with the proviglw©&M plan

Test reports of all performance tests

Measurements necessary to determine the conditions of the performence tes

Records of monitoring data required by 40 CFR 63.343(c)

The specific identification (i.e., the date and time of comme@nt and completion) of each period of

excess emissions, as indicated by monitoring data, that occurs dwalfugpetion of the process, add-on

air pollution control, or monitoring equipment

J.  The specific identification (i.e., the date and time of commeeoé and completion) of each period of
excess emissions, as indicated by monitoring data, that occurs duiodspether than malfunction of the
process, add-on air pollution control, or monitoring equipment

k. Total process operating time of the source during the reporting period

I.  Records of the total actual cumulative rectifier capacity of hard ¢hnomlectroplating tanks at the
facility expended during each month of the reporting period

m. All documentation supporting the notifications and reports required by 40 CFR 63.9, 10, and
347

n. All records shall be maintained for a period of 5 years in accordance with 40 CFR §B8)10(b)

[40 CFR 63.346(b), Rule 62-204.800, FAC, Rule 2.201, JEPB]

o

—Te oo

Reporting Requirements

Compliance status reports shall be submitted semi-annually or more freqseeiiyired. The contents of the
reports shall contain the information required by 40 CFR 63.347(g)(3). Reporting frequehbeg sjoaerned
by 40 CFR 63.347.

[40 CFR 63.346(b), Rule 62-204.800, FAC, Rule 2.201, JEPB]
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Plasma Coating Operation

Emission Unit No. 062-Two Plasma (Powdered Metal) Spray Booths, Bldg. 794
Application No. R16

Emission Unit Description: Application of melted metal to various parts bygaef spray guns

PM Control Device: United Air Specialists Baghouse [Model NumbedBJX+H55 (Controls 2

10.

booths)] with an estimated maximum airflow rate is 16,350 dscfm

Emission Limitations and Standards

The maximum process rate of metal to the various parts shall be 120 Ibs/hr per booth andisa%, @0t
for EU No. 062.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

This EU shall be allowed to operate 4,160 hrs/yr.
[Applicant's Request, Rule 62-296.700(4), FAC, and Rule 2.1101, JEPB]

Reasonably Available Control Technology (RACT) requirementsudial Specific RACT Emission
Limiting Standards for Stationary Emission Units [Rule 62-296.700(3), FAC, and Rule 2.1101, JEPB]
Maximum Allowable Emission Rates[Rule 62-296.700(4), FAC, and Rule 2.1101, JERBjcumvention
[Rule 62-296.700(5), FAC, and Rule 2.1101, JEPB], @pkration and Maintenance Plan[Rule 62-
296.700(6), FAC, and Rule 2.1101, JEPB] shall apply to this emission unit.

PM emissions shall be limited to 0.03 gr/dscf [4.20 Ibs/hr and 8.74 tons/yr].
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

VE shall be limited to 5 % opacity.
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

Test Methods and Procedures

Testing for demonstration of compliance shall be performed or@exece with EPA RM 9 (as described in 40
CFR 60, Appendix A) for the visual determination of opacity.
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

VE testing shall be conducted annually from the date of October &, ¥Y80testing shall be conducted for a
minimum period of 30 minutes.
[Rule 62-297.310(4)(a)2., FAC, and Rule 2.1201, JEPB]

Testing for demonstration of compliance shall be performed indaooe with EPA RM 5 (as described in 40
CFR 60, Appendix A) for the determination of the PM concentration.

PM testing shall be conducted upon request of the Permitting Authority.
[Rule 62-297.310(7)(b), FAC, and Rule 2.1201, JEPB]

Record-keeping and Reporting

Monitoring shall be performed in accordance with the Operatiniylamdenance Plan (O&M). Records shall
be provided upon request of the Permitting Authority.
[Rule 62-296.700(6), FAC, and Rule 2.1101, JEPB]
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Emission Unit No. 063-Two Plasma (Powdered Metal) Spray Booths, Bldg. 794
Application No. R16

Emission Unit Description: Application of melted metal to various parts by #hefuspray guns

PM Control Device: United Air Specialists Baghouse [Model NumbedB¥HH55] with

10.

an estimated maximum airflow rate is 16,350 dscfm

Emission Limitations and Standards

The maximum process rate of metal to the various partsk&haR0 Ibs/hr per booth and 500,000 Ibs/yr total
for EU No. 063.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

This EU shall be allowed to operate 4,160 hrs/yr.
[Applicant's Request, Rule 62-296.700(4), FAC, and Rule 2.1101, JEPB]

Reasonably Available Control Technology (RACT) requirements inclu@pgcific RACT Emission
Limiting Standards for Stationary Emission Units [Rule 62-296.700(3), FAC, and Rule 2.1101, JEPB]
Maximum Allowable Emission Rates[Rule 62-296.700(4), FAC, and Rule 2.1101, JERBjcumvention
[Rule 62-296.700(5), FAC, and Rule 2.1101, JEPB], @pkration and Maintenance Plan[Rule 62-
296.700(6), FAC, and Rule 2.1101, JEPB] shall apply to this emission unit.

PM emissions shall be limited to 0.03 gr/dscf [4.20 Ibs/hr and 8.74 tons/yr].
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

VE shall be limited to 5 % opacity.
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

Test Methods and Procedures

Testing for demonstration of compliance shall be performed indaooe with EPA RM 9 (as described in 40
CFR 60, Appendix A) for the visual determination of opacity.
[Rule 62-296.712, FAC, and Rule 2.1101, JEPB]

VE testing shall be conducted annually from the date of October &, ¥Y80testing shall be conducted for a
minimum period of 30 minutes.
[Rule 62-297.310(4)(a)2., FAC, and Rule 2.1201, JEPB]

Testing for demonstration of compliance shall be performed indaooe with EPA RM 5 (as described in 40
CFR 60, Appendix A) for the determination of the PM concentration.

PM testing shall be conducted upon request of the Permitting Authority.
[Rule 62-297.310(7)(b), FAC, and Rule 2.1201, JEPB]

Record-keeping and Reporting

Monitoring shall be performed in accordance with the Operating amtdviance Plan (O&M). Records shall
be provided upon request of the Permitting Authority.
[Rule 62-296.700(6), FAC, and Rule 2.1101, JEPB]
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Emission Unit No. 102-HVOF Thermal Spray Booth No. 7
and Existing Thermal Spray Booth No. 6, Bldg. 794

Emission Unit Description ~ High Velocity Oxygen/Fuel Spraying system (booth No. 7 only). Metal
ceramic, and polymeric coatings are heated into a plasmaasigiteprayed onto
various aircraft components. Both Thermal Spray Booths (Nos. 6 ande7) ar
located in the Plasma Spray Shop (Bldg. 794).

Emission Control Device: PM emissions shall be controlled by a 20,008 Eei per Minute Sulzer Metco
cartridge type Baghouse, Model No. SME 81-200. Discharge air from the
baghouse is vented through a stack, which contains a 0.3 micron HERRdPM
The new and existing booths shall be vented to the collection and control system.

Essential Potential to Emit (PTE) Parameters

1. This EU shall be allowed to operate continuously; i.e. 8,760 hrs/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

2. The estimated maximum heat input to the HVOF system (each beatt§3 X 10 Btu per year primarily
firing natural gas. Other combustible fuels are also used in insignificant (ggntit
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

3. The estimated maximum charging rate to the HVOF system (each booth) is 43306f iimetallic coating.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

Emission Limitations and Standards

4. VE shall be limited to a maximum opacity of 5%.
[Rule 62-297.620(4), FAC, and Rule 2.1201, JEPB]

5. PM emissions shall be limited to a maximum of 0.22 Ibs/hr and 0.95 tons/yr.
[Rule 62-296.700(2)(c), FAC, and Rule 2.1101, JEPB]

Test Methods and Procedures

6. Testing for demonstration of compliance shall be performed inderooe with EPA RM 9 (as described in 40
CFR 60, Appendix A) for the visual determination of opacity. The minirtasting time shall be 30 minutes.
VE testing shall be conducted annually from the date of November 1, 2008.

[Rule 62-297.401, 62-297.310(4)(a)2., FAC, and Rule 2.1201, JEPB]

7. Testing for demonstration of compliance shall be performed inderooe with EPA RM 5 (as described in 40
CFR 60, Appendix A) for the determination of the PM emission ratemihienum sample volume shall be 25
dry standard cubic feet. Testing shall be performed upon request of the Permittingtgwut
[Rule 62-297.310(7)(b), 62-297.401, 62-297.310(4)(b), FAC, and Rule 2.1201, JEPB]

Record-keeping and Reporting Requirements

8. The permittee shall maintain records as required by thenattaOperation and Maintenance Plan (O&M).
Records shall be maintained for a minimum period of five (5) years.
[Rule 62-4.070, FAC, Rule 62-213.440(1)(b)2.b., FAC, Rule 2.1401, JEPB, and Rule 2.501, JEPB]
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Surface Coating/Solvent Use/Paint Stripping Operations

Emission Unit No. 080-Five Paint Spray Booths, Bldg. 794

Emission Unit Description: Coatings are applied to aircraft engines and eognp®nents.

PM Control Device: Each booth is equipped with a two stage drycydate filter system. The
estimated maximum airflow rate is 11,700 dscfm for each booth &8t&00
dscfm).

Essential Potential to Emit (PTE) Parameters

1. This EU shall be allowed to operate continuously, i.e.: 8,760 hrs/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

Emission Limitations and Standards

2. 40 CFR 63, Subpart GG, National Emission Standards for Aerospace ManufacturingvaridReilities
and 40 CFR 63, Subpart A, General Provisiahsll apply to this emission unit.

3. The maximum process rate of tons of solvent in coating at this EU shall bd konget8 tons/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB, and Permit AC16-240666]

Primer/Topcoat Application Operations
4. See Appendix PT
Cleaning Operations
5. See Appendix CO
Permitting Note: EU No. 080 was formerly EU Nos. 047, 048, 049, 050, and 051.
Emission Unit No. 011-Aircraft Painting Hangar, Bldg. 868

Emission Unit Description: Coatings are applied to aircraft.
PM Control Device: Each of 24 exhaust points on the hangar is equipffeca viwo stage dry

particulate filter system with an estimated maximum @wfrate of 44,000 dscfm

for each of 24 exhaust stacks (total 1,056,000 dscfm).

Essential Potential to Emit (PTE) Parameters

1. This EU shall be allowed to operate continuously, i.e.: 8,760 hrs/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

2. The estimated maximum usage of paints and solvents is 28,000 gallons per fgar (gal
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]
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Emission Limitations and Standards

3. 40 CFR 63, Subpart GG, National Emission Standards for Aerospaceaktaniuiy and Rework Facilities
and 40 CFR 63, Subpart A, General Provisiahsll apply to this emission unit.

Primer/Topcoat Application Operations
4. See Appendix PT
Cleaning Operations
5. See Appendix CO
Emission Unit No. 081-Two Paint Spray Booths, Bldg. 101U
Emission Unit Description: Coatings are applied to aviation electronicm(es) after repair.

PM Control Device: Each of the two booths is equipped with a two stage doylzeet
filter system with an estimated maximum airflow rate of 10,000 dscfm

Essential Potential to Emit (PTE) Parameters

1. This EU shall be allowed to operate continuously, i.e.: 8,760 hrs/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

2. The estimated maximum usage of paints and solvents is 430 gal/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

Emission Limitations and Standards

3. 40 CFR 63, Subpart GG, National Emission Standards for Aerospace adtanuiy and Rework
Facilities and 40 CFR 63, Subpart A, General Provisishsll apply to this emission unit.

Primer/Topcoat Application Operations
4. See Appendix PT

Cleaning Operations

5. See Appendix CO
Emission Unit No. 083-Paint Spray Booth, Bldg. 190
Emission Unit Description: Coatings are applied to aircraft components.
PM Control Device: The booth is equipped with a two stage dry particulatesfjistem with

an estimated maximum airflow rate of 15,000 dscfm.

Page 42 of 53



Permittee: Department of the Navy PROPOSED Permit No.: 0310215-040
Naval Air Station, Jacksonville

Essential Potential to Emit (PTE) Parameters

1. This EU shall be allowed to operate continuously, i.e.: 8,760 hrs/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

2. The estimated maximum usage of paints and solvents for this EU is 2,000 gallyr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

Emission Limitations and Standards

3. 40 CFR 63, Subpart GG, National Emission Standards for Aerospace adtanuiy and Rework
Facilities and 40 CFR 63, Subpart A, General Provisishsll apply to this emission unit.

Primer/Topcoat Application Operations

4. See Appendix PT.
Cleaning Operations

5. See Appendix CO
Emission Unit No. 052-Bearing Shop, Bldg. 101
Emission Unit Description: Aircraft bearings are cleaned with variovgistd.

Essential Potential to Emit (PTE) Parameters

1. This EU shall be allowed to operate continuously, i.e.: 8,760 hrs/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

2. The estimated maximum usage of non HAP cleaning solvents is 3,400 gal/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

Emission Limitations and Standards

3. 40 CFR 63, Subpart GG, National Emission Standards for Aerospace adtanuiy and Rework
Facilities and 40 CFR 63, Subpart A, General Provisishsll apply to this emission unit.

Cleaning Operations

4. See Appendix CO
Emission Unit No. 056-Aircraft Paint Stripping and Cleaning, Hangar 101S
Emission Unit Description: Aircraft and aircraft components agaredd and stripped of paint using various

solvents.

Essential Potential to Emit (PTE) Parameters

1. This EU shall be allowed to operate continuously, i.e.: 8,760 hrs/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]
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The estimated maximum usage of HAP and other non-HAP containing stripping
solutions and cleaning solvents is 80,000 gallons per year.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

Emission Limitations and Standards

40 CFR 63, Subpart GG, National Emission Standards for Aerospace Manufacturingvarid Re
Facilities and 40 CFR 63, Subpart A, General Provisishsll apply to this emission unit.

Cleaning Operations
See Appendix CO

Depainting Operation
See Appendix DO

Emission Limitations and Standards

The owner/operator shall emit no organic HAP from chemigapstg formulations and agents or chemical
paint softeners except that [on an annual (calendar year) a\ssigeper military aircraft depainted for spot
stripping and decal removal] 50 gallons of organic HAP containing chemical s&rippe alternatively 365
pounds of organic HAP material may be used.

[40 CFR 63.746(b)(1 & 3), 40 CFR 63.749 (f)(1), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

Test Methods and Procedures

The owner operator shall use the methods and procedures as ¢pac#®e CFR 63.750(j) to determine
compliance with the emission limitations and standards for spppstg and decal removal listed in SC No. 4
above.

[40 CFR 63.750 (j), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

Record-keeping and Reporting Requirements

8. The owner/operator shall maintain records, as appropriate, required by 40 CFR 63.752(@)(@).4, a

[40 CFR 63.752(e), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

. The owner/operator shall submit reports, as appropriate, of the depainting operatpired by 40 CFR
63.753(d).
[40 CFR 63.753(d), Rule 62-204.800, FAC, and Rule 2.201, JEPB]

Emission Unit No. 084-Fugitive VOC and HAP Emissions from Organizational LevelSquadrons) Aircraft

Maintenance Activities

Emission Unit Description: Solvents and paints are used in the orjan&devel (squadrons) maintenance

of aircraft stationed at NAS Jacksonville. Aircraft washingrapens are included
in this EU.
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Essential Potential to Emit (PTE) Parameters

1. This EU shall be allowed to operate continuously, i.e.: 8,760 hrs/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

2. The estimated maximum usage of paints and solvents for EU nos. 084 and 085 combined is 29,500 gal/yr
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

Emission Limitations and Standards

3. 40 CFR 63, Subpart GG, National Emission Standards for Aerospace ManufacturingvarnidReilities
and 40 CFR 63, Subpart A, General Provisiahsll apply to this emission unit.

Primer/Topcoat Application Operations

4. See Appendix PT.
Cleaning Operations

5. See Appendix CO
Emission Unit No. 085-Fugitive VOC and HAP Emissions from Paints and Solvestised at FRCSE

Emission Unit Description: Paints and solvents are used in depotheveienance and repair of aircraft and
aircraft components at the FRCSE.

Essential Potential to Emit (PTE) Parameters

1. This EU shall be allowed to operate continuously, i.e.: 8,760 hrs/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

2. The estimated maximum usage of paints and solvents for EU nos. 084 and 085 combined is 29,500 gal/yr
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

Emission Limitations and Standards

3. 40 CFR 63, Subpart GG, National Emission Standards for Aerospace adtanuiy and Rework
Facilities and 40 CFR 63, Subpart A, General Provisishsll apply to this emission unit.

Primer/Topcoat Application Operations

4. See Appendix PT. Operations specified in 40 CFR 63.741(f) and 40 CFR 634)4&(g)exempt from the
Inorganic HAP requirements specified in Appendix PT.

Cleaning Operations

5. See Appendix CO
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Emission Unit No. 086-Paint Spray Booth, Bldg 101S
Emission Unit Description: Application of solvents and paints to aircraft compmonent

PM Control Device: The booth is equipped with a three stage dticylate filter system with an
estimated maximum airflow rate of 15,000 dscfm

Essential Potential to Emit (PTE) Parameters

1. This EU shall be allowed to operate continuously, i.e.: 8,760 hrs/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

2. The estimated maximum usage of paints and solvents is 1,400 gal/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

Emission Limitations and Standards

3. 40 CFR 63, Subpart GG, National Emission Standards for Aerospace ManufacturingvaridReilities
and 40 CFR 63, Subpart A, General Provisiahsll apply to this emission unit.

Primer/Topcoat Application Operations

4. See Appendix PT
Cleaning Operations

5. See Appendix CO

Emission Unit No. 093-Binks Paint Booth Model Number PFA-1-18, Bldg. 101

Emission Unit Description: New Binks Paint Booth for the application of coatmgscraft components.

Control Device: Cross draft ventilation captures paint overyspmd directs it to a three stage dry
particulate matter filter system. The estimated maximuiihowi rate is 30,000
dscfm.

Essential Potential to Emit (PTE) Parameters

1. This booth shall be allowed to operate continuously, i.e.: 8,760 hrs/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

2. The estimated maximum usage of paints and solvents for EU nos. 093 and 094 combined is 2,500 gal/
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

Emission Limitations and Standards

3. 40 CFR 63, Subpart GG, National Emission Standards for Aerospaceaetaniuiy and Rework Facilities
and 40 CFR 63, Subpart A, General Provisiahsll apply to this emission unit.

Primer/Topcoat Application Operations

4. See Appendix PT
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Cleaning Operations
5. See Appendix CO
Emission Unit No. 094-Two Paint Spray Booths, Bldg. 101
Emission Unit Description: Paint Booth No. 1 (formerly the Wing Roang Paint Booth No. 2 (formerly the
Dope Room) comply with the requirements for new facilities of Abeospace

NESHAP.

Control Device: Cross draft ventilation captures paint over-spray aradsdiréo dry particulate
matter filters. The estimated maximum airflow rate (dscfm) is asvist|

Room Description No. of Stacks Airflow per Stack
Paint Booth No. 1 4 37,800
Paint Booth No. 2 4 32,125

Essential Potential to Emit (PTE) Parameters

1. These booths shall be allowed to operate continuously, i.e.: 8,760 hrs/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

2. The estimated maximum usage of paints and solvents for EU nos. 093 and 094 combined is 20,500 gal/yr
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

Emission Limitations and Standards

3. 40 CFR 63, Subpart GG, National Emission Standards for Aerospaceaetaniuiy and Rework Facilities
and 40 CFR 63, Subpart A, General Provisiahsll apply to this emission unit.

Primer/Topcoat Application Operations

4. See Appendix PT
Cleaning Operations

5. See Appendix CO

Emission Unit No. 106 — Paint Spray Booth, Building 724, FRCSE Shop 430
Emission Unit Description: Paint spray booth for the coating of aircraft paits@amponents
PM Control Device: Two stage dry particulate filter

Essential Potential to Emit (PTE) Parameters

1. The nominal airflow is estimated at 15,800 dscfm.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

2. This EU shall be allowed to operate continuously, i.e.: 8,760 hrs/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]
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3. The estimated maximum usage of paints and solvents is 500 gal/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

Emission Limitations and Standards

4. 40 CFR 63, Subpart GG, National Emission Standards for Aerospaceadetanuiy and Rework Facilities
and 40 CFR 63, Subpart A, General Provisiass delineated in Table 1 to Subpart GG, shall apply to this
emission unit.

Primer/Topcoat Application Operations
5. See Appendix PT
Cleaning Operations
6. See Appendix CO
Emission Unit No. 107 — Paint Spray Booth, Hangar 1000, FRCSE Shop 51A
Emission Unit Description: Paint spray booth for the coating of aircraft paits@amponents
PM Control Device: Two stage dry particulate filter

Essential Potential to Emit (PTE) Parameters

1. The nominal airflow is estimated at 13,662 dscfm.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

2. This EU shall be allowed to operate continuously, i.e.: 8,760 hrs/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

3. The estimated maximum usage of paints and solvents is 500 gal/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

Emission Limitations and Standards

4. 40 CFR 63, Subpart GG, National Emission Standards for Aerospaceadetanuiy and Rework Facilities
and 40 CFR 63, Subpart A, General Provisiass delineated in Table 1 to Subpart GG, shall apply to this
emission unit.

Primer/Topcoat Application Operations
5. See Appendix PT
Cleaning Operations
6. See Appendix CO
Emission Unit No. 111 — Paint Spray Booth, Hangar 124
Emission Unit Description: Paint spray booth for the coating of aircraftaftigarts and components

PM Control Device: Three stage dry particulate filter system
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Essential Potential to Emit (PTE) Parameters

1. The nominal airflow is estimated at 342,000 dscfm.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

2. This EU shall be allowed to operate continuously, i.e.: 8,760 hrs/yr.
[Rule 62-210.200(PTE), FAC, and Rule 2.301, JEPB]

Emission Limitations and Standards

3. 40 CFR 63, Subpart GG, National Emission Standards for Aerospaceaetaniuiy and Rework Facilities
and 40 CFR 63, Subpart A, General Provisiass delineated in Table 1 to Subpart GG, shall apply to this
emission unit.

4. The maximum usage of paints and solvents shall be limited to 20,000 gall/yr.
[Applicant's request, Rule 62-212.300, FAC, Rule 62-212.400, FAC, and Rule 2.301, JEPB]

Primer/Topcoat Application Operations

5. See Appendix PT
Cleaning Operations

6. See Appendix CO

Additional Recordkeeping and Reporting Requirements

7. Records shall be maintained monthly for the following:

Amount of coating applied

VOC content (Ibs/gal) of coatings as applied

Quantity (volume and weight) of surface preparation, clean-up and wash-ug $difwener usage
VOC content of solvent / thinner

VOC emissions

Hazardous air pollutants (HAP) content of coatings and solvents

HAP emissions

@ poooT

Records shall be maintained for a minimum of five (5) yearsnaaudke available to the Permitting Authority
upon request. This recordkeeping requirement is independent from the esgndkrequirement of Appendix
PT.

[Rule 62-212.300, FAC, Rule 62-212.400, FAC, and Rule 2.301, JEPB]

8. Semi-annual reports (every 6 months) shall be submitted teethetfhg Authority providing the records and
calculations required above. The semi-annual reports shall be subiwttthe 30th day of the following
month after the end of each reporting period (January -June , Jubember). The final report, which is due
by the 30th of January for the reporting period of July - December, alsal include a synopsis of the
preceding year. This reporting requirement is independent from the reporting resuiicérAppendix PT.
[Rule 62-212.300, FAC, Rule 62-212.400, FAC, and Rule 2.301, JEPB]

Emission Unit No. 112 — Paint Spray Booth, Building 101 W
Emission Unit Description: Paint spray booth for the coating of aircraft amafhiparts and components

PM Control Device: Three stage dry particulate filter system
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Essential Potential to Emit (PTE) Parameters

1. The nominal airflow is estimated at 20,500 dscfm.
[Rule 62-210.200, FAC, and Rule 2.301, JEPB]

2. This EU shall be allowed to operate continuously, i.e.: 8,760 hrs/yr.
[Rule 62-210.200, FAC, and Rule 2.301, JEPB]

Emission Limitations and Standards

3. 40 CFR 63, Subpart GG, National Emission Standards for Aerospaceaetaniuiy and Rework Facilities
and 40 CFR 63, Subpart A, General Provisiass delineated in Table 1 to Subpart GG, shall apply to this
emission unit.

4. The maximum usage of paints and solvents shall be limited to 975 gal/yr.
[Applicant's request, Rule 62-212.300, FAC, Rule 62-212.400, FAC, and Rule 2.401, JEPB]
Primer/Topcoat Application Operations
5. See Appendix PT
Cleaning Operations
6. See Appendix CO

Additional Recordkeeping and Reporting Requirements

7. Records shall be maintained monthly for the following:

Amount of coating applied

VOC content (Ibs/gal) of coatings as applied

Quantity (volume and weight) of surface preparation, clean-up and wash-eipt ¢ahinner usage
VOC content of solvent / thinner

VOC emissions

Hazardous air pollutants (HAP) content of coatings and solvents

HAP emissions

@rpooop

Records shall be maintained for a minimum of five (5) yearsnaaudk available to the Permitting Authority
upon request. This recordkeeping requirement is independent from the esgndikrequirement of Appendix
PT.

[Rule 62-212.300, FAC, Rule 62-212.400, FAC, and Rule 2.301, JEPB]

8. Semi-annual reports (every 6 months) shall be submitted to timgtitey Authority providing the records and
calculations required above. The semi-annual reports shall be subbyttthe 30th day of the following
month after the end of each reporting period (January -June , Jubember). The final report, which is due
by the 30th of January for the reporting period of July - December, alsal include a synopsis of the
preceding year. This reporting requirement is independent from the reporting requicgrAppendix PT.
[Rule 62-212.300, FAC, Rule 62-212.400, FAC, and Rule 2.301, JEPB]
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EU No. 110--Concrete Batch Plant(s)
EU Description: Concrete Batch Plant(s) for the production of concrete
PM Control Device: Baghouse Dust Collectors

Emission Limitations and Standards

1. This EU shall be allowed to operate continuously, i.e., 8,760 hrs/yr.
[Rule 62-62-210.300(1)(b), FAC, and Rule 2.301, JEPB]

2. Chapter 62-296Emissions StandardfRule 62-296.414Concrete Batching Plant§AC, and Rule 2.1101
JEPBshall apply to this emission unit.

3. Emissions from silos, weigh hoppers (batchers), and other enclosagesand conveying equipment shall be
controlled to the extent necessary to limit visible emissions to 5 % opacity.
[Rule 62-296.414(1), FAC, and Rule 2.1101, JEPB]

4. The owner or operator shall take reasonable precautions to controlinedarhissions from hoppers, storage
and conveying equipment, conveyor drop points, truck loading and unloading, roads, paksngtack piles,
and yards. The following shall constitute reasonable precautions:

a. Management of roads, parking areas, stock piles, and yard$, s¥att include one or more of the
following:

Q) Paving and maintenance of roads, parking areas, and yards.

(2) Application of water or environmentally safe dust-suppressant chenvicafs
necessary to control emissions.

3) Removal of particulate matter from roads and other paved areas under cahieaywher or
operator to mitigate reentrainment, and from building or work areas to reduce aphdioelate
matter.

(4) Reduction of stock pile height or installation of wind breaks tiigate wind entrainment of
particulate matter from stock piles.

b. Use of spray bar, chute, or partial enclosure to mitigate emissiongdabphgoint to the truck.
[Rule 62-296.320(4)(c), Rule 62-296.414(2), FAC, and Rule 2.1101, JEPB]

5. PM emissions shall be limited to less than one (1) ton/yr.
[Rule 62-296.700(2)(c), FAC, and Rule 2.1101, JEPB]

Test Methods and Procedures

6. Testing for demonstration of compliance shall be performed indaooe with DEP Reference Method (RM)
9 (as described in Chapter 62-297 FAC) for the visual determinatiopaaity. Initial visible emission testing
shall be conducted within 30 days of beginning operation of a concrete gdatdfs) located at this site.
Testing shall be conducted annually provided a concrete batch plantespguaing the calendar year at the
permitted facility.

7. Test procedures shall meet all applicable requirements of Chapter 62-297ngAl@2.1201, JEPB.
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Visible emissions tests of silo dust collector exhaust pointstshaonducted while loading the silo at a rate
that is representative of the normal silo loading rate. The ramifoading rate shall be 25 tons/hr unless such
rate is unachievable in practice. If emissions from the weigh hdpptcher) operation are also controlled by
the silo dust collector, then the batching operation shall be in opedatiomy the visible emissions test. The
batching rate during the emissions test shall be representhtilke normal batching rate and duration. Each
test report shall state the actual silo loading rate duringsens testing and, if applicable, whether or not
batching occurred during emissions testing.

[Rule 62-296.414(3), FAC, and Rule 2.1101, JEPB]

If emissions from the weigh hopper (batcher) operation are cewtrioyl a dust collector which is separate
from the silo dust collector, visible emissions tests of thiglwkopper (batcher) dust collector exhaust point
shall be conducted while batching at a rate that is representdtike normal batching rate and duration. Each
test report shall state the actual batching rate during emissions testing.

[Rule 62-296.414(3), FAC, and Rule 2.1101, JEPB]

Each dust collector exhaust point shall be tested annually for eos®lwith the visible emission limiting
standard. See S.C. 6 above.
[Rule 62-297.310(7)(a), FAC, and Rule 2.1201, JEPB]

Each dust collector exhaust point shall be tested for a minim@t mfnutes or, if the operation is normally
completed within less than 30 minutes and does not recur within thegtttimmtest shall last for the length of
the loading operation.

[Rule 62-297.310(4)(a), FAC, and Rule 2.1201, JEPB]

Section IV.  Special Conditions for EU Nos. 087 through 090

In order to provide reasonable assurance that applicable PSficaignlievels were not exceeded with the
installation and operation of these boilers, restrictions wereeghlan the quantity of fuel, which may be
combusted by these boilers in a calendar year as follows:

Natural Gas Limit Fuel Oil Limit
(MM Ft%) (10 Gallons)
750 575

These restrictions were required by permit no. 0310215-008-AC.

The permittee shall maintain records of the quantities andofyfaeel combusted at each Boiler Plant on a
monthly basis. Natural gas fuel meters and data totalizersb&haked to monitor and record the amount of
natural gas combusted by each plant on a monthly basis. All natarbbtder plant records shall be recorded
and summarized in a log providing a monthly total of the quantity (Flylof natural gas combusted each
month.

As an alternative to the use of the fuel meters and totslieguired above the permittee may use the readings
from the natural gas supplier, as supplied monthly, to provide dataganonthly log required above. The
readings by the natural gas supplier shall be performed, remmety, about the first of each month in order
to provide accurate and timely data. The readings shall be on each boiler plant.
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Records of the quantity of fuel oil combusted at each boiler plafittghaneasured monthly by determining
fuel oil tank levels at the beginning and end of each month and daiguflae quantity of fuel oil combusted.
All fuel oil boiler plant records shall be recorded and summarizesl Iog providing a monthly total of the
quantity (18 Gallons) of fuel oil combusted each month.

An alternate method of determining the quantity of fuel oil combustedthly may be submitted to the
Permitting Authority and approval by the Permitting Authority shwl obtained in writing prior to being
implemented.

3. Quarterly reports of the quantity and type of fuel combustedcim @athe boilers subject to this permit shall
be submitted to the Permitting Authority These reports are duleebgrid of the month following completion
of each calendar quarter (i.e.: JAN-MAR, APR-JUN, JUL-SEP, and OCT-DEC).

S:\PermitVA\TVOP\Proposed\0310215-040d-AV
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