Attachment A

40 CFR 60 Subpart Il11—Standards of Performance for
Stationary Compression Ignition Internal Combustion Engines
Applicable Conditions



1. Owners and operators of pre-2007 model year non-emergency stationary Cl ICE with a
displacement of less than 10 liters per cylinder must comply with the emission standards in table
1 to this subpart. Owners and operators of pre-2007 model year non-emergency stationary ClI
ICE with a displacement of greater than or equal to 10 liters per cylinder and less than 30 liters
per cylinder must comply with the emission standards in 40 CFR 94.8(a)(1).

2. Owners and operators of 2007 model year and later non-emergency stationary Cl ICE
with a displacement of less than 30 liters per cylinder must comply with the emission standards
for new CI engines in 40 CFR 60.4201 for their 2007 model year and later stationary CI ICE, as
applicable.

3. Owners and operators of pre-2007 model year emergency stationary Cl ICE with a
displacement of less than 10 liters per cylinder that are not fire pump engines must comply with
the emission standards in table 1 to this subpart. Owners and operators of pre-2007 model year
non-emergency stationary Cl ICE with a displacement of greater than or equal to 10 liters per
cylinder and less than 30 liters per cylinder that are not fire pump engines must comply with the
emission standards in 40 CFR 94.8(a)(1).

4. Owners and operators of 2007 model year and later emergency stationary CI ICE with a
displacement of less than 30 liters per cylinder that are not fire pump engines must comply with
the emission standards for new nonroad ClI engines in 40 CFR 60.4202, for all pollutants, for the
same model year and maximum engine power for their 2007 model year and later emergency
stationary CI ICE.

5. Owners and operators of stationary CI ICE must operate and maintain stationary Cl ICE
that achieve the emission standards as required in 40 CFR 60.4204 and 60.4205 according to the
manufacturer's written instructions or procedures developed by the owner or operator that are
approved by the engine manufacturer, over the entire life of the engine.

6. Beginning October 1, 2010, owners and operators of stationary Cl ICE subject to this
subpart with a displacement of less than 30 liters per cylinder that use diesel fuel must use diesel
fuel that meets the requirements of 40 CFR 80.510(b) for nonroad diesel fuel.

7. Owners and operators of pre-2011 model year stationary CI ICE subject to this subpart
may petition the Administrator for approval to use remaining non-compliant fuel that does not
meet the fuel requirements of paragraphs (a) and (b) of this section beyond the dates required for
the purpose of using up existing fuel inventories. If approved, the petition will be valid for a
period of up to 6 months. If additional time is needed, the owner or operator is required to submit
a new petition to the Administrator.

8. Stationary CI ICE that have a national security exemption under 40 CFR 60.4200(d) are
also exempt from the fuel requirements in this section.

9. After December 31, 2014, owners and operators may not install non-emergency
stationary CI ICE with a maximum engine power of greater than or equal to 19 KW (25 HP) and



less than 56 KW (75 HP) that do not meet the applicable requirements for 2013 model year non-
emergency engines.

10.  After December 31, 2013, owners and operators may not install non-emergency
stationary CI ICE with a maximum engine power of greater than or equal to 56 KW (75 HP) and
less than 130 KW (175 HP) that do not meet the applicable requirements for 2012 model year
non-emergency engines.

11.  After December 31, 2012, owners and operators may not install non-emergency
stationary Cl ICE with a maximum engine power of greater than or equal to 130 KW (175 HP),
including those above 560 KW (750 HP), that do not meet the applicable requirements for 2011
model year non-emergency engines.

12.  After December 31, 2016, owners and operators may not install non-emergency
stationary Cl ICE with a maximum engine power of greater than or equal to 560 KW (750 HP)
that do not meet the applicable requirements for 2015 model year non-emergency engines.

13. In addition to the requirements specified in 40 CFR 60.4201, 60.4202, 60.4204, and
60.4205, it is prohibited to import stationary Cl ICE with a displacement of less than 30 liters per
cylinder that do not meet the applicable requirements specified in paragraphs (a) through (f) of
this section after the dates specified in 9) through 12) above.

14. The requirements of 40 CFR 60.4208 do not apply to owners or operators of stationary
CI ICE that have been modified, reconstructed, and do not apply to engines that were removed
from one existing location and reinstalled at a new location.

15. If you are an owner or operator of an emergency stationary CI internal combustion
engine, you must install a non-resettable hour meter prior to startup of the engine.

16. If you are an owner or operator of a stationary CI internal combustion engine equipped
with a diesel particulate filter to comply with the emission standards in 40 CFR 60.4204, the
diesel particulate filter must be installed with a backpressure monitor that notifies the owner or
operator when the high backpressure limit of the engine is approached.

17. If you are an owner or operator and must comply with the emission standards specified in
this subpart, you must operate and maintain the stationary CI internal combustion engine and
control device according to the manufacturer's written instructions or procedures developed by
the owner or operator that are approved by the engine manufacturer. In addition, owners and
operators may only change those settings that are permitted by the manufacturer. You must also
meet the requirements of 40 CFR parts 89, 94 and/or 1068, as they apply to you.

18. If you are an owner or operator of a pre-2007 model year stationary CI internal
combustion engine and must comply with the emission standards specified in 40 CFR 60.4204(a)
or 60.4205(a), or if you are an owner or operator of a CI fire pump engine that is manufactured
prior to the model years in table 3 to this subpart and must comply with the emission standards



specified in 40 CFR 60.4205(c), you must demonstrate compliance according to one of the
methods specified in paragraphs 18)(1) through 18)(5) below.

(1) Purchasing an engine certified according to 40 CFR part 89 or 40 CFR part 94, as
applicable, for the same model year and maximum engine power. The engine must
be installed and configured according to the manufacturer's specifications.

(2) Keeping records of performance test results for each pollutant for a test conducted on
a similar engine. The test must have been conducted using the same methods
specified in this subpart and these methods must have been followed correctly.

(3) Keeping records of engine manufacturer data indicating compliance with the
standards.

(4) Keeping records of control device vendor data indicating compliance with the
standards.

(5) Conducting an initial performance test to demonstrate compliance with the emission
standards according to the requirements specified in 40 CFR 60.4212, as applicable.

19. If you are an owner or operator of a 2007 model year and later stationary CI internal
combustion engine and must comply with the emission standards specified in 40 CFR 60.4204(b)
or 40 CFR 60.4205(b), or if you are an owner or operator of a Cl fire pump engine that is
manufactured during or after the model year that applies to your fire pump engine power rating
in table 3 to this subpart and must comply with the emission standards specified in 40 CFR
60.4205(c), you must comply by purchasing an engine certified to the emission standards in 40
CFR 60.4204(b), or 40 CFR 60.4205(b) or (c), as applicable, for the same model year and
maximum (or in the case of fire pumps, NFPA nameplate) engine power. The engine must be
installed and configured according to the manufacturer's specifications.

20. Emergency stationary ICE may be operated for the purpose of maintenance checks and
readiness testing, provided that the tests are recommended by Federal, State, or local
government, the manufacturer, the vendor, or the insurance company associated with the engine.
Maintenance checks and readiness testing of such units is limited to 100 hours per year. There is
no time limit on the use of emergency stationary ICE in emergency situations. Anyone may
petition the Administrator for approval of additional hours to be used for maintenance checks
and readiness testing, but a petition is not required if the owner or operator maintains records
indicating that Federal, State, or local standards require maintenance and testing of emergency
ICE beyond 100 hours per year. For owners and operators of emergency engines meeting
standards under 40 CFR 60.4205 but not 40 CFR 60.4204, any operation other than emergency
operation, and maintenance and testing as permitted in this section, is prohibited.

21. If the stationary CI internal combustion engine is an emergency stationary internal
combustion engine, the owner or operator is not required to submit an initial notification.
Starting with the model years in table 5 to this subpart, if the emergency engine does not meet



the standards applicable to non-emergency engines in the applicable model year, the owner or
operator must keep records of the operation of the engine in emergency and non-emergency
service that are recorded through the non-resettable hour meter. The owner must record the time
of operation of the engine and the reason the engine was in operation during that time.

22. If the stationary CI internal combustion engine is equipped with a diesel particulate filter,
the owner or operator must keep records of any corrective action taken after the backpressure
monitor has notified the owner or operator that the high backpressure limit of the engine is
approached.

Table 1 to Subpart 1111 of Part 60—Emission Standards for Stationary Pre-2007 Model Year
Engines With a Displacement of <10 Liters per Cylinder and 2007-2010 Model Year Engines >2,237
KW (3,000 HP) and With a Displacement of <10 Liters per Cylinder

[As stated in §860.4201(b), 60.4202(b), 60.4204(a), and 60.4205(a), you must comply with the following
emission standards]

Emission standards for stationary pre-2007 model year engines with a
displacement of <10 liters per cylinder and 2007—-2010 model year engines >2,237
KW (3,000 HP) and with a displacement of <10 liters per cylinder in g/KW-hr
. . (9/HP-hr)
Maximum engine
power NMHC + NOx HC NOx CO PM
KW<8 (HP<11) 10.5(7.8) 8.0 (6.0) 1.0 (0.75)
8<KW<19 9.5(7.1) 6.6 (4.9) 0.80 (0.60)
(11<HP<25)
19<KW<37 9.5(7.1) 55(4.1) 0.80 (0.60)
(25<HP<50)
37<KW<56 9.2 (6.9)
(50<HP<75)
56<KW<75 9.2 (6.9)
(75<HP<100)
75<KW<130 9.2 (6.9)
(100<HP<175)
130<KW<225 1.3(1.0) 9.2 (6.9) 11.4 (8.5) 0.54 (0.40)
(175<HP<300)
225<KW<450 1.3 (1.0) 9.2(6 9) 11.4 (8.5) 0.54 (0.40)
(300<HP<600)
450<KW<560 1.3 (1.0) 9.2 (6.9) 11.4 (8.5) 0.54 (0.40)
(600<HP<750)




KW>560
(HP>750)

1.3 (1.0)

9.2(6.9)  11.4(8.5) 0.54 (0.40)

Table 3 to Subpart 1111 of Part 60—Certification Requirements for Stationary Fire Pump Engines

[As stated in §60.4202(d), you must certify new stationary fire pump engines beginning with the following

model years:]

Starting model year engine manufacturers must certify new stationary fire
Engine power pump engines according to §60.4202(d)

KW<75 (HP<100) 2011
75<KW<130 2010
(100<HP<175)

130<KW<560 2009
(175<HP<750)

KW>560 (HP>750) 2008

Table 5 to Subpart I111 of Part 60—Labeling and Recordkeeping Requirements for New Stationary

Emergency Engines

[You must comply with the labeling requirements in 860.4210(f) and the recordkeeping requirements in
860.4214(b) for new emergency stationary Cl ICE beginning in the following model years:]

Engine power

Starting model year

19<KW<56 (25<HP<75) 2013
56<KW<130 (75<HP<175) 2012
KW=>130 (HP>175) 2011




