Florida Department of KCharie Cris

Ciovernor

Environmental Protection eI KRG

LL. Governos

Central District Office
3319 Maguirc Boulevard, Suite 232 Michael W
Orlando, Florida 32803-3767

Electronically sent — Received Receipt requested
mearlton@smartfuelsllc.com

PERMITTEE
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2405 US Hwy 441/27, Bldg. #6 Permit Expires: February 28, 2011

Fruitland Park, FL 34731 Smart Fuels Florida, LLC
After-the-Fact Minor Source Air

Authorized Representative: Michael Carlton, VP Operations Construction Permit

Biodiesel Production Facility

This is the FINAL After-the-Fact air construction permit, which includes After-the-Fact construction at the biodiesel
production facility; and authorizes additional construction at the site. A boiler, a generator, a process unit with a
150-gallon batch capacity, and 13 storage tanks have been constructed. A 500-gallon boiler blend tank and a second
process unit with a 650-gallon batch capacity will be installed. Work has been conducted and future work will be
conducted at Smart Fuels Florida, LLC (Major Group Standard Industrial Classification Code 28 and Facility
Standard Industrial Classification Code 2869). The facility is located in Lake County at 2405 US Hwy 441/27,
Bldg. #6 in Fruitland Park, Florida. The UTM coordinates are Zone 17, 441,75 km East and 3194.47 km North.

This FINAL permit is organized by the following sections.

Section 1. General Information

Section 2. Administrative Requirements
Section 3. Emissions Unit Specific Conditions
Section 4. Appendices

Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are
defined in Appendix A of Section 4 of this permit. '

This air pollution construction permit is issued under the provisions of Chapter 403 of the Florida Statutes (F.S.) and
Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.). The
permittee is authorized to conduct the proposed work in accordance with the conditions of this permit. This project
is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C. and is not subject to the
preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C. for the Prevention of
Significant Deterioration (PSD) of Air Quality.

Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under Section
120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate
Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel (Mail
Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000) and by filing a copy of the notice
of appeal, accompanied by the applicable filing fees, with the appropriate District Court of Appeal. The notice must
be filed within 30 days after this order is filed with the clerk of the Department.
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SECTION 2. GENERAL INFORMATION

FACILITY AND PROJECT DESCRIPTION
Existing Facility (After-the-Fact Construction)

The facility is Smart Fuels Florida, LLC., a new biodiesel production facility that will produce biodiesel from
waste vegetable oil. The major operations conducted at the facility consist of removing impurities from waste
vegetable oil, producing biodiesel and glycerol in a batch process, and blending pure biodiesel with diesel fuel
to create biodiesel blends based on customer specifications. Each methanol-containing storage tank has a
nitrogen blanket. The first phase of construction includes the installation of storage tanks for waste vegetable
oil, methanol, diesel, biodiesel, glycerol, and intermediate products, and one process unit with a 150-gallon
batch capacity. There are currently thirteen (13) tanks at the facility. Nine (9) of the thirteen (13) tanks have
insignificant emissions. These nine tanks include: 1 x 10,000 gallon waste vegetable oil tank, 4 x 5,000 gallon
waste vegetable oil tanks, 1 x 5,000 gallon centrifuged waste vegetable oil tank, 2 x 10,000 gallon biodiesel
tanks, and 1 x 10,000 gallon diesel fuel tank for biodiesel blending only. The facility also plans to operate a
three million British thermal unit per hour (3 MMBtu/hr) boiler fueled by a blend of glycerol, methanol, and
biodiesel or filtered vegetable oil; and a 250 kW biodiesel-fueled generator. The existing facility consists of the
following emissions units:

Facility ID No. 0694859

ID No. |Emission Unit Description
00! [Boiler
002 [Generator

003 | Storage Tanks (4): 1 x 20,000-gallon methanol tank, 1 x 10,000 gallon glycerol/methanol tank, 2 x 7,000-
gallon methanol / vegetable oil / acid tanks

Proposed Project

This project will add the following emissions units (EU ID Nos. 001, 002, and 003). A 500-gallon boiler blend
tank will be installed and will be classified under Emission Unit 003. It will not have a nitrogen blanket. After
the 500-gallon boiler blend tank is built, there will be fourteen (14) tanks at the facility. Nine (9) of the fourteen
(14) tanks have insignificant emissions. The facility plans to install a second process unit with a 650-gallon
batch capacity within 6-8 months. The maximum project biodiesel production rate for both process units
combined is approximately 7,500 gallons per day, or 2.74 million gallons per year, assuming an operating
schedule of 24 hours per day, 365 days per year. Both 1% and 2" construction phases are covered by this
permit.

Facility 1D No. 0694859

ID No. | Emission Unit Description

001 Boiler

002 |Generator

003 |Storage Tanks (5): 1 x 20,000-gallon methanol tank, 1 x 10,000 gallon glycerol/methanol tank, 2 x 7,000-

gallon methanol / vegetable oil / acid tanks, and a 500-gallon aboveground storage tank to store its boiler
fuel blend. The boiler fuel blend consists of 60 percent glycerol and 20 percent methanol and 20 percent
filtered vegetable oil or biodiesel. The 500-gallon boiler blend tank will not be equipped with nitrogen

blanketing.
Smart Fuels Florida, LLC Expiration Date: February 28, 2011 Air Permit No. 0694859-001-AC
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SECTION 2. GENERAL INFORMATION

FACILITY REGULATORY CLASSIFICATION

o The facility is not a major source of hazardous air pollutants (HAP).

e The facility has no units subject to the acid rain provisions of the Clean Air Act (CAA).

e The facility is not a Title V major source of air pollution in accordance with Chapter 213, F.A.C.
e The facility is not a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C.

e The facility is subject to 40 CFR 60, Subpart A; the recordkeeping requirements of §60.1 l6b in 40 CFR 60,
Subpart Kb; and § 60.486a(i) of 40 CFR 60, Subpart VV-a

Smart Fuels Florida, LLC Expiration Date: February 28, 2011 Air Permit No. 0694859-001-AC
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SECTION 2. ADMINISTRATIVE REQUIREMENTS

1. Permitting Authority: The permitting authority for this project is the Florida Department of Environmental
Protection, Central District Office. The Central District Office’s mailing address is 3319 Maguire Blvd.,
Suite 232, Orlando, Florida 32803-3767. The phone numbers for Permitting Section are 407-893-3335 or
407-893-3334. All documents related to applications for permits to operate an emissions unit shall be
submitted to the Central District Office.

2. Compliance Authority: All documents related to compliance activities such as reports, tests, and
notifications shall be submitted to the Central District Office. The mailing address of the Central District
Office is: 3319 Maguire Blvd., Suite 232, Orlando, Florida 32803-3767. The phone number for
Compliance Section is 407-893-3333.

3. Appendices: The following Appendices are attached as part of this permit:

a. Appendix A. Citation Formats and Glossary of Common Terms;
b. Appendix B. General Conditions;

c. Appendix C. Common Conditions; and

d. Appendix D. Common Testing Requirements.

Appendix E. 40 CFR 60, Subpart A — General Provisions

g. Appendix F. 40 CFR 60, Subpart Kb — Standards of Performance for Volatile Organic Liquid Storage
Vessels

h. Appendix G. 40 CFR Part 60, Subpart VV-a — Standards of Performance for Equipment Leaks of VOC
in the Synthetic Organic Chemicals Manufacturing Industry Volatile Organic Liquid
Storage Vessels

i. Appendix H. 40 CFR Part 80, Subpart A — General Provisions

j- Appendix I. 40 CFR Part 80, Subpart [ — Motor Vehicle, Nonroad, Locomotive, and Marine Diesel
Fuel

4. Applicable Regulations, Forms and Application Procedures: Unless otherwise specified in this permit, the
construction and operation of the subject emissions units shall be in accordance with the capacities and
specifications stated in the application. The facility is subject to all applicable provisions of: Chapter 403,
F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C. Issuance of this
permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting
or regulations.

5. New or Additional Conditions: For good cause shown and after notice and an administrative hearing, if
requested, the Department may require the permittee to conform to new or additional conditions. The
Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and
on application of the permittee, the Department may grant additional time. [Rule 62-4.080, F.A.C.]

6. Modifications: The permittee shall notify the Compliance Authority upon commencement of construction.
No new emissions unit shall be constructed and no existing emissions unit shall be modified without
obtaining an air construction permit from the Department. Such permit shall be obtained prior to beginning
construction or modification. [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]

7. Source Obligation:

(a) At such time that a particular source or modification becomes a major stationary source or major
modification (as these terms were defined at the time the source obtained the enforceable limitation)
solely by virtue of a relaxation in any enforceable limitation which was established after August 7,
1980, on the capacity of the source or modification otherwise to emit a pollutant, such as a restriction

Smart Fuels Florida, LLC Expiration Date: February 28, 2011 Air Permit No. 0694859-001-AC
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SECTION 2. ADMINISTRATIVE REQUIREMENTS

on hours of operation, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall
apply to the source or modification as though construction had not yet commenced on the source or
modification.

(b) At such time that a particular source or modification becomes a major stationary source or major
modification (as these terms were defined at the time the source obtained the enforceable limitation)
solely by exceeding its projected actual emissions, then the requirements of subsections 62-212.400(4)
through (12), F.A.C., shall apply to the source or modification as though construction had not yet
commenced on the source or modification. [Rule 62-212.400(12), F.A.C.]

8. Permit Application: The construction/modification shall reasonably conform to the plans and schedule
submitted in the application. If the permittee is unable to complete construction on schedule, he must notify
the Department in writing at least 90 days prior to the expiration of the construction permit and submit an
application for an extension of the construction permit.

An operating permit is required for this source. To obtain an operating permit, the permittee must
demonstrate compliance with the conditions of the construction permit and submit the application fee, along
with compliance test results, and an Application for Air Permit (4 copies) to the Department's Central
Florida District office [Rule 62-4.220, F.A.C.]. The application shall be submitted no later than
December 30, 2010.
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SECTION 3. EMISSION UNIT SPECIFIC CONDITIONS

A. Biodiesel Production

This section of the permit addresses the following emissions units.

ID No. | Emission Unit Description

001 Boiler

002 |Generator

003 |Storage Tanks (5): 1 x 20,000-gallon methanol tank, 1 x 10,000 gallon glycerol/methanol tank, 2 x 7,000-
gallon methanol / vegetable oil / acid tanks, and a 500-gallon aboveground storage tank to store its boiler
fuel blend. The boiler fuel blend consists of 60 percent glycerol and 20 percent methanol and 20 percent
filtered vegetable oil or biodiesel. The 500-gallon boiler blend tank will not be equipped with nitrogen
blanketing. Storage Tanks

EQUIPMENT

1.

Equipment Name: The permittee has constructed 13 tanks, a boiler, a generator, one process unit with a
150-gallon batch capacity, and related equipment such as piping, heat exchangers, etc. The permittee is
authorized to construct/install a 500-gallon aboveground storage tank to store its boiler fuel blend and a
second process unit. The second process unit has a 650-gallon batch capacity. The permittee is authorized
to construct/install related equipment such as piping, heat exchangers, etc. After construction is complete,
there will be 14 storage tanks, 5 of the 14 are classified under Emission Unit No. 3. The emissions from the
other 9 storage tanks are considered insignificant. The facility also plans to operate a three million British
thermal unit per hour (3 MMBtu/hr) boiler fueled by a blend of glycerol, methanol, and biodiesel or filtered
vegetable oil; and a 250 kW biodiesel-fueled generator. [Application No. 0694859-001-AC]

PERFORMANCE RESTRICTIONS

2.

Permitted Capacity: The permitted capacity for the facility is 2.74 million gallons of biodiesel fuel.
[Application No. 0694859-001-AC and 62-210.200(PTE), F.A.C.]

Authorized Fuel: The permittee is authorized to combust a fuel blend consisting of 60 percent glycerol, 20
percent methanol, and 20 percent filtered vegetable oil or biodiesel for the boiler. The permittee is
authorized to combust biodiesel (B100) for the generator. [Application No. 0694859-001-AC and 62-
210.200(PTE), F.A.C.]

Restricted Operation: The hours of operation of are not limited (8760 hours per year). [Rules 62-4.070(3)
and 62-210.200(PTE), F.A.C.]

Restricted Operation: The nitrogen blanket shall be maintained in each methanol-containing storage tank
unless the tank vapor pressure has increased beyond the relief valve set point. [Rules 62-4.070(3) and 62-
210.200(PTE), F.A.C.]

PRECAUTIONS AND PROCEDURES TO MINIMIZE EMISSIONS

6.

Unconfined particulate matter: All reasonable precautions shall be taken to prevent emissions of unconfined
particulate matter. Reasonable precautions shall include, but not be limited to, the following [Rule 62-
296.320(4)(c), F.A.C.]:

a) Application of water, when necessary, to control emissions.
b) Removal of particulate matter from roads and other paved areas under control of the owner or operator
to prevent re-entrainment, and from buildings or work areas to prevent particulate.

Smart Fuels Florida, LLC Expiration Date: February 28, 2011 Air Permit No. 0694859-001-AC
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SECTION 3. EMISSION UNIT SPECIFIC CONDITIONS

A. Biodiesel Production

7. Volatile Organic Compound: No person shall store, pump, handle, process, load, unload or use in any
process or installation, volatile organic compounds (VOCs) or organic solvents without applying known
and existing vapor emission control devices or systems deemed necessary and ordered by the Department
[Rule 62-296.320(1)(a), F.A.C.] To comply, procedures to minimize pollutant emissions should include,
but not be limited to the following:

a) tightly cover or close all VOC containers when they are not in use,

b) tightly cover, where possible, all open troughs, basins, baths, tanks, etc. when they are not in use,

¢) maintain all piping, valves, fittings, etc. in good operating condition,

d) prevent excessive air turbulence across exposed VOCs,

e) immediately confine and clean up VOC spills and make sure certain wastes are placed in closed
containers for reuse, recycling or proper disposal [Rule 62-296.320(1)(a), F.A.C.]

EMISSIONS LIMITS AND STANDARDS

8. Emissions Standards: Visible emissions are limited to less than 20 percent opacity. See Condition No. 8 of
Appendix C. [Application No. 0090078-005-AC and Rule 62-296.320(4)(b)1, F.A.C.]

9. Emissions Limits: The maximum facility-wide nitrogen oxides (NOx) emission rate shall not exceed 75.0 tons
per consecutive twelve months, volatile organic compound (VOC) emission rate shall not exceed 10.0 tons
per consecutive twelve months, carbon monoxide (CO) emission rate shall not exceed 10.0 tons per
consecutive twelve months, total HAP emissions are limited to less than 25.0 tons per consecutive twelve
months, and each HAP emission is limited to less than 10.0 tons per consecutive twelve months. [Rule
62-210.200, (Potential to Emit), F.A.C.]

10. Performance Standards: The facility is not subject to 40 CFR 60, Subpart Dc-Standards of Performance for
Small Industrial-Commercial-Institutional Steam Generating Units; 40 CFR 60, Subpart 11l — Standards of
Performance for Stationary Compression Ignition Combustion Engines; 40 CFR 60, Subpart NNN —
Standards of Performance for Volatile Organic Compounds (VOC) Emissions From Synthetic Organic
Chemical Manufacturing Industry (SOCMI) Distillation Operations; 40 CFR 60, Subpart RRR — Standards of
Performance for Volatile Organic Compounds (VOC) Emissions From Synthetic Organic Chemical
Manufacturing Industry (SOCMI) Reactor Processes.

I'1. Performance Standards: The facility is subject to the recordkeeping requirements of §60.116b in 40 CFR 60,
Subpart Kb — Standards of Performance for Volatile Organic Liquid Storage Vessels. The facility is required
to maintain a record of the methanol tank dimensions, contents, capacity, period of storage, and the maximum
true vapor pressure. [40 CFR 60, Subpart Kb — Standards of Performance for Volatile Organic Liquid
Storage Vessels]

12. Performance Standards: The facility is subject to §60.486a(i) in 40 CFR 60, Subpart VV-a — Standards of
Performance for Equipment Leaks of VOC in the Synthetic Organic Chemicals Manufacturing Industry.
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SECTION 3. EMISSION UNIT SPECIFIC CONDITIONS

A. Biodiesel Production

TESTING REQUIREMENTS

13.

14.

15.

17.

Initial Compliance Test: Prior to August 30, 2010, the generator shall be tested using EPA Method 20 to
determine compliance with the NOx emissions limit specified in specific condition number 9. A visible
emissions test to determine compliance with the opacity limit specified in Specific Condition No. 8 and
Condition No. 8 of Appendix C. shall be conducted for the generator concurrently with each NOy emissions
test. The test method for the visible emissions test shall be EPA Method 9. The testing for NOy emissions
and visible emissions shall consist of 3 runs, each of 30 minutes duration.

[Rule 62-4.070(3), F.A.C.]

Initial Compliance Test: Prior to August 30, 2010, the boiler shall be tested using EPA Method 9 to
determine compliance with the opacity limit specified in Specific Condition No. 8 and Condition No. 8 of
Appendix C. The visible emission testing for the boiler shall consist of one run of 30 minutes duration.
[Rule 62-4.070(3), F.A.C.]

Test Requirements (Calculation of Emission Rate): The indicated emission rate or concentration shall be
the arithmetic average of the emission rate or concentration determined by each of the separate test runs
unless otherwise specified in a particular test method or applicable rule. [Rule 62-297.310(3), F.A.C.]

. Test Requirements: The permittee shall notify the Compliance Authority in writing at least 15 days prior to

any required tests. Tests shall be conducted in accordance with the applicable requirements specified in
Appendix D (Common Testing Requirements) of this permit. [Rule 62-297.310(7)(a)9, F.A.C.]

Test Requirements: There is no test requirement for the storage tanks unless the Department, after
investigation, has good reason to believe that any applicable emission standard contained in a Department
rule or in a permit issued pursuant to those rules is being violated. [Rules 62-4.070(3) and 62-297.310(7),
F.A.C]

. Test Methods: Required tests shall be performed in accordance with the following reference methods.

Method | Description of Method and Comments

EPA 9 | Visual Determination of the Opacity of Emissions from Stationary Sources

EPA 20 | Determination of Nitrogen Oxides, Sulfur Dioxide and Diluent Emissions from Stationary Sources.

The above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-
204.800, F.A.C. No other methods may be used unless prior written approval is received from the
Department. [Rules 62-204.800 and 62-297.100, F.A.C.; and Appendix A of 40 CFR 60]

MONITORING REQUIREMENTS

19.

The biodiesel fuel that will be combusted in the generator shall be sampled and tested; and shall meet the
requirements of ASTM 6751 for B100 biodiesel. Additionally, the sulfur content of the biodiesel for the
generator shall not exceed 500 ppm prior to June 1, 2010; and on June 1, 2010 and afterwards, the sulfur
content shall not exceed 15 ppm. The sulfur content shall be determined using ASTM D5453 or one of the
ASTM methods listed in Specific Condition No. 21.
[Rule 62-4.070(3), F.A.C. and 40 CFR 80, Subpart ]]
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SECTION 3. EMISSION UNIT SPECIFIC CONDITIONS

A. Biodiesel Production

20. The biodiesel fuel that may be used as part (20 percent) of the fuel blend for combustion in the boiler

21.

(applicant may use filtered vegetable oil as an alternative to biodiesel in the fuel blend) shall be sampled
and tested; and shall meet the requirements of ASTM 6751 for B100 biodiesel fuel. Additionally, the sulfur
content of the biodiesel fuel that may be used as part (20 percent) of the fuel blend for the boiler shall not
exceed 500 ppm prior to June 1, 2010; and on June 1, 2010 and afterwards, the sulfur content of the
biodiesel fuel shall not exceed 15 ppm. The sulfur content shall be determined using ASTM D5453-09 or
one of the ASTM methods listed in Specific Condition No. 21.

[Rule 62-4.070(3), F.A.C. and 40 CFR 80, Subpart I]

The permittee shall maintain records to demonstrate that the sulfur content, by weight, of each shipment of
diesel fuel is no more than 500 ppm prior to June 1, 2010; and on June 1, 2010 and afterwards, the diesel
fuel is no more than 15 ppm; and that the sulfur content was determined using ASTM methods ASTM
D4057-88 and one of ASTM D2622-94, ASTM D4294-98, ASTM D1552-95 or ASTM D129-91 or more
recent editions adopted and incorporated by reference in Rule 62-297.440(1), F.A.C. Alternately, after
written notification to and approval by the Department, the permittee may use other DEP Air Program-
approved methods, i.e. alternate sampling procedures, for sulfur in petroleum products including ASTM
D7039-07 or latest editions of previously approved methods. The facility may comply with this requirement
by retaining a signed certification statement from the fuel supplier for each fuel shipment that, based on
representative testing using the methods specified above, the sulfur content of the fuel delivered complies
with the sulfur limit of 15 ppm and the fuel meets the diesel fuel specifications and requirements of 40 CFR
80.510(b) for non road diesel fuel. The certification shall include the name, address, and telephone number
of the fuel supplier and the items listed in general condition 14(c) in Appendix B.

[Rule 62-4.070, F.A.C. and 40 CFR 80, Subpart []

RECORDS AND REPORTS

22. In order to demonstrate compliance with specific conditions no. 2 and no. 9, and pursuant to Rule 62-

4.070(3), F.A.C., the permittee shall maintain a monthly log at the facility for a period of at least five years
from the date the data is recorded. The log, at a minimum, shall contain the following:

Monthly

a) Designation of the month and year of operation for which the records are being tabulated;

b) Consecutive 12-month total of biodiesel (gallons) produced by the facility;

¢) One month total of biodiesel (gallons) produced by the facility;

d) Consecutive 12-month total of NOx emissions, VOC emissions, CO emissions, total HAPs
emissions, and each HAP emissions;

e) One month total of NOx emissions, VOC emissions, CO emissions, total HAPs emissions, and
each HAP emissions; and

f) Consecutive 12-month total of biodiesel burned in the generator (gallons)

g) One month total of biodiesel burned in the generator (gallons)

h) Records of the monitoring results listed in specific conditions no. 18 and no. 19.
[Rule 62-4.070(3), F.A.C.]

Note: A consecutive 12-month total is equal to the total for the month in question plus the totals for the
eleven months previous to the month in question. A consecutive 12-month total treats each month of the
year as the end of a 12-month period. A 12-month total is not a year-to-date total. Facilities that have not
been operating for 12 months should retain 12-month totals using whatever number of months of data is
available until such a time as a consecutive 12-month total can be maintained each month. The monthly
logs shall be completed by the end of the following month. {Rule 62-4.070(3), F.A.C.]
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SECTION 3. EMISSION UNIT SPECIFIC CONDITIONS

23.

24.

25.

26.

A. Biodiesel Production

Supporting documentation (chemical usage tracking logs, MSDS sheets, purchase orders, EPA "As
Supplied” data sheets, EPA Method 24, etc.) shall be kept for each chemical and associated products which
includes sufficient information to determine usage rates and emissions. These records shall be made
available to the Department upon request. Documentation of each chemical reclaimed will use a mass
balance method to determine usage/emissions (amount used minus amount collected for disposal or
recycle). The log and documents shall be kept at the facility for at least five years and made available to
the Department. The monthly logs shall be completed by the end of the following month.

[Rule 62-4.070(3), F.A.C.]

Logs must document the method, calculations, and formulas used in determining the usage rate and the
emission rate. This includes, but is not limited to, the product name, density, individual and total HAP
contents, and individual and total VOC content. All calculations, including those used to derive emission
credits for mass balance, must be clearly documented, and may be presented in the form of a template of
sample calculations, which is filed with the logs required in this specific condition and available for review
on site by regulatory inspectors.

[Rule 62-4.070(3), F.A.C.]

Test Reports: The permittee shall prepare and submit reports for all required tests in accordance with the
requirements specified in Appendix D (Common Testing Requirements) of this permit. For each test run,
the report shall also indicate the information listed in Rules 62-297.310(8)(c) 12., 18., and 19, F.A.C. [Rule
62-297.310(8), F.A.C.]

Annual Operating Report: An Annual Operating Report is required to be completed and submitted for this
facility as specified in Appendix C (Common Conditions) of this permit. This facility is classified as a
true minor facility. [Rule 62-210.370(3), F.A.C.]

BEST MANAGEMENT PRACTICES PLAN (BMPP)

27.

Best Management Practices Plan: No later than March 31, 2010, Smart Fuels Florida shall provide to the
Compliance Authority a copy of the most recent version of the facility’s Best Management Practices Plan
that addresses Fire; Fire Prevention; Fire Procedures; and Safety Procedures for Chemicals including
Acids. [Rule 62-4.070(3), F.A.C.]
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