
 

*** DRAFT PERMIT *** 

 

Sent by Electronic Mail – Received Receipt Requested 

graham@vieselfuel.com  

 

PERMITTEE 

Viesel Fuel LLC 

3041 SE Dominica Terrace 

Stuart, Florida 34997 

 

Authorized Representative: 

Mr. Graham Towerton, Process Engineer 

Air Permit No. 0850156-001-AC & -002-AO 

Permit Expires:  5 years from clerking date 

 

Viesel Stuart 

Minor Source Initial Concurrent Air Construction 

& Operation Permit 

 

This is the final air construction permit, which authorizes the existing Viesel Stuart Biodiesel production plant 

to increase its production from 2 million gallons per year to 15.8 million gallons per year.  The proposed work 

will be conducted at the Viesel Stuart plant, which is a Biodiesel Production Facility (Standard Industrial 

Classification No. 2869).  The facility is located in Martin County at 3041 SE Dominica Terrace in Stuart, 

Florida.  The UTM coordinates are Zone 17, 577.94 km East, and 3003.47 km North.  As noted in the Final 

Determination provided with this final permit, only minor changes and clarifications were made to the draft 

permit. 

This final permit is organized by the following sections. 

Section 1.  General Information 

Section 2.  Administrative Requirements 

Section 3.  Emissions Unit Specific Conditions 

Section 4.  Appendices 

Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which 

are defined in Appendix A of Section 4 of this permit. 

This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes 

(F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code 

(F.A.C.).  The permittee is authorized to conduct the proposed work in accordance with the conditions of this 

permit.  This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C. 

and is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400, 

F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality. 

Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under 

Section 120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of 

Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General 

Counsel (Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000) and by filing a 

copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of 

Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department. 
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Executed in West Palm Beach, Florida 

 

               DRAFT 

____________________________ ____________ 

Jennifer K. Smith Date       

Southeast District Assistant Director 

 

 

 

JKS/dmp/lch/sdt 

 

 

 

CERTIFICATE OF SERVICE 

The undersigned duly designated deputy agency clerk hereby certifies that this Final Air Permit package 

(including the Final Determination and Final Permit) was sent by electronic mail (or a link to these documents 

made available electronically on a publicly accessible server) with received receipt requested before the close 

of business on __________________ to the persons listed below. 

Mr. Graham Towerton, Viesel Fuel LLC (graham@vieselfuel.com) 

Mr. Stuart Lamb, Viesel Fuel LLC (stulamb@vieselfuel.com) 

Ms. Michelle Nyberg, Viesel Fuel LLC (mnyberg@vieselfuel.com) 

Mr. William Mathers, PE, Mathers Engineering Corp. (mathersengineers@bellsouth.net) 

Clerk Stamp 

FILING AND ACKNOWLEDGMENT FILED, on this date, 

pursuant to Section 120.52(7), Florida Statutes, with the 

designated agency clerk, receipt of which is hereby 

acknowledged. 

 

 

________________________________ ______________ 
(Clerk) (Date) 
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FACILITY AND PROJECT DESCRIPTION 

Existing Facility 

The existing facility consists of the following emissions units. 

Facility ID No. 0850156 

ID No. Emission Unit Description 

 Boiler #1 2.5 mmBtu/hr propane fired boiler 

 Boiler #2 2.5 mmBtu/hr propane fired boiler 

 Dry Methanol Storage Tank – 15,000 gallons 

 Wet Methanol Storage Tank – 5,000 gallons 

 Fugitive VOC Emissions for the Site  

 Vacuum Vent 

Facility currently producing under 2 million gallons per year without permit. 

 

Proposed Project 

Provide a brief description of the proposed project being permitted.  This project will add or modify the 

following emissions units. 

Facility ID No. 0850156 

ID No. Emission Unit Description 

001 Boiler #1 2.5 mmBtu/hr used vegetable oil fired boiler 

002 Boiler #2 2.5 mmBtu/hr used vegetable oil fired boiler 

003 Dry Methanol Storage Tank – 15,000 gallons 

004 Wet Methanol Storage Tank – 5,000 gallons 

005 Fugitive VOC Emissions for the Site 

006 Vacuum Vent 

FACILITY REGULATORY CLASSIFICATION 

 The facility is a synthetic minor source of hazardous air pollutants (HAP). 

 The facility has no units subject to the acid rain provisions of the Clean Air Act (CAA). 

 The facility is not a Title V major source of air pollution in accordance with Chapter 213, F.A.C. 

 The facility is not a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C. 
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ADMINISTRATIVE REQUIREMENTS 

1. Permitting Authority:  The permitting authority for this project is the Florida Department of Environmental 

Protection, Southeast District Office (Department).  The Southeast District Office mailing address is 400 

North Congress Avenue, 3
rd

 Floor, West Palm Beach, Florida 33401.  All documents related to applications 

for permits to operate an emissions unit shall be submitted to the Southeast District Office. 

2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and 

notifications shall be submitted to the District Office.  The mailing address and phone number of the 

District Office is:  400 North Congress Avenue, 3
rd

 Floor, West Palm Beach, Florida 33401; Phone 

Number:  561-681-6600. The email address for the Southeast District Air Program is 

sed.air@dep.state.fl.us. 

3. Appendices:  The following Appendices are attached as part of this permit: 

a. Appendix A.  Citation Formats and Glossary of Common Terms; 

b. Appendix B.  General Conditions; 

c. Appendix C.  Common Conditions; and 

d. Appendix D.  Common Testing Requirements. (if applicable) 

e. Appendix JJJJJJ.  NESHAP Subpart JJJJJJ: for Area Source Industrial, Commercial, and Institutional 

Boilers 

f. Appendix VVa.  Standards of Performance for Equipment Leaks of VOC in the Synthetic Organic 

Chemicals Manufacturing Industry for Which Construction, Reconstruction, or Modification 

Commenced After November 7, 2006 

4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the 

construction and operation of the subject emissions units shall be in accordance with the capacities and 

specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, 

F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C.  Issuance of this 

permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting 

or regulations. 

5. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if 

requested, the Department may require the permittee to conform to new or additional conditions.  The 

Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and 

on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.] 

6. Modifications:  The permittee shall notify the Compliance Authority upon commencement of construction.  

No new emissions unit shall be constructed and no existing emissions unit shall be modified without 

obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning 

construction or modification.  [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.] 

7. Source Obligation: 

(a) At such time that a particular source or modification becomes a major stationary source or major 

modification (as these terms were defined at the time the source obtained the enforceable limitation) 

solely by virtue of a relaxation in any enforceable limitation which was established after August 7, 

1980, on the capacity of the source or modification otherwise to emit a pollutant, such as a restriction 

on hours of operation, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall 

apply to the source or modification as though construction had not yet commenced on the source or 

modification. 
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(b) At such time that a particular source or modification becomes a major stationary source or major 

modification (as these terms were defined at the time the source obtained the enforceable limitation) 

solely by exceeding its projected actual emissions, then the requirements of subsections 62-212.400(4) 

through (12), F.A.C., shall apply to the source or modification as though construction had not yet 

commenced on the source or modification. 

[Rule 62-212.400(12), F.A.C.] 

8. Renewal of This Permit Required:  An application for renewal of this operation permit must be submitted to 

the Department of Environmental Protection, Southeast District Office, Air Program at least 60 days prior 

to the expiration date of this permit. To apply for an operation permit, the applicant shall submit the 

appropriate application form, the appropriate application fee, all required compliance test results, and such 

additional information as the Department may by law require. 

[Rule 62-4.090, F.A.C.] 

 

{Permit note: Public notice may be required again at the time of renewal or revision of this permit if the 

facility or permit is materially changed from that described by this permit.} 

[Rule 62-210.350(4)(a), F.A.C.] 

 

FACILITY-WIDE SPECIFIC CONDITIONS 

 

FW.1. Hours of Operation:  The hours of operation of are not limited (8760 hours per year).   

[Rules 62-4.070(3)] 

FW.2. Biodiesel Production:  The total production of biodiesel fuel shall not exceed 15.8 million gallons in 

any consecutive 12-month period. 

[Rule 62-4.070(3), F.A.C., requested by permittee to escape Title V Regulation] 

FW.3. Methanol Emissions:  Total emissions of the individual HAP methanol shall not exceed 9.93 tons in 

any consecutive 12-month period.  Compliance with Facility-Wide condition 2 should prevent the 

facility from exceeding the methanol emission cap. 

[Rule 62-4.070(3), F.A.C., requested by permittee to escape Title V Regulation] 

{Permitting note: A consecutive 12-months total is equal to the total for the month in question plus the 

totals for the eleven months previous to the month in question. A consecutive 12-months total treats each 

month of the year as the end of a 12-months period. A 12-months total is not a year-to-date total.  Facilities 

that have not been operating for 12 months should retain 12 month totals using whatever number of months 

of data are available until such a time as a consecutive 12-months total can be maintained each month.} 

FW.4. Objectionable Odor Prohibited:  No person shall cause, suffer, allow or permit the discharge of 

air pollutants which cause or contribute to an objectionable odor. 

[Rule 62-296.320(2), F.A.C.] 

{Permitting note: Objectionable odor is defined in Rule 62-210.200(181), F.A.C., as any odor present in 

the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or 

injurious to human health or welfare, which unreasonably interferes with the comfortable use and 

enjoyment of life or property, or which creates a nuisance}. 

FW.5. Special Compliance Tests: When the Department, after investigation, has good reason (such as 

complaints, increased visible emissions or questionable maintenance of control equipment) to believe 

that any applicable emission standard in Rules 62-204 through 62-297 or in a permit issued pursuant to 

those rules is being violated, it shall require the owner or operator of the emissions unit to conduct 
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compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit 

and to provide a report on the results of said tests to the Department. 

[Rule 62-297.310(7)(b), F.A.C.] 

FW.6. Annual Operating Report.  On or before April 1st of each calendar year, a completed DEP Form 62-

210.900(5), Annual Operating Report (AOR) Form for Air Pollutant Emitting Facility shall be 

submitted to the Department of Environmental Protection Southeast District Office, if the report is 

submitted using the Department’s electronic annual operating report software, there is no requirement 

to submit a hard copy to the district office. 

[Rule 62-210.370(3)(a)2. and 62-210.370(3)(c) FAC] 
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This section of the permit addresses the following emissions units. 

ID No. Emission Unit Description 

001 Boiler #1 2.5 mmBtu/hr used vegetable oil fired boiler 

002 Boiler #2 2.5 mmBtu/hr used vegetable oil fired boiler 

{Permitting Note:  The permitting exemptions for small boilers listed in 62-210.300(3)(a), F.A.C. could be not be 

applied to these emission units because a fuel other than propane, natural gas LP Gas is being fired.  The units are 

subject to the requirements 40 CFR 63 Subpart JJJJJJ because the boilers burn liquid fuel, including vegetable oil.}  

EQUIPMENT 

A.1. EU001 (Boiler #1) and EU002 (Boiler #2):  The permittee is authorized to install two, 2.5 mmBtu/hr 

boilers which will burn used vegetable oil as fuel.  [Application No. 0850156-001-AC] 

PERFORMANCE RESTRICTIONS 

A.2. Permitted Capacity:  2.5 mmBtu/hr each  [Rule 62-4.070(3) FAC] 

A.3. Authorized Fuel:  Used vegetable oil [Application No. 0850156-001-AC and Rule 62-4.070(3) F.A.C.] 

A.4. Unrestricted Operation:  The hours of operation of are not limited (8760 hours per year).  [Rule 62-

210.200(PTE), F.A.C.] 

EMISSIONS STANDARDS 

A.5. Emissions Standards: 

a. Particulate Matter (PM):  Particulate emissions from the boilers exhaust shall not exceed 0.05 lbs per 

hour.  [Application No. 0850156-001-AC and Rule 62-4.070(3) FAC]. 

b. Carbon Monoxide (CO):  Carbon Monoxide emissions from the boilers exhaust shall not exceed 0.046 

lbs per hour.  [Application No. 0850156-001-AC and Rule 62-4.070(3) FAC]. 

c. Nitrogen Oxide (NOx):  Nitrogen Oxide emissions from the boilers exhaust shall not exceed 0.169 lbs 

per hour.  [Application No. 0850156-001-AC and Rule 62-4.070(3) FAC]. 

A.6. Visible Emissions: Visible emissions (VE) shall not be equal to or greater than 20 percent opacity. 

[Rule 62-210.300(3)(c)2.f. F.A.C.] 

TESTING REQUIREMENTS 

A.7. Initial Compliance Tests:  The emissions unit shall be tested to demonstrate initial compliance with the 

emissions standards for Particulate, Carbon Monoxide and Nitrogen Oxide emissions.  The initial tests 

shall be conducted within 60 days after achieving permitted capacity, but not later than 180 days after 

issuance of final permit.  [Rules 62-4.070(3) and 62-297.310(7)(a)1, F.A.C.] 

A.8. The testing of emissions units shall be conducted with the emissions unit operating at 90 to 100 percent 

of the maximum operation rate allowed by the permit. [Rule 62-297.310(2) F.A.C.] 

A.9. Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days 

prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements 

specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(7)(a)9, 

F.A.C.] 

A.10. Test Methods:  Required tests shall be performed in accordance with the following reference methods. 
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Method Description of Method and Comments 

1-4 Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content 

5 Determination of Particulate Matter Emissions from Stationary Sources 

7E Determination of Nitrogen Oxide Emissions from Stationary Sources 

9 Visual Determination of the Opacity of Emissions from Stationary Sources 

10 Determination of Carbon Monoxide Emissions from Stationary Sources (The method shall be based on a 

continuous sampling train.) 

The above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-

204.800, F.A.C.  No other methods may be used unless prior written approval is received from the 

Department.  [Rules 62-204.800 and 62-297.100, F.A.C.; and Appendix A of 40 CFR 60] 

MAINTENANCE REQUIREMENTS 

A.11. Tune-Up:  The permittee shall conduct an initial boiler tune-up within 90 days of permit issuance as 

specified in paragraphs (a) through (g) of this section and a tune-up every 5 years thereafter.   

a. As applicable, inspect the burner, and clean or replace any components of the burner as necessary (you 

may delay the burner inspection until the next scheduled unit shutdown, not to exceed 36 months from 

the previous inspection). Units that produce electricity for sale may delay the burner inspection until the 

first outage, not to exceed 36 months from the previous inspection. 

b. Inspect the flame pattern, as applicable, and adjust the burner as necessary to optimize the flame 

pattern. The adjustment should be consistent with the manufacturer's specifications, if available. 

c. Inspect the system controlling the air-to-fuel ratio, as applicable, and ensure that it is correctly 

calibrated and functioning properly (you may delay the inspection until the next scheduled unit 

shutdown, not to exceed 36 months from the previous inspection). Units that produce electricity for sale 

may delay the inspection until the first outage, not to exceed 36 months from the previous inspection. 

d. Optimize total emissions of CO. This optimization should be consistent with the manufacturer's 

specifications, if available, and with any nitrogen oxide requirement to which the unit is subject. 

e. Measure the concentrations in the effluent stream of CO in parts per million, by volume, and oxygen in 

volume percent, before and after the adjustments are made (measurements may be either on a dry or wet 

basis, as long as it is the same basis before and after the adjustments are made). Measurements may be 

taken using a portable CO analyzer. 

f. Maintain on-site and submit, if requested by the Administrator, a report containing the information in 

paragraphs (b)(6)(i) through (iii) of this section. 

i. The concentrations of CO in the effluent stream in parts per million, by volume, and oxygen in 

volume percent, measured at high fire or typical operating load, before and after the tune-up of 

the boiler. 

ii. A description of any corrective actions taken as a part of the tune-up of the boiler. 

iii. The type and amount of fuel used over the 12 months prior to the tune-up of the boiler, but only 

if the unit was physically and legally capable of using more than one type of fuel during that 

period. Units sharing a fuel meter may estimate the fuel use by each unit. 

g. If the unit is not operating on the required date for a tune-up, the tune-up must be conducted within 30 

days of startup. 
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[40 CFR 63 Subpart JJJJJJ, 40 CFR 63.11214] 

RECORDS AND REPORTS 

A.12. Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with 

the requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-

297.310(8), F.A.C.] 

A.13. Maintenance Data:  The permittee shall submit notification of the completion of required boiler tune-

ups within 30 days of completion.  [Rule 62-4.070(3), F.A.C., 40 CFR 63 Subpart JJJJJJ] 

A.14. Annual Operating Reports:  Total emissions from these emissions units shall be included in the annual 

operating report per Condition FW.6. [Rule 62-210.370(3)(a)2., F.A.C.] 
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This section of the permit addresses the following emissions units. 

ID No. Emission Unit Description 

003 Dry Methanol Storage Tank – 15,000 gallons 

004 Wet Methanol Storage Tank – 5,000 gallons 

Note:  Emission Units EU003 and EU004 are exempt from 40 CFR 60 Subpart Kb as both have less than a 

19,813 gallon capacity.   

EQUIPMENT 

B.1. EU003 Dry Methanol Storage Tank:  The permittee is authorized to install a 15,000 gallon storage tank 

for dry (anhydrous) methanol.  [Application No. 0850156-001-AC] 

B.2. EU004 Wet Methanol Storage Tank:  The permittee is authorized to install a 5,000 gallon storage tank 

for the Wet Methanol recovered from the process.  [Application No. 0850156-001-AC] 

PERFORMANCE RESTRICTIONS 

B.3. Unrestricted Operation:  The hours of operation of are not limited (8760 hours per year). 

[Rule 62-210.200(PTE), F.A.C.] 

RECORDS AND REPORTS 

B.4. Annual Operating Reports:  Total emissions from these emissions units shall be included in the annual 

operating report per Condition FW.6. [Rule 62-210.370(3)(a)2., F.A.C.].
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This section of the permit addresses the following emissions unit. 

 

ID No. Emission Unit Description 

005 Fugitive VOC Emissions from the Site 

Note:  This emission unit is subject to 40 CFR 60, subpart VVa – “Standards of Performance for Equipment 

Leaks of VOC”. 

EQUIPMENT 

C.1. EU005 Fugitive VOC Emissions (Methanol and Glycerin) from the Site:  This emission unit address, as 

a single emissions unit, one or more process or production units and activities, such as valves and 

fittings, which produce fugitive emissions of VOC only.  [Application No. 0850156-001-AC] 

PERFORMANCE RESTRICTIONS 

C.2. Unrestricted Operation:  The hours of operation of are not limited (8760 hours per year).   

[Rule 62-210.200(PTE), F.A.C.] 

TESTING REQUIREMENTS 

C.3. Initial Compliance Tests:  There is no initial compliance test required for airborne pollutants.  However 

the permittee shall develop a plan and list of equipment to be leak tested and submit the plan within 90 

days of startup to the Air Compliance Section of the Department’s Southeast District Office for 

approval, and demonstrate compliance test within 180 days of final permit.  [40 CFR 60, Subpart VVa] 

C.4. Annual Compliance Tests:  None Required. 

C.5. Test Required by Federal Regulations and Notification:  The permittee shall notify the Compliance 

Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance 

with the following applicable requirements: 

 

  40 CFR 60, Subpart A - Standards of Performance for Stationary Sources. 

40 CFR 60, Subpart VVa –  Standards of Performance for Equipment Leaks of VOC in Synthetic 

Organic Chemicals Manufacturing Industry. 

C.6. Special Inspection Requirement:  All aluminum components (unless anodized) that may come in 

contact with methane liquid and/or vapors are to be inspected annually for corrosion, degradation, 

leakage and seal leakages.   

  [Rule 62-4.070 F.A.C.] 

C.7. Test Methods:  Required tests shall be performed in accordance with the following reference methods. 

Method Description of Method and Comments 

9 Visual Determination of the Opacity of Emissions from Stationary Sources, (Only when needed 

if facility appears to produce emissions in excess of 20% opacity). 

21 Determination of Volatile Organic Compound Leaks [Rule 40 CFR 60 Appendix A]. 

- Visual Inspection for corrosion, degradation and seal leakages where aluminum components 

may come in contact with methane liquid and/or vapors.  [Rule 62-4.070 F.A.C.] 
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The above method is described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-

204.800, F.A.C.  No other methods may be used unless prior written approval is received from the 

Department.  

[Rules 62-204.800 and 62-297.100, F.A.C.; and Appendix A of 40 CFR 60] 
 

C.8. Operation During Testing: Unless otherwise specified in the applicable NSPS subparts, the testing of 

the biodiesel emission unit(s) shall be conducted as follows: 

Compliance tests for the purpose of demonstrating compliance with Federal Standards, emissions 

limits, leak testing or performance standards shall be conducted while operating within 90-100% of the 

maximum permitted biodiesel production rate of 2.85 Million gallons per year.  

a. Compliance tests submitted for rates less than 90% of maximum permitted rate may be 

considered invalid unless production rates at or above 90% are not feasible.  If tests at 

production rates above 90% are not feasible, then a brief statement explaining why they are not 

feasible shall be included with the test results. 

The actual production rates for the test period shall be included in the test report for each test.  Failure 

to submit the actual production rates for the test period and a copy of the daily log for the test day, in 

the test report, may invalidate the test and fail to provide reasonable assurance of compliance 

RECORDS AND REPORTS 

C.9. Semiannual Reports:  The owner or operator (permittee) subject to the provisions of 40 CFR 60.487a, 

of Subpart VVa shall submit semiannual reports to the Department beginning six (6) months after 

receipt of permit.  [Rule 62-4.070(3), F.A.C.]    

 

C.10. Monthly Production Recordkeeping: To determine compliance with the operational limits of the permit, 

the permittee shall produce and maintain the following records: 

 

a.  Facility Number (0850156), Emission/ Process unit description and date. 

 b. The total quantity of Methyl Ester (i.e. biodiesel) produced, in gallons for the month. 

c. The total quantity of Methyl Ester (i.e. biodiesel) produced, in gallons, for most recent consecutive 

12-month period. 

 d. The total quantity of Glycerin produced, in pounds, produced in pounds, for the month. 

e. The total quantity of Glycerin produced, in pounds, for most recent consecutive 12-month period. 

f. Records of amount and the method of Glycerin disposal, including offsite removal by a third party 

licensed contractor. 
 

g.  40 CFR 60 Subpart VVa Recordkeeping –The following list summarizes some of the records that 

must be maintained in accordance with this subpart: 
 

f.1. Leak Detection Recordkeeping [40 CFR 60.486a(b) & (c)].  (Also see specific conditions 

C.3. & C.9.). 

f.2. Closed Vent System and Control Devices Recordkeeping [40 CFR 60.486a(d)]. 

f.3. Equipment Identification and Recordkeeping [40 CFR 60.486a(g)]. 

f.4. Unsafe-to-Monitor Valves and Pumps/Difficult-to-Monitor Valves Identification 

Recordkeeping [40 CFR 60.486a(f)]. 

f.5. Valves Complying with Alternative Standards Recordkeeping.  [(40 CFR 60.486a(g)]. 
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f.6. Seal System and Barrier Fluid Failure Design Criteria Recordkeeping for Pumps and 

Compressors.  [40 CFR 60.486a] 

f.7. Subpart Exemption Recordkeeping [40 CFR 60.486a(i)] 

f.8. Equipment not in VOC Service Recordkeeping [40 CFR 60.486a(i)]  

  [Rule 62-4.070(3), F.A.C. and 40 CFR 60.8(c)] 

C.11. Test Reports:  The permittee shall prepare and submit reports for all required tests, for each test run, in 

accordance with the requirements specified in the following Federal Regulations:  

a. NSPS 40 CFR 60, Subpart A 

b. 40 CFR 60 Subpart VVa:  

[Rule 62-4.070(3), F.A.C.] 

C.12. Annual Operating Reports:  Total emissions from these emissions units shall be included in the annual 

operating report per Condition FW.6.  [Rule 62-210.370(3)(a)2., F.A.C.] 
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This section of the permit addresses the following emissions unit. 

ID No. Emission Unit Description 

EU006 Vacuum Vent 

EQUIPMENT 

D.1. EU006 Vacuum Vent:  The permittee is authorized to install a vacuum vent which releases 

uncondensed vapors to the atmosphere from the discharge of the vacuum system vacuum pump. 

Emissions for vent is Methanol (HAP/VOC).   

[Application No. 0850156-001-AC] 

PERFORMANCE RESTRICTIONS 

D.2. Unrestricted Operation:  The hours of operation of are not limited (8760 hours per year).   

[Rule 62-210.200(PTE), F.A.C.] 

RECORDS AND REPORTS 

D.3. Annual Operating Reports:  Total emissions from these emissions units shall be included in the annual 

operating report per Condition FW.6.  [Rule 62-210.370(3)(a)2., F.A.C.] 

 


