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PERMITTEE
Florida Power and Light Company (FPL) Final Permit No. 0990646-005-AC/PSD-FL-354B
West County Energy Center Air Construction Permit Revision -

Revisions to Excess Emissions Provisions

West County Energy Center

Authorized Representative: Palm Beach County, Florida

Ms. J. Carine Bullock, Plant General Manager

PROJECT

This is the final air construction permit, which revises Permit No. 0990646-001-AC/PSD-FL-354 for the
combined cycle combustion turbines, Unit 1 and Unit 2. The revised permit conditions are related to excess
emissions provisions. The existing plant is a power plant categorized under Standard Industrial Classification
No. 4911. This existing plant is located in Palm Beach County at 20505 State Road 80 in Loxahatchee, Florida.
The UTM Coordinates are: Zone 17, 562.19 km East and 2953.04 km North; Latitude: 26° 41’ 54.98” North and
Longitude: 80° 22’ 29.54” West.

This final permit is organized into the following sections: Section 1 (General Information) and Section 2 (Permit
Revisions). As noted in the Final Determination provided with this final permit, only minor changes and
clarifications were made to the draft permit.

STATEMENT OF BASIS

This air pollution construction permit is issued under the provisions of: Chapter 403 of the Florida Statutes
(F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code
(F.A.C.). This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C.
and is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400,
F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality. A copy of this permit modification
shall be filed with the referenced permit and shall become part of the permit.

Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under Section
120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate
Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel (Mail
Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000) and by filing a copy of the
notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal. The
notice must be filed within 30 days after this order is filed with the clerk of the Department.

Executed in Tallahassee, Florida

For the Division of Air Resource Management

(Signature) (Date)

(Printed Name of Above Designee)
MPH/tiv/jkh/sms

www.dep.state.fl.us



PERMIT REVISION

CERTIFICATE OF SERVICE
The undersigned duly designated deputy agency clerk hereby certifies that this Final Air Permit package

(including the Final Determination and Final Permit Revision) was sent by electronic mail, or a link to these
documents made available electronically on a publicly accessible server, with received receipt requested before
the close of business on to the persons listed below.

Ms. J. Carine Bullock, FPL: carine.bullock@fpl.com

Mr. John Hampp, FPL: john.hampp@fpl.com

Mr. David Fawcett, FPL: david.fawcett@fpl.com

Mr. Kennard F. Kosky, P.E., Golder Associates, Inc.: ken_kosky@golder.com
Mr. James Stormer, PBCHD: james_stormer@doh.state.fl.us

Ms. Cindy Mulkey, DEP Siting Office: cindy.mulkey@dep.state.fl.us

Ms. Heather Abrams, U.S. EPA Region 4: abrams.heather@epa.gov

Ms. Katy R. Forney, U.S. EPA Region 4: forney.kathleen@epa.epa.gov

Ms. Ana Oquendo-Vazquez, U.S. EPA Region 4: oguendo.ana@epa.gov

Ms. Barbara Friday, DEP BAR: barbara.friday@dep.state.fl.us (for posting with U.S. EPA, Region 4)
Ms. Lynn Scearce, DEP BAR: lynn.scearce@dep.state.fl.us (for reading file)

Clerk Stamp

FILING AND ACKNOWLEDGMENT FILED, on this date,
pursuant to Section 120.52(7), Florida Statutes, with the
designated agency clerk, receipt of which is hereby
acknowledged.

Clerk Date
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SECTION 1. GENERAL INFORMATION

FACILITY DESCRIPTION

This existing facility is a nominal 2,500 megawatt (MW) green field power plant. The initial phase of the facility
was the construction of two nominal 1,250 MW gas-fired combined cycle units that use ultra low sulfur (ULS)
fuel oil as backup fuel. The two combined cycle units are designated as Unit 1 and Unit 2. Also at the facility
are miscellaneous unregulated/insignificant emissions units and/or activities.

FACILITY REGULATORY CLASSIFICATION

e This facility is a major source of hazardous air pollutants (HAP).

e This facility operates units subject to the acid rain provisions of the Clean Air Act (CAA).

e The facility is a Title V major source of air pollution in accordance with Chapter 213, F.A.C.

e The facility is a major stationary source in accordance with Rule 62-212.400 (PSD), F.A.C.

PROPOSED PROJECT

As part of the project for the initial Title V air operation permit (Project No. 0990646-004-AV), the applicant
requested a concurrent air construction permit revision to change several underlying construction permit
conditions related to excess emissions provisions.
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SECTION 2. PERMIT REVISIONS

The following permit conditions are revised as indicated. Strikethrough is used to denote the deletion of text.
Double-underlines are used to denote the addition of text. All changes are emphasized with yellow highlight in
the electronic document.

Permit Being Modified:  Permit No. 0990646-001-AC/PSD-FL-354
Affected Emissions Units: Combined Cycle Combustion Turbines (CTs) and Heat Recovery Steam Generators
(HRSGs) (E.U. ID Nos. 001 - 006)

The affected Specific Condition Nos. I111.A.15., 18., 20., 25. and 32. from Permit No. 0990646-001-AC /PSD-FL-
354 are hereby changed as follows (the remainder of the permit remains unchanged as a result of this permitting
action):

15. Alternate Visible Emissions Standard: Visible emissions due to startups, shutdowns, fuel switches and
malfunctions shall not exceed 10% opacity except for up to ten, 6-minute averaging periods during a calendar
day, which shall not exceed 20% opacity. [Rule 62-212.400(BACT), F.A.C.]

18. Excess Emissions Allowed: As specified in this condition, excess emissions resulting from startup,
shutdown, eH-te-gas-fuel switches and documented malfunctions are allowed provided that operators employ
the best operatlonal practices to minimize the amount and duration of emissions during such incidents. Fef

each gas turblne/HRSG Svstem excess emissions of NOx and (0{0) resultlnq from startun shutdown, or

malfunction shall be excluded from CEMS data in any 24-hour period (“any 24-hour period” means a
calendar day, midnight to midnight) for the following conditions (These conditions are considered separate

events and each event mav occur mdenendentlv W|th|n anv 24-hour nerlod) A—deeumen%ed—m&l—ﬁuﬁeﬁeﬁ—

a. Steam Turbine Cold Startup: For cold startup of the steam turbine, exeess-excluded emissions from any
gas turbine/HRSG system shall not exceed eight hours in any 24-hour period. A cold “startup of the
steam turbine” is defined as startup of the 3-on-1 combined cycle system following a shutdown of the
steam turbine lasting at least 48 hours.

{Permitting note: During a cold startup of the steam turbine, each gas turbine/HRSG system is
sequentially brought on line at low load to gradually increase the temperature of the steam-electrical
turbine and prevent thermal metal fatigue. Note that shutdowns and documented malfunctions are
separately regulated in accordance with the requirements of this condition.}

b. Gas Turbine/HRSG System Cold Startup: For cold startup of a gas turbine/HRSG system, exeess
excluded emissions shall not exceed four hours in any 24-hour period. “Cold startup of a gas
turbine/HRSG system” is defined as a startup after the pressure in the high-pressure (HP) steam drum
falls below 450 psig for at least a one-hour period.

c. Gas Turbine/HRSG System Warm Startup: For warm startup of a gas turbine/HRSG system, excluded
emissions shall not exceed two hours in any 24-hour period. ‘“Warm startup of a gas turbine/HRSG
system” is defined as a startup after the pressure in the high-pressure (HP) steam drum is above 450 psig.

d. Shutdown Combined Cycle Operation: For shutdown of the combined cycle operation, exeess-excluded
emissions from any gas turbine/HRSG system shall not exceed three hours in any 24-hour period.

e. Gas Turbine/HRSG System Shutdown: For shutdown of the gas turbine/HRSG operation, excluded
emissions from any gas turbine/HRSG system shall not exceed two hours in any 24-hour period.

f.  Fuel Switching: For fuel switching, exeess-excluded emissions shall not exceed 2 hours in any 24-hour
period_for each fuel switch and no more than four hours in any 24-hour period for any gas turbine/HRSG
system.

g. Documented Malfunction: For the gas turbine/HSRG system, excess emissions of NOx and CO resulting
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SECTION 2. PERMIT REVISIONS

from documented malfunctions shall not exceed two hours in any 24-hour period. A "documented
malfunction" means a malfunction that is documented within one working day of detection by contacting
the Compliance Authority by telephone, facsimile transmittal, or electronic mail.

20. DLN Tuning / FSNL Testing: CEMS data collected during initial or other major DLN tuning sessions and
during manufacturer required Full Speed No Load (FSNL) trip tests shall be excluded from the CEMS
compliance demonstration provided the tuning session is performed in accordance with the manufacturer’s
specifications. A “major tuning session” would occur after completion of initial construction, a combustor
change-out, a major repair or maintenance to a combustor, or other similar circumstances. Prior to
performing any major tuning session, the permittee shall provide the Compliance Authority with an advance
notice of at least 24-daysone working (business) day that details the activity and proposed tuning schedule.
The notice may be by telephone, facsimile transmittal, or electronic mail.

[Design; Rule 62-4.070(3), F.A.C.]

25. CEM Systems: ...
a. CO Monitors. The CO monitors shall be certified pursuant to 40 CFR 60, Appendix B, Performance

Specification 4 or 4A. Quality assurance procedures shall conform to the requirements of 40 CFR 60,
Appendix F or 40 CER Part 75, and the Data Assessment Report of Section 7 shall be made each
calendar quarter, and reported semiannually to the Compliance Authority. The RATA tests required for
the CO monitor shall be performed using EPA Method 10 in Appendix A of 40 CFR 60 and shall be
based on a continuous sampling train. The CO monitor span values shall be set appropriately considering
the allowable methods of operation and corresponding emission standards.

32. Excess Emissions Reporting:

a. Malfunction Notification: If emissions in excess of a standard (subject to the specified averaging period)
occur due to malfunction, the permittee shall notify the Compliance Authority within (1) working day of:
the nature, extent, and duration of the excess emissions; the cause of the excess emissions; and the
actions taken to correct the problem. In addition, the Department may request a written summary report
of the incident.

b. SIP Quarterly Permit Limits Excess Emissions Report: Within 30 days following the end of each
calendar-quarter, the permittee shall submit a report to the Compliance Authority summarizing periods of
CO and NOx emissions in excess of the BACT permit standards, and the amounts of authorized data
excluded following the NSRS format in 40-CFR-60-7{c);-Subpart-A Figure XSE attached to this permit.
Periods of startup, shutdown-and, malfunctlon! fuel switching and tunlng shaII be monitored; and
recorded at all times and-reperted-3 M A mission-levels-exceed-the :
specified-in-thispermit. In addition, the report shaII summarize the CEMS systems monltor avallablllty
for the previous quarter.

c. NSPS Semi-Annual Excess Emissions Reports: For purposes of reporting emissions in excess of NSPS
Subpart KKKK, excess emissions from the gas turbine are defined as: a specified averaging period over
which either the NOx emissions are higher than the applicable emission limit in 60.4320; or the total
sulfur content of the fuel being combusted in the affected facility exceeds the limit specified in 60.4330.
Within thirty (30) days following each calendar semi-annual period, the permittee shall submit a report
on any periods of excess emissions that occurred during the previous semi-annual period to the
Compliance Authority.

{Note: If there are no periods of excess emissions as defined in NSPS Subpart KKKK, a statement to that
effect may be submitted with the SIP Quarterly Report to suffice for the NSPS Semi-Annual Report.}

[Rules 62-4.130, 62-204.800, 62-210.700(6), F.A.C., and 40 CFR 60.7, and 60.4420]
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