APPENDIX 40 CFR 63 SUBPART ZZZZ [Set 2(a)(i)]

NATIONAL EMISSIONS STANDARDS FOR HAZARDOUS AIR POLLUTANTS FOR STATIONARY RECIPROCATING
INTERNAL COMBUSTION ENGINES
(version dated 06/30/2010)

E.U. ID No. Brief Description
011 Emergency Generator - Main Lift Station
015 Portable Emergency Generator - Pond A
016 Emergency Generator - Maintenance Building

Federal Regulations Adopted by Reference

In accordance with Rule 62-204.800, F.A.C., the following federal regulation in Title 40 of the Code of Federal Regulations
(CFR) was adopted by reference. The original federal rule numbering has been retained.

Federal Revision Date: June 30, 2010
State Rule Effective Date: This version has not yet been adopted by the state
Standardized Conditions Revision Date: August 11, 2010

40 CFR Part 63, Subpart ZZZZ - National Emissions Standards for Hazardous Air Pollutants for Stationary
Reciprocating Internal Combustion Engines

Source: 69 FR 33506, June 15, 2004, unless otherwise noted.

[These conditions were customized internally as “Set 2(a)(i) Emergency CI” for an owner/operator of an existing
stationary compression ignition (ClI) engine < 500 HP constructed before 06/12/2006.]
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Emission and Operating Limitations

8 63.6602 What emission limitations must I meet if | own or operate an existing stationary Cl RICE with a site rating
of equal to or less than 500 brake HP located at a major source of HAP emissions?

If you own or operate an existing stationary Cl RICE with a site rating of equal to or less than 500 brake HP located at a
major source of HAP emissions, you must comply with the emission limitations in Table 2c to this subpart which apply to
you. Compliance with the numerical emission limitations established in this subpart is based on the results of testing the
average of three 1-hour runs using the testing requirements and procedures in 863.6620 and Table 4 to this subpart.

[75 FR 9675, Mar. 3, 2010]
Testing and Initial Compliance Requirements
8§ 63.6625 What are my monitoring, installation, collection, operation, and maintenance requirements?

(e) If you own or operate an existing stationary RICE with a site rating of less than 100 brake HP located at a major source
of HAP emissions, an existing stationary emergency RICE, or an existing stationary RICE located at an area source of
HAP emissions not subject to any numerical emission standards shown in Table 2d to this subpart, you must operate and
maintain the stationary RICE and after-treatment control device (if any) according to the manufacturer's emission-related
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written instructions or develop your own maintenance plan which must provide to the extent practicable for the
maintenance and operation of the engine in a manner consistent with good air pollution control practice for minimizing
emissions.

() If you own or operate an existing emergency stationary RICE with a site rating of less than or equal to 500 brake HP
located at a major source of HAP emissions or an existing emergency stationary RICE located at an area source of HAP
emissions, you must install a non-resettable hour meter if one is not already installed.

(h) If you operate a new or existing stationary engine, you must minimize the engine's time spent at idle during startup and
minimize the engine's startup time to a period needed for appropriate and safe loading of the engine, not to exceed 30
minutes, after which time the emission standards applicable to all times other than startup in Tables 1a, 2a, 2c, and 2d to
this subpart apply.

(i) If you own or operate a stationary engine that is subject to the work, operation or management practices in items 1, 2, or
4 of Table 2c to this subpart or in items 1 or 4 of Table 2d to this subpart, you have the option of utilizing an oil analysis
program in order to extend the specified oil change requirement in Tables 2c and 2d to this subpart. The oil analysis must
be performed at the same frequency specified for changing the oil in Table 2¢ or 2d to this subpart. The analysis program
must at a minimum analyze the following three parameters: Total Base Number, viscosity, and percent water content.
The condemning limits for these parameters are as follows: Total Base Number is less than 30 percent of the Total Base
Number of the oil when new; viscosity of the oil has changed by more than 20 percent from the viscosity of the oil when
new; or percent water content (by volume) is greater than 0.5. If all of these condemning limits are not exceeded, the
engine owner or operator is not required to change the oil. If any of the limits are exceeded, the engine owner or operator
must change the oil before continuing to use the engine. The owner or operator must keep records of the parameters that
are analyzed as part of the program, the results of the analysis, and the oil changes for the engine. The analysis program
must be part of the maintenance plan for the engine.

[69 FR 33506, June 15, 2004, as amended at 73 FR 3606, Jan. 18, 2008; 75 FR 9676, Mar. 3, 2010]
Continuous Compliance Requirements
8 63.6640 How do | demonstrate continuous compliance with the emission limitations and operating limitations?

(@ You must demonstrate continuous compliance with each emission limitation and operating limitation in Tables 1a and
1b, Tables 2a and 2b, Table 2c, and Table 2d to this subpart that apply to you according to methods specified in Table 6
to this subpart.

(b) You must report each instance in which you did not meet each emission limitation or operating limitation in Tables la
and 1b, Tables 2a and 2b, Table 2c, and Table 2d to this subpart that apply to you. These instances are deviations from
the emission and operating limitations in this subpart. These deviations must be reported according to the requirements
in 863.6650. If you change your catalyst, you must reestablish the values of the operating parameters measured during
the initial performance test. When you reestablish the values of your operating parameters, you must also conduct a
performance test to demonstrate that you are meeting the required emission limitation applicable to your stationary
RICE.

(c) [Reserved]

(d) For new, reconstructed, and rebuilt stationary RICE, deviations from the emission or operating limitations that occur
during the first 200 hours of operation from engine startup (engine burn-in period) are not violations. Rebuilt stationary
RICE means a stationary RICE that has been rebuilt as that term is defined in 40 CFR 94.11(a).

(e) You must also report each instance in which you did not meet the requirements in Table 8 to this subpart that apply to
you. If you own or operate a new or reconstructed stationary RICE with a site rating of less than or equal to 500 brake
HP located at a major source of HAP emissions (except new or reconstructed 4SLB engines greater than or equal to 250
and less than or equal to 500 brake HP), a new or reconstructed stationary RICE located at an area source of HAP
emissions, or any of the following RICE with a site rating of more than 500 brake HP located at a major source of HAP
emissions, you do not need to comply with the requirements in Table 8 to this subpart: An existing 2SLB stationary
RICE, an existing 4SLB stationary RICE, an existing emergency stationary RICE, an existing limited use stationary
RICE, or an existing stationary RICE which fires landfill gas or digester gas equivalent to 10 percent or more of the
gross heat input on an annual basis. If you own or operate any of the following RICE with a site rating of more than 500
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brake HP located at a major source of HAP emissions, you do not need to comply with the requirements in Table 8 to
this subpart, except for the initial notification requirements: a new or reconstructed stationary RICE that combusts
landfill gas or digester gas equivalent to 10 percent or more of the gross heat input on an annual basis, a new or
reconstructed emergency stationary RICE, or a new or reconstructed limited use stationary RICE.

If you own or operate an existing emergency stationary RICE with a site rating of less than or equal to 500 brake HP
located at a major source of HAP emissions, a new emergency stationary RICE with a site rating of more than 500 brake
HP located at a major source of HAP emissions that was installed on or after June 12, 2006, or an existing emergency
stationary RICE located at an area source of HAP emissions, you must operate the engine according to the conditions
described in paragraphs (f)(1) through (4) of this section.

(1) For owners and operators of emergency engines, any operation other than emergency operation, maintenance and
testing, and operation in non-emergency situations for 50 hours per year, as permitted in this section, is prohibited.

(2) There is no time limit on the use of emergency stationary RICE in emergency situations.

(3) You may operate your emergency stationary RICE for the purpose of maintenance checks and readiness testing,
provided that the tests are recommended by Federal, State or local government, the manufacturer, the vendor, or the
insurance company associated with the engine. Maintenance checks and readiness testing of such units is limited to
100 hours per year. The owner or operator may petition the Administrator for approval of additional hours to be
used for maintenance checks and readiness testing, but a petition is not required if the owner or operator maintains
records indicating that Federal, State, or local standards require maintenance and testing of emergency RICE beyond
100 hours per year.

(4) You may operate your emergency stationary RICE up to 50 hours per year in non-emergency situations, but those 50
hours are counted towards the 100 hours per year provided for maintenance and testing. The 50 hours per year for
non-emergency situations cannot be used for peak shaving or to generate income for a facility to supply power to an
electric grid or otherwise supply power as part of a financial arrangement with another entity; except that owners
and operators may operate the emergency engine for a maximum of 15 hours per year as part of a demand response
program if the regional transmission organization or equivalent balancing authority and transmission operator has
determined there are emergency conditions that could lead to a potential electrical blackout, such as unusually low
frequency, equipment overload, capacity or energy deficiency, or unacceptable voltage level. The engine may not be
operated for more than 30 minutes prior to the time when the emergency condition is expected to occur, and the
engine operation must be terminated immediately after the facility is notified that the emergency condition is no
longer imminent. The 15 hours per year of demand response operation are counted as part of the 50 hours of
operation per year provided for non-emergency situations. The supply of emergency power to another entity or
entities pursuant to financial arrangement is not limited by this paragraph (f)(4), as long as the power provided by
the financial arrangement is limited to emergency power.

[69 FR 33506, June 15, 2004, as amended at 71 FR 20467, Apr. 20, 2006; 73 FR 3606, Jan. 18, 2008; 75 FR 9676, Mar. 3,
2010]

Notifications, Reports, and Records
8 63.6645 What notifications must | submit and when?
(@) You must submit all of the notifications in §863.7(b) and (c), 63.8(e), (f)(4) and (f)(6), 63.9(b) through (e), and (g) and

(h) that apply to you by the dates specified if you own or operate any of the following;

(1) An existing stationary Cl RICE with a site rating of less than or equal to 500 brake HP located at a major source of
HAP emissions.

(2) An existing stationary CI RICE located at an area source of HAP emissions.
(3) A stationary RICE with a site rating of more than 500 brake HP located at a major source of HAP emissions.

(4) A new or reconstructed 4SLB stationary RICE with a site rating of greater than or equal to 250 HP located at a
major source of HAP emissions.
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(5) This requirement does not apply if you own or operate an existing stationary Cl RICE less than 100 HP, an existing
stationary emergency Cl RICE, or an existing stationary Cl RICE that is not subject to any numerical emission
standards.

(b) As specified in §63.9(b)(2), if you start up your stationary RICE with a site rating of more than 500 brake HP located at a
major source of HAP emissions before the effective date of this subpart, you must submit an Initial Notification not later
than December 13, 2004.

(c) If you start up your new or reconstructed stationary RICE with a site rating of more than 500 brake HP located at a major
source of HAP emissions on or after August 16, 2004, you must submit an Initial Notification not later than 120 days
after you become subject to this subpart.

(d) As specified in §63.9(b)(2), if you start up your stationary RICE with a site rating of equal to or less than 500 brake HP
located at a major source of HAP emissions before the effective date of this subpart and you are required to submit an
initial notification, you must submit an Initial Notification not later than July 16, 2008.

(e) If you start up your new or reconstructed stationary RICE with a site rating of equal to or less than 500 brake HP located
at a major source of HAP emissions on or after March 18, 2008 and you are required to submit an initial notification, you
must submit an Initial Notification not later than 120 days after you become subject to this subpart.

(F) If you are required to submit an Initial Notification but are otherwise not affected by the requirements of this subpart, in
accordance with 863.6590(b), your notification should include the information in 863.9(b)(2)(i) through (v), and a
statement that your stationary RICE has no additional requirements and explain the basis of the exclusion (for example,
that it operates exclusively as an emergency stationary RICE if it has a site rating of more than 500 brake HP located at a
major source of HAP emissions).

(g) If you are required to conduct a performance test, you must submit a Notification of Intent to conduct a performance test
at least 60 days before the performance test is scheduled to begin as required in §63.7(b)(1).

(h) If you are required to conduct a performance test or other initial compliance demonstration as specified in Tables 4 and 5
to this subpart, you must submit a Notification of Compliance Status according to 863.9(h)(2)(ii).

(1) For each initial compliance demonstration required in Table 5 to this subpart that does not include a performance
test, you must submit the Notification of Compliance Status before the close of business on the 30th day following
the completion of the initial compliance demonstration.

(2) For each initial compliance demonstration required in Table 5 to this subpart that includes a performance test
conducted according to the requirements in Table 3 to this subpart, you must submit the Notification of Compliance
Status, including the performance test results, before the close of business on the 60th day following the completion
of the performance test according to 863.10(d)(2).

[73 FR 3606, Jan. 18, 2008, as amended at 75 FR 9677, Mar. 3, 2010]
§ 63.6655 What records must | keep?

(@) If you must comply with the emission and operating limitations, you must keep the records described in paragraphs
(@)(2) through (a)(5), (b)(1) through (b)(3) and (c) of this section.

(1) A copy of each notification and report that you submitted to comply with this subpart, including all documentation
supporting any Initial Notification or Notification of Compliance Status that you submitted, according to the
requirement in 863.10(b)(2)(xiv).

(2) Records of the occurrence and duration of each malfunction of operation ( i.e., process equipment) or the air
pollution control and monitoring equipment.

(3) Records of performance tests and performance evaluations as required in 863.10(b)(2)(viii).
(4) Records of all required maintenance performed on the air pollution control and monitoring equipment.

(5) Records of actions taken during periods of malfunction to minimize emissions in accordance with §63.6605(b),
including corrective actions to restore malfunctioning process and air pollution control and monitoring equipment to
its normal or usual manner of operation.
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For each CEMS or CPMS, you must keep the records listed in paragraphs (b)(1) through (3) of this section.

(1) Records described in 863.10(b)(2)(vi) through (xi).

(2) Previous (i.e., superseded) versions of the performance evaluation plan as required in §63.8(d)(3).

(3) Requests for alternatives to the relative accuracy test for CEMS or CPMS as required in 863.8(f)(6)(i), if applicable.

If you are operating a new or reconstructed stationary RICE which fires landfill gas or digester gas equivalent to 10
percent or more of the gross heat input on an annual basis, you must keep the records of your daily fuel usage monitors.

You must keep the records required in Table 6 of this subpart to show continuous compliance with each emission or
operating limitation that applies to you.

You must keep records of the maintenance conducted on the stationary RICE in order to demonstrate that you operated
and maintained the stationary RICE and after-treatment control device (if any) according to your own maintenance plan
if you own or operate any of the following stationary RICE;

(1) An existing stationary ClI RICE with a site rating of less than 100 brake HP located at a major source of HAP
emissions.

(2) An existing stationary emergency CI RICE.

(3) An existing stationary Cl RICE located at an area source of HAP emissions subject to management practices as
shown in Table 2d to this subpart.

If you own or operate any of the stationary RICE in paragraphs (f)(1) or (2) of this section, you must keep records of the
hours of operation of the engine that is recorded through the non-resettable hour meter. The owner or operator must
document how many hours are spent for emergency operation, including what classified the operation as emergency and
how many hours are spent for non-emergency operation. If the engines are used for demand response operation, the
owner or operator must keep records of the notification of the emergency situation, and the time the engine was operated
as part of demand response.

(1) An existing emergency stationary Cl RICE with a site rating of less than or equal to 500 brake HP located at a major
source of HAP emissions that does not meet the standards applicable to non-emergency engines.

(2) An existing emergency stationary Cl RICE located at an area source of HAP emissions that does not meet the
standards applicable to non-emergency engines.

[69 FR 33506, June 15, 2004, as amended at 75 FR 9678, Mar. 3, 2010]

8 63.6660 In what form and how long must | keep my records?

(@)
(b)

(©

Your records must be in a form suitable and readily available for expeditious review according to 863.10(b)(1).

As specified in 863.10(b)(1), you must keep each record for 5 years following the date of each occurrence, measurement,
maintenance, corrective action, report, or record.

You must keep each record readily accessible in hard copy or electronic form for at least 5 years after the date of each
occurrence, measurement, maintenance, corrective action, report, or record, according to 863.10(b)(1).

[69 FR 33506, June 15, 2004, as amended at 75 FR 9678, Mar. 3, 2010]

Table 2c to Subpart ZZZZ of Part 63—Requirements for Existing Compression Ignition Stationary Rice Located at
Major Sources of HAP Emissions

As stated in §863.6600 and 63.6640, you must comply with the following requirements for existing compression ignition
stationary RICE:

You must meet the following
requirement, except during periods

For each . .. of startup . .. During periods of startup you must . . .
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For each. ..

You must meet the following
requirement, except during periods
of startup . . .

During periods of startup you must . . .

1. Emergency ClI
and black start
ol le

a. Change oil and filter every 500
hours of operation or annually,
whichever comes first;?

b. Inspect air cleaner every 1,000
hours of operation or annually,
whichever comes first;

c. Inspect all hoses and belts every 500
hours of operation or annually,
whichever comes first, and replace as
necessary.’

Minimize the engine's time spent at idle and minimize the
engine's startup time at startup to a period needed for appropriate
and safe loading of the engine, not to exceed 30 minutes, after
which time the non-startup emission limitations apply.®

'If an emergency engine is operating during an emergency and it is not possible to shut down the engine in order to perform
the work practice requirements on the schedule required in Table 2c of this subpart, or if performing the work practice on the
required schedule would otherwise pose an unacceptable risk under Federal, State, or local law, the work practice can be
delayed until the emergency is over or the unacceptable risk under Federal, State, or local law has abated. The work practice
should be performed as soon as practicable after the emergency has ended or the unacceptable risk under Federal, State, or
local law has abated. Sources must report any failure to perform the work practice on the schedule required and the Federal,

State or local law under which the risk was deemed unacceptable.

“Sources have the option to utilize an oil analysis program as described in §63.6625(i) in order to extend the specified oil
change requirement in Table 2c¢ of this subpart.

®Sources can petition the Administrator pursuant to the requirements of 40 CFR 63.6(g) for alternative work practices.
[75 FR 9681, Mar. 3, 2010]
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