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Subsection A.  Facility Description. 

On October 16, 1974, the Department issued a Site Certification (PA 74-01) authorizing the construction and 

operation of the FP& L Putnam Plant.  On July 20, 1999, a construction permit (1070014-003-AC) was issued for 

the installation of inlet foggers at the four (4) combined cycle combustion turbines (CCCT).  This permit adopted 

and amended the Conditions of Certification and established a federal enforceable permit as per the State 

Implementation Plan (SIP) requirements.  No PSD permit exists for this facility since it was built before 1975 and 

subsequent modifications have not triggered PSD review. 

The facility consists of four combustion turbines, each with an associated inlet fogger and heat recovery steam 

generator (HRSG) equipped with duct burners, an auxiliary boiler, emergency engines, and unregulated emissions 

units.  Each combustion turbine is a 501B5A Westinghouse unit rated at 70 megawatt (MW) generating capacity 

(at 85 degrees Fahrenheit (F) ambient temperature), with a maximum heat input for natural gas and fuel oil of 

968.3 million British thermal units per hour (MMBtu/hr) and 910.6 MMBtu/hr, respectively.  The duct burners for 

each HRSG are rated at a maximum heat input of 250 MMBtu/hr, and are fired with natural gas and number 2 

fuel oil.  The auxiliary boiler was manufactured by VA-Power and has a maximum heat input for natural gas and 

number 2 fuel oil of 16.275 MMBtu/hr and 14.28 MMBtu/hr, respectively. 

Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities. 

Subsection B.  Summary of Emissions Units. 

EU No. Brief Description 

Regulated Emissions Units(EU) 

003 Combustion Turbine for Combined Cycle Heat Recovery Steam Generator, HRSG11. 

004 Combustion Turbine for Combined Cycle Heat Recovery Steam Generator, HRSG12. 

005 Combustion Turbine for Combined Cycle Heat Recovery Steam Generator, HRSG21. 

006 Combustion Turbine for Combined Cycle Heat Recovery Steam Generator, HRSG22. 

007 Duct Burners for Combined Cycle Heat Recovery Steam Generator, HRSG11. 

008 Duct Burners for Combined Cycle Heat Recovery Steam Generator, HRSG12. 

009 Duct Burners for Combined Cycle Heat Recovery Steam Generator, HRSG21. 

010 Duct Burners for Combined Cycle Heat Recovery Steam Generator, HRSG22. 

011 Auxiliary Boiler. 

014 One 679 HP Diesel Engine-driven Emergency Generator. 

015 One 255 HP Diesel Engine-driven Emergency Fire Pump. 

Unregulated Emissions Units and Activities 

013 Painting of Plant Equipment and Non-halogenated Solvent Cleaning Operations. 

Subsection C.  Applicable Regulations. 

Based on the Title V Air Operation Renewal application received April 3, 2013, this facility is a major source of 

hazardous air pollutants (HAP).  This facility is classified as a Prevention of Significant Deterioration (PSD) 

major facility.  A summary of applicable regulations is shown in the following table.   
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Regulation Citations EU No(s). 

Federal Regulations 

40 Code of Federal Regulations (CFR) 60, Subpart A, New Source 

Performance Standards (NSPS) General Provisions 

007, 008, 009, 010, 011, 014, 

015 

40 CFR 60, Subpart Db, Standards of Performance for Industrial-

Commercial-Institutional Steam Generating Units   
007, 008, 009, 010 

40 CFR 60, Subpart Dc, Standards of Performance for Small Industrial-

Commercial-Institutional Steam Generating Units 
011 

40 CFR 60, Subpart IIII, New Source Performance for Stationary Internal 

Combustion Engines (ICE). 
014, 015 

40 CFR 63, Subpart A, National Emissions Standards for Hazardous Air 

Pollutants (NESHAP) General Provisions 
011, 014, 015 

40 CFR Part 63 Subpart DDDDD, NESHAP for Industrial, Commercial, 

and Institutional Boilers and Process Heaters 
011 

40 CFR 63, Subpart ZZZZ - National Emission Standards for Hazardous Air 

Pollutants (NESHAP) for Stationary Reciprocating Internal Combustion 

Engines (RICE)  

014, 015 

40 CFR 96 NOX Budget Trading Program and CAIR NOX and SO2 Trading 

Programs for State Implementation Plans 

003, 004, 005, 006, 007, 008, 

009, 010 

40 CFR 75 Acid Rain Monitoring Provisions 003, 004, 005, 006, 007, 008, 

009, 010 

State Regulations 

Chapter 62-4, Florida Administrative Code (F.A.C.) (Permitting 

Requirements) 

003, 004, 005, 006, 007, 008, 

009, 010, 011,014, 015 

Chapter 62-204, F.A.C. (Ambient Air Quality Requirements, PSD 

Increments, and Federal Regulations Adopted by Reference) 

Chapter 62-210, F.A.C. (Permits Required, Public Notice, Reports, Stack  

Height Policy, Circumvention, Excess Emissions, and Forms) 

Chapter 62-213, F.A.C. (Title V Air Operation Permits for Major Sources of 

Air Pollution) 

Chapter 62-214, F.A.C. (Requirements For Sources Subject To The Federal 

Acid Rain Program) 

003, 004, 005, 006, 007, 008, 

009, 010 

Rule 62-296.470, F.A.C., Clean Air Interstate Rule 003, 004, 005, 006, 007, 008, 

009, 010 

Chapter 62-297, F.A.C. (Test Methods and Procedures, Continuous 

Monitoring Specifications, and Alternate Sampling Procedures) 

003, 004, 005, 006, 007, 008, 

009, 010, 011 

Other Requirements 

Power Plant Siting Certification No. PA 74-01 003, 004, 005, 006, 007, 008, 

009, 010, 011 
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The following conditions apply facility-wide to all emission units and activities: 

FW1.   Appendices.  The permittee shall comply with all documents identified in Section VI, Appendices, listed 

in the Table of Contents.  Each document is an enforceable part of this permit unless otherwise indicated.  

[Rule 62-213.440, F.A.C.] 

Emissions and Controls 

FW2.   Objectionable Odor Prohibited.  No person shall cause, suffer, allow or permit the discharge of air 

pollutants, which cause or contribute to an objectionable odor.  An “objectionable odor” means any odor 

present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or 

injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment 

of life or property, or which creates a nuisance.  [Rule 62-296.320(2) and 62-210.200(Definitions), F.A.C.] 

FW3.   General Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The 

permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or 

installation, volatile organic compounds or organic solvents without applying known and existing vapor 

emission control devices or systems deemed necessary and ordered by the Department.  [Rule 62-296.320(1), 

F.A.C.] 

{Permitting Note:  Nothing is deemed necessary and ordered at this time.} 

FW4.   General Visible Emissions.  No person shall cause, let, permit, suffer or allow to be discharged into the 

atmosphere the emissions of air pollutants from any activity equal to or greater than 20% opacity.  EPA 

Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.  This regulation does not impose a 

specific testing requirement.  [Rule 62-296.320(4)(b), F.A.C.] 

FW5.   Unconfined Particulate Matter.  Reasonable precautions to prevent emissions of unconfined particulate 

matter at this facility include: 

a. The facility constructs temporary sandblasting enclosures when necessary, in order to perform 

sandblasting on fixed plant equipment. 

b. Maintenance of paved areas as needed. 

c. Regular mowing of grass and care of vegetation. 

d. Limiting access to plant property by unnecessary vehicles. 

e. Bagged chemical products are stored in weather-tight buildings until they are used. 

f. Spills of powdered chemical products are cleaned up as soon as practicable. 

g. Vehicles are restricted to slow speeds on the plant site. 

 [Rule 62-296.320(4)(c)2., F.A.C.; and provided by the applicant in the Title V air operation permit renewal 

application received on April 3, 2013.] 

Annual Reports and Fees  

See Appendix RR, Facility-wide Reporting Requirements for additional details. 

FW6.   Annual Operating Report.  The permittee shall submit an annual report that summarizes the actual 

operating rates and emissions from this facility.  Annual operating reports shall be submitted to the 

Compliance Authority by April 1
st
 for each year.  [Rule 62-210.370(3), F.A.C.] 

{Permitting Note:  If the applicant chooses to use the Electronic Annual Operating Report software, 

instructions provided with the system should be followed.} 

FW7.   Annual Emissions Fee Form and Fee.  The annual Title V emissions fees are due (postmarked) by March 

1
st
 of each year.  The completed form and calculated fee shall be submitted to:  Major Air Pollution Source 

Annual Emissions Fee, P.O. Box 3070, Tallahassee, Florida  32315-3070.  The forms are available for 

download by accessing the Title V Annual Emissions Fee On-line Information Center at the following 

Internet web site:  http://www.dep.state.fl.us/air/emission/tvfee.htm.  [Rule 62-213.205, F.A.C.] 

http://www.dep.state.fl.us/air/emission/tvfee.htm
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FW8.   Annual Statement of Compliance.  The permittee shall submit an annual statement of compliance to the 

compliance authority at the address shown on the cover of this permit within 60 days after the end of each 

calendar year during which the Title V permit was effective.  [Rules 62-213.440(3)(a)2. & 3. and (b), F.A.C.] 

{Permitting Note:  As specified in Specific Condition RR7 of Appendix RR, the applicant shall use DEP Form 

No. 62-213.900(7) to comply with this requirement.} 

FW9. Prevention of Accidental Releases (Section 112(r) of CAA).  If, and when, the facility becomes subject to 

112(r), the permittee shall: 

 a. Submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention 

Office (CEPPO) RMP Reporting Center.  Any Risk Management Plans, original submittals, revisions or 

updates to submittals, should be sent electronically through EPA’s Central Data Exchange system at the 

following address:  https://cdx.epa.gov.  Information on electronically submitting risk management plans 

using the Central Data Exchange system is available at:  

http://www.epa.gov/osweroe1/content/rmp/index.htm.  The RMP Reporting Center can be contacted at:  

RMP Reporting Center, Post Office Box 10162, Fairfax, VA  22038, Telephone:  (703) 227-7650. 

 b. Submit to the permitting authority Title V certification forms or a compliance schedule in accordance 

with Rule 62-213.440(2), F.A.C. 

[40 CFR 68] 

 

 

 

 

https://cdx.epa.gov/
http://www.epa.gov/osweroe1/content/rmp/index.htm
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The specific conditions in this section apply to the following emissions unit(s): 

EU No. Brief Description 

003 Combustion Turbine for Combined Cycle Heat Recovery Steam Generator, HRSG11.  

004 Combustion Turbine for Combined Cycle Heat Recovery Steam Generator, HRSG12. 

005 Combustion Turbine for Combined Cycle Heat Recovery Steam Generator, HRSG21. 

006 Combustion Turbine for Combined Cycle Heat Recovery Steam Generator, HRSG22. 

These emissions units consist of four Westinghouse combustion turbines, Model 501B5A rated at 70 MW (each) 

generating power capacity.  Each combustion turbine is exhausted through a heat recovery steam generator.  Heat 

input for these units may vary at different ambient temperatures in accordance with the curves attached in 

Appendix T of this permit (as an example, maximum heat input for natural gas or fuel oil at 85 degrees F ambient 

temperature is 968.3 MMBtu/hr and 910.6 MMBtu/hr, respectively.) 

Emissions units 003 and 004 began commercial operation in 1978.  Emissions units 005 and 006 began 

commercial operation in 1977.  The stack parameters for HRSG11 and HRSG12 are:  height = 73 feet; exit 

diameter = 10.34 feet; exit temperature =328°F; and, actual volumetric flow rate = 968,628 acfm; and, for 

HRSG21 and HRSG22 are:  height = 73 feet; exit diameter = 10.34 feet; exit temperature =328°F; and, actual 

volumetric flow rate = 1,009,847 acfm. 

{Permitting Note:  These emissions units are regulated under Acid Rain, Phase II and Rule 62-210.300, F.A.C., 

Permits Required.  These emissions units are also regulated under Power Plant Siting Certification No. PA 74-01 

ordered in 1974, and the modified conditions of PA 74-01 dated 5/20/80, 3/15/84, 7/16/91, and 5/28/92; also air 

construction permit No. 1070014-003-AC.  These emissions units are not subject to 40 CFR 60, Subpart GG, 

Standards of Performance for New Stationary Gas Turbines.} 

Compliance Assurance Monitoring (CAM) does not apply to these emissions units because there are no add-on 

pollution control devices installed. 

Essential Potential to Emit (PTE) Parameters 

A.1. Permitted Capacity.  The maximum operation heat input rate is as follows: 

Unit Nos. MMBtu/hr Heat Input Fuel Type 

003 

004 

005 

006 

Heat input is limited at any given ambient 

temperature in accordance with the curves attached 

in Appendix HI of this permit.* 

Natural Gas or No. 2 or No. 6 

Fuel Oil 

 *The maximum operation heat input rate is limited for Emission Units 003, 004, 005 and 006 in accordance 

with a 3-hour block average that is limited at any given ambient temperature as identified on the curves 

attached in Appendix HI, Heat Input vs. Ambient Temperature Curves, of this permit for natural gas and fuel 

oil.  The ambient temperature for heat input calculation or look up curves is equivalent to the compressor inlet 

temperature.  The heat input will be demonstrated annually in accordance with the 3-hour run time of the 

performance test and will be provided as a part of the test submittal.  The CEMS Data Handling and 

Acquisition System (DHAS) calculated heat input shall not be used for compliance purposes. 

 [Rules 62-4.160(2), 62-204.800, 62-210.200(PTE), F.A.C.; and, Permit No. 1070014-003-AC] 

 {Permitting Note:  An estimated “real time” heat input value can be calculated for agency compliance 

inspectors upon request.  The averaging time for the estimated heat input will be a 3-hour block that may 

utilize fuel flow or tank drop data to determine the fuel usage which will be multiplied by the last available 

heating value of the fuel.  If sampling is needed to determine the current heat input value, the adjusted heat 

input value will be provided to the inspector after test results are received for the heat value of the fuel and a 
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corrected fuel heat input is calculated.  Heat input is not required to be recorded other than the instances as 

addressed previously in this condition.} 

A.2. Emissions Unit Operating Rate Limitation After Testing.  See the related testing provisions in Appendix 

TR, Facility-wide Testing Requirements.  [Rule 62-297.310(2), F.A.C., and Permit No. 1070014-003-AC] 

A.3. Methods of Operation. 

 a.  Fuels.  The combustion turbines shall only be fired with natural gas, No. 2 or No. 6 fuel oil as noted in 

Specific Condition A.1 and A.6. 

b. Inlet Foggers.  The four inlet foggers installed at the compressor inlet to each of the four combined cycle 

combustion turbines may operate up to 40,960 degree F-hours per year in aggregate (average 10,240 

degree F-hours per unit per year). 

 The permittee shall monitor both the hours of operation for the inlet foggers and the degrees of cooling 

afforded by the inlet foggers.  Computation of the degree-hour will be performed as follows: 

Degree-hours = # hours inlet fogger operating time X degrees F of cooling. 

Degrees of Cooling shall be calculated by subtracting the fogged compressor inlet air temperature from 

the unfogged compressor inlet temperature (upstream of the fogger).  The above calculation shall be 

performed for each hour of fogger operation.  Calculation records shall be maintained on the plant site 

and made available for inspection upon request. 

For each hour of oil operation on any combustion turbine during a calendar year, the allowable aggregate 

total inlet fogger operating degree-hour shall be reduced by 1.27 degree F-hours. 

[Rule 62-213.410, F.A.C.; PPSC PA 74-01, Condition 1.B.(i); and Permit No. 1070014-003-AC.] 

A.4. Hours of Operation.  These emissions units may operate continuously (8,760 hours/year).  [Rule 62-

210.200(PTE), F.A.C.] 

Emission Limitations and Standards 

{Permitting Note:  The attached Table 1, Summary of Air Pollutant Standards and Terms, summarizes 

information for convenience purposes only.  This table does not supersede any of the terms or conditions of this 

permit.} 

Unless otherwise specified, the averaging times for Specific Condition A.5. and A.6. are based on the specified 

averaging time of the applicable test method. 

A.5. Visible Emissions (VE).  Visible emissions shall not exceed 20% opacity, except for one 6-minute period 

per hour during which opacity shall not exceed 27%.  [Rule 62-213.440, F.A.C.; PPSC PA 74-01, Condition 

1.B.(ii); and, Permit No. 1070014-003-AC] 

A.6. Sulfur Dioxide - Sulfur Content.  The fuel oil sulfur content shall not exceed 0.7 percent, by weight.  The 

owner or operator shall burn fuel oil containing no more than 0.50% sulfur content, by weight, when sustained 

winds exceed 20 miles per hour for any continuous period of three hours or longer.  See Specific Condition 

A.9. & A.12.  [Rule 62-213.440, F.A.C.; PPSC PA 74-01, Condition 1.B.(i); and, Permit No. 1070014-003-

AC] 

Excess Emissions 

Rule 62-210.700 (Excess Emissions), F.A.C., cannot vary any requirement of an NSPS, National Emissions 

Standards for Hazardous Air Pollutants (NESHAP) or Acid Rain program provision. 

A.7. Excess Opacity from Malfunctions Allowed.  Excess opacity from malfunction is permitted provided that 

best operational practices to minimize emissions are adhered to and the duration of excess emissions shall be 

minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the 

Department for longer duration.  [Rule 62-210.700(1), F.A.C.; PPSC PA 74-01, Condition 1.C.(b); and, 
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Permit No. 1070014-003-AC] 

A.8. Excess Emissions Prohibited.  Excess emissions which are caused entirely or in part by poor maintenance, 

poor operation, or any other equipment or process failure which may reasonably be prevented during startup, 

shutdown or malfunction shall be prohibited.  [Rule 62-210.700(4), F.A.C.] 

Monitoring of Operations 

A.9. Wind Restriction and Monitoring.  The owner or operator shall measure wind velocity and direction, 

using recognized methods and procedures, at hourly intervals in the plant vicinity, only for those hours during 

which any combustion turbine at the plant burns fuel oil containing more than 0.50% sulfur content, by 

weight.  The owner or operator shall quarterly report wind data, or shall report that no fuel oil containing 

more than 0.50% sulfur content, by weight, was burned, no later than the thirtieth day following the end of 

each calendar quarter.  [PPSC PA 74-01, Conditions D.1 & D.2.; and, Permit No. 1070014-003-AC] 

Test Methods and Procedures 

{Permitting Note:  The attached Table 2, Summary of Compliance Requirements, summarizes information for 

convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.} 

A.10. Test Methods.  Required tests shall be performed in accordance with the following reference method. 

Method Description of Method and Comments 

9 Determination of the Opacity of Emissions from Stationary Sources 

The above method is described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800, 

F.A.C.  No other method may be used unless prior written approval is received from the Department.  

[Rules 62-297.401 & 62-213.440, F.A.C.] 

A.11. Sulfur Dioxide - Sulfur Content.  The permittee shall demonstrate compliance with the liquid fuel sulfur 

limit by means of a fuel analysis provided by the vendor upon each fuel delivery.  See Specific Conditions 

A.6. and A.9.  [Rules 62-213.440, F.A.C. , and Permit No. 1070014-003-AC] 

A.12. Fuel Sampling and Analysis - Sulfur.  The fuel sulfur content, percent by weight, for liquid fuels shall be 

evaluated using either ASTM D2622-94, ASTM D4294-90(95), ASTM D1552-95, ASTM D1266-91, or both 

ASTM D4057-88 and ASTM D129-95 (or latest editions).  [Rules 62-213.440 & 62-297.440, F.A.C.; and, 

Permit No. 1070014-003-AC] 

A.13. Common Testing Requirements.  Unless otherwise specified, tests shall be conducted in accordance with 

the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this 

permit.  [Rule 62-297.310(7), F.A.C.] 

A.14. Compliance Tests.  During each federal fiscal year (October 1
st
 to September 30

th
), each EU shall be 

tested to demonstrate compliance with the emissions standards for VE; however, any combustion turbine that 

does not operate for more than 400 hours per year shall conduct a visible emissions compliance test once per 

each five-year period, coinciding with the term of its air operation permit.  If a unit is not operating because of 

scheduled maintenance outages and emergency repairs, then it will be tested within thirty days of returning to 

service.  [Rules 62-210.300(2)(a), 62-297.310(7)(a)4. & 8., F.A.C.; and, Permit No. 1070014-003-AC] 

Recordkeeping and Reporting Requirements 

A.15. Reporting Schedule.  The following reports and notifications shall be submitted to the Compliance 

Authority:  

Report Reporting Deadline Related Condition(s) 

Malfunction Quarterly Appendix RR-Condition RR.3 
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Report Reporting Deadline Related Condition(s) 

Test Reports 45 days after tests Appendix TR-Condition TR.8 

Air Operating Report (AOR) Annual Appendix RR-Condition RR.3 

 [Rule 62-213.440(1)(b), F.A.C.] 

A.16. Other Reporting Requirements.  See Appendix RR, Facility-Wide Reporting Requirements, for additional 

reporting requirements.  [Rule 62-213.440(1)(b), F.A.C.] 
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The specific conditions in this section apply to the following emissions unit(s): 

EU No. Brief Description 

007 Duct Burners for Combined Cycle Heat Recovery Steam Generator, HRSG11.   

008 Duct Burners for Combined Cycle Heat Recovery Steam Generator, HRSG12.   

009 Duct Burners for Combined Cycle Heat Recovery Steam Generator, HRSG21.   

010 Duct Burners for Combined Cycle Heat Recovery Steam Generator, HRSG22.   

 

Each emissions unit consists of duct burners for one heat recovery steam generator.  Each HRSG is associated 

with one combustion turbine.  Each HRSG's duct burners have a maximum heat input for natural gas or No. 2 fuel 

oil of 250 MMBtu/hr.  Each HRSG has two identical stacks that exhaust emissions from the associated 

combustion turbine and duct burner.  There is one steam driven electric generator serving HRSG11 and HRSG12 

and a second steam driven electric generator serving HRSG21 and HRSG22.  The combined steam electric 

generating capacity from the two steam turbines is 226 MW.  The stack parameters for HRSG11 and HRSG12 

are:  height = 73 feet; exit diameter = 10.34 feet; exit temperature =328°F; and, actual volumetric flow rate = 

968,628 acfm; and, for HRSG21 and HRSG22 are:  height = 73 feet; exit diameter = 10.34 feet; exit temperature 

=328°F; and, actual volumetric flow rate = 1,009,847 acfm.   

Units 007 and 008 began commercial operation in 1978.  Units 009 and 010 began commercial operation in 1977.  

{Permitting Note:  The emissions units are regulated under Acid Rain, Phase II, Rule 62-210.300, F.A.C., Permits 

Required, and are subject to 40 CFR 60 Subpart Db, Standards of Performance for Industrial-Commercial-

Institutional Steam Generating Units  for Which Construction Is Commenced After June 19, 1984, but on or 

before June 19, 1986.  These emissions units are also regulated under Power Plant Siting Certification No. PA 

74-01 ordered in 1974, and the modified conditions of PA 74-01 dated 5/20/80, 3/15/84, 7/16/91, and 5/28/92.} 

Compliance Assurance Monitoring (CAM) does not apply to these emissions units because there are no add-on 

pollution control devices installed. 

Essential Potential to Emit (PTE) Parameters 

B.1. Permitted Capacity.  The maximum operation heat input rate is as follows: 

Unit No. MMBtu/hr Heat Input Fuel Type 

007, 008, 009 

and 010 

250 Natural Gas or  

250 No. 2 Fuel Oil  

 See Appendix HI, Heat Input vs. Ambient Temperature Curves *. 

 *The maximum operation heat input rate is limited for Emission Units 007, 008, 009, and 010 in accordance 

with a 3-hour block average that is limited at any given ambient temperature as identified on the curves 

attached in Appendix HI, Heat Input vs. Ambient Temperature Curves of this permit for natural gas and fuel 

oil.  The ambient temperature for heat input calculation or look up curves is equivalent to the compressor inlet 

temperature.  The heat input will be demonstrated annually in accordance with the 3-hour run time of the 

performance test and will be provided as a part of the test submittal.  The CEMS Data Handling and 

Acquisition System (DHAS) calculated heat input shall not be used for compliance purposes. 

 [Rules 62-4.160(2), 62-204.800 & 62-210.200(PTE), F.A.C.; and, Permit No. 1070014-003-AC] 

 {Permitting Note:  An estimated “real time” heat input value can be calculated for agency compliance 

inspectors upon request.  The averaging time for the estimated heat input will be a 3-hour block that may 

utilize fuel flow or tank drop data to determine the fuel usage which will be multiplied by the last available 

heating value of the fuel.  If sampling is needed to determine the current heat input value, the adjusted heat 

input value will be provided to the inspector after test results are received for the heat value of the fuel and a 
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corrected fuel heat input is calculated.  Heat input is not required to be recorded other than the instances as 

addressed previously in this condition.}  

B.2. Emissions Unit Operating Rate Limitation After Testing.  See the related testing provisions in Appendix 

TR, Facility-wide Testing Requirements.  [Rule 62-297.310(2), F.A.C., and Permit No. 1070014-003-AC] 

B.3. Methods of Operation - Fuels.  The duct burners shall only be fired with natural gas or with No. 2 fuel oil 

(see Specific Condition B.5.).  [Rule 62-213.410, F.A.C.; PPSC PA 74-01, Condition 1.C.(i); and, Permit No. 

1070014-003-AC] 

B.4. Hours of Operation.  These emissions units may operate continuously (8,760 hours/year).  [Rule 62-

210.200(PTE)] 

Emission Limitations and Standards 

{Permitting Note:  The attached Table 1, Summary of Air Pollutant Standards and Terms, summarizes 

information for convenience purposes only.  This table does not supersede any of the terms or conditions of this 

permit.} 

Unless otherwise specified, the averaging times for Specific Conditions B.5.-B.7. are based on the specified 

averaging time of the applicable test method. 

B.5. Sulfur Dioxide - Sulfur Content.  The fuel oil sulfur content shall not exceed 0.5 percent, by weight.  

[Rule 62-213.440, F.A.C.; 40 CFR 60.42b; PPSC PA 74-01, Condition 1.C.(i); and, Permit No. 1070014-003-

AC] 

B.6. Visible Emissions.  Visible emissions shall not exceed 20% opacity (6-minute average), except for one 6-

minute period per hour during which opacity shall not exceed 27%.  The opacity standards apply at all times, 

except during periods of startup, shutdown or malfunction.  [Rule 62-213.440, F.A.C.; 40 CFR 60.43b & 

60.46b; PPSC PA 74-01, Condition 1.C.(ii)(a); and, Permit No. 1070014-003-AC] 

B.7. Nitrogen Oxides.  Nitrogen oxide emissions (expressed as NO2) shall not exceed 0.20 lb/MMBtu while 

burning natural gas and distillate oil.  The nitrogen oxide standards apply at all times including periods of 

startup, shutdown, or malfunction.  [40 CFR 60.44b; PPSC PA 74-01 (modification of 5/28/92); and, Permit 

No. 1070014-003-AC] 

Excess Emissions 

B.8. NSPS Excess Emissions.  The owner or operator shall record and document all periods of operation, 

including periods of startup, shutdown, and malfunction.  All periods of excess emissions shall be recorded 

and submitted as stated in 40 CFR 60.7 (see attached Appendix NSPS, Subpart A – General Provisions).  

[Rule 62-213.440, F.A.C. and 40 CFR 60.7] 

{Permitting Note:  According to 40 CFR 60.2, the Excess Emissions and Monitoring Systems Performance 

Report is a report that must be submitted periodically by a source in order to provide data on its compliance 

with stated emission limits and operating parameters, and on the performance of its monitoring systems.} 

Continuous Monitoring Requirements 

B.9. Emission Monitoring For VE.  The owner or operator shall keep calibrated, maintain, and operate a 

continuous monitoring system for measuring the opacity of emissions discharged to the atmosphere and 

record the output of the system.  This system shall be operated whenever fuel oil is burned in these emissions 

units.  [40 CFR 60.48b and Permit No. 1070014-003-AC] 

B.10. CEMS Required by Power Plant Siting (PPSC).  The owner or operator shall maintain a continuous 

emission monitoring system (CEMS) for opacity and nitrogen oxides on one of the paired stacks for each 

combined cycle unit.  Records of such monitoring shall be available upon request.  [Rule 62-213.440, F.A.C.; 
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PPSC PA 74-01, Condition IV; and, Permit No. 1070014-003-AC] 

{Permitting Note:  The PPSC requires monitors on one stack each of combustion turbine (CT)/HRSG 1x and 

2x, for a total of two stacks that must be monitored.  The owner currently operates opacity monitors to satisfy 

the PPSC requirement to operate the CEMS for opacity.  The nitrogen oxides (NOX) monitors installed and 

maintained pursuant to 40 CFR 75 satisfy the PPSC requirement to operate the CEMS for NOX.} 

Test Methods and Procedures 

{Permitting Note:  The attached Table 2, Summary of Compliance Requirements, summarizes information for 

convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.} 

B.11. Test Methods.  Required tests shall be performed in accordance with the following reference methods. 

Method Description of Method and Comments 

3A 
Determination of Oxygen and Carbon Dioxide Concentrations in Emissions from 

Stationary Sources 

7E Determination of Nitrogen Oxide Emissions from Stationary Sources 

9 Visual Determination of the Opacity of Emissions from Stationary Sources 

 The above methods are described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800, 

F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rule 

62-297.401, F.A.C.; 40 CFR 60.46b; PPSC PA 74-01 (modification of 5/28/92); and, Permit No. 1070014-

003-AC] 

B.12. Sulfur Dioxide - Sulfur Content.  The permittee shall demonstrate compliance with the liquid fuel sulfur 

limit by maintaining fuel receipts as described in 40 CFR 60.49b.  [Rule 62-213.440, F.A.C.; 40 CFR 60.42b; 

and, Permit No. 1070014-003-AC] 

B.13. Common Testing Requirements.  Unless otherwise specified, tests shall be conducted in accordance with 

the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this 

permit.  [Rule 62-297.310(7), F.A.C.] 

B.14. Compliance Tests.  During each federal fiscal year (October 1
st
 to September 30

th
), each EU shall be 

tested to demonstrate compliance with the emissions standard for VE.  Emissions testing for nitrogen oxides 

shall be performed prior to renewal, except that an annual test for nitrogen oxide shall be performed each year 

that fuel oil is fired in these units for more than 400 hours.  If a unit is not operating because of scheduled 

maintenance outages and emergency repairs, then it will be tested within thirty days of returning to service.  

[Rules 62-210.300(2)(a) & 62-297.310(7)(a), F.A.C.; and, Permit No. 1070014-003-AC] 

Recordkeeping and Reporting Requirements 

B.15. Reporting Schedule.  The following reports and notifications shall be submitted to the Compliance 

Authority:   

Report Reporting Deadline Related Condition(s) 

NSPS Reports 
As stated in 40 CFR 60.7 

and 40 CFR 60.49b 

Appendix NSPS - Subpart A and 

Appendix NSPS- Subpart Db 

40 CFR 60.49b NSPS Reports  Quarterly (oil reports) B.17. & B.18. 

Malfunction Quarterly Appendix RR-Condition RR.3 

Test Reports 45 days after tests Appendix TR-Condition TR.8 

Air Operating Report (AOR) Annual Appendix RR-Condition RR.5 

 [Rule 62-213.440(1)(b), F.A.C.; ] 
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B.16. Other Reporting Requirements.  See Appendix RR, Facility-Wide Reporting Requirements, for additional 

reporting requirements.  [Rule 62-213.440(1)(b), F.A.C.] 

B.17. NSPS Fuel Record Required.  Pursuant to 40 CFR 60.49b: 

The owner or operator of an affected facility shall record and maintain records of the amounts of each fuel 

combusted during each day and calculate the annual capacity factor individually for distillate oil and natural 

gas for each calendar quarter.  The annual capacity factor is determined on a 12-month rolling average basis 

with a new annual capacity factor calculated at the end of each calendar month. 

The owner or operator shall maintain records of opacity (required by NSPS whenever fuel oil is burned in 

these emissions units.  See condition B.9. of this permit). 

The owner or operator shall maintain records of the following information for each steam-generating unit 

operating day: 

(1) Calendar date. 

(2) The average hourly nitrogen oxides emission rates (expressed as NO2) (lb/million Btu heat input) 

measured or predicted. 

(3) The 30-day average nitrogen oxides emission rates (lb/million Btu heat input) calculated at the end of 

each steam generating unit operating day from the measured or predicted hourly nitrogen oxide emission 

rates for the preceding 30 steam generating unit operating days. 

(4) Identification of the steam generating unit operating days when the calculated 30-day average nitrogen 

oxides emission rates are in excess of the nitrogen oxides emissions standards under 40 CFR 60.44b, with 

the reasons for such excess emissions as well as a description of corrective actions taken. 

(5) Identification of the steam generating unit operating days for which pollutant data have not been obtained, 

including reasons for not obtaining sufficient data and a description of corrective actions taken. 

(6) Identification of the times when emission data have been excluded from the calculation of average 

emission rates and the reasons for excluding data. 

(7) Identification of "F" factor used for calculations, method of determination, and type of fuel combusted. 

The owner or operator is required to submit excess emission reports for any calendar quarter during which 

there are excess emissions from the affected facility.  If there are no excess emissions during the calendar 

quarter, the owner or operator shall submit a report semiannually stating that no excess emissions occurred 

during the semiannual reporting period.  For the purpose of the opacity limitation, excess emissions are 

defined as all 6-minute periods during which the average opacity exceeds the opacity standards. 

[40 CFR 60.49b(d), (f), (g)(1)-(7) & (h); and, Permit No. 1070014-003-AC] 

B.18. Fuel Receipts Required.  The owner or operator of an affected facility who elects to demonstrate that the 

affected facility combusts only very low sulfur oil shall obtain and maintain at the affected facility fuel 

receipts from the fuel supplier which certify that the oil meets the definition of distillate oil as defined in 40 

CFR 60.41b: 

Distillate oil means fuel oils that contain 0.05 weight percent nitrogen or less and comply with the 

specifications for fuel oil numbers 1 and 2, as defined by the American Society of Testing and 

Materials in ASTM D396-78, Standard Specifications for Fuel Oils (incorporated by reference-

see 40 CFR 60.17). 

Very low sulfur oil means an oil that contains no more than 0.5 weight percent sulfur or that, 

when combusted without sulfur dioxide emission control, has a sulfur dioxide emission rate equal 

to or less than 215 ng/J (0.5 lb/million Btu) heat input. 

For the purposes of 40 CFR 60.49b(r), the oil need not meet the fuel nitrogen content specification in the 

definition of distillate oil.  Quarterly reports shall be submitted to the Department certifying that only very 

low sulfur oil meeting this definition was combusted in the affected facility during the preceding quarter. 
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[40 CFR 60.45b, 60.47b & 60.49b(r); and, Permit No. 1070014-003-AC] 

Other NSPS Requirements  

B.19. Subpart A - NSPS General Provisions.  This emissions unit is subject to applicable provisions of 40 CFR 

Subpart A, General Provisions (see Appendix NSPS, Subpart A - General Provisions).  [40 CFR 60.7; 60.8; 

60.11; 60.12 & 60.13] 

Link to 40 CFR 60, Subpart A - General Provisions.    

B.20. Subpart Db – NSPS Industrial-Commercial-Institutional Steam Generating Units.  As used in 40 CFR 60 

Subpart Db, all terms not defined in 40 CFR 60.41b shall have the meaning given them in the Act, and in 

Subpart A of 40 CFR 60.  This unit is subject to all applicable requirements of NSPS, Subpart Db (see 

attached Appendix NSPS, Subpart Db).  [40 CFR 60.41b Definitions] 

Link to 40 CFR 60, Subpart Db 

.

http://www.ecfr.gov/cgi-bin/text-idx?c=ecfr&rgn=div6&view=text&node=40:7.0.1.1.1.1&idno=40
http://www.ecfr.gov/cgi-bin/text-idx?c=ecfr&SID=79dc990f085a26e90ab7cdbc69172f45&rgn=div6&view=text&node=40:7.0.1.1.1.11&idno=40
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The specific conditions in this section apply to the following emissions unit: 

EU No. Brief Description 

011 Auxiliary Boiler Manufactured by VA-Power 

This emissions unit consists of an auxiliary boiler, manufactured by VA-Power, with a maximum heat input for 

natural gas and No. 2 fuel oil of 16.275 MMBtu/hr and 14.28 MMBtu/hr, respectively.  The stack parameters for 

this unit are:  height = 45 feet; exit diameter = 18 feet; exit temperature = 550°F; and, actual volumetric flow rate 

= 5,786 acfm.  The exit temperatures and flow rates are based on full load operation on natural gas.  

This unit began commercial operation in 1993. 

{Permitting Note:  This emissions unit is regulated under Rule 62-210.300, F.A.C., Permits Required, and is 

subject to 40 CFR 60 Subpart Dc, Standards of Performance for Small Industrial-Commercial-Institutional Steam 

Generating Units for Which Construction Is Commenced After June 9, 1989 and to 40 CFR Part 63 Subpart 

DDDDD, NESHAP for Industrial, Commercial, and Institutional Boilers and Process Heaters.  This emissions 

unit was also regulated under Power Plant Siting Certification No. PA 74-01, ordered in 1974, and the modified 

conditions of PA 74-01 dated 5/20/80, 3/15/84, 7/16/91, 5/28/92, and the letter dated 04/22/1993.  The Power 

Plant Siting conditions were subsequently incorporated into permit No. 1070014-003-AC.} 

Compliance Assurance Monitoring (CAM) does not apply to this emissions unit facility because there are no add-

on pollution control devices installed. 

Essential Potential to Emit (PTE) Parameters 

C.1. Permitted Capacity.  The maximum operation heat input rate is as follows: 

Unit No. MMBtu/hr Heat Input Fuel Type 

011 
16.275 Natural Gas or 

14.280 No. 2 Fuel Oil 

 [Rules 62-4.160(2), 62-204.800 & 62-210.200(PTE), F.A.C.; and, Permit No. 1070014-003-AC] 

C.2. Emissions Unit Operating Rate Limitation After Testing.  See the related testing provisions in Appendix 

TR, Facility-wide Testing Requirements.  [Rule 62-297.310(2), F.A.C.] 

C.3. Methods of Operation - Fuels.   

a. Primary Fuel.  The primary fuel is natural gas.   

b. Backup Fuel.  Distillate No. 2 fuel oil is the backup fuel (0.5% maximum sulfur content).  Except as 

allowed in paragraph c., this boiler is only allowed to burn this fuel during periods of gas curtailment or 

gas supply interruptions of any duration, as defined in 40 CFR 63.7575; and, after proper notification in 

accordance with 40 CFR 63.7545.   

c. Restricted Operation While Burning Distillate No. 2 Fuel Oil.  During normal periods of operation, this 

boiler may fire fuel oil for periodic testing, maintenance, and operator training.  Operation on fuel oil for 

these purposes shall not exceed a combined total of 48 hours per calendar year. 

[Rule 62-213.410, F.A.C.; 40 CFR 60.48c and 40 CFR 63.7545 & 40 CFR 63.7575, Subpart DDDDD; and, 

Permit No. 1070014-003-AC] 

{Permitting Note:  Pursuant to 40 CFR 63.7575, Subpart DDDDD, this Auxiliary Boiler qualifies as a “Unit 

designed to burn gas 1 subcategory”, since it is designed to burn natural gas (i.e. gas 1 fuel) as its primary 

fuel with the reserve of liquid fuel (only distillate fuel oil #2) during periods of gas curtailment or gas supply 

interruptions of any duration.  Under this definition, a Unit designed to burn gas 1 subcategory is limited to a 

combined total of 48 hours per calendar year for “periodic testing, maintenance, and operator training while 

burning liquid fuel.”} 

C.4. Hours of Operation.  This emissions unit may operate continuously (8,760 hours/year).  [Rule 62-

210.200(PTE), F.A.C.] 
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Emission Limitations and Standards 

{Permitting Note:  The attached Table 1, Summary of Air Pollutant Standards and Terms, summarizes 

information for convenience purposes only.  This table does not supersede any of the terms or conditions of this 

permit.} 

Unless otherwise specified, the averaging times for Specific Conditions C.5. and C.6. are based on the specified 

averaging time of the applicable test method. 

C.5. Standard for Visible Emissions.  The owner or operator shall not cause to be discharged into the 

atmosphere from the affected emissions unit any gases that exhibit greater than 20 percent opacity (6-minute 

average), except for one 6-minute period per hour of not more than 27 percent opacity.  The opacity standards 

apply at all times, except during period of startup, shutdown, or malfunction.  See Section 40 CFR 60.43c in 

Appendix NSPS Subpart Dc.  [40 CFR 60.43c(c) & (d)] 

C.6. Standard for Sulfur Dioxide.  The owner or operator shall not combust fuel oil in the affected emissions 

unit that contains greater than 0.5 weight percent sulfur.  Compliance with the fuel oil sulfur limit shall be 

determined based on a certification from the fuel supplier, as described under 40 CFR 60.48c(f)(1) (see 

specific condition C.19.).  The fuel oil sulfur limit applies at all times, including periods of startup, shutdown, 

and malfunction.  [40 CFR 60.42c(d), (h), (i) & (j); and, Permit No. 1070014-003-AC] 

Excess Emissions 

C.7. NSPS Excess Emissions.  The owner or operator shall record and document all periods of operation, 

including periods of startup, shutdown, and malfunction.  All periods of excess emissions shall be recorded 

and submitted as stated in 40 CFR 60.7 (see attached Appendix NSPS, Subpart A – General Provisions).  

[Rule 62-213.440, F.A.C. and 40 CFR 60.7] 

{Permitting Note:  According to 40 CFR 60.2, the Excess Emissions and Monitoring Systems Performance 

Report is a report that must be submitted periodically by a source in order to provide data on its compliance 

with stated emission limits and operating parameters, and on the performance of its monitoring systems.} 

Monitoring of Operations 

C.8. Emission Monitoring for Sulfur Dioxide (SO2).  As an alternative to operating a CEMS at the outlet of the 

steam generating unit, the owner or operator shall determine the average SO2 emission rate by sampling the 

fuel prior to combustion.  Fuel sampling shall be conducted as follows: 

As an alternative fuel sampling procedure for affected facilities combusting oil, oil samples may be collected 

from the fuel tank for each steam generating unit immediately after the fuel tank is filled and before any oil is 

combusted.  The owner or operator of the affected facility shall analyze the oil sample to determine the sulfur 

content of the oil.  If a partially empty fuel tank is refilled, a new sample and analysis of the fuel in the tank 

would be required upon filling.  Results of the fuel analysis taken after each new shipment of oil is received 

shall be used as the daily value when calculating the 30-day rolling average until the next shipment is 

received.  If the fuel analysis shows that the sulfur content in the fuel tank is greater than 0.5 weight percent 

sulfur, the owner or operator shall ensure that the sulfur content of subsequent oil shipments is low enough to 

cause the 30-day rolling average sulfur content to be 0.5 weight percent sulfur or less.  [40 CFR 60.46c(d)(2) 

and Permit No. 1070014-003-AC] 

C.9. 40 CFR 60, Subpart DDDDD Work Practices.  This unit is required to conduct an annual tune-up of the 

boiler as well as a one-time energy assessment.  The tune-up of this boiler shall be conducted as specified in 

§63.7540.  During startup and shutdown, a work practice standard must be met by following the 

manufacturer’s recommended procedures to minimize these periods in lieu of numeric emission limits.  
[NESHAP 40 CRF 63, Subpart DDDDD] 
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{Permitting Note:  As an “existing” source under Subpart DDDDD, the facility has three (3) years from the 

date of promulgation in the Federal Register to comply with the aforementioned applicable requirements.  

Final compliance date for the boiler is January 31, 2016 for the initial tune-up of the boiler and one-time 

energy assessment.} 

Test Methods and Procedures 

{Permitting Note:  The attached Table 2, Summary of Compliance Requirements, summarizes information for 

convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.} 

C.10. Test Methods.  Required tests shall be performed in accordance with the following reference method. 

Method Description of Method and Comments 

9 Visual Determination of the Opacity of Emissions from Stationary Sources 

 The above method is described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800, 

F.A.C.  No other method may be used unless prior written approval is received from the Department.  [Rules 

62-297.401 and 62-213.440, F.A.C.] 

C.11. Common Testing Requirements.  Unless otherwise specified, tests shall be conducted in accordance with 

the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this 

permit.  [Rule 62-297.310(7), F.A.C.] 

C.12. Annual Tests Required - VE.  During each federal fiscal year (October 1
st
 to September 30

th
), this EU 

shall be tested to demonstrate compliance with the emissions standards for VE, except as provided in Specific 

Condition C.14.  [Rules 62-213.440 & 62-297.310(7)(a)4., F.A.C.] 

C.13. Compliance Tests Prior To Renewal.  In addition to the annual compliance tests specified above, 

compliance tests shall also be performed for VE prior to obtaining a renewed operation permit to demonstrate 

compliance with the emission limits in Specific Condition C.5.  [Rules 62-210.300(2)(a) and 62-

297.310(7)(a)3., F.A.C.] 

C.14. When VE Test is Not Required.  By this permit, annual emissions compliance testing for visible 

emissions is not required for this emission unit while burning: 

 a. only gaseous fuel(s); or 

 b. gaseous fuel(s) in combination with any amount of liquid fuel(s) for less than 400 hours per year; or 

 c. only liquid fuel(s) for less than 400 hours per year. 

 [Rules 62-213.440 & 62-297.310(7)(a)4., F.A.C.] 

Recordkeeping and Reporting Requirements 

C.15. Reporting Schedule.  The following reports and notifications shall be submitted to the Compliance 

Authority:   

Report Reporting Deadline Related Condition(s) 

NSPS Reports As stated in 40 CFR 60.7  Appendix NSPS - Subpart A 

40 CFR 60.48c NSPS Reports  Quarterly (oil reports) Appendix NSPS- Subpart Dc and C.18. 

Malfunction Quarterly Appendix RR-Condition RR.3 

Annual tune- up Annual C.17 and C.22. 

Test Reports 45 days after tests Appendix TR-Condition TR.8 

Air Operating Report (AOR) Annual Appendix RR-Condition RR.5 

 [Rule 62-213.440(1)(b), F.A.C.] 
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C.16. Other Reporting Requirements.  See Appendix RR, Facility-Wide Reporting Requirements, for additional 

reporting requirements.  [Rule 62-213.440(1)(b), F.A.C.] 

C.17. Work Practice Records.  Records shall be kept on site documenting the annual tune-up required for this 

natural gas fired boiler as a work practice standard.  [NESHAP 40 CFR 63.7555 & 63.7550 and Table 3-

Subpart DDDDD] 

C.18. NSPS Fuel Supplier Certification and Fuel Records.  Pursuant to 40 CFR 60.48c: 

For any period in which fuel oil is combusted, the owner or operator shall submit quarterly reports to the 

Department.  Each subsequent quarterly report shall be postmarked by the 30th day following the end of the 

reporting period. 

The owner or operator shall keep records and submit quarterly reports including the following information 

related to the combustion of fuel oil, as applicable. 

a. Calendar dates covered in the reporting period. 

b. Each 30-day average SO2 emission rate (lb/million Btu), or 30-day average sulfur content (weight 

percent), calculated during the reporting period, ending with the last 30-day period in the quarter; reasons 

for any noncompliance with the emission standards; and a description of corrective actions taken. 

c. Each 30-day average percent of potential SO2 emission rate calculated during the reporting period, ending 

with the last 30-day period in the quarter; reasons for any noncompliance with the emission standards; 

and a description of corrective actions taken. 

d. Identification of any steam generating unit operating days for which SO2 or diluent (oxygen or carbon 

dioxide) data have not been obtained by an approved method for at least 75 percent of the operating 

hours; justification for not obtaining sufficient data; and a description of corrective actions taken. 

e. Identification of any times when emissions data have been excluded from the calculation of average 

emission rates; justification for excluding data; and a description of corrective actions taken if data have 

been excluded for periods other than those during which oil was not combusted in the steam generating 

unit. 

f. Identification of the F factor used in calculations, method of determination, and type of fuel combusted. 

g. Identification of whether averages have been obtained based on CEMS rather than manual sampling 

methods. 

h. If fuel supplier certification is used to demonstrate compliance, records of fuel supplier certification as 

described under paragraph (f)(1) of this section, as applicable.  In addition to records of fuel supplier 

certifications, the quarterly report shall include a certified statement signed by the owner or operator of 

the affected facility that the records of fuel supplier certifications submitted represent all of the fuel 

combusted during the quarter. 

[40 CFR 60.48c(d), (e)(1)-(7) & (e)(11); and, Permit No. 1070014-003-AC] 

C.19. Fuel Supplier Certification and Fuel Records.  The owner or operator shall maintain records of fuel 

supplier certification.  Fuel supplier certification shall include the following information: 

a. The name of the oil supplier; and 

b. A statement from the oil supplier that the oil complies with the specifications under the definition of 

distillate oil: 

Distillate oil means fuel oil that complies with the specifications for fuel oil numbers 1 or 2, as 

defined by the American Society for Testing and Materials in ASTM D396-78, "Standard 

Specification for Fuel Oils" (incorporated by reference-see 40 CFR 60.17). 

The owner or operator of each affected facility shall record and maintain records of the amounts of each fuel 

combusted during each day.  [40 CFR 60.48c(f)(1) & (g); and, Permit No. 1070014-003-AC] 
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Other NSPS and NESHAP Requirements  

C.20. Subpart A - NSPS General Provisions.  This emissions unit is subject to applicable provisions of 40 CFR 

60, Subpart A, General Provisions (see Appendix NSPS, Subpart A - General Provisions).  [40 CFR 60.7; 

60.8; 60.11; 60.12 and 60.13]    

Link to 40 CFR 60, Subpart A - General Provisions.    

C.21. Subpart Dc – NSPS Small Industrial-Commercial-Institutional Steam Generating Units.  As used in 40 

CFR 60 Subpart Dc, all terms not defined in 40 CFR 60.41c shall have the meaning given them in the Act, 

and in Subpart A of 40 CFR 60.  This unit is subject to all applicable requirements of NSPS, Subpart Dc (see 

attached Appendix NSPS, Subpart Dc).  [40 CFR 60.41c Definitions] 

Link to 40 CFR 60, Subpart Dc   

C.22. Subpart DDDDD – NESHAP Small Industrial-Commercial-Institutional Boilers and Process Heaters.  As 

used in 40 CFR 63 Subpart DDDDD, all terms not defined in 40 CFR 63.7575 shall have the meaning given 

them in the Act, and in Subpart A of 40 CFR 63.  This unit is subject to all applicable requirements of 

NESHAP, Subpart DDDDD.    [40 CFR 63.7575 Definitions] 

Link to 40 CFR 63, Subpart DDDDD 

C.23. Subpart A - NESHAP General Provisions.  The owner or operator shall comply with the following 

applicable requirements of 40 CFR 63 Subpart A - General Provisions, which have been adopted by reference 

in Rule 62-204.800(11)(d)1., F.A.C., except that the Secretary is not the Administrator for purposes of 40 

CFR 63.5(e), 40 CFR 63.5(f), 40 CFR 63.6(g), 40 CFR 63.6(h)(9), 40 CFR 63.6(j), 40 CFR 63.13, and 40 

CFR 63.14.  Link to 40 CFR 63, Subpart A - General Provisions  

General Provisions Citation Subject of Citation 

§63.1 General applicability of the General Provisions 

§63.2 Definitions (Additional terms defined in §63.6675) 

§63.3 Units and abbreviations 

§63.4 Prohibited activities and circumvention 

§63.5 Construction and reconstruction 

§63.6(a) Applicability 

§63.9(a) Applicability and State delegation of notification requirements 

§63.9(b)(1)–(5) Initial notifications (Except that §63.9(b)(3) is reserved)  

§63.9(h) Notification of Compliance Status 

§63.9(i) Adjustment of submittal deadlines 

§63.9(j) Change in previous information 

§63.10(a) Administrative provisions for recordkeeping/reporting 

§63.10(b)(1) Record retention 

§63.10(b)(2)(xii) Record when under waiver 

§63.10(b)(2)(xiv) Records of supporting documentation 

§63.10(d)(1) General reporting requirements 

§63.10(d)(4) Progress Reports 

§63.10(f) Waiver for recordkeeping/reporting 

§63.12 State authority and delegations 

§63.13 Addresses 

§63.14 Incorporation by reference 

§63.15 Availability of information 

[40 CFR 63.7565 and Table 10 to Subpart DDDDD of Part 63]   

http://www.ecfr.gov/cgi-bin/text-idx?c=ecfr&rgn=div6&view=text&node=40:7.0.1.1.1.1&idno=40
http://www.ecfr.gov/cgi-bin/text-idx?c=ecfr&SID=79dc990f085a26e90ab7cdbc69172f45&rgn=div6&view=text&node=40:7.0.1.1.1.12&idno=40
http://www.gpo.gov/fdsys/pkg/FR-2013-01-31/pdf/2012-31646.pdf
http://www.ecfr.gov/cgi-bin/text-idx?c=ecfr&rgn=div6&view=text&node=40:10.0.1.1.1.1&idno=40
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The specific conditions in this section apply to the following emissions unit: 

ID No. Emission Unit Description 

014 One 679 HP Diesel Engine-driven Emergency Generator  

This unit is an “emergency” diesel engine-driven generator used to power the battery chargers for the GT’s and 

Steam Turbines and can power the fiber hut and shift shop.  This engine fires ultra low sulfur diesel fuel.   

The following table provides important details for this engine.  

Engine 

Identification 

Engine 

Brake 

HP 

Date of 

Manufacture 

Model 

Year 

Displacement 

liters/cylinder 

(l/c) 

Engine 

Manufacturer 
Model No. 

Emergency 

Diesel Generator 

679 

(500 kW) 

January 08 

Installed: 

November 

2011 

2008  2.64 Caterpillar 

3456 

SHN # 

C3GO1223 

{Permitting Notes:  This compression ignition reciprocating internal combustion engine (CI RICE) is regulated 

under 40 CFR 63, Subpart ZZZZ, NESHAP for Stationary RICE and 40 CFR 60, Subpart IIII, NSPS for 

Stationary Compression Ignition RICE, adopted in Rules 62.204.800(11)(b) & (8)(b), F.A.C., respectively.  This is 

a “new” stationary emergency CI RICE with a displacement of less than 10 liters per cylinder, located at a major 

source of HAP, that has been modified, reconstructed or commenced construction on or after 6/12/2006, and that 

has a post-2007 model year.  In accordance with provisions of 40 CFR 63.6590(c)(6), meeting the requirements 

of 40 CFR 60, Subpart IIII, satisfies compliance with the requirements of Subpart ZZZZ.} 

Essential Potential to Emit (PTE) Parameters  

D.1. Authorized Fuel.  This Stationary Reciprocating Internal Combustion Engine (RICE) must use diesel fuel 

that meets the following requirements for non-road diesel fuel: 

a. Sulfur Content.  The sulfur content shall not exceed = 15 ppm = 0.0015% by weight (ultra low sulfur) for 

non-road fuel. 

b. Cetane and Aromatic.  The fuel must have a minimum cetane index of 40 or must have a maximum 

aromatic content of 35 volume percent. 

c. Marking Provisions.  The diesel fuel fired shall be free of marker solvent yellow 124 until November 30, 

2014.  After December 1, 2014, there are no requirements or restrictions on the use of marker solvent 

yellow 124. 

d. Use of Existing Fuel.  Any existing diesel fuel purchased (or otherwise obtained) prior to October 1, 2010, 

may be used until depleted. 

[40 CFR 60.4207(b), 80.510(c), 80.510(f)(2) & 80.510(f)(7)] 

D.2. Restricted Hours of Operation.  

a. Maintenance and Testing.  This engine is authorized to operate for the purpose of maintenance checks 

and readiness testing, provided that the tests are recommended by federal, state, or local government, the 

manufacturer, the vendor, or the insurance company associated with the engine.  Maintenance checks and 

readiness testing of such units is limited to 100 hours per year.  

b. Emergency Situations.  There is no time limit on the use of emergency stationary RICE in emergency 

situations. 

c. Non-emergency Situations.  This engine may operate up to 50 hours per year in non-emergency situations, 

but those 50 hours are counted towards the 100 hours per year provided for maintenance and testing. 

d. Other Situations.  This engine cannot be used for peak shaving or to generate income for a facility to 

supply power to an electric grid or otherwise supply non-emergency power as part of a financial 

arrangement with another entity. 

[40 CFR 60.4211(f)] 
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D.3. Operation and Maintenance.  Except as permitted in Specific Condition D.9., the owner or operator must 

operate and maintain the stationary CI internal combustion engine according to the manufacturer's written 

instructions or procedures developed by the owner or operator that are approved by the engine manufacturer.  

In addition, owners and operators may only change those settings that are permitted by the manufacturer.  

These RICE must be maintained and operated to meet the emissions limits in Specific Conditions D.4. - D.6. 

over the entire life of the engine.  [40 CFR 60.4206, 4211(a)(1), (2) & (3)] 

Emissions Standards 

D.4. NOX + NMHC Emissions.  Emissions of NOX plus non-methane hydrocarbons shall not exceed 4.0 grams 

per kilowatt hour (g/kW-hr).  [40 CFR 60.4205(b), 40 CFR 60.4202(a)(2) & 40 CFR 89.112(a).     

D.5. CO Emissions.  Carbon monoxide (CO) emissions shall not exceed 3.5 g/kW-hr.  [40 CFR 60.4205(b), 40 

CFR 60.4202(a)(2) & 40 CFR 89.112(a)] 

D.6. PM Emissions.  Particulate matter (PM) emissions shall not exceed 0.2 g/kW-hr.  [40 CFR 60.4205(b), 40 

CFR 60.4202(a)(2) & 40 CFR 89.112(a)] 

 Link to 40 CFR 89.112 

Monitoring Requirements 

D.7. Hour Meter.  The owner or operator must install a non-resettable hour meter if one is not already 

installed.  [40 CFR 60.4209(a)] 

Testing and Compliance Requirements 

D.8. Engine Certification Requirements.  The owner or operator must comply with the emissions standards 

specified above by having purchased an engine certified by the manufacturer to meet those limits.  The engine 

must have been installed and configured according to the manufacturer’s emission-related specifications, 

except as permitted in Specific Condition D.9.  [40 CFR 60.4211(c)]  

D.9. Compliance Requirements Due to Loss of Certification.  If you do not install, configure, operate, and 

maintain your engine and control device according to the manufacturer's emission-related written instructions, 

or you change emission-related settings in a way that is not permitted by the manufacturer, you must keep a 

maintenance plan and records of conducted maintenance and must, to the extent practicable, maintain and 

operate the engine in a manner consistent with good air pollution control practice for minimizing emissions.  

In addition, you must conduct an initial performance test to demonstrate compliance with the applicable 

emission standards within 1 year of startup, or within 1 year after an engine and control device is no longer 

installed, configured, operated, and maintained in accordance with the manufacturer's emission-related written 

instructions, or within 1 year after you change emission-related settings in a way that is not permitted by the 

manufacturer.  You must conduct subsequent performance testing every 8,760 hours of engine operation or 3 

years, whichever comes first, thereafter to demonstrate compliance with the applicable emission standards. 

[40 CFR 60.4211(g)(3)] 

D.10. Testing Requirements.  In the event performance tests are required pursuant to Specific Condition D.9., 

the following requirements shall be met: 

a. Testing Procedures.  The performance test must be conducted according to the in-use testing procedures 

in 40 CFR Part 1039, Subpart F.  Link to Subpart F  

b. NTE Standards.  Exhaust emissions from these engines must not exceed the not-to-exceed (NTE) 

numerical requirements, rounded to the same number of decimal places as the applicable standard (STD) 

in Specific Conditions D.4.a. & b., D.5.a. & b. and D.6.a. & b., determined from the following equation: 

     NTE Requirement For Each Pollutant = (1.25) x (STD)  (Eq. 1) 

[40 CFR 60.4212(a) & (c)] 

http://www.ecfr.gov/cgi-bin/text-idx?c=ecfr&SID=574ac7d6f3530d3fee66df4af800f68c&rgn=div8&view=text&node=40:21.0.1.1.3.2.1.12&idno=40
http://www.ecfr.gov/cgi-bin/text-idx?c=ecfr&SID=e8388050f51c9ef7022b5a12cc833119&rgn=div5&view=text&node=40:34.0.1.1.5&idno=40#40:34.0.1.1.5.6
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D.11. Common Testing Requirements.  Unless otherwise specified and if required, tests shall be conducted in 

accordance with the requirements and procedures specified in Appendix TR, Facility-Wide Testing 

Requirements, of this permit.  [Rule 62-297.310, F.A.C.] 

Records and Reports 

D.12. Hours of Operation Records.  The owner or operator must keep records of the operation of the engine in 

emergency and non-emergency service that are recorded through the non-resettable hour meter.  The owner or 

operator must record the time of operation of the engine and the reason the engine was in operation during 

that time.  [40 CFR 60.4214] 

D.13. Maintenance Records.  To demonstrate conformance with the manufacturer’s written instructions for 

maintaining the certified engine and to document when compliance testing must be performed pursuant to 

Specific Condition D.9., the owner or operator must keep the following records: 

a. Engine manufacturer documentation and certification indicating compliance with the standards. 

b. A copy of the manufacturer’s written instructions for operation and maintenance of the certified engine or 

procedures developed by the owner or operator that are approved by the engine manufacturer. 

c. A written maintenance log detailing the date and type of maintenance performed on the engine, as well as 

any deviations from the manufacturer’s written instructions. 

[Rule 62-213.440(1), F.A.C.] 

D.14. Testing Notification.  At such time that the requirements of Specific Condition D.9. become applicable, 

the owner or operator shall notify the compliance authority of the date by which the initial compliance test 

must be performed.  [Rule 62-213.440(1)] 

D.15. Other Reporting Requirements.  See Appendix RR, Facility-Wide Reporting Requirements, for additional 

reporting requirements.  [Rule 62-213.440(1)(b), F.A.C.] 

General Provisions 

D.16. 40 CFR 60 Subpart A, General Provisions.  The owner or operator shall comply with the applicable 

requirements of 40 CFR 60 Subpart A, General Provisions, as specified below.  Link to 40 CFR 60, Subpart 

A - General Provisions.    

General Provisions Citation Subject of Citation 

§ 60.1 General applicability of the General Provisions 

§ 60.2 Definitions (see also § 60.4219) 

§ 60.3 Units and abbreviations 

§ 60.4 Address 

§ 60.5 Determination of construction or modification 

§ 60.6 Review of plans 

§ 60.9 Availability of information 

§ 60.10 State Authority 

§ 60.12 Circumvention 

§ 60.14 Modification 

§ 60.15 Reconstruction 

§ 60.16 Priority list 

§ 60.17 Incorporations by reference 

§ 60.19 General notification and reporting requirements 

[40 CFR 60.4218 and Table 8 to 40 CFR 60, Subpart IIII]  

http://www.ecfr.gov/cgi-bin/text-idx?c=ecfr&rgn=div6&view=text&node=40:7.0.1.1.1.1&idno=40
http://www.ecfr.gov/cgi-bin/text-idx?c=ecfr&rgn=div6&view=text&node=40:7.0.1.1.1.1&idno=40
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The specific conditions in this section apply to the following emissions unit: 

ID No. Emission Unit Description 

015 One 255 HP Emergency Diesel Fire Pump 

This unit is an emergency fire pump that will provide “emergency” back-up fire protection for the plant.  This 

engine fires ultra low sulfur diesel fuel.    

The following table provides important details for this engine: 

Engine 

Identification 

Engine 

Brake HP 

Date of 

Manufacture 
Model Year 

Displacement 

liters/cylinder (l/c) 

Engine 

Manufacturer 
Model No. 

Emergency 

Diesel Fire Pump 

255 

(190 kW) 
2013 2013 ?? ?? ?? 

{Permitting Notes:  This compression ignition reciprocating internal combustion engine (CI RICE) is regulated 

under 40 CFR 63, Subpart ZZZZ, NESHAP for Stationary RICE and 40 CFR 60, Subpart IIII, NSPS for 

Stationary Compression Ignition RICE, adopted in Rules 62.204.800(11)(b) & (8)(b), F.A.C., respectively.  This 

RICE is for a fire pump.  This is a “new” stationary emergency CI RICE with a displacement of less than 10 liters 

per cylinder, located at a major source of HAP, that has been modified, reconstructed or commenced construction 

on or after 6/12/2006, and that has a post-2007 model year.  In accordance with provisions of 40 CFR 

63.6590(c)(6), meeting the requirements of 40 CFR 60, Subpart IIII, satisfies compliance with the requirements of 

Subpart ZZZZ.} 

Essential Potential to Emit (PTE) Parameters  

E.1. Authorized Fuel.  This Stationary Reciprocating Internal Combustion Engine (RICE) must use diesel fuel 

that meets the following requirements for non-road diesel fuel: 

a. Sulfur Content.  The sulfur content shall not exceed = 15 ppm = 0.0015% by weight (ultra low sulfur) for 

non-road fuel. 

b. Cetane and Aromatic.  The fuel must have a minimum cetane index of 40 or must have a maximum 

aromatic content of 35 volume percent. 

c. Marking Provisions.  The diesel fuel fired shall be free of marker solvent yellow 124 until November 30, 

2014.  After December 1, 2014, there are no requirements or restrictions on the use of marker solvent 

yellow 124. 

d. Use of Existing Fuel.  Any existing diesel fuel purchased (or otherwise obtained) prior to October 1, 2010, 

may be used until depleted. 

[40 CFR 60.4207(b), 80.510(c), 80.510(f)(2) & 80.510(f)(7)] 

E.2. Restricted Hours of Operation.    

a. Emergency Situations.  There is no time limit on the use of emergency stationary RICE in emergency 

situations.  

b. Maintenance and Testing.  This engine is authorized to operate for the purpose of maintenance checks 

and readiness testing, provided that the tests are recommended by federal, state, or local government, the 

manufacturer, the vendor, or the insurance company associated with the engine.  Maintenance checks and 

readiness testing of such units is limited to 100 hours per year. 

c. Non-emergency Situations.  This engine may operate up to 50 hours per year in non-emergency situations, 

but those 50 hours are counted towards the 100 hours per year provided for maintenance and testing. 

[40 CFR 60.4211(f)] 

E.3. Operation and Maintenance.  Except as permitted in Specific Condition E.9., the owner or operator must 

operate and maintain the stationary CI internal combustion engines according to the manufacturer's written 

instructions or procedures developed by the owner or operator that are approved by the engine manufacturer.  
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In addition, owners and operators may only change those settings that are permitted by the manufacturer.  

This RICE must be maintained and operated to meet the emissions limits in Specific Conditions E.4. - E.6. 

over the entire life of the engine.  [40 CFR 60.4206, 4211(a)(1), (2) & (3)] 

Emissions Standards  

E.4. NOX + NMHC Emissions.  Emissions of NOX plus non-methane hydrocarbons shall not exceed 4.0 grams 

per kilowatt hour (g/kW-hr) (3.0 grams per horsepower hour (g/HP-hr)).  [40 CFR 60.4205(c) & Table 4]     

E.5. CO Emissions.  Carbon monoxide (CO) emissions shall not exceed 3.5 g/kW-hr (2.6 g/HP-hr).  [40 CFR 

60.4205(c) & Table 4]  

E.6. PM Emissions.  Particulate matter (PM) emissions shall not exceed 0.2 g/kW-hr (0.15 g/HP-hr). [40 CFR 

60.4205(c) & Table 4]     

Monitoring Requirements 

E.7. Hour Meter.  The owner or operator must install a non-resettable hour meter if one is not already 

installed.  [40 CFR 60.4209(a)] 

Testing and Compliance Requirements 

E.8. Engine Certification Requirements.  The owner or operator must comply with the emissions standards 

specified above by having purchased an engine certified by the manufacturer to meet those limits.  The engine 

must have been installed and configured according to the manufacturer’s emission-related specifications, 

except as permitted in Specific Condition E.9.  [40 CFR 60.4211(c)]  

E.9. Compliance Requirements Due to Loss of Certification.  If you do not install, configure, operate, and 

maintain your engine and control device according to the manufacturer's emission-related written instructions, 

or you change emission-related settings in a way that is not permitted by the manufacturer, you must keep a 

maintenance plan and records of conducted maintenance and must, to the extent practicable, maintain and 

operate the engine in a manner consistent with good air pollution control practice for minimizing emissions.  

In addition, you must conduct an initial performance test to demonstrate compliance with the applicable 

emission standards within 1 year of startup, or within 1 year after an engine and control device is no longer 

installed, configured, operated, and maintained in accordance with the manufacturer's emission-related written 

instructions, or within 1 year after you change emission-related settings in a way that is not permitted by the 

manufacturer.  [40 CFR 60.4211(g)(2)] 

E.10. Testing Requirements.  In the event performance tests are required pursuant to Specific Condition E.9., 

the performance test must be conducted according to the in-use testing procedures in 40 CFR Part 1039, 

Subpart F.  Link to Subpart F  [40 CFR 60.4212(a)]  

E.11. Common Testing Requirements.  Unless otherwise specified and if required, tests shall be conducted in 

accordance with the requirements and procedures specified in Appendix TR, Facility-Wide Testing 

Requirements, of this permit.  [Rule 62-297.310, F.A.C.] 

Records and Reports 

E.12. Hours of Operation Records.  The owner or operator must keep records of the operation of the engine in 

emergency and non-emergency service that are recorded through the non-resettable hour meter.  The owner or 

operator must record the time of operation of the engine and the reason the engine was in operation during 

that time.  [40 CFR 60.4214(b)] 

E.13. Maintenance Records.  To demonstrate conformance with the manufacturer’s written instructions for 

maintaining the certified engine and to document when compliance testing must be performed pursuant to 

Specific Condition E.9., the owner or operator must keep the following records: 

 a. Engine manufacturer documentation and certification indicating compliance with the standards. 

http://www.ecfr.gov/cgi-bin/text-idx?c=ecfr&SID=e8388050f51c9ef7022b5a12cc833119&rgn=div5&view=text&node=40:34.0.1.1.5&idno=40#40:34.0.1.1.5.6
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b. A copy of the manufacturer’s written instructions for operation and maintenance of the certified engine or 

procedures developed by the owner or operator that are approved by the engine manufacturer. 

c. A written maintenance log detailing the date and type of maintenance performed on the engine, as well as 

any deviations from the manufacturer’s written instructions. 

[Rule 62-213.440(1), F.A.C.] 

E.14. Testing Notification.  At such time that the requirements of Specific Condition E.9. become applicable, 

the owner or operator shall notify the compliance authority of the date by which the initial compliance test 

must be performed.  [Rule 62-213.440(1)] 

E.15. Other Reporting Requirements.  See Appendix RR, Facility-Wide Reporting Requirements, for additional 

reporting requirements.  [Rule 62-213.440(1)(b), F.A.C.] 

General Provisions 

E.16. 40 CFR 60 Subpart A, General Provisions.  The owner or operator shall comply with the applicable 

requirements of 40 CFR 60 Subpart A, General Provisions, as specified below.  Link to 40 CFR 60, Subpart 

A - General Provisions.    

General Provisions Citation Subject of Citation 

§ 60.1 General applicability of the General Provisions 

§ 60.2 Definitions (see also § 60.4219) 

§ 60.3 Units and abbreviations 

§ 60.4 Address 

§ 60.5 Determination of construction or modification 

§ 60.6 Review of plans 

§ 60.9 Availability of information 

§ 60.10 State Authority 

§ 60.12 Circumvention 

§ 60.14 Modification 

§ 60.15 Reconstruction 

§ 60.16 Priority list 

§ 60.17 Incorporations by reference 

§ 60.19 General notification and reporting requirements 

[40 CFR 60.4218 and Table 8 to 40 CFR 60, Subpart IIII]    

 

http://www.ecfr.gov/cgi-bin/text-idx?c=ecfr&rgn=div6&view=text&node=40:7.0.1.1.1.1&idno=40
http://www.ecfr.gov/cgi-bin/text-idx?c=ecfr&rgn=div6&view=text&node=40:7.0.1.1.1.1&idno=40
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Operated by:  Florida Power and Light Company 

ORIS Code:  6246 

 

The emissions units listed below are regulated under Acid Rain, Phase II. 

 

EU No. EPA Unit ID# Brief Description 

003 and 007 HRSG11 Combined Cycle Heat Recovery Steam Generator, HRSG11 

004 and 008 HRSG12 Combined Cycle Heat Recovery Steam Generator, HRSG12 

005 and 009 HRSG21 Combined Cycle Heat Recovery Steam Generator, HRSG21 

006 and 010 HRSG22 Combined Cycle Heat Recovery Steam Generator, HRSG22 

 

A.1. The Phase II Acid Rain Part application submitted for this facility, as approved by the Department, is a 

part of this permit.  The owners and operators of these Phase II acid rain units must comply with the standard 

requirements and special provisions set forth in the application listed below: 

 a. DEP Form No. 62-210.900(1)(a), dated 04/03/13, received 04/03/13. 

A.2. Sulfur Dioxide (SO2) Emission Allowances.  SO2 emissions from sources subject to the Federal Acid 

Rain Program (Title IV) shall not exceed any allowances that the source lawfully holds under the Federal 

Acid Rain Program.  Allowances shall not be used to demonstrate compliance with a non-Title IV applicable 

requirement of the Act. 

 a. No permit revision shall be required for increases in emissions that are authorized by allowances acquired 

pursuant to the Federal Acid Rain Program, provided that such increases do not require a permit revision 

pursuant to Rule 62-213.400(3), F.A.C. 

 b. No limit shall be placed on the number of allowances held by the source under the Federal Acid Rain 

Program. 

 c. Allowances shall be accounted for under the Federal Acid Rain Program. 

[Rule 62-213.440(1)(c)1., 2. & 3., F.A.C.] 

A.3  Comments, Notes, and Justifications:  None. 
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Clean Air Interstate Rule (CAIR). 

 

Operated by:  Florida Power and Light Company 

Plant:  Putnam Power Plant 

ORIS Code:  6246 

 

The emissions units below are regulated under the Clean Air Interstate Rule. 

EU No. EPA Unit ID# Brief Description 

003 and 007 HRSG11 Combined Cycle Heat Recovery Steam Generator, HRSG11 

004 and 008 HRSG12 Combined Cycle Heat Recovery Steam Generator, HRSG12 

005 and 009 HRSG21 Combined Cycle Heat Recovery Steam Generator, HRSG21 

006 and 010 HRSG22 Combined Cycle Heat Recovery Steam Generator, HRSG22 

 

1. Clean Air Interstate Rule Application.  The Clean Air Interstate Rule Part Form submitted for this facility is a 

part of this permit.  The owners and operators of these CAIR units as identified in this form must comply with 

the standard requirements and special provisions set forth in the CAIR Part Form (DEP Form No. 62-

210.900(1)(b)) dated April 3, 2013, which is attached at the end of this section.  [Chapter 62-213, F.A.C. and 

Rule 62-210.200, F.A.C.] 
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Appendix A, Glossary. 

Appendix I, List of Insignificant Emissions Units and/or Activities. 

Appendix NSPS, Subpart A – General Provisions. 

Appendix NSPS, Subpart Db. 

Appendix NSPS, Subpart Dc. 

Appendix RR, Facility-wide Reporting Requirements. 

Appendix HI, Heat Input vs. Ambient Temperature Curves. 

Appendix TR, Facility-wide Testing Requirements. 

Appendix TV, Title V General Conditions. 

Appendix U, List of Unregulated Emissions Units and/or Activities. 

 

 

 

 

 


