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This table summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of the permit 

E.U. ID 
No. 

Brief 
Description 

Fuel(s) Hrs/Yr 
Pollutant 

Name 
Standard Allowable 

Emissions 

Equivalent Emissions* 

Regulatory Citation(s) 
See Permit 

Condition(s) lbs/hr 
Per unit 

lbs/hr 
Both units 

TPY 
Both units 

001 

Two 
Chromium 
Conversion 

Pretreatment 
Operations 

N/A 8,760 Chromium 
Management 

Practices 
   40 CFR 63.11507(g) III.A.14. 

003 
Holding 
Furnace 

NG/LPG 8,760 
Visible 

Emissions 
<20% Opacity    1090447-001-AC III.B.5. 

004 
Remelt 
Furnace 

NG/LPG 8,760 

Visible 
Emissions 

<20% Opacity    1090447-001-AC III.C.5. 

Dioxin/Furans 

15 µg of D/F TEQ per 
Mg (2.1 × 10−4gr of 
D/F TEQ per ton) of 

feed/charge 

   40 CFR 63.1505(i)(3) & (6) III.C.6. 

Equation 3 (SAPU - 
see permit) 

   40 CFR 63.1505(k)(3) III.C.7.b. 
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E.U. 

ID No. 

Brief 

Description 
Fuel(s) 

Pollutant 

Name 

Emission 

Monitoring 

Emission 

Control 

Compliance Method 

EPA Method 

Testing Time 

Frequency 

Frequency 

Base Date  

Min. Compliance 

Test Duration 
See Permit 

Condition(s) 

001 

Two 
Chromium 
Conversion 

Pretreatment 
Operations 

N/A Chromium N 
Management 

Practices 

Management Practices 
Reporting 

Recordkeeping 
Annual Certification 

--- --- N/A 
III.A.14., A.15., 

A.16., and 
A.17. 

003 
Holding 
Furnace 

NG/LPG 
Visible 

Emissions 
N  EPA Method 9 FFY --- 30 Minutes III.B.17. 

004 
Remelt 
Furnace 

NG/LPG 

Visible 
Emissions 

N  EPA Method 9 FFY --- 30 Minutes III.C.49. 

Dioxin/Furans   EPA Method 23 

initial, 5years 
prior to 
renewal 

 

--- 3, test runs 
III.C.37., C.38. 

and C.40. 
 

Dioxin/Furans 
(SAPU)   

EPA Method 23 and 
Equations 

   
III.C.43. and 

C.48. 
 

           

           

           

           

           

           

           

           

 


