APPENDIX A

ABBREVIATIONS, ACRONYMS, CITATIONS AND IDENTIFICATION NUMBERS

Abbreviations and Acronyms:

° F: degrees Fahrenheit
acfm: actual cubic feet per minute
AOR: Annual Operating Report

ARMS: Air Resource Management System
(Department’s database)

BACT: best available control technology

Btu: British thermal units

CAM: compliance assurance monitoring
CEMS: continuous emissions monitoring system
cfm: cubic feet per minute

CFR: Code of Federal Regulations

CO: carbon monoxide

COMS: continuous opacity monitoring system
DARM: Division of Air Resources Management
DCA: Department of Community Affairs

DEP: Department of Environmental Protection

Department: Department of Environmental
Protection

dscfm: dry standard cubic feet per minute
EPA: Environmental Protection Agency

ESP: electrostatic precipitator (control system for
reducing particulate matter)

EU: emissions unit

F.A.C.: Florida Administrative Code
F.D.: forced draft

F.S.: Florida Statutes

FGR: flue gas recirculation
Fl: fluoride

ft% square feet

ft®: cubic feet

gpm: gallons per minute

gr: grains

HAP: hazardous air pollutant
Hg: mercury

I.D.: induced draft

ID: identification

ISO: International Standards Organization (refers to
those conditions at 288 Kelvin, 60% relative
humidity and 101.3 kilopascals pressure.)

kPa: kilopascals
LAT: Latitude
Ib: pound

Ibs/hr: pounds per hour

LONG: Longitude

MACT: maximum achievable technology
mm: millimeter

MMBtu: million British thermal units
MSDS: material safety data sheets

MW: megawatt

NESHAP: National Emissions Standards for
Hazardous Air Pollutants

NOy: nitrogen oxides

NSPS: New Source Performance Standards
O&M: operation and maintenance

O,: oxygen

ORIS: Office of Regulatory Information Systems
OS:  Organic Solvent

Pb: lead

PM: particulate matter

PMo: particulate matter with a mean aerodynamic
diameter of 10 microns or less

PSD: prevention of significant deterioration
psi: pounds per square inch

PTE: potential to emit

RACT: reasonably available control technology
RATA: relative accuracy test audit

RMP: Risk Management Plan

RO:  Responsible Official

SAM: sulfuric acid mist

scf: standard cubic feet

scfm: standard cubic feet per minute

SIC: standard industrial classification code

SNCR: selective non-catalytic reduction (control
system used for reducing emissions of nitrogen
oxides)

SOA: Specific Operating Agreement
SO,: sulfur dioxide

TPH: tons per hour

TPY: tons per year

ULSD: Ultra Low Sulfur Diesel

UTM: Universal Transverse Mercator coordinate
system

VE: visible emissions
VOC: volatile organic compounds
X: By or times
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APPENDIX A

ABBREVIATIONS, ACRONYMS, CITATIONS AND IDENTIFICATION NUMBERS
Citations:

The following examples illustrate the methods used in this permit to abbreviate and cite the references of rules,
regulations, guidance memorandums, permit numbers and ID numbers.

Code of Federal Requlations:

Example: [40 CFR 60.334]

Where: 40 refers to Title 40
CFR refers to Code of Federal Regulations
60 refers to Part 60
60.334 refersto Regulation 60.334

Florida Administrative Code (F.A.C.) Rules:

Example: [Rule 62-213.205, F.A.C.]

Where: 62 refers to Title 62
62-213 refers to Chapter 62-213
62-213.205 refers to Rule 62-213.205, F.A.C.

Identification Numbers:
Facility Identification (ID) Number:
Example: Facility ID No.: 1050221

Where:
105 = 3-digit number code identifying the facility is located in Polk County
0221 = 4-digit number assigned by state database.

Permit Numbers:

Example: 1050221-002-AV, or
1050221-001-AC

Where:
AC = Air Construction Permit
AV = Air Operation Permit (Title V Source)
105 = 3-digit number code identifying the facility is located in Polk County
0221= 4-digit number assigned by permit tracking database

001 or 002= 3-digit sequential project number assigned by permit tracking database

Example: PSD-FL-185
PA95-01
AC53-208321

Where:
PSD = Prevention of Significant Deterioration Permit
PA = Power Plant Siting Act Permit
AC53 = old Air Construction Permit numbering identifying the facility is located in Polk County
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APPENDIX I

LIST OF INSIGNIFICANT EMISSIONS UNITS AND/OR ACTIVITIES

The facilities, emissions units, or pollutant-emitting activities listed in Rule 62-210.300(3)(a), F.A.C., Categorical
Exemptions, or that meet the criteria specified in Rule 62-210.300(3)(b)1., F.A.C., Generic Emissions Unit
Exemption, are exempt from the permitting requirements of Chapters 62-210, 62-212 and 62-4, F.A.C.; provided,
however, that exempt emissions units shall be subject to any applicable emission limiting standards and the
emissions from exempt emissions units or activities shall be considered in determining the potential emissions of
the facility containing such emissions units. Emissions units and pollutant-emitting activities exempt from
permitting under Rules 62-210.300(3)(a) and (b)1., F.A.C., shall not be exempt from the permitting requirements
of Chapter 62-213, F.A.C., if they are contained within a Title V source; however, such emissions units and
activities shall be considered insignificant for Title V purposes provided they also meet the criteria of Rule 62-
213.430(6)(b), F.A.C. No emissions unit shall be entitled to an exemption from permitting under Rules 62-
210.300(3)(a) and (b)1., F.A.C., if its emissions, in combination with the emissions of other units and activities at
the facility, would cause the facility to emit or have the potential to emit any pollutant in such amount as to make
the facility a Title V source.

The below listed emissions units and/or activities are considered insignificant pursuant to Rule 62-213.430(6),
F.A.C.

Brief Description of Emissions Units and/or Activities

1. One 637 bhp natural gas fired emergency generator operated less than 500 hours per year (part of EU009).
Records shall be maintained and made available for Department inspection showing the hours of operation.
(Application dated December 1, 1999, and additional information dated January 14 and January 21, 2000).

2. Lube Qil Storage Tanks - one 10,000 gallon and one 3,000 gallon horizontal lube oil storage tank storing an
organic liquid with a true vapor pressure of approximately 0.019 psia pressurized to 15 psia or more except during
loading.

3. Used Lube Oil Tank - one 210 barrel (8,820 gallons) used lube oil storage tank storing an organic liquid with a
true vapor pressure of approximately 0.019 psia.

4. Lube Oil Rundown Tank - one 1000-gallon lube oil storage tank storing an organic liquid with a true vapor
pressure of approximately 0.019 psia.

5. Oily Water Tanks - two 210-barrel storage tanks used to store wastewater containing used lube oil storing an
organic liquid with a true vapor pressure of approximately 0.019 psia.

6 Pipeline Condensate Tank - one 210-barrel storage tank used to store pipeline condensate oil storing an organic
liquid with a Reid vapor pressure of approximately 1.4 psia.

7. Fugitive Component Leaks - leaks from valves, flanges and other components.
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APPENDIX ICE

REQUIREMENTS FOR INTERNAL COMBUSTION ENGINES

This Title V facility contains stationary internal combustion engines that can be exempted from the requirement to
obtain an air construction permit because they qualify for one of the categorical exemptions listed in Rule 62-
210.300(3)(a), Florida Administrative Code (F.A.C.). However, they are included in this permit as regulated
emissions units because they are subject to one or more of the following federal rules:

e 40 CFR 60, Subpart JJJJ—Standards of Performance for Stationary Spark Ignition Internal Combustion
Engines.

e 40 CFR 63, Subpart ZZZZ—National Emissions Standards for Hazardous Air Pollutants for Stationary
Reciprocating Internal Combustion Engines.

The below listed engines are subject to the specified federal rules.

E.U. ID Year Displacement Rule
No. Brief Description of Engine Built or Horsepower  Applicability
012 Two new Generac SG 300 emergency generator 2009 454 JJdJ

engines

The engines listed above are currently demonstrating compliance with the emissions limitations of the applicable
federal rule through the retention of a manufacturer’s certification statement. So long as that certification is able
to be retained, no additional compliance testing is required. At such time that the manufacturer’s certification is
no longer valid (i.e. due to operation or maintenance practices that are inconsistent with the manufacturer’s
recommendations), the permittee shall begin demonstrating compliance with the standards listed in the applicable
federal rule (included in the appendices as an enforceable part of this permit) in a manner that is prescribed by that
rule.
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APPENDIX RR

RR1.

FACILITY-WIDE REPORTING REQUIREMENTS

(Version Dated 9/17/2009)

Reporting Schedule.  This table summarizes information for convenience purposes only. It does not
supersede any of the terms or conditions of this permit.
Report Reporting Deadline(s) Related
Condition(s)

Plant Problems/Permit Deviations Immediately upon occurrence (See RR2.d.) RR2, RR3
Malfunction Excess Emissions Report | Quarterly (if requested) RR3
Semi-Annual Monitoring Report Every 6 months RR4
Annual Operating Report April 1 RR5
Annual Emissions Fee Form and Fee | March 1 RR6
Annual Statement of Compliance Within 60 days after the end of each calendar year | RR7

(or more frequently if specified by Rule 62-

213.440(2), F.A.C., or by any other applicable

requirement); and

Within 60 days after submittal of a written

agreement for transfer of responsibility, or

Within 60 days after permanent shutdown.
Notification of Administrative Permit | As needed RR8
Corrections
Notification of Startup after Minimum of 60 days prior to the intended startup | RR9
Shutdown for More than One Year date or, if emergency startup, as soon as possible

after the startup date is ascertained
Permit Renewal Application 225 days prior to the expiration date of permit TV17
Test Reports Maximum 45 days following compliance tests TR8

{Permitting Note: See permit Section Il1l. Emissions Units and Specific Conditions, for any additional
Emissions Unit-specific reporting requirements.}

RR2.

a.

Reports of Problems.

Plant Operation-Problems. If the permittee is temporarily unable to comply with any of the conditions of

the permit due to breakdown of equipment or destruction by hazard of fire, wind or by other cause, the

permittee shall immediately notify the Department. Notification shall include pertinent information as to

the cause of the problem, and what steps are being taken to correct the problem and to prevent its

recurrence, and where applicable, the owner's intent toward reconstruction of destroyed facilities. Such

notification does not release the permittee from any liability for failure to comply with Department rules.

If, for any reason, the permittee does not comply with or will be unable to comply with any condition or

limitation specified in this permit, the permittee shall immediately provide the Department with the

following information:

(1) A description of and cause of noncompliance; and

(2) The period of noncompliance, including dates and times; or, if not corrected, the anticipated time the
noncompliance is expected to continue, and steps being taken to reduce, eliminate, and prevent
recurrence of the noncompliance. The permittee shall be responsible for any and all damages which
may result and may be subject to enforcement action by the Department for penalties or for
revocation of this permit.

When requested by the Department, the permittee shall within a reasonable time furnish any information

required by law which is needed to determine compliance with the permit. If the permittee becomes
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APPENDIX RR

FACILITY-WIDE REPORTING REQUIREMENTS
(Version Dated 9/17/2009)

aware the relevant facts were not submitted or were incorrect in the permit application or in any report to
the Department, such facts or information shall be corrected promptly.

“Immediately” shall mean the same day, if during a workday (i.e., 8:00 a.m. - 5:00 p.m.), or the first
business day after the incident, excluding weekends and holidays; and, for purposes of Rule 62-4.160(15)
and 40 CFR 70.6(a)(3)(iii)(B), “promptly” or "prompt" shall have the same meaning as "immediately".

[Rule 62-4.130, Rule 62-4.160(8), Rule 62-4.160(15), and Rule 62-213.440(1)(b), F.A.C.; 40 CFR
70.6(a)(3)(iii)(B)]

RR3.

Reports of Deviations from Permit Requirements. The permittee shall report in accordance with the

requirements of Rule 62-210.700(6), F.A.C. (below), and Rule 62-4.130, F.A.C. (condition RR2.), deviations
from permit requirements, including those attributable to upset conditions as defined in the permit. Reports
shall include the probable cause of such deviations, and any corrective actions or preventive measures taken.
Rule 62-210.700(6): In case of excess emissions resulting from malfunctions, each owner or operator shall
notify the Department or the appropriate Local Program in accordance with Rule 62-4.130, F.A.C. (See
condition RR2.). A full written report on the malfunctions shall be submitted in a quarterly report, if
requested by the Department.

[Rules 62-213.440(1)(b)3.b., and 62-210.700(6)F.A.C.]

RRA4.

Semi-Annual Monitoring Reports. The permittee shall submit reports of any required monitoring at least

every six (6) months. All instances of deviations from permit requirements must be clearly identified in such
reports. [Rule 62-213.440(1)(b)3.a., F.A.C.]

RRS.
a.

b.

Annual Operating Report.

The permittee shall submit to the Compliance Authority, each calendar year, on or before April 1, a
completed DEP Form No 62-210.900(5), “Annual Operating Report for Air Pollutant Emitting Facility”,
for the preceding calendar year.

Emissions shall be computed in accordance with the provisions of Rule 62-210.370(2), F.A.C.

[Rules 62-210.370(2) & (3), and 62-213.440(3)(a)2., F.A.C]

RRG.

Annual Emissions Fee Form and Fee. Each Title V source permitted to operate in Florida must pay

between January 15 and March 1 of each year, an annual emissions fee in an amount determined as set forth
in Rule 62-213.205(1), F.A.C.

a.

C.

If the Department has not received the fee by February 15 of the year following the calendar year for
which the fee is calculated, the Department will send the primary responsible official of the Title V source
a written warning of the consequences for failing to pay the fee by March 1. If the fee is not postmarked
by March 1 of the year due, the Department shall impose, in addition to the fee, a penalty of 50 percent of
the amount of the fee unpaid plus interest on such amount computed in accordance with Section 220.807,
F.S. If the Department determines that a submitted fee was inaccurately calculated, the Department shall
either refund to the permittee any amount overpaid or notify the permittee of any amount underpaid. The
Department shall not impose a penalty or interest on any amount underpaid, provided that the permittee
has timely remitted payment of at least 90 percent of the amount determined to be due and remits full
payment within 60 days after receipt of notice of the amount underpaid. The Department shall waive the
collection of underpayment and shall not refund overpayment of the fee, if the amount is less than 1
percent of the fee due, up to $50.00. The Department shall make every effort to provide a timely
assessment of the adequacy of the submitted fee. Failure to pay timely any required annual emissions fee,
penalty, or interest constitutes grounds for permit revocation pursuant to Rule 62-4.100, F.A.C.

Any documentation of actual hours of operation, actual material or heat input, actual production amount,
or actual emissions used to calculate the annual emissions fee shall be retained by the owner for a
minimum of five (5) years and shall be made available to the Department upon request.

A completed DEP Form 62-213.900(1), “Major Air Pollution Source Annual Emissions Fee Form”, must
be submitted by a responsible official with the annual emissions fee.

[Rules 62-213.205(1), (1)(g), (L)(i) & (1)(j), F.A.C.]
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APPENDIX RR

FACILITY-WIDE REPORTING REQUIREMENTS
(Version Dated 9/17/2009)

RR7. Annual Statement of Compliance.

a. The permittee shall submit a Statement of Compliance with all terms and conditions of the permit that
includes all the provisions of 40 CFR 70.6(c)(5)(iii), incorporated by reference at Rule 62-204.800,
F.A.C., using DEP Form No. 62-213.900(7). Such statement shall be accompanied by a certification in
accordance with Rule 62-213.420(4), F.A.C., for Title V requirements and with Rule 62-214.350, F.A.C.,
for Acid Rain requirements. Such statements shall be submitted (postmarked) to the Department and
EPA:

(1) Annually, within 60 days after the end of each calendar year during which the Title V permit was
effective, or more frequently if specified by Rule 62-213.440(2), F.A.C., or by any other applicable
requirement; and

(2) Within 60 days after submittal of a written agreement for transfer of responsibility as required
pursuant to 40 CFR 70.7(d)(1)(iv), adopted and incorporated by reference at Rule 62-204.800, F.A.C.,
or within 60 days after permanent shutdown of a facility permitted under Chapter 62-213, F.A.C.;
provided that, in either such case, the reporting period shall be the portion of the calendar year the
permit was effective up to the date of transfer of responsibility or permanent facility shutdown, as
applicable.

b. Inlieu of individually identifying all applicable requirements and specifying times of compliance with,
non-compliance with, and deviation from each, the responsible official may use DEP Form No. 62-
213.900(7) as such statement of compliance so long as the responsible official identifies all reportable
deviations from and all instances of non-compliance with any applicable requirements and includes all
information required by the federal regulation relating to each reportable deviation and instance of non-
compliance.

c. The responsible official may treat compliance with all other applicable requirements as a surrogate for
compliance with Rule 62-296.320(2), Objectionable Odor Prohibited.

[Rules 62-213.440(3)(a)2. & 3. and (b), F.A.C.]

RR8. Notification of Administrative Permit Corrections.
a. A facility owner shall notify the Department by letter of minor corrections to information contained in a
permit. Such notifications shall include:

(1) Typographical errors noted in the permit;

(2) Name, address or phone number change from that in the permit;

(3) A change requiring more frequent monitoring or reporting by the permittee;

(4) A change in ownership or operational control of a facility, subject to the following provisions:

(a) The Department determines that no other change in the permit is necessary;

(b) The permittee and proposed new permittee have submitted an Application for Transfer of Air
Permit, and the Department has approved the transfer pursuant to Rule 62-210.300(7), F.A.C.;
and

(c) The new permittee has notified the Department of the effective date of sale or legal transfer.

(5) Changes listed at 40 CFR 72.83(a)(1), (2), (6), (9) and (10), adopted and incorporated by reference at
Rule 62-204.800, F.A.C., and changes made pursuant to Rules 62-214.340(1) and (2), F.A.C., to Title
V sources subject to emissions limitations or reductions pursuant to 42 USC ss. 7651-76510;

(6) Changes listed at 40 CFR 72.83(a)(11) and (12), adopted and incorporated by reference at Rule 62-
204.800, F.A.C., to Title V sources subject to emissions limitations or reductions pursuant to 42 USC
ss. 7651-76510, provided the notification is accompanied by a copy of any EPA determination
concerning the similarity of the change to those listed at Rule 62-210.360(1)(e), F.A.C.; and

(7) Any other similar minor administrative change at the source.

b. Upon receipt of any such notification, the Department shall within 60 days correct the permit and provide

a corrected copy to the owner.

c. After first notifying the owner, the Department shall correct any permit in which it discovers errors of the
types listed at Rules 62-210.360(1)(a) and (b), F.A.C., and provide a corrected copy to the owner.
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APPENDIX RR

FACILITY-WIDE REPORTING REQUIREMENTS
(Version Dated 9/17/2009)

d. For Title V source permits, other than general permits, a copy of the corrected permit shall be provided to
EPA and any approved local air program in the county where the facility or any part of the facility is
located.

[Rule 62-210.360, F.A.C.]

RR9. Notification of Startup. The owners or operator of any emissions unit or facility which has a valid air
operation permit which has been shut down more than one year, shall notify the Department in writing of
the intent to start up such emissions unit or facility, a minimum of 60 days prior to the intended startup
date.

a. The notification shall include information as to the startup date, anticipated emission rates or pollutants
released, changes to processes or control devices which will result in changes to emission rates, and any
other conditions which may differ from the valid outstanding operation permit.

b. If, due to an emergency, a startup date is not known 60 days prior thereto, the owner shall notify the
Department as soon as possible after the date of such startup is ascertained.

[Rule 62-210.300(5), F.A.C.]

RR10. Report Submission. The permittee shall submit all compliance related notifications and reports required
of this permit to the Compliance Authority. {See front of permit for address and phone number.}

RR11. EPA Report Submission. Any reports, data, notifications, certifications, and requests required to be sent
to the United States Environmental Protection Agency, Region 4, should be sent to: Air, Pesticides & Toxics
Management Division, United States Environmental Protection Agency, Region 4, Sam Nunn Atlanta Federal
Center, 61 Forsyth Street SW, Atlanta, GA 30303-8960. Phone: 404/562-9077.

RR12. Acid Rain Report Submission. Acid Rain Program Information shall be submitted, as necessary, to:
Department of Environmental Protection, 2600 Blair Stone Road, Mail Station #5510, Tallahassee, Florida
32399-2400. Phone: 850/488-6140. Fax: 850/922-6979.

RR13. Report Certification. All reports shall be accompanied by a certification by a responsible official,
pursuant to Rule 62-213.420(4), F.A.C. [Rule 62-213.440(1)(b)3.c, F.A.C.]

RR14. Certification by Responsible Official (RO). In addition to the professional engineering certification
required for applications by Rule 62-4.050(3), F.A.C., any application form, report, compliance statement,
compliance plan and compliance schedule submitted pursuant to Chapter 62-213, F.A.C., shall contain a
certification signed by a responsible official that, based on information and belief formed after reasonable
inquiry, the statements and information in the document are true, accurate, and complete. Any responsible
official who fails to submit any required information or who has submitted incorrect information shall, upon
becoming aware of such failure or incorrect submittal, promptly submit such supplementary information or
correct information. [Rule 62-213.420(4), F.A.C.]

RR15. Confidential Information. Whenever an applicant submits information under a claim of confidentiality
pursuant to Section 403.111, F.S., the applicant shall also submit a copy of all such information and claim
directly to EPA. Any permittee may claim confidentiality of any data or other information by complying with
this procedure. [Rules 62-213.420(2), and 62-213.440(1)(d)6., F.A.C.]

RR16. Forms and Instructions. The forms used by the Department in the Title V source operation program are
adopted and incorporated by reference in Rule 62-213.900, F.A.C. The forms are listed by rule number,
which is also the form number, and with the subject, title, and effective date. Copies of forms may be
obtained by writing to the Department of Environmental Protection, Division of Air Resource Management,
2600 Blair Stone Road, Tallahassee, Florida 32399-2400, by contacting the appropriate permitting authority
or by accessing the Department’s web site at: http://www.dep.state.fl.us/air/rules/forms.htm.

a. Major Air Pollution Source Annual Emissions Fee Form (Effective 10/12/2008).
b. Statement of Compliance Form (Effective 06/02/2002).

c. Responsible Official Notification Form (Effective 06/02/2002).

[Rule 62-213.900, F.A.C.: Forms (1), (7) and (8)]

Florida Gas Transmission Company Permit No. 1130037-016-AV
Compressor Station No. 12 Title VV Air Operation Permit Renewal
Page RR-4 of 4


http://www.dep.state.fl.us/air/rules/forms.htm

APPENDIX TR

FACILITY-WIDE TESTING REQUIREMENTS
(Version Dated 9/12/2008)

Unless otherwise specified in the permit, the following testing requirements apply to each emissions unit for
which testing is required. The terms “stack” and “duct” are used interchangeably in this appendix.

TR1. Required Number of Test Runs. For mass emission limitations, a compliance test shall consist of three
complete and separate determinations of the total air pollutant emission rate through the test section of the
stack or duct and three complete and separate determinations of any applicable process variables
corresponding to the three distinct time periods during which the stack emission rate was measured; provided,
however, that three complete and separate determinations shall not be required if the process variables are not
subject to variation during a compliance test, or if three determinations are not necessary in order to calculate
the unit's emission rate. The three required test runs shall be completed within one consecutive five-day
period. In the event that a sample is lost or one of the three runs must be discontinued because of
circumstances beyond the control of the owner or operator, and a valid third run cannot be obtained within the
five-day period allowed for the test, the Secretary or his or her designee may accept the results of two
complete runs as proof of compliance, provided that the arithmetic mean of the two complete runs is at least
20% below the allowable emission limiting standard. [Rule 62-297.310(1), F.A.C.]

TR2. Operating Rate During Testing. Testing of emissions shall be conducted with the emissions unit
operating at permitted capacity. If it is impractical to test at permitted capacity, an emissions unit may be
tested at less than the maximum permitted capacity; in this case, subsequent emissions unit operation is
limited to 110 percent of the test rate until a new test is conducted. Once the unit is so limited, operation at
higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance
testing to regain the authority to operate at the permitted capacity. Permitted capacity is defined as 90 to 100
percent of the maximum operation rate allowed by the permit. [Rule 62-297.310(2), F.A.C.]

TR3. Calculation of Emission Rate. For each emissions performance test, the indicated emission rate or
concentration shall be the arithmetic average of the emission rate or concentration determined by each of the
three separate test runs unless otherwise specified in a particular test method or applicable rule. [Rule 62-
297.310(3), F.A.C.]

TR4. Applicable Test Procedures.
a. Required Sampling Time.

(1) Unless otherwise specified in the applicable rule, the required sampling time for each test run shall be
no less than one hour and no greater than four hours, and the sampling time at each sampling point
shall be of equal intervals of at least two minutes.

(2) Opacity Compliance Tests. When either EPA Method 9 or DEP Method 9 is specified as the
applicable opacity test method, the required minimum period of observation for a compliance test
shall be sixty (60) minutes for emissions units which emit or have the potential to emit 100 tons per
year or more of particulate matter, and thirty (30) minutes for emissions units which have potential
emissions less than 100 tons per year of particulate matter and are not subject to a multiple-valued
opacity standard. The opacity test observation period shall include the period during which the
highest opacity emissions can reasonably be expected to occur. Exceptions to these requirements are
as follows:

(a) For batch, cyclical processes, or other operations which are normally completed within less than
the minimum observation period and do not recur within that time, the period of observation shall
be equal to the duration of the batch cycle or operation completion time.

(b) The observation period for special opacity tests that are conducted to provide data to establish a
surrogate standard pursuant to Rule 62-297.310(5)(k), F.A.C., Waiver of Compliance Test
Requirements, shall be established as necessary to properly establish the relationship between a
proposed surrogate standard and an existing mass emission limiting standard.

(c) The minimum observation period for opacity tests conducted by employees or agents of the
Department to verify the day-to-day continuing compliance of a unit or activity with an
applicable opacity standard shall be twelve minutes.

b. Minimum Sample Volume. Unless otherwise specified in the applicable rule or test method, the minimum
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APPENDIX TR

FACILITY-WIDE TESTING REQUIREMENTS
(Version Dated 9/12/2008)

sample volume per run shall be 25 dry standard cubic feet.
c. Required Flow Rate Range. For EPA Method 5 particulate sampling, acid mist/sulfur dioxide, and
fluoride sampling which uses Greenburg Smith type impingers, the sampling nozzle and sampling time
shall be selected such that the average sampling rate will be between 0.5 and 1.0 actual cubic feet per
minute, and the required minimum sampling volume will be obtained.
d. Calibration of Sampling Equipment. Calibration of the sampling train equipment shall be conducted in
accordance with the schedule shown in Table 297.310-1, F.A.C.

TABLE 297.310-1 CALIBRATION SCHEDULE

when damaged

in wind tunnel D greater than 16”
and standard pitot tube

MINIMUM
ITEM CALIBRATION| REFERENCE INSTRUMENT TOLERANCE
FREQUENCY

Liquid in glass Annually ASTM Hg in glass ref. +/-2%
thermometer thermometer or equivalent or

thermometric points
Bimetallic Quarterly Calib. lig. in glass 5°F
thermometer
Thermocouple Annually ASTM Hg in glass ref. 5°F

thermometer, NBS calibrated

reference and potentiometer
Barometer Monthly Hg barometer or NOAA station +/-1% scale
Pitot Tube When required or | By construction or measurements | See EPA Method 2, Fig.

2-2 & 2-3

Probe Nozzles

Before each test
or when nicked,
dented, or
corroded

Micrometer

+/- 0.001” mean of at
least three readings; Max.
deviation between
readings, 0.004”

Dry Gas Meter
and Orifice
Meter

1. Full Scale:
When received,
when 5% change
observed,
annually

Spirometer or calibrated wet test or
dry gas test meter

2%

2. One Point:
Semiannually

3. Check after
each test series

Comparison check

5%

e. Allowed Modification to EPA Method 5. When EPA Method 5 is required, the following modification is

allowed: the heated filter may be separated from the impingers by a flexible tube.

[Rule 62-297.310(4), F.A.C]

TRS.

a.

Determination of Process Variables.

Required Equipment. The owner or operator of an emissions unit for which compliance tests are required
shall install, operate, and maintain equipment or instruments necessary to determine process variables,
such as process weight input or heat input, when such data are needed in conjunction with emissions data
to determine the compliance of the emissions unit with applicable emission limiting standards.
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b. Accuracy of Equipment. Equipment or instruments used to directly or indirectly determine process
variables, including devices such as belt scales, weight hoppers, flow meters, and tank scales, shall be
calibrated and adjusted to indicate the true value of the parameter being measured with sufficient
accuracy to allow the applicable process variable to be determined within 10% of its true value.

[Rule 62-297.310(5), F.A.C.]

TR6. Sampling Facilities. Permittees that are required to sample mass emissions from point sources shall
install stack sampling ports and provide sampling facilities that meet the requirements of this condition.
Sampling facilities include sampling ports, work platforms, access to work platforms, electrical power, and
sampling equipment support. All stack sampling facilities must also comply with all applicable Occupational
Safety and Health Administration (OSHA) Safety and Health Standards described in 29 CFR Part 1910,
Subparts D and E.

a. Permanent Test Facilities. The owner or operator of an emissions unit for which a compliance test, other
than a visible emissions test, is required on at least an annual basis, shall install and maintain permanent
stack sampling facilities.

b. Temporary Test Facilities. The owner or operator of an emissions unit that is not required to conduct a
compliance test on at least an annual basis may use permanent or temporary stack sampling facilities. If
the owner chooses to use temporary sampling facilities on an emissions unit, and the Department elects to
test the unit, such temporary facilities shall be installed on the emissions unit within 5 days of a request
by the Department and remain on the emissions unit until the test is completed.

c. Sampling Ports.

(1) All sampling ports shall have a minimum inside diameter of 3 inches.

(2) The ports shall be capable of being sealed when not in use.

(3) The sampling ports shall be located in the stack at least 2 stack diameters or equivalent diameters
downstream and at least 0.5 stack diameter or equivalent diameter upstream from any fan, bend,
constriction or other flow disturbance.

(4) For emissions units for which a complete application to construct has been filed prior to December 1,
1980, at least two sampling ports, 90 degrees apart, shall be installed at each sampling location on all
circular stacks that have an outside diameter of 15 feet or less. For stacks with a larger diameter, four
sampling ports, each 90 degrees apart, shall be installed. For emissions units for which a complete
application to construct is filed on or after December 1, 1980, at least two sampling ports, 90 degrees
apart, shall be installed at each sampling location on all circular stacks that have an outside diameter
of 10 feet or less. For stacks with larger diameters, four sampling ports, each 90 degrees apart, shall
be installed. On horizontal circular ducts, the ports shall be located so that the probe can enter the
stack vertically, horizontally or at a 45 degree angle.

(5) On rectangular ducts, the cross sectional area shall be divided into the number of equal areas in
accordance with EPA Method 1. Sampling ports shall be provided which allow access to each
sampling point. The ports shall be located so that the probe can be inserted perpendicular to the gas
flow.

d. Work Platforms.

(1) Minimum size of the working platform shall be 24 square feet in area. Platforms shall be at least 3
feet wide.

(2) On circular stacks with 2 sampling ports, the platform shall extend at least 110 degrees around the
stack.

(3) On circular stacks with more than two sampling ports, the work platform shall extend 360 degrees
around the stack.

(4) All platforms shall be equipped with an adequate safety rail (ropes are not acceptable), toe board, and
hinged floor-opening cover if ladder access is used to reach the platform. The safety rail directly in
line with the sampling ports shall be removable so that no obstruction exists in an area 14 inches
below each sample port and 6 inches on either side of the sampling port.

e. Access to Work Platform.

(1) Ladders to the work platform exceeding 15 feet in length shall have safety cages or fall arresters with
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a minimum of 3 compatible safety belts available for use by sampling personnel.
(2) Walkways over free-fall areas shall be equipped with safety rails and toe boards.
f. Electrical Power.
(1) A minimum of two 120-volt AC, 20-amp outlets shall be provided at the sampling platform within 20
feet of each sampling port.
(2) If extension cords are used to provide the electrical power, they shall be kept on the plant’s property
and be available immediately upon request by sampling personnel.
g. Sampling Equipment Support.
(1) A three-quarter inch eyebolt and an angle bracket shall be attached directly above each port on
vertical stacks and above each row of sampling ports on the sides of horizontal ducts.

(2) The bracket shall be a standard 3 inch x 3 inch x one-quarter inch equal-legs bracket which is 1
and one-half inches wide. A hole that is one-half inch in diameter shall be drilled through the
exact center of the horizontal portion of the bracket. The horizontal portion of the bracket shall
be located 14 inches above the centerline of the sampling port.

(b) A three-eighth inch bolt which protrudes 2 inches from the stack may be substituted for the
required bracket. The bolt shall be located 15 and one-half inches above the centerline of the
sampling port.

(c) The three-quarter inch eyebolt shall be capable of supporting a 500 pound working load. For
stacks that are less than 12 feet in diameter, the eyebolt shall be located 48 inches above the
horizontal portion of the angle bracket. For stacks that are greater than or equal to 12 feet in
diameter, the eyebolt shall be located 60 inches above the horizontal portion of the angle bracket.

If the eyebolt is more than 120 inches above the platform, a length of chain shall be attached to it
to bring the free end of the chain to within safe reach from the platform.
(2) A complete monorail or dual rail arrangement may be substituted for the eyebolt and bracket.
(3) When the sample ports are located in the top of a horizontal duct, a frame shall be provided above the
port to allow the sample probe to be secured during the test.
[Rule 62-297.310(6), F.A.C.]

TR7. Frequency of Compliance Tests. The following provisions apply only to those emissions units that are
subject to an emissions limiting standard for which compliance testing is required.
a. General Compliance Testing.

(1) The owner or operator of a new or modified emissions unit that is subject to an emission limiting
standard shall conduct a compliance test that demonstrates compliance with the applicable emission
limiting standard prior to obtaining an operation permit for such emissions unit.

(2) For excess emission limitations for particulate matter specified in Rule 62-210.700, F.A.C., a
compliance test shall be conducted annually while the emissions unit is operating under soot blowing
conditions in each federal fiscal year during which soot blowing is part of normal emissions unit
operation, except that such test shall not be required in any federal fiscal year in which a fossil fuel
steam generator does not burn liquid and/or solid fuel for more than 400 hours other than during
startup.

(3) The owner or operator of an emissions unit that is subject to any emission limiting standard shall
conduct a compliance test that demonstrates compliance with the applicable emission limiting
standard prior to obtaining a renewed operation permit. Emissions units that are required to conduct
an annual compliance test may submit the most recent annual compliance test to satisfy the
requirements of this provision. In renewing an air operation permit pursuant to sub-subparagraph 62-
210.300(2)(a)3.b., c., or d., F.A.C., the Department shall not require submission of emission
compliance test results for any emissions unit that, during the year prior to renewal:

(a) Did not operate; or
(b) In the case of a fuel burning emissions unit, burned liquid and/or solid fuel for a total of no more
than 400 hours.
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(4) During each federal fiscal year (October 1 — September 30), unless otherwise specified by rule, order,
or permit, the owner or operator of each emissions unit shall have a formal compliance test conducted
for:

(a) Visible emissions, if there is an applicable standard;

(b) Each of the following pollutants, if there is an applicable standard, and if the emissions unit emits
or has the potential to emit: 5 tons per year or more of lead or lead compounds measured as
elemental lead; 30 tons per year or more of acrylonitrile; or 100 tons per year or more of any
other regulated air pollutant; and

(c) Each NESHAP pollutant, if there is an applicable emission standard.

(5) An annual compliance test for particulate matter emissions shall not be required for any fuel burning
emissions unit that, in a federal fiscal year, does not burn liquid and/or solid fuel, other than during
startup, for a total of more than 400 hours.

(6) For fossil fuel steam generators on a semi-annual particulate matter emission compliance testing
schedule, a compliance test shall not be required for any six-month period in which liquid and/or solid
fuel is not burned for more than 200 hours other than during startup.

(7) For emissions units electing to conduct particulate matter emission compliance testing quarterly
pursuant to paragraph 62-296.405(2)(a), F.A.C., a compliance test shall not be required for any
quarter in which liquid and/or solid fuel is not burned for more than 100 hours other than during
startup.

(8) Any combustion turbine that does not operate for more than 400 hours per year shall conduct a visible
emissions compliance test once per each five-year period, coinciding with the term of its air operation
permit.

(9) The owner or operator shall notify the Department, at least 15 days prior to the date on which each
formal compliance test is to begin, of the date, time, and place of each such test, and the test contact
person who will be responsible for coordinating and having such test conducted for the owner or
operator.

(10)  Anannual compliance test conducted for visible emissions shall not be required for units
exempted from air permitting pursuant to subsection 62-210.300(3), F.A.C.; units determined to be
insignificant pursuant to subparagraph 62-213.300(2)(a)1., A.C., or paragraph 62-213.430(6)(b),
F.A.C.; or units permitted under the General Permit provisions in paragraph 62-210.300(4)(a) or Rule
62-213.300, F.A.C., unless the general permit specifically requires such testing.

b. Special Compliance Tests. When the Department, after investigation, has good reason (such as
complaints, increased visible emissions or questionable maintenance of control equipment) to believe that
any applicable emission standard contained Department rule or in a permit issued pursuant to those rules
is being violated, it shall require the owner or operator of the emissions unit to conduct compliance tests
which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a
report on the results of said tests to the Department.

c. Waiver of Compliance Test Requirements. If the owner or operator of an emissions unit that is subject to
a compliance test requirement demonstrates to the Department, pursuant to the procedure established in
Rule 62-297.620, F.A.C., that the compliance the emissions unit with an applicable weight emission
limiting standard can be adequately determined by means other than the designated test procedure, such
as specifying a surrogate standard of no visible emissions for particulate matter sources equipped with a
bag house or specifying a fuel analysis for sulfur dioxide emissions, the Department shall waive the
compliance test requirements for such emissions units and order that the alternate means of determining
compliance be used, provided, however, the provisions of paragraph 62-297.310(7)(b), F.A.C., shall
apply.

[Rule 62-297.310(7), F.A.C.]

TR8. Test Reports.
a. The owner or operator of an emissions unit for which a compliance test is required shall file a report with

the Department on the results of each such test.
b. The required test report shall be filed with the Department as soon as practical but no later than 45 days
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