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LETTERHEAD 

 

September 8, 2011 
 

MODIFIED AIR CONSTRUCTION PERMIT 

CERTIFIED MAIL # 

RETURN RECEIPT REQUESTED 

 

PERMITTEE:  
 

Venice Precision, LLC      Air Permit No.: 1150166-003-AC  

112 Morse Court      County: Sarasota County  

North Venice, FL  34275     Expiration Date:    May 1, 2012   

  

Authorized Representative:     Venice Precision, LLC  

Robert Gredick, President/ CEO Extension of Air Construction Permit 

Project: Machine shop which processes 

materials containing beryllium 

 

This extension of air construction permit (permit 1150166-003-AC) extends the expiration date of Air 

Construction Permit No. 1150166-002-AC six months (i.e., May 1, 2012).  All conditions of Air 

Construction Permit No. 1150166-002-AC remain in effect through this permit to authorize after-the-fact 

construction of a metal machine shop which machines, grinds, laps and polishes to millionths, materials 

containing beryllium (e.g., pure beryllium (BE); beryllium compounds/ alloys,  including Albemet and 

beryllium copper); titanium; and complex aluminum castings.   The permitted emission unit is the 

machine shop which processes materials containing beryllium (Standard Industrial Classification No. 

3599), issued pursuant to Section 403.087, Florida Statutes, (F.S.).  The facility is located in Sarasota 

County at 112 Morse Court, North Venice, Florida 34275; the UTM coordinates are Zone 17, 360.788 

East, and 3003.286 North. 

(Clarification: The National Emission Standard for Beryllium is applicable to machine shops which 

process beryllium, beryllium oxides, or any alloy when such alloy contains more than 5 percent beryllium 

by weight.  Machine shop means a facility performing cutting, grinding, turning, honing, milling, 

deburring, lapping, electrochemical machining, etching, or other similar operations. [40 CFR Part 61 

Subpart C Section 61.30 (b) and 61.31 (d)]) 

This permit is organized by the following sections. 

 

Section 1.  General Information 

Section 2.  Administrative Requirements 

Section 3.  Facility Wide Specific Conditions 

Section 4.  Emissions Unit Specific Conditions 

Section 5.  Appendices 
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Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, 

which are defined in Section 5. Appendix A of this permit. 

 

This permit is issued under the provisions of Chapter 403, Florida Statutes, and Florida Administrative 

Code Chapters 62-204, 62-210, 62-212, 62-213, 62-296, 62-297, and Chapter 62-4.  The above named 

permittee is hereby authorized to perform the work or operate the facility shown on the application and 

approved drawing(s), plans and other documents, attached hereto or on file with Sarasota County Natural 

Resources (SCNR).  This project is subject to the general preconstruction review requirements in Rule 62-

212.300, F.A.C. and is not subject to the preconstruction review requirements for major stationary sources 

in Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality. 

 

Any party to this Order (air permit) has the right to seek judicial review of the Order pursuant to Section 

120.68, Florida Statutes, by the filing of a Notice of Appeal pursuant to Rule 9.110, Florida Rules of 

Appellate Procedure, with the Clerk of the Office of the County Attorney, 1660 Ringling Boulevard, 

Sarasota, Florida 34236; and by filing a copy of the Notice of Appeal accompanied by the applicable 

filing fees with the appropriate District Court of Appeal.  The Notice of Appeal must be filed within thirty 

(30) days from the date this Order is filed with the Clerk of the Office of the County Attorney. 

 

Executed in Sarasota, Florida. 

 

SARASOTA COUNTY NATURAL RESOURCES 

AIR QUALITY /STORAGE TANK MANAGEMENT 

 

 

 

_______________________________   _______________________________ 

Susan Cameron      John T. Hickey, P.E. 

Environmental Specialist III    Manager 

Sarasota County Natural Resources   Sarasota County Natural Resources 

Air Quality/ Storage Tank Management   Air Quality/ Storage Tank Management 

 

Enclosure 

 

 

CERTIFICATE OF SERVICE 

The undersigned duly designated deputy clerk hereby certifies that this Notice of Final Air Permit 

package was mailed by certified mail before the close of business on September__, 2011 to: 

 

 Robert Gredick, President/ CEO, Venice Precision, LLC, 112 Morse Court, North Venice, FL 

 34275   

 

The undersigned duly designated deputy clerk hereby certifies that this Notice of Final Air Permit 

package was sent by electronic mail (or a link to these documents made available electronically on a 

publicly accessible server) with received receipt requested before the close of business on September __, 

2011 to the persons listed below: 

 

Cc: Marvin Scott, Senior Environmental Engineer, Environmental Engineering Consultants, Inc., 

mscott@eec-tampabay.com 
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 Cindy Zhang-Torres, P.E. III, Air Permitting Supervisor, FDEP SW District, 13051 North  

 Telecom Parkway, Temple Terrace, FL  33637-0926; Cindy.Zhang-Torres@dep.state.fl.us 

 

 David M. Pearce, Attorney, Sarasota County Office of the County Attorney; 

 dpearce@scgov.net  

 

 Melissa L. Wagar, Sarasota County Office of the County Attorney; mwagar@scgov.net 

 

Clerk Stamp 

 

 

 

 

 

 

 

FILING AND ACKNOWLEDGEMENT FILED, on this date, pursuant to Section 120.52(7), F.S., 

with the designated SCNR Clerk, receipt of which is hereby acknowledged. 

 

 

 

      _____                          September __, 2011 

      Clerk                Date 

 

  

 

mailto:Cindy.Zhang-Torres@dep.state.fl.us
mailto:dpearce@scgov.net
mailto:mwagar@scgov.net
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PERMITTEE:      FINAL Permit Nos.:  1150166-003-AC 
 

Venice Precision, LLC     County:  Sarasota 

112 Morse Court     Effective Date:      March 14, 2011   

North Venice, FL  34275    Expiration Date:  May 1, 2012    

       Project:   Machine shop which processes  

       materials containing beryllium 

 

 

 

FACILITY AND PROJECT DESCRIPTION 

 

Extension of  air construction permit (Permit 1150166-003-AC) authorizing after-the-fact construction of 

a metal machine shop which machines, grinds, laps and polishes to millionths, materials containing 

beryllium (e.g., pure beryllium (BE); beryllium compounds/ alloys including Albemet and beryllium 

copper); titanium; and complex aluminum castings.   The permitted emission unit is the machine shop 

which processes materials containing beryllium (Standard Industrial Classification No. 3599), issued 

pursuant to Section 403.087, Florida Statutes, (F.S.).  The facility is located in Sarasota County at 112 

Morse Court, North Venice, Florida 34275; the UTM coordinates are Zone 17, 360.788 East, and 

3003.286 North. 

(Clarification: The National Emission Standard for Beryllium is applicable to machine shops which 

process beryllium, beryllium oxides, or any alloy when such alloy contains more than 5 percent beryllium 

by weight.  Machine shop means a facility performing cutting, grinding, turning, honing, milling, 

deburring, lapping, electrochemical machining, etching, or other similar operations. [40 CFR Part 61 

Subpart C Section 61.30 (b) and 61.31 (d)]) 

Equipment at the facility used in machining materials containing beryllium will consist of: 

 

7 Machining Centers: 

2 YCM machining centers w/ 4-axis vertical accessories/ angle plates/ rotary 

tables/ 50 taper tool holders; 

3 Mori Seiki machining centers w/ 4-axis vertical accessories/ angle plates/ rotary 

tables/ 50 taper tool holders; and, 

2 Okuma Howa 4VA machining centers w/ 4-axis vertical accessories/ angle 

plates/ rotary tables/ 50 taper tool holders. 

 

2  CNC Lathes: 

 1 Hardinge Lathe Live tooling w/ numerous chucks/ tool holders; and, 

 1 Mori Seiki Lathe Live tooling w/ numerous chucks/ tool holders. 

 

3  manual lathes: 

3 Hardinge HLV tool room lathes w/ numerous chucks/ tool holders. 
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2  wire EDM's: 

2 Charmilles w/ numerous holding fixtures. 

 

1  manual milling machine: 

 1 Deckel horizontal and vertical mill w/ numerous holding fixtures . 

 

1  hone: 

 1 Sunnen Hone MBB w/ numerous holding fixtures. 

 

6  lapping and polishing equipment: 

1 Peter Walters Double Disc lapping w/6 rings; 

 1 Lapmaster 36 w/ 3 rings; 

 1 Lapmaster 24 w/ 3 rings; 

 1 Lapmaster 15 w/ 3 rings; and, 

 2 Hyprez/ Engis 15 Polishing w/ 3 rings. 

  

3  deburring and tumbling machines: 

 1 Donaldson Torit debussing station; 

 1 Witt Dremels & 10-30 power scopes (used for inspection ONLY); and 

 1 Almco Tub Vibrating Tumbler 60”. 

 

9  drill presses: 

 1 Rockwell; 

4 Walker Turner; 

1 Delta; 

2 Duracraft Clausing; and,  

1 Dumore. 

 

5 Non-Halogenated solvent cleaners: 

 4 Ultrasonic degreasers; and 

 1 pan rinse tank 

 

1  new* diamond fly cutting machine; and 

 

1  new* 5-axis machining center. 

 

*where new refers to future equipment not yet purchased or installed 

 

3 Vertical Machining Centers: 

3 Mori Seiki vertical machining centers w/ 4-axis vertical accessories/ angle 

plates/ rotary tables/ 50 taper tool holders. 

1 manual lathe: 

1 LeBlonde manual lathe. 

 

1 wire EDM: 

1 Mitsubishi Die Sink. 
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3 Heat treating ovens*: 

1 Grieve 1200 degrees F; 

1 Electro Oven 1000 degrees F; and 

1 Associated Environmental oven. 

* These ovens are not considered “incinerators” as defined in 40 CFR 61.31. 

 

 

Equipment on-site NOT used in machining materials containing beryllium includes: 

 

4 grinders (used for carbide cutting tools ONLY): 

 1 Tool grinder 3012/17; 

 1 Tool grinder 1283277; 

1 Pedestal grinder; and, 

1 Surface grinder. 

 

26 inspection tools that do NOT generate air emissions AND are exempt from air permitting:  

 1 Cordax RX-50; 

 1 Cordax RX-35; 

 2 Zeiss Contura G2; 

1 OGP Smart Scope; 

1 Cordax 4 manual; 

1 Zeiss Rondcom 31C; 

1 Zygo Interferometer; 

1 Auto collimators; 

1 Doall & VanKeuren Flats 

1 Hilger & Watts Autocolimater 

1 Leitz Wetzlar Autocolimater; 

1 Sheffield electronic indicators w/ amplifiers; 

1 Sheffield surface roughness; 

1 Rockwell hardness tester; 

1 Carl Mahr indicators; 

1 Johansson Mikrokater; 

1 Surface plates; 

1 Placheks; 

2 Webber blocks; 

1 Height gauges (various); 

1 Plug gauges (various); 

1 Vermont gauges; 

1 Indicators (various); and, 

1 Scopes. 

 

Particulate matter hazardous air pollutant (HAP) emissions (i.e., beryllium) from operation of the 

machining equipment are collected by a local HEPA filter at the machine.   All machines are individually 

equipped w/ a Donaldson Torit DryFlo HEPA filtration system on top of the machine (filter #1).  These 

HEPA filters exhaust inside of the building. 
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Additionally when machining BE, equipment will have a vacuum collection -> a remote cyclone -> 

HEPA filtration system (filter #2) -> atmosphere through one of 2 horizontal wall vents (1 facing North; 1 

facing East). 

 

The first filter (filter #1) captures 99.5% of machining emissions; the cyclone w/ second HEPA filter 

(filter #2) captures 95% of un-captured filter one emissions.  There are two Aerotec Industries 1960 20 

N60-395-B DRS-2 cyclone filter systems on-site; one is in use.  All control equipment is located inside of 

Venice Precision, LLC.  The final stage (cyclone & HEPA filtration [e.g., filter #2]) exhausts to the 

atmosphere through one of 2 horizontal wall vents (1 facing North; 1 facing East). 

 

The conditions of this permit will ensure emissions remain below the Title V permitting thresholds of 

Chapter 62-213, F.A.C. 

 

FACILITY REGULATORY CLASSIFICATION 

Subject to: Y/N 

Rule 62-212.300, Stationary Sources – Preconstruction Review, General Preconstruction 

Review Requirements, F.A.C.
1
 

 

Y 

Rule 62-212.400, Prevention of Significant Deterioration, F.A.C
2
 N 

Rule 62-296.320, Stationary Sources – Emission Standards – General Pollutant Emission 

Limiting Standards, F.A.C.
3, 4

 

Y 

Rule 62-296.500, Reasonably Available Control Technology (RACT) – Volatile Organic 

Compounds (VOC) and Nitrogen Oxides (NOx) Emitting Facilities
5
 

N 

Rule 62-296.700, Reasonably Available Control Technology (RACT) Particulate Matter
6
 N 

Rule 62-204.800(8), Stds. of Performance for New Stationary Sources, F.A.C.
7
    (NSPS) N 

Rule 62-204.800(10), Natl. Emission Stds. for Hazardous Air Pollutants, F.A.C.
8
    

(NESHAPS) 

Y 

Chapter 62-213, Operation Permits for Major Sources of Air Pollution, F.A.C.
9
 N 

Rule 62-297.310, Stationary Sources – Emissions Monitoring - General Compliance Test 

Requirements, F.A.C.
10

 

Y 

1. Not exempt from general permitting requirements. 

2. Facility is PSD minor source. 

3. Facility is a source of unconfined particulate matter. 

4. Facility may be a source of odors. 

5. Facility is not located in an ozone nonattainment or air quality maintenance area. 

6. Facility is not located in a PM air quality maintenance area or in the area of influence of such an area. 

7. Facility is not subject to NSPS. 

8. Facility is subject to 40 CFR 61 NESHAP Subpart C - National Emission Standard for Beryllium and 

40 CFR 61 Subpart A - General Provisions for 40 CFR 61 National Emission Standards for 

Hazardous Air Pollutants (NESHAP). 

9. Facility is minor.  This facility is not a major source of hazardous air pollutants (HAPs) (i.e. potential 

emissions of HAPs are less than 10 TPY for any single HAP and 25 TPY for total combined HAPs).  

Facility is subject to 40 CFR 61 NESHAP Subpart C - National Emission Standard for Beryllium as 

an area source and on that basis is not required to have a Title V major source permit per s. 

403.0872(1)(e), F.S. 
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10. Compliance testing required annually. 

 

PERTINENT DOCUMENTS: 

Original air pollution construction permit application dated July 27, 2010. 

 

Facility Information Summary: 

Site/Location: Venice Precision, LLC; 112 Morse Court, North Venice, Sarasota County, Florida 

 34275 

UTM: 17-360.788 E   3003.286 N Latitude:  27 08’42.3708”    Longitude: 82 24’17.4924” 

Facility ID No:  1150166 Emission Unit (EU) ID No.:  001 - Beryllium Machining 

 

 Note: Please reference Permit No. and Emission Unit (EU) ID No. in all correspondence, test report 

submittals, applications, etc.                                                                                     
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1. Permitting Authority: The permitting authority for this project is Sarasota County Natural 

Resources (SCNR), Air Quality/Storage Tank Management.  SCNR’s mailing address is: SCNR 

Air Quality/ Storage Tank Management; 1301 Cattlemen Road; Building A, Second Floor; 

Sarasota, Florida 34232.  All documents related to applications for permits shall be submitted in 

triplicate to SCNR. 

 

2. Compliance Authority: All documents related to compliance activities such as reports, tests, and 

notifications shall be submitted to SCNR.  The mailing address and phone number are: SCNR Air 

Quality/ Storage Tank Management; 1301 Cattlemen Road; Building A, Second Floor; Sarasota, 

Florida 34232; (941)861-6230. 

 

3. Appendices:  The following Appendices are attached as part of this permit: 

Appendix A. Citation Formats and Glossary of Common Terms; 

Appendix B. General Conditions; 

Append ix C. Common Conditions;  

Appendix D. Common Testing Requirements; 

Append ix E. 40 CFR 61 Subpart C National Emission Standard for Beryllium; 

Appendix F. 40 CFR 61 Subpart A General Provisions; and   

Append ix G. Venice Precision, LLC Operation/ Maintenance Plan     

4. Applicable Regulations, Forms, and Application Procedures: All applicable rules and design 

discharge limitations specified in the application shall be adhered to.  The facility is subject to all 

applicable provisions of Chapter 403, Florida Statutes, and Florida Administrative Code (F.A.C.) 

Rules 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297.  Issuance of this permit does not 

relieve the permittee from complying with any applicable requirements, any emission limiting 

standards or other requirements of the air pollution rules of the Florida Department of 

Environmental Protection (DEP), SCNR or any other such requirements under Federal, State, or 

Local law. [Rules 62-210.300, and 62-4.070(7), F.A.C.] 

 

5. New or Additional Conditions:  For good cause shown and after notice and an administrative 

hearing, if requested, SCNR may require the permittee to conform to new or additional 

conditions.  SCNR shall allow the permittee a reasonable time to conform to the new or 

additional conditions, and on application of the permittee, SCNR may grant additional time.  

[Rule 62-4.080, F.A.C.] 

 

6. Modification:  No emissions unit or facility shall be constructed or modified without obtaining an 

air construction permit from SCNR in accordance with all applicable provisions of Rules 62-4, 

62-210, and 62-212, F.A.C, or other applicable state, federal, or local law.  Such permit must be 

obtained prior to the beginning of construction or modification. [40 CFR 61 Subparts A and C; 

Rules 62-4.030, 62-4.070(3), 62-4.080(2), 62-210.300(1), and 62-212.300(1), F.A.C.] 
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7. Rule Compliance:  A facility or emissions unit subject to any standard or requirement of 40 CFR. 

Part 60, 61, 63 or 65, adopted and incorporated by reference at Rule 62-204.800, F.A.C., shall 

comply with such standard or requirement.  [Rule 62-296.100(3) F.A.C.] 

 

8. Air Operation Permit:  A completed application for an air operation permit shall be submitted to 

SCNR Air Quality/ Storage Tank Management no later than 60 days prior to the expiration date 

of the construction permit. To properly apply for an operation permit, the applicant shall submit 

the following:        

A. the appropriate permit application form (see current version of Rule 62-210.900, F.A.C. 

(Forms and Instructions), and/or FDEP Division of Air Resource Management website 

at: http://www.dep.state.fl.us/air/);        

B. the appropriate operation permit application fee from Rule 62-4.050(4)(a), F.A.C.;  

C. a copy of the compliance test report specified in Specific Condition No. 13; and  

D. a copy of the most recent two (2) months of the equipment operating records specified in 

Specific Condition No. 17.  

 [Rules 62-4.030, 62-4.050, 62-4.070(3), 62-4.090, 62-210.300(2), and 62-210.900, F.A.C.]  

 

http://www.dep.state.fl.us/air/
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Facility wide Performance Restrictions: 

This section of the permit addresses the entire facility.  Facility wide General Conditions, Common 

Conditions and Common Testing Conditions are located in Appendices B, C and D, respectively. 

 

9. Operating Hours and Emissions Limits – The beryllium machining operations are permitted to 

operate continuously (i.e., 8,760 hours/year).  Emissions from the facility are limited to less than 

10 TPY for any single HAP and 25 TPY for total combined HAPs. [Rules 62-4.070 (3) and 62-

210.239(PTE), F.A.C.] 

 

10. Emission Control System Circumvention and Operation - The permittee shall not circumvent any 

air pollution control devices or allow the emissions of air pollutants without the applicable air 

pollution control devices (i.e., Aerotec Industries 1960 cyclone, filter and HEPA filter) operating 

properly.  Emission control system operating procedures shall include the following: 

a. Upon startup the outlets of the vacuum system shall be checked for vacuum flow; 

b. All vacuum lines that are not in use shall be plugged; 

c. The cyclone, filter and HEPA filter shall be checked daily upon startup and any necessary 

repairs or replacements made as needed; and 

d. The emission control system shall continue to run for at least 5 minutes after all beryllium 

machining equipment has been turned off. 

 [Rules 62-210.650 and 62-4.070(3), F.A.C.] 

 

(Permitting Note:  The control system exhaust stack exhausts inside the building (with any 

subsequent exhaust to the atmosphere occurring from nearby building ventilation vent (s)).  

Reasonable assurance of the effectiveness of the emission control system is provided by the daily, 

monthly and quarterly checks of the permittee’s Operation/ Maintenance Plan (see Section 5 

Appendix G). 
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Emissions Units -001 Performance Restrictions: 

 

Emissions Unit ID No. Description 

001 Machine shop which processes materials containing beryllium  

 

11. 40 CFR 61 NESHAP Requirements  - The machine shop which processes materials containing 

beryllium  is subject to and shall comply with the applicable requirements (see Applicable 

Provision References below) of 40 CFR 61  (National Emission Standards for Hazardous Air 

Pollutants (NESHAP) Subpart C (National Emission Standard for Beryllium)*, as adopted and 

incorporated by reference in Rule 62-204.800(10)(b)1., F.A.C., and contained in the attached 

Section 5 Appendix E 40 CFR 61 Subpart C;  and the applicable requirements of 40 CFR 61 

Subpart A General Provisions, as adopted and incorporated by reference in Rule 62-

204.800(10)(d)., F.A.C., and contained in the attached Section 5 Appendix F 40 CFR 61 Subpart 

A. 

 

 *See the following attached appendices: 

Appendix E. 40 CFR 61 Subpart C National Emission Standard for Beryllium; and  

Appendix F. 40 CFR 61 Subpart A General Provisions; and   

40 CFR 61 Subpart C Applicable Provision References 
1, 2 

40 CFR 61 Subpart C - National Emission Standards for Beryllium 

61.30 Applicability.  

61.30(b) 

61.31 Definitions.  

61.32 Emission standard.
3 
 

61.32(a) and (c) 

61.33 Stack sampling. 

61.33(a) (Test method requirements only) 

61.33(b) 

  

( 
1
 NOTE:  Entire section applies unless otherwise noted with specific applicable subsection 

references.) 

 

( 
2
 Permitting Note:  The above applicability references are based upon current operations as 

reflected in the construction  permit application dated 07/27/2010.  Any change in operations 

may change the applicable provisions.)  

 

( 
3
 Permitting Note:  For accessibility, the key beryllium emission limitation from the above 40 

CFR 61 Subpart C NESHAP standard is also shown in Specific Condition 12. below.) 

 

 [Rules 62-204.800(10)(b)1. and (d), F.A.C.; NESHAP 40 CFR 61 Subpart C and Subpart A] 

 

12. Beryllium Emission Limitation - Emissions to the atmosphere from machine shop which 

processes materials containing beryllium shall not exceed 10 grams (0.022 lb) of beryllium over a 

24-hour period.   [Rule 62-204.800(10)(b)1., F.A.C.; NESHAP Subpart C 40 CFR 61.32a] 
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Compliance Testing Requirements 

 

13. Beryllium Compliance Testing - The emission control system exhaust shall be tested for 

beryllium emissions within 90 days of initial startup* in accordance with test Method 104 (or 

103, the approved alternative method) of 40 CFR 61 Appendix B; AND within each federal fiscal 

year (October 1 – September 30) thereafter.  A copy of the test report shall be submitted to 

SCNR, within 45 days after the test is completed.  The minimum requirements for stationary 

point source emissions test procedures and reporting shall be in accordance with Rules 62-

297.310 and 297.401, F.A.C.  [Rules 62-4.070(3), 62-204.800(10), 62-297.310, and 62-297.401, 

F.A.C.; NESHAP Subpart C; 40 CFR 61.33] 

 

(Clarification:  “Startup” – Startup means the setting in operation of a stationary source for any 

purpose [40 CFR 61 Subpart A General Provisions, Section 61.02 Definitions, (2)]) 

 

14. Operation During Compliance Testing - Compliance testing shall be conducted during normal 

operation with a maximum of five (5) pieces of equipment (e.g., 3 lathes and 2 machining 

centers) having vacuum hoses connected to the remote cyclone while machining materials 

containing beryllium (e.g., pure beryllium; beryllium alloys including albemet and beryllium 

copper), if feasible.  If testing is conducted with fewer pieces of equipment in operation (i.e., 1, 2, 

3 or 4), then future operation is limited to no more pieces of equipment in operation machining 

beryllium at the same time than the number in operation during the most recent compliance test, 

until such time as a test is conducted with more pieces of equipment in operation.  Once operation 

is so limited, operation with a greater number of pieces of machining equipment in operation at 

the same time machining beryllium is allowed for no more than 15 consecutive days for the 

purposes of additional compliance testing to regain the authority to operate at the permitted 

capacity of 5 machines.   

 

(Clarification:  When a unit is limited to operation of 1, 2, 3 or 4 machines, the permittee may 

provide a 15-day notice of its intent to conduct an additional test.  The notice shall specify a 15-

day period during which the facility will be allowed to operate with a greater number of pieces of 

equipment for the purposes of testing.)   

 

The test results shall be submitted to SCNR within 45 days of testing.  The stack test report shall 

include a statement of equipment in operation machining beryllium during the test.  Failure to 

provide such a statement or operating at conditions which do not reflect the normal operating 

conditions, may invalidate the test.  [Rules 62-4.070(3), and 62-297.310(2), F.A.C.] 

 

15. Compliance Test Notification - The permittee shall notify SCNR at least 15 days prior to the date 

on which each formal compliance test is to begin of the date, time, and place of each such test, 

and the test contact person who will be responsible for coordinating and having such test 

conducted.   [Rule 62-297.310(7)(a)9, F.A.C.] 

 

Compliance Monitoring Requirements 

 



SECTION 4. EMISSIONS UNIT SPECIFIC CONDITIONS 

A. Emissions Unit 001          
 

_____________________________________________________________________________________________ 

Venice Precision, LLC  1150166-003-AC 

Beryllium Machining 

Page 14 of 14 

16. Emission Control System Periodic Monitoring - The performance/effectiveness of the Industravac 

emission control system shall be monitored by following the procedures and daily, monthly and 

quarterly checks as detailed in the “Venice Precision, LLC Operation/ Maintenance Plan”* dated 

July 27, 2010 and prepared by Environmental Engineering Consultants, Inc. (Appendix G); or a 

subsequent version of this plan submitted to and accepted by SCNR.  [Rules 62-210.650 and 62-

4.070(3) F.A.C] 

 

(* Permitting Note: This “Venice Precision, LLC Operation/ Maintenance Plan” is not a formal 

compliance plan, as one is not required for this facility nor is it required by NESHAP 40 CFR 61 

Subpart C.  Rather it is an operation/ maintenance plan voluntarily proposed and agreed to by 

Venice Precisions, LLC to provide routine reasonable assurance of proper and effective operation of 

the control system. ) 

 

Recordkeeping Requirements 

 

17. Equipment Operating Records - In order to document compliance with the equipment in 

operation requirements of Specific Condition No. 10, the permittee shall keep daily records of the 

operation of equipment being used to machine materials containing beryllium (e.g., pure 

beryllium; beryllium alloys including albemet and beryllium copper).  At a minimum the records 

shall contain the following: 

a. the date and the name of the person making the record entry; and 

b. the number of pieces of equipment in simultaneous operation machining materials 

  containing beryllium (e.g., pure beryllium; beryllium alloys including albemet and 

 beryllium copper); on that day. 

 

 If the most recent beryllium emissions compliance test was done with less than 5 machines in 

operation machining beryllium, then for any day that there are more machines in operation than 

the number tested the records shall also show the following for each of those machines*:  the start 

and stop time for any period of operation machining beryllium. 

 

 (* Permitting Note:  The additional periods of operation records are necessary to document that 

only the allowed number of pieces of equipment are in operation at the same time machining 

beryllium as required by Specific Condition No. 14.) 

 [Rule 62-4.070(3), F.A.C.] 
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