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This is the final air operation permit, which authorizes operation of a hot mix asphalt plant
with a portable 150 tons per hour (IPH) recycled asphalt pavement (RAP) crusher. The
Leesburg Asphalt Plant No. 1 (Standard Industrial Classification No. 2951) is located in Lake
County at 1233 Commerce Street in Leesburg, Florida. The UTM coordinates are Zone 17,
412.31 km East, and 3189.09 km North.

This final permit is organized by the following sections:

Section 1. General Information

Section 2. Administrative Requirements

Section 3. Facility-wide and Emissions Unit Specific Conditions

Section 4. Appendices

Because of the technical nature of the project, the permit contains numerous acronyms and
abbreviations, which are defined in Appendix A of Section 4 of this permit.

This air pollution permit is issued under the provisions of: Chapter 403 of the Florida Statutes
(F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative
Code (F.A.C.). The permittee is authorized to conduct the proposed work in accordance with
the conditions of this permit.

Upon issuance of this final permit, any party to this order has the right to seek judicial review
of it under Section 120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of
the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental
Protection in the Office of General Counsel (Mail Station #35, 3900 Commonwealth Boulevard,
Tallahassee, Florida, 32399-3000) and by filing a copy of the notice of appeal accompanied by
the applicable filing fees with the appropriate District Court of Appeal. The notice must be
filed within 30 days after this order is filed with the clerk of the Department.
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Air Permit No. 7770259-007-A0

Project Name: Portable Continuous Hot
Mix Asphalt Plant with portable RAP
crusher



SECTION 1. GENERAL INFORMATION (FINAL)

FACILITY AND PROJECT DESCRIPTION
Leesburg Asphalt Plant No. 1

This facility is a portable continuous hot mix asphalt plant that periodically utilizes a portable
recycled asphalt product (RAP) crushing system for reuse in the asphalt mixes. The RAP crushing
system is owned by a different company and is brought to this asphalt plant site to crush the RAP
into smaller size that can be used in the manufacture of the hot mix asphalt. Any crusher used at this
facility would possess a valid Air General Permit..

The existing facility consists of the following emissions units.

Facility ID No. 0830135
ID No. | Emission Unit Description

001 |Portable Continuous Hot Mix Asphalt Plant

002 [Portable 150 tph Recycled Asphalt Pavement (RAP) Crusher

Project Description

The purpose of this project is to renew and revise Air Operation Permit No. 7770259-005-A0 to
incorporate the terms and conditions of Air Construction Permit No. 7770259-006-AC.

NOTE: Please reference the Permit No., Facility ID, and Emission Unit ID in all correspondence, test report
submittals, applications, efc.

-r

FACILITY REGULATORY CLASSIFICATION

- The facility isnota major source of hazardous air pollutants (HAP).

—' The.facility has ne units subject to the acid rain provisions of the Clean Air Act (CAA).

— The facility is not a Title V major source of air pollution in accordance with Chapter 213, F. A.C.
—' The facility is not a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C.

— * This facility is a synthetic non-Title V source.

+  The Hot Mix Asphalt Plant is regulated under New Source Performance Standards (NSPS) - 40
. CFR 60, Subpart I, Standards of Performance for Hot Mix Asphalt Facilities and the general
provisions of 40 CFR 60, Subpart A, General Provisions, where applicable.

PERMIT HISTORY/AFFECTED PERMITS
Replaces and Incorporates the terms and conditions of Construction Perrmt 7770259-006-AC.,

H

D.A.B. Constructors, Inc. Expires June 30, 2016 Air Permit No. 7770259-007-A0
Leesburg Asphalt Plant No.1 . Project Name: Portable Continuous Hot Mix
Asphalt Plant with portable RAP crusher
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SECTION 2. ADMINISTRATIVE REQUIREMENTS (FINAL)

Permitting Authority: The permitting authority for this project is the Florida Department of
Environmental Protection, Central District Air Resource Management Section. The Central
District’s mailing address and phone number is:

1

Florida Department of Environmental Protection

Central District Office S f T Narhalt
Air Resource Management Section
3319 Maguire Blvd., Ste. 232 =

Orlando, FL 32803-3767 . R
Telephone: 407-894-7555 (before 6/30/11), 407-897-4100 (effechve 6/ 30/ 11) ¢t
. h ~n.-,ii,~;!!~§,-.
All documents related to applications for permits shall be submitted to the above address
Compliance Authority: All documents related to compliance activities such as reports, tests, and
notifications shall be submitted to the Central District Air Resource Management Section (see
above mailing address and phone number). N P S S

Appendices: The following Appendices are attached as part of this permit: . D e A

Appendix A. Citation Formats and Glossary of Common Terms;

a.
b. Appendix B. General Conditions;

c.  Appendix C. Common Conditions; T
d. Appendix D. Common Testing Requirements; - “:_N? rr .
.e. Appendix E. NSPS - 40 CFR 60, Subpart A, General Prov151ons, and G e

f.

Appendix F. NSPS - 40 CFR 60, Subpart I, Standards of Performance for Hot M1x Asphalt
Facilities R e

Applicable Regulations, Forms and Application Procedures: Unless otherwise specified in this
permit, the construction and operation of the subject emissions units shall be in accordarice'with
the capacities and specifications stated in the application. Thefacility is sub]ect to all applicable
provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-
297, F.A.C. Issuance of this permit does not relieve the permittee from compliance with any
applicable federal, state, or local permitting or regulations.

New or Additional Conditions: For good cause shown and after notice and an administrative
hearing, if requested, the Department may require the permittee to conform to new or additional
conditions. The Department shall allow the permittee a reasonable time to conform to the new or
additional conditions, and on application of the permittee, the Department may grant additional
time. [Rule 62-4.080, F.A.C.]

Modifications: Unless otherwise exempt by rule, the permittee shall not initiate any construction,
reconstruction, or modification at the facility and shall not install/ modify any pollution control
device at the facility without obtaining prior authorization from the Department. Modification is
defined as: Any physical change or changes in the method of operations or addition to a facility
that would result in an increase in the actual emissions of any air pollutant subject to air
regulations, including any not previously emitted, from any emission unit or facility.

D.A.B. Constructors, Inc. Expires June 30, 2016 Air Permit No. 7770259-007-A0
Leesburg Asphalt Plant No. 1 Project Name: Portable Continuous Hot Mix

Asphalt Plant with portable RAP crusher
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SECTION 2. ADMINISTRATIVE REQUIREMENTS (FINAL)

7. Annual Operating Report: On or before April 1 of each year, the permittee shall submit a
completed DEP Form 62-210.900(5), " Annual Operating Report for Air Pollutant Emitting Facility"
(AOR) for the preceding calendar year. The report may be submitted electronically in accordance
with the instructions received with the AOR package sent by the Department, or a hardcopy may
be sent to the Compliance Authority.

[Rule 62-210.370(3), F.A.C.]

8. Operation Permit Renewal Applicatior: A completed application for renewal of the operation
permit shall be submitted to the Permitting Authority no later than 60 days prior to the expiration
date of the operation permit. To properly apply for an operation permit, the applicant shall
submit the following;:

a.  the appropriate permit application form (see current version of Rule 62-210.900, F.A.C.
(Forms and Instructions), and/or FDEP Division of Air Resource Management website at:

htty:/fwww.dep.state. fl.us/air/);
b.  the appropriate operation permit application fee from Rule 62-4.050(4)(a), F.A.C.;

c.  copies of the most recent compliance test reports required by Specific Condition No.
A.17., if not previously submitted; and

d.  copies of the most recent two months of records/logs specified in Specific Condition Nos.
A18.and A.19. '

[Rules 62-4.030, 62-4.050, 62-4.070(3), 62-4.090, 62-210.300(2), and 62-210.900, F.A.C.]

D.A.B. Constructors, Inc. Expires June 30, 2016 Air Permit No. 7770259-007-A0
Leesburg Asphalt Plant No. 1 Project Name: Portable Continuous Hot Mix
- Asphalt Plant with portable RAP crusher
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SECTION 3. FACILITY-WIDE AND EMISSIONS UNIT SPECIFIC CONDITIONS (FINAL)

A. EU No. 001- Portable Hot Mix Asphalt Plant and Facility-Wide Conditions

This section of the permit addresses the following emissions unit. - L

ID No. | Emission Unit Description

001 |A portable continuous hot mix asphalt plant (Asphalt Drum M1xers (ADM) Plant Inc
Model MM 200-95) with a maximum design capacity of 200 tons/hr. Particulate
emissions are controlled with a primary dust collector followed by an ADM Model
BH585-10 reverse pulse baghouse with an air to cloth ratio of 5.33 to 1.-The baghouse is
also equipped with 585 14 oz. Nomex bags having a particulate reduction efficiency of
approximately 99.95 percent. Co e e

PERFORMANCE RESTRICTIONS : A

Al. Federal Regulatory Requirements: This emission unit is subject to 40 CFR 60; Subpart A-
General Provisions (See Appendix E) and Subpart I - Standards of Performance for Hot Mix
Asphalt Facilities (See Appendix F), which is adopted by reference in Rule 62-204.800, F:A.C.
The conditions are incorporated into this permit (attached and part of this perrmt)

[Rule 62-204.800(8), F.A.C.] : -

A2, Permitted Capacity: The process rates shall not exceed 540,000 tons of virgin or recycle mix
asphalt product per any consecutive 12-month period.
[Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.; Construction Permit No. 7770259-006-AC]

A.3.  Authorized Fuel: The main rotary clryer burner is permitted to only use the followmgfuels

a. Natural gas;
b. Propane; or
c. New no. 2 fuel oil.

[Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.; Construction Permit 7770259—006'—'AC] o

A4. Fuel Sulfur Content: The maximum sulfur content of the fuel oil consumed by the main
rotary dryer burner shall not exceedl 0.05 percent by weight.
[Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.; Construction Permit 7770259-006-AC]

A5.  Restricted Operation: The hours of operation of the hot mix asphalt plant shall not exceed
2,700 hours/year.
[Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.; Requested by applicant in permit application
dated 03/23/11]

EMISSIONS STANDARDS AND LIMITS

A6. Emissions Limitation: The maximum permitted emissions from the facility are not to exceed
25 tons of particulate matter, sulfur dioxide, nitrogen oxide, or volatile organic matter per
consecutive twelve month period.

[Construction Permits 7770259-001-AC and 7770259-006-AC]

D.A.B. Constructors, Inc. - Expires June 30, 2016 Air Permit No. 7770259-007-A0
Leesburg Asphalt Plant No. 1 Project Name: Portable Continuous Hot Mix
Asphalt Plant with portable RAP crusher
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SECTION 3. FACILITY-WIDE AND EMISSIONS UNIT SPECIFIC CONDITIONS (FINAL)
A. EU No. 001- Portable Hot Mix Asphalt Plant and Facility-Wide Conditions

A.7.  Visible Emission (VE) Limitation: Visible emissions shall not be equal to or greater than 20
percent opacity. ‘
[40 CFR 60 Subpart I, 60.92(a)(2) and adopted by reference in Rule 62-204.800(8)(b), F.A.C.]

A8. Particulate Matter (PM) Limitation: Particulate emissions shall not exceed 0.04 grains per dry
standard cubic foot averaged over a three (3) hour period.
~ [40 CFR 60 Subpart I, 60.92(a)(1) and adopted by reference in Rule 62-204.800(8)(b), F.A.C.]

A9. Reasonable Precautions of Unconfined Emissions of Particulate Matter: All reasonable
precautions shall be taken to prevent and control generation of unconfined emissions of
particulate matter (PM). These provisions are applicable to any source, including but not limited
to, vehicular movement, transportation of materials, construction, alteration, demolition or
wrecking, or industrial-related activities such as loading, unloading, storing, and handling.
Reasonable precautions to be taken shall include, but not be limited to the following:

a. Paving and maintenance of roads, parking areas, and yards;

b. Application of water or chemicals to control emissions from such activities as

demolition of buildings, grading roads, construction, and land clearing;

c. Application of asphalt, water, oil, chemicals, or other dust suppressants to unpaved
roads, yards, open stock piles, and similar activities;

d: Removal of PM from roads and other paved areas under the control of the owner or
operator of the facility to prevent re-entrainment, and from building(s) or work areas
to prevent particulate from becoming airborne;

e. Landscaping or planting of vegetation; and

f.  Sprinkling with water shall be used as necessary on paved areas, unpaved areas,

. stockpiles, and during loading/unloading operations.
[Rules 62-4.070(3), 62-210.300(3)(c)2.e., and 62-296.320(4)(c), F.A.C.]

TESTING REQUIREMENTS

A10. Compliance Tests: During each federal fiscal year (October 1st to September 30t), the portable
continuous mix asphalt plant shall be tested to demonstrate compliance with the emissions
standards and limits for VE and PM emissions as specified in Specific Condition Nos. A.6.,
A7, and A8.

[40 CFR 60 Subpart A, 60.8 and Rule 62-297.310, F.A.C.]

A11. Test Requirements: Tests shall be conducted in accordance with the applicable requirements
specified in Appendix D (Common Testing Requirements) of this permit.
[Rule 62-297.310, F.A.C]

Al12. Additional PM Testing Requirements: Stack sampling facilities must comply with the
following:: .

a. Rule 62-297.310 (6), F.A.C., regarding minimum requirements that include, but are not
limited to: location of sampling ports, work platform area hand rails and toe rails,
caged ladder access, and electrical power; and

D.A.B. Constructors, Inc. Expires June 30, 2016 Air Permit No. 7770259-007-A0
Leesburg: Asphalt Plant No. 1. Project Name: Portable Continuous Hot Mix
. Asphalt Plant with portable RAP crusher
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SECTION 3. FACILITY-WIDE AND EMISSIONS UNIT SPECIFIC CONDITIONS (FINAL).
A. EU No. 001- Portable Hot Miix Asphalt Plant and Facility-Wide Conditions

b. A differential pressure gauge is required to measure the pressure drop across the
baghouse, a minimum of 10 days prior to conducting the stack test
[Rules 62-297.310(6) and 62-297.310(5)(b), F.A.C ] e
A13. Test Method(s): Required tests shall be performed in. accordance w1th the followmg reference
method(s). CEre S g D]

oy

Method(s) | Description of Method and Comments

EPA  |Determination of Particulate Matter Emissions from Stationary Sources: The
Method 5 |sampling time and sample volume for each run shall be at least 60 minutes
and 0.90 dscm (31.8 dscf). A

EPA Visual Determination of the Opacity of Emissions from Statlonary Sources
Method 9 |Shall be conducted for 30 minutes or the length of the batch/cycle if less than
30 minutes.

The above method(s) are described in Appendix A of 40 CFR 60 and are adopted by reference
in Rule 62-204.800, F.A.C. No other method(s) may be used unless prlor writtén apprbval is
received from the Department. ; e
[Rules 62-204.800 and 62-297.401, F.A.C.; Appendix A of 40 CFR 60 40 CFR 60.93 (b)( ) 1) and

(2)] . ’ . P R

A.14. Operating Rate During Testing: Testing of emissions shall be conducted within 90 to 100
percent of the maximum permitted operating rate of 200 tons/hour. If it is impracticable to
test at the maximum permitted operating rate, then the emission unit may be tested at a lesser
rate. In this case, subsequent emission unit operation is limited to 110 percent of the test load
until a new test is conducted. Once the unit is so limited, operation at higher capacities is
allowed for no more than 15 consecutive days for the purposes of additional compliance
testing to regain the authority to operate at the permitted capacﬂ:y AR

[Rule 62-297.310(2), FAC] Caee

{Permitting Note: The output process rate was 145 tons/hour of product for the portable continuous hot
mix asphalt plant during the February 16, 2010 compliance test.}

MONITORING REQUIREMENTS

A.15. Fuel Sulfur Content: The fuel sulfur content, percent by weight, for liquid fuels shall be
evaluated using one of ASTM D2622-94, ASTM D4294-90(95), ASTM D1552-95 or ASTM
D1266-91, or both ASTM D4057-88 and ASTM D129-95 or latest editions. Alternately, after
written notification to and approval by the Department, the permittee may use other DEP Air
Program-approved methods, i.e. alternate sampling procedures, for sulfur in petroleum
products. [Rule 62- 4.070(3), F.A.C.]

D.A.B. Constructors, Inc. Expires June 30, 2016 Air Permit No. 7770259-007-A0
Leesburg Asphalt Plant No. 1 Project Name: Portable Continuous Hot Mix
Asphalt Plant with portable RAP crusher
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SECTION 3. FACILITY-WIDE AND EMISSIONS UNIT SPECIFIC CONDITIONS (FINAL)

A. EU No. 001- Portable Hot Mix Asphalt Plant and Facility-Wide Conditions

NOTIFICATION REQUIREMENTS

A.16. Test Notification: The permittee Shclll notify the Compliance Authority, at least 15 days prior
to.the date on which each formal compliance test is to begin, of the date, time and place of
each such test, and the test contact person who will be responsible for coordlnatmg and
having such test conducted for the permittee.

[Rules 62-4.070(3) and 62-297.310(7)(a)9., F.A.C]

RECORDS AND REPORTS

A.17. Test Reports: The permittee shall prepare and submit reports for all required tests in
accordance with the requirements specified in Appendix D (Common Testing Requirements)
of this permit. For each test run, the report shall also indicate the following;:

a. The type of air pollution control devices installed and their normal operating

parameters during each test run.
" b. Type, manufacturer, and configuration of the sampling equipment used.

c. All measured and calculated data required to be determined by each applicable test
procedure for each run.

d. The detailed calculations for one run that relate the collected data to the calculated
‘emission rate.

[Rule 62-297.310(8), F.A.C.]

A.18. Fuel Sulfur Content Records: In order to demonstrate compliance with Specific Condition No.
A.4., the permittee shall maintain records to demonstrate that the sulfur content, by weight, of
each shipment of new and on-spec used oil and that the sulfur content was determined in
accordance with the methods listed in this permit.

[Rule 62-4.070, F.A.C.]

A.19. Monthly Recordkeeping Requirements: In order to demonstrate compliance with Specific
- Condition Nos. A.2;, A.3., A.5., and A.6., the permittee shall maintain a log at the facility for a
period of at least 5 years from the date the data is recorded and made available to the
Department upon request. The log shall contain the following:

a. Fac1]1ty Name, Facility ID No. (i.e., 7770259);

b. Month and year of record;

¢. Most recent consecutive 12-month rolling total of asphalt product (tons/consecutive

~ 12:month period);

d. Most recent consecutive 12-month rolling total of fuel combusted (natural gas,
propane, or new no. 2) at the facility;

e. Monthly hours of operation; and

f. Fuel records relating to General Condition 14.c. in Appendix B (General Conditions).

The monthly logs shall be co:ﬁpleted by the end of the following month.

D.A.B. Constructors, Inc. Expires June 30, 2016 7 Air Permit No. 7770259—007—AO

Leesburg Asphalt Plant No.1 Project Name: Portable Continuous Hot Mix
" ce Asphalt Plant with portable RAP crusher
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SECTION 3. FACILITY-WIDE AND EMISSIONS UNIT SPECIFIC CONDITIONS (FINAL)

A. EU No. 001- Portable Hot Mix Asphalt Plant and Facility-Wide Conditions

Note: A consecutive 12 months total is equal to the total for the month in question plus the
totals for the eleven months previous to the month in question. A consecutive 12-months total
treats each month of the year as the end of a 12-months period. A 12-months total is not a
year-to-date total. Facilities or emission units that have not been operating for 12 months
should retain 12 months totals using whatever number of months of data are available until
such a time as a consecutive 12 months total can be maintained each month.

[Rule 62-4.070(3), F.A.C.]
D.A.B. Constructors, Inc. Expires June 30, 2016 Air Permit No. 7770259-007-A0O
Leesburg Asphalt Plant No. 1 Project Name: Portable Continuous Hot Mix

. Asphalt Plant with portable RAP crusher
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SECTION 3. FACILITY-WIDE AND EMISSIONS UNIT SPECIFIC CONDITIONS (FINAL)
B. EU No. 002- Portable 150 tons per hour (TPH) RAP Crusher

This section of the permit addresses the following emissions unit.

ID No. |Emission Unit Description

002 |Portable 150 tons per hour (TPH) Recycled Asphalt Pavement (RAP) Crushing System with a
diesel engine/power generator. Particulate emissions from the crusher are controlled by
water spray bars, if needed.

PERFORMANCE RESTRICTIONS

B.1.  Florida Air Permit Requirement - Every portable RAP crushing system operated at this facility
shall have a valid Florida Air General Permit or a non-Title V relocatable air operation permit.
While on site, any portable crushing system is subject to all the terms and conditions contained in
this Air Operation Permit.
[Rule 62-4.070(3) F.A.C.]

B.2.  Rule 62-210.310(5)(e), F.A.C. - Every portable RAP crushing system operated at this facility
is subject to Rule 62-210.310(5)(e), F.A.C., which is listed below:

(e) Air General Permit for Facilities Comprising Nonmetallic Mineral Processing Plants
(Crushing Operations).

1. For purposes of this air general permit, the definitions at 40 CFR Part 60, Subpart
000, adopted and incorporated by reference at Rule 62-204.800, F.A.C,, shall apply, and the
term “site” shall mean one or more contiguous or adjacent properties under control of the
same person (or persons under common control). A facility need not be subject to 40 CFR Part
60, Subpart OOO, to be eligible for use of this air general permit. If a facility using this air
general permit later becomes subject to 40 CFR Part 60, Subpart OOO, the owner or operator
shall re-register with the Department.

2. A stationary or relocatable facility comprising one (1) or more nonmetallic mineral
processing plants shall be eligible to use this air general permit provided it meets the general
eligibility criteria of paragraph 62-210.310(2)(a), F.A.C.

3. A facility using this air general permit shall comply with the general conditions
given at subsection 62-210.310(3), F.A.C., and the following specific conditions.

a. The total fuel consumption by the facility shall not exceed 23,000 gallons per year of
gasoline, 275,000 gallons per year of diesel fuel, 1.3 million gallons per year of propane, 44
million standard cubic feet per year of natural gas, or an equivalent prorated amount if
multiple fuels are used.

b. If multiple fuels are used, the equivalent prorated amount of each fuel burned shall
not exceed the total amount of such fuel allowed to be burned, as given in sub-subparagraph
b., multiplied by a fuel percentage. The fuel percentage is the percentage ratio of the amount
of the fuel burned at the facility to the total amount of such fuel allowed to be burned at the
facility pursuant to sub-subparagraph b. The sum of the fuel percentages for all fuels burned
by the facility shall not exceed 100 percent.

¢. Pursuant to Rule 62-296.320, F.A.C.,, the following reasonable precautions shall be
employed to control unconfined emissions of particulate matter.

D.A.B. Constructors, Inc. Expires June 30, 2016 Air Permit No. 7770259-007-A0
Leesburg Asphalt Plant No. 1 Project Name: Portable Continuous Hot Mix
Asphalt Plant with portable RAP crusher
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SECTION 3. FACILITY-WIDE AND EMISSIONS UNIT SPECIFIC CONDITIONS (FINAL)
'B. EU No. 002- Portable 150 tons per hour (TPH) RAP Crusher

(I) Unconfined emissions frorn all relocatable nonmetallic mineral processing plants,
except those located at mines or quarries and processing only material from onsite natural
deposits, and all stationary nonmetallic mineral processing plants that process dry material
shall be controlled by using a water suppression system with spray bars located wherever
unconfined emissions occur at-the feeder(s), the entrance and exit of the crusher(s), the
classifier screens, and the conveyor drop points.

(IT) Unconfined emissions generated by vehicular traffic or wind shall be controlled
by applying water (by water trucks equipped with spray bars) or effective dust suppressant(s)
on a regular basis to all stockpiles, rcadways and work yards where the nonmetallic mineral
processing plant is located.

d. Visible emissions from any crusher, grinding mill, screening operation, bucket
elevator, transfer point on belt conveyors, bagging operation, storage bin, enclosed truck or
railcar loading station, or any other affected emission point at a nonmetallic mineral
processing plant not subject to 40 CFR Part 60, Subpart OOO, shall be less than twenty percent
(20%) opacity, pursuant to Rule 62-296.320, F.A.C.

e. Nonmetallic mineral processing plants subject to 40 CFR Part 60, Subpart OOO, shall
comply with all applicable standards, limitations, and requirements of Subpart OOO. Such
facilities shall conduct initial performance tests for particulate matter and visible emissions in
accordance with all requirements of Subpart OOO and 40 CFR Part 60, Subpart A, adopted
and incorporated by reference at Rule 62-204.800, F.A.C. Thereafter, such facilities shall
conduct performance tests for visible emissions annually pursuant to Rule 62-297.310, F.A.C.
The annual visible emissions perforrmance tests shall be conducted in accordance with the test
methods and procedures set forth at Subpart OOO. All test results shall be reported to the
Department in accordance with the provisions of Rule 62-297.310, F.A.C.

f. The owner or operator of any relocatable nonmetallic mineral processing plant
proposing to change location shall notify the Department by telephone, e-mail, fax, or written
communication at least one (1) business day prior to changing location and transmit (by e-
mail, fax, post, or courier) a Facility Relocation Notification Form (DEP Form No. 62-
210.900(6)) to the Department no later than five (5) business days following relocation.55

4. A facility using this air general permit may collocate with other facilities that
separately registered for, and are also using, the nonmetallic mineral processing plant air
-general permit, and with facilities using the concrete batching plant air general permit at
paragraph 62-210.310(5)(b), F.A.C., even if under the control of different persons, provided the
following conditions are met.

a. The collocation site shall not contain any emissions units and pollutant-emitting
activities other than concrete batching plants using air general permits, nonmetallic mineral
processing plants using air general permits, and nonmetallic mineral processing plants or
other emissions units and pollutant-emitting activities exempted from permitting pursuant to
subsection 62-210.300(3), F.A.C., or Rule 62-4.040, F.AC. .

b. The fuel usage limitations of sub-subparagraphs 62-210.310(5)(e)3.b. and c., F.A.C,,
shall apply to the collocation site. The owners or operators of all collocated concrete batching
plants and nonmetallic mineral processing plants shall maintain records to account for site-
wide fuel consumption for each calendar month and each consecutive twelve (12) months.
The owners or operators shall retain these records, available for Department inspection, for a
period of at least five (5) years.

D.A.B. Constructors, Inc. Expires June 30, 2016 Air Permit No. 7770259-007-A0
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Asphalt Plant with portable RAP crusher
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SECTION 3. FACILITY-WIDE AND EMISSIONS UNIT SPECIFIC CONDITIONS (FINAL)

B. EU No. 002- Portable 150 tons per hour (TPH) RAP Crusher

5. Under the authority of this air general permit, a relocatable nonmetallic mineral
processing plant may perform a non-routine task, such as crushing concrete for a demolition
project, at a facility with authorization by individual air construction or non-Title V air
operation permit, without revision to the facility’s individual air permit. Any such
nonmetallic mineral processing plarit shall not be deployed at a single site for more than six
(6) months in any consecutive twelve (12) months. The owner or operator of such nonmetallic
mineral processing plant shall keep records to indicate hiow long the plant has been at the
permitted facility. No nonmetallic mineral processing plant using this air general permit shall
perform a task routinely done at the individually permitted facility, such as crushing recycled
asphalt pavement (rap) at an asphalt plant, unless operation of the nonmetallic mineral
processing plant is authorized by the air construction permit or non-Title V air operation
permit, as applicable, for the permitted facility. [Rule 62-210.310(5)(e), F.A.C.]

B.3.  Permitted Capacity: The process rate for the portable RAP crushing system shall not exceed
150 tons per hour of crushed RAP per any consecutive 12-month period.
[Rules 62-4.070(3) and Construction Permit 7770259-006-AC]

B.4.  Permitted Fuel Consumption: Total fuel oil consumption for the portable RAP crusher system
shall not exceed 12,282 gallons of no. 2 fuel oil per any consecutive 12-month period.
[Rules 62-4.070(3) and 62:210.200(PTE), F.A.C.; Construction Permit 7770259-006-AC]

B.5.  Authorized Fuel: The portable RAP crusher system is permitted to only use no. 2 fuel oil with
a maximum sulfur content that shall not exceed 0.05 percent, by weight.
[Rules 62-4.070(3), 62-210.200(PTE), and 62-210.300(3)(c)2., F.A.C.; Construction Permit
7770259-006-AC] ’

EMISSIONS STANDARDS

B.6.  Visible Emission (VE) Limitation: Visible emissions from any crusher, grinding mill,
screening operation, bucket elevator, transfer point on belt conveyors, bagging operation,
storage bin, enclosed truck or railcar loading station, or any other emission point not subject
to 40 CFR 60, Subpart OOO, shall be less than 20 percent opacity.

[Rule 62-296.320(4)(b)1., F.A.C.]

B.7.  Unconfined Emissions of Particulate Matter: Unconfined emissions shall be controlled by
using a water suppression system with spray bars located wherever unconfined emissions
occur at the feeder, the entrance and exit of the crusher, screen, and the conveyor drop points.
[Rule 62-296.320(4)(c), F.A.C.] '

TESTING REQUIREMENTS

B.8.  Any crusher operating at the facility shall maintain a valid Air General Permit or Air
Operating Permit as well as maintain a current compliance monitoring reports for the subject
permit it is operating. [Rule 62-4.070, F.A.C.]

D.A.B. Constructors, Inc. - Expires June 30, 2016 ‘Air Permit No. 7770259-007-A0
Leesburg Asphalt Plant No. 1 Project Name: Portable Continuous Hot Mix
- Asphalt Plant with portable RAP crusher
Page 13 of 15



SECTION 3. FACILITY-WIDE AND EMISSIONS UNIT SPECIFIC CONDITIONS (FINAL)

B. EU No. 002- Portable 150 tons per hour (TPH) RAP Crusher

MONITORING REQUIREMENTS

B.9.

Fuel Sulfur Content: The fuel sulfur content, percent by weight, for liquid fuels shall be
evaluated using one of ASTM D2622-94, ASTM D4294-90(95), ASTM D1552-95 or ASTM
D1266-91, or both ASTM D4057-88 and' ASTM D129-95 or latest editions. Alternately, after
written notification to and approval by the Department, the permittee may use other DEP Air
Program-approved methods, i.e. alternate sampling procedures, for sulfur in petroleum
products. [Rule 62-4.070, F.A.C.]

RECORDS AND REPORTS

B.10.

B.11.

B.12.

Test Reports: If the Department requests to see a recent valid er.m'ssion test report (does not
have to be tested at the site) for a crusher, the test report shall be submitted to the Department
no later than 14 days from the date requested by the Department. [Rule 62-4.070(3), F.A.C/]

Test Reports: The permittee shall prepare and submit reports for all required tests in
accordance with the requirements specified in Appéndix D (Common Testing Requirements)

of this permit. The test report must include the following:

a. Owner Name;

b. General and non-Title V Air Operatlon Permit number (e.g., 7771234 XXX-AX and
permit effective date(s)); '

c. Manufacturer’s maximum rated capacity for any material; and

d. Type of material processed.
[Rules 62-4.070(3) and 62-297.310(8), F.A.C.]

Monthly Recordkeeping Requirements: In order to demonstrate compliance with Specific
Condition Nos. B.3., B.4., and B.5., the permittee shall maintain a log at the facility for a
period of at least 5 years from the date the data is recorded and made available to the
Department upon request. The log shall contain the following:

a. Facility Name, Facility ID No. (i.e., 7770259);
b. Month and year of record;.

¢. Most recent consecutive 12-month rolling total of RAP processed by the crusher
(tons/ consecutive 12-month period);

d. Most recent consecutive 12-month rol]mg total of no. 2 fuel oil consumed by the
crusher, in gallons;

e. The sulfur content of the fuel oil fired;

f.  Monthly hours of operation; and

D.A.B. Constructors, Inc. Expires June 30, 2016 Air Permit No. 7770259-007-A0
Leesburg Asphalt Plant No. 1 Project- Name: Portable Continuous Hot Mix

Asphalt Plant with portable RAP crusher
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SECTION 3. FACILITY-WIDE AND EMISSIONS UNIT SPECIFIC CONDITIONS (FINAL)

B. EU No. 002- Portable 150 tons per hour (TPH) RAP Crusher
g. Fuel records relatihg to General Condition 14.c. in Appendix B (General Conditions).
The monthly logs shall be compléted by the end of the following month.

Note: A consecutive 12 months total is equal to the total for the month in question plus the
totals for the eleven months previous to the month in question. A consecutive 12-months total
treats each month of the year as the end of a 12-months period. A 12-months total is not a
year-to-date total. Facilities or emission units that have not been operating for 12 months
should retain 12 months totals using whatever number of months of data are available until
such a time as a consecutive 12 months total can be maintained each month.

[Rule 62-4.070(3), F.A.C\]

B.13. General Recordkeeping Requiremerits - The permittee shall keep records for each portable
RAP crushing system operated on site as follows:

a. Owner Name;

b. General and non-Title V Air Operation Permit number(s) (e.g., 7771234-XXX-AX) and
permit effective date(s);

c. Latest arrival date on site;
d. Manufacturer’s maximum rated capacity for any material; and

e. Date of most recent visible emissions (VE) test and a copy of the test report.

[Rule 62-4.070(3), F.A.C.]
D.A.B. Constructors, Inc. Expires June 30, 2016 Air Permit No. 7770259-007-A0
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