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SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (FINAL)
M.  EU010 In-Line Kiln/Raw Mill System - Line 2
PERMITTEE
	Argos Cement, LLC 
4000 NW County Road 
Newberry, Florida 32669

Authorized Representative:
Chris Horner, Plant Manager
	Air Permit No. 0010087-060-AC
Permit Expires:  August 24, 2017
Minor Air Construction Permit
Argos Newberry Cement Plant
Air Construction Permit 
Connect natural gas supply line to EU010


Project
This is the final air construction permit, which authorizes the connection of a natural gas supply line to the existing In-line Kiln/Raw Mill System Line 2 precalciner burner (EU010).  The proposed work will be conducted at the Argos Newberry Cement Plant, which is a Portland cement plant (Standard Industrial Classification No. 3241).  The facility is located in Alachua County at 4000 NW County Road 235 in Newberry, Florida.  The UTM coordinates are Zone 17, 3285.7 km North, 346.4 km East; Latitude 29o41’37” and Longitude 82o35’11”.
This final permit is organized into the following sections:  Section 1 (General Information); Section 2 (Administrative Requirements); Section 3 (Emissions Unit Specific Conditions); and Section 4 (Appendices).  Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of Section 4 of this permit.
STATEMENT OF BASIS
This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  The permittee is authorized to conduct the proposed work in accordance with the conditions of this permit.  This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C. and is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.
Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under Section 120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel (Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000) and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.
Executed in Jacksonville, Florida

_________________________________________
Richard S. Rachal III, P.G., Program Administrator
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FILING AND ACKNOWLEDGEMENT & CERTIFICATE OF SERVICE

Filed on this date pursuant to § 120.52, Florida Statutes, with the designated Department Clerk, receipt of which is hereby acknowledged.  The undersigned hereby certifies that this Construction permit, Technical Evaluation, Combined Appendices and all copies were sent before the close of business on August 24, 2016 to the listed persons.

Chris Horner, Plant Manager- Argos Cement, LLC (chorner@argos-us.com).
Mr. Henry Gotsch- Argos Cement, LLC (OGotsch@argos-us.com).
Mr. Max Lee, Ph.D., P.E.- Koogler and Associates, Inc.  (mlee@kooglerassociates.com) 
Mr. Pradeep Raval - Koogler and Associates, Inc. (praval@kooglerassociates.com) 
Ms. Barbara Friday, DEP BAR:  barbara.friday@dep.state.fl.us (for posting with U.S. EPA, Region 4)
[bookmark: _GoBack]
__________________     August 24, 2016
Clerk				          Date
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FINAL PERMIT

Argos Cement, LLC                                                      	Permit No. 0010087-060-AC
Argos Newberry Cement Plant	Minor Air Construction Permit
Page 2 of 9
FACILITY DESCRIPTION
Argos Cement, LLC, Argos Newberry Cement Plant, is a Portland cement plant and associated quarry, and raw material and cement handling operations.  The plant combines raw materials and utilizes preheater/precalciner kilns with in-line raw mill to produce clinker.  The clinker is milled and combined with gypsum to produce Portland cement.  The facility consists of the following major activities:  raw material handling and storage; raw mill systems; kiln systems clinker handling; finish grinding operations; cement handling, loading, and bagging operations; and coal handling and grinding operations.
Each In-Line Kiln System (emission unit (EU) 003 and EU 010) includes a 157-foot kiln, a 4-stage preheater tower, a multi-stage combustion calciner, a tire feed system, two coal burners; and ancillary equipment.  To control emissions of particulate matter (PM), the kiln systems are equipped with an electrostatic precipitator (ESP).
The existing facility consists of the following emissions units.

E.U. 
ID No.		Brief Description
001		Raw Materials Handling and Storage
002		Raw Mill System Line 1 (EUs 01, 03 and 04)
003		In Line Kiln System/ Raw Mill- Line 1
004		Clinker Handling Line 1
005		Finish Grinding Operations Line 1
006		Cement Handling, Loading, and Bagging Operations
007		Coal Handling and Grinding Operation Line 1
008       Clinker to Railcar/ Truck Conveyor
009		Raw Mill System Line 2 (EUs 01- 10)
010		In Line Kiln/Raw Mill- Line 2
011		Clinker Handling- Line 2
012		Finish Grinding Operation- Line 2
013       Cement Load-Out Silos 6 & 7
014       Coal Handling and Grinding operations
017		Three Emergency Engines
019		Emergency Diesel Fire Pump (83 HP).

PROPOSED PROJECT
Air construction permit, which authorizes the connection of a natural gas supply line to the existing In-line Kiln/Raw Mill System Line 2 precalciner burner (EU010).
This project will affect the following emissions units.
	Facility ID No. 0010087

	ID No.
	Emission Unit Description

	010
	In Line Kiln/Raw Mill- Line 2.






Facility Regulatory Classification
· The facility is a major source of hazardous air pollutants (HAP).
· The facility has no units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is a Title V major source of air pollution in accordance with Chapter 213, F.A.C.
· The facility is a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C.



SECTION 1.  GENERAL INFORMATION (FINAL)

1. Permitting Authority:  The permitting authority for this project is the Northeast District Office of the Department of Environmental Protection (Department).  The Northeast District Office mailing address is 8800 Baymeadows Way West, Suite 100, Jacksonville, Florida 32256.
2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the Northeast District Office (Compliance and Assurance) at:  8800 Baymeadows Way West, Suite 100, Jacksonville, Florida 32256.
3. Appendices:  The following Appendices are attached as a part of this permit:  Appendix A (Citation Formats and Glossary of Common Terms); Appendix B (General Conditions); Appendix C (Common Conditions); and Appendix D (Common Testing Requirements).
4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.
5. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]
6. Modifications:  The permittee shall notify the Compliance Authority upon commencement of construction.  No new emissions unit shall be constructed and no existing emissions unit shall be modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]
7. Construction and Expiration:  The expiration date shown on the first page of this permit provides time to complete the physical construction activities authorized by this permit, complete any necessary compliance testing, and obtain an operation permit.  Notwithstanding this expiration date, all specific emissions limitations and operating requirements established by this permit shall remain in effect until the facility or emissions unit is permanently shut down.  For good cause, the permittee may request that a permit be extended.  Pursuant to Rule 62-4.080(3), F.A.C., such a request shall be submitted to the Permitting Authority in writing before the permit expires.  [Rules 62-4.070(3) & (4), 62-4.080 & 62-210.300(1), F.A.C.]
8. Source Obligation:
a. Authorization to construct shall expire if construction is not commenced within 18 months after receipt of the permit, if construction is discontinued for a period of 18 months or more, or if construction is not completed within a reasonable time.  This provision does not apply to the time period between construction of the approved phases of a phased construction project except that each phase must commence construction within 18 months of the commencement date established by the Department in the permit.
b. At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by virtue of a relaxation in any enforceable limitation which was established after August 7, 1980, on the capacity of the source or modification otherwise to emit a pollutant, such as a restriction on hours of operation, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.



c. At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by exceeding its projected actual emissions, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.
[Rule 62-212.400(12), F.A.C.]
9. Application for Title V Permit:  This permit authorizes construction of the permitted emissions units and initial operation to determine compliance with Department rules.  A Title V air operation permit is required for regular operation of the permitted emissions unit.  The permittee shall apply for a Title V air operation permit at least 90 days prior to expiration of this permit, but no later than 180 days after commencing operation.  To apply for a Title V operation permit, the applicant shall submit the appropriate application form, compliance test results, and such additional information as the Department may by law require.  The application shall be submitted to the appropriate Permitting Authority with copies to the Compliance Authority.  [Rules 62-4.030, 62-4.050 and Chapter 62-213, F.A.C.]
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SECTION 2.  ADMINISTRATIVE REQUIREMENTS (FINAL)

This section of the permit addresses the following emissions unit.

	EU No.
	Emission Unit Description

	010
	In-Line Kiln/Raw Mill System - Line 2. The stack of the in-line kiln/raw mill system- line 2 is designated by the applicant as Emission point 2E21.


Includes a 157-foot kiln, a 4-stage preheater tower, a multi-stage combustion calciner, a tire feed system, two coal burners (which are capable of firing natural gas); and ancillary equipment.  To control emissions of particulate matter (PM), the kiln systems are equipped with an electrostatic precipitator. To control emissions of NOx, the system is equipped with a selective non-catalytic reduction (SNCR) and multistage combustion (MSC).  Stack height is 315 feet. Exit diameter is 9.42 feet.  Exit temperature is 356 °F. Actual Volumetric Flow Rate is 220,000 acfm. Maximum design Dry Standard Flow Rate is 115,000 dscfm.
Commence construction date: 7/25/2005. Initial start-up date: 3/10/2010.
{Permitting Note:  This emission unit is subject to Emission Guidelines adopted by the Florida DEP in Rule 62-204.800(9)(f), F.A.C., under the requirements of 40 CFR 60 Subpart DDDD- Commercial and Industrial Solid Waste Incineration Units.  Rule 62-212.400, F.A.C., Prevention of Significant Deterioration.}

M.1. Existing Permits:  This permit supplements all existing valid air permits.  Unless otherwise specified, the permittee shall continue to comply with all applicable conditions from valid air construction and operation permits.
[Rule 62-4.070(3), F.A.C.]
Equipment
M.2. New Equipment:  The permittee is authorized to install the connection of a natural gas supply line to the existing In-line Kiln/Raw Mill System Line 2 precalciner burner.

The construction shall be in accordance with the application and associated documents provided to the Permitting Authority for the issuance of this permit.  Any changes to the project that are contrary to these documents and permit shall be reported in writing to the Permitting Authority by the P.E. of Record.
[Application No. 0010087-060-AC]
EMISSIONS STANDARDS
M.3. Emissions Standards:  This permit does not add to or modify any existing permitted emission standards.
Emissions from emissions unit 010, the in-line kiln/raw mill, shall not exceed the following limits for the following pollutants.  Emissions from the natural gas fired air heater are included in the limits below.
	POLLUTANT
	EMISSION LIMIT
	AVERAGING TIME
	BASIS

	PM
	0.136 lb/ton of dry preheater feed; 0.23lb/ton of clinker
	28.8 lb/hr
	3 hours 3
	BACT

	PM10
	0.118 lb/ton of dry preheater feed; 0.20 lb/ton of clinker
	25.0 lb/hr
	3 hours 3
	BACT




M.3. Continued:

	POLLUTANT
	EMISSION LIMIT
	AVERAGING TIME
	BASIS
	POLLUTANT

	SO2
	0.28 lb/ton of clinker
	35.0 lb/hour
	4
	BACT

	NOx
	1.95 lb/ton of clinker 1
	243.75 lb/hour 1
	30-day
	BACT

	CO
	3.6 lb/ton of clinker
	450.0 lb/hour
	24-hours 5
	BACT

	VOC
	0.12 lb/ton of clinker 2
	15.0 lb/hour 2
	30-days 6
	BACT

	VE
	10% opacity
	
	COMS 7
	BACT

	Mercury
	
	122 lb/yr
	
	BACT


1. NOx emissions shall not exceed 2.45 lb/ton of clinker and 306.25 lb/hour during the first 180 operating day after initial startup.  After 180 operating days after initial plant startup, emissions of NOx shall not exceed the limits shown in the table.  
2. VOC emissions shall be expressed as propane.
3. The averaging times for PM and PM10 correspond to the required length of sampling for the initial and subsequent emission tests.
4. Compliance with SO2 limit shall be demonstrated by annual stack test.
5. The CO emissions limit will have a 30-day averaging period for the first 180 days after initial startup; thereafter, the CO limits will be a 24-hour limit.  The averaging time for CO shall be a rolling average that shall be recomputed every hour from the individual hourly averages for the current hour and the preceding 23 hours.  
6. The averaging time for VOC shall be a 30-day block average specified in 40 CFR 63.1350(h).
7. Compliance with opacity limit shall be demonstrated by a COMS.

These emission limits, along with annual production limits, effectively limit annual emissions to:  PM, 125.9; PM10, 109.5; SO2, 153.3; NOx, 1067.63 (after year one); CO, 1971.0 (including 30-day average for first 180 days); and VOC, 65.7 tons per year.  First year NOx emissions are effectively limited to 1595.4 tons per year.  Mercury introduced into the pyroprocessing system is limited pursuant to specific condition 14 of this subsection of this permit; annual emissions of mercury are effectively limited by this condition to 122 pounds per year.
[Application No. 0010087-060-AC and 62-210.200(PTE), F.A.C., Rules 62-4.070(3), 62-212.400, F.A.C., BACT, and Application No. 0010087-054-AC]
INITIAL COMPLIANCE DEMONSTRATION (TESTING) WHILE COMBUSTING NATURAL GAS
M.4. Initial PM, PM10, SO2, NOX, CO, VOC, VE and Mercury Compliance Demonstrations.  The next regularly scheduled emissions testing after the natural gas supply line is connected to the existing In-line Kiln/Raw Mill System Line 2 precalciner burner, the owner or operator shall demonstrate compliance with the emission limits of this permit for emissions units 010 while firing natural gas.  The NOX, CO, and VOC certified CEMS and annual RATA test data shall satisfy the requirements of the annual compliance requirements.  Each test shall be conducted while all continuous monitoring systems are functioning properly, and with all process units operating at their permitted capacity.


M.4. Continued:

	POLLUTANT
	TEST METHOD

	PM
	Method 5 1 

	PM10
	Method 5, assuming all PM measured is PM10 

	SO2
	Method 6 or 6C

	NOx
	Method 7 or 7E 2 

	VE
	Method 9

	CO
	Method 10 or 10A

	VOC
	Method 25 or 25A


1. The minimum sample volume shall be 30 dry standard cubic feet.
2. NOx emissions testing shall be conducted with the air heater operating at the highest heat input possible during the test (90-100% of permitted capacity).

The above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.
[Rule 62-4.070(1) and (3), Reasonable Assurance, F.A.C., and 62-297.310(8)(a)(1), F.A.C., Permit No. 0010087-031-AC, Permit No. 0010087-054-AC (PSD-FL-228H and PSD-FL-350F), and Rules 62-204.800, F.A.C.; and Appendix A of 40 CFR 60]

RECORDKEEPING AND RECORDS

M.5. Recordkeeping and Records Availability:  The permittee shall record the quantity of natural gas burned in the In-Line Kiln/Raw Mill System - Line 2 and keep the records on-site.  All records shall be made available to the Department upon request.

[Rule 62-4.070(1) and (3), Reasonable Assurance, F.A.C.; and Rule 62-4.030, General Prohibition, F.A.C.]

M.6. Commencement of Construction and Operation.  After the connection of a natural gas supply line to the existing In-line Kiln/Raw Mill System Line 2 precalciner burner at EU010 is installed, the permittee shall submit to the Air Compliance Authority of this Office written notifications of the date of commencement of construction and operation of EU010.  These notifications shall be submitted or postmarked within as many days prior to the date of construction and operation commencement as practical, but no later than thirty (30) business day following commencement of construction and operation. Christopher.Kirts@dep.state.fl.us.
[Rule 62-4.070(3), F.A.C.]
M.7. This Facility is subject to SECTION 2. Administrative Requirements of this permit and also, the attached Combined Appendices.
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