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August 10, 2015 



Sent by Electronic Mail – Received Receipt Requested
michael.osborne@azchem.com
PERMITTEE
	Arizona Chemical Company, LLC
2 South Everitt Avenue
Panama City, Florida 32401-4989

Authorized Representative:
Mr. Michael Osborne, Plant Manager
	Air Permit No. 0050001-025-AC
Permit Expires:  August 10, 2017

Panama City Plant
Title V Source Air Construction Permit
No. 2 Boiler Replacement


This is the final air construction permit, which authorizes replacement of No. 2 Boiler with a new 170 MMBtu/hr natural gas boiler.  The proposed work will be conducted at the Arizona Chemical Panama City facility, which is an Industrial Organic Chemical facility (Standard Industrial Classification No. 2861).  The facility is located in Bay County at 2 South Everitt Avenue in Panama City, Florida.  The UTM coordinates are Zone 16, 633.10 km East, and 3335.40 km North.  As noted in the Final Determination provided with this final permit, only minor changes and clarifications were made to the draft permit.
This final permit is organized by the following sections.
Section 1.  General Information
Section 2.  Administrative Requirements
Section 3.  Emissions Unit Specific Conditions
Section 4.  Appendices
Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of Section 4 of this permit.
This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  The permittee is authorized to conduct the proposed work in accordance with the conditions of this permit.  This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C., and is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C., for the Prevention of Significant Deterioration (PSD) of Air Quality.
Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under Section 120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel (Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000) and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.
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Executed in Pensacola, Florida

/S/

___________________________________		
Elizabeth Mullins Orr								
Permitting Program Administrator
Northwest District

CERTIFICATE OF SERVICE
The undersigned duly designated agency clerk hereby certifies that this Final Air Permit package (including the Final Determination and Final Permit) was sent by electronic mail (or a link to these documents made available electronically on a publicly accessible server) with received receipt requested before the close of business on August 10, 2015  to the persons listed below.

Michael Osborne, Arizona Chemical Company, LLC, michael.osborne@azchem.com
Kimberly Burgess, Arizona Chemical Company, LLC, kimberly.burgess@azchem.com
Bruce McLeod, P.E.; Highlander Environmental Permitting, highlander.environmental@cox.net 
Tracy White, DEP Northwest District Branch Office, Panama City, Tracy.A.White@dep.state.fl.us

FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated agency clerk, receipt of which is hereby acknowledged.


[bookmark: _GoBack]/S/											August 10, 2015 

________________________________		______________
			Clerk							Date
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AIR CONSTRUCTION PERMIT

Arizona Chemical Company, LLC	Air Permit No. 0050001-025-AC
Panama City Plant	No. 2 Boiler Replacement
Page 11 of 12
FACILITY AND PROJECT DESCRIPTION
Existing Facility
Arizona Chemical Company, LLC manufactures products that are made from by-products purchased from Kraft pulp mills.  The facility processes black liquor soap (BLS), crude tall oil (CTO) and crude sulfate turpentine (CST) into chemical intermediates and resins which are sold into commerce and used as ingredients in the production of adhesives, plastics, inks, paints, rubber products, roofing materials, chewing gums, fragrances, household cleaners, and soaps.
	Facility ID No. 0050001

	ID No.
	Emission Unit Description

	Regulated Emissions Units

	005
	Crude Tall Oil Plant

	033
	Tall Oil Refinery

	013
	Rosin Treater Kettles G350 and G360

	029
	Rosin Treater Kettles G370 and G380

	019
	Rosin Flaking

	034
	Thermal Oxidizer with Caustic Scrubber

	028
	Resin Flaking and Drumming

	015
	No.  2 Boiler

	012
	Two Air Strippers in Terpene Wastewater Treatment

	036
	Regenerative Thermal Oxidizer

	
	

	Unregulated emissions Units

	030
	Miscellaneous Unregulated Emissions Units

	032
	Process Tanks (Subject only to Recordkeeping pursuant to 40 CFR 60.116b(b))

	018
	Semi-Commercial Plant (Used only to produce surfactants; not used for research & development)




Proposed Project
The permittee proposes to install a new boiler that will replace the existing No. 2 Boiler (Emissions Unit 015).  The new replacement boiler will be a Babcock and Wilcox (B&W) water-tube package boiler, model FM117-97 RH with a maximum heat input of 170 MMBtu/hr and will be fueled with natural gas only.  Boiler No. 3 has a heat release rate of 92,820 Btu/hr-ft3 so it is defined as a high heat release boiler in 40 CFR Part 60 subpart Db (>70,000 Btu/hr-ft3).  The existing No. 2 Boiler which has a maximum heat input rate of 175 MMBtu/hr, will be dismantled after successful demonstration of the new No. 3 Boiler.  SO2 emissions will be controlled by using low-sulfur fuel (natural gas), PM emissions will be controlled by using ash-less fuel (natural gas) and NOx emissions will be controlled by the use of low-NOx burners.

Boiler No. 3 is subject to the 40 CFR Part 60 subpart Db regulations for industrial steam generating units.  Since the boiler is burning natural gas only the SO2, PM and Opacity limits of subpart Db are not applicable.  NOx emissions are limited to 0.20 lb/MMBtu pursuant to 40 CFR 60.44b(a)(1).  A NOx CEM is required pursuant to 40 CFR 60.48b(b)(1), or a NOx PEMS used to monitor steam generating unit operating conditions and predict NOX emission rates as specified in a plan submitted pursuant to §60.49b(c).



	Facility ID No. 0050001

	ID No.
	Emission Unit Description

	037
	Boiler No. 3


Facility Regulatory Classification
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility has no units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is a Title V major source of air pollution in accordance with Chapter 213, F.A.C.
· The facility is a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C.
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SECTION 1.  GENERAL INFORMATION

1. Permitting Authority:  The permitting authority for this project is the Northwest District Permitting Program, Florida Department of Environmental Protection (Department).  The District’s mailing address is 160 W. Government Street, Suite 308, Pensacola, Florida 32502-5740.  All documents related to applications for permits to operate an emissions unit shall be submitted to the District Office at the above address or by electronic mail at epost_nwdwasteair@dep.state.fl.us. 
2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the Northwest District Office Compliance Assurance Program at the above address or nwdair@dep.state.fl.us. 
3. Appendices:  The Appendices in Section 4 are attached as part of this permit:
4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.
5. Asbestos:  This permit does not authorize any demolition or renovation of the facility or its parts or components which involves asbestos removal.  This permit does not constitute a waiver of any of the requirements of Chapter 62-257, F.A.C., and 40 CFR 61, Subpart M, National Emission Standard for Asbestos, adopted and incorporated by reference in Rule 62-204.800, F.A.C.  Compliance with Chapter 62-257, F.A.C., and 40 CFR 61, Subpart M, Section 61.145, is required for any asbestos demolition or renovation at the source.  [40 CFR 61; Rule 62-204.800, F.A.C.; and, Chapter 62-257, F.A.C.]
6. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]
7. Modifications:  The permittee shall notify the Permitting and Compliance Authorities upon commencement of construction.  Notification may be submitted by electronic mail to the compliance authority at nwdair@dep.state.fl.us and copied to the permitting authority at epost_nwdwasteair@dep.state.fl.us.  No new emissions unit shall be constructed and no existing emissions unit shall be modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]
8. Source Obligation:
(a)	At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by virtue of a relaxation in any enforceable limitation which was established after August 7, 1980, on the capacity of the source or modification otherwise to emit a pollutant, such as a restriction on hours of operation, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.
(b)	At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by exceeding its projected actual emissions, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.
[Rule 62-212.400(12), F.A.C.]
9. Application for Title V Permit:  This permit authorizes construction of the permitted emissions units and initial operation to determine compliance with Department rules.  A Title V air operation permit is required for regular operation of the permitted emissions unit.  The permittee shall apply for a Title V air operation permit at least 90 days prior to expiration of this permit, but no later than 180 days after commencing operation.  To apply for a Title V operation permit, the applicant shall submit the appropriate application form, compliance test results, and such additional information as the Department may by law require.  The application shall be submitted to the appropriate Permitting Authority with copies to the Compliance Authority.  You can obtain a permit application form or apply for permit renewal electronically at the following web address:  http://www.dep.state.fl.us/air/emission/permitting.htm.  [Rules 62-4.030, 62-4.050 and Chapter 62-213, F.A.C.]
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SECTION 2.  ADMINISTRATIVE REQUIREMENTS

This section of the permit addresses the following emissions unit.
	ID No.
	Emissions Unit Description

	037
	Boiler No. 3



This new replacement boiler will be a Babcock and Wilcox (B&W) water-tube natural gas-fired package boiler, model FM117-97 RH with a maximum heat input of 170 MMBtu/hr.  Boiler No. 3 has a heat release rate of 92,820 Btu/hr-ft3 so it is classified as a high heat release boiler in 40 CFR Part 60 subpart Db (>70,000 Btu/hr-ft3).  The existing No. 2 Boiler which has a maximum heat input rate of 175 MMBtu/hr will be dismantled after successful demonstration of the new No. 3 Boiler.  SO2 emissions will be controlled by using low-sulfur fuel (BACT, natural gas), PM emissions will be controlled by using ash less fuel (BACT, natural gas) and NOx emissions will be controlled by the use of low-NOx burners.

Boiler No. 3 is subject to the 40 CFR Part 60 subpart Db regulations for industrial steam generating units.  Since the boiler is burning natural gas only the SO2, PM and Opacity limits of subpart Db are not applicable.  This boiler is subject to Rule 62-296.406(1), F.A.C., which has a visible emissions standard that opacity shall not exceed 20% except for one six-minute period per one-hour period during which opacity shall not exceed 27 percent.  Boiler No. 3 is classified as a high heat release boiler and its NOx emissions are limited to 0.20 lb/MMBtu pursuant to 40 CFR 60.44b(a)(1)(ii).  A NOx CEM is required pursuant to 40 CFR 60.48b(b)(1) ), or a NOx PEMS used to monitor steam generating unit operating conditions and predict NOX emission rates as specified in a plan submitted pursuant to §60.49b(c).

Boiler No. 3 is subject to 40 CFR Part 60 subpart Db, notification, recordkeeping and reporting requirements of 40 CFR Part 60 subpart A General Provisions.  The 40 CFR Part 63 subpart JJJJJJ Boiler Area Source MACT standards are not applicable pursuant to 63.11195(e), which exempts gas fired boilers.
Equipment
1. New Boiler (#3):  The permittee is authorized to install a Babcock and Wilcox (B&W) package boiler with low NOx burners.  The existing No. 2 Boiler (Emissions Unit 015) shall be rendered inoperable and dismantled after successful demonstration of the new No. 3 Boiler.  [Application No. 0050001-025-AC]   
PERFORMANCE RESTRICTIONS
2. Permitted Capacity:  The maximum allowable heat input rate for this boiler is 170 MMBtu/hour.  [Rule 62-210.200(PTE), F.A.C.]
3. Authorized Fuel:  This boiler shall be fueled by natural gas only.  [Rule 62-210.200(PTE), F.A.C., and Application No. 0050001-025-AC]
4. Restricted Operation:  The hours of operation are not limited (8760 hours per year).  [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]
EMISSIONS STANDARDS
{Permitting Note:  references to “of this section” or “in this section” in the following specific conditions which reference 40 CFR Part 60 Subpart Db refer to the corresponding sections of  40 CFR Part 60 Subpart Db}

5. Emissions Standards:
a. Visible Emissions (VE).  Visible emissions shall not exceed 20% opacity except for one six-minute period per one-hour period during which opacity shall not exceed 27%.  [Rule 62-296.406(1), F.A.C., and Application No. 0050001-025-AC]
b. Nitrogen Oxide (NOx) Emissions.  NOx emissions shall not exceed 0.20 pounds per million Btu of heat input, expressed as NO2.  [Rule 62-204.800(8)(b)3, F.A.C., and 40 CFR 60.44b(a)(1)(ii)]  
i. For purposes of §60.44b(i), the NOX standard applies at all times including periods of startup, shutdown, or malfunction.  [Rule 62-204.800(8)(b)3, F.A.C., and 40 CFR 60.44b(h)]
ii. Compliance with the NOX emission limit is determined on a 30-day rolling average basis.  [Rule 62-204.800(8)(b)3, F.A.C., and 40 CFR 60.44b(i)] 
[Application No. 0050001-025-AC and email received June 18, 2015]

TESTING REQUIREMENTS
6. Initial Compliance Tests:  The emissions unit shall be tested to demonstrate initial compliance with the emissions standards for VE and NOx.  The initial tests shall be conducted within 60 days after achieving permitted capacity, but not later than 180 days after initial operation of the unit.  [Rules 62-4.070(3) and 62-297.310(8), F.A.C.]  
{Permit Note:  An annual emissions test shall not be required for any pollutant for which a rule, permit, or other order requires that the pollutant emissions be measured by a continuous emission monitoring system in accordance with Rule 62-297.310(8)a.5., F.A.C.}  

7. Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Notification may be sent via e-mail to nwdair@dep.state.fl.us .  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C.] 
8. Test Methods:  Required tests shall be performed in accordance with the following reference methods.
	Method
	Description of Method and Comments

	7E
	Determination of Nitrogen Oxide Emissions from Stationary Sources 

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


The above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rules 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-204.800 F.A.C.; and Appendix A of 40 CFR 60]
Compliance and performance test methods and procedures for NOx
9. Compliance with the NOX emission standards under §60.44b shall be determined through performance testing under paragraph (e) of this section, as applicable.  [Rule 62-204.800(8)(b)3, F.A.C., and 40 CFR 60.46b(c)]

10. To determine compliance with the emission limits for NOX required under §60.44b, the owner or operator of an affected facility shall conduct the performance test as required under §60.8 using the continuous system for monitoring NOX under §60.48(b).
a. For the initial compliance test, NOX from the steam generating unit are monitored for 30 successive steam generating unit operating days and the 30-day average emission rate is used to determine compliance with the NOX emission standards under §60.44b.  The 30-day average emission rate is calculated as the average of all hourly emissions data recorded by the monitoring system during the 30-day test period.  [Rule 62-204.800(8)(b)3, F.A.C., and 40 CFR 60.46b(e)(1)]
b. Following the date on which the initial performance test is completed or required to be completed under §60.8, whichever date comes first, the owner or operator of an affected facility that has a heat input capacity of 73 MW (250 MMBtu/hr) or less and that combusts natural gas, distillate oil, gasified coal, or residual oil having a nitrogen content of 0.30 weight percent or less shall upon request determine compliance with the NOX standards in §60.44b through the use of a 30-day performance test. During periods when performance tests are not requested, NOX emissions data collected pursuant to §60.48b(g)(1) or §60.48b(g)(2) are used to calculate a 30-day rolling average emission rate on a daily basis and used to prepare excess emission reports, but will not be used to determine compliance with the NOX emission standards.  A new 30-day rolling average emission rate is calculated each steam generating unit operating day as the average of all of the hourly NOX emission data for the preceding 30 steam generating unit operating days.  
[Rule 62-204.800(8)(b)3, F.A.C., and 40 CFR 60.46b(e)(4)]
MONITORING REQUIREMENTS
11. Except as provided under paragraphs (g), of this section, the owner or operator of an affected facility subject to a NOX standard under §60.44b shall comply with either paragraphs (b)(1) or (b)(2) of this section.
a. Install, calibrate, maintain, and operate CEMS for measuring NOX and O2 (or CO2) emissions discharged to the atmosphere, and shall record the output of the system; or
b. If the owner or operator has installed a NOX emission rate CEMS to meet the requirements of part 75 of this chapter and is continuing to meet the ongoing requirements of part 75 of this chapter, that CEMS may be used to meet the requirements of this section, except that the owner or operator shall also meet the requirements of §60.49b. Data reported to meet the requirements of §60.49b shall not include data substituted using the missing data procedures in subpart D of part 75 of this chapter, nor shall the data have been bias adjusted according to the procedures of part 75 of this chapter. 
[Rule 62-204.800(8)(b)3, F.A.C., and 40 CFR 60.48b(b)(1) and (2)]
12. The CEMS required under §60.48b(b) of this section shall be operated and data recorded during all periods of operation of the affected facility except for CEMS breakdowns and repairs.  Data is recorded during calibration checks, and zero and span adjustments.  [Rule 62-204.800(8)(b)3, F.A.C., and 40 CFR 60.48b(c)]

13. The 1-hour average NOX emission rates measured by the continuous NOX monitor required by paragraph (b) of this section and required under §60.13(h) shall be expressed in ng/J or lb/MMBtu heat input and shall be used to calculate the average emission rates under §60.44b.  The 1-hour averages shall be calculated using the data points required under §60.13(h)(2).  [Rule 62-204.800(8)(b)3, F.A.C., and 40 CFR 60.48b(d)]

14. The procedures under §60.13 shall be followed for installation, evaluation, and operation of the continuous monitoring systems.  
a. For affected facilities combusting coal, oil, or natural gas, the span value for NOX is determined using one of the following procedures:
i. Except as provided under paragraph (e)(2)(ii) of this section, NOX span values shall be determined as follows:
	Fuel
	Span values for NOX  (ppm)

	Natural gas
	500.


ii. As an alternative to meeting the requirements of paragraph (e)(2)(i) of this section, the owner or operator of an affected facility may elect to use the NOX span values determined according to section 2.1.2 in appendix A to part 75 of this chapter.
b. All span values computed under paragraph (e)(2)(i) of this section for combusting mixtures of regulated fuels are rounded to the nearest 500 ppm.  Span values computed under paragraph (e)(2)(ii) of this section shall be rounded off according to section 2.1.2 in appendix A to part 75 of this chapter.
[Rule 62-204.800(8)(b)3, F.A.C., and 40 CFR 60.48b(e)(2) & (3)]

15. When NOX emission data are not obtained because of CEMS breakdowns, repairs, calibration checks and zero and span adjustments, emission data will be obtained by using standby monitoring systems, Method 7 of appendix A of this part, Method 7A of appendix A of this part, or other approved reference methods to provide emission data for a minimum of 75 percent of the operating hours in each steam generating unit operating day, in at least 22 out of 30 successive steam generating unit operating days.  [Rule 62-204.800(8)(b)3, F.A.C., and 40 CFR 60.48b(f)]

16. The owner or operator of an affected facility that has a heat input capacity of 73 MW (250 MMBtu/hr) or less, and that has an annual capacity factor for residual oil having a nitrogen content of 0.30 weight percent or less, natural gas, distillate oil, gasified coal, or any mixture of these fuels, greater than 10 percent (0.10) shall:
a. Comply with the provisions of paragraphs (b), (c), (d), (e)(2), (e)(3), and (f) of this section, or,
b. Monitor steam generating unit operating conditions and predict NOX emission rates as specified in a plan submitted pursuant to §60.49b(c).
[Rule 62-204.800(8)(b)3, F.A.C., and 40 CFR 60.48b(g)
Excess Emissions
17. Excess Emissions:  The owner or operator is required to submit excess emission reports for any excess emissions that occurred during the reporting period.
a. Any affected facility that is subject to the NOX standard of §60.44b, and that:
(i) Combusts natural gas, distillate oil, gasified coal, or residual oil with a nitrogen content of 0.3 weight percent or less; or
(ii) Has a heat input capacity of 73 MW (250 MMBtu/hr) or less and is required to monitor NOX emissions on a continuous basis under §60.48b(g)(1) or steam generating unit operating conditions under §60.48b(g)(2).
b.  For purposes of §60.48b(g)(1), excess emissions are defined as any calculated 30-day rolling average NOX emission rate, as determined under §60.46b(e), that exceeds the applicable emission limits in §60.44b. 
[Rule 62-204.800(8)(b)3, F.A.C., and 40 CFR 60.49b(h)(2) & (4)]
RECORDS AND REPORTS
18. Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(10), F.A.C.]
19. The owner or operator of each affected facility shall submit notification of the date of initial startup, as provided by §60.7.  This notification shall include:
a. The design heat input capacity of the affected facility and identification of the fuels to be combusted in the affected facility;
b. If applicable, a copy of any federally enforceable requirement that limits the annual capacity factor for any fuel or mixture of fuels under §§60.42b(d)(1), 60.43b(a)(2), (a)(3)(iii), (c)(2)(ii), (d)(2)(iii), 60.44b(c), (d), (e), (i), (j), (k), 60.45b(d), (g), 60.46b(h), or 60.48b(i); and
c. The annual capacity factor at which the owner or operator anticipates operating the facility based on all fuels fired and based on each individual fuel fired;
[Rule 62-204.800(8)(b)3, F.A.C., and 40 CFR 60.49b(a)(1), (2) and (3)]

20. The owner or operator of each affected facility subject to the NOX emissions limit under §60.44b shall submit to the Administrator the performance test data from the initial performance test and the performance evaluation of the CEMS using the applicable performance specifications in appendix B of this part.
[Rule 62-204.800(8)(b)3, F.A.C., and 40 CFR 60.49b(b)]

21. Permittee shall record and maintain records of the amounts of each fuel combusted during each day and calculate the annual capacity factor individually for coal, distillate oil, residual oil, natural gas, wood, and municipal-type solid waste for the reporting period. The annual capacity factor is determined on a 12-month rolling average basis with a new annual capacity factor calculated at the end of each calendar month.
[Rule 62-204.800(8)(b)3, F.A.C., and 40 CFR 60.49b(d)1]

22. The owner or operator of an affected facility subject to the NOX standards under §60.44b shall maintain records of the following information for each steam generating unit operating day:
a. Calendar date;
b. The average hourly NOX emission rates (expressed as NO2) (ng/J or lb/MMBtu heat input) measured or predicted;
c. The 30-day average NOX emission rates (ng/J or lb/MMBtu heat input) calculated at the end of each steam generating unit operating day from the measured or predicted hourly nitrogen oxide emission rates for the preceding 30 steam generating unit operating days;
d. Identification of the steam generating unit operating days when the calculated 30-day average NOX emission rates are in excess of the NOX emissions standards under §60.44b, with the reasons for such excess emissions as well as a description of corrective actions taken;
e. Identification of the steam generating unit operating days for which pollutant data have not been obtained, including reasons for not obtaining sufficient data and a description of corrective actions taken;
f. Identification of the times when emission data have been excluded from the calculation of average emission rates and the reasons for excluding data;
g. Identification of “F” factor used for calculations, method of determination, and type of fuel combusted;
h. Identification of the times when the pollutant concentration exceeded full span of the CEMS;
i. Description of any modifications to the CEMS that could affect the ability of the CEMS to comply with Performance Specification 2 or 3; and
j. Results of daily CEMS drift tests and quarterly accuracy assessments as required under appendix F, Procedure 1 of this part.
[Rule 62-204.800(8)(b)3, F.A.C., and 40 CFR 60.49b(g) and (i)] 

23. The owner or operator of any affected facility subject to the continuous monitoring requirements for NOX under §60.48(b) shall submit reports containing the information recorded under paragraph (g) of this section.  [Rule 62-204.800(8)(b)3, F.A.C., and 40 CFR 60.49b(i)]

24. All records required under §60.49(b) shall be maintained by the owner or operator of the affected facility for a period of 2 years following the date of such record.
[Rule 62-204.800(8)(b)3, F.A.C., and 40 CFR 60.49b(o)]

25. Reporting and recordkeeping requirements.
a. The owner or operator of an affected facility may submit electronic quarterly reports for NOX in lieu of submitting the written reports required under paragraphs (h), (i), (j), (k) or (l) of this section.  The format of each quarterly electronic report shall be coordinated with the permitting authority.  The electronic report(s) shall be submitted no later than 30 days after the end of the calendar quarter and shall be accompanied by a certification statement from the owner or operator, indicating whether compliance with the applicable emission standards and minimum data requirements of this subpart was achieved during the reporting period.  Before submitting reports in the electronic format, the owner or operator shall coordinate with the permitting authority to obtain their agreement to submit reports in this alternative format.
b. The reporting period for the reports required under this subpart is each 6 month period.  All reports shall be submitted to the Administrator and shall be postmarked by the 30th day following the end of the reporting period.
[Rule 62-204.800(8)(b)3, F.A.C., and 40 CFR 60.49b(v) and (w)] 

Other Requirements
26. Federal Rule Requirements.  In addition to the specific conditions listed above, this emissions unit is subject to applicable requirements contained in 40 CFR 60 subpart A, and 40 CFR 60 subpart Db, Standards for Performance for Industrial, Commercial, Institutional Steam Generating Units.  [Rule 62-204.800(8)(b)3, F.A.C.]
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SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS
A.  EU 037 (Boiler No. 3)
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