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Section I.  Facility Information.
Subsection A.  Facility Description.
This facility is a Kraft pulp and paper mill that consists of major activities areas such as: wood handling facility, pulping, bleaching, chemical recovery, power house, paper machines, finishing/shipping/warehouse and associated processes and equipment.

The purpose of this permit is to authorize improvements to the combustion efficiency, increase the actual amount of bark/wood fuel burned, and reduce the particulate matter (PM) emissions of the No. 3 Combination Boiler.  These changes will include the following:  

· Resealing the boiler and eliminating air in-leakage to the furnace and generating bank;

· Replacement of pressure parts of the boiler, including the existing water walls with a membrane wall, roof tubes, generating bank tubes and superheater tubes;

· Replacing the boiler buckstay system;

· Replacing refractory, insulation and lagging;

· Replacing the boiler support system, including hanger rods;

· Modification to the combustion air system, including the overfire air (OFA) system;

· Modification to the existing fixed-throat venturi scrubber to its original variable-throat design.

The combustion air modifications are expected to reduce unburned carbon to 20 percent or less, provide stable combustion with a constant negative furnace pressure, maximize bark/wood firing, and reduce PM emissions at the outlet of the scrubber.  Although the actual amount of bark/wood burned will increase, the maximum bark/wood heat input and burning rate will not be changed.  The bark/wood fuel increase will offset the current fossil fuel consumption necessary to meet the Mill’s steam demands.  The increase in bark/wood burning will result in an increase in operations and emissions from the portion of the woodyard, which handles bark/wood for burning.  This project will reduce controlled particulate matter emissions at the stack to comply with (NESHAP) 40 CFR 63, Subpart DDDDD - Industrial Commercial and Institutional Boilers and Process Heaters particulate matter emissions limit of 0.07 lb/MMBtu.  This project results in a minor source air construction permit and is not subject to Prevention of Significant Deterioration (PSD) preconstruction review, based on the new State of Florida PSD/NSR Reform regulations effective February 2, 2006.

No. 3 Combination Boiler.  The total maximum operational heat input of this emissions unit is 505 MMBtu/hr (24 hour average).  The heat input is limited to 378 MMBtu/hr from fuel oil, 474 MMBtu/hr from carbonaceous fuels or 411 MMBtu/hr from natural gas.  This emissions unit may burn carbonaceous fuels (includes wood, bark and primary clarified wood fibers), natural gas and/or No. 2 or No. 6 fuel oil.  The boiler may serves as the control device for the condensate stripper off-gases (SOG).  The No. 3 or No. 4 Combination Boiler may be used to control SOG, per permit 0050009-024-AC.  Particulate emissions are controlled by a fly ash arrestor, Process Equipment Model AR56UACB-8-7, followed by a wet scrubber manufactured by FMC Link-Belt, model 200K dual-throat.  Sulfur dioxide emissions are controlled by limiting the sulfur content of the fuel oil to a maximum of 2.4% by weight and by utilizing a continuous sulfur dioxide monitor.  HAP and TRS emissions are controlled by injecting the gases into the boiler with the primary fuel or into the flame zone of the boiler, or with the combustion air.  This emissions unit is regulated under Rule 62-296.410, F.A.C., Carbonaceous Fuel Burning 
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Equipment, Rule 62-296.404, F.A.C., Kraft Pulp Mills and 40 CFR, Part 63, Subpart S.  This emissions unit is also subject to the requirements of 40 CFR 63 Subpart DDDDD; however, the unit is not required to be in full compliance with this subpart until September 13, 2007.

Woodyard.  Wood chips are used as the raw material in the papermaking process and scrap wood and bark are used in steam generation.  Roundwood (whole tree trunks) is received as either shortwood or longwood.  Purchased hardwood or softwood chips are also received.  Bark is a byproduct of log processing and some bark is also purchased.  The chipping process begins by passing logs through a debarker to remove bark, which is collected and transferred via conveyors and hogged to obtain a desired size.  After processing, the bark is stored in piles, transferred to the bark bin, and then used as a fuel for the boilers at the facility.  The logs are then chipped and the chips screened for proper size.  Both purchased and manufactured chips are conveyed and stored in chip reclaimer storage piles.  The facility has one softwood chip reclaimer and one hardwood reclaimer storage pile where chips are stored temporarily until needed by the facility.  Three cyclones associated with the bark transfer and conveying system are used to pneumatically convey the bark.  Conveyors are covered and roads are paved and maintained to minimize particulate entrainment.  Four cyclones are used in the Screening Room to separate fines from the conveying air stream.  This emissions unit is regulated under Rule 62-296.320(4)(b)1 & 4, F.A.C., General Pollutant Emission Limiting Standards.

The emissions associated with this project are as follows:

	Pollutant
	Past Actuals (TPY)
	Future Actuals (TPY)
	Emission Change (TPY)
	PSD Significant Rate (TPY)

	PM
	159.7
	95.7
	-64.0
	25

	PM10
	151.7
	90.9
	-60.8
	15

	SO2
	3,885.1
	3,885.1
	---
	40

	NOX
	458.9
	476.8
	17.9
	40

	CO
	2,153.2
	2,237.3
	84.1
	100

	VOC
	36.4
	37.8
	1.4
	40

	SAM
	209.4
	209.4
	---
	7

	TRS
	32.0
	32.0
	---
	10

	Lead
	0.0479
	0.0563
	0.0084
	0.6

	Mercury
	0.00351
	0.00411
	0.00060
	0.1

	Fluorides
	0.0916
	0.0612
	-0.0304
	3


--- No net emissions increase.  For PSD purposes, the Department has assumed the baseline actual emissions to be equal to the pollutants current permit limit (SO2 = 887 lb/hr and TRS = 7.31 lb/hr).

SAM – Sulfuric Acid Mist.  Emissions based on factor of 5.4% of SO2 emissions (4.4% of SO2 becomes SO3, then convert SO3 to H2SO4 (x 98/80).

Although the Stone Container Panama City Mill is a major source with respect to Prevention of Significant Deterioration (PSD), the “baseline actual emissions” to “projected actual emissions” from the No. 3 Combination Boiler are less than the PSD significant emission rates.  Therefore, this project is not subject to the requirements of PSD review (Rule 62-212.400, F.A.C.), per the State’s PSD/NSR Reform regulations effective on February 2, 2006.  In order to verify that this project will not exceed the PSD significant modification thresholds, annual recordkeeping has been included in this permit for five years following resumption of regular operations, per Rule 62-212.300(e), F.A.C.

Based on the permit application received February 17, 2006, this facility is a major source of hazardous air pollutants (HAPs).
Smurfit-Stone Container Enterprises, Inc.
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Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).

	E.U.  ID No.
	Brief Description

	015
	No. 3 Combination Boiler

	030
	Woodyard


Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.

Subsection C.  Relevant Documents.

The documents listed below are not a part of this permit; however, they are specifically related to this permitting action.

These documents are on file with permitting authority:
Permit Application received February 17, 2006

Additional Information Request dated March 15, 2006

Additional Information Response received April 3, 2006
Smurfit-Stone Container Enterprises, Inc.

Permit No.:  0050009-023-AC
Panama City Mill
Page 5
Section II.  Facility-wide Conditions.

The following conditions apply facility-wide:
1.  APPENDIX G-1, GENERAL CONDITIONS, is a part of this permit.

2.  General Pollutant Emission Limiting Standards. Objectionable Odor Prohibited.  The permittee shall not cause, suffer, allow, or permit the discharge of air pollutants that cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C.]

3.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard.  Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.  Visible emissions limits for kraft pulp mill emissions units equipped with wet scrubbers shall be effective only if the visible emission measurements can be made without being substantially affected by moisture condensation.

[Rules 62-296.320(4)(b)1. & 4 and 62-296.404(2)(b)., F.A.C.]

4.  Special Compliance Tests.  When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standards contained in a Department rule or in a permit issued pursuant to those rules is being violated, it may require the owner or operator of the emissions unit to conduct compliance tests that identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.

[Rule 62-296.310, F.A.C.]

5.  Prevention of Accidental Releases (Section 112(r) of CAA).

a.  As required by rule, inspection, or change in process the owner or operator shall submit an updated Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention Office (CEPPO) RMP Reporting Center.

b.  The owner or operator shall report to the Department of Community Affairs (DCA) within one working day of discovery of an accidental release of a regulated substance from the stationary source, if the owner or operator is required to report the release to the USEPA/Chemical Safety Hazard Investigation Board or the National Response Center under Section 112(r)(6).

c.  The owner or operator shall submit the required annual registration fee to the DCA on or before June 21, 1999 and on April 1 annually thereafter, in accordance with Part IV, Chapter 252, F.S. and Rule 9G-21, F.A.C.
6.  An annual operating report for air pollutant emitting facility, DEP Form 62-210.900(5), shall be submitted by March 1 of each year.  A copy of the form and instructions may be obtained from the Department’s Northwest District office.

[Rule 62-210.370, F.A.C.]
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7.  General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.  

[Rule 62-296.320(1)(a), F.A.C.]

8.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include:  Paving and maintenance of roads, parking areas and yards; application of asphalt, water, oil, chemicals or other dust suppressants to unpaved roads, yards, open stock piles and similar activities; landscaping or planting of vegetation; and, enclosure or covering or conveyor systems.

[Rule 62-296.320(4)(c)2., F.A.C.]

9.  Permittee shall install and maintain permanent stack sampling facilities, including sampling ports, work platforms, access to work platforms, electrical power, and sampling equipment support.  All stack sampling facilities must meet requirements of Rule 62-297(6), F.A.C., and any Occupational Safety and Health Administration (OSHA) Safety and Health Standards described in 29 CFR Part 1910, Subparts D and E.

[Rule 62-297.310(6), F.A.C.]

10.  When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one.

[Rule 62-213.440, F.A.C.]

11.  The applicant shall retain a Professional Engineer, registered in the State of Florida, for the inspection of this project.  Upon completion the engineer shall inspect for conformity to the permit application and associated documents. An application for an operation permit shall be submitted with the compliance test results when applicable.  These are to be submitted within 180 days after initial operation.

[Rules 62-210.300(2) and 62-4.050(3), F.A.C.]

12.  The permittee shall submit all compliance related notifications and reports required by this permit to the Department’s Northwest District office.

Department of Environmental Protection

Northwest District Office

160 Governmental Center

Pensacola, Florida 32502-5794

Notification of compliance testing may be submitted by electronic mail to nwdair@dep.state.fl.us.  A copy of all compliance related notifications shall be sent to the Northwest District Branch Office in Panama City at 2353 Jenks Ave, Panama City FL 32405.

13.  The Department telephone number for reporting problems, malfunctions or exceedances under this permit is 850/595-8300, extension 1220, day or night, and for emergencies involving a significant threat to human health or the environment is 800/320-0519.  For routine business, telephone 850/595-8300, then press 7, during normal working hours.

[Rules 62-210.700 and 62-4.130, F.A.C.]

Smurfit-Stone Container Enterprises, Inc.

Permit No.:  0050009-023-AC
Panama City Mill
Page 7

14.  The Department shall be notified upon commencement of construction.  The Department shall be notified and prior approval shall be obtained of any changes or revisions made during construction.  Projects beyond one year require annual status reports.

[Rule 62-4.030, F.A.C.]

15.  Source Obligation.

(a) Authorization to construct shall expire if construction is not commenced within 18 months after receipt of the permit, if construction is discontinued for a period of 18 months or more, or if construction is not completed within a reasonable time. This provision does not apply to the time period between construction of the approved phases of a phased construction project except that each phase must commence construction within 18 months of the commencement date established by the Department in the permit.

(b) At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by virtue of a relaxation in any enforceable limitation which was established after August 7, 1980, on the capacity of the source or modification otherwise to emit a pollutant, such as a restriction on hours of operation, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.  

(c) At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by exceeding its projected actual emissions, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.

[Rule 62-212.400(12), F.A.C.]
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Section III.  Emissions Unit(s) and Conditions.

Subsection A.  This section addresses the following emissions unit.

	E.U.  ID No.
	Brief Description

	015
	No. 3 Combination Boiler


Off-gases from the condensate stripper (SOG) are transported to this boiler or boiler No. 4 for thermal destruction of TRS/HAP/VOC.  

The following specific conditions apply to the emissions unit listed above:
Essential Potential to Emit (PTE) Parameters
{Permitting Notes:  The emissions unit remains subject to all applicable requirements from previously issued air construction and operating permits.  The conditions of this permit are in addition to and supplement all other applicable permit requirements.}

A.1.  Capacity.  The total maximum operational heat input of this emissions unit is 505 MMBtu/hr based on a 24-hour average.  The heat input shall not exceed 378 MMBtu/hr from fuel oil, 474 MMBtu/hr from carbonaceous fuels, or 411 MMBtu/hr from natural gas.  The total heat input to the No. 3 and No. 4 combination boilers due to carbonaceous fuels shall not exceed 501 MMBtu/hr based on a 24-hour average.  This unit is authorized to operate at the following steam production rates:

a.
When all boilers at the plant are in operation, the maximum continuous steam rate for the No. 3 combination boiler shall not exceed 300,000 lb/hour (24-hour average).

b.
When at least one of the other plant boilers is not in operation, the maximum continuous steam rate for the No. 3 boiler shall not exceed 330,000 lb/hour (24-hour average).

The permittee shall install, calibrate, maintain and operate equipment to continuously monitor and record the steam production rate to demonstrate compliance with this requirement.  
[Rules 62-4.160(2), 62-210.200(PTE), and (Source Obligation) 62-212.400(2)(g), 62-297.310(5), F.A.C. and Construction Permit 0050009-013-AC]

Control Equipment Improvements

A.2.  Overfire Air System.  The permittee is authorized to perform the following general work on the existing overfire air system: Based on the results of a Computation Fluid Dynamics (CFD) analysis, modify or add overfire air ports, ductwork, velocity dampers, air nozzle assemblies, air flow measuring devices, and combustion control system to improve carbonaceous fuel firing.  The project goal is to reduce unburned carbon to 20% or less, provide more stable combustion with a constant negative furnace pressure, and reduce particulate matter emissions from the outlet of the wet scrubber to 0.07 lb/MMBtu (limited by NESHAP 40 CFR 63 Subpart DDDDD).  

a.
Prior to commencing physical work on this project, the permittee shall provide a report to the Department summarizing the proposed changes based on the CFD modeling analysis.

b.
Within 15 days of completing the physical work, the permittee shall provide a report to the Department summarizing the actual OFA improvements made.

[Rule 62-4.070(3), F.A.C.]
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A.3.  Existing Wet Scrubber.  The permittee is authorized to return the current fixed throat venturi scrubbing system to a variable throat venturi scrubbing system, which is the original design for this equipment.  The project goal is to provide more control over the scrubber pressure differential and control of particulate matter emissions with the variable throat design.  The permittee shall notify the Department within 15 days of completing the proposed work.  The permittee shall install, calibrate, operate and maintain a device to continuously monitor and record the scrubber pressure drop.

[Rule 62-4.070(3) and 62-297.310(5), F.A.C.]

Emission Limitations and Standards

{Permitting Note:  Unless otherwise specified, the averaging times are based on the specified averaging time of the applicable test method.}

A.4.a.  Particulate Matter.  Particulate matter emissions shall not exceed 0.3 lb per MMBtu heat input from carbonaceous fuels or 0.1 lb/per MMBtu heat input from natural gas and fuel oil, or 109.5 lb per hour.

[Rule 62-296.401(1)(b)2, F.A.C. and Construction Permit 0050009-013-AC

Starting September 15, 2007, this boiler shall meet the 40 CFR Part 63, Subpart DDDDD particulate matter emissions limit below:

A.4.b.  Particulate Matter.  Particulate matter emissions shall not exceed 0.07 lb per MMBtu heat input.  

[Rule 40CFR63.7500 (Subpart DDDDD)]

A.5.  Sulfur Dioxide.  Sulfur dioxide emissions shall not exceed 887 pounds per hour based on a 24-hour average.  Sulfur dioxide emissions shall be continuously monitored and recorded.  The permittee shall maintain a scrubber pH of 8.0 or greater (24-hour average) during times when the continuous (SO2) monitor is being repaired and/or calibrated.  Monitoring records shall be maintained and available for inspection by the Department.

[Rule 62-213.440(1), F.A.C.; Construction Permits 0050009-006, 013 and 016-AC; application received February 17, 2006]

Test Methods and Procedures

A.6.a.  Initial Performance Tests.  Emissions tests are required to determine the following emissions rates for the No.3 Combination Boiler: carbon monoxide (CO), nitrogen oxides (NOx), particulate matter (PM), and volatile organic compounds (VOC).  Such tests shall be scheduled within 90 days of restarting the unit after completing the proposed work (boiler and scrubber modifications).  For the five years following resumption of regular operations (after permit changes), the permittee shall conduct NOx and CO stack testing, with the results used to monitor the projected actual emissions, per Specific Condition A.12.  These tests shall be conducted once during each federal fiscal year (October 30 – September 1) at approximately 12-month intervals.  Ongoing PM testing shall be conducted once during each federal fiscal year at approximately 12-month intervals to verify the emission limit of Specific Condition A.4.  The Department shall be notified at least 15 days prior to testing to allow witnessing.  Results shall be submitted to the Department within 45 days after testing.  The tests shall be conducted under the following conditions:
Smurfit-Stone Container Enterprises, Inc.
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a.
Each test shall consist of three 1-hour test runs.

b.
The boiler shall fire only a combination of wood and No. 6 fuel oil.  Bark shall be run at the maximum input rate with just enough No. 6 fuel oil to reach the below steam production during each 3-run test average.

c.
The boiler shall produce at least 300,000 pounds per hour of steam for each 3-run test average.

The initial PM test shall verify the boiler’s continued compliance with Specific Condition A.4.a, while the tests for CO, NOx, and VOC are for informational purposes.  {Permitting Note: It is anticipated the initial PM testing will prove the boiler’s capability of meeting the Subpart DDDDD emission limiting standard of Specific Condition A.4.b, but an exceedance of this limitation will not be a violation of this permit or 40 CFR 63, Subpart DDDDD.}

[Rule 62-297.310(7)(a)1, F.A.C.]

A.6.b.  The test reports shall comply with applicable portions of Rule 62-297.310(8), F.A.C., Test Reports.  For each test run, the report shall also indicate the following:  emissions rate (lb/MMBtu, lb/hour, and ppmvd @ 7% oxygen for gases); flue gas oxygen content (%); steam production rate (lb/hour); wood and No. 6 fuel oil firing rates (tons/hour and gallons/hour, respectively); heat input rates from each fuel (MMBtu/hour); total air flow (acfm and lb/hour); overfire air distribution (%); and venturi wet scrubber pressure differential (recorded at 15-minute intervals during testing).  In addition, the permittee shall take a sample of wood fired during each test.  Each fuel sample shall be analyzed for:  higher and lower heating values (Btu/lb, dry); moisture content (%); sulfur content (% by weight); and ash content (% by weight).  

[Rule 62-4.070 and 62-297.310(8), F.A.C.]

A.7.  Particulate Matter.  The test method for particulate matter shall be EPA Method 5, incorporated and adopted by reference in Chapter 62-297, F.A.C.

[Rule 62-297.401, F.A.C.]

A.8  Carbon Monoxide.  The test method for carbon monoxide shall be EPA Method 10, incorporated and adopted by reference in Chapter 62-297, F.A.C.

[Rule 62-297.401, F.A.C.]

A.9.  Nitrogen Oxides.  The test method for nitrogen oxides shall be EPA Method 7E, incorporated and adopted by reference in Chapter 62-297, F.A.C.

[Rule 62-297.401, F.A.C.]

A.10.  Volatile Organic Compounds.  The test method for volatile organic compounds shall be EPA Method 25A, incorporated and adopted by reference in Chapter 62-297, F.A.C.

[Rule 62-297.401, F.A.C.]

{Permitting Note:  Other test methods and alternate compliance procedures may be used only after prior Departmental approval has been obtained in writing.}

Monitoring of Operations 

A.11.  Compliance Assurance Monitoring.  This emissions unit is subject to the Compliance Assurance Monitoring (CAM).  Based on the modifications of this permit, this unit’s CAM plan must be updated.  An updated CAM plan shall be submitted with your required (facility-Wide condition 11) Title V revision application for Department approval.  
[40 CFR 64; and, Rules 62-204.800 and 62-213.440(1)(b)1.a., F.A.C.]
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Recordkeeping and Reporting Requirements

A.12.  The permittee shall monitor the actual emissions of NOx, CO, and VOC and use the most reliable information available to calculate and maintain a record for the annual emissions in tons per calendar year, for a period of five years following resumption of regular operations (after permit changes).  Reliable actual emissions information for NOx and CO shall be obtained through annual stack testing, per Specific Condition A.6.a and A.6.b.  Emissions shall be computed in accordance with Rule 62-210.370, F.A.C. – Emissions Computation and Reporting.

The permittee shall report to the Department within 60 days after the end of each year during which records must be generated, setting out the unit's annual emissions during the calendar year that preceded submission of the report. The report shall contain the following:

a. The name, address and telephone number of the owner or operator of the major stationary source;

b. The annual emission calculations as stated above;

c. If the emissions differ from the preconstruction projection, an explanation as to why there is a difference; and

d. Any other information that the owner or operator wishes to include in the report.

The information required to be documented and maintained above, shall be submitted to the Department, which shall make it available for review to the general public.

[Rule 62-212.300(1)(e), F.A.C. – PSD Avoidance]

Smurfit-Stone Container Enterprises, Inc.

Permit No.:  0050009-023-AC
Panama City Mill
Page 12
Subsection B.  This section addresses the following emissions unit.

	E.U.  ID No.
	Brief Description

	030
	Woodyard


Since the actual amount of bark/wood consumed in the No.3 Combination Boiler will be increasing as a part of this permit, the emissions (PM, PM10, & VOC) from the portion of the woodyard, which handles bark/wood for burning will also increase.  The future actual emission estimates were based on 295,696 tons per year of bark/wood burned in the No. 3 Combination Boiler, which equates to 78,000 tons per year of manufactured bark (from round wood) and 217,696 tons per year of purchased bark.  The maximum future potential bark throughput rate for the No.3 Combination Boiler is 532,608 tons per year (total of purchased and manufactured bark).  No specific bark throughput limit for the woodyard is included in this permit.  However, each of the Combination Boiler (No.3 & No.4) have a carbonaceous fuel heat input limit, which effectively limit the potential bark processed through the woodyard. 

{Permitting Notes:  The emissions unit remains subject to all applicable requirements from previously issued air construction and operating permits.}

Permit No.:  0050009-023-AC

Appendix G-1

GENERAL CONDITIONS:

Page 1 of 2

1.  The terms, conditions, requirements, limitations, and restrictions set forth in this permit are "permit conditions", and are binding and enforceable pursuant to Sections 403.141, 403.727, or 403.859 through 403.861, Florida Statutes.  The permittee is placed on notice that the Department will review this permit periodically and may initiate enforcement action for any violation of these conditions.

2.  This permit is valid only for the specific processes and operations applied for and indicated in the approved drawings or exhibits.  Any unauthorized deviation from the approved drawings, exhibits, specifications, or conditions of this permit may constitute grounds for revocation and enforcement action by the Department.

3.  As provided in Subsections 403.087(6) and 403.722(5), Florida Statutes, the issuance of this permit does not convey any vested rights or any exclusive privileges.  Neither does it authorize any injury to public or private property or any invasion of personal rights, nor any infringement of federal, state or local laws or regulations.  This permit is not a waiver of or approval of any other Department permit that may be required for other aspects of the total project that are not addressed in the permit.

4.  This permit conveys no title to land or water, does not constitute State recognition or acknowledgment of title, and does not constitute authority for the use of submerged lands unless herein provided and the necessary title or leasehold interests have been obtained from the State.  Only the Trustees of the Internal Improvement Trust Fund may express State opinion as to title.

5.  This permit does not relieve the permittee from liability for harm or injury to human health or welfare, animal, or plant life, or property caused by the construction or operation of this permitted source, or from penalties therefore; nor does it allow the permittee to cause pollution in contravention of Florida Statutes and Department rules, unless specifically authorized by an order from the Department.

6.  The permittee shall properly operate and maintain the facility and systems of treatment and control (and related appurtenances) that are installed and used by the permittee to achieve compliance with the conditions of this permit, are required by Department rules.  This provision includes the operation of backup or auxiliary facilities or similar systems when necessary to achieve compliance with the conditions of the permit and when required by Department rules.

7.  The permittee, by accepting this permit, specifically agrees to allow authorized Department personnel, upon presentation of credentials or other documents as may be required by law and at reasonable times, access to the premises where the permitted activity is located or conducted for the purpose of:

    a.
Having access to and copying any records that must be kept under the conditions of this permit;

    b.
Inspecting the facility, equipment, practices, or operations regulated or required under this permit; and,

    c.
Sampling or monitoring any substances or parameters at any location reasonably necessary to assure compliance with this permit or Department rules.

    Reasonable time may depend on the nature of the concern being investigated.

8.  If, for any reason, the permittee does not comply with or will be unable to comply with any condition or limitation specified in this permit, the permittee shall immediately provide the Department with the following information:

    a.
A description of and cause of noncompliance; and

    b.
The period of noncompliance, including exact dates and times; or, if not corrected, the anticipated time the noncompliance is expected to continue, and steps being taken to reduce, eliminate, and prevent

Permit No.:  0050009-023-AC

Appendix G-1

GENERAL CONDITIONS:

Page 2 of 2

recurrence of the noncompliance.  The permittee shall be responsible for any and all damages that may result and may be subject to enforcement action by the Department for penalties or for revocation of this permit.

9.  In accepting this permit, the permittee understands and agrees that all records, notes, monitoring data and other information relating to the construction or operation of this permitted source which are submitted to the Department may be used by the Department as evidence in any enforcement case involving the permitted source arising under the Florida Statutes or Department rules, except where such use is proscribed by Sections 403.73 and 403.111, Florida Statutes.  Such evidence shall only be used to the extent it is consistent with Florida Rules of Civil Procedure and appropriate evidentiary rules.

10.  The permittee agrees to comply with changes in Department rules and Florida Statutes after a reasonable time for compliance, provided however, the permittee does not waive any other rights granted by Florida Statutes or Department rules.

11.  This permit is transferable only upon Department approval in accordance with Florida Administrative Code Rules 62-4.120 and 62-730.300, as applicable.  The permittee shall be liable for any noncompliance of the permitted activity until the Department approves the transfer.

12.  This permit is required to be kept at the work site of the permitted activity.

13.  The permittee shall comply with the following:

     a.
Upon request, the permittee shall furnish all records and plans required under Department rules.  During enforcement actions, the retention period for all records will be extended automatically unless otherwise stipulated by the Department.

     b.
The permittee shall hold at the facility or other location designated by this permit records of all monitoring information (including all calibration and maintenance records and all original strip chart recordings for continuous monitoring instrumentation) required by the permit, copies of all reports required by this permit, and records of all data used to complete the application for this permit.  These materials shall be retained at least three years from the date of the sample, measurement, report or application unless otherwise specified by Department rule.

     c.
Records of monitoring information shall include:

    
- the date, exact place, and time of sampling or measurement;

    
- the person responsible for performing the sampling or measurement;

    
- the date(s) analyses were performed;

    
- the person responsible for performing the analyses;

    
- the analytical techniques or methods used; and

    
- the results of such analyses.

14.  When requested by the Department, the permittee shall within a reasonable time furnish any information required by law which is needed to determine compliance with the permit.  If the permittee becomes aware the relevant facts were not submitted or were incorrect in the permit application or in any report to the Department, such facts or information shall be corrected promptly.
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