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SIC No. 26

Permit Expires:  April 5, 2007


Facility and Location

Smurfit Stone Corporation’s Panama City Mill is an existing facility located One Everitt Avenue in Panama City, Bay County, Florida.  The UTM coordinates are Zone 16, 632.8 km East, and 3335.1 km North.

Regulatory Classification

Title III: The existing facility is a major source of hazardous air pollutants (HAP).

Title IV: The existing facility has no units subject to the acid rain provisions of the Clean Air Act.

Title V: The existing facility is a Title V major source of air pollution (Chapter 62-213, F.A.C.).

PSD:  The existing facility is a PSD-major source of air pollution (Rule 62-212.400, F.A.C.).

Specific Conditions

1. Previous Permits:  This permit supplements all previously issued air construction and operation permits for this emissions unit.  Except for the change noted below, the unit remains subject to the conditions of all other valid air construction and operations permits.  [Rule 62-4.070, F.A.C.]

2. No. 4 Combination Boiler (Emissions Unit No. 016):  This unit is an existing combination boiler and is authorized to fire wood/bark, coal, fuel oil, and natural gas.  The No. 3 or 4 Combination Boiler may be utilized to destroy HAP or TRS emissions in the condensate stripper off-gases (SOG).  Existing air pollution controls include an overfire air (OFA) system and a variable throat venturi wet scrubber.  Sulfur dioxide (SO2) emissions from this unit shall not exceed the following:  limited to 772 lb/hr when not burning NCG or SOG, to 1,174 lb/hr when burning SOG but not NCG, 1,183 lb/hr when burning NCG but not SOG, and 1,183 lb/hr when burning NCG and SOG.  In addition, SO2 emissions shall be continuously monitored and recorded.  The permittee shall maintain a scrubber pH of 8.0 or greater (24-hour average) during times when the continuous monitor is being repaired and/or calibrated.  Monitoring records shall be maintained and available for inspection by the Department.  This requirement supersedes the SO2 standards in Specific Conditions B.5 and B.14 of Air Construction Permit No. 0050009-008-AC as amended.  {Permitting Note:  These changes do not result in any increases in actual or potential emissions.  All other standards of Air Permit Nos. 0050009-008-AC and 0050009-020-AV remain unaffected.}
Statement of Basis

This air pollution construction permit is issued under the provisions of Chapter 403 of the Florida Statutes (F.S.), and Chapters 62-4, 62-210, and 62-212 of the Florida Administrative Code (F.A.C.).

Executed in Pensacola, Florida.

/s/

__________________

April 5, 2006
Sandra F. Veazey 
Date

Air Program Administrator
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