DRAFT PERMIT


Permittee

Permit No. PSD-FL-388A
Smurfit-Stone Container Enterprises, Inc.
Project No. 0050009-029-AC

One Everitt Avenue
Expires:  December 1, 2008
Panama City, Florida 32402
Facility ID No. 0050009

SIC Nos. 2611 and 2621

Authorized Representative:
Nos. 3 and 4 Combination Boilers

Mr. B. G. Sammons, General Manager
Facility And Location

This permit establishes revised sulfur dioxide (SO2) emissions standards for the Nos. 3 and 4 Combination Boilers based on a corrected air quality modeling analysis pursuant to Condition 2 in Subsection 3C of original Permit PSD-FL-388.  The existing Panama City mill is classified as a major stationary source, a Title V facility and major source of hazardous air pollutants (HAP). The facility is a Kraft process pulp and paper mill consisting of the following major activities: wood handling facility; pulping, bleaching, and chemical recovery; power house operations; paper machines; finishing, shipping, and warehouse operations; and other associated processes and equipment.  The UTM coordinates are Zone 16, 632.8 km East, and 3335.1 km North.

Statement of Basis

This air pollution construction permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297, Florida Administrative Code (F.A.C.).  The permittee is authorized to make the proposed changes in accordance with the conditions of this permit and as described in the application, approved drawings, plans, and other documents on file with the Department of Environmental Protection (Department).
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_______________

Joseph Kahn, Director
(Date)
Division of Air Resource Management

Facility and Project Description
The permittee operates an existing Kraft process pulp and paper mill in Panama City.  The existing mill is comprised of major activities areas such as: wood handling facility; pulping, bleaching, and chemical recovery; power house operations; paper machines; finishing, shipping, and warehouse operations; and other associated processes and equipment.  This project establishes revised 3-hour and 24-hour SO2 emissions standards for the Nos. 3 and 4 Combination Boilers based on a corrected air quality modeling analysis.  This project affects the following existing emissions units.

	EU No.
	Emissions Unit Description

	015
	No. 3 Combination Boiler

	016
	No. 4 Combination Boiler


Regulatory Classification

· The facility is a major source of hazardous air pollutants.
· The facility has no units subject to the acid rain provisions of the Clean Air Act.

· The facility is a Title V major source of air pollution in accordance with Chapter 213, F.A.C.

· The facility is a major stationary source in accordance with Rule 62-212.400 (PSD), F.A.C.
RELEVANT DOCUMENTS

December 19, 2007

Application and revised SO2 modeling analysis received.
This permitting action revises the following conditions in Subsection 3C of original Permit PSD-FL-388 (Project No. 0050009-028-AC).  All other conditions remain unchanged.

This section of the permit addresses the following emissions units.

	EU No.
	Description

	-015
	No. 3 Combination Boiler

	-016
	No. 4 Combination Boiler


Equipment
1. Enclosure for Recovery Boiler Building:  The permittee is authorized to construct an enclosure for the recovery boiler building to reduce corrosion and maintenance.  The enclosure will be implemented in two phases.  The first phase will add one wall along the east side of the building.  The second phase will add a second wall along the south side of the building and may eventually include enclosing the entire building.  [Rule 62-212.400(BACT), F.A.C. and Application No. 0050009-028-AC]
Emissions Standards
2. New SO2 Standards:  The following new SO2 emissions standards apply to the Nos. 3 and 4 combination boilers in addition to any existing SO2 emissions standards.

a. SO2 emissions shall not exceed 1219 1366 lb/hour when only the No. 3 combination boiler is operating based on a 3-hour rolling CEMS average.

b. The combined SO2 emissions from No. 3 and No. 4 combination boilers shall not exceed 1219 1658 lb/hr when both Nos. 3 and 4 are operating and the SO2 emissions from No. 4 shall not exceed 1183 lb/hr based on 3-hour rolling CEMS averages.

c. SO2 emissions shall not exceed 845 907 lb/hour when only the No. 3 combination boiler is operating based on a 24-hour rolling CEMS average.

d. SO2 emissions shall not exceed 965 690 lb/hour when only the No. 4 combination boiler is operating based on a 24-hour rolling CEMS average.  [Rule 62-296.340(BART), F.A.C. and 0050009-027-AC]
e. When both Nos. 3 and 4 combination boilers are operating SO2 emissions from No. 3 shall not exceed 300 329 lb/hr and the SO2 emissions from No. 4 shall not exceed 643 lb/hr based on 24-hour rolling CEMS averages.

Within 90 days of issuance of this permit, the permittee may submit an application to revise the above SO2 emissions standards based on a revised modeling analysis.  {Permitting Note:  The new enclosure adversely affects dispersion of the existing stack plumes.  The new SO2 emissions standards are based on the revised air quality analysis provided in support of the PSD application.}  [Rules 62-212.400(BACT) and 62-296.340(BART), F.A.C.; and Application Nos. 0050009-027-AC, 0050009-028-AC and 0050009-029-AC]


