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NOTICE OF ADMINISTRATIVELY CORRECTED
FEDERALLY ENFORCEABLE STATE AIR OPERATION PERMIT
In the Matter of a Request for Administrative Correction:
	Chevron U.S.A. Inc.
525 West Beach Drive
Panama City, Florida 32401

	Project No.  0050056-017-AF

	
	Administrative Correction to:
Permit No. 0050056-016-AF

	
	Bay County


Enclosed are the administratively corrected pages to Federally Enforceable State Air Operation Permit (FESOP) No. 0050056-016-AF for the operation of the Chevron Panama City Terminal located in Bay County at 525 West Beach Drive in Panama City, Florida.  This correction is issued pursuant to Rule 62-210.360, Florida Administrative Code (F.A.C.), and Chapter 403, Florida Statutes (F.S.).  This change is made at the applicant’s request dated April 4, 2017 to correct the testing requirements and fuel used for the Truck Loading Rack and Vapor Combustion Unit, which is Emissions Unit (EU) 001; and include federal regulation 40 CFR 60 Subpart Kb for Storage Tanks 66 and 63 in EU 007.  This corrective action does not alter the effective dates of the existing permit.  A copy of this corrective action shall be kept on file at the facility with the permit being corrected and shall be incorporated into the permit the next time it is opened.
The Department of Environmental Protection (Department) will consider the above-noted action final unless a timely petition for an administrative hearing is filed pursuant to Sections 120.569 and 120.57, F.S.  Mediation under Section 120.573, F.S., will not be available for this proposed action.
Petitions:  A person whose substantial interests are affected by the proposed permitting decision may petition for an administrative hearing in accordance with Sections 120.569 and 120.57, F.S.  The petition must contain the information set forth below and must be filed with (received by) the Department’s Agency Clerk in the Office of General Counsel of the Department of Environmental Protection, 3900 Commonwealth Boulevard, Mail Station #35, Tallahassee, Florida 32399-3000, Agency_Clerk@dep.state.fl.us, before the deadline.  Petitions must be filed within 14 days of receipt of this administratively corrected permit.  A petitioner shall mail a copy of the petition to the applicant at the address indicated above, at the time of filing.  The failure of any person to file a petition within the appropriate time period shall constitute a waiver of that person’s right to request an administrative determination (hearing) under Sections 120.569 and 120.57, F.S., or to intervene in this proceeding and participate as a party to it.  Any subsequent intervention (in a proceeding initiated by another party) will be only at the approval of the presiding officer upon the filing of a motion in compliance with Rule 28-106.205, F.A.C.
A petition that disputes the material facts on which the Permitting Authority’s action is based must contain the following information: (a) The name and address of each agency affected and each agency’s file or identification number, if known; (b) The name, address, and telephone number of the petitioner; the name, address and telephone number of the petitioner’s representative, if any, which shall be the address for service purposes during the course of the proceeding; and an explanation of how the petitioner’s substantial interests will be affected by the agency determination; (c) A statement of when and how each petitioner received notice of the agency action or proposed decision; (d) A statement of all disputed issues of material fact.  If there are none, the petition must so state; (e) A concise statement of the ultimate facts alleged, including the specific facts the petitioner contends warrant reversal or modification of the agency’s proposed action; (f) A statement of the specific rules or statutes the petitioner contends require reversal or modification of the agency’s proposed action including an explanation of how the alleged facts relate to the specific rules or statutes; and, (g) A statement of the relief sought by the petitioner, stating precisely the action the petitioner wishes the agency to take with respect to the agency’s proposed action.  A petition that does not dispute the material facts upon which the Permitting Authority’s action is based shall state that no such facts are in dispute and otherwise shall contain the same information as set forth above, as required by Rule 28-106.301, F.A.C.
Because the administrative hearing process is designed to formulate final agency action, the filing of a petition means that the Permitting Authority’s final action may be different from the position taken by it in this written notice.  Persons whose substantial interests will be affected by any such final decision of the Permitting Authority on the application have the right to petition to become a party to the proceeding, in accordance with the requirements set forth above.
Judicial Review:  Any party to this permitting decision (order) has the right to seek judicial review of it under Section 120.68, F.S., by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel, 3900 Commonwealth Boulevard, MS 35, Tallahassee, Florida 32399-3000, and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.
Executed in Pensacola, Florida.
[image: C:\Users\joslyn_a\Desktop\AndrewJoslyn.jpg]	April 7, 2017	
Andrew Joslyn 		Date
Permitting Program Administrator
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CERTIFICATE OF SERVICE
The undersigned duly designated agency clerk hereby certifies that this Notice of Administratively Corrected Permit (including the corrected pages) and a link to these documents made available electronically on a publicly accessible server, was sent by electronic mail with received receipt requested to the persons listed below:
Jose A. Garcia, Chevron U.S.A., Inc., jagarcia@chevron.com
Sean L. Monegan, Chevron U.S.A., Inc., smonegan@chevron.com
Ellen K. Collins, Chevron U.S.A., Inc., ecollins@chevron.com
Tracy A. White, DEP NWD Office, tracy.a.white@dep.state.fl.us

[bookmark: _GoBack]Clerk Stamp
FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated agency clerk, receipt of which is hereby acknowledged.
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Chevron Panama City Terminal	Air Project No. 0050056-017-AF
Administration Correction	Permit Corrected: 0050056-016-AF
Page 8 of 8
The following permit condition is revised as indicated.  Strikethrough is used to denote the deletion of text Double-underlines are used to denote the addition of text.  All changes are emphasized with shading.
Permit Being Administratively Corrected:  Permit No. 0050056-016-AF
Affected Emissions Unit:  EU 001 and EU 007
SECTION 3.  EMISSION UNITS AND SPECIFIC CONDITIONS
Subsection A.  EU 001
This section of the permit addresses the following emissions unit.
	EU No.
	Emission Unit Description

	001
	Truck Loading Rack and Vapor Combustion Unit


This emissions unit consists of an existing product loading rack equipped with an enclosed flare, a John Zink model number ZCT-3-8-45-3/6-3/6-X vapor combustion unit (VCU).  The unit was installed on September 13, 1993.  The loading rack is subject to the requirements of 40 CFR 60 subpart XX.  Permit 0050056-005-AC, issued July 18, 2001, incorporated requirements of 40 CFR 60.18 and 40 CFR 60 subpart XX; however, permit 0050056-012-AF removed 40 CFR 60.18 requirements in lieu of 40 CFR 60 subpart XX testing and record keeping.  The enclosed flare uses natural gas or propane.  If propane is used, the maximum sulfur content of 0.02% by weight as an auxiliary fuel at a maximum rate of 72 SCFM.
The following Specific Conditions for EU 001 are corrected as follows:
PERFORMANCE RESTRICTIONS
2. Methods of Operation:  Natural gas or Propane shall be the fuel used by the enclosed flare.  If propane is used, the propane It is limited to a maximum allowable sulfur content shall be equal to or less than of 0.02% by weight and the propane and shall be used at no more than a maximum allowable rate shall be 72 standard cubic feet per minute (SCFM).  [Rules 62-4.070(3), and 62-210.200(PTE), F.A.C.; Permit 0050056-005-AC and DEP letter issued April 26, 2013]
TESTING REQUIREMENTS
5. Annual Compliance Tests Prior to Renewal:  During each calendar year (January 1st to December 31st), before Once every five years prior to obtaining a renewal permit renewal and prior to the renewal application due date, the vapor collection system and the vapor combustion unit shall be tested to demonstrate compliance with the emissions standards for VOC.  The testing shall be scheduled prior to the application due date so that the results can be included with the submission of the application.  The test results must provide reasonable assurance that the source is capable of compliance at the permitted maximum operating rate.  [Rules 62-4.070, 62-204.800(8)(b)54 56, 62-210.300(2)(a), 62-296.320(1), 62-297.310(7)(a), 62-297.310(8)(b) & (9), 62-297.401(2)(b), (22) and (25), F.A.C.; and 40 CFR 60.503 and Permit 0050056-005-AC]
RECORDS AND REPORTS
[bookmark: _Hlk479152797]18.	Vendor records shall be maintained at the facility showing the sulfur content of the propane used for VCU fuel.  Records for natural gas are not required.  [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.; Permit 0050056-005-AC and DEP letter issued April 26, 2013]

SECTION 3.  EMISSION UNITS AND SPECIFIC CONDITIONS
Subsection G.  EU 007
This section of the permit addresses the following emissions unit.
	EU No.
	Emission Unit Description

	007
	Three Tanks Used to Store High Volatility Organic Liquid


[bookmark: _Hlk479155089]This emissions unit consists of three tanks used to store high-volatility organic liquids.  Tank 10 is subject to New Source Performance Standards (40 CFR 60 Kb).  All of the tanks making up this emissions unit are subject to 40 CFR 60 Subpart Kb and are described as follows:
	EU No.
	TANK I.D.
	PRODUCT STORED
	CAPACITY (Gallons)
	ROOF TYPE
	Date Installed/Modified

	007
	Tank 66
	Aviation Gasoline
	703,374
	Internal Floating
	July 1951 / 1997

	007
	Tank 10
	Gasoline
	3,186,374
	Domed External and Internal Floating
	January 2005

	007
	Tank 63
	Ethanol
	156,243
	Internal Floating
	Before June 11, 1973 / 2008


Emissions from this emission unit are included in the facility-wide maximum allowable VOC limit of 88.3 tons per rolling 12-month standard.
The following Specific Conditions for EU 007 are corrected as follows:
OPERATIONS STANDARDS (Applicable to Tank 10 Only)
4. [bookmark: _Hlk479253668][bookmark: _Hlk479253766]The owner or operator shall keep copies of all records required by this section for the life of the source. [40 CFR 60.116b(ba)]
5. The owner or operator of each applicable storage vessel shall keep readily accessible records showing the dimensions of the storage vessel and an analysis showing the capacity of the storage vessel. [40 CFR 60.116(b)]
6. Except as provided in 40 CFR 60.116b(f) and 40 CFR 60.116b(g), the owner or operator of the applicable storage vessel either with a design capacity greater than or equal to 151 cubic meters (m3) storing a liquid with a maximum true vapor pressure greater than or equal to 3.5 kilo-pascals (kPa) or with a design capacity greater than or equal to 75 m3 but less than 151 m3 storing a liquid with a maximum true vapor pressure greater than or equal to 15.0 kPa shall maintain a record of the volatile organic liquid (VOL) stored, the period of storage, and the maximum true vapor pressure of that VOL during the respective storage period.
[Rule 62-204.800(8)(b) 16 18, F.A.C., 40 CFR 60.116(bc), and Permit 0050056-009-AC]
EMISSIONS STANDARDS
7. Emissions Standards (Applicable to Tank 10 Only):
a. 40 CFR 60 Subpart Kb Section112b (Standards for Volatile Organic Compounds (VOC)).  The owner or operator shall equip storage vessels with the following:
a. A fixed roof in combination with an internal floating roof meeting the following specifications:
i. The internal floating roof shall rest or float on the liquid surface (but not necessarily in complete contact with it) inside a storage vessel that has a fixed roof.  The internal floating roof shall float on the liquid surface at all times, except during initial fill and during those internals when the storage vessel is completely emptied or subsequently emptied and refilled.  When the roof is resting on the leg supports, the process of filing, emptying, or refilling shall be continuous and shall be accomplished as rapidly as possible.
ii. The internal floating roof shall be equipped with the following closure devices between the wall of the storage vessel and the edge of the internal floating roof:
1. NA
2. N/A
3. A mechanical shoe seal – A mechanical shoe seal is a metal sheet held vertically against the wall of the storage vessel by springs or weighted levers and is connected by braces to the floating roof.  A flexible coated fabric (envelope) spans the annular space between the metal sheet and the floating roof.
iii. Each opening in a non-contact internal floating roof except for automatic bleeder vents (vacuum breaker vents) and the rim space vents shall provide a projection below the liquid surface.
iv. Each opening in the internal floating roof except for leg sleeves, automatic bleeder vents, rim space vents, column walls, ladder wells, sample wells, and stub drains shall be equipped with a cover or lid which shall be maintained in a closed position at all times (i.e., no visible gap) except when the device is in actual use.  The cover or lid shall be equipped with a gasket.  Covers on each access hatch and automatic gauge float will shall be bolted except when they are in use.
v. Automatic bleeder vents shall be equipped with a gasket and shall be closed at all times when the roof is floating except when the roof is being floated off or is being landed on the roof leg supports.
vi. Rim space vents shall be equipped with a gasket and are to be set to open only when the internal floating roof is not floating or at the manufacturer’s recommended setting.
vii. Each penetration of the internal floating roof for the purpose of sampling shall be a sample well.  The sample well shall have a slit fabric cover that covers at least 90 percent of the opening.
viii. Each penetration of the internal floating roof that allows for passage of a column supporting the fixed roof shall have a flexible sleeve seal or a gasketed sliding cover.
ix. Each penetration of the internal floating roof that allows for passage of a ladder shall have a gasketed sliding cover.
[Rule 62-204.800(8)(b) 16 18, F.A.C., 40 CFR 60.112b(a), and Permit 0050056-009-AC]
MONITORING REQUIREMENTS
The following requirements are applicable to Tank 10 only.
8. These storage vessels shall meet the following requirements of 40 CFR 60.113b(a).
(a) After installing the control equipment required to meet 40 CFR 60.112b(a)(1) (permanently affixed roof and internal floating roof), each owner or operator shall:
(1) Visually inspect the internal floating roof, the primary seal, and the secondary seal (if one is in service), prior to filling the storage vessel with VOL.  If there are holes, tears, or other openings in the primary seal, the secondary seal, or the seal fabric or defects in the internal floating roof, or both, the owner or operator shall repair the items before filling the storage vessel.
(2) For vessels equipped with a liquid-mounted or mechanical shoe primary seal, visually inspect the internal floating roof and the primary seal or the secondary seal (if one is in service) through manholes and roof hatches on the fixed roof at least once every 12 months after initial fill.  If the internal floating roof is not resting on the surface of the VOL inside the storage vessel, or there is liquid accumulated on the roof, or the seal is detached, or there are holes or tears in the seal fabric, the owner or operator shall repair the items or empty and remove the storage vessel from service within 45 days.  If a failure that is detected during inspections required in this paragraph cannot be repaired within 45 days and if the vessel cannot be emptied within 45 days, a 30-day extension may be requested from the Administrator in the inspection report required in 40 CFR 60.115b(a)(3).  Such a request for an extension must document that alternate storage capacity is unavailable and specify a schedule of actions the company will take that will assure that the control equipment will be repaired or the vessel will be emptied as soon as possible.
(3) N/A
(4) Visually inspect the internal floating roof, the primary seal, the secondary seal (if one is in service), gaskets, slotted membranes and sleeve seals (if any) each time the storage vessel is emptied and degassed.  If the internal floating roof has defects, the primary seal has holes, tears, or other openings in the seal or the seal fabric, or the secondary seal has holes, tears, or other openings in the seal or the seal fabric, or the gaskets no longer close off the liquid surfaces from the atmosphere, or the slotted membrane has more than 10 percent open area, the owner or operator shall repair the items as necessary so that none of the conditions specified in this paragraph exist before refilling the storage vessel with VOL.  In no event shall inspections conducted in accordance with this provision occur at intervals greater than 10 years in the case of vessels conducting the annual visual inspection as specified in 40 CFR 60.113b(a)(2) and 40 CFR 60.113b(a)(3)(ii) and at intervals no greater than 5 years in the case of vessels specified in 40 CFR 60.113b(a)(3)(i).
(5) Notify the Administrator in writing at least 30 days prior to the filling or refilling of each storage vessel for which an inspection is required by 40 CFR 60.113b(a)(1) and 40 CFR 60.113b(a)(4) to afford the Administrator the opportunity to have an observer present.  If the inspection required by 40 CFR 60.113b(a)(4) is not planned and the owner or operator could not have known about the inspection 30 days in advance or refilling the tank, the owner or operator shall notify the Administrator at least seven days prior to the refilling of the storage vessel.  Notification shall be made by telephone immediately followed by written documentation demonstrating why the inspection was unplanned.  Alternatively, this notification including the written documentation may be made in writing and sent by express mail so that it is received by the Administrator at least seven days prior to the refilling.
[Rule 62-204.800(8)(b) 16 18, F.A.C., 40 CFR 60.113b(a), and Permit 0050056-009-AC]

REPORTING AND RECORDKEEPING
The following requirements are applicable to Tank 10 only.
9. The owner or operator of all subject storage vessels shall keep records and furnish reports as required by 40 CFR 60.115b(a), 40 CFR 60.115b(b), or 40 CFR 60.115b(c) depending upon the control equipment installed to meet requirements of 40 CFR 60.112b.  The owner or operator shall keep copies of all reports and records required by this section, except for the record required by 40 CFR 60.115b(c)(1), for at least 2 years.  The record required by 40 CFR 60.115b(c)(1) shall be kept for the life of the control equipment.  [Rule 62-204.800(8)(b)18, F.A.C., 40 CFR 60.115b, and Permit 0050056-009-AC]
10. After installing control equipment in accordance with 40 CFR 60.112b(a)(1) (fixed roof and internal floating roof), the owner or operator shall meet the following requirements.
a. Furnish the Administrator with a report that describes the control equipment and certifies that the control equipment meets the specifications of 40 CFR 60.112b(a)(1) and 40 CFR 60.113b(a)(1).  This report shall be an attachment to the notification required by 40 CFR 60.7(a)(3).
b. Keep a record of each inspection performed as required by 40 CFR 60.113b(a)(1), 40 CFR 60.113b(a)(2), 40 CFR 60.113b(a)(3), and 40 CFR 60.113b(a)(4).  Each record shall identify the storage vessel on which the inspection was performed and shall contain the date the vessel was inspected and the observed condition of each component of the control equipment (seals, internal floating roof, and fittings).
c. If any of the conditions described in 40 CFR 60.113b(a)(2) are detected during the annual visual inspection required by 40 CFR 60.113b(a)(2), a report shall be furnished to the Administrator within 30 days of the inspection.  Each report shall identify the storage vessel, the nature of the defects, and the date the storage vessel was emptied or the nature of and date the repair was made.
d. After each inspection required by 40 CFR 60.113b(a)(3) that finds holes or tears in the seal or seal fabric, or defects in the internal floating roof, or other control equipment defects listed in 40 CFR 60.113b(a)(3)(ii), a report shall be furnished to the Administrator within 30 days of the inspection.  The report shall identify the storage vessel and the reason it did not meet the specifications of 40 CFR 60.112b(a)(1) or 40 CFR 60.113b(a)(3) and list each
[bookmark: _Hlk479162334][Rule 62-204.800(8)(b)16 18, F.A.C., 40 CFR 60.115b, and Permit 0050056-009-AC]
NSPS INCORPORATED (applicable to Tank 10 only)
11. All applicable requirements of 40 CFR 60 Subpart Kb, Standards of Performance for Volatile Organic Liquid Storage Vessels Appendix 40 CFR 60 Subpart Kb (Standards of Performance for Volatile Organic Liquid Storage Vessels (Including Petroleum Liquid Storage Vessels) which Construction, Reconstruction, or Modification Commenced After July 23, 1984), 40 CFR 60 Subpart XX, Bulk Gasoline Terminals, and 40 CFR 60 Subpart A – Standards of Performance for New Stationary Sources (General Provisions), are incorporated into this permit by reference.  [Rule 62-204.800(8)(b)16 18and 54 56, F.A.C., and Permit 0050056-0009-AC]


TIME SENSITIVE ACTION CHART
[image: ]
image2.jpeg




image3.tiff
P22 BL.




image4.png
Air Permit

Time Sensitive Action Chart

1% any of the time deadlines inthe Air Pernit Action List e inconsistent with atime deadline in a permit
‘condition, th tme deadline i the pemnit conditon shall be followed ]

SotRCE TN DUEDATE
Facility- Wide | Aol Operating Report [Rule 6221037009, FACT | April1 - moually
Foet P el Appeion Pl 090 FACT 0 s o o
oot
T B T e ey
e et v
Perforaance Teet Nofihcation (40 CFR 6051 TS days before testing
"l Comapiance Tt Taler 6| Mt condued g |
4,070, 62-204.800(3)(b), 52
7310 FAC md 40 CFR 60305]
S o g (e 070 w6 e f
- sy EACT foey
B e e e T | S e
e o ek dmn o g | g
s L LR FC 0 | Shapen ot 1
CFR 60.502()] calendar days. Records
e v
T o S o
60.505(a) at least once annually and
e
et
Toifcations [I0CFR G01156@)1 ‘Notify the Deparament i
o305
T e Bhnge
eling of T Tas. |
o R TR D T
Subpart Kb] ‘are noted, a report shall be.
i o
EU007 Department within 30 days
g W
Faleloody of any defects noted shall
e s doot
e petion
e & Fpors OGP 0 i 07 e e
it o
e tanks





image1.png




