
APPENDIX BMP 

FACILITY SUPPLEMENTAL INFORMATION 

Supplemental Requirements Comment: 

Facility has been in operation and has been working with the Port of Panama City to achieve 
greater environmental reductions.  This Baghouse system is considered Best Available Control.  

In addition to the emission controls SSA Gulf, Inc. has instituted for the control of PM during the 
ship loading, additional Best Management Practices (BMP) have been instituted for the control of 
any fugitive emissions from the process. 

 SSA Gulf, Inc. works with the Port of Panama City for information on weather conditions
to ensure that loading will not occur when high wind speed or a prevailing West South
West wind is in place or forecast.  This also allows the Port and SSA to monitor for any
weather events which will impact the loading.

 SSA Gulf, Inc. has in place water cannons which will be utilized to suppress any fugitives
from migrating away from the ship loading area.

 SSA Gulf, Inc. utilizes Windscreens along the Telestack, Radial Stacker, for added control
measures.

 SSA Gulf, Inc. has added “Flow Softeners” at each of the transition points along the
Telestack and Shiploader.  The Softeners create a more fluid flow within the cargo stream
and subsequently reduces PM normally created from hard impacts.

 SSA Gulf Inc. has added an additional dust collection system at the DCL Spout Dust, a
Heumann Environmental High Efficiency Dual 5,000 CFM Cyclone rated at greater than
99% removal efficiency.  Dust collected is then routed to the SLY RAC system.




