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This is the FINAL after-the-fact air construction permit which authorizes construction of Steam Boiler No. 3
as a replacement for Steam Boiler No. 2 and add a back-up generator as an emission unit. The proposed work
will be conducted at the Cape Canaveral Terminal (Standard Industrial Classification No. 42). The facility is
located in Brevard County at 8952 North Atlantic Avenue, Cape Canaveral, Florida. The UTM coordinates are
Zone 17, 539.0 km East, and 3142.0 km North.

This permit is organized by the following sections,
Section 1. General Information

Section 2. Administrative Requirements

Section 3. Emissions Unit Specific Conditions
Section 4. Appendices

Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which
are defined in Appendix A of Section 4 of this permit.

This air pollution construction permit is issued under the provisions of: Chapter 403 of the Florida Statutes
(F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code
(F.A.C.). The permittee is authorized to conduct the proposed work in accordance with the conditions of this
permit. This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C.
and is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400,
F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.

Upon issuance of this permit, any party to this order has the right to seek judicial review of it under Section
120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate
Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel (Mail
Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000) and by filing a copy of the
notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal. The
notice must be filed within 30 days after this order is filed with the clerk of the Department.

"More Prolection, Less Process”
www.dep.state.fl.us
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Program Administrator
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CERTIFICATE OF SERVICE

The undersigned duly designated deputy agency clerk hereby certifies that this Air Permit package was sent by
electronic mail (or a link to these documents made available electronically on a publicly accessible server) with
received receipt requested before the close of business on / A & 2o /D to the persons listed below.

Dudley Tarlton, VP of ESOH (dtarlton@transmontaigne.com)

Paul Siler, P.E., (psiler@transmontaigne.com)

Christopher G. Stirrant, P.E. (escinc@verizon.net)

Bennett Boucher, City Manager, Cape Canaveral (boucher-cape@cfl.rr.com)

Clerk Stamp

FILED on this date, pursuant to Section 120.52 F.S., with the
designated Department Clerk, receipt of which is hereby

acknowledged.
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Clerte” Date”
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SECTION 1. GENERAL INFORMATION

FACILITY AND PROJECT DESCRIPTION

Existing Facility
The facility is the Cape Canaveral Terminal. The existing facility consists of the following emissions units.
Facility ID No. 0090029
ID No. |Emission Unit Description ¢
002 Steam Boiler No. 2
024 Asphalt Heaters No. 5 and 6
025 Sixteen Petroleum Storage Tanks
026 Three Petroleum Storage Tanks
006 South Gasoline Loading Rack with Flare
019 North Loading Rack, Asphalt Loading Rack, Marine Loading/Unloading and

Vessel Bunkering, Ethanol Loading, and Fugitive Emissions from Valves, Flanges, Fittings,
Pumps, Etc.

Proposed Project

The purpose of the construction permit is to replace the existing Steam Boiler No. 2 (Cleaver Brooks; 5.0
MMBTU/hr) with a new Steam Boiler No. 3 (Sellers-Ygnis; 4.2 MMBTU/hr).

The facility also includes an existing compression ignition reciprocating internal combustion engine/generator
(Perkins Model 1104D-E44TAG2, 157 hp) used for emergency power and operated no more than 500
hours/consecutive 12 months. The engine was brought to the site August 2008. It has been included as an
emission unit in this construction permit to more easily facilitate its inclusion as an emission unit in the future
Title V Permit Revision that will include both the steam boiler No. 3 and back-up generator. At the time of the
next Title V permit revision it will be included as Emission Unit 029.

This project will add the following emission units.

Facility ID No. 0090029 |

ID No. | Emission Unit Description
028 |Steam Boiler No. 3 (Sellers-Y gnis; 4.2 MMBTU/hr).
029 |Back-Up Generator

Facility Regulatory Classification
The facility is not a major source of hazardous air pollutants (HAP).

e The facility has no units subject to the acid rain provisions of the Clean Air Act (CAA).

o The facility is a Title V major source of air pollution in accordance with Chapter 213, F.A.C.

o The facility is not a major stationary source in accordance with Rule 62-212.400 (PSD), F.A.C.

e The Back-Up Generator is subject to 40 CFR Part 60, Subpart I1I1

TransMontaigne Operating Co., L.P. Expiration Date: November 30, 2010 Air Permit No. 0090029-011-AC
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SECTION 2. ADMINISTRATIVE REQUIREMENTS

" 1. Permitting Authority: The permitting authority for this project is the Florida Department of Environmental
Protection, Central District Office. The Central District Office’s mailing address is 3319 Maguire Blvd.,
Suite 232, Orlando, Florida 32803-3767. The phone numbers for Permitting Section are 407-893-3335 or
407-893-3334. All documents related to applications for permits to operate an emissions unit shall be
submitted to the Central District Office.

2. Compliance Authority: All documents related to compliance activities such as reports, tests, and
notifications shall be submitted to the Central District Office. The mailing address of the Central District
Office is: 3319 Maguire Blvd., Suite 232, Orlando, Florida 32803-3767. The phone number for Compliance
Section is 407-893-3333.

3. Appendices: The following Appendices are attached as part of this permit:

a. Appendix A. Citation Formats and Glossary of Common Terms;
b. Appendix B. General Conditions;

c. Appendix C. Common Conditions; and

d. Appendix D. Common Testing Requirements. (if applicable)

4. Applicable Regulations, Forms and Application Procedures: Unless otherwise specified in this permit, the
construction and operation of the subject emissions units shall be in accordance with the capacities and
specifications stated in the application. The facility is subject to all applicable provisions of: Chapter 403,
F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C. Issuance of this permit
does not relieve the permittee from compliance with any applicable federal, state, or local permitting or
regulations.

5. New or Additional Conditions: For good cause shown and after notice and an administrative hearing, if
requested, the Department may require the permittee to conform to new or additional conditions. The
Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and
on application of the permittee, the Department may grant additional time. [Rule 62-4.080, F.A.C.]

6. Modifications: The permittee shall notify the Compliance Authority upon commencement of construction.
No new emissions unit shall be constructed and no existing emissions unit shall be modified without
obtaining an air construction permit from the Department. Such permit shall be obtained prior to beginning
construction or modification. [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]

7. Source Obligation:

(a) At such time that 4 particular source or modification becomes a major stationary source or major
modification (as these terms were defined at the time the source obtained the enforceable limitation)
solely by virtue of a relaxation in any enforceable limitation which was established after August 7,
1980, on the capacity of the source or modification otherwise to emit a pollutant, such as a restriction on
hours of operation, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply
to the source or modification as though construction had not yet commenced on the source or
modification.

(b) At such time that a particular source or modification becomes a major stationary source or major
modification (as these terms were defined at the time the source obtained the enforceable limitation)
solely by exceeding its projected actual emissions, then the requirements of subsections 62-212.400(4)
through (12), F.A.C., shall apply to the source or modification as though construction had not yet
commenced on the source or modification. [Rule 62-212.400(12), F.A.C.]
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SECTION 2. ADMINISTRATIVE REQUIREMENTS

8. Application for Permit Revision: This permit authorizes construction/modification of the permitted
emissions units and initial operation to determine compliance with Department rules. An air operation
permit revision is required for regular operation of the permitted emissions unit. The permittee shall apply
for an air operation permit revision at least 90 days prior to expiration of this permit, but no later than 180
days after commencing operation. The expiration date of this construction permit is November 30, 2010.
To apply for an operation permit revision, the applicant shall submit the appropriate application form,
compliance test results, and such additional information as the Department may by law require. The
application shall be submitted to the appropriate Permitting Authority with copies to the Compliance
Authority. [Rules 62-4.030, 62-4.050, 62-4.220 and Chapter 62-213, F.A.C.]

TransMontaigne Operating Co., L.P. Expiration Date: November 30, 2010 Air Permit No. 0090029-011-AC
Cape Canaveral Terminal Steam Boiler No. 3 and Back-Up Generator
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SECTION 3. EMISSIONS UNIT SPECIFIC CONDITIONS

A. Steam Boiler No. 3

This section of the permit addresses the following emissions unit.

ID No. | Emission Unit Description

028 |Steam Boiler No. 3 (Sellers-Ygnis; 4.2 MMBTU/hr).

PERFORMANCE RESTRICTIONS

1.

Permitted Capacity: The maximum hourly heat input rate averaged monthly is 4.2 MMBTU/hr.
[Rule 62-210.200(PTE), F.A.C. and construction permit 0090029-011-AC]

2. Methods of Operation: The boiler will be fired with natural gas as the primary fuel with no. 2 fuel utilized
as a backup or emergency fuel.

[Rule 62.210.200, (PTE), F.A.C. and construction permit 0090029-011-AC]

EMISSIONS STANDARDS

3. BACT Determined by DEP:

The amount of particulate and sulfur dioxide emissions from the boiler while firing no. 2 oil will be limited
by the firing of new no. 2 fuel oil having a sulfur content not to exceed 0.05 percent, by weight. The term
“new” means oil which has been refined from crude oil and has not been used.

[Rule 62-296.406(2)&(3), F.A.C. and construction permit 0090029-011-AC]

4. Visible Emissions. Visible emissions shall not exceed 20% opacity except for one two-minute period per
hour during which opacity shall not exceed 40%.

[Rule 62-296.406(1), F.A.C.]

TESTING REQUIREMENTS

5. Initial Compliance Tests: The emissions unit shall be tested to demonstrate initial compliance with the
emissions standards for visible emissions. The initial tests shall be conducted within 60 days after achieving
permitted capacity, but not later than 180 days after initial operation of the unit.

[Rules 62-4.070(3) and 62-297.310(7)(a)1, F.A.C.]

6. Annual Compliance Tests: The boiler (Steam Boiler No. 3) is not required to be tested for visible emissions
annually if the boiler burns liquid and/or solid fuel, other than during startup, for a total of 400 hours or less
during each federal fiscal year (October 1* to September 30™). If the boiler burns liquid and/or solid fuel,
other than during startup, for a total of more than 400 hours during a federal fiscal year (October 1* to
September 30™), the emissions unit (Steam Boiler No. 3) is required to be tested to demonstrate compliance
with the emissions standards for visible emissions prior to September 30 of the federal fiscal year when the
boiler burned liquid and/or solid fuel, other than during startup, for a total of more than 400 hours.

[Rule 62-297.310(7)(a)4, F.A.C.]

7. Test Requirements: The permittee shall notify the Compliance Authority in writing at least 15 days prior to
any required tests. Tests shall be conducted in accordance with the applicable requirements specified in
Appendix D (Common Testing Requirements) of this permit.

[Rule 62-297.310(7)(a)9, F.A.C.]
TransMontaigne Operating Co., L.P. Expiration Date: November 30, 2010 Air Permit No. 0090029-011-AC
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SECTION 3. EMISSIONS UNIT SPECIFIC CONDITIONS

A. Steam Boiler No. 3

8. Test Methods: Required tests shall be performed in accordance with the following reference methods.

Method

Description of Method and Comments

DEP 9

Visual Determination of Opacity of Emissions from Stationary Sources

The observation period is 30 minutes or the length of the batch/cycle.
No other method may be used unless prior written approval is received from the Department.
[Rule 62-297.401(9), F.A.C. and Appendix A of 40 CFR 60]

9. Sulfur Dioxide - Sulfur Content. The permittee shall demonstrate compliance with the liquid fuel sulfur

limit by providing a fuel analysis upon each fuel delivery to the boiler/heater fuel supply tank.
[Rules 62-213.440 and 62-296.406(3), F.A.C.]

10. The fuel sulfur content, percent by weight, for liquid fuels shall be evaluated using one of ASTM D2622-94,
ASTM D4294-90(95), ASTM 1552-95, ASTM D1266-91, or both ASTM D4057-88 and ASTM D129-91 or
latest editions.

[Rules 62-213.440, 62-296.406(3) and 62-297.440(1), F.A.C.]

RECORDS AND REPORTS

11. Operational Data: In order to demonstrate compliance with condition no. 1 the permittee shall maintain

records at the facility for a period of at least 5 years from the date the data is recorded. The records shall
contain the following:

Monthly
a)
b)
c)
d)

month

fuel type

heat input rate

certification from the fuel oil supplier
of the no. 2 fuel oil sulfur content

[Rules 62-4.070(3) and 62-213.440(1)(b)2., F.A.C.]
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SECTION 3. EMISSIONS UNIT SPECIFIC CONDITIONS
B. Back-Up Generator

This section of the permit addresses the following emissions unit.

ID No. | Emission Unit Description

029 [Back-Up Generator.

PERFORMANCE RESTRICTIONS

1. Restricted Operation: The hours of operation of the back-up generator shall not exceed 500 hours per
consecutive twelve months. [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]

2. Methods of Operation: The back-up generator will be fired with new no. 2 fuel oil having a sulfur content
not to exceed 0.05 percent, by weight, prior to June 1, 2010; and on June 1, 2010 and afterwards, the sulfur
content shall not exceed 0.0015 percent, by weight. The sulfur content shall be determined using one of
the ASTM methods listed in Specific Condition No. 7 of this section (Section 3.B. Back-Up Generator) of
the permit.

[Rules 62-4.070(3) and 62-210.200, (PTE), F.A.C.; and 40 CFR 80, Subpart I]

EMISSIONS STANDARDS

3. Visible Emissions. Visible emissions from the back-up generator shall not exceed 20 percent opacity.
[Rule 62-296.320(4)(b)1., F.A.C.]

4. Performance Standards: The Back-Up generator is subject to 40 CFR 60, Subpart IIII — Standards of
Performance for Stationary Compression Ignition (CI) Internal Combustion Engine (ICE). See specific
condition No. 6 of this section (Section 3.B. Back-Up Generator) regarding maintenance log.

[40 CFR 60, Subpart IIII] .

{Permitting Note: Under the federal rules, as long as an owner or operator operates and maintains a unit
according to the manufacturer’s written instructions or procedures over the life of the engine and the
manufacturer keeps its certification, the unit is not required by the federal rule to demonstrate compliance with
the emission limits. See specific condition No. 6 of this section (Section 3.B. Back-Up Generator)
regarding maintenance log.}

TESTING REQUIREMENTS

5. Test Requirements: There is no test requirement for the back-up generator unless the Department, after
investigation, has good reason to believe that any applicable emission standard contained in a Department
rule or in a permit issued pursuant to those rules is being violated. [Rules 62-4.070(3) and 62-297.310(7),
F.A.C]

MONITORING REQUIREMENTS

6. Maintenance Log: Maintain a log recording maintenance activity performed on back-up generator
according to the manufacturer’s written instructions or procedures over the life of the engine.

7. Sulfur Dioxide - Sulfur Content. The permittee shall demonstrate compliance with the liquid fuel sulfur
limit by providing a fuel analysis upon each fuel delivery to the fuel supply tank.
[Rules 62-213.440 and 62-296.406(3), F.A.C.]
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SECTION 3. EMISSIONS UNIT SPECIFIC CONDITIONS
B. Back-Up Generator

8. The fuel sulfur content, percent by weight, for liquid fuels shall be evaluated using one of ASTM D2622-94,
ASTM D4294-90(95), ASTM 1552-95, ASTM D1266-91, or both ASTM D4057-88 and ASTM D129-91 or
latest editions.

[Rules 62-213.440, 62-296.406(3) and 62-297.440(1), F.A.C.]

RECORDS AND REPORTS

9. Operational Data: In order to demonstrate compliance with specific conditions no. 1 and 2 of Section 3.B.
(Emissions Unit Specific Conditions, Back-Up Generator), the permittee shall maintain records at the
facility for a period of at least 5 years from the date the data is recorded. The records shall contain the
following: ’

Monthly
a)  month

b)  number of operational hours
c) certification from the fuel oil supplier
of the no. 2 fuel oil sulfur content

[Rules 62-4.070(3) and 62-213.440(1)(b)2., F.A.C.]
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