AIR CONSTRUCTION PERMIT 0090069-006-AC, PSD-FL-378A

SECTION I – FACILITY INFORMATION

DRAFT
Permittee:

	Brevard Energy, LLC
29261 Wall Street
	File No.

Permit No.
	0090069-006-AC

PSD-FL-378A

	Wixom, Michigan 48393
	SIC No.
	4953

	
	Project:
	Brevard County Solid Waste    Management Central Disposal   Facility 
SO2 Permit Limit Modification  Landfill Gas Engines

	Secondary Responsible Official (Energy Section):
	Expires:
	March 1, 2010

	Mr. Scott Salisbury, Managing Member
Primary Responsible Official (Brevard County Solid Waste Management Central Disposal Facility):
Mr. Euripides Rodriguez, Director
Solid Waste Management Department – Brevard County
	
	


Project and Location:

This permit is to set sulfur dioxide (SO2) best available control technology (BACT) emissions limit for the already permitted six (6) Caterpillar, Model G3520C, 2,233 brake-horsepower landfill gas-fired engines.  This permit modification will also address compliance demonstration requirements specified in the permit for determination of particulate matter with a mean diameter equal to or less than 10 microns (PM10) emissions and delete references to applicability of 40 Code of Federal Regulations (CFR) Part 63, Subpart ZZZZ, National Emissions Standards for Hazardous Air Pollutants (NESHAP) for Stationary Reciprocating Internal Combustion Engines.  The engines will generate up to a total of 9.6 megawatts (nominal rating) of electricity.  The project is located at the Brevard County Solid Waste Management Central Disposal Facility at 2250 Adamson Road, Cocoa, Brevard County.  UTM coordinates are Zone 17; 516.75 km E; 3140.57 km N.

Statement of Basis:

This construction permit is issued under the provisions of Chapter 403 of the Florida Statutes (F.S.), and the Florida Administrative Code (F.A.C.) Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297.  The above named permittee is authorized to modify the facility in accordance with the conditions of this permit and as described in the application, approved drawings, plans, and other documents on file with the Department of Environmental Protection (Department).

Attachments made a part of this permit:

	Appendix BD
	BACT Determination

	Appendix GC
	Construction Permit General Conditions

	Memorandum
	Alternate Testing Procedure


Note:  Double underlined indicates additions and strikethrough indicates deletions in the permit revision.

___________________________          _____________
Joseph Kahn, Director                                    Effective Date
Division of Air Resource Management
Facility Description

Brevard County Solid Waste Management Central Disposal Facility (Central Disposal Facility) operates a municipal solid waste (MSW) landfill in Cocoa, Brevard County which is allocated for Class I MSW.  Methane-rich landfill gas produced from the decomposition of disposed waste materials is being collected by a gas recovery system.  Brevard Energy, LLC operates an electrical generation plant at the Central Disposal Facility.  The collected gas is currently being diverted either to the flaring system or the landfill gas-fired engines for control.  In order to reduce the amount of landfill gas (LFG) wasted by flaring, all available LFG from the landfill will be supplied to Brevard Energy, LLC for use as fuel to power the proposed internal combustion (IC) engine electrical generation plant.  As a result of these changes, significant emission increases will occur for carbon monoxide (CO), particulate matter with an aerodynamic diameter of 10 microns or less (PM10), nitrogen oxides (NOx) and sulfur dioxide (SO2).
Regulatory Classification

The Central Disposal Facility is classified as a Major or Title V Source of air pollution because emissions of at least one regulated air pollutant, such as particulate matter (PM/PM10), SO2, NOx, CO, or volatile organic compounds (VOC) exceed 100 tons per year (TPY).  The landfill facility is also classified as a Title V source since the design capacity of the landfill is greater than 2.5 million cubic meters by volume or 2.5 million megagrams by mass.  
The facility is subject to the following regulations:

· 40 CFR 60, Subpart A, General Provisions;

· Subpart WWW, Standards of Performance for Municipal Solid Waste Landfills;

· 40 CFR 63, Subpart A, General Provisions; and
· 40 CFR 63, Subpart AAAA, National Emission Standards for Hazardous Air Pollutants (NESHAP) for          Municipal Solid Waste Landfills; and
· 40 CFR 63, Subpart ZZZZ, NESHAP for Stationary Reciprocating Internal Combustion Engines. 

The proposed landfill gas-fueled IC engine electrical generation plant are subject to the Prevention of Significant Deterioration (PSD) review with respect to Rule 62-210.200, F.A.C., due to its potential CO emissions being greater than 250 TPY.  Best Available Control Technology (BACT) determinations for CO, NOx and PM10 were set during the review of the original permit PSD-FL-378.  For this project, the permit will specify BACT emissions standards for SO2 only. 
Relevant Documents:

The permit revision request and additional information received to make it complete are not a part of this permit revision; however, the information is listed in the technical evaluation which is issued concurrently with this permit revision.

1. Regulating Agencies:  All documents related to applications for permits to operate, reports, tests, minor modifications and notifications shall be submitted to the Department’s Central District Office, 3319 Maguire Boulevard, Suite 232, Orlando, Florida 32803-3767.  All applications for permits to construct or modify emissions unit(s) subject to the Prevention of Significant Deterioration or Nonattainment (NA) review requirements should be submitted to the Bureau of Air Regulation (BAR), Florida Department of Environmental Protection (FDEP), 2600 Blair Stone Road, MS 5505, Tallahassee, Florida 32399-2400 (phone number 850/488-0114).

2. General Conditions:  The owner and operator are subject to and shall operate under the attached General Permit Conditions G.1 through G.15 listed in Appendix GC of this permit.  General Permit Conditions are binding and enforceable pursuant to Chapter 403 of the Florida Statutes. [Rule 62-4.160, F.A.C.]

3. Terminology:  The terms used in this permit have specific meanings as defined in the corresponding chapters of the Florida Administrative Code. 

4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise indicated in this permit, the construction and operation of the subject emissions unit shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of Chapter 403, F.S. and Florida Administrative Code Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296, 62-297 and the Code of Federal Regulations Title 40, Parts 60 and 63, adopted by reference in the Florida Administrative Code (F.A.C.) regulations.  The permittee shall use the applicable forms listed in Rule 62-210.900, F.A.C. and follow the application procedures in Chapter 62-4, F.A.C.  Issuance of this permit does not relieve the facility owner or operator from compliance with any applicable federal, state, or local permitting or regulations.  [Rules 62-204.800, 62-210.300 and 62-210.900, F.A.C.]

5. Expiration:  The permittee may, for good cause, request that this construction permit be extended.  Such a request shall be submitted to the Bureau of Air Regulation prior to 60 days before the expiration of the permit.  However, the permittee shall promptly notify the Department’s Central District Office of any delays in completion of the project which would affect the startup day by more than 90 days. [Rule 62-4.090, F.A.C]

6. Title V Permit:  This permit authorizes construction of the permitted emissions unit and initial operation to determine compliance with Department rules.  A Title V operation permit is required for regular operation of the permitted emission units.  The permittee shall apply for and obtain a Title V operation permit in accordance with Rule 62-213.420, F.A.C.  To apply for a Title V operation permit, the applicant shall submit the appropriate application form, compliance test results, and such additional information as the Department may by law require.  The application shall be submitted to the Department’s Bureau of Air Regulation and a copy to the Compliance Authority.  
[Rules 62-4.030, 62-4.050, 62-4.220 and Chapter 62-213, F.A.C.]

7. Source Obligation:  Authorization to construct shall expire if construction is not commenced within 18 months after receipt of the permit, if construction is discontinued for a period of 18 months or more, or if construction is not completed within a reasonable time.  This provision does not apply to the time period between constructions of the approved phases of a phased construction project except that each phase must commence construction within 18 months of the commencement date established by the Department in the permit. [Rule 62-212.400(12)(a), F.A.C.]. 

8. BACT Determination: For phased construction projects, the determination of best available control technology shall be reviewed and modified as appropriate at the latest reasonable time which occurs no later than 18 months prior to commencement of construction of each independent phase of the project.  At such time, the owner or operator of the applicable stationary source may be required to demonstrate the adequacy of any previous determination of best available control technology for the source.  [40 CFR 52.21(j)(4)] 

9. Annual Reports: Pursuant to Rule 62-210.370(3), F.A.C., Annual Operation Reports, the permittee is required to submit annual reports on the actual operating rates and emissions from this facility. Annual operating reports using DEP Form 62-210.900(4) shall be sent to the DEP’s Central District office by April 1st of each year.

10. Stack Testing Facilities: Stack sampling facilities shall be installed in accordance with Rule 62-297.310(6), F.A.C.

11. 
New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]
Subsection A.  SPECIFIC CONDITIONS
The Specific Conditions listed in this section apply to the following emission units:

	Emission Unit No.
	       Emission Unit Description

	004 - 009
	  Six Caterpillar Model G3520C landfill gas-fueled internal combustion engines and electrical generators.  Each engine has a power generation rating of 2,233 brake horsepower at 100 percent load.  The generator has a power output rating of 1,600 kilowatt.  The engines will be fueled exclusively with landfill gas (LFG) generated by and received from the Central Disposal Facility.  The landfill gas will go through a gas treatment system prior to combustion in the engines.  


A.
ADMINISTRATIVE PERFORMANCE REQUIREMENTS

1. Relation to Other Permits:  The conditions of this permit subsection revises allowable limits for SO2 , modifies permit compliance demonstrations for PM10 and deletes references to the applicability of 40 CFR 63, Subpart ZZZZ requirements.  Unless otherwise specified, these conditions are in addition to all other applicable permit conditions and regulatory requirements.  The permittee shall continue to comply with the conditions of Permit PSD-FL-378, which include restrictions and standards regarding capacities, production, operation, fuels, emissions, monitoring, record keeping, reporting, etc.  
[Rule 62-4.070(3), F.A.C.]

B.
CONTROL TECHNOLOGY

1.
H2S Continuous Monitoring System (CMS)Equipment:  The permittee shall install a H2S Continuous Monitoring System (CMS) to continuously monitor and record the concentration (dry basis) of H2S in the landfill gas before being burned in any engine at the Brevard Energy Center.  The CMS shall be calibrated, maintained, and operated according to the manufacturer specifications.  
The landfill gas may be monitored at only one location if monitoring at this location accurately represents the concentration of H2S in the fuel gas being burned.  The applicant shall notify the District of the location and this location shall be part of this permit.  
The performance evaluations for this H2S monitor shall be done using Performance Specification 7.  EPA Methods 11, 15, 15A, or 16 shall be used for conducting the relative accuracy evaluations.

The span value for this instrument is 1000 ppmvd H2S.
[Design; Rules 62-210.200(BACT) and 62-4.070(3), F.A.C.]

A.C
FUEL SPECIFICATIONS AND WORK PRACTICES

3.
Emissions Units Nos. 004-009 are subject to 40 CFR 60 Subpart WWW and certain sections of 40 CFR 63 Subparts AAAA and ZZZZ adopted by the Department at Rule 62-204.800(8)(b) and 62-204.800(11)(b), F.A.C.  [Rules 62-204.800 and 62-210.300, F.A.C.]
B.D
EMISSION AND PERFORMANCE REQUIREMENTS
6.
Sulfur Dioxide (SO2):  The emission rate of SO2 from each engine/generator set shall not exceed 2.64 lb/hr and 11.55 tons/year (TPY).  The total SO2 emissions from the six engines shall not exceed 69.3 TPY  27.5 pound per million standard cubic feet (lb/MMscf). 
[Rule 62-212.400(12), F.A.C., Original Permit Condition III.B. 6]
{Permitting Note: Project avoids PSD review based on permit limits.} 

8.
Hydrogen Sulfide (H2S):  The concentration of H2S from the landfill gas shall not exceed 455 ppmv on a weekly rolling average nor shall it exceed 550 ppmv on a 24-hour rolling average basis.  The concentration of H2S shall be measured by the continuous monitoring system.

[Rules 62-212.400 and 62-4.070(3), F.A.C.]
C. E
TEST METHODS AND PROCEDURES

2.
Initial (I), Annual (A) and permit renewal (R) compliance tests shall be performed in accordance with the following reference methods as described in 40 CFR 60, Appendix A and 40 CFR 51 Appendix M, adopted by reference in Chapter 62-204.800, F.A.C.  Initial, annual and renewal compliance tests shall be conducted on only one of the six engines.  A different engine shall be tested each year such that all engines are tested during the six-year cycle.

(a) through (e).  No change 
(f) EPA Method 5, 201 or a combined Method 5/202 as an alternate test method – Determinations of PM10 Emissions (I, A).
(g) EPA Reference Method 6 - Determinations of SO2 Emissions (I, A).
EPA Methods 1 through 4 shall be used as necessary to support other test methods.  No other test methods may be used for compliance testing unless prior DEP approval is received, in writing, from the Department.  
[Rule 62-297.310(7), F.A.C. and FDEP Emissions Monitoring Section Memo dated February 4, 2008;  Original Permit Condition III.C. 2] 

3.
Sulfur and Chlorine Content Gas Analysis:  The permittee shall comply with the following requirements to monitor the sulfur and chlorine content of the landfill gas:

a.
At least 180 days prior to commercial startup of the engines, tThe permittee shall sample and analyze the landfill gas for sulfur as H2S and chlorine content.  The gas sample collected for the analyses shall be a composite sample and collected under normal operating conditions (i.e., with valves open for all operating cells).  The gas sample collection and analyses for sulfur as H2S and chlorine content shall be done semi-annually.  Based on the sampling results and Rule 62-297.310(7)(b), F.A.C., the Department may request additional gas sampling and analyses.  Results shall be reported as SO2 and HCl emission factors in terms of lb/MMscf (equivalence in ppmvd) and lb/MMBtu of landfill gas.
b. through d. no change.

[Rule 62-297.310(7), F.A.C.; Original Permit Condition III.C. 3] 

D.F

RECORKEEPING, REPORTING AND MONITORING REQUIREMENTS
2. The permittee shall maintain the following reports and records on a monthly basis:

(a) through (c).  No change 

(d) Exceedances of the allowed H2S ppmvd concentrations:

· The date that the exceedance occurred;

· An explanation of the exceedance;

· A description of the action taken, if any.

· For any periods for which monitoring data are not available, any changes made in operation of the CMS system during the period of data unavailability which could affect the ability of the system to meet the applicable H2S limit.  Operations of the CMS system and affected facility during periods of data unavailability are to be compared with operation of the CMS system and affected facility before and following the period of data unavailability.

· A written statement, signed by a responsible official, certifying the accuracy and completeness of the information contained in the report.

[Rules 62-4.070(3) and 62-210.200(BACT), F.A.C.; Original Permit Condition III.D. 4]
Brevard Energy, LLC
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