Permittee:


Facility Number: 0090112

R. A. Connor Paving, Inc.

Permit Number: 0090112-003-AC

5101 W. Eau Gallie Blvd.

Expiration Date: October 30, 2007
Melbourne, Florida  32936

County: Brevard



Latitude/Longitude:

Attention: Robert Connor, President                                              28° 07' 10"N/80° 42' 52"W


Project: Air Curtain Incinerator

This permit is issued under the provisions of Chapter(s) 403, F.S., and Florida Administrative Code Rule(s) 62-210.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents attached hereto or on file with the Department and made a part hereof and specifically described as follows:

This is an after-the-fact construction permit.  The permittee can operate an Air Burners Mode S-327 refractory lined air curtain incinerator (ACI).  The firebox (open box or pit) dimensions are 37 ft. 4 in. by 11 ft. 10 in. by 9 ft. 7 in.  The new ACI was installed in the same location as the previous ACI.

The facility is located at 5101 West Eau Gallie Boulevard, Melbourne, Brevard County, Florida.
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OPERATING CONDITIONS
1. The maximum permitted operation hours are 2080 hours per consecutive twelve months, updated monthly, per the application.

[Rule 62-210.200(203), (PTE), F.A.C.]


 2. 
The maximum permitted combustion rate is 20,800 tons of wood waste per consecutive twelve months, updated monthly, per the application.


[Rule 62-210.200(203), (PTE), F.A.C.]

 3.
The following operational conditions must be adhered to [Rule 62-296.401(7), F.A.C.]:

a)   
The following dimensions for the pit must be strictly adhered to: no more than 12 feet wide, between 8 and 15 feet deep, and no longer than the length of the manifold. The pit shall not be dug within a previously active portion of a landfill.

b)   
The only materials that can be burned in the air curtain incinerator are wood wastes consisting of trees, logs, large brush, stumps relatively free of soil, unbagged leaves and yard trash, tree surgeon debris, and clean dry lumber such as pallets.

c)   
The burning of sawdust, paper, trash, tires, garbage, plastics, liquid wastes, chemically treated or painted wood, and other similar materials is expressly prohibited.

d)   
Only virgin oil, natural gas, or liquefied petroleum gas may be used to start the fire. The use of waste oil, chemicals, gasoline, or tires is expressly prohibited. 

e)
In no case shall an air curtain incinerator be started before sunrise. For refractory lined air curtain incinerators, charging must have completely stopped before sunset. For all other air curtain incinerators, charging must have completely stopped two hours before sunset.

f)   
New air curtain incinerators must be located at least three hundred (300) feet from any pre-existing occupied building located off site. Air curtain incinerators existing as of October 1, 1986, must be located at least two hundred (200) feet from any occupied building located off site. The Department may issue a permit for an air curtain incinerator which does not meet this setback if the applicant submits with the application a signed affidavit from the owner(s) of all occupied buildings within the setback area that waives the setback requirement.

g)   
The material shall not be loaded into the air curtain incinerator such that it will protrude above the air curtain.  

h)    
Ash shall not be allowed to build up in the pit to higher than 1/3 the pit depth or to the point where the ash begins to impede combustion, whichever occurs first.

i)   
A detailed operation and maintenance guide must be available to the operators at all times, and the permittee must provide the proper training to all operators before they work at the incinerator. The Department may request a copy of this guide.

EMISSION LIMITS
 4.  
The emission limitations for this air curtain incinerator are as follows [Rule 62-296.401(7), F.A.C.]:

a)    
Outside of startup periods, no visible emissions (5 percent opacity or less) shall be allowed, except that an opacity of up to 20 percent shall be permitted for not more than three minutes in any one hour.

b)    
During startup periods, which shall not exceed the first 30 minutes of operation, an opacity of up to 35 percent, averaged over a six-minute period, shall be allowed.

c)   
The general excess emissions rule, Rule 62-210.700, F.A.C., shall not apply to air curtain incinerators.

 5.
No person shall cause, suffer, allow or permit the discharge of air pollutants which cause or contribute to an objectionable odor. An objectionable odor is defined as any odor present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.

      
[Rule 62-296.320(2), F.A.C.]

COMPLIANCE
 6.
In order to demonstrate compliance with condition numbers 1 and 2, the permittee shall maintain a log at the facility for a period of at least 5 years from the date the data is recorded. The log at a minimum shall contain the following:

     
Monthly

a)
designation of the month and year of operation for which the records are being tabulated

      
b)
consecutive 12 month total of wood waste burned (tons) and operation time (hours)

      
[Rule 62-4.070(3), F.A.C.]

Note:  A consecutive 12 month total is equal to the total for the month in question plus the totals for the eleven months previous to the month in question. A consecutive 12-month total treats each month of the year as the end of a 12-month period. A 12-month total is not a year-to-date total. Facilities that have not been operating for 12 months should retain 12 month totals using whatever number of months of data are available until such a time as a consecutive 12 month total can be maintained each month.

 7.
The emission unit must be tested for visible emissions in accordance with DEP Method 9 for 30 minutes during startup and for 60 minutes during normal operation. The visible emission tests shall be conducted no later than March 30, 2007. 


[Rules 62-297.310(7)(a)4.a. and 62-4.070(3), F.A.C.]

 8.
At least 15 days prior to the date on which each formal compliance test is due to begin, the permittee shall provide written notification of the test to the air compliance section of this office. The notification must include the following information: the date, time, and location of each test; the name and telephone number of the facility's contact person who will be responsible for coordinating the test; and the name, company, and telephone number of the person conducting the test.

      
[Rule 62-297.310(7)(a)9., F.A.C.]

 9.
The maximum operation rate (combustion rate) for the incinerator is 10 tons of wood wastes per hour.  Testing of emissions shall be conducted with the emissions unit operation at permitted capacity. Permitted capacity is defined as 90 to 100 percent of the maximum operation rate allowed by the permit. If it is impractical to test at permitted capacity, an emissions unit may be tested at less than the minimum permitted capacity; in this case, subsequent emissions unit operation is limited to 110 percent of the test load until a new test is conducted. Once the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the permitted capacity.

      
[Rule 62-297.310(2), F.A.C.]

10.  
The weight and type of material burned must be entered in the visible emissions test report. 


[Rule 62-4.070(3), F.A.C.]

11.
Reports of the required compliance tests shall be filed with the air compliance section of this office as soon as practical but no later than 45 days after the last test is completed.

      
[Rule 62-297.310(8)(b), F.A.C.]

12.
The owner or operator shall complete DEP Form No. 62-210.900(5), F.A.C. "Annual Operating Report for Air Pollutant Emitting Facility", including the Emissions Report, for each calendar year and submit to the air compliance section of this office on or before March 1 of the following year.

      
[Rule 62-210.370(3), F.A.C.]

PERMIT APPLICATION
13.
An operating permit is required for operation of this source.  To obtain a permit, the permittee must demonstrate compliance with the conditions of the construction permit and submit the application fee, along with the compliance test results and Application for Air Permit to the Department's Central District Office [Rule 62-4.220, F.A.C.].  The application shall be submitted no later than 180 days after receipt of this permit.

[Rule 62-4.220, F.A.C.]
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Program Administrator




Air Resources Management




Issued: 



