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1. GENERAL PROJECT INFORMATION
Air Pollution Regulations
Projects at stationary sources with the potential to emit air pollution are subject to the applicable environmental laws specified in Section 403 of the Florida Statutes (F.S.).  The statutes authorize the Department of Environmental Protection (Department) to establish regulations regarding air quality as part of the Florida Administrative Code (F.A.C.), which includes the following applicable chapters:  62-4 (Permits); 62-204 (Air Pollution Control – General Provisions); 62-210 (Stationary Sources – General Requirements); 62-212 (Stationary Sources – Preconstruction Review); 62-213 (Operation Permits for Major Sources of Air Pollution); 62-296 (Stationary Sources - Emission Standards); and 62-297 (Stationary Sources – Emissions Monitoring).  Specifically, air construction permits are required pursuant to Chapters 62-4, 62-210 and 62-212, F.A.C.
In addition, the U. S. Environmental Protection Agency (EPA) establishes air quality regulations in Title 40 of the Code of Federal Regulations (CFR).  Part 60 specifies New Source Performance Standards (NSPS) for numerous industrial categories.  Part 61 specifies National Emission Standards for Hazardous Air Pollutants (NESHAP) based on specific pollutants.  Part 63 specifies NESHAP based on the Maximum Achievable Control Technology (MACT) for numerous industrial categories.  The Department adopts these federal regulations in Rule 62-204.800, F.A.C.
Glossary of Common Terms
Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of this permit.
Facility Description and Location
[bookmark: _Hlk492453896]Ranger Construction Industries Facility is an existing asphalt plant, which is categorized under Standard Industrial Classification Code No. 2951.  Some of the existing plant was removed from the site for maintenance/storage, but will be returned in the event of a paving project.   The existing facility is located in Brevard County at 4210 Old Dixie Highway in Malabar, Florida.  The UTM coordinates are Zone 17, 545.43 km East and 3091.86 km North.  This site is in an area that is in attainment (or designated as unclassifiable) for all air pollutants subject to Ambient Air Quality Standards (AAQS).
Facility Regulatory Categories
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility does not operate units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is not a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is not a major stationary source in accordance with Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.
· This facility is a synthetic non-Title V source by Rule 62-210.300(3)(c)2., F.A.C. 
Project Description
This project consists of the construction (reconstruction) of a 350 TPH (tons per hour) Astec Industries, Inc. Drum Mix Asphalt Plant.  Some of the existing plant was removed from the site for maintenance/storage, but will be returned in the event of a paving project.  A primary cyclone followed by a baghouse, manufactured by ASTEC, Model No. RBH-58: D.B., controls particulate emissions.  The baghouse has an air-to-cloth ratio of 5.4 to 1 and a particulate matter (PM) collection efficiency of approximately 99 percent in the 0.3 to 10-micron range.  Fuels authorized are natural gas, new No. 2, No. 3, No. 4, and No. 5 fuel oil, and On-Specification used fuel oil; all liquid fuels shall not exceed 1.0 percent sulfur content by weight.  

Processing Schedule
September 28, 2017	Received the application for a minor source air pollution construction permit.
October 6, 2017	Received processing fee.
October 30, 2017	Application considered to be complete.
2. PSD APPLICABILITY
The project is located in Brevard County which is in an area that is currently in attainment with the AAQS or is otherwise designated as unclassifiable.  The proposed project is a synthetic minor source, based on the current potential to emit for carbon monoxide emissions and particulate matter emissions (PM); therefore, the project is not subject to a PSD preconstruction review.
3. DEPARTMENT REVIEW
Brief Discussion of proposed project, equipment, controls etc.
This is an air construction permit, which authorizes the construction (reconstruction) of an existing 350 TPH (tons per hour) Astec Industries, Inc. Drum Mix Asphalt Plant.  Some of the existing plant was removed from the site for maintenance/storage, but will be returned in the event of a paving project.  A primary cyclone followed by a baghouse, manufactured by ASTEC, Model No. RBH-58: D.B., controls particulate emissions.  The baghouse has an air-to-cloth ratio of 5.4 to 1 and a particulate matter (PM) collection efficiency of approximately 99 percent in the 0.3 to 10-micron range.  Fuels authorized are natural gas, new No. 2, No. 3, No. 4, and No. 5 fuel oils, and On-Specification used fuel oil; all liquid fuels shall not exceed 1.0 percent sulfur content by weight.  
The applicant’s consultant has requested that the facility’s classification is synthetic minor source by Rule 62-210.300(3)(c)2., F.A.C.   The rule is listed below.  Facilities meeting the following conditions are conditionally exempt from Title V permitting:
2. Facilities comprising asphalt concrete plants, provided the following conditions are met.
a. The production rate of asphaltic concrete shall not exceed 500,000 tons in any consecutive twelve-month period.
b. Fuel oil consumption shall not exceed 1.2 million gallons in any consecutive twelve-month period.
c. Fuel oil shall not exceed 1.0 percent sulfur content, by weight. The owner shall maintain records to demonstrate that each shipment of fuel oil has 1.0 percent or less.
d. Particulate matter (PM) emissions shall not exceed 0.04 grains per dry standard cubic foot averaged over a three-hour period, if the facility is subject to 40 C.F.R. 60.90, Subpart I. If the facility is not subject to Subpart I, it shall not exceed the applicable particulate emission limiting standard pursuant to paragraph 62-296.320(4)(a), F.A.C., and its hours of operation shall not exceed 4,000 hours in any consecutive twelve-month period.

Pursuant to Rule 62-210.370(3), F.A.C., the Annual Operating Report for Air Pollutant Emitting Facility (DEP Form No. 62-210.900(5)) shall be completed each year for the following facilities: 

(a)	All Title V sources. 
(b)	All synthetic non-Title V sources. 
(c)	All facilities with the potential to emit ten (10) tons per year or more of volatile organic compounds or twenty-five (25) tons per year or more of nitrogen oxides and located in an ozone nonattainment area or ozone air quality maintenance area. 
(d)	All facilities for which an annual operating report is required by rule or permit. 
Because the facility is currently classified as a synthetic non-Title V facility for carbon monoxide emissions and particulate matter emissions, an Annual Operating Report is required to be submitted. 
[bookmark: _GoBack]
Brief Discussion of Emissions
Based on Application No. 0090122-008-AC, the potential to emit emissions for the asphalt plant (based on 350 tons per hour operating rate, 500,000 tons/year production, and using 1.2 million gallons of fuel oil) are the following:
a.	Particulate Matter (PM): 40.55 tpy 
b.	Sulfur Dioxide: 14.50 tpy 
c.	Nitrogen Oxide: 13.75 tpy
d.	Carbon Monoxide: 32.5 tpy
e.	VOC: 8.0 tpy	

State Requirements

Operating Rate During Testing: Testing of emissions shall be conducted within 90 to 100 percent of the maximum permitted operation rate of 350 tons/hour.  If it is impracticable to test at the maximum permitted operating rate, then the emission unit may be tested at a lesser rate.  In this case, subsequent emission unit operation is limited to 110 percent of the test load until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purposes of additional compliance testing to regain the authority to operate at the permitted capacity.  [Rule 62-297.310(2), F.A.C.] 

Federal NSPS Provisions

· NSPS, 40 CFR 60 Subpart A, General Provisions. 
· NSPS, 40 CFR 60 Subpart I, Standard of Performance for Hot Mix Asphalt Facilities.
Federal NESHAP Provisions
There are no applicable requirements.
Other Draft Permit Requirements
· Permitted Capacity:  This emission unit is limited to the following operating parameters:
a. [bookmark: _Hlk499040583]The process rate shall not exceed 500,000 tons of a virgin or recycled mix asphalt product per any consecutive 12-month period.  
b. The daily average maximum operating rate shall not exceed 350 tons of a virgin or recycled mix asphalt concrete product per hour.
c. Total fuel oil consumption shall not exceed 1.2 million gallons per any consecutive 12-month period.  
d. The maximum sulfur content for all fuels fired shall not exceed 1.0 percent by weight.
· Authorized Fuel:  The asphalt plant is permitted to only use the following fuels: 
a. [bookmark: _Hlk499108532]New No. 2, No. 3, No. 4, and No. 5 fuel oil; or
b. [bookmark: _Hlk492383425]On-Specification used fuel oil; or
c. Natural Gas.

4. PRELIMINARY DETERMINATION
The Department makes a preliminary determination that the proposed project will comply with all applicable state and federal air pollution regulations as conditioned by the draft permit.  This determination is based on a technical review of the complete application, reasonable assurances provided by the applicant, and the conditions specified in the draft permit.  No air quality modeling analysis is required because the project does not result in a significant increase in emissions.  Mr. Jeff Rustin, P.E., is the project engineer responsible for reviewing the application and drafting the permit.  Additional details of this analysis may be obtained by contacting the project engineer at the Department’s Central District Office, 3319 Maguire Boulevard, Suite 232, Orlando, FL 32803-3767, phone (407) 897-2930, or by email jeff.rustin@dep.state.fl.us. 
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