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SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS 
A.  EU 001 - Drum Mix Asphalt Plant
PERMITTEE
	[bookmark: _Hlk492380064]Ranger Construction Industries, Inc.
101 Sansbury Way
West Palm Beach, Florida 33411
Authorized Representative:
Tom Rehyansky, Environmental Manager
	Air Permit No. 0090122-008-AC
Permit Expires: December 30, 2022
Synthetic Minor Air Construction Permit
[bookmark: _Hlk492380121][bookmark: _Hlk491951059]Ranger Construction Industries Facility
Ranger Air Construction Permit


Project
[bookmark: _Hlk492379985][bookmark: _Hlk499036271][bookmark: _Hlk499039749][bookmark: _Hlk499038670][bookmark: _Hlk499045210][bookmark: _Hlk492380045]This is the final air construction permit, which authorizes the construction (reconstruction) of a 350 TPH (tons per hour) Astec Industries, Inc. Drum Mix Asphalt Plant.  Some of the existing plant was removed from the site for maintenance/storage.  The equipment will be returned to the site in the event of a paving project; an additional air construction permit will not be required at that time.  This permit authorizes the return of the equipment to the site.  A primary cyclone followed by a baghouse, manufactured by ASTEC, Model No. RBH-58: D.B., controls particulate emissions.  The baghouse has an air-to-cloth ratio of 5.4 to 1 and a particulate matter (PM) collection efficiency of approximately 99 percent in the 0.3 to 10-micron range.  Fuels authorized are natural gas, new No. 2, No. 3, No. 4, and No. 5 fuel oil, and On-Specification used fuel oil; all liquid fuels shall not exceed 1.0 percent sulfur content by weight.  The proposed work will be conducted at the Ranger Construction Industries, which is an asphalt plant categorized under Standard Industrial Classification No. 2951.  The facility is located in Brevard County at 4210 Old Dixie Highway in Malabar, Florida.  The UTM coordinates are Zone 17, 545.43 km East and 3091.86 km North.  
This final permit is organized into the following sections:  Section 1 (General Information); Section 2 (Administrative Requirements); Section 3 (Emissions Unit Specific Conditions); and Section 4 (Appendices).  Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of Section 4 of this permit.  
STATEMENT OF BASIS
This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  The permittee is authorized to conduct the proposed work in accordance with the conditions of this permit.  This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C. and is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.
Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under Section 120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel (Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000) and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.
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EXECUTION AND CLERKING

Executed in Orlando, Florida.

[image: C:\Users\rush_k\AppData\Local\Microsoft\Windows\INetCache\Content.Word\Kim signature.jpg]STATE OF FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION


________________________
Kimberly Rush, P.E.
Program Administrator
Permitting and Waste Cleanup Program


CERTIFICATE OF SERVICE
The undersigned duly designated deputy clerk hereby certifies that this permit and all copies were sent on the filing date below to the following listed persons:

[bookmark: _Hlk492381055]Tom Rehyansky, Ranger Construction Industries, Inc., tom.rehyansky@rangerconstruction.com  
Roger Caldwell, Beatty Environmental Services, LLC, roger@beattyenv.com 
Alan Zahm, P.E., AZ Air Consulting, LLC, alanzahm@comcast.net   
FDEP: Reggie Phillips, Jeff Rustin, P.E.


FILING AND ACKNOWLEDGMENT
FILED, on this date, pursuant to Section 120.52, F. S., with the designated Department Clerk, receipt of which is hereby acknowledged.
[image: ]

_________________________	  January 31, 2018
Clerk                    	       		  Date
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FINAL PERMIT

Ranger Construction Industries Facility	Air Permit No. 0090122-008-AC
Ranger Air Construction Permit 	Synthetic Minor Air Construction Permit
Page 3 of 9
PROPOSED PROJECT
[bookmark: _Hlk499036893]The permittee is authorized to construct (reconstruct) a 350 TPH (tons per hour) Astec Industries, Inc. Drum Mix Asphalt Plant.  Some of the existing plant was removed from the site for maintenance/storage.  The equipment will be returned to the site in the event of a paving project; an additional air construction permit will not be required at that time.  This permit authorizes the return of the equipment to the site.  A primary cyclone followed by a baghouse, manufactured by ASTEC, Model No. RBH-58: D.B., controls particulate emissions.  The baghouse has an air-to-cloth ratio of 5.4 to 1 and a particulate matter (PM) collection efficiency of approximately 99 percent in the 0.3 to 10-micron range.  Fuels authorized are natural gas, new No. 2, No. 3, No. 4, and No. 5 fuel oils, and On-Specification used fuel oil; all liquid fuels shall not exceed 1.0 percent sulfur content by weight.  
This project will add the following emissions unit.
	EU No.
	Emission Unit Description

	[bookmark: _Hlk499036850]001
	Drum Mix Asphalt Plant, Rule 62-210.300(3)(c)2., F.A.C.   



[bookmark: _Hlk493144657]Exempt Unit:  Asphalt Heater
Facility Regulatory Classification
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility does not operate units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is not a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is not a major stationary source in accordance with Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.


SECTION 1.  GENERAL INFORMATION 
· [bookmark: _Hlk499555786]This facility is a synthetic non-Title V source by Rule 62-210.300(3)(c)2., F.A.C.
1. Permitting Authority:  The permitting authority for this project is the Florida Department of Environmental Protection, Central District Permitting and Waste Cleanup Program.  The Central District’s mailing address and phone number is:
Florida Department of Environmental Protection
Central District Office
3319 Maguire Boulevard, Suite 232
Orlando, Florida 32803-3767
Telephone: 407-897-4100

Except as otherwise specified in this permit, the required submittals, such as certifications, monitoring reports, notifications, etc., shall be submitted to the Department in a digital format via electronic mail, CD or DVD, or through file transfer site, when practicable.   The electronic mail address is DEP_CD@dep.state.fl.us. All submittals shall clearly identify the Air Permit No. 0090122-008-AC.

2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the Central District’s Compliance Assurance Program. (use the above mailing or e-mail address).
3. Appendices:  The following Appendices are attached as a part of this permit:  Appendix A (Citation Formats and Glossary of Common Terms); Appendix B (General Conditions); Appendix C (Common Conditions); and Appendix D (Common Testing Requirements).  
4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.
5. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]
6. Modifications:  The permittee shall notify the Compliance Authority upon commencement of construction.  No new emissions unit shall be constructed and no existing emissions unit shall be modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]
7. Construction and Expiration:  The expiration date shown on the first page of this permit provides time to complete the physical construction activities authorized by this permit, complete any necessary compliance testing, and obtain an operation permit.  Notwithstanding this expiration date, all specific emissions limitations and operating requirements established by this permit shall remain in effect until the facility or emissions unit is permanently shut down.  For good cause, the permittee may request that a permit be extended.  Pursuant to Rule 62-4.080(3), F.A.C., such a request shall be submitted to the Permitting Authority in writing before the permit expires.  [Rules 62-4.070(3) & (4), 62-4.080 & 62-210.300(1), F.A.C.]
8. Annual Operating Report:  The permittee shall submit an annual report that summarizes the actual operating rates and emissions from this facility.  Annual operating reports (AORs) shall be submitted electronically to the Compliance Authority by April 1st of each year.  Go to the following website for the latest information about electronic submittal of AORs:
	http://www.dep.state.fl.us/air/emission/eaor/default.htm 
[Rule 62-210.370(3), F.A.C.]
9. [bookmark: _Hlk491954697]Operation Permit Application:  Within 180 days after commencement of operation of the asphalt plant, the permittee shall apply for a Non-Title V operation permit.  To apply for a Non-Title V operation permit, the applicant shall submit the following: 
a. the appropriate permit application form (see current version of Rule 62-210.900, F.A.C. (Forms and Instructions), and/or FDEP Division of Air Resource Management website at: http://www.dep.state.fl.us/air/ ); 
b. the appropriate operation permit application fee from Rule 62-4.050(4)(a), F.A.C.; and
c. copies of the most recent compliance test reports required by Specific Condition No. 7. and 8., if not previously submitted; and
d. copies of the most recent two months of records/logs specified in Specific Condition No. 17.
[Rules 62-4.030, 62-4.050, 62-4.070(3), 62-4.090, 62-210.300(2), and 62-210.900, F.A.C.]	 
(1) 
(1) 
SECTION 2.  ADMINISTRATIVE REQUIREMENTS 

This section of the permit addresses the following emissions unit.
	EU No.
	Emission Unit Description

	001
	[bookmark: _Hlk492369626]Drum Mix Asphalt Plant   


[bookmark: _Hlk499036926]The applicant’s consultant has requested that the facility’s classification is synthetic minor source by Rule 62-210.300(3)(c)2., F.A.C.   The permittee is authorized to construct (re-construct) a 350 TPH (tons per hour) Astec Industries, Inc. Drum Mix Asphalt Plant.  Some of the existing plant was removed from the site for maintenance/storage.  The equipment will be returned to the site in the event of a paving project; however, another air construction permit will not be required.  This permit authorizes the return of the equipment to the site.  A primary cyclone followed by a baghouse, manufactured by ASTEC, Model No. RBH-58: D.B., controls particulate emissions.  The baghouse has an air-to-cloth ratio of 5.4 to 1 and a particulate matter (PM) collection efficiency of approximately 99 percent in the 0.3 to 10-micron range.  Fuels authorized are natural gas, new No. 2, No. 3, No. 4, and No. 5 fuel oils, and On-Specification used fuel oil; all liquid fuels shall not exceed 1.0 percent sulfur content by weight.  
Equipment
1. [bookmark: _Hlk492368453][bookmark: _Hlk499040917]Equipment:  The applicant’s consultant has requested that the facility’s classification is synthetic minor source by Rule 62-210.300(3)(c)2., F.A.C.   The permittee is authorized to construct (re-construct) a 350 TPH (tons per hour) Astec Industries, Inc. Drum Mix Asphalt Plant.  A primary cyclone followed by a baghouse, manufactured by ASTEC, Model No. RBH-58: D.B., controls particulate emissions.  The baghouse has an air-to-cloth ratio of 5.4 to 1 and a particulate matter (PM) collection efficiency of approximately 99 percent in the 0.3 to 10-micron range.  Fuels authorized are natural gas, new No. 2, No. 3, No. 4, and No. 5 fuel oils, and On-Specification used fuel oil; all liquid fuels shall not exceed 1.0 percent sulfur content by weight.    [Application No. 0090122-008-AC]
PERFORMANCE RESTRICTIONS
2. Permitted Capacity:  This emission unit is limited to the following operating parameters:
a. [bookmark: _Hlk499040583]The process rate shall not exceed 500,000 tons of a virgin or recycled mix asphalt product per any consecutive 12-month period.  
b. The daily average maximum operating rate shall not exceed 350 tons of a virgin or recycled mix asphalt concrete product per hour.
c. Total fuel oil consumption shall not exceed 1.2 million gallons per any consecutive 12-month period.  
d. The maximum sulfur content for all fuels fired shall not exceed 1.0 percent by weight.
[bookmark: _Hlk492045021][Application No. 0090122-008-AC and Rule 62-210.200(223), “Potential to Emit,” F.A.C.]
3. Authorized Fuel:  The asphalt plant is permitted to only use the following fuels: 
a. [bookmark: _Hlk499108532]New No. 2, No. 3, No. 4, and No. 5 fuel oil; or
b. [bookmark: _Hlk492383425]On-Specification used fuel oil; or
c. Natural Gas.
[bookmark: _Hlk490742627][Application No. 0090122-008-AC and Rule 62-210.200(223), “Potential to Emit,” F.A.C.]










4. Used Fuel Oil Specifications: The permittee shall not burn off-specification reclaimed fuel oil.  For each delivery of on-specification used fuel oil, the vendor shall provide an analysis documenting the fuel oil meets the following requirements of 40 CFR 761.20(e)(2) and (3) and 40 CFR 279.11 (July 1, 2004):

	Constituent/Property
	Allowable Level
	Test Methods

	Arsenic
	5 ppm maximum
	Test Methods Used in EPA SW-846

	Cadmium
	2 ppm maximum
	Test Methods Used in EPA SW-846

	Chromium
	10 ppm maximum
	Test Methods Used in EPA SW-846

	Lead
	100 ppm maximum
	Test Methods Used in EPA SW-846

	Total Halogens
	Shall not exceed 1,000 ppm
	Test Methods Used in EPA SW-846

	Flash Point
	100˚F minimum
	Test Methods Used in EPA SW-846

	PCB’s
	Shall be less than 2 ppm
	Test Methods Used in EPA SW-846


[Rules 62-4.070(3), and 62-710.210, F.A.C.]

5. Unconfined Emissions of Particulate Matter (PM): In addition to the conditions in Appendix C, Condition No. 10, the following reasonable precautions shall be followed:
a. Paving and maintenance of roads, parking area, and yards.
b. Application of water to paved and unpaved roads, parking areas, and yards to control emissions.
c. The use of sprinklers on stock piles if necessary.
d. Removal of particulate matter from roads and other paved areas under the control of the owner of operator of the facility to prevent the reentrainment, and from buildings or work areas to prevent particulate from becoming airborne.
e. Landscaping or planting of vegetation.
f. Limit the material drop height whenever possible.
If operating experience indicates that these reasonable precautions are not sufficient to control unconfined PM emissions, the Department reserves the right to require additional measures. 	
[Rules 62-4.070(3), 62-210.300(3)(c)2.e., and 62-296.320(4)(c), F.A.C.] 
EMISSIONS STANDARDS
6. Emissions Standards:
a. Visible Emission (VE): VE shall not be equal or greater than 20 percent opacity. 
[40 CFR 60 Subpart I, 60.92(a)(2)]
b. Particulate Matter (PM): PM emission shall not exceed 0.04 grains per dry standard cubic foot averaged over a three (3) hour period. 
[40 CFR 60 Subpart I, 60.92(a)(1)]
TESTING REQUIREMENTS
7. [bookmark: _Ref491071027]Initial Compliance Tests (after startup):  This emissions unit shall be tested to demonstrate initial compliance (after startup of the unit) with the emissions standards for visible and PM emissions.  The initial tests shall be conducted within 60 days after achieving permitted capacity, but not later than 180 days after initial operation of the unit (after startup).  [Rule 62-4.070(3), F.A.C.; and 40 CFR 60.8(a)]
8. [bookmark: _Ref491071634]Initial PM Test (after startup):  The PM stack test shall be composed of 3 runs.  The sampling time for each run shall be at least 60 minutes, and the sample volume shall be at least 31.8 dry standard cubic feet (dscf).
[40 CFR 60.93]
9. Initial Visible Emissions Test (after startup):  For determining initial compliance (after startup), the minimum total time of observations shall be 30 minutes for the visible emissions performance test.  The opacity test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur, which is typically is at the highest expected operating rate. [40 CFR 60.93(b)(2)]
10. Annual Compliance Tests and Compliance Tests Prior to Renewal:  During each federal fiscal year (October 1st to September 30th), EU 001 shall be tested to demonstrate compliance with the emissions standards for VE (Visible Emissions) and PM (Particulate Matter).  The testing protocol for visible emission testing shall be the same as in Specific Condition 9.  The testing protocol for particulate matter testing shall be the same as in Specific Condition 8.  	
[Rules 62-297.310(8)(a)1, 62-297.310(8)(b), F.A.C.; and 40 CFR 60.93]

{Permitting Note:  See Appendix D (Common Testing Requirements) for exemptions from annual testing requirements when operating less than 400 hours per year.}
11. Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C.]
12. Test Methods:  All required tests shall be performed in accordance with the following reference methods.
	Method
	Description of Method and Comments

	1-4
	Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content

	5
	Determination of Particulate Matter Emissions from Stationary Sources

	5A
	Determination of Particulate Matter Emissions from the Asphalt Processing and Asphalt Roofing Industry

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


The above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-204.800, F.A.C.; and, Appendix A of 40 CFR 60]
13. [bookmark: _Hlk492455090]Operating Rate During Testing: Testing of emissions shall be conducted within 90 to 100 percent of the maximum permitted operation rate of 350 tons/hour.  If it is impracticable to test at the maximum permitted operating rate, then the emission unit may be tested at a lesser rate.  In this case, subsequent emission unit operation is limited to 110 percent of the test load until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purposes of additional compliance testing to regain the authority to operate at the permitted capacity.  
[Rule 62-297.310(2), F.A.C.] 
NOTIFICATION OF OPERATION COMMENCEMENT
14. Notification of Operation Commencement:  The permittee shall notify the Central District Compliance Assurance Program by mail or email of the date of commencing operation of the Drum Mix Asphalt Plant (EU 001), no later than five business days after the date of commencing operation.  Commencing operation means setting into operation the asphalt batch plant (EU 001) for any purpose. [Rule 62-4.070(3), F.A.C.]
MONITORING REQUIREMENTS
15. Fuel Oil Sulfur Content Records:  Compliance with the fuel sulfur content of the distillate oil and on-specification used oil shall be demonstrated by a certified ASTM fuel oil analysis or certified by fuel supplier.  Records shall be retained for at least 5 years and made available to the Department upon request. 
[Rule 62-4.070(3), F.A.C.]
RECORDS AND REPORTS
16. Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  For each test run, the report shall also indicate the: 
a. The type of air pollution control devices installed on the emissions unit, their general condition, their typical operating parameters, and their actual operating parameters during each test run.
b. Type, manufacturer, and configuration of sampling equipment used.
c. All measured and calculated data required to be determined by each applicable test procedure for each run.
d. Emission rate. 
[Rule 62-297.310(10)(c), F.A.C.]

17. Operational Data:  In order to demonstrate compliance with Specific Condition Nos. 2., and 3., the permittee shall maintain a log at the facility for a period of at least 5 years from the date the data is recorded.  The log must be made available to the Department upon request. The log shall contain the following information:
a. Facility Name, Facility ID No. (i.e. 0090122); 
b. Month and year of record;
c. [bookmark: _Hlk499040687]Total tons of asphalt concrete product produced during the reporting month; and
d. Most recent consecutive 12-month rolling total of asphalt concrete product (tons per consecutive 12-month period).
e. [bookmark: _Hlk499040739][bookmark: _Hlk499041602]Total fuel oil consumption during the reporting month (include type(s) of fuel oil); and 
f. Most recent consecutive 12-month rolling total of fuel oil consumption (include type(s) of fuel oil).
The monthly logs shall be completed by the end of the following month. 
Note: A consecutive 12-month total is equal to the total for the month in question plus the totals for the eleven months previous to the month in question.  A consecutive 12-month total treats each month of the year as the end of a 12-month period. A 12-month total is not a year-to-date total.  Facilities or emission units that have not been operating for 12 months should retain 12-month totals using whatever number of months of data are available until such a time as a consecutive 12-month total can be maintained each month. 
[Rule 62-4.070(3), F.A.C.]

18. Used Fuel Oil Documentation:  In order to demonstrate compliance with Specific Condition No. 4., the permittee shall keep documentation of the on-specification used fuel oil analysis of any on-specification used fuel oil delivered to the facility.
[Rule 62-4.070(3), F.A.C.]

19. Fuel Oil Sulfur Content Record: In order to document continuing compliance with the sulfur content limitation in Specific Condition No. 2.d., in percent by weight of the fuel oil, the permittee shall keep records on either vendor provided as-shipped analysis or analysis of as-received samples taken at the plant for all fuel oils specified in Specific Condition 3.  The analysis shall be determined in accordance with the methods listed in Specific Condition Number 15.  The only exception is for ultra-low sulfur diesel.  If the fuel oil being utilized is ultra-low sulfur diesel, the permittee only needs to keep the following documentation for each shipment of ultra-low sulfur diesel:
a. The name of the oil supplier; and  
b. Documentation that the fuel is ultra-low sulfur diesel (e.g., fuel delivery receipt). 
[Rule 62-4.070(3), F.A.C.]
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