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SECTION 1.  GENERAL INFORMATION

Facility and Project Description

This facility consists of three boilers and a lime storage silo.  Also included at this site are miscellaneous unregulated and insignificant emissions units and activities.  Emissions Units 001, 002 and 003 consist of three Combustion Engineering Steam Generators. The boilers are permitted to burn a variable combination of natural gas, propane, No. 6 and No. 2 fuel oils, and on-specification used oil.  Emissions units 001 and 002 share a common stack, with a height of 300 feet. Emissions unit 003 has a separate 300 foot stack. Unit 001 began operation on February 1, 1960; Unit 002 on September 1, 1964; and Unit 003 on February 1, 1974.  Compliance assurance monitoring (CAM) does not apply to these emissions units because there are no add-on pollution control devices installed.

Emissions Unit 008 is a lime storage silo filling system. The silo is equipped with a fabric filter baghouse made by General Resource Corporation, Model 13204.8. The baghouse is approximately 99 percent efficient in controlling particulate matter emissions. This source is located at the water treatment building. The silo began operation on February 25, 1993.  CAM does not apply to this emissions unit because the pre-control potential to emit particulate matter is below the threshold amount of 100 tons per year. 
This facility is located at US 1 and Kings Highway, Titusville, Brevard County, 32780; UTM Coordinates: Zone 17, 521.5 km East and 3151.6 km North; Latitude: 28( 29’ 32” North and Longitude: 80( 46’ 59” West.

The proposed project is to replace the igniters on Unit 1 at the Indian River Plant.  There are currently eight diesel-fired igniters in operation on Unit 1.  The unit was originally designed and constructed with 12 igniters; however, four of the igniters have been taken out of service.  The proposed activity is to replace the remaining eight igniters, and to install an additional four igniters to replace those that were taken out of service.  

The new igniters will also be able to fire natural gas, but for the purposes of this demonstration it was assumed by the applicant that No. 2 fuel oil was used for the entire 8,400 hours since combustion of fuel oil has higher emissions than that of natural gas.

	ID
	Emission Unit Description

	001
	  87 MW  Unit No. 1 Boiler 


Regulatory Classification

NESHAP:  The facility is a potential major source of hazardous air pollutants.  The facility does not operate units subject to the National Emission Standards for Hazardous Air Pollutants (NESHAP) in 40 CFR 63.

Title IV:  The facility does operate existing units subject to the Acid Rain provisions of the Clean Air Act (CAA).

Title V:  The facility is a Title V major source of air pollution in accordance with Chapter 213, F.A.C.

PSD:  The facility is a PSD-major stationary source in accordance with Rule 62-212.400, F.A.C.

CAIR: The facility is subject to the Clean Air Interstate Rule (CAIR).

RELEVANT DOCUMENTS

The following relevant documents are not a part of this permit, but helped form the basis for this permitting action:  the permit application and additional information received to make it complete; and the Department’s Technical Evaluation and Preliminary Determination.
Reliant Energy Florida, L.L.C.
Air Permit No. 0090196-007-AC

Reliant Energy Indian River Plant
Unit 1 Igniter Replacement
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