SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (DRAFT)
C.  EU 003 Stationary Internal Combustion Engines
PERMITTEE
	Blue Origin Florida, LLC 
Launch Complex Facility
Cape Canaveral, Florida 32925
Authorized Representative:
Scott Henderson, Director
	Air Permit No. 0090255-002-AC
Permit Effective:  TBD 2017
Permit Expires:  12/31/2019
Minor Source Air Construction Permit
Launch Complex Facility
Initial Construction Permit


Project
[bookmark: _GoBack]This is the initial air construction permit, which authorizes installation and initial operation of launch flares, stationary internal combustion engines, engine test stands, and other ancillary equipment required for aerospace vehicle launch facility. These launch operations will be located at the Cape Canaveral Air Force Station (CCAFS) launch complex LC-36 and LC-11 locations.  The proposed work will be conducted at the Blue Origin Florida, LLC, Launch Complex facility, which is a categorized under Standard Industrial Classification No. 3761.  The facility will be located in Brevard County at Launch Complex 36 and 11, Central Control Road, Cape Canaveral, Florida.  The UTM Coordinates are:  Zone 17, 545.22 km East and 3149.56 km North.  
This final permit is organized into the following sections:  Section 1 (General Information); Section 2 (Administrative Requirements); Section 3 (Emissions Unit Specific Conditions); and Section 4 (Appendices).  Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of Section 4 of this permit.
STATEMENT OF BASIS
This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  The permittee is authorized to conduct the proposed work in accordance with the conditions of this permit.  This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C., and is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C., for the Prevention of Significant Deterioration (PSD) of Air Quality.
Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under Section 120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel (Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000) and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.
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CERTIFICATE OF SERVICE
The undersigned duly designated deputy clerk hereby certifies that this permit and all copies were sent on the filing date below to the following listed persons:
Scott Henderson, Director, Blue Origin Florida LLC, shenderson@blueorigin.com
Larry Southern ESH Compliance Manager, Blue Origin Florida LLC, lsouthern@blueorigin.com
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DRAFT PERMIT

Blue Origin Florida, LLC	Air Permit No. 0090255-002-AC
Launch Complex Facility	Minor Source Air Construction Permit
Page 12 of 12
FACILITY DESCRIPTION
This is the initial Construction Permit for the facility, currently under construction.  The primary operations at the site will be operation of a rocket launch pad, a vehicle integration facility, and rocket engine testing area.  Emissions from the planned installation and operation of launch flares, stationary internal combustion engines, and engine test stands, will exceed Air Permitting exemption criteria contained at Rule 62-210.300(3), F.A.C. Therefore, the facility is required to obtain this minor source Air Construction Permit. 
PROPOSED PROJECT
This project will establish the following emissions units for the facility.
	Facility ID No. 0090254

	ID No.
	Emission Unit Description

	001
	Natural Gas Flaring Operations

	002
	Rocket Engine Testing Operations

	003
	Stationary Internal Combustion Engines


Exempt Emission Units
The following emission sources and activities at this facility are exempt from air permitting in accordance with the specific rules cited.
1. Various equipment and operations, which each meet the criteria for a generic emission unit or activity exemption in Rule 62-210.300(3)(b)1, F.A.C.  The facility must keep records to verify that the activity meets those exemption criteria and that each activity would neither emit nor have the potential to emit 500 pounds per year or more of lead and lead compounds expressed as lead, 1,000 pounds per year or more of any hazardous air pollutant, 2,500 pounds per year or more of total hazardous air pollutants, or 5.0 tons per year or more of any other regulated air pollutant.
It is currently anticipated that the equipment and operations included in this exemption will include the following:
a. Operation of two hydrogen flare stacks used for vehicle (rocket) defueling.  One flare will be located at the storage area, and one will be located at the launch pad facility.
b. Four fuel storage tanks used to store fuel for rocket launches, rocket engine tests, and internal combustion engine operations. 
Facility Regulatory Classification
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility does not operate units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is not a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is not a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C.
· This facility is a natural minor source of air pollution.
PERMIT HISTORY/AFFECTED PERMITS
This is the initial Construction Permit for this facility.


SECTION 1.  GENERAL INFORMATION (DRAFT)

1. Permitting Authority:  The permitting authority for this project is the Florida Department of Environmental Protection, Central District Permitting and Waste Cleanup Program.  The Central District’s mailing address and phone number is:
Florida Department of Environmental Protection
Central District Office
 3319 Maguire Boulevard., Suite. 232
Orlando, FL  32803-3767
Telephone: 407-897-4100
Except as otherwise specified in this permit, the required submittals, such as certifications, monitoring reports, notifications, etc., shall be submitted to the Department in a digital format via electronic mail, CD or DVD, or through file transfer site, when practicable. The electronic mail address is DEP_CD@dep.state.fl.us. All submittals shall clearly identify the Air Permit No. 0090255-002-AC.
2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the Central District’s Compliance Assurance Program. (Use the above mailing or e-mail address).
3. [bookmark: _Toc453938199]Appendices:  The following Appendices are attached as a part of this permit:  Appendix A (Citation Formats and Glossary of Common Terms); Appendix B (General Conditions); Appendix C (Common Conditions), Appendix D (Common Testing Requirements), Appendix NSPS, Subpart A – General Provisions, and Appendix NSPS Subpart IIII- Stationary Compression Ignition (CI) Internal Combustion Engines.
4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296, and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.
5. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]
6. Modifications:  The permittee shall notify the Compliance Authority upon commencement of construction.  No new emissions unit shall be constructed and no existing emissions unit shall be modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]
7. Construction and Expiration:  The expiration date shown on the first page of this permit provides time to complete the physical construction activities authorized by this permit, complete any necessary compliance testing, and obtain an operation permit.  Notwithstanding this expiration date, all specific emissions limitations and operating requirements established by this permit shall remain in effect until the facility or emissions unit is permanently shut down.  For good cause, the permittee may request that the permit be extended.  Pursuant to Rule 62-4.080(3), F.A.C., such a request shall be submitted to the Permitting Authority in writing before the permit expires.  [Rules 62-4.070(4), 62-4.080, & 62-210.300(1), F.A.C.]


8. Application for Non-Title V Air Operation Permit:  This permit authorizes construction of the permitted emissions units and initial operation to determine compliance with Department rules.  A Non-Title V air operation permit is required for regular operation of the permitted emissions unit.  The permittee shall apply for a Non-Title V air operation permit at least 90 days prior to expiration of this permit, but no later than 180 days after commencing operation.  To apply for a Non-Title V air operation permit, the applicant shall submit the following: 
a. the appropriate permit application form (see current version of Rule 62-210.900, F.A.C. (Forms and Instructions), and/or FDEP Division of Air Resource Management website at: http://www.dep.state.fl.us/air/ );  and
b. the appropriate operation permit application fee from Rule 62-4.050(4)(a), F.A.C.;
[Rules 62-4.030, 62-4.050, 62-4.070(3), 62-4.090, 62-4.220, 62-210.300(2), and 62-210.900, F.A.C.; 	 Chapter 62-213, F.A.C.]
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SECTION 2.  ADMINISTRATIVE REQUIREMENTS (DRAFT)

This section of the permit addresses the following emissions units.
	EU No.
	Emission Unit Description

	001
	Natural Gas Flaring Operations.  Three natural gas flares, primarily utilized for vehicle (rocket) defueling, are planned.  The flares will be located at the launch pad, test stand and storage area.  Each natural gas flare stack will have three pilot lights fueled by propane. Since the flares will also operate during periods of process upset or emergency, it is assumed for emission estimation purposes that the pilots operate continuously.  It is assumed that the flares will operate during launch operations, and testing operations at the test stand.  As the flares are still being designed; specific information is not currently available, regarding stack height and diameter.


Equipment
1. Equipment Installation:  The permittee is authorized to install three natural gas flares.  [Application No. 0090255-002-AC, received April 21, 2017, and Rule 62-210.200(225), “Potential to Emit,” F.A.C.]
PERFORMANCE RESTRICTIONS
2. Restricted Operation:  The hours of operation are not limited (8,760 hours per year).  [Application No. 0090255-002-AC, received April 21, 2017, Rules 62-4.070(3) and 62-210.200(225), “Potential to Emit,” F.A.C.]
3. Authorized Fuel:  The flares shall flare only natural gas.  [Application No. 0090255-002-AC, received February 13, 2017, Rules 62-4.070(3) and 62-210.200(225), “Potential to Emit,” F.A.C.]
NOTIFICATION REQUIREMENTS 
4. [bookmark: _Ref457992958][bookmark: _Hlk479858485]Notification of Operation Commencement:  The permittee shall notify the Compliance Authority (DEP_CD@dep.state.fl.us) of the date of commencing operation of the each of the flare units no later than five (5) business days after that date.  The notification shall identify the date when operation has commenced and the following information
a. overall dimensions;
b. exhaust stack height, diameter, and volumetric flow rate; and,
c. an updated plot plan of the launch complex facility indicated the specific location of each flare.
Commencing operation is defined as setting any emissions unit into operation for any purpose.  [Rule 62-4.070, F.A.C., and Rule 62-210.200, F.A.C., (Definition of Commence Operation)]
RECORDS AND REPORTS
5. Annual Emission Tabulation:  In order to demonstrate that the facility is a minor source of emissions, the permittee shall maintain annual emission calculations at the facility for a period of at least five years from the date the data are recorded.  The calculations, at a minimum, shall contain the following for EU 001 operations
a. Facility Name, Facility ID No. (i.e., Blue Origin Florida, LLC, Exploration Park Facility, Facility ID 0090255);
b. Designation of the months and year of operation for which the records are being tabulated;
c. Total annual emissions of NOx, VOC, CO, SO2, PM, and Total HAP based on the operational schedule including
i. Number of hours of continuous operations for pilot emissions, and 
ii. The annual amount of launch and test flare operations. 
6. Additional Recordkeeping Requirements:  Records specified in Specific Condition No. A.5. (previous condition) must document the method, calculations, and formulas used in determining the usage rate and the emission rate.  All calculations, including those used to derive emissions, must be clearly documented, and may be presented in the form of a template of sample calculations and available for review on site by the Department.  [Rule 62-4.070(3), F.A.C.]
7. Record Retention:  The records required in Specific Condition No. A.5. shall be recorded in a permanent form suitable for inspection and made available to the Department upon request.  The records shall be maintained onsite for a minimum of five (5) years. [Rule 62-4.070(3), F.A.C.]
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SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (DRAFT)
A.  EU 001 Natural Gas Flaring Operations

This section of the permit addresses the following emissions units.
	EU No.
	Emission Unit Description

	002
	Rocket Engine Testing Operations.  Rocket engine testing will be performed by means of a test stand specifically designed for rocket engine testing. Testing of the Blue Origin BE-4 rocket engine on a test stand is planned at an average rate of nine times per month.  These tests will involve three “long” tests (approximately 425 seconds each) and six “short” tests (approximately 60 seconds each). Liquefied natural gas (fuel) and liquid oxygen (oxidizer) are used during testing.  As the test stands are still being designed; specific information is not currently available, regarding effective stack emission characteristics (e.g., equivalent height and diameter).


[bookmark: _Hlk479856370]Equipment
1. Equipment Installation:  The permittee is authorized to install a test stand adequately designed for rocket engine testing operations within the test stand facility. [Application No. 0090255-002-AC, received April 21, 2017, and Rule 62-210.200(225), “Potential to Emit,” F.A.C.]
[bookmark: _Hlk479856461]PERFORMANCE RESTRICTIONS
2. [bookmark: _Hlk479856529]Restricted Operation:  The hours of operation are not limited (8,760 hours per year). [Rules 62-4.070(3) and 62-210.200(225), “Potential to Emit,” F.A.C.]
3. Authorized Fuel:  The test stand shall combust only liquefied natural gas (fuel) and liquid oxygen (oxidizer) during testing.  [Application No. 0090255-002-AC, received April 21, 2017, Rules 62-4.070(3) and 62-210.200(225), “Potential to Emit,” F.A.C.]
RECORDS AND REPORTS
4. Notification of Operation Commencement:  The permittee shall notify the Compliance Authority (DEP_CD@dep.state.fl.us) of the date of commencing operation of Test Stand Operations no later than five (5) business days after that date.  Commencing operation is defined as setting any emissions unit into operation for any purpose.  [Rule 62-4.070, F.A.C., and Rule 62-210.200, F.A.C., (Definition of Commence Operation)]
5. Annual Emission Tabulation:  In order to demonstrate that the facility is a minor source of emissions, the permittee shall maintain annual emission calculations at the facility for a period of at least five years from the date the data are recorded.  The calculations, at a minimum, shall contain the following for EU 002 operations
a. Facility Name, Facility ID No. (i.e., Blue Origin Florida, LLC, Exploration Park Facility, Facility ID 0090255);
b. Designation of the months and year of operation for which the records are being tabulated;
c. Total annual emissions of NOx, VOC, CO, SO2, PM, and Total HAP based on the number and type of test conducted on each test annually.
6. Additional Recordkeeping Requirements:  Records specified in Specific Condition No. B.5. (previous condition) must document the method, calculations, and formulas used in determining the usage rate and the emission rate.  All calculations, including those used to derive emissions, must be clearly documented, and may be presented in the form of a template of sample calculations and available for review on site by the Department.  [Rule 62-4.070(3), F.A.C.]
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SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (DRAFT)
B.  EU 002 Rocket Engine Testing Operations
7. Record Retention:  The records required in Specific Condition No. B.5. shall be recorded in a permanent form suitable for inspection and made available to the Department upon request.  The records shall be maintained onsite for a minimum of five (5) years. [Rule 62-4.070(3), F.A.C.]
This section of the permit addresses the following emissions unit.
	

EU No.
	Brief Description

	003
	Stationary Internal Combustion Engines.  This emissions unit is comprised of five emergency stationary compression ignition (CI) reciprocating internal combustion engines (RICE) units.  Details of these engines as currently planned are provided below, complete details will be provided after Construction and installation.  All of these emergency stationary CI RICE are subject to the requirements of the New Source Performance Standards (NSPS) contained at 40 CFR 60, Subpart IIII – Standards of Performance for Stationary Compression Ignition Internal Combustion Engines, adopted in Rule 62.204.800(8)(b), F.A.C.  These emissions units are not under contract or to be operated for purposes of an electric utility emergency or non-emergency demand response operations, such as the Florida Power and Light (FPL) Commercial / Industrial Load Control (CILC) program.

	[bookmark: _Hlk479858586]ID Code
	Location
	Make and Model Description, Power Rating (kW)
	Engine HP
	Tier Rating
	Manufactured Year

	EG001
	Launch Pad Area
	TBD, 3.0 MW
	4,021
	Tier 2
	≥2016

	EG002
	Launch Pad Area
	TBD, 3.0 MW
	4,021
	Tier 2
	≥2016

	EG003
	Rocket Integration Garage
	TBD, 2.5 MW
	3,351
	Tier 2
	≥2016

	EG004
	Clean & Refurb
	TBD, 1.5 MW
	2,010
	Tier 2
	≥2016

	EG005
	Engine Clean & Assembly Building
	TBD, 1.5 MW
	2,010
	Tier 2
	≥2016


{Permitting Note: These CI RICE are regulated under 40 CFR 63, Subpart ZZZZ, NESHAP for Stationary RICE and 40 CFR 60, Subpart IIII, NSPS for Stationary Compression Ignition RICE, adopted in Rules 62.204.800(11)(b) and (8)(b), F.A.C., respectively.  They are considered “new” stationary emergency CI RICE located at an area source of HAP, that have been modified, reconstructed or commenced construction on or after 6/12/2006, and that have a post-2007 model year.  In accordance with provisions of 40 CFR 63.6590(c)(6), meeting the requirements of 40 CFR 60, Subpart IIII, satisfies compliance with the requirements of Subpart ZZZZ.  As this facility is located in Brevard County, this emissions unit is not subject to the VOC and NOX RACT requirements contained in Rules 62-296.500 and 570, F.A.C.}
Equipment
1. Equipment Installation:  The permittee is authorized to install five emergency stationary CI RICE as described above. [Application No. 0090255-002-AC, received April 21, 2017, and Rule 62-210.200(225), “Potential to Emit,” F.A.C.]
PERFORMANCE RESTRICTIONS
2. Restricted Operation:  The following hour limitations apply individually to each engine:
a. Emergency Situations.  There is no time limit on the use of emergency stationary RICE in emergency situations.  [40 CFR 60.4211(f)(1)]
b. Maintenance and Testing.  Each engine is authorized to operate for the purpose of maintenance checks and readiness testing, provided that the tests are recommended by federal, state or local government, the manufacturer, the vendor, or the insurance company associated with the engine.  Maintenance checks and readiness testing of such units is limited to 100 hours per year.  The owner or operator may petition the Administrator for approval of additional hours to be used for maintenance checks and readiness testing, but a petition is not required if the owner or operator maintains records indicating that Federal, State, or local standards require maintenance and testing of emergency RICE beyond 100 hours per year.  [40 CFR 60.4211(f)(2)(i)
c. Non-emergency Situations.  Each engine may be operated for up to 50 hours per calendar year in non-emergency situations.  The 50 hours of operation in non-emergency situations are counted as part of the 100 hours per calendar year for maintenance and testing.  The 50 hours per year for non-emergency situations cannot be used for peak shaving or non-emergency demand response, or to generate income for a facility to supply power to an electric grid or otherwise supply power as part of a financial arrangement with another entity.  [40 CFR 60.4211(f)(3)]]
3. Authorized Fuel.  These Stationary Reciprocating Internal Combustion Engines (RICE) must use diesel fuel that meets the following requirements for non-road diesel fuel:
a. Sulfur Content.  The sulfur content shall not exceed 15 ppm = 0.0015% by weight (ultra low sulfur) for non-road fuel.
b. [bookmark: _Ref448389342]Cetane and Aromatic.  The fuel must have a minimum cetane index of 40 or must have a maximum aromatic content of 35 volume percent. [40 CFR 60.4207(b), 80.510(b)]
4. [bookmark: _Ref466356864]Emission Standards:  Emissions from each of the emergency engines shall not exceed the following levels for each pollutant:
a. NOX plus NMHC Emissions.  shall not exceed 6.4 g/KW-hr.
b. CO Emissions.  shall not exceed 3.5 g/KW-hr:  
c. PM Emissions.  shall not exceed 0.2 g/KW-hr:  
[40 CFR 60.4210 and 1039.101 Table 1 and Application No. 0090255-002-AC, received April 21, 2017]
MONITORING REQUIREMENTS
5. Operation and Maintenance.  The owner or operator must operate and maintain the stationary combustion ignition internal combustion engine according to the manufacturer's written instructions or procedures developed by the owner or operator that are approved by the engine manufacturer.  In addition, owners and operators may only change those settings that the manufacturer authorizes to be changed.  This engine must be maintained and operated to meet the emissions limits in Specific Conditions C.4 over the entire life of the engine. [40 CFR 60.4206, 4211(a)(1), (2) and (3)]
6. Engine Certification Requirements.  The owner or operator complies with the emissions standards specified above by having purchased an engine certified by the manufacturer to meet those limits.  The engine must have been installed and configured, as well as, continued to be maintained, according to the manufacturer’s emission-related specifications, except as permitted in Specific Condition C.8.  [40 CFR 60.4211(c)]
7. Hour Meter.  The owner or operator must properly maintain the installed non-resettable hour meter.
[40 CFR 60.4209(a)]
[bookmark: _Hlk479857323]TESTING REQUIREMENTS
8. [bookmark: _Ref466358450]Compliance Requirements Due to Loss of Certification.  If the owner or operator does not install, configure, operate, and maintain the engine or control device according to the manufacturer's emission-related written instructions, or if the owner or operator changes emission-related settings in a way that is not authorized by the manufacturer, the owner or operator must demonstrate compliance by the following four actions:
a. The owner or operator must keep a maintenance plan and records of conducted maintenance.
b. The owner or operator must, to the extent practicable, maintain and operate the engine in a manner consistent with good air pollution control practice for minimizing emissions.
c. In addition, the owner or operator must conduct an initial performance test to demonstrate compliance with the applicable emission standards: 
1) within 1 year of startup, or 
2) within 1 year after an engine and control device is no longer installed, configured, operated, and maintained in accordance with the manufacturer's emission-related written instructions, or 
3) within 1 year after you change emission-related settings in a way that is not authorized by the manufacturer.  
d. The owner or operator must conduct subsequent performance testing every 8,760 hours of engine operation or 3 years, whichever comes first, thereafter to demonstrate compliance with the applicable emission standards in Specific Condition C.4. 
[40 CFR 60.4211(g)(3)]
9. [bookmark: _Ref469405482]Testing Requirements.  In the event performance tests are required pursuant to Specific Condition C.8, the following requirements shall be met:
a. Testing Procedures.  The performance test must be conducted according to the in-use testing procedures in 40 CFR Part 1039, Subpart F.  
b. Not to Exceed (NTE) Numerical Requirements.  Exhaust emissions from these engines must not exceed the NTE numerical requirements, rounded to the same number of decimal places as the applicable standard in Specific Condition C.4., determined from the following equation:
	NTE Numerical Requirement for Each Pollutant = (1.25) x (applicable standard from E.3) 
[40 CFR 60.4212(a) and (c)]
10. [bookmark: _Ref466358359]Test Requirements:  In the event performance tests are required pursuant to Specific Condition C.8, or as otherwise requested by FDEP, tests shall be conducted in accordance with the applicable requirements specified in Specific Condition C.8 and Appendix D (Common Testing Requirements) of this permit.  
[Rule 62-297.310, F.A.C.]
NOTIFICATION REQUIREMENTS
11. Test Notification:  In the event performance tests are required pursuant to Specific Condition C.8, or as otherwise requested by the Compliance Authority, the permittee shall notify the Compliance Authority at least 15 days prior to the date on which each formal compliance test is to begin, of the date, time, and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted for the permittee. [Rule 62-297.310(7)(a)9., F.A.C.]
12. Notification of Operation Commencement:  The permittee shall notify the Compliance Authority (DEP_CD@dep.state.fl.us) of the date of commencing operation of the each of the engine and fire pump units no later than five (5) business days after that date.  The notification shall identify the date when operation has commenced and the following information
a. the appropriate ID Code	, RICE Type, Location, Make and Model Description, Power Rating (kW), Engine HP, Tier Rating, and Manufactured Year; and,
b. an updated plot plan of the launch complex facility indicated the specific location of each engine.
Commencing operation is defined as setting any emissions unit into operation for any purpose.  [Rule 62-4.070, F.A.C., and Rule 62-210.200, F.A.C., (Definition of Commence Operation)]
RECORDKEEPING REQUIREMENTS
13. Maintenance Records.  To demonstrate conformance with the manufacturer’s written instructions for maintaining the certified engine and to document when compliance testing must be performed pursuant to Specific Condition C.8. and C.9., the owner or operator must keep the following records:
a. Engine manufacturer data indicating compliance with the standards.
b. A copy of the manufacturer’s written instructions for operation and maintenance of the certified engine.
c. A written maintenance log detailing the date and type of maintenance performed on the engine, as well as any deviations from the manufacturer’s written instructions.  The log may be kept and maintained electronically. [Rule 62-213.440(1), F.A.C.]
14. Recordkeeping Requirement.  In order to demonstrate compliance with Specific Condition C.3., the permittee shall maintain records at the facility for a period of at least five (5) years from the date the data are recorded. The records, at a minimum, shall contain the following:
a. Date (month/year);
b. Certification from the fuel supplier. The fuel certifications shall include the following information for distillate oil:
1) The name of the fuel supplier and either 2) and 3), or 4) following.
2) A statement from the fuel supplier that the fuel complies with the specifications under the definition of distillate oil in §60.41c of 40 CFR 60, Subpart Dc; and
3) The sulfur content or maximum sulfur content of the oil; or
4) Documentation that the fuel is ultra low sulfur diesel (e.g., fuel delivery receipt).
 [Rule 62-4.070(3), F.A.C. and 40 CFR 60.4214]
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