NOTICE OF AIR POLLUTION PERMIT

CERTIFIED MAIL: 

RETURN RECEIPT REQUESTED

ISSUED TO:

	PERMITTEE:
	AIRS ID NO: 0112146

	Mr. Thomas M. Ralph and Ms. Judith Ralph
	Permit Number: 0112146-002-AC

	Owners
	Issue Date:  June 14, 2005

	Atlantic Burial Casket Company dba ABCO
	Expiration Date: June 14, 2006

	7001 NW 4th Street
	

	Plantation, FL 33317
	


 SEQ CHAPTER \h \r 1Project: Atlantic Burial Casket Company dba ABCO Air Construction Permit to Construct One (1) Human Crematory unit.  This will be an addition to the two (2) existing units. 
Lat/Long: 26N11'5"N/ 80N09'17"W

UTM: Zone 17; 584.3 Km. E; 2897.7 Km. N
This permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.)  Florida Administrative Code (F.A.C.) Rules 62-4 and 62-204 through 62-297 (permitting requirements) and Broward County Code, Chapter 27 (emission limitations) and in conformance with all existing regulations of the Florida Department of Environmental Protection (DEP).  The above named Permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents attached hereto or on file with the Broward County Environmental Protection Department (EPD) and made a part hereof and specifically described as follows:

Construct: One (1) new/additional human crematory unit, similar to the two (2) cremators currently at the facility. The new unit will have a design capacity of 100.0 lb/hr increasing the total facility capacity to 300.00 lb/hr.
Facility wide emissions units with control equipment are described below.  
	Emissions Unit Number
	Emissions Unit Description


	001

	Cremation Unit #1 (Existing)
· Manufacturer: Matthews Cremation Division formerly IEE- Industrial Equipment and Engineering Company 

· Model #IE 43-PPII, Power Pak II
· Secondary after burner temperature (Design Parameter): 1800 °F  

· Residence time: greater than 1.0 second 

· Fuel: Natural Gas or Liquid Propane
·  Stack: Height: 26 ft, Exit Diameter: 1.7 ft, Exit Temperature: 1000 °F Volumetric Flow rate: 2200 acfm

· Stack Type V- single stack with unobstructed vertical discharge


	Emissions Unit Number
	Emissions Unit Description



	002
	Cremation Unit #2 (Existing)
· Manufacturer: Matthews Cremation Division formerly IEE- Industrial Equipment and Engineering Company 

· Model #IE 43-PPII, Power Pak II
· Secondary after burner temperature (Design Parameter): 1800° F  

· Residence time: greater than 1.0 second 

· Fuel: Natural Gas or Liquid Propane
· Stack: Height: 26 ft, Exit Diameter: 1.7 ft, Exit Temperature: 1000 °F Volumetric Flow rate: 2200 acfm

· Stack Type V- single stack with unobstructed vertical discharge

	003
	Cremation Unit #3 (To be constructed)
· Manufacturer: Matthews Cremation Division formerly IEE- Industrial Equipment and Engineering Company 

· Model #IE 43-PPII, Power Pak II
· Secondary after burner temperature (Design Parameter): 1800 °F  

· Residence time: greater than 1.0 second 

· Fuel: Natural Gas or Liquid Propane
· Stack: Height: 26 ft, Exit Diameter: 1.7 ft, Exit Temperature: 1000 °F Volumetric Flow rate: 2200 acfm

· Stack Type V- single stack with unobstructed vertical discharge


In accordance with: Air Construction Permit AC 06-238375 and Permit Application received on October 21, 2004, Variance Request No. V05-04 AQ executed on March 9, 2005 and Intent to Issue a Permit published in the newspaper Daily Business Review dated May 27, 2005.  
Location : 820 NW 57th Street, Fort Lauderdale, Broward County, Florida.

To serve: A Human Crematory (SIC # 7261)
Subject to: Conditions 1-48 

* This air construction permit supersedes AC 06-238375. 
General Conditions

1.
Terms of Permit.  The terms, conditions, requirements, limitations and restrictions set forth in this permit, are “permit conditions” and are binding and enforceable pursuant to Sections 403.141, 403.727, or 403.859 through 403.861, F.S. The Permittee is placed on notice that the EPD will review this permit periodically and may initiate enforcement action for any violation of these conditions.

[Rules 62-4.160 (1), F.A.C.]

2.
Permit Validity.  This permit is valid only for the specific processes and operations applied for and indicated in the approved drawings or exhibits.  Any unauthorized deviation from the approved drawings, exhibits, specifications, or conditions of this permit may constitute grounds for revocation and enforcement action by the EPD. 

[Rules 62-4.160 (2), F.A.C.]

3.
Disclaimer.  As provided in subsections 403.087(6) and 403.722(5), F.S., the issuance of this permit does not convey any vested rights or exclusive privileges.  Neither does it authorize any injury to public or private property or any invasion of personal rights, or any violations of federal, state or local laws or regulations.  This permit is not a waiver of or approval of any other permit that may be required for other aspects of the total project which are not addressed in this permit.

[Rules 62-4.160 (3), F.A.C.]

4.
Disclaimer.  This permit conveys no title to land or water, does not constitute State recognition or acknowledgment of title, and does not constitute authority for the use of submerged lands unless herein provided and the necessary title or leasehold interest have been obtained form the State.  Only the Trustees of the Internal Improvement Trust Fund may express State opinion as to title.

[Rules 62-4.160 (4), F.A.C.]

5.
Liability.  This permit does not relieve the Permittee from liability for harm or injury to human health or welfare, animal, or plant life, or property caused by the construction or operation of this permitted source, or from penalties therefore; nor does it allow the Permittee to cause pollution in contravention of Florida Statutes and DEP rule, unless specifically authorized by an order from the EPD.  

[Rules 62-4.160 (5), F.A.C.]

6.
Operation and Maintenance.  The Permittee shall properly operate and maintain the facility and systems of treatment and control (and related appurtenances) that are installed and used by the Permittee to achieve compliance with the conditions of this permit, as required by county and state rules.  This provision included the operation of backup or auxiliary facilities or similar systems when necessary to achieve compliance with the conditions of the permit and when required by EPD and DEP rules.  

[Rules 62-4.160 (6), F.A.C.]

7.
Onsite Inspection Activities.  The Permittee, by accepting this permit, specifically agrees to allow authorized EPD personnel, upon presentation of credentials or other documents as may be required by law and at reasonable times (depending on the nature of the concern being investigated), access to the premises where the permitted activity is located or conducted to:


(a)  Have access to and copy any records that must be kept under conditions of the permit;

(b)
Inspect the facility, equipment, practices, or operations regulated or required under this permit; and


(c) 
Sample or monitor any substances or parameters at any location reasonably necessary to assure compliance with this permit or EPD and DEP rules.

[Rules 62-4.160 (7), F.A.C.]

8.
Notice of Noncompliance.  If, for any reason, the Permittee does not comply with or will be unable to comply with any condition or limitation specified in this permit, the Permittee shall immediately provide EPD with the following information:


(a)
A description of and cause of noncompliance; and 

(b)
The period of noncompliance, including dates and times, or, if not corrected, the anticipated time the noncompliance is expected to continue, and steps being taken to educe, eliminate, and prevent recurrence of the noncompliance. The Permittee shall be responsible for any enforcement action by EPD for penalties or for revocation of this permit.

[Rules 62-4.160 (8), F.A.C.]

 9.
Evidence Materials.  By accepting this permit, the Permittee understands and agrees that all records, notes, monitoring data and other information relating to the construction or operation of this permitted facility or activity, that are submitted to the EPD, may be used by the EPD as evidence in any enforcement proceeding arising under the Florida Statues or F.A.C. rules, except where such use is prohibited by Section 403.111 and 403.73, Florida Statutes.  Such evidence shall only be used to the extent it is consistent with the Florida Rules of Civil Procedure and appropriate evidentiary rules.

[Rules 62-4.160 (9), F.A.C.]

10.
Rule Changes.  The Permittee agrees to comply with changes in Florida Department of Environmental Protection rules and Florida Statutes after a reasonable time for compliance; provided, however, the Permittee does not waive any other rights granted by Florida Statutes or DEP rules.

[Rules 62-4.160 (10), F.A.C.]

11.
Permit Transfer.  This permit is transferable only upon EPD approval in accordance with Rule 62-4.120 and 62-730.300 F.A.C., as applicable.  The Permittee shall be liable for any non-compliance of the permitted activity until the transfer approved by the EPD.

[Rules 62-4.160 (11), F.A.C.]

12.
Work Site Copy.  This permit or a copy thereof shall be kept at the work site of the permitted activity.

[Rules 62-4.160 (12), F.A.C.]

13.
Miscellaneous Compliance Requirements.  The Permittee shall comply with the following:

(a) Upon request, the Permittee shall furnish all records and plans required under DEP rules.  During enforcement actions, the retention period for all records will be extended automatically unless otherwise stipulated by the EPD.

(b)
The Permittee shall hold at the facility or other location designated by this permit records of all monitoring information (including all calibration and maintenance records and all original strip chart recording for continuous monitoring instrumentation) required by the permit, copies of all reports required by this permit, and records of all data used to complete the application for this permit.  These materials shall be retained at least three years from the date of the sample, measurement, report, or application unless otherwise specified by EPD rule.

(c)
Records of monitoring information shall include:

1.  The date, exact place, and time of sampling or measurements;

2.  The person responsible for performing the sampling or measurements;

3.  The dates analyses were performed.

4.  The person responsible for performing the analyses;

5.  The analytical techniques or methods used;

6.  The results of such analyses.

[Rules 62-4.160 (14), F.A.C.]

14.
Information Submittal.  When requested by the EPD, the Permittee shall within a reasonable time furnish any information required by law which is needed to determine compliance with the permit.  If the Permittee becomes aware the relevant facts were not submitted or were incorrect in the permit application or in any report to the EPD, such facts or information shall be corrected promptly.

[Rules 62-4.160 (15), F.A.C.]

15.
Rules Adoption.  Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, as amended, are adopted by Broward County Code, Sec. 27-173.

[Broward County Code, Section 27-173]

Facility-wide Conditions

16.
Objectionable Odor.  No person shall cause, suffer, allow or permit the discharge of air pollutants which cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C.]

17. Unconfined Emissions of Particulate Matter. A source of fugitive particulate matter shall take reasonable precautions to control emissions of fugitive particulate matter. Reasonable precautions shall include but not  be limited to the following:

a.    Use of hoods, fans, filters and similar equipment to contain, capture and/or vent  particulate matter;
[Rule 62-296.320(4)(c), F.A.C.; Broward County Code, Section 27-177(b)]
18.
Concealment.  No person shall build, erect, install, or use any article, machine, equipment or other contrivance, the use of which will conceal any emission which would otherwise constitute a violation of any provisions of Broward County Codes. 

[Broward County Code, Section 27-175(b)]

19.
Circumvention.  No person shall circumvent any air pollution device, or allow the emission of air pollutants without the applicable air pollution control device operating properly. 

[Broward County Code, Section 27-175(c)]

20.
Maintenance.  No person shall operate any air pollution control equipment or systems without proper and sufficient maintenance to assure compliance with Broward County Codes. 

[Broward County Code, Section 27-175(d)]
Specific Conditions
Emission Limiting Standards

21.
Visible Emissions: No visible emission (5% opacity) allowed, except that visible emissions not exceeding 20% opacity are allowed for up to three (3) minutes in any one-hour period.  

              [Rule 62-296.401(1)(a), F.A.C.]

TIME PERIODS BELOW SHOULD BE ONE OF: consecutive 12-month period, consecutive 365-day period, month, day -- DO NOT USE year!
22.
Hydrochloric Acid Emissions: Hydrochloric acid emissions shall not exceed thirty (30) parts per million by volume, hourly average, correct to seven percent (7%) oxygen on a dry basis, or shall be reduced by ninety percent (90%) by weight on an hourly basis. 
[Broward County Code, Section 27-179(b)(4)b]

23.
Particulate Matter emissions:  Particulate Matter emissions shall not exceed 0.080 grains per dry standard cubic foot of flue gas, corrected to 7% O2.


[Rule 62-296.401(5)(a), F.A.C.]

24.
Carbon monoxide emissions:  Carbon monoxide emissions shall not exceed 100 parts per million by volume (ppmv), dry basis, corrected to 7% O2 on an hourly average basis.PERIOD 


[Rule 62-296.401(5)(b), F.A.C.]

25.
Hours of Operation: The referenced emissions unit(s) may operate 24 hrs/day, 7 days/week, 52 weeks/year resulting in 8760 hrs in any consecutive 12 month period.


[Rule 62-4.070(3), F.A.C., Requested by permittee in Construction application received October 06, 2003]

Equipment Design and Operating Standards

26.
Crematory Design/Temperature Requirements: Crematory units for which a complete application for a permit to construct a new unit was received by the EPD on or after August 30, 1989, shall provide design calculations to confirm a sufficient volume in the secondary chamber combustion zone to provide for at least a 1.0 second gas residence time at 1800 (F.  The actual operating temperature of the secondary chamber combustion zone shall be no less than 1600 (F throughout the combustion process in the primary chamber.  Primary chamber and stack shall not be used in calculating this residence time.  Cremation in the primary chamber shall not begin unless the secondary chamber combustion zone temperature is equal to or greater than 1600 (F. 


[Rule 62-296.401(5)(c), F.A.C.] 

27.
Cremation Restrictions: Only dead human bodies, for which a DHRS death certificate has been issued, shall be cremated.  The bodies may be clothed and may be in appropriate containers.  The containers may contain no more than 0.5 percent by weight chlorinated plastics as demonstrated by the manufacturer’s data sheet.  No other material, including biohazardous waste as defined in Rule 62-210.200, F.A.C. shall be incinerated.


[Rule 62-296.401(5)(e) F.A.C.]
28. Cremation Amount.  The quantity of human body parts that may be burned in a crematory subject to this rule shell be limited to the amount recommended by the equipment manufacturer. For this facility, the manufacturer recommended capacity is 100 lb/hr for each unit.  
[Broward County Code, Section 27.179(b)(3)a; Rule 62-4.070(3)]
29. Ash residues.  All bottom ash, fly ash and control device residue shall be handled and stored in a manner that prevents entrainment into the ambient air. Ash and residue from air pollution control equipment shall be disposed of in accordance with all state and local regulations. 

[Broward County Code of Ordinances, Section 27-179 (a)(3)c & d]

30.
Operator Training Requirements: All crematory operators shall be trained by the equipment manufacturer’s representatives or an equivalent state approved organization.  Only operators trained by a FDEP-approved training program shall be allowed to operate a human crematory.  The content of the training program shall be submitted to the Department for approval through the permitting process. Construction permit applicants shall submit a training program or reference a previously approved training program with the construction permit application. The training shall provide a basic understanding of the principles of the combustion process, provide instruction on the operation and maintenance of the crematory unit, and increase awareness of regulatory requirements and safety concerns. Training programs shall be a minimum 8 hours of instruction. Training programs at a minimum shall include hands-on experience involving start-up, operation of at least one cremation, shut down of the equipment, and one full cycle of preventive maintenance actions. The FDEP shall approve training programs, which meet at a minimum, the criteria applicable to cremation set forth in the EPA Medical Waste Incinerator Operator Training Program Course Handbook, EPA 453/B-93-018, and Instructor’s Guide EPA 453/B-93-019. [Rule 62-296.401(5)(f) 1 F.A.C.]
31.
Operator Training Certificate.  A copy of the training certificate for each operator having satisfactorily completed the Department- approved training program must be submitted to the Department within 15 days of training. The owner of any new or modified crematory unit shall submit copies of the operator training certificates within 15 days after completion of the initial compliance test pursuant to the unit’s air construction permit. If a crematory is modified to the extent that a Department air construction permit is required, the operators shall be retrained to operate the modified unit. An operator’s certificate must be kept on file at the facility for the duration of the operator’s employment and for an additional two years after termination of employment. 

[Rule 62-296.401(5)(f) 2 & 3, F.A.C.]
32.        Allowable Fuels: Fuel used shall be limited to natural gas or liquid propane.

             [Rule 62-4.070(3), F.A.C.; Requested by permittee in Construction application received October 21, 2004]

Compliance and Testing Requirement

33.
Visible Emissions Testing: New and existing facilities shall demonstrate individual source compliance with the visible emissions standard upon initial compliance and annually thereafter.  Facilities permitted pursuant to Rule 62-210.300(4), F.A.C., Air General Permits, shall demonstrate compliance within 60 days prior to the submittal date of the air general permit notification form and within 60 days prior to each anniversary of such date. The test method for visible emissions shall be EPA Method 9. Visible emission tests shall be sixty minutes in duration.  The visible emissions test shall be performed when ignition of the human remains begins in the primary chamber.

             [Rule 62-4.070(3); Rule 62-297.401(9); Rule 62-296.401(5)(i)1 F.A.C.]

34.    Particulate Matter Emissions Testing: New and existing facilities shall demonstrate individual source compliance with the particulate matter emissions standard upon initial compliance and prior to renewing the operating permit or, if the facility is permitted pursuant to Rule 62-210.300(4), F.A.C., Air General Permits, within 60 days prior to the submittal date of the air general permit notification form.  The test method for Particulate emissions shall be EPA Method 5, incorporated and adopted by reference in Chapter 62-297, F.A.C.  The minimum sample volume shall be 30 dry standard cubic feet.
             [Rule 62-297.401(5); Rule 62-296.401(5)(i)2 F.A.C.]

{Permitting Note:  An Identical unit test report can be accepted in lieu of this test, as specified on Condition 39.} 

35.    Carbon Monoxide Emissions Testing: New and existing facilities shall demonstrate individual source compliance with the carbon monoxide emissions standard upon initial compliance and prior to renewing the operating permit or, if the facility is permitted pursuant to Rule 62-210.300(4), F.A.C., Air General Permits, within 60 days prior to the submittal date of the air general permit notification form.  The test method for Carbon Monoxide emissions shall be EPA Method 10, incorporated and adopted by reference in Chapter 62-297, F.A.C.
             [Rule 62-297.401(10); Rule 62-296.401(5)(i)2 F.A.C.]
{Permitting Note:  An Identical unit test report can be accepted in lieu of this test, as specified on Condition 39.} 

36.    
Oxygen Emissions Testing: New and existing facilities shall demonstrate individual source compliance with the oxygen emissions standard upon initial compliance and prior to renewing the operating permit or, if the facility is permitted pursuant to Rule 62-210.300(4), F.A.C., Air General Permits, within 60 days prior to the submittal date of the air general permit notification form.  The test method for Oxygen emissions shall be EPA Method 3, incorporated and adopted by reference in Chapter 62-297, F.A.C.
             [Rule 62-297.401(3); Rule 62-296.401(5)(i)2 F.A.C.]
37.
Continuous Emissions Monitoring: Each human crematory facility shall install, operate, and maintain continuous monitors to record temperature at the point or beyond where 1.0 second gas residence time is obtained in the secondary chamber combustion zone in accordance with the manufacturer’s instructions.  The afterburner and temperature monitoring equipment shall be operational and functioning properly prior to the incineration or ignition of the human remains, and until all the remains are incinerated.


[Rule 62-296.401(5)(k), F.A.C; Rule 62-4.070(3), F.A.C.]


38.
Additional Continuous Emissions Monitoring: Each crematory shall install, calibrate, maintain and operate, in accordance with the manufacturer’s instructions, equipment to continuously monitor   operating parameter and air emissions:
(a) Primary combustion chamber exit temperature: 

(b)  Opacity, if an opacity monitor cannot be applied satisfactorily, alternate apparatus may be employed, with the approval of EPD, to demonstrate acceptable operation of the particulate matter removal equipment;

(c)  Carbon monoxide content in the exhaust gas: In accordance with the variance request for continuously monitor CO, the secondary chamber temperature shall be secondary used as a surrogate for CO compliance. The actual operating temperature of the secondary chamber combustion zone shall be no less than 1600 degrees Fahrenheit throughout the combustion process in the primary chamber, in accordance with Rule 62-296.401(5)(c), F.A.C.. 


In accordance facility with the variance request for continuously monitor CO, the permittee shall submit a carbon monoxide test report for an identical (same make, model, and capacity) crematory unit operating in compliance with a valid FDEP air permit and tested pursuant to that permit.  This test report shall be submitted at the time of renewal. The test data in the test report must be less than five years old and may or may not be obtained from the unit that is being permitted, as specified on Condition 35.  


[Broward County Code, Section 27-179 (b)(6)b; Variance Request No. V05- 04 AQ executed on March 9, 2005]
39.
Compliance Demonstration: Compliance with the carbon monoxide and particulate emission standards may be demonstrated by submission of a test report for an identical (same make, model, and permitted capacity) crematory unit operating in compliance with a valid FDEP air permit and tested pursuant to that permit.  The test data in the test report must be less than five years old and may or may not be obtained from the unit that is being permitted. In order for the combustion processes in the incinerators to be considered identical, the following design and operating parameters for the unit being permitted and for the tested unit (the unit that was tested in the submitted Identical Unit Test Report) must be reviewed:

· Same types of containers.

· Primary and secondary burner inputs -Same BTU/HR input for the primary burners and same BTU/HR input for the secondary burners.

· Chamber volumes - Primary chambers should have the same volume and secondary chambers should have the same volume.

· Secondary chamber size and location - afterburner size and path should be the same.

· Burner location and number of burners - Burners should be in exact location.

· Secondary chamber temperature - The secondary chamber temperatures recorded during the stack-sampling period for the test unit must be at least 1600 (F. 

· Mode of operation the same - batch.

· Operating capacity should be the same.

· Air Input/Fuel Type.  This may be necessary to review if the tested CO concentration is near the limit.  If the tested unit burned natural gas and the untested unit burns propane, the CO limit may be exceeded.  If the crematoria manufacturer will sign (or a Professional Engineer registered in Florida will sign, date, and seal) a statement saying that the two units have the identical parameters as listed above and will not exceed the permitted limits of regulated pollutants, and an air permitting P.E. from this office agrees, then the model numbers do not have to match verbatim for the units to be considered identical.


[Rule 62-296.401(5)(j), Rule 62-4.070(3) F.A.C.]

40.
Special Compliance Test. When the EPD, after investigation, has good reason to believe (such as complaints, increased visible emissions or questionable maintenance of control equipment) that any applicable emission standard in F.A.C. Rules 62-204 through 62-297 or in a permit issued pursuant to those rules is being violated, it shall require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the EPD. 


[62-297.310(7)(b), F.A.C.]
41.
Operations During Compliance Tests:  Testing of emissions shall be conducted with the source operating at the manufacturer’s recommended capacity.

[Rule 62-296.401(5)(h) F.A.C.]
Recordkeeping and Reporting Requirement

42.
Continuous Emissions Monitoring Records: The owner or operator shall maintain a complete file of all measurements, including CEM system, monitoring device, and performance testing measurements; all continuous monitoring system performance evaluations; all continuous monitoring systems or monitoring device calibration checks; and adjustments, preventative maintenance, and corrective maintenance performed on these systems or devices, shall be recorded in a permanent legible form available for inspection.  The file shall be retained for at least two years following the recording of such measurements, maintenance, reports, and records.  The continuous temperature chart documentation shall include at a minimum the following: 

· Date markings

· Time markings

· Temperature scale markings

· Operator name

· Operator indication of when cremation of the remains in the primary chamber began and when cremation of the remains ceased


[Rule 62-296.401(5)(k) F.A.C.]

43.
Operations and Maintenance Log: A daily operations and maintenance log shall be kept by the operators showing the following for each cremation.  This log shall be retained for at least two years and made available upon request.


· Date

· Name of the operator

· Size of body cremated (child-sized, adult-sized, adult-oversized)

· Time the cremation of remains began, and number of hours taken for cremation

· Minimum temperature of the secondary chamber while cremation in progress 

· Any maintenance performed; indicate when, what, why, and by whom it was performed


[Rule 62-296.401(5)(k); Rule 62-4.070(3) F.A.C.; Broward County Code]
44.
Operator Training Certification: A copy of a certificate for each operator having satisfactorily completed the Department approved training program shall be submitted to the Air Facilities Section of this office within 15 days of completion of training.  An operator’s certificate shall be kept on file at the facility for the duration of the operator’s employment and for an additional two years after termination of employment.  The owner shall not allow the crematory to be operated unless it is operated by an operator who has satisfactorily completed the required training program.


[Rule 62-296.401(5)(f) 2-3; Rule 62-4.070(3) F.A.C.]
45.
Incinerated Container Records: If containers are incinerated, the documentation from the manufacturers certifying that they are composed of 0.5% or less by weight chlorinated plastics must be kept on file at the site for the duration of use and for at least three years after their use per variance agreement.  This documentation must also be submitted with any application for an initial or renewal air operation permit or air general permit notification form.

[Rule 62-296.401(5)(e), F.A.C.; Variance Request No. V05-04 AQ, executed on March 9, 2005;  Rule 62-4.070(3) F.A.C]
46. 
Test Reports Submittal. Copies of all reports, tests, notifications or other submittals required by this permit shall be submitted to the Environmental Protection Department, Air Quality Division, as soon as practical but no later than forty-five days after the last test completed.

         
[Rule 62-297.310(8)(b), F.A.C.]
Operating Permit Requirements

47.
Operating Permit Application.  This permit authorizes construction and/or installation of the permitted emission unit(s) and initial operation to determine compliance with the FDEP and the DERM rules.  An operation permit is required for regular operation of the permitted emission units.  The owner or operator shall apply for and receive an operation permit prior to expiration of this permit.  An application  for an operation permit shall be submitted to the Broward County Environmental Protection Department.  To apply for an operation permit, the applicant shall submit the appropriate application fee and, in triplicate, the appropriate application form, a certification that construction was completed with a notation of any deviations from the conditions on the construction 
permit, compliance test results, and such additional information as the EPD may by law require. 


[Rule 62-4.030, 62-4.050, 62-4.220, and 62-210.300 F.A.C.; Broward County Code, Section 27-176(a)1] 

{Permitting Note.  The Permittee may also elect to submit the application  electronically using the Electronic Permit Submittal and Processing system (EPSAP) via the http://www.dep.state.fl.us/air/software.htm website, along  with the processing fee established in Rule 62-4.050(4), F.A.C. , [62-4.090(1) and 62-4.050(4), F.A.C.}
Financial Requirements

48.
Financial Requirements.  An owner or operator of a human crematory, as a prerequisite to the operation of the source in Broward County, shall be bonded or insured to guarantee the financial responsibility of such owner or operator for any liability which may be incurred by the operation of the human crematory, and to provide that, upon closure, abandonment or interruption of operation of the human crematory, for any reason, all appropriate measure shall be taken to prevent present and future damage to human health, safety and welfare; the environment; the private and public property. Cash, surety bonds or casualty insurance, or any combination thereof, may be used to satisfy this financial responsibility requirement. Any bond or insurance obtained to satisfy this requirement shall be maintained in the amount established by the Board and shall be maintained until the Board determines that the owner or operator has met the requirements for closure of a human crematory as set forth in this section, and until the Board authorizes cancellation, modification or liquidation of the bond or insurance. 
The amount of financial responsibility required shall be established by the Board upon each issuance, renewal or modification of a human crematory air permit. The established financial responsibility requirements shall not be altered for the duration of the air permit. Such factors as inflation rates and changes in operation may be considered when establishing financial responsibility for the duration of the air permit. Once such a determination has been made, it shall represent the maximum financial responsibility of the owner or operator of such human crematory. 

[Broward County Code of Ordinance, Section 27-179(a)(4)]

Executed in Broward County, Florida


Environmental Protection Department

                                                       





___________________________________

Richard G. Wilkins, Director

FILING AND ACKNOWLEDGMENT:  FILED, on this date, pursuant to § 120.52(7), F.S., with the designated EPD Clerk, receipt of which is hereby acknowledged.


_____________________________
________________



Clerk
Date 
             cc: Laxmana Tallam, Florida Department of Environmental Protection, Southeast District Office

                   Marco Salgado, Engineer - Mathews Cremation Division, formerly known as Industrial Equipment &  
                   Engineering Co., 2045 Sprint Blvd. Apopka, FL 32703
