FINAL DETERMINATION


PERMITTEE

Progress Energy Florida, Inc.

Crystal River Power Plant

100 Central Avenue, CN77
St. Petersburg, FL  33701

Permitting Authority

Florida Department of Environmental Protection

Division of Air Resource Management

Bureau of Air Regulation, Air Permitting South Program
2600 Blair Stone Road, MS #5505

Tallahassee, Florida,  32399-2400

PROJECT

Air Permit No. 0170004-012-AC
Crystal River Power Plant
Progress Energy Florida, Inc. operates the existing Crystal River Plant, which is located north of Crystal River and west of U.S. Highway 19 in Citrus County, Florida.  The Crystal River Plant is an existing coal-fired power plant (SIC No. 4922).  This permit authorizes the temporary trial burn of a blend of Power River Basin (PRB) coal with bituminous coal in existing Units 4 and 5.

NOTICE AND PUBLICATION

The Department distributed an “Intent to Issue Permit” package on April 6, 2006.  The applicant published the “Public Notice of Intent to Issue” in the Citrus County Chronicle on April 10, 2006.  The Department received the proof of publication on April 14, 2006.  No petitions for administrative hearings or extensions of time to petition for an administrative hearing were filed.

COMMENTS

No comments on the Draft Permit were received from the public, the Department’s Southwest District Office, or the EPA Region 4 Office.  On April 21, 2006, the applicant provided the following comments by email.
Section 3, Condition8:  The applicant indicates that only one of the boilers may be used to test the PRB blend.  Therefore, the applicant requests a revision of this condition to clarify that only a boiler that will be firing the PRB blend needs to have a baseline CO emissions test.  Response:  The Department agreed and revised Condition 8 as follows:
Emissions Testing - Baseline:  Each boiler that will be firing the PRB blend shall have representative baseline emission levels for carbon monoxide (CO) based on actual test data collected when firing only the bituminous coal currently in use.  Such tests shall consist of at least three runs conducted at permitted capacity.  Permitted capacity is defined as 90 to 100 percent of the maximum heat input rate allowed by the permit.  Test results shall be reported in units of ppmvd @ 7% oxygen, lb/MMBtu, and lb/hour.  If such representative CO emissions data does not exist at the time of the trial burn, each boiler that will be firing the PRB blend shall be tested to determine the CO emissions.  Sufficient testing shall be conducted to establish baseline emissions.
CONCLUSION

The final action of the Department is to issue the permit with the minor changes described above.
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