SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS
Subsection E: Emission Unit 010 – Independent Rail Loadout System
PERMITTEE
	The Chemours Company FC, LLC
Post Office Box 753
City, State and Zip
Authorized Representative:
Nicole Newell, Plant Manager
	Air Permit No. 0190011-023-AO
Air Operation Permit
Chemours – Trail Ridge
Clay County, Florida


PROJECT
This is the final air operation permit, which authorizes the operation of the Chemours – Trail Ridge facility, which is a mineral processing plant (Standard Industrial Classification No. 1099- Miscellaneous Metal Ores, Not Elsewhere Classified).  This project incorporates Air Construction Permit No. 0190011-020-AC, which reclassified the facility as a non-Title V source, and Air Construction Permit No. 0190011-022-AC, which re-issued the construction permit for the rail loadout system (EU 010).  The facility is located in Clay County at 4641 FL-230, Starke, Florida 32091.  The UTM coordinates are Zone 17, 400.23 kilometers (km) East, and 3308.58 km North.
This final permit is organized into the following sections:  Section 1 (General Information); Section 2 (Administrative Requirements); Section 3 (Emissions Unit Specific Conditions); and Section 4 (Appendices).  Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of Section 4 of this permit.
Permitting Authority:  Applications for air operation permits are subject to review in accordance with the provisions of Chapter 403, Florida Statutes (F.S.) and Chapters 62-4 and 62-210 of the Florida Administrative Code (F.A.C.).  The Permitting Authority responsible for making a permit determination for this project is the Northeast District.  The Permitting Authority’s physical address is:  8800 Baymeadows Way West, Suite 100, Florida 32256.  The Permitting Authority’s mailing address is: 8800 Baymeadows Way West, Suite 100, Florida 32256.  The Permitting Authority’s telephone number is 904-256-1700.
	[image: ]



Petitions.  A person whose substantial interests are affected by the proposed decision may petition for an administrative hearing in accordance with Sections 120.569 and 120.57, F.S.  The petition must contain the information set forth below and must be filed (received) in the Department’s Office of General Counsel, MS #35, 3900 Commonwealth Boulevard, Tallahassee, Florida 32399-3000, Agency_Clerk@dep.state.fl.us.  Petitions filed by the applicant or any of the parties listed below must be filed within 14 days of receipt of this notice.  Petitions filed by any other person must be filed within 14 days of receipt of this proposed action.  A petitioner must mail a copy of the petition to the applicant at the address indicated above, at the time of filing.  The failure of any person to file a petition within the appropriate time period shall constitute a waiver of that person’s right to request an administrative determination (hearing) under Sections 120.569 and 120.57, F.S., or to intervene in this proceeding and participate as a party to it.  Any subsequent intervention will be only at the approval of the presiding officer upon the filing of a motion in compliance with Rule 28-106.205, F.A.C.
A petition that disputes the material facts on which the Department’s action is based must contain the following information:  (a) The name and address of each agency affected and each agency’s file or identification number, if known; (b) The name, address, and telephone number of the petitioner; the name, address and telephone number of the petitioner’s representative, if any, which shall be the address for service purposes during the course of the proceeding; and an explanation of how the petitioner’s substantial interests will be affected by the agency determination; (c) A statement of how and when each petitioner received notice of the agency action or proposed action; (d) A statement of all disputed issues of material fact.  If there are none, the petition must so indicate; (e) A concise statement of the ultimate facts alleged, as well as the rules and statutes which entitle the petitioner to relief; (f) A statement of the specific rules or statutes the petitioner contends require reversal or modification of the agency’s proposed action; and, (g) A statement of the relief sought by the petitioner, stating precisely the action petitioner wishes the agency to take with respect to the agency’s proposed action.   
A petition that does not dispute the material facts upon which the permitting authority’s action is based shall state that no such facts are in dispute and otherwise shall contain the same information as set forth above, as required by Rule 28-106.301, F.A.C.
Because the administrative hearing process is designed to formulate final agency action, the filing of a petition means that the Department’s final action may be different from the position taken by it in this notice.  Persons whose substantial interests will be affected by any such final decision of the permitting authority on the application have the right to petition to become a party to the proceeding, in accordance with the requirements set forth above.
Mediation:  Mediation is not available in this proceeding.
Effective Date:  This permitting decision is final and effective on the date filed with the clerk of the Permitting Authority unless a petition is filed in accordance with the above paragraphs or unless a request for extension of time in which to file a petition is filed within the time specified for filing a petition pursuant to Rule 62-110.106, F.A.C., and the petition conforms to the content requirements of Rules 28-106.201 and 28-106.301, F.A.C.  Upon timely filing of a petition or a request for extension of time, this action will not be effective until further order of the Permitting Authority.
Judicial Review:  Any party to this permitting decision (order) has the right to seek judicial review of it under Section 120.68, F.S., by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel, Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000 , and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.
0190011-023-AO Effective Date:  September 25, 2018
Renewal Application Due Date:  July 27, 2023
Expiration Date:  September 25, 2023
Executed in Jacksonville, Florida.
[image: C:\Users\Kallemeyn_t\Documents\E signatures\Tom sign.JPG]STATE OF FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION


________________________
Thomas G. Kallemeyn
Permitting Program Administrator
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CERTIFICATE OF SERVICE
The undersigned duly designated deputy clerk hereby certifies that this permit and all copies were sent on the filing date below to the following listed persons:

Nicole Newell, The Chemours Company FC, LLC, Nicole.T.Newell@chemours.com
Connie Henderson, Environmental Manager, The Chemours Company FC, LLC, connie.henderson@chemours.com
Pradeep Raval, Koogler and Associates, Inc., praval@kooglerassociates.com
Veronica Sgro, Koogler and Associates, Inc., vsgro@kooglerassociates.com

FILING AND ACKNOWLEDGMENT
FILED, on this date, pursuant to Section 120.52, F. S., with the designated Department Clerk, receipt of which is hereby acknowledged.
[image: ]September 26, 2018
[bookmark: _GoBack]Clerk                                	Date
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FACILITY DESCRIPTION
This facility mines and processes heavy mineral sands (Staurolite sand, zircon sand, titanium oxide sand, montmorillonite clay and other heavy metallic mineral concentrates).  The facility consists of an Ilmenite dryer, a Zircore Kiln, a Zircon Kiln, a feed system, Reciprocating Internal Combustion Engine (RICE) units, a load-out system, and an independent rail loadout system.
The following is a brief description of the facility operations and emissions units:
Zircore Kiln (EU 002).  This unit consists of a kiln for Zircore heavy mineral sands with a maximum production rate of 4.5 tons per hour (dried) and a maximum heat input rate of 11 MMBtu per hour.  Natural gas is the only authorized fuel.  A cyclone is used for product recovery and exhaust gases are emitted through a single vertical stack.
Zircon Kiln (EU 003).  This unit consists of a kiln for Zircon concentrate with a maximum production rate of 18.0 tons per hour (dried) and a maximum heat input rate of 23 MMBtu per hour.  Natural gas is the only authorized fuel.  A cyclone is used for product recovery and exhaust gases are emitted through a single vertical stack.
Ilmenite Dryer No. 2 (EU 004).  This unit consists of a heavy mineral sand dryer has a maximum production rate of 70.0 tons per hour (dried) and a maximum heat input rate of 23 MMBtu per hour.  Natural gas is the only authorized fuel. Particulate Matter emissions are controlled with a baghouse and are emitted through a single vertical stack.
Product Handling and Transfer Operations (EU 005).  This unit consists of the various sources of fugitive emissions (screens, bucket elevators, conveyor belt transfer points, storage bins, product packaging stations) that are subject to the requirements of 40 CFR 60 Subpart LL.
Independent Rail Loadout System (EU 010).  This unit is a railcar loadout conveyor system.  Material is processed by the Trail Ridge facility and the Twin Pines Minerals facility.  The rail loadout conveyor system is limited to no more than 300,000 tons per year of mineral sands.
The facility operates a gasoline dispensing system that is subject to 40 CFR 63, Subpart CCCCCC.
The existing facility consists of the following emissions units (EU).
	EU No.
	Emission Unit Description

	002
	Zircore Kiln

	003
	Zircon Kiln

	004
	Ilmenite Dryer No. 2

	005
	Product Handling and Transfer Operations- Fugitive Emissions

	010
	Independent Rail Loadout System


APPLICABLE REGULATIONS
A summary of applicable regulations is shown in the following table.  
	Regulation
	EU No(s).

	Federal Rule Citations

	40 CFR 60, Subpart A, NSPS General Provisions
	005

	40 CFR 60, Subpart LL
	005

	State Rule Citations

	Rule 62-210.300, F.A.C., Permits Required
	All

	Rule 62-204, F.A.C., Air Pollution Control - General Provisions
	All

	Rule 62-297, F.A.C., Stationary Sources - Emissions Monitoring
	All


FACILITY REGULATORY CLASSIFICATION
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility does not operate units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is not a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is not a major stationary source in accordance with Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.
(1) 
(1) 
SECTION 1.  GENERAL INFORMATION
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1. Permitting Authority:  The permitting authority for this project is the Northeast District Office.  The Northeast District Office mailing address is 8800 Baymeadows Way West, Suite 100, Jacksonville, Florida 32256.  All documents related to applications for permits to operate an emissions unit shall be submitted to the Northeast District.
2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the Northeast District Office at:  8800 Baymeadows Way West, Suite 100, Jacksonville, Florida 32256.
3. Appendices:  The following Appendices are attached as a part of this permit:  Appendix A (Citation Formats and Glossary of Common Terms); Appendix B (General Conditions); Appendix C (Common Conditions); Appendix D (Common Testing Requirements); Appendix E (NSPS Subpart A General Conditions); and Appendix F (NSPS Subpart LL, Standards of Performance for Metallic Mineral Processing Plants).
4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.
5. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]
6. Modifications:  No new emissions unit shall be constructed and no existing emissions unit shall be modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]
7. Renewal:  Prior to 60 days before the expiration date of this permit, the permittee shall apply for a renewal of the permit.  A renewal application shall be timely and sufficient.  If the application is submitted prior to 60 days before expiration of the permit, it will be considered timely and sufficient.  If the renewal application is submitted at a later date, it will not be considered timely and sufficient unless it is submitted and made complete prior to the expiration of the operation permit.  When the application for renewal is timely and sufficient, the existing permit shall remain in effect until the renewal application has been finally acted upon by the Department.  [Rule 62-4.090, F.A.C.]
(1) 
(1) 
SECTION 2.  ADMINISTRATIVE REQUIREMENTS

1. Unconfined Emissions of Particulate Matter:  No person shall cause, let, permit, suffer or allow the emissions of unconfined particulate matter from any activity, including vehicular movement; transportation of materials; construction; alteration; demolition or wrecking; or industrially related activities such as loading, unloading, storing or handling; without taking reasonable precautions to prevent such emissions.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include:
a.	Paved roadways; application of water to unpaved roads.
b.	Landscaping or planting of vegetation
c.	Use of enclosures and windbreaks, where practical.
In determining what constitutes reasonable precautions for a particular facility, the Department shall consider the cost of the control technique or work practice, the environmental impacts of the technique or practice and the degree of reduction of emissions expected from a particular technique or practice.  [Rule 62-296.320(4)(c), F.A.C.; Application No. 0190011-020-AC]
2. [bookmark: _Ref451865228][bookmark: _Ref524523935]General Visible Emissions.  Except for emissions units (and emissions points) that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions elsewhere in this permit, no person shall cause, let, permit, suffer, or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20% opacity).  If a special compliance test is required, the test method for visible emissions shall be EPA Method 9, incorporated and adopted by reference in Chapter 62-297, F.A.C.  [Rule 62-296.320(4)(b)1., F.A.C.]
3. Single Facility Determination.  The Department determined that the Twin Pines Minerals facility and the Chemours Trail Ridge Facility are a single, stationary source for the purposes of Title V Major Source and PSD applicability.  The Twin Pines Minerals functions as a support facility as more than 50 percent of its raw material comes from the Chemours Trail Ridge facility.  Both facilities are contiguous or adjacent, share the same SIC or NAICS code, but are not under common control.  Future construction projects at either facility must consider emissions from both facilities for the purposes of Title V and PSD applicability.  [Permit No. 0190011-019-AC and Permit No. 0190081-001-AC]

SECTION 3.  FACILITY-WIDE CONDITIONS
4. 
This section of the permit addresses the following emissions unit.
	EU No.
	Emission Unit Description

	002
	Zircore Kiln.  A Ducon 185 VM Type Model 700 Cyclone is used for product recovery and the control of particulate emissions.
Capacity:  The Zircore Kiln operates at a maximum production rate of 4.5 tons per hour of dry heavy mineral sands.
Fuels: Heat is provided by the burning of natural gas for a maximum heat input rate of 11 MMBtu per hour.
Stack Parameters: Exhaust gases are emitted through a single vertical stack with a height of 40 feet and a diameter of 1.3 feet. The exit temperature is approximately 300 º F with a flow rate of 5000 actual cubic feet per minute (acfm).


PERFORMANCE RESTRICTIONS
A.1. Permitted Capacity:  The maximum production rate shall not exceed 4.5 tons per hour of dry Zircore heavy mineral sands.  [Rule 62-210.200(PTE), F.A.C., Rule 62-4.160(2), F.A.C., and Air Construction Permit No. 0190011-020-AC]
A.2. Permitted Capacity – Heat Input.  The maximum heat input for this emissions unit shall not exceed 11 MMBtu per hour.  [Rule 62-210.200(PTE), F.A.C., Rule 62-4.160(2), F.A.C., and Air Construction Permit No. 0190011-020-AC]
A.3. Authorized Fuel:  The Emissions Unit is authorized to fire natural gas only.  [Rule 62-210.200(PTE), F.A.C., Air Construction Permit Nos. 0190011-017-AC, and 0190011-020-AC]
A.4. Restricted Operation:  The hours of operation of are not limited (8760 hours per year).  [Rule 62-210.200(PTE), F.A.C., and Air Construction Permit No. 0190011-020-AC]
EMISSIONS STANDARDS
{Permitting Note:  Unless otherwise specified, the averaging times for the Specific Condition is based on the specified averaging time of the applicable test method.}
A.5. Emissions Standards:
a. [bookmark: _Hlk524526850]Visible Emissions Standard.  The emission unit shall meet the General Visible Emissions Standard stated in Facility Wide Condition 2.  [Air Construction Permit No. 0190011-020-AC]
b. Sulfur Dioxide Emissions.  Sulfur dioxide emissions are controlled by the firing of natural gas.  [Air Construction Permit Nos. 0190011-017-AC, and 0190011-020-AC]
TESTING REQUIREMENTS
A.6. Compliance Tests:  The Emissions Unit shall be tested to demonstrate compliance with emissions standard for Visible Emissions upon Department request.  [Air Construction Permit No. 0190011-020-AC]
A.7. Special Compliance Tests.  When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it shall require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.  [Rule 62-297.310(8)(c), F.A.C.]
A.8. Method 9 Compliance Test Duration:  The required minimum period of observation for each of the annual visible emissions compliance tests shall be 30 minutes except that for batch, cyclical processes, or other operations that are typically completed within less than the minimum observation period, the period of observation shall include each occurrence of the operation during the minimum observation period. The opacity test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.  [Rule 62-297.310(5)(b), F.A.C.]
A.9. Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C.]
A.10. Test Methods:  Required tests shall be performed in accordance with the following reference methods:
	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


The above methods are described in Appendix A-4 of 40 CFR 60 and are adopted by reference in Rule 62-204.800(8)(d)4., F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-204.800, F.A.C.; and Appendix A of 40 CFR 60]
RECORDS AND REPORTS
A.11. Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  For each test run, the report shall also indicate the operating rate.  [Rule 62-297.310(10), F.A.C.]
A.12. Operational Data:  A record of operational data shall be maintained at the facility, and made available during inspection if requested.  The record shall include the following minimum data:
a. Hours of Operation (each month total for a combined yearly total of hours/year),
b. Yearly process input rate (each month total for a combined yearly total of tons/year),
c. Natural gas usage (each month total for a combined yearly total of MMCF/year).
[Air Construction Permit No. 0190011-020-AC]
(1) 
(1) 
SECTION 4.  EMISSIONS UNIT SPECIFIC CONDITIONS
Subsection A:  Emission Unit 002 – Zircore Kiln

This section of the permit addresses the following emissions unit.
	ID No.
	Emission Unit Description

	003
	Zircon Kiln. A Ducon Type VM Model 700/150 Cyclone is used for product recovery and the control of particulate emissions.
Capacity:  The Zircon Kiln operates at a maximum production rate of 18.0 tons per hour of dry Zircon concentrate.
Fuels: Heat is provided by the burning of natural gas for a maximum heat input rate of 23 MMBtu per hour.
Stack Parameters: Exhaust gases are emitted through a single vertical stack with a height of 40 feet and a diameter of 2.0 feet. The exit temperature is approximately 270 º F with a flow rate of 20,700 actual cubic feet per minute (acfm).


PERFORMANCE RESTRICTIONS
B.1. Permitted Capacity:  The maximum production rate shall not exceed 18.0 tons per hour of dry Zircon concentrate.  [Rule 62-210.200(PTE), F.A.C., Rule 62-4.160(2), F.A.C. and Air Construction Permit No. 0190011-020-AC]
B.2. Permitted Capacity-Heat Input: The maximum heat input for this emissions unit shall not exceed 23 MMBtu per hour.  [Rules 62-4.160(2) and 62-210.200(PTE), F.A.C., and Air Construction Permit No. 0190011-020-AC]
B.3. Authorized Fuel:  The Emissions Unit is authorized to fire natural gas only.  [Rule 62-210.200(PTE), F.A.C. and Air Construction Permit Nos. 0190011-017-AC, and 0190011-020-AC]
B.4. Restricted Operation:  The hours of operation of are not limited (8,760 hours per year).  [Rules 62-210.200(PTE), F.A.C., and Air Construction Permit No. 0190011-020-AC]
EMISSIONS STANDARDS
{Permitting Note:  Unless otherwise specified, the averaging times for the Specific Condition is based on the specified averaging time of the applicable test method.}
B.5. Emissions Standards:
a. Visible Emissions Standard.  The emission unit shall meet the General Visible Emissions Standard stated in Facility Wide Condition 2.  [Air Construction Permit No. 0190011-020-AC]
b. Sulfur Dioxide Emissions.  Sulfur dioxide emissions are controlled by the firing of natural gas.  [Air Construction Permit Nos. 0190011-017-AC, and 0190011-020-AC]
TESTING REQUIREMENTS
B.6. Compliance Tests:  The Emissions Unit shall be tested to demonstrate compliance with emissions standard for Visible Emissions upon Department request.  [Air Construction Permit No. 0190011-020-AC]
B.7. Special Compliance Tests.  When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it shall require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.  [Rule 62-297.310(8)(c), F.A.C.]
B.8. Method 9 Compliance Test Duration:  The required minimum period of observation for each of the annual visible emissions compliance tests shall be 30 minutes except that for batch, cyclical processes, or other operations that are typically completed within less than the minimum observation period, the period of observation shall include each occurrence of the operation during the minimum observation period. The opacity test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.  [Rule 62-297.310(5)(b), F.A.C.]
B.9. Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C.]
B.10. Test Methods:  Required tests shall be performed in accordance with the following reference methods:
	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


The above methods are described in Appendix A-4 of 40 CFR 60 and are adopted by reference in Rule 62-204.800(8)(d)4., F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-204.800, F.A.C.; and Appendix A of 40 CFR 60]
RECORDS AND REPORTS
B.11. Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  For each test run, the report shall also indicate the.  [Rule 62-297.310(10), F.A.C.]
B.12. Operational Data:  A record of operational data shall be maintained at the facility, and made available during inspection if requested.  The record shall include the following minimum data:
a.	Hours of Operation (each month total for a combined yearly total of hours/year),
b.	Yearly process input rate (each month total for a combined yearly total of tons/year),
c.	Natural gas usage (each month total for a combined yearly total of MMCF/year).
SECTION 4.  EMISSIONS UNIT SPECIFIC CONDITIONS
Subsection B:  Emissions Unit 003 – Zircon Kiln
[Air Construction Permit No. 0190011-020-AC]
This section of the permit addresses the following emissions unit.
	EU No.
	Emission Unit Description

	004
	Ilmenite Dryer No. 2
Capacity:  The Ilmenite Dryer No. 2 operates at a maximum production rate of 70.0 tons per hour of heavy mineral sands.
Fuels: Heat is provided by the burning of natural gas for a maximum heat input rate of 23 MMBtu per hour.
Controls: A baghouse is used for Particulate Matter emission control.
Stack Parameters: Exhaust gases are emitted through a single vertical stack with a height of 33 feet and a diameter of 2.0 feet.  The exit temperature is approximately 240 º F with a flow rate of 25,100 actual cubic feet per minute (acfm).


PERFORMANCE RESTRICTIONS
C.1. Permitted Capacity:  The maximum production rate shall not exceed 70.0 tons per hour of heavy mineral sands.  [Rule 62-210.200(PTE), F.A.C., Rule 62-4.160(2), F.A.C., and Air Construction Permit No. 0190011-020-AC]
C.2. Permitted Capacity – Heat Input.  The maximum heat input for this emissions unit shall not exceed 23 MMBtu per hour.  [Rules 62-4.160(2) and 62-210.200(PTE), F.A.C., Air Construction Permit No. 0190011-020-AC]
C.3. Authorized Fuel:  The Emissions Unit is authorized to fire natural gas only.  [Rule 62-210.200(PTE), F.A.C. and Air Construction Permit Nos. 0190011-017-AC, and 0190011-020-AC]
C.4. Restricted Operation:  The hours of operation of are not limited (8760 hours per year).  [62-210.200(PTE), F.A.C., and Air Construction Permit No. 0190011-020-AC]
C.5. Circumvention.  The permittee shall not circumvent the air pollution control equipment or allow the emission of air pollutants without this equipment operating properly.  [Rule 62-210.650, F.A.C.]
EMISSIONS STANDARDS
Permitting Note:  Unless otherwise specified, the averaging times for the Specific Condition is based on the specified averaging time of the applicable test method.
C.6. [bookmark: _Ref524947282]Emissions Standards:
a. [bookmark: _Ref524947285]Particulate Matter Emissions.  Particulate Matter emissions shall not exceed 4.4 pounds per hour and 19.2 tons per year.  [Air Construction Permit No. 0190011-020-AC]
b. [bookmark: _Ref524947361]Visible Emissions Standard.  Visible emissions shall not exceed 5 percent opacity.  [Rule 62-297.620(4), F.A.C. and Air Construction Permit No. 0190011-020-AC]
c. Sulfur Dioxide Emissions: Sulfur dioxide emissions are controlled by the firing of natural gas.  [Air Construction Permit Nos. 0190011-017-AC, and 0190011-020-AC]
TESTING REQUIREMENTS
C.7. Annual Compliance Tests:  During each calendar year (January 1st to December 31st), the emissions unit shall be tested to demonstrate compliance with the emissions standards for Visible Emissions.  [Rule 62-297.310(8)(a)1, F.A.C.]
C.8. Particulate Matter Emissions:  The Emissions unit shall be considered to be in compliance with the Particulate Matter emissions standard stated in Specific Condition C.6.a., if the Emissions Unit is in compliance with the Visible Emissions standard stated in Specific Condition C.6.b.  The Emissions Unit shall be tested to demonstrate compliance with emissions standard for Particulate Matter Emissions upon Department request in accordance with the requirements of Specific Condition Error! Reference source not found..  [Rule 62-297.310(8)(c), F.A.C., and Air Construction Permit No. 0190011-020-AC]
C.9. Special Compliance Tests: When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it shall require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.  [Rule 62-297.310(8)(c), F.A.C.]
C.10. Annual EPA Method 9 Compliance Test Duration:  The required minimum period of observation for each of the annual visible emissions compliance tests shall be 30 minutes except that for batch, cyclical processes, or other operations that are typically completed within less than the minimum observation period, the period of observation shall include each occurrence of the operation during the minimum observation period. The opacity test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.  [Rule 62-297.310(5)(b), F.A.C.]
C.11. Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C.]
C.12. Test Methods:  Required tests shall be performed in accordance with the following reference methods:
	Method
	Description of Method and Comments

	1-4
	Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content

	5
	Method for Determining Particulate Matter Emissions

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


The above methods are described in Appendix A-4 of 40 CFR 60 and are adopted by reference in Rule 62-204.800(8)(d)4., F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-204.800, F.A.C.; and Appendix A of 40 CFR 60]
RECORDS AND REPORTS
C.13. Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  For each test run, the report shall also indicate the operating rate.  [Rule 62-297.310(10), F.A.C.]
C.14. Operational Data:  A record of operational data shall be maintained at the facility, and made available during inspection if requested.  The record shall include the following minimum data:
a. Hours of Operation (each month total for a combined yearly total of hours/year),
b. Yearly process input rate (each month total for a combined yearly total of tons/year),
c. Natural gas usage (each month total for a combined yearly total of MMCF/year).
[Air Construction Permit No. 0190011-020-AC]
(2) 
(2) 
SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS
Subsection C:  Emission Unit 004 – Ilmenite Dryer No. 2

This section of the permit addresses the following emissions unit.
	ID No.
	Emission Unit Description

	005
	Product Handling and Transfer Operations 
Capacity:  Various sources of fugitive emissions operate at a rate necessary to maintain a maximum production rate of 70.0 tons per hour of dried Ilmenite ore.
	EP
	Description
	EP
	Description
	EP
	Description

	01
	Zircon #1 Screen
	025
	Ilmenite #11 Elevator
	049
	Ilmenite #10 Conveyor

	02
	Zircon #2 Screen
	026
	Ilmenite #15 Elevator
	050
	Ilmenite #12 Conveyor

	03
	Ilmenite #1 Screen
	027
	Ilmenite #16 Elevator
	051
	Ilmenite #13 Conveyor

	04
	Ilmenite #2 Screen
	028
	Zircon #4 Conveyor
	052
	Ilmenite #27 Conveyor

	05
	Ilmenite #3 Screen
	029
	Zircon #5 Conveyor
	053
	Ilmenite #29 Conveyor

	06
	Ilmenite #4 Screen
	030
	Zircon #6 Conveyor
	054
	Zircon #1 Bagging Operation

	07
	Ilmenite #5 Screen
	031
	Zircon #7 Conveyor
	055
	Zircore #1 Bagging Operation

	08
	Ilmenite #6 Screen
	032
	Zircon #8 Conveyor
	056
	Zircon #1 Bin

	09
	Ilmenite #7 Screen
	033
	Zircon #9 Conveyor
	057
	Zircon #2 Bin

	010
	Zircon #2 Elevator
	034
	Zircon #10 Conveyor
	058
	Zircon #7 Bin

	011
	Zircon #4 Elevator
	035
	Zircon #11 Conveyor
	059
	Zircon #9 Bin

	012
	Zircon #6 Elevator
	036
	Zircon #12 Conveyor
	060
	Zircon #10 Bin

	013
	Zircon #7 Elevator
	037
	Zircon #13 Conveyor
	061
	Zircon #11 Bin

	014
	Zircon #8 Elevator
	038
	Zircon #14 Conveyor
	062
	Zircon #12 Bin

	015
	Zircon #9 Elevator
	039
	Zircon #15 Conveyor
	063
	Zircon #13 Bin

	016
	Zircon #10 Elevator
	040
	Zircon #16 Conveyor
	064
	Zircon #14 Bin

	017
	Zircon #11 Elevator
	041
	Ilmenite #1 Conveyor
	065
	Zircon #16 Bin

	018
	Zircon #12 Elevator
	042
	Ilmenite #2 Conveyor
	066
	Zircon #17 Bin

	019
	Zircon #13 Elevator
	043
	Ilmenite # 3 Conveyor
	067
	Zircon #18 Bin

	020
	Ilmenite #1Elevator
	044
	Ilmenite #4 Conveyor
	068
	Zircon #19 Bin

	021
	Ilmenite #2 Elevator
	045
	Ilmenite #5 Conveyor
	069
	Zircore #4 Bin

	022
	Ilmenite #3 Elevator
	046
	Ilmenite #6 Conveyor
	070
	Zircore #7 Bin

	023
	Ilmenite #4 Elevator
	047
	Ilmenite #7 Conveyor
	
	

	024
	Ilmenite #9 Elevator
	048
	Ilmenite #8 Conveyor
	
	





{The Emissions Unit and identified Emission Points are regulated under NSPS - 40 CFR 60, Subpart LL, Standards of Performance for Metallic Mineral Processing Plants, adopted and incorporated by reference in Rule 62-204.800, F.A.C.}
{Permitting Note: Emissions Points 04, 05, 06, 07, 08, 09, 010, 011, 012, 013, 014, 015, 016, 017, 018, 019, 020, 021, 022, 023, 024, 025, 026, 027, 032, 033, 034, 035, 036, 037, 038, 039, 040, 043, 044, 045, 046, 047, 048, 049, 050, 051, 054, 055, 058, 059, 060, 061, 062, 063, 064, 065, 066, 067, 068, and  069 are vented indoors.}
PERFORMANCE RESTRICTIONS
D.1. Permitted Capacity:  The maximum operating rate of this Emissions Unit shall be the rate necessary to maintain a facility production rate not exceed 70.0 tons per hour of dried Ilmenite ore.  [Rule 62-210.200(PTE), F.A.C., Rule 62-4.160(2), F.A.C., and Air Construction Permit No. 0190011-020-AC]
D.2. Restricted Operation:  The hours of operation of are not limited (8,760 hours per year).  [62-210.200(PTE), F.A.C. and Air Construction Permit No. 0190011]
D.3. NSPS Subpart LL Requirements:  Each crusher, screen, bucket elevator, conveyor belt transfer point, thermal dryer, product packaging station, storage bin, enclosed storage area, truck loading station, truck unloading station, railcar loading station, and railcar unloading station at the mill or concentrator as defined by 40 CFR 60 Subpart LL, shall comply with all of the applicable requirements of 40 CFR 60, Subpart LL, attached in Appendix E of this permit.  [40 CFR 60.380(a), (b), and Rule 62-204.800(8)(b)45., F.A.C.]
D.4. NSPS Subpart A Requirements:  The Emissions Unit and Emission Points shall comply with all of the applicable requirements of 40 CFR 60, Subpart A- General Provisions, attached in Appendix F of this permit.  [40 CFR 60.1, and Rule 62-204.800(8)(c), F.A.C.]
EMISSIONS STANDARDS
{Permitting Note:  Unless otherwise specified, the averaging times for the Specific Condition is based on the specified averaging time of the applicable test method.}
D.5. Particulate Matter Emissions:  Process fugitive emissions that exhibit greater than 10% opacity shall not be discharged into the atmosphere from the Emissions Unit and each Emissions Point.  [40 CFR 60.382(b), Rule 62-204.800(8)(b)45., F.A.C.]
TESTING REQUIREMENTS
D.6. Annual Compliance Tests:  During each calendar year (January 1st to December 31st), the emissions unit shall be tested to demonstrate compliance with the emissions standards for visible emissions.  [Rule 62-297.310(8)(a)1, F.A.C.]
D.7. [bookmark: _Ref499106465]Test Method:  EPA Method 9 and the procedures in 40 CFR 60.11 shall be used to determine opacity from process fugitive emissions.  The observer shall read opacity only when emissions are clearly identified as emanating solely from the affected emissions unit being observed.  A single visible emission observer may conduct visible emission observations for up to three stacks, or vent emission points within a 15-second interval.  This option is subject to the following limitations:
i. No more than three emission points are read concurrently;
ii. All three emission points must be within a 70° viewing sector or angle in front of the observer such that the proper sun position can be maintained for all three points; and
iii. If an opacity reading for any one of the three emission points is within 5 percent opacity of the application standard, then the observer must stop taking readings for the other two points and continue reading just that single point.
The above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C., except as provided in 40 CFR 60.8(b).  No other methods may be used unless prior written approval is received from the Department 
[40 CFR 60.386(a), (b)(2), Rule 62-204.800(8)(b)45., F.A.C, Rule 62-204.800(8)(e), F.A.C., and Appendix A of 40 CFR 60]
D.8. Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C.]
D.9. [bookmark: _Ref525562705]Test Methods:  Required tests shall be performed in accordance with the following reference methods:
	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


The above methods are described in Appendix A-4 of 40 CFR 60 and are adopted by reference in Rule 62-204.800(8)(d)4., F.A.C.   No other methods may be used unless prior written approval is received from the Department.  [Rules 62-204.800, F.A.C.; and Appendix A of 40 CFR 60]
D.10. [bookmark: _Ref499109039][bookmark: _Ref525562844]Annual EPA Method 9 Compliance Test Duration:  The required minimum period of observation for each of the annual visible emissions compliance tests shall be 30 minutes except that for batch, cyclical processes, or other operations that are typically completed within less than the minimum observation period, the period of observation shall include each occurrence of the operation during the minimum observation period. The opacity test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.  [Rule 62-297.310(5)(b), F.A.C.]
D.11. Test Method Alternative:  EPA Method 22 may be used as an alternative test method to EPA Method 9 required in Specific Condition D.9., for each of those Emissions Points identified within this permit as being subject to 40 CFR 60 Subpart LL and venting indoors.  The EPA Method 22 test shall be performed on the exterior of the building in which the identified Emissions Point is located while the Emissions Point is in operation.  The total observation time for each EPA Method 22 test shall be 75 minutes (15 minutes for each side of the building and 15 minutes for the roof).
Provided no (zero) visible emissions are observed during the EPA Method 22 test, the EPA Method 9 test stated in Specific Condition D.9. shall not be required for the Emissions Point.
If visible emissions are detected during the EPA Method 22 observation period, the Permittee shall conduct a visible emissions test using EPA Method 9 as stated in Specific Condition D.9. on the Emissions Point located inside the building.
The required minimum total time of observation for each of the initial compliance tests shall be 3 hours (30 6-minute averages) for the performance test or other set of observations (meaning those fugitive-type emission sources subject only to an opacity standard).
The required minimum total time of observation for each of the annual compliance tests shall be 30 minutes as stated in Specific Condition D.10.
[40 CFR 60.8(b), 40 CFR 60.11(b), Rule 62-204.800(8)(d), F.A.C., EPA Applicability Determination dated October 26, 2006]
RECORDS AND REPORTS
SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS
Subsection D:  Emission Unit 005 – Product Handling and Transfer Operations
D.12. Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  For each test run, the report shall also indicate the operating rate.  [Rule 62-297.310(10), F.A.C.]
This section of the permit addresses the following emissions unit.
	EU No.
	Emission Unit Description

	010
	Independent Rail Loadout System 
Description: Railcar loadout conveyor system that is independently operated.  Material processed by the Trail Ridge facility and that processed by the Twin Pines Minerals facility is dropped by truck or front-end loader into the hopper.  From the hopper the material slides onto transfer Conveyor 1.  From Conveyor 1, the material transfers to a second conveyor, Conveyor 2.  From Conveyor 2, the material transfers through a drop chute into railcars.  The conveyors are electric. The material may be placed in open piles, in the vicinity of the conveyor system, prior to shipping.
Capacity:  The rail loadout conveyor system is limited to no more than 300,000 tons per year of mineral sands.
	EP ID
	Emission Point Description

	01
	Truck unloading into Hopper

	02
	Hopper

	03
	Conveyor belt transfer point from Hopper to Conveyor 1

	04
	Conveyor belt transfer point from Conveyor 1 to Conveyor 2

	05
	Conveyor belt transfer point from Conveyor 2 to Railcar





{This emissions unit is regulated under NSPS - 40 CFR 60, Subpart LL, Standards of Performance for Metallic Mineral Processing Plants, adopted and incorporated by reference in Rule 62-204.800, F.A.C.}
PERFORMANCE RESTRICTIONS
E.1. Permitted Capacity:  The maximum process rate is estimated to be 100 tons per hour and shall not exceed 300,000 tons per year of mineral sands.  [Rule 62-210.200(PTE), F.A.C., Rule 62-4.160(2), F.A.C., Air Construction Permit No. 0190011-020-AC, and Air Construction Permit No. 019011-022-AC]
E.2. Authorized Fuel:  The conveyors (Conveyor 1 and Conveyor 2) shall be electric and not powered by fuel (diesel, natural gas, fuel oil, or propane).  [Rule 62-210.200(PTE), F.A.C., Rule 62-4.160(2), F.A.C., Air Construction Permit No. 0190011-020-AC and Air Construction Permit No. 019011-022-AC]
E.3. Restricted Operation:  The hours of operation of are not limited (8760 hours per year).  [62-210.200(PTE), F.A.C., Air Construction Permit No. 0190011-020-AC, and Air Construction Permit No. 019011-022-AC]
E.4. Circumvention:  The permittee shall not circumvent the air pollution control equipment or allow the emission of air pollutants without this equipment operating properly.  [Rule 62-210.650, F.A.C.]
E.5. Minimizing Emissions:  At all times, including periods of startup, shutdown, and malfunction, the Permittee shall, to the extent practicable, maintain and operate the affect emission points including associated air pollution control equipment in a manner consistent with good air pollution control practice for minimizing emissions.  [40 CFR 60.11(d), and Rule 62-204.800(8)(c), F.A.C.]
E.6. [bookmark: _Ref525565263]NSPS Subpart LL Requirements:  Each conveyor belt transfer point, storage bin, truck loading station, and railcar loading station shall comply with all of the applicable requirements of 40 CFR 60, Subpart LL, attached in Appendix E of this permit.
Specific Condition E.6. Continued:
Conveyor belt transfer point means a point in the conveying operation where the metallic mineral or metallic mineral concentrate is transferred to or from a conveyor belt except where the metallic mineral is being transferred to a stockpile.
Storage bin means a facility for storage (including surge bins and hoppers) of metallic minerals prior to further processing or loading.
Truck unloading station means that portion of a metallic mineral processing plant where metallic ore is unloaded from a truck into a hopper, screen, or crusher.
Railcar loading station means that portion of a metallic mineral processing plant where metallic minerals or metallic mineral concentrates are loaded by a conveying system into railcars.
[40 CFR 60.380(a),(b), 40 CFR 60.381, Rule 62-204.800(8)(b)45., F.A.C., Air Construction Permit No. 0190011-020-AC and Air Construction Permit No. 019011-022-AC]
E.7. NSPS Subpart A Requirements: This emissions unit shall comply with all of the applicable requirements of 40 CFR 60, Subpart A- General Provisions, attached in Appendix F of this permit.  [40 CFR 60.1, Rule 62-204.800(8)(c), F.A.C., Air Construction Permit No. 0190011-020-AC, and Air Construction Permit No. 019011-022-AC]
EMISSIONS STANDARDS
{Permitting Note:  Unless otherwise specified, the averaging times for the Specific Condition is based on the specified averaging time of the applicable test method.}
E.8. Particulate Matter Emissions- EPs 01-05:  Process fugitive emissions that exhibit greater than 10% opacity shall not be discharged into the atmosphere from these emissions points.  [40 CFR 60.382(b), Rule 62-204.800(8)(b)45., F.A.C., Air Construction Permit No. 0190011-020-AC, and Air Construction Permit No. 019011-022-AC]
TESTING REQUIREMENTS
E.9. Annual Compliance Tests:  During each calendar year (January 1st to December 31st), the emissions unit (Emission Points 01-05) shall be tested to demonstrate compliance with the emissions standards for visible emissions.  [Rule 62-297.310(8)(a)1, F.A.C.]
E.10. Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C.]
E.11. Test Methods:  Required tests shall be performed in accordance with the following reference methods:
	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


The above methods are described in Appendix A-4 of 40 CFR 60 and are adopted by reference in Rule 62-204.800(8)(d)4., F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-204.800, F.A.C.; and Appendix A of 40 CFR 60]
E.12. [bookmark: _Ref525627404]Test Method- EPs 01-05:  EPA Method 9 and the procedures in 40 CFR 60.11 shall be used to determine opacity from process fugitive emissions.  The observer shall read opacity only when emissions are clearly identified as emanating solely from the affected emissions unit being observed.  A single visible emission observer may conduct visible emission observations for up to three stacks, or vent emission points within a 15-second interval.  This option is subject to the following limitations:
i. No more than three emission points are read concurrently;
Specific Condition E.12 Continued:
ii. All three emission points must be within a 70° viewing sector or angle in front of the observer such that the proper sun position can be maintained for all three points; and
iii. If an opacity reading for any one of the three emission points is within 5 percent opacity of the application standard, then the observer must stop taking readings for the other two points and continue reading just that single point.
The above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C., except as provided in 40 CFR 60.8(b).  No other methods may be used unless prior written approval is received from the Department.
[40 CFR 60.386(a),(b)(2), Rule 62-204.800(8)(b)45., F.A.C, Rule 62-204.800(8)(c), F.A.C., and Appendix A of 40 CFR 60]
E.13. Annual Compliance Tests Duration- EPs 01-05:  The required minimum period of observation for each of the annual visible emissions compliance tests shall be 30 minutes except that for batch, cyclical processes, or other operations that are typically completed within less than the minimum observation period, the period of observation shall include each occurrence of the operation during the minimum observation period.  The opacity test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.  [Rule 62-297.310(5)(b), F.A.C.]
RECORDS AND REPORTS
E.14. Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  For each test run, the report shall also indicate the operating rate.  [Rule 62-297.310(10), F.A.C.]
E.15. Operational Data:  The permittee shall maintain a record of the quantity of material/processed mineral sands loaded (each month for an annual total of tons per year).  This operational data shall be made available during inspection by the Compliance Authority upon request.  [Air Construction Permits Nos. 0190011-020-AC and 0190011-022-AC]
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