SECTION 3. EMISSIONS UNIT SPECIFIC CONDITIONS
C.  EU Group Description
NOTICE OF ADMINISTRATIVELY CORRECTED AIR PERMITS
In the Matter of a Request for Administrative Correction:
	Jackson Memorial Hospital 
1611 Northwest 12th Avenue 
Miami, FL 33136-1094 
	Project Nos.  0250232-015-AC and 0250232-016-AO

	
	Administrative Correction to:
Project Nos.  0250232-013-AC and 0250232-014-AO

	
	Miami-Dade County


Enclosed is are the administratively corrected pages to Air Construction Permit No. 0250232-013-AC authorizing the installation of two new boilers and two emergency engines, and Air Operation Permit No. 0250232-014-AO for the operation of the existing Jackson Memorial Hospital.  The Jackson Memorial Hospital is located in Miami-Dade County at 1611 Northwest 12th Avenue in Miami, Florida.  This correction is issued pursuant to Rule 62-210.360, Florida Administrative Code (F.A.C.), and Chapter 403, Florida Statutes (F.S.).  The changes made are to correct emission units assigned to the new boilers and engines.  This corrective action does not alter the effective dates of the existing permit.  A copy of this corrective action shall be kept on file at the facility with the permit being corrected and shall be incorporated into the permit the next time it is opened.
The Department of Environmental Protection (Department) will consider the above-noted action final unless a timely petition for an administrative hearing is filed pursuant to Sections 120.569 and 120.57, F.S.  Mediation under Section 120.573, F.S., will not be available for this proposed action.
Petitions:  A person whose substantial interests are affected by the proposed permitting decision may petition for an administrative hearing in accordance with Sections 120.569 and 120.57, F.S.  The petition must contain the information set forth below and must be filed with (received by) the Department’s Agency Clerk in the Office of General Counsel of the Department of Environmental Protection, 3900 Commonwealth Boulevard, Mail Station #35, Tallahassee, Florida 32399-3000, Agency_Clerk@dep.state.fl.us, before the deadline.  Petitions must be filed within 14 days of receipt of this administratively corrected permit.  A petitioner shall mail a copy of the petition to the applicant at the address indicated above, at the time of filing.  The failure of any person to file a petition within the appropriate time period shall constitute a waiver of that person’s right to request an administrative determination (hearing) under Sections 120.569 and 120.57, F.S., or to intervene in this proceeding and participate as a party to it.  Any subsequent intervention (in a proceeding initiated by another party) will be only at the approval of the presiding officer upon the filing of a motion in compliance with Rule 28-106.205, F.A.C.
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NOTICE OF ADMINISTRATIVELY CORRECTED AIR OPERATION PERMIT
A petition that disputes the material facts on which the Permitting Authority’s action is based must contain the following information: (a) The name and address of each agency affected and each agency’s file or identification number, if known; (b) The name, address, and telephone number of the petitioner; the name, address and telephone number of the petitioner’s representative, if any, which shall be the address for service purposes during the course of the proceeding; and an explanation of how the petitioner’s substantial interests will be affected by the agency determination; (c) A statement of when and how each petitioner received notice of the agency action or proposed decision; (d) A statement of all disputed issues of material fact.  If there are none, the petition must so state; (e) A concise statement of the ultimate facts alleged, including the specific facts the petitioner contends warrant reversal or modification of the agency’s proposed action; (f) A statement of the specific rules or statutes the petitioner contends require reversal or modification of the agency’s proposed action including an explanation of how the alleged facts relate to the specific rules or statutes; and, (g) A statement of the relief sought by the 
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petitioner, stating precisely the action the petitioner wishes the agency to take with respect to the agency’s proposed action.  A petition that does not dispute the material facts upon which the Permitting Authority’s action is based shall state that no such facts are in dispute and otherwise shall contain the same information as set forth above, as required by Rule 28-106.301, F.A.C.
Because the administrative hearing process is designed to formulate final agency action, the filing of a petition means that the Permitting Authority’s final action may be different from the position taken by it in this written notice.  Persons whose substantial interests will be affected by any such final decision of the Permitting Authority on the application have the right to petition to become a party to the proceeding, in accordance with the requirements set forth above.
Judicial Review:  Any party to this permitting decision (order) has the right to seek judicial review of it under Section 120.68, F.S., by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel, 3900 Commonwealth Boulevard, MS 35, Tallahassee, Florida 32399-3000, and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.
[image: ]Executed in West Palm Beach, Florida.


 				March 31, 2017
[bookmark: _GoBack]Diane Pupa			Date
Program Administrator
Permitting and Waste Clean Up
CERTIFICATE OF SERVICE
The undersigned duly designated deputy agency clerk hereby certifies that this Notice of Administratively Corrected Air Operation Permit (including the corrected pages) and a link to these documents made available electronically on a publicly accessible server, was sent by electronic mail with received receipt requested to the persons listed below:
Mr. Jose Camero, Director of Engineering, JHS, jose.camero@jhsmiami.org  
Mr. Aldo Marletti, P.E., Cashin Associates, amarletti@ca-pc.com 
Diane Pupa, FDEP SED, Diane.Pupa@dep.state.fl.us
Kent Edwards, FDEP SED, Kent.Edwards@dep.state.fl.us 
Eric Dunkelberger, FDEP SED, Eric.Dunkelberger@dep.state.fl.us 
Clerk Stamp
FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated agency clerk, receipt of which is hereby acknowledged.
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The following permit condition is revised as indicated.  Strikethrough is used to denote the deletion of text Double-underlines are used to denote the addition of text.  All changes are emphasized with shading.
Permits Being Administratively Corrected:  Permit Nos. 0250232-013-AC and 014-AO
SECTION 1.  GENERAL INFORMATION
Proposed Project
The proposed project consists of a concurrent Construction and Operation Permit that include modifications previously completed at the facility. This project modifies Emissions Unit 012 that includes the removal of two 750 kilowatts (kW) generator units replaced with two 2,000 kWkilowatts Florida Detroit Diesel-Allison generator units. These two new engines are reciprocating internal combustion engines (RICE), and are subject to the requirements of 40 CFR 60, Subpart IIII.
Also, the project authorizes the installation of two 1,200 horsepower (hp) Marine Boilers manufactured by Unilux Model ZF-4500-HS, that replace the two existing 600 hp Fire Tube Kewanee Scotch Marine Boilers Model H35-600-G02.
	Facility ID No. 0250232
	

	ID No
	Emission Unit Description

	008
	1,200 HP boiler with 50.96 MMBtu PER HR. Model Unilux ZF-4500-HS

	009
	1,200 HP boiler with 50.96 MMBtu PER HR. Model Unilux ZF-4500-HS

	012
	Fifteen Emergency Units

	013
	Two 2,000 kilowatt Florida Detroit Diesel Allison Emergency Generators


The project removed the following emission units:
	ID No
	Emission Unit Description

	008
	600 HP Fire Tube Kewanee Scotch Marine Boiler with 25.11 MMBtu per hour Model H35-600-G02

	009
	600 HP Fire Tube Kewanee Scotch Marine Boiler with 25.11 MMBtu per hour Model H35-600-G02


The project added the following emissions units:
	ID No
	Emission Unit Description

	013
	Florida Detroit Diesel Allison Emergency Generator A (2,000 kW)

	014
	Florida Detroit Diesel Allison Emergency Generator B (2,000 kW)

	015
	Unilux Boiler A (50.96 MMBtu/hour)

	016
	Unilux Boiler B (50.96 MMBtu/hour)


SECTION 3.  EMISSION UNITS AND SPECIFIC CONDITIONS
Subsection A.  Boilers A and B (EU-015 and EU 016)
This section of the permit addresses the following emissions units.
	ID No
	Emission Unit Description

	008015
	1,200 hp Unilux Boiler A with a maximum heat input rate of 50.96 MMBtu per hr. Model ZF-4500-HS

	009016
	1,200 hp Unilux Boiler B with a maximum heat input rate of 50.96 MMBtu per hr. Model ZF-4500-HS


A.9. AOR Supplemental Information:  Annual operation reports required in Part II of this permit shall include following supplemental information that was recorded in the previous calendar year: 
· The total amount of fuel oil burned by each boiler in the previous calendar year. 
· The highest percent sulfur content (by weight) of diesel fuel received. [Rule 62-4.070(3), F.A.C.]
NOTICE OF ADMINISTRATIVELY CORRECTED AIR PERMITS
[Rule 62-4.070(3), F.A.C.]
Subsection C.  2000 kW Florida Detroit Diesel Allison Emergency Generator A and B (EU-013 and EU 014)
The specific conditions in this section apply to the following emissions unit(s):
	ID No
	Emission Unit Description

	013
	Two 2,000 kW Florida Detroit Diesel Allison Emergency Generators A

	014
	2,000 kW Florida Detroit Diesel Allison Emergency Generator B


These emissions units consists of two emergency generators driven by internal combustion engines (ICE) manufactured by Florida Detroit Diesel Allison. The engines have no pollution control devices.
The following table provides important details for thisese emissions units:
	E.U.
ID No.
	Engine Brake
HP
	Date of Construction
	Model Year
	Primary Fuel
	Type of Engine
	Displacement liters/cylinder (l/c)
	Serial No.(s)

	013
	30562,682
	August 2010
	2010
	Diesel
	Emergency
	<10
	326297-1-1-1210

	014
	2,682
	August 2010
	2010
	Diesel
	Emergency
	<10
	326297-1-2-1210



FACILITY AND PROJECT DESCRIPTION
Existing Facility
Jackson Memorial Hospital is an existing facility that operates a general medical and surgical hospital in Miami, Miami-Dade County. The existing facility consists of the following emissions units.
	Facility ID No. 0250232
	

	ID No
	Emission Unit Description

	008
	600 HP Fire Tube Kewanee Scotch Marine Boiler with 25.11 MMBtu per hour Model H35-600-G02

	009
	600 HP Fire Tube Kewanee Scotch Marine Boiler with 25.11 MMBtu per hour Model H35-600-G02

	012
	Fifteen Emergency Generator Units


Proposed Project
The proposed project consists of a concurrent Construction and Operation Permit that include modifications previously completed at the facility. This project modifies Emissions Unit 012 that includes the removal of two 750 kilowatts (kW) generator units replaced with two 2,000 kW Florida Detroit Diesel-Allison generator units. These two new engines are reciprocating internal combustion engines (RICE), and are subject to the requirements of 40 CFR 60, Subpart IIII.
Also, the project authorizes the installation of two 1,200 horsepower (hp) Marine Boilers manufactured by Unilux Model ZF-4500-HS, that replace the two existing 600 hp Fire Tube Kewanee Scotch Marine Boilers Model H35-600-G02.
The project removed the following emission units:
	ID No
	Emission Unit Description

	008
	600 HP Fire Tube Kewanee Scotch Marine Boiler with 25.11 MMBtu per hour Model H35-600-G02

	009
	600 HP Fire Tube Kewanee Scotch Marine Boiler with 25.11 MMBtu per hour Model H35-600-G02


The project added the following emissions units:
	ID No
	Emission Unit Description

	013
	Florida Detroit Diesel Allison Emergency Generator A (2,000 kW)

	014
	Florida Detroit Diesel Allison Emergency Generator B (2,000 kW)

	015
	Boiler A (50.96 MMBtu/hour)

	016
	Boiler A (50.96 MMBtu/hour)


FACILITY REGULATORY CLASSIFICATION
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility has no units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is not a Title V major source of air pollution in accordance with Chapter 213, F.A.C.
SECTION 1. GENERAL INFORMATION
· The facility is not a major stationary source in accordance with Rule 62-212.400 (PSD), F.A.C.
Jackson Memorial Hospital	Permit No.: 0250232-013-AC-014-AO
	ID No.: 0250232
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This section of the permit addresses the following emissions units.
	ID No
	Emission Unit Description

	015
	1,200 hp Unilux Boiler A with a maximum heat input rate of 50.96 MMBtu per hr. Model ZF-4500-HS

	016
	1,200 hp Unilux Boiler B with a maximum heat input rate of 50.96 MMBtu per hr. Model ZF-4500-HS


{Permitting Note: These emission units are capable of burning natural gas or fuel oil; they do not have any pollution control devices. Commercial operation of the units began in 2010. These emission units are subject to 40 CFR subpart Dc “Standards of Performance for Small Industrial-Commercial-Industrial-Commercial-Institutional Steam Generating Units. Subpart Dc was adopted by the Department by reference in Rule 62-204.800, F.A.C.} 
EQUIPMENT 
A.10. Equipment Name: The permittee is authorized to install two new 1,200 hp Marine Boilers manufactured by Unilux, Model Number ZF-4500-HS. [Application No. 02500232-013-AC-014-AO] 
PERFORMANCE RESTRICTIONS 
A.11. Permitted Capacity:  The boilers have a maximum heat input rate of 50.96 MMBtu per hour and a maximum production rate of 39,670 pounds of steam per hour. [Rule 62-210.200, F.A.C. (PTE)] 
A.12. Authorized Fuel:  Fuel used shall be limited to natural gas except when natural gas is not available, during which times No. 2 distillate fuel oil with maximum sulfur content of no greater than 0.05 percent may be burned. These emission units shall not burn oil that contains greater than 0.05 percent by weight sulfur, and shall not burn oil other than No. 2 distillate fuel oil. [Application No. 0250232-013-AC-014-AO and Rule 62-210.200(PTE), F.A.C.]
A.13. Restricted Operation:  The hours of operation of are not limited (8760 hours per year). [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.] 
A.14. Visible Emission:  Visible emission shall not exceed 20 percent opacity (6-minute average) except for one 6-minute period per hour during which opacity shall not exceed 27 percent. The opacity standards apply at all times, except during periods of startup, shutdown, or malfunction. [Rules 62-296.406, F.A.C., 62-204.800, F.A.C., 40 CFR 60.43c(c) and 40 CFR 60.42c(d)] 
A.15. Visible Emission Test Required:  The owner or operator shall test the referenced emission units for visible emission by EPA Method 9. Visible emission tests shall be conducted while burning fuel oil and be thirty minutes in duration. [62-297.301(4)2., F.A.C.] 
A.16. Test Frequency:  The owner or operator shall conduct such compliance tests during each federal fiscal year (October 1-September 30), if either boiler burned fuel oil for more than 400 hours during the previous federal fiscal year. [Rule 62-297.310, F.A.C.] 
A.17. Fuel Certification: The permittee shall demonstrate compliance with the fuel oil sulfur limits based on a certification from the fuel supplier, as described under 40 CFR 60.48c(f)(1). [Rule 62-4.070(3), F.A.C.] 
RECORDS AND REPORTS 
A.18. AOR Supplemental Information:  Annual operation reports required in Part II of this permit shall include following supplemental information that was recorded in the previous calendar year: 
· The total amount of fuel oil burned by each boiler in the previous calendar year. 
· The highest percent sulfur content (by weight) of diesel fuel received. [Rule 62-4.070(3), F.A.C.] 
SECTION 3. EMISSIONS UNIT SPECIFIC CONDITIONS
A.  EU Group Description
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The specific conditions in this section apply to the following emissions unit(s):
	ID No
	Emission Unit Description

	013
	2,000 kW Florida Detroit Diesel Allison Emergency Generator A

	014
	2,000 kW Florida Detroit Diesel Allison Emergency Generator B


These emissions units consist of two emergency generators driven by internal combustion engines (ICE) manufactured by Florida Detroit Diesel Allison. The engines have no pollution control devices.
The following table provides important details for these emissions units:
	E.U.
ID No.
	Engine Brake
HP
	Date of Construction
	Model Year
	Primary Fuel
	Type of Engine
	Displacement liters/cylinder (l/c)
	Serial No.(s)

	013
	2,682
	August 2010
	2010
	Diesel
	Emergency
	<10
	326297-1-1-1210

	014
	2,682
	August 2010
	2010
	Diesel
	Emergency
	<10
	326297-1-2-1210


Permitting Note: These generators are subject to NSPS 40 CFR 60, Subpart IIII “Standards of Performance for Stationary Compression Ignition Internal Combustion Engines.” (CI). These units will also meet the requirements of NESHAP 40 CFR 63 Subpart ZZZZ “National Emissions Standards for Hazardous Air Pollutants for Stationary Reciprocating Internal Combustion Engines” by meeting the requirements of NSPS 40 CFR 60, Subpart IIII. 
Essential Potential to Emit (PTE) Parameters 
C.1. Allowable Fuel.  Beginning October 1, 2010, owners and operators of stationary CI ICE subject to Subpart IIII with a displacement of less than 30 liters per cylinder that use diesel fuel must purchase diesel fuel that meets the requirements of 40 CFR 80.510(b) for nonroad diesel fuel. [40 CFR 60.4207(b)]
C.2. Hours of Operation:  Emergency stationary ICE may be operated for the purpose of maintenance checks and readiness testing, provided that the tests are recommended by Federal, State or local government, the manufacturer, the vendor, or the insurance company associated with the engine. Maintenance checks and readiness testing of such units is limited to 100 hours per year. There is no time limit on the use of emergency stationary ICE in emergency situations. The owner or operator may petition the Administrator for approval of additional hours to be used for maintenance checks and readiness testing, but a petition is not required if the owner or operator maintains records indicating that Federal, State, or local standards require maintenance and testing of emergency ICE beyond 100 hours per year. Emergency stationary ICE may operate up to 50 hours per year in non-emergency situations, but those 50 hours are counted towards the 100 hours per year provided for maintenance and testing. The 50 hours per year for non-emergency situations cannot be used for peak shaving or to generate income for a facility to supply power to an electric grid or otherwise supply non-emergency power as part of a financial arrangement with another entity. For owners and operators of emergency engines, any operation other than emergency operation, maintenance and testing, and operation in non-emergency situations for 50 hours per year, as permitted in this section, is prohibited. [40 CFR 60. 4211(f)] 
Emission Limitations 
C.3. The owner or operator must comply with the emission standards specified in the subpart IIII, the permittee must do all of the following: 
(1) Operate and maintain the stationary CI internal combustion engine according to the manufacturer's emission-related written instructions;
Jackson Memorial Hospital	Permit No.: 0250232-013-AC-014-AO
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