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PROJECT:

Project: 	This project covers the installation of a power plant, consisting of 18 Detroit Diesel Series 60 Dual-Fuel (LFG and No. 2 fuel oil and /or biodiesel) engines, each coupled to a 350 kW generator for the generation of up to a total of 6 megawatts of electricity.
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This is Permit Number 0250603-006-AC to construct an air pollution source issued pursuant to Chapter 403.087, Florida Statutes (F.S.). This is a new construction permit to authorize construction of the emission unit described in this permit. 
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NOTICE OF RIGHTS:

Any party to this Order has the right to seek judicial review of the permit under Section 120.68 of the Florida Statutes, by filing a Notice of Appeal under Rule 9.110 of the Florida Rules of Appellate Procedure, with the Clerk of the Department of Environmental Protection in the Office of General Counsel of the Department at 3900 Commonwealth Boulevard, Mail Station 35, Tallahassee, Florida 32399-3000, (Telephone: 850/245-2242; Fax 850/245-2303), and by filing a copy of the Notice of Appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The Notice of Appeal must be filed within 30 days from the date this Order is filed with the Clerk of the Department.

STATEMENT OF BASIS:

This permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Rules 62-4, and 62-204 through 62-297, and in conformance with all existing regulations of the Florida Department of Environmental Protection.  The above named owner or operator is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents attached hereto or on file with the Department, in accordance with the terms and conditions of this permit.

PART I -- SUMMARY INFORMATION

PERMIT CONTENTS:

Part I -- Summary Information
Part II -- Facility-Wide Specific Conditions
Part III -- Emission Unit Specific Conditions
Appendix GC -- General Conditions

CONSTRUCT:  This permit addresses the following air pollution emission unit(s):

	Emissions
 Unit Number
	Emissions Unit Description

	001
	Eighteen (18) Detroit Diesel Series 60 Dual-Fuel Engines each coupled to a 350 kW generator capable of producing 6 MW of electricity




RELEVANT DOCUMENTS:

The documents listed below are specifically related to this permitting action and form the basis of the permit. They are on file with the Department. 
•   Public Notice of Intent Published:  June 16, 2009 
•   Letter requesting additional Information dated: December 9, 2008 
•   Applicant’s additional information received:  March 6, 2009 
•   Application received:  November 12, 2008 
•   Technical Evaluation and Preliminary Determination dated March 9, 2009 

PERMIT HISTORY:

There have been no previous air permits issued for these emission sources.


PART II -- FACILITY-WIDE SPECIFIC CONDITIONS

Conditions in this part generally apply to all emission units and activities covered under this permit.

	Administrative Requirements

1.	Regulating Agencies:  All applications, tests, reports, notifications, or other submittals required by this permit shall be submitted to the Florida Department of Environmental Protection, Southeast District Office, Air Program at 400 North Congress Ave, Suite 200, West Palm Beach, Florida, 33401, (phone 561-681-6600, Fax 561/681-6790)).  In addition, copies shall be submitted to Dade County Department of Environmental Resources Management, Air Quality Management Division, 33 SW Second Avenue, Suite 900, Miami, Florida, 33130 (phone 305/372-69525, Fax 305/372-6954).

2.	Specific and General Conditions:  The owner or operator shall be subject to the specific conditions of this 	permit and the owner or operator shall be aware of, and operate under, the attached General 	Conditions, attached as Appendix A of this permit.  General Conditions are binding and enforceable 	pursuant to Chapter 403, F.S.  
[Rule 62-4.160, F.A.C.]

3.	Applicable Regulations, Forms and Application Procedures:  Unless otherwise indicated in this permit, 	the construction and operation of the subject emissions unit shall be in accordance with the capacities 	and specifications stated in the application.  The facility is subject to all applicable provisions of 	Chapter 	403, F.S. and F.A.C. Chapters 	62-4, 62-204, 62-210, 62-212, 62-213, 62-296, 62-297 and CFR 	Title 	40, Parts 60 and 63, adopted by reference in the F.A.C. regulations.  The permittee shall use the 	applicable forms listed in Rule 62-210.900, F.A.C. and follow the application procedures in Chapter 	62-4, F.A.C.  Issuance of this permit does not relieve the facility owner or operator from 	compliance 	with any applicable federal, state, or local permitting or regulations.
	 [Rules 62-204.800, 62-210.300 and 62-210.900, F.A.C.]

4.	Title V Permit Required:  This permit authorizes construction and/or installation of the permitted 	emission units 	and initial operation to determine compliance with Department rules.  An application for 	a Title V operation permit must be submitted to the Department of Environmental Protection, 	Southeast District Office, Air Permitting Section 90 days before the expiration date of this permit, 	but no later than 180 days after commencing operation.  To 	apply for a Title V operation permit, 	the applicant shall submit the appropriate application form, and such additional 	information as 	the 	Department may by law require.  
[Rules 62-4.030, 62-4.050, 62-4.220, and 62-213.420(1)(a)1, F.A.C.]

5.	Source Obligation:  Authorization to construct shall expire if construction is not commenced within 18 	months after receipt of the permit, if construction is discontinued for a period of 18 months or more, or 	if construction is not completed within a reasonable time.  This provision does not apply to the time 	period between constructions of the approved phases of a phased construction project except that 	each 	phase must commence construction within 18 months of the commencement date established by the 	Department in the permit.  [Rule 62-212.400(12)(a), F.A.C.]

 6.	Expiration:  The expiration date of this construction permit may be extended upon request of the owner or 	operator and submission of the appropriate fee to the Department of Environmental Protection, Southeast 	District Office, Air Program at least 60 days prior to the expiration date of this permit.  
	[Rules 62-4.050, 62-4.080, and 62-4.220, F.A.C.]

7.	The permit also constitutes:
a. Determination of Best Available Control Technology (BACT is NOT required)
b. Determination of Prevention of Significant Deterioration (PSD does NOT apply); and
c. Compliance with New Source Performance Standards (Subpart IIII does apply).
[Rule 62-4.160, F.A.C.]
	General Pollutant Emission Limiting Standards

8.	Objectionable Odor Prohibited:  No person shall cause, suffer, allow or permit the discharge of air 	pollutants which cause or contribute to an objectionable odor.  
[Rule 62-296.320(2), F.A.C.]

{Permitting note: Objectionable odor is defined in Rule 62-210.200(181), F.A.C., as any odor present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance}. 
[Rule 62-296.320(2), F.A.C.] 
9.	General Visible Emissions Standard:  Unless otherwise specified by permit or rule, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than 20 percent opacity.  
[Rule 62-296.320(4)(b), F.A.C.]

10.	Volatile Organic Compounds/Organic Solvents Emissions:  No person shall store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds or organic solvents without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.

Such controls include the following: 

a. Tightly cover or close all VOC containers when they are not in use.
b. Tightly cover all open tanks that contain VOCs when they are not in use.
c. Maintain all pipes, valves, fittings, etc., which handle VOCs in good operating condition.
d. Confine rags used with VOCs to tightly closed, fireproof containers when not in use.
e. Immediately confine and clean up VOC spills and make sure wastes are placed in closed containers for reuse, recycling or proper disposal.
	[Rule 62-296.320(1), F.A.C.]

11.	Unconfined Emissions of Particulate Matter:  No person shall cause, let, permit, suffer or allow the emissions of unconfined particulate matter from any activity, including vehicular movement; transportation of materials; construction, alteration, demolition or wrecking; or industrially related activities such as loading, unloading, storing or handling; without taking reasonable precautions to prevent such emissions.

Reasonable precautions include the following: 

a. Paving and maintenance of roads, parking areas and yards.
b. Application of water or chemicals to control emissions from such activities as demolition of buildings, grading roads, construction, and land clearing.
c. Application of asphalt, water, chemicals or other dust suppressants to unpaved roads, yards, open stock piles and similar activities.
d. Removal of particulate matter from roads and other paved areas under the control of the owner or operator of the facility to prevent reentrainment, and from buildings or work areas to prevent particulate from becoming airborne.
e. Landscaping or planting of vegetation.
f. Use of hoods, fans, filters, and similar equipment to contain, capture and/or vent particulate matter.
g. Confining abrasive blasting where possible.
h. Enclosure or covering of conveyor systems.
i. Substitution of powdery materials with granular or pelletized materials, where possible.
j. Posting and enforcing a speed limit of ^ miles per hour for vehicles traveling on roadways on site.
 [Rule 62-296.320(4)(c), F.A.C.]


	Operation Requirements

12.	Circumvention:  No person shall circumvent any air pollution control device, or allow the emission of air 	pollutants without the applicable air pollution control device operating properly.  
[Rule 62-210.650, F.A.C.]

13	Excess Emissions:  Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing best operational practices to minimize emissions are adhered to, and the duration of excess emissions shall be minimized but in no case exceeds two hours in any 24 hour period unless specifically authorized by the Department for longer duration.
[Rule 62-210.700(1), F.A.C.]

14	Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may reasonably be prevented during startup, shutdown, or malfunction shall be prohibited.
[Rule 62-210.700(4), F.A.C.]

15	Malfunction:  In case of excess emissions resulting from malfunctions, each source shall notify the 	Department in accordance with Rule 62-4.130, F.A.C.  A full written report on the malfunctions shall be 	submitted in a quarterly report, if requested by the Department. [Rule 62-4.030, F.A.C.] 

16.	 Unless otherwise indicated, the modification/construction and operation of the Detroit Diesel internal combustion engines/generators shall be in accordance with the capacities and specifications stated in the application.

	Compliance Testing Requirements

17	Test Notification:  Unless otherwise specified in this permit, the Department of Environmental Protection, Southeast District Office, Air Program shall be notified in writing of expected compliance test dates at least fifteen (15) days prior to compliance testing.  The notification shall include the following information: the date, time, and location of each test, and the test contact person who will be responsible for coordinating and having such test conducted for the owner.  
[Rule 62-297.310(7)(a), F.A.C.]

18	Testing at Capacity:  Compliance testing shall be conducted with the emission units operating at the 	permitted capacity (90 to 100% of the maximum permitted operation rate of the emission units).  If an 	emissions unit is not tested at permitted capacity, the emission unit shall not be operated above 110% of 	the test load until a new test showing compliance is conducted.  Operation of the emissions unit above 	110% of the test load is allowed for no more than 15 days for the purpose of conducting additional 	compliance testing to regain the authority to operate at the permitted capacity.  
[Rule 62-297.310(2), F.A.C.]

19	Special Compliance Tests:  When the Department, after investigation, has good reason (such as 	complaints, increased visible emissions or questionable maintenance of control equipment) to believe that 	any applicable emission standard in Rules 62-204 through 62-297 or in a permit issued pursuant to those 	rules is being violated, it shall require the owner or operator of the emissions unit to conduct compliance 	tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide 	a report on the results of said tests to the Department.  
[Rule 62-297.310(7)(b), F.A.C.]







	Reporting and Record Keeping Requirements

20	Report Plant Operation Problems: If the owner or operator is temporarily unable to comply with 	any of 	the conditions of the permit due to breakdown of equipment or destruction by hazard of fire, wind 	or by other cause, the owner or operator shall immediately notify the Department. 

	 Notification shall include pertinent information as to the cause of the problem, and what steps are being 	taken to correct the problem and to prevent its recurrence, and where applicable, the owner's intent toward 	reconstruction of destroyed facilities.  Such notification does not release the owner or operator from any 	liability for failure to comply with Department rules.  
[Rule 62-4.130, F.A.C.] 

21	Report Plant Operation Problems:  If the owner or operator is temporarily unable to comply with any of 	the conditions of the permit due to breakdown of equipment or destruction by hazard of fire, wind or by 	other cause, the owner or operator shall immediately notify the Department.  Notification shall include 	pertinent information as to the cause of the problem, and what steps are being taken to correct the 	problem and to prevent its recurrence, and where applicable, the owner's intent toward reconstruction of 	destroyed facilities.  Such notification does not release the owner or operator from any liability for failure 	to comply with Department rules.  
[Rule 62-4.130, F.A.C.]

22	Retain Records:  All records required by this permit shall be kept by the owner or operator and made available for Department inspection for a minimum of five (5) years from the date of such records.  
[Rule 62-4.070(3), F.A.C.]

23	Compliance Test Reports: Compliance test reports shall be submitted to the Department of Environmental 	Protection, Southeast District Office, Air Compliance Section, as soon as practical, but no later than 45 	days after the last sampling run of each test is completed. Test reports shall provide sufficient detail on 	the emission unit tested and the test procedures used to allow the Department to determine if the test was 	properly conducted and the test results properly computed.  Test reports, other than for an EPA or DEP 	Method 9 test, shall include the following information and other information as necessary to make a 	complete report required pursuant to Rule 62 297.310(8)(c), F.A.C.: 

a) The type, location, and designation of the emission unit tested. 
b) The facility at which the emission unit is located. 
c) The owner or operator of the emission unit. 
d) The normal type and amount of fuels used and materials processed, and the types and amounts of fuels used and material processed during each test run. 
e) The means, raw data and computations used to determine the amount of fuels used and materials processed, if necessary to determine compliance with an applicable emission limiting standard. 
f) The type of air pollution control devices installed on the emission unit, their general condition, their normal operating parameters (pressure drops, total operating current and GPM scrubber water), and their operating parameters during each test run. 
g) A sketch of the duct within 8 stack diameters upstream and 2 stack diameters downstream of the sampling ports, including the distance to any upstream and downstream bends or other flow disturbances. 
h) The date, starting time and duration of each sampling run. 
	i) The test procedures used including any alternative procedures authorized pursuant to Rule 62-297.620, F.A.C. Where optional procedures are authorized in this chapter, indicate which option was used. 
j) The number of points sampled and configuration and location of the sampling plane. 
k) For each sampling point for each run, the dry gas meter reading, velocity head, pressure drop across the stack, temperatures, average meter temperatures and sample time per point. 
l) The type, manufacturer and configuration of the sampling equipment used. 
m) Data related to the required calibration of the test equipment. 
	n) Data on the identification, processing and weights of all filters used. 
o) Data on the types and amounts of any chemical solutions used. 
p) Data on the amount of pollutant collected from each sampling probe, the filters, and 	the impingers, are reported separately for the compliance test. 
q) The names of individuals, who furnished the process variable data, conducted the test, 		    analyzed the samples and prepared the report. 
r) All measured and calculated data required to be determined by each applicable test procedure for each run. 
s) The detailed calculations for one run that relate the collected data to the calculated emission rate. 
t) The applicable emissions standard and the resulting maximum allowable emission rate 		       for the emissions unit, plus the test result in the same form and unit of measure.  The detailed calculations for one run that relate the collected data to the calculated mission rate.
The applicable emission standard and the resulting maximum allowable emission rate for the emissions unit, plus the test result in the same form and unit of measure.
u) A certification that, to the knowledge of the owner or his authorized agent, all data submitted is true and correct. When a compliance test is conducted for the Department or its agent, the person who conducts the test shall provide the certification with respect to the test procedures used.  
v) The owner or his authorized agent shall certify that all data required and provided to the person conducting the test are true and correct to his knowledge. 
[Rule 62-297.310(8)(a) & (b), F.A.C.] 
5.5 Annual Report Required: On or before April 1 of each calendar year, a completed DEP Form 62-210.900(5), Annual Operating Report (AOR) Form for Air Pollutant Emitting Facility, shall be submitted to the Department of Environmental Protection, Southeast District Office, Air Program.  Included with this report shall be additional reports, if any, required by this permit in Part III -- Emission Unit Specific Conditions.  
[Rule 62-210.370(3), F.A.C.]
AIR CONSTRUCTION PERMIT No. 0250603-006-AC
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PART III A. -- EMISSION UNIT SPECIFIC CONDITIONS
This part of this permit addresses the following emission unit:

	Emissions
 Unit Number
	Emissions Unit Description

	001
	This permit authorizes the installation and operation of 18 Detroit, Model S60 engines.  The engines are dual fuel (Landfill Gas and No. 2 fuel oil/or biodiesel) each coupled to a 350 kW generator, capable of producing 6 MW of power.  The engines will be arranged in three groups of six engines: group A, B, and C each group of engines will comprise one stack.  The engines are each 6 cylinder, 12.7 liter total displacement compression ignition, and rated at 550 BHP.  The engine generators are capable of producing 350 kW of power each with a nominal facility electricity generation of 6 MW.




	Emission Limiting Standards and Operation Restrictions

A.1. 	This permit authorizes the installation of a LFG Treatment System including gas compression (via blowers) that will compress the gas to 5 to 15 psi, liquids removal (via gas cooler), and particulate removal (via filtered through a 10-micron filter ) and the installation and operation of 18 Detroit Model S60 engines.

A.2. 	Visible Emissions: Compliance with the visible emissions shall be demonstrated each federal fiscal year 	(Oct 1-Sept 30) using EPA Method 9. See condition 9 in Section II, Facility-Wide conditions.
		[Rule 62-296.320(4)b, F.A.C., and Application No. 0250603-006-AC]

A.3.	Particulate Matter (PM) Emissions: The emissions of PM for the project shall not exceed 30 tons in any
	consecutive 12 month period.
	[Rule 62-4.070(3), F.A.C., and Application No. 0250603-006-AC]

A.4.	Nitrogen Oxides (NOx) Emissions: Emissions of NOx facility wide shall not exceed 249 tons in any
	consecutive 12 month period.
	[Rule 62-4.070(3), F.A.C., and Application No. 0250603-006-AC]

A.5.	Carbon Monoxide (CO) Emissions: Emissions of CO shall not exceed 249 tpy in any consecutive 	12month period.
	[Rule 62-4.070(3), F.A.C., and Application No. 0250603-006-AC]
	
	{Permitting Note: The applicant requested in the November 12, 2008 application that the emissions of 	NOx and CO to be limited to less than 249 tons per year to escape PSD applicability.}

A.6.	Sulfur Dioxide (SO2) Emissions:  The emission rate of SO2 from each engine/generator set shall not 	exceed 17.5 tpy in any consecutive 12 month period.
	[Rule 62-4.070(3), F.A.C., and Application No. 0250603-006-AC]

A.7.	Volatile Organic Compounds (VOC) Emissions: Emissions of (VOCs) shall not exceed 30 tons in any 	consecutive 12 month period.
	[Rule 62-4.070(3), F.A.C., and Application No. 0250603-006-AC]

A.8.	 Unrestricted Hours of Operation: The referenced emission unit may operate continuously (8760 hours per 	year).
	[Rule 62-4.070(3), F.A.C., and Application No. 0250603-006-AC]


A.9.	Diesel Fuel Certification: Fuel oil shall be limited to number 2 fuel oil with maximum sulfur content of 0.5 percent by weight. The owner or operator shall determine the sulfur content of each delivery of diesel fuel received for this emissions unit using ASTM D 4057-88, Standard Practice for Manual Sampling of Petroleum and Petroleum Products and one of the following test methods for sulfur in petroleum products:  ASTM D 129-91, ASTM D 2622-94, or ASTM D 4294-90 or a latest version. These methods are adopted by Rule 62-297.440, F.A.C.  The owner or operator may comply with this requirement by receiving records from the fuel supplier that indicate the sulfur content of the fuel delivered complies with the sulfur limit. 
	[Rule 62-4.070(3), F.A.C., Application No. 0250603-006-AC]

A.10.	Fuel Fired in the Engines: Fuel fired in the engines is limited to 100% No.2 fuel oil, biodiesel, or 	unreliable amounts of No. 2 fuel oil, or biodiesel and LFG ranging from 1 to 96 %.
	[Rule 62-4.070(3), F.A.C., and Application No. 0250603-006-AC]

A.11.	Fuel Sulfur Content Records: The owner or operator shall maintain records of sulfur content of each 	delivery of diesel fuel received for these emissions unit.
	[Rule 62-4.070(3), F.A.C.]

A.12.	Monitors: The owner or operator shall install, calibrate, operate and maintain monitoring devices to 	record the fuel flow (Landfill Gas and/or Diesel) and the hours of operation.
	[Rule 62-4.070(3), F.A.C]

A.13.	Diesel Fuel Consumption Records: The permittee shall record and maintain fuel usage records for each 	generator, and for each group of generators including operation for repairs or maintenance, on a daily 	basis. The diesel fuel usage records for the generators shall be based on daily fuel meter readings. Within 	ten days of the end of each month, the owner or operator shall make records of monthly diesel fuel 	consumption from the daily records, and shall make records of consecutive 12 month diesel fuel 	consumption.
	[Rule 62-4.070(3), F.A.C.]

A.14.	Meter Fuel Calibration: Calibration of the fuel meter shall be conducted in accordance with 	manufacturer’s schedule and recommendation.
	[Rule 62-4.070(3), F.A.C.]

A.15.	Records of Maintenance: The owner or operator shall make and maintain records of maintenance 	activities conducted on these units including periodic tuning, sufficient to demonstrate compliance with 	the operating procedure requirements in this permit.
	[Rule 62-4.070(3), F.A.C.]

A.16. 	AOR Supplemental Information: The Annual Operating Reports in Part II shall include the following 	supplemental information that was recorded in the previous calendar year:
	a. The highest consecutive 12 months total diesel fuel usage for the engines/generators
	b. Records of the fuel meter calibration
	c. Annual reports on the actual operating rates and emissions from this facility.

A.17.	The permittee shall install and maintain an automatic fail-safe block valve on each engine. The fail-safe
	block valve must stop the flow of LFG in the event of an engine failure.
	[Rule 62-4.070, F.A.C.]

A.18.	 Landfill gas not used as fuel in the engines must be flared in accordance with the requirements of 40 CFR
	Part 60 Subpart WWW. Any other use of the treated gas would require permit modification.
	[Rule 62-4070, F.A.C.]

A.19.	New or Additional Conditions: For good cause shown and after notice and an administrative hearing, if
	requested, the Department may require the permittee to conform to new or additional condition. The
	Department shall allow the permittee a reasonable time to conform to the new or additional conditions,
	and on application of the permittee, the department may grant additional time
	[Rule 62-4.080, F.A.C.]

	TEST METHODS AND PROCEDURES

A.20.	Each individual engine group shall be tested (Initial Compliance Test) within 60 days of achieving 	maximum production at which the individual engine group will be operated, but not later than 180 days 	after initial startup,  to demonstrate initial compliance with emissions standards.   Subsequent compliance 	tests (Annual Compliance Tests) shall be run annually during each federal fiscal year (October 1st to 	September 30th.)  The operator may choose, for the annual compliance tests, to test only one engine 	group per year.  There shall be at least one engine group tested each year and the time between tests of an 	individual engine group shall not exceed three years.  This rotation of testing individual groups only 	applies to the annual compliance tests.  For the purpose of rotating tests, an initial compliance test will not 	count as an annual compliance test.
		[Rule 62-297.310, F.A.C.]

A.21.	 The permittee shall design each group of six internal combustion engine stacks to accommodate adequate 	testing and sampling locations in order to determine compliance with the applicable emission limits 	specified by this permit. Stack sampling facilities shall be installed in accordance with Rule 62-	297.310(6), F.A.C.

A.22.	Performance Test Methods

	a) Nitrogen Oxide (NOx) Emissions Tests: Compliance with the emissions limits for NOx of this permit 	shall be demonstrated initially, and annually each federal fiscal year (October 1-September 30), and at the 	time to of renewal, by using EPA Method 7 or 7E, as described in 40 CFR 60, Appendix A, adopted 	by reference in Rule 62-204.800, F.A.C., and adopted in Rule 62-297.401, F.A.C. Sampling of the 	exhaust gas shall be via a rake probe placed into the engine exhaust outlet.
	b) Visible Emissions (VE) Emissions Test: Compliance with the visible emissions shall be demonstrated 	initially and each federal fiscal year (Oct 1-Sept 30) using EPA Method 9. See condition 11 in Section II, 	Facility-Wide conditions.
	c) Carbon Monoxide Emissions Test: Compliance with the emissions limitations for CO of this permit
	shall be demonstrated by EPA Method 10 as described in 40 CFR 60, Appendix A initially, and each 	federal fiscal year (Oct 1-Sept 30).
	d) Gaseous Organic Compounds Emissions: Compliance with the Gaseous Organic Compounds 	Emissions shall be demonstrated by EPA Method 18, 25 or 25A.  
	e) Determination of PM10 Emissions: Determination of PM10 emissions shall be determine by EPA 	Method 201.EPA Methods (a) to (d) shall be used as necessary to support other test methods. No other 	methods may be used for compliance testing unless prior the Department approval received, in writing.
	f) Sulfur Dioxide (SO2) Emissions Test: Determination of SO2 emissions shall be determine by EPA Method 6 as described in 40 CFR 60 Appendix A.
	[Rule 62-297.310(7& (8), F.A.C.]

A.23.	The owner or operator shall monitor fuel and landfill gas consumption in order to determine 	
	emissions which shall be calculated monthly and 12-month rolling totals for the pollutants listed 	in 	specific conditions A.3 through A.7.
	[Rule 62-4.070(3), F.A.C.]

A.24.	Test Frequency: The owner or operator shall conduct such compliance tests required in this part prior to
	the expiration of this permit and every fiscal year (Oct 1st –Sept 30).
	[Rules 62-4.070(3) and 62-297, F.A.C.]

	RECORDKEEPING, REPORTING AND MONITORING REQUIREMENTS

A.25.	 Total landfill gas flow to the engines shall be continuously measured and recorded.
    	[Rule 62-210.200(246), F.A.C.]

A.26.	 Gross electrical power generation (kW-hrs) shall be continuously measured and recorded for each engine 	individually or group, and for the eighteen engines combined
	[Rule 62-210.200(246), F.A.C.]

A.27.	 Each engine /generator set shall be equipped with a non-resettable elapsed time meter to indicate, in 	cumulative hours, the elapsed engine operating time.
	[Rule 62-210.200(246), F.A.C.]

A.28. 	The permittee shall maintain the following records on a monthly basis:

	a) The hours of operation of each engine/generator set, including any start-up, shutdown or malfunction
	 in the operation of the engine/generator set.
	b) Total landfill gas flow to the engines.
	c) Gross electricity power generation (kW-hrs) for each engine and for the eighteen engines combined.

Executed in West Palm Beach, Florida.

STATE OF FLORIDA 
DEPARTMENT OF ENVIRONMENTAL PROTECTION

_____________________________        ____________ 
Jack Long 				         Date
District Director 
Southeast District 

JL/LA/md

cc:	

Mr. Robert L. Greene, Industrial Power Generating Co. rgreene@ingenco.com
Mr. Lee Casey, MDSWM. le1@miamidade.gov
Mr. James Susan, P.E., FTCH, Inc. jasusan@ftch.com
Mr. German Hernandez, MDSWM. germanh@miamidade.gov
Ms. Mallika Muthiah, P.E., Chief Air Facility Section. muthim@miamidade.gov

FILING AND ACKNOWLEDGMENT:  FILED, on this date, pursuant to § 120.52(7), F.S., with the designated Department Clerk, receipt of which is hereby acknowledged.

	_____________________________	________________
	Clerk	Date
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