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Project: 
Administrative Modifications to previously issued construction permits to the Waste Management, Inc. of Florida facility located at 9350 NW 89 Avenue, Medley, FL 33178.

Dear Mr. Casagrande:

This construction permit incorporates the terms and conditions of expired Permit No.  0250615-003-AC, 0250615-002-AC and AC 13-218495 with the exception of the following permit conditions as listed below. 

Permit No. 0250615-003-AC:

1. Specific Condition No. 1.6 on page 10 (listed below):
1.6 Sulfur Dioxide Emissions Limitation: The maximum allowable emissions rate of sulfur dioxide (SO2) is 249 tons in any 12-month period.

[Air Construction Permit 0250615-002-AC issued on May 10, 1996]

2. Specific Condition No. 1.7 on page 10 (listed below):

1.7  Carbon Monoxide Emissions Limitation: The maximum allowable emissions rate of carbon monoxide (CO) is 55.7 pounds per hour and  244.0 tons per year.
 [Air Construction Permit AC 13-218495 issued on January 31, 1994]
3. Specific Condition No. 5.5 on page 17 (listed below):

5.5  Sulfur Concentration Monitoring: The sulfur concentration analyzed by ASTM method D 3246-81 shall be used along with total input gas flow volume from each calendar month, to calculate the stoichiometric monthly sum of sulfur dioxide, (assume all input sulfur is converted to sulfur dioxide and emitted).  The monthly sulfur dioxide emission sum shall be calculated no later than 5 days after the end of the month.  If any three consecutive monthly SO2 sums are equal to or less than 18.6 tons, the permittee may request that the sulfur analysis be performed quarterly.  If the calculated emission of SO2 sum from any consecutive 3 months equals or is greater than 56.0 tons, monthly sulfur analysis shall be resumed.
 [Air Construction Permit 0250615-002-AC issued on May 10, 1996]

4. Specific Condition No. 7.7 on page 21 (listed below):

7.7  SO2 Emissions Recordkeeping Requirements:  A rolling 12 month total for SO2 emissions shall be calculated and maintained on site.

 [Air Construction Permit 0250615-002-AC issued on May 10, 1996] 

Permit No. 0250615-002-AC:

5. Specific Condition No. 4 on page 2 (listed below):
4. The maximum allowable emissions rates of sulfur dioxide (SO2) are 249 tons in any consecutive 12 month period.  These limitations are accepted by the permittee to avoid the otherwise applicable requirements of New Source Review – Prevention of Significant Deterioration (PSD).  F.A.C. Rule 62-212.400, and application of Best Available Control Technology (BACT).  F.A.C. Rule 62-212.410.

6. Specific Condition No. 13 on page 3 (listed below):

13. The permittee shall record and maintain the following information: F.A.C Rule 62-4.070

An analysis shall be performed to determine the sulfur content of the input gas to the flare, by American Society for Testing and Materials (ASTM) test method, D 3246-81 on an monthly basis and included as part of the Annual Operating Report (AOR).  This sulfur concentration shall be used along with total input gas flow volume from each calendar month, to calculate the stoichiometric monthly sum of sulfur dioxide (SO2), (assume all input sulfur is converted to SO2 and emitted). The monthly SO2 emission sum shall be calculated no later than 5 days after the end of the month.

If any three consecutive monthly SO2 sums are equal to or less than 18.6 tons, the permittee may request that the sulfur analysis be performed quarterly.  If the calculated emission of SO2 sum from any consecutive 3 months equals or is greater than 56.0 tons, monthly sulfur analysis shall be resumed.

A rolling twelve month total for SO2 emissions shall be calculated and maintained on site.  Rule 62-212.400(1)(c)

Permit No. AC 13-218495:

7. Specific Condition No. 6 on page 5 (listed below):
11. Maximum allowable emission rates of carbon monoxide (CO) are 55.7 pounds per hour and 244.0   tons per year.  These limitations are accepted by the permittee to avoid the otherwise applicable requirements of New Source Review – Prevention of Significant Deterioration (PSD), Rule 17-212.400, F.A.C., and application of Best Available Control Technology (BACT), Rule 17.212-410, F.A.C.

8. Specific Condition No. 8 on page 6 (listed below):
8. Sulfur content of the input gas to the flare shall not exceed 4.0 lbs/hour.
9. Specific Condition No. 9 on page 6 (listed below):
9. An analysis shall be performed to determine the sulfur content of input gas to the flare, by American Society for Testing and Materials (ASTM) test method, D 3246-81, prior to flare startup.  Additional tests shall be performed on a yearly basis, and results included as part of the facility’s Annual Operating Report.

The permittee is granted permission to operate the flare for a maximum time period duration of 24 hours (to the point of steady state input gas flow) prior to the startup  of the flare on a sample for sulfur content determination.

10. Specific Condition No. 11 on page 6 (listed below):

11. Total volumetric gas flow to the flare shall be limited to 1250 SCFM.

The Florida Department of Environmental Protection (FDEP) has permitting jurisdiction under Section 403.087, Florida Statutes (F.S.).  However, in accordance with Section 403.182, F.S., the FDEP recognizes the DERM as the approved local air pollution control program of Miami-Dade County.  Through a Specific Operating Agreement, the FDEP delegated to the DERM the authority to issue or deny permits for this type of air pollution source located in Miami-Dade County.
This permit (letter) is issued under the provisions of Chapter 24, Code of Miami-Dade County, Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Rules 62-4, and 62-204 through 62-297, and in conformance with all existing regulations of the FDEP and the DERM rules.  Any party to this order has the right to seek judicial review of it under Section 120.68, F.S., by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection (FDEP) in the Office of General Counsel, Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000, and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within thirty days after this order is filed with the clerk of the FDEP.

Executed in Miami-Dade County, Florida.

DEPARTMENT OF ENVIRONMENTAL 

RESOURCES MANAGEMENT

_____________________________________________

H. Patrick Wong, Chief 
      

Date

Air Quality Management Division

HPW/cpg

Copy:  Tom Tittle, Florida Department of Environmental Protection, Southeast District Office

Juene Franklin, P.E., EMCON/OWT, Inc., 13111 Northwest Freeway, Houston, TX 77040  

FILING AND ACKNOWLEDGMENT:  FILED, on this date, pursuant to § 120.52(7), F.S., with the designated DERM Clerk, receipt of which is hereby acknowledged.
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