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SECTION 2.  PERMIT REVISIONS 

[bookmark: _GoBack]PERMITTEE
	Peace River Citrus Products, Inc.
4104 Hwy 72
Arcadia, Florida 34265
Authorized Representative:
Bart Plymale
Vice President of Operations
	Air Permit No. 0270003-018-AC
Permit Expires:  12/01/2017
Minor Air Construction Permit Revision

Project: Change No. 2 fuel option for use
ONLY if natural gas is curtailed.



NOTICE OF PERMIT REVISION

Project
This is the final air construction permit, which revises Permit No. 0270003-014-AC for the following: The facility is currently operating on natural gas in their boilers and peel dryer. The permit currently allows the use of #2 distillate oil, but there are no plans to run oil except for an emergency. The “Best Management Practices” (BMP) for CO was originally established when the facility burned oil in those units. (When burning oil there are additional safeguards, inspections, and training that is required to insure proper operation) which, as a secondary, controls the CO emissions. The facility is revising the “Best Management Practices” (BMP) for Carbon Monoxide to reflect the use of natural gas as the primary fuel with #2 distillate available ONLY when the natural gas supply is curtailed. Therefore, the normal operation using natural gas is not subject to the #2 distillate “BMP”. The “BMP” for the #2 distillate fuel is only applicable when the optional #2 distillate fuel is used, which is (only) due to curtailment of natural gas supply).

Peace River Products, Inc. is categorized under Major Group Industrial Classification Codes 2033, 2037 and 2048. The existing facility is in Desoto County at 4104 Highway 72 in Arcadia, Florida. The UTM coordinates of the existing facility are Zone 17, 409.80 km East, and 3010.50 km North.

This final permit is organized into the following sections:  Section 1 (General Information) and Section 2 (Permit Revisions).  

STATEMENT OF BASIS
This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C. and is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.  A copy of this permit modification shall be filed with the referenced permit and shall become part of the permit. 



Judicial Review:  Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under Section 120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel (Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000) and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.

Executed in Fort Myers, Florida
[image: ]

																				   December 2, 2016
Jon M. Iglehart								Date
Director of 
JMI/CBE/                                                              District Management


CERTIFICATE OF SERVICE

The undersigned duly designated deputy agency clerk hereby certifies that this Final Air Permit package (including the Final Determination and Final Permit Revision) was sent by electronic mail, or a link to these documents made available electronically on a publicly accessible server, with received receipt requested before the close of business on the date indicated below to the following persons.
Bart Plymale, Peace River Citrus Products, Inc. (bartp@prcp.net)
Wayne E. Griffin, G2 Services, (G2Services@aol.com)
Carter B. Endsley, P.E., Florida DEP (carter.endsley@dep.state.fl.us)
Barbara Friday, Barbara.Friday@dep.state.fl.us

Clerk Stamp
[image: ]FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated agency clerk, receipt of which is hereby acknowledged.

								December 2, 2016
		(Clerk)					 	   (Date)
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FACILITY DESCRIPTION

The existing facility consists of the following emissions units and activities:  
The applicant operates the existing Peace River Citrus Products, Inc. facility, in Desoto County at 4104 Hwy 72, Arcadia, Florida. This is a juice processing facility with one (1) citrus peel dryer, one (1) citrus peel pellet cooler, three (3) 750 HP boilers, and process equipment (which includes fruit washers, oil and juice extraction equipment, cooling towers, fruit and peel conveyance equipment, a lime silo and peel storage). Primary fuel is natural gas with the option to use No. 2 distillate fuel only if the natural gas supply is curtailed.
Summary of Emission Units:

	EU No.
	[bookmark: Brief_Description]Brief Description

	Regulated Emissions Units

	001
	Citrus Peel Dryer with Waste Heat Evaporator

	002
	(Deleted)

	003
	Citrus Peel Pellet Cooler

	004
	750 HP Boiler #1 – (29.05 MMBTU/hr.)

	005
	750 HP Boiler #2 - (29.05 MMBTU/hr.)

	006
	750 HP Boiler #3 - (29.05 MMBTU/hr.)

	007 
	(Deleted)

	008
	Lime Storage Silo – EXEMPT Emissions Unit/Insignificant Activities (Title V)

	009
	Emergency Standby Generator - 56 kw, 97 hp. (Less than 100 hrs. annually) - EXEMPT



Facility Regulatory Classification
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility does not operate units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is not a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C.
PROJECT
The purpose of this permitting revision is to revise the existing Air Construction Permit No. 0270003-014-AC and Title V Air Operating Permit No. 0270003-017-AV for the above referenced facility. The facility is currently operating on natural gas in their boilers and peel dryer. The permit currently allows the use of #2 distillate oil, but there are no plans to run oil except for an emergency. The “Best Management Practices” (BMP) for CO was originally established when the facility burned oil in those units. (When burning oil there are additional safeguards, inspections, and training that is required to insure proper operation) which, as a secondary, controls the CO emissions. The facility is revising the “Best Management Practices” (BMP) for Carbon Monoxide to reflect the use of natural gas as the primary fuel, with #2 distillate available only when the natural gas supply is curtailed. Therefore, the normal operation using natural gas is not subject to the #2 distillate BMP. The “BMP for the #2 distillate fuel is only applicable when the optional #2 distillate fuel is used, which is (only) due to curtailment of natural gas supply).

The following permit conditions are revised as indicated:


SECTION 1.  GENERAL INFORMATION 

Permit Being Modified:  Permit No. 0270003-014-AC (And 0270003-017-AV)

Section III.A.2. For Emission Unit EU- 001 (Title V Operating Permit No. 0270003-017-AV 
                                                                          Section III.A.2b).
Change the No. 2 distillate fuel option for use only if the natural gas supply is 
curtailed. 

Section III.A.25 (Title V Operating Permit No. 0270003-017-AV Section III.A.19).

Replace with:

A.25. Best Management Practices for Carbon Monoxide. (Emission Unit EU-001)

The facility shall operate its citrus peel dryers in accordance with the manufacturer's operating manual, or recommended operating practices provided by the manufacturer, equipment vendor, or a professional engineer registered in Florida, as well as with the practices described in the paragraphs below. Each facility shall report to the Department any failure to follow these practices, and shall make such report in writing within 7 days from discovery of such failure. Records and copies of reports shall be maintained on site for a period of five years and shall be made available to the Department upon request. 

Natural Gas fuel
When operating on natural gas the facility shall:

a. Operate the citrus peel dryers in conformity to the manufacturer's manual or recommended practices to insure optimal control of carbon monoxide. From such manual and practices, develop a checklist and document at least once every citrus season that the recommend operations are properly applied and practiced; and
b. Perform an inspection of combustion equipment as prescribed by the manufacturer or professional engineer but  no less than annually and replace parts that are worn or improperly operating.
c.	Maintain a written plan for start-up shutdown and equipment malfunctions.

#2 Distillate Fuel
When operating on #2 Distillate the facility shall:

1.  Train operators to perform the operating practices of this paragraph using manuals and plans described in     
      paragraph A and allow only trained employees to operate the citrus peel dryer;
2. Maintain a written plan with operating procedures for start-up shut­down and malfunction of the equipment and follow that plan during these events;
3.	Operate and maintain the burner and burner controls to maintain a proper air to fuel ratio;
4.	Visually check the flame characteristics once per operating shift
5.	Make burner and burner control adjustments on an annual basis or more frequently as required by visual       
       checks;
6.	Perform an inspection of combustion equipment as prescribed by the equipment manufacturer or registered  
      professional engineer, but no less often than annually, and replace parts that are worn or improperly operating;
7.	Keep records of combustion operation that document the operating practices described in this paragraph. Such  
      document shall include a manual, which can be the manufacturer’s operation manual and daily logs; and
8.	Document maintenance performed on equipment and all normal processing equipment and operating practices 
       changes.

(Emission Units EU-004, EU-005 and EU-006)

Section III.C.2. (Title V Operating Permit No. 0270003-017-AV 
                             Section III.C.2.b).

Change the No. 2 distillate fuel option to be for use only if the natural gas supply is curtailed.

Section III.C.23   (Title V Operating Permit No. 0270003-017-AV 
                                Section III.C.17).
Replace with:

C.23. Best Management Practices for Carbon Monoxide. (Emission Unit EU-004, EU-005 and EU-006)

The facility shall operate its boilers in accordance with the manufacturer's operating manual, or recommended operating practices provided by the manufacturer, equipment vendor, or a professional engineer registered in Florida, as well as with the practices described in the paragraphs below. Each facility shall report to the Department any failure to follow these practices, and shall make such report in writing within 7 days from discovery of such failure. Records and copies of reports shall be maintained on site for a period of five years and shall be made available to the Department upon request. 

Natural Gas Fuel
When operating on Natural Gas the facility shall:

a.	Operate the boilers in conformity to the manufacturer's manual or recommended practices to insure optimal     
       control of carbon monoxide. From such manual and practices, develop a checklist and document at least once 
       every citrus season that the recommend operations are properly applied and practiced; and
b. Perform an inspection of combustion equipment as prescribed by the manufacturer or professional engineer, 
       but no less than annually, and replace parts that are worn or improperly operating.
c.	Maintain a written plan for start-up, shutdown, and equipment malfunctions. 
     
#2 Distillate Fuel
When operating on #2 Distillate the facility shall:

1. Train operators to perform the operating practices of this paragraph using manuals and plans described in 
       paragraph A and allow only trained employees to operate the boilers;
2.     Maintain a written plan with operating procedures for start-up, shut­down and malfunction of the equipment,  
    and follow that plan during these events;
3.	Operate and maintain the burner and burner controls to maintain a proper air to fuel ratio;
4.	Visually check the flame characteristics once per operating shift;
5.	Make burner and burner control adjustments on an annual basis, or more frequently as required by visual checks;
6.	Perform an inspection of combustion equipment as prescribed by the equipment manufacturer or registered  
      professional engineer, but no less often than annually, and replace parts that are worn or improperly operating;
7.	Keep records of combustion operation that document the operating practices described in this paragraph. Such 
      document shall include a manual, which can be the manufacturer's operation manual, and daily logs; and
8.	Document maintenance performed on equipment and all normal processing equipment and operating practices  
      changes.
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